6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND.

RED COLOR

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

ST ST ™ SIS STX

\ COMPACT SOIL IN

36" 6" LAYERS

BACKFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH

CONCRETE\
1 1/4" SCHEDULE 40 P
PVC DUCTS (TYP) \ T e ) 3"

3"

2" RIGID
GALVANIZED L T

STEEL CONDUITS B TP A ! B b "
(TYP) i DA TR LA >

—_— 3" | —— 3"

s\ GENERATOR DUCT DETAIL
W NOT TO SCALE

6 MIL THICK x 6" WIDE POLYETHYLENE

SURFACE MUST BE CUT, PATCHED
5;5;:\‘;422; AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

BACKFILL USING SATISFACTORY

SPECIFICATIONS \
MATERIAL IN ACCORDANCE WITH “‘
SPECIFICATIONS

N e N 1 1/2" SCHEDULE 4 e
e PVC DUCTS (TYP)
\

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND. DUCTBANK DETAILS):

STEEL ELLS WHERE RISING ON POWER POLE OR
TURNING UP INTO PAD-MOUNT.

e POUR CONCRETE OR SAND (AS APPLICABLE)

W AGAINST UNDISTURBED EARTH.

¢ PROVIDE 300# PULL CORD IN ALL UNUSED

SAND

STV ISR /iwm

7\

m CONDUITS.

INTERMEDIATE SPACERS THAT PROVIDE 3"
HORIZONTAL & VERTICAL SPACE BETWEEN
OUTSIDE CONDUIT WALLS. SPACERS SHALL BE
INSTALLED AT 6' INTERVALS THE ENTIRE LENGTH
OF DUCTLINE. (SPACERS NOT SHOWN IN ABOVE
DRAWING.)

e CUSTOMER/CONTRACTOR TO EXCAVATE AND

O
O

3" BACKFILL TRENCHES AND TO FURNISH AND
INSTALL CONDUITS.

o PRIMARY CONDUITS TO BE INSTALLED AS

STRAIGHT AS PRACTICAL. ANY DEFINED
3" CHANGES IN DIRECTION SHALL HAVE A BENDING

3"

3"

MARQUIS SIGN (AND FOOTBALL

3"

/5 SCOREBOARD DUCT DETAIL

RADIUS OF NOT LESS THAN 50 FEET UNLESS
OTHERWISE DIRECTED BY UTILITY COMPANY.

ARE SUBJECT TO MANDREL TESTING FOR
ROUNDNESS.

e CONTACT UTILITY COMPANY IF REQUIRED DEPTH
CANNOT BE OBTAINED. ADDITIONAL DEPTH MAY
BE REQUIRED FOR JOINT-USE TRENCHES OR
WHERE CONDUITS MUST BE LAYERED.

e BOTTOM 12" OF TRENCH BACKFILL TO BE 3/4"
CLEAN GRAVEL OR WELL-TAMPED SOIL, FREE OF

ES501/ NOT TO SCALE

WARNING TAPE WITH METAL TRACER AND

"DANGER - HIGH VOLTAGE" LEGEND.
RED COLOR

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

NN
ST 7, NN

BACKFILL USING SATISFACTORY
MATERIAL INACCORDANCE WITH — ——
SPECIFICATIONS

SAND
4" SCHEDULE 40\ /. \

PVC DUCTS (TYP) \ .

COMPACT SOIL IN
36" 6" LAYERS

]
89
&)

6 CELL FABRIC
MESH (TYP)

g

3"

73\ COMMUNICATIONS DUCT DETAIL
W NOT TO SCALE

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

HARD MATERIALS LARGER THAN 3/4" OR ANY
MATERIAL WHICH COULD DAMAGE CONDUIT.
REMAINING BACKFILL TO BE GRAVEL OR
WELL-TAMPED SOIL, FREE OF HARD MATERIALS
LARGER THAN 3".

e PROVIDE TRACER WIRE IN ALL UNDERGROUND
CONDUITS.

o INSTALL INTERLOCKING BASE SPACERS THAT SPECIFICATIONS
PROVIDE 3" SPACE UNDERNEATH CONDUIT AND
3" HORIZONTAL SPACE BETWEEN OUTSIDE
COMPACT SOIL IN
0" 6" LAYERS CONDUIT WALLS. INSTALL INTERLOCKING

4" SCHEDULE 40
PVC DUCTS (TYP)

BOTTOM OF TRENCH SHALL BE CLEAN, EVEN, 6 CELL FABRIC
UNDISTURBED EARTH OR GRAVEL. CONDUITS MESH (TYP)

GENERAL DUCTBANK NOTES (APPLY TO ALL SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO

RED COLOR o USE SWEEPING BENDS AT ALL TURNS ANDRIGID ~ MATCH EXISTING SURFACE.

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND.

RED COLOR

NN

NN

SAND

BACKFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH

/

VINNV/INV/IN

\ COMPACT SOIL IN

36" 6" LAYERS

3"

3"

3"

3" -

3"

/+\ COMMUNICATIONS DUCT DETAIL

ES501) NOT TO SCALE

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO

MATCH EXISTING SURFACE.

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND.

RED COLOR

N NN TVEIIIN S YNNI NN

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND

RED COLOR MATERIAL IN ACCORDANCE WITH
SPECIFICATIONS

N NN N,

BACKEFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH
SPECIFICATIONS

/
/

CONCRETE ENCASEMENT FOR
6" CONDUITS AND SAND
ENCASEMENT FOR 4" CONDUITS

6" SCHEDULE 40
PVC DUCTS BETWEEN
UNDERGROUND STRUCTURES
AND 4" SCHEDULE 40 PVC (WITH T
LONG SWEEP ELBOWS) FROM
LAST STRUCTURE TO PAD

_

/

/

MOUNT TRANSFORMER (TYP)

SAND \
COMPACT SOIL IN
36" 6" LAYERS
.
R 3"
=

4" SCHEDULE 80 PVC DUCTS
(TRANSITION TO RIGID GALVANIZEDD
W STEEL WHEN ENTERING BUILDING,
ELBOWS SHALL BE RIGID
GALVANIZED STEEL) (TYP)

N2 NN
"DANGER - HIGH VOLTAGE" LEGEND. BACKFILL USING SATISFACTORY -\

/
/L/QMWA\WA\\ VIN/INV/IN

COMPACT SO
36" 6" LAYERS

r

[~

3"

3"

/2 PRIMARY SERVICE DUCT DETAIL

ES501/ NOT TO SCALE
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3"
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/1 SECONDARY SERVICE DUCT DETAIL

ES501/ NOT TO SCALE
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[ 1
CONTRACTOR SHALL COORDINATE EXACT
DIMENSION WITH APPROVED SHOP
DRAWINGS FOR ELECTRICAL EQUIPMENT
(ADJUST OVERALL LENGTH AS REQUIRED)
6" MIN
6!_0"
6" MIN
L O K3\I
6" MIN
UNISTRUT SRUCTURE FOR BASEBALL FIELD ONLY, 6" MIN [ BASEBALL FIELD ONLY: o
FOR FOOTBALL AND SOFTBALL THE LIGHTING LIGHTING CONTROL AND MONITORING CABINET | PROVIDE NEMA 3R MINI-POWER ZONE, |
CONTROL CABINET AND PANELBOARD SHALL BE LCCF (FOOTBALL), LCCS (SOFTBALL), LCCB | COMBINATION 5KVA DRY-TYPE |
LOCATED IN THE FIELDHOUSE (BASEBALL) | TRANSFORMER/PANELBOARD (120/240V, 1 |
PHASE, 3 WIRE), MOUNTED TO UNI-STRUT |
CAP TOP OF PIPE (TYP) ADP1 (FOOTBALL AND SOFTBALL) FRAMING. PANELBOARD SHALL BE
ADP2 (BASEBALL) | EQUIPPED WITH 6-20A1/P BREAKERS AND |
| SHALL HAVE A 20A PRIMARY MAIN CIRCUIT |
OFF-ON-AUTO KEYED | BREAKER AND A 30A SECONDARY MAIN |
SWITCHES (TYP) | CIRCUIT BREAKER. FEED FROM ADP2 WITH |
= / L 2#10, #10G IN 1" CONDUIT N
PIPE TO UNI-STRUT CLAMP (TYP) ~_ !t tr- | +-"~--"-¥"-"""""-—--—"——"———
\ g g g g UNI-STRUT (TYP)
CONDUIT/WIRING TO POLE [ --/4" RIGID
/ATHLETIC FIELD LIGHT T GALVANIZED STEEL Top OF DISCONNECT HANDLE
FIXTURES (TYP) PIPEFILLEDWITH (N ON POSITION) SHALL NOT
CONCRETE EXCEED 6'-7" TO FINISH GRADE
[ Z:J/-CAP OFF SPARE 6" ABOVE 4LAB
6" CONCRETE AROUND PIPE (TYP) \ | 1/2" BEVEL
yd
I -
6" B L BIRFT L AL AR e 6"
31_0!! - = =
\
- L] —— 1l_0n
TO POLES M \ 3 TO PADMOUNT TRANSFORMER
s\ ATHLETIC FIELD LIGHTING EQUIPMENT DETAIL
ES502/ NOT TO SCALE
L |
HEAVY DUTY COVER RATED HEAVY DUTY COVER RATED
FOR 21600 POUND PER FOR 21600 POUND PER
SQUARE FOOT LOAD. 0.5 SQUARE FOOT LOAD. 0.5
LOGO SHALL READ MINIMUM COEFICIENT OF MINIMUM COEFICIENT OF
"POWER/COMMUNICATIONS" FRICTION. LOGO SHALL READ FRICTION.
"COMMUNICATIONS"
STAINLESS STAINLESS
E/_ STEEL g//_ STEEL
o BOLTS g BOLTS
#4 BARE
STRANDED WIRE-
BOND TO
ANCHOR BOLT
POLYMER CONCRETE POLYMER CONCRETE o
REINFORCED WITH REINFORCED WITH 3/8" x 8-0" COPPER WELD
HEAVY-WEAVE HEAVY-WEAVE GROUND ROD WITH
FIBERGLASS. MINIMUM FIBERGLASS. MINIMUM CLAMP. MINUMUM BURIAL
COMPRESSIVE STRENGTH COMPRESSIVE STRENGTH ~ DEPTH FROM GRADE TO
OF 11,000 PSI. - OF 11,000 PSI. TOP OF ROD SHALL BE 12".
N
36"
S~
\\
POLYMER CONCRETE

REINFORCED DIVIDER
BETWEEN POWER AND
COMMUNICATIONS

73\ POWER/COMMUNICATIONS HANDHOLE WITH DIVIDER DETAIL
{3_59/ NOT TO SCALE

N

36l|

/2 COMMUNICATIONS HANDHOLE DETAIL

ES502/ NOT TO SCALE

FOOTBALL FIELD LIGHTING SHALL BE BID
OPTION #1. SOFTBALL AND BASEBALL FIELD
LIGHTING SHALL BE BID OPTION #4

LOGO SHALL READ
"COMMUNICATIONS"

HEAVY DUTY COVER RATED
FOR 21600 POUND PER
SQUARE FOOT LOAD. 0.5
MINIMUM COEFICIENT OF
FRICTION.

STAINLESS
%/_ STEEL
BOLTS

POLYMER CONCRETE
REINFORCED WITH
HEAVY-WEAVE
FIBERGLASS. MINIMUM
) COMPRESSIVE STRENGTH
OF 11,000 PSI.

30n

/4 SPORTFIELD LIGHTING HANDHOLE DETAIL

ES50

2"

NOT TO SCALE

- s o 0

¥

-t

{

— —

N

A
'*/JX

Ry

BOND GROUNDING STUD INSIDE POLE AND TO
REINFORCING STEEL. JUMPER FROM CONDUIT
GROUNDING TO BUSHING TO GROUNDING STUD.

BASE COVER PLATE

NON-SHRINK GROUTING BELOW BASE PLATE
CROWN BASE & CHAMFER 3/4"

CADWELD #4 Cu TO REBAR CAGE FOR LIGHTNING
PROTECTION GROUND. ROUTE UP THRU BASE AND
CONNECT TO POLE GROUNDING STUD WITH EQUIPMENT
GND.

x FINISHED LEVEL OF PAVING OR GRADE

ANCHOR BOLTS (ASTM A307) PER POLE MANUFACTURER'S
RECOMMENDATION - PLACE NUT AND FLAT WASHER
ABOVE AND BELOW BASE PLATE.

#4 REBAR TIES AT 12" O.C., OR SPIRAL WRAP WITH 12" O.C.
SPACING.

#4 REINFORCING STEEL, SPACED 6" APART, ARRANGED

——

VERTICALLY AROUND BASE, SET 3" FROM OUTSIDE OF
CONCRETE. NUMBER VARIES WITH RADIUS OF BASE.

,\ CONDUIT IN/OUT AS REQUIRED - SEE PLANS

3500 PSI CONCRETE, PER A.C.I. 318 - LATEST EDITION.

COORDINATE WITH
MANUFACTURER, 18"
DIAMETER MINIMUM.

e——

xxn

POUR AGAINST UNDISTURBED EARTH.

*BASE SHALL EXTEND 36" BELOW GRADE FOR LIGHTING
BOLLARDS.

/1 AREA LIGHTING POLE DETAIL

ES502/ NOT TO SCALE
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SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND.

RED COLOR

NN

ST NN 7,

BACKFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH ———
SPECIFICATIONS T

CONCRETE
ENCASEMENT

7
7NN

V/INV/IN

COMPACT SOIL IN

36" 6" LAYERS

4" RIGID GALVANIZED e
STEEL (TYP) \

@

3"

J

3"

3"

3"

/7 FIRE PUMP DUCT DETAIL

ES503/ NOT TO SCALE

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

RED COLOR

NN

NN

BACKFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH ——

SPECIFICATIONS I

SAND

1" SCHEDULE 40 )f
PVC DUCTS (TYP) \

ZN\Z

w

6"

\.,O

)

3"

i e

3
s\ SECURITY

3"

3"

3"

GATE (AND FIELD HOUSE) DUCT DETAIL

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND.

INSTALLED

72" 42"

CONCRETE BASE

COMPACT SOIL IN /— Q)
6" LAYERS \_/

GRADE

/REFER TO AREA LIGHTING POLE
DETAIL 1 ON SHEET ES502 FOR
BASE FOR GOOSENECK
(ADJUST BURIAL DEPTH TO 36")

VIDEO INTERCOM/PROXIMITY
s\ READER GOOSENECK DETAIL

ES503/ NOT TO SCALE

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND.

RED COLOR

NN

BACKFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH “‘
SPECIFICATIONS

SAND

1
NN TININ /NW/\ N

NN

1" SCHEDULE 40 =
PVC DUCTS (TYP) \

@

3"

-

3"

3"

3"

|

s\ AREA LIGHTING DUCT DETAIL

ES503/ NOT TO SCALE

COMPACT SOIL IN
6" LAYERS

ALUMINUM GOOSENECK

EXTERIOR VIDEO INTERCOM AND PROXIMITY
READER SHALL BE MOUNTED ONTO
GOOSENECK IN EXTERIOR STATION EXTERIOR
STATION SHALL BE LARGE ENOUGH TO MOUNT
VIDEO INTERCOM AND PROXIMITY READER

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

6 MIL THICK x 6" WIDE POLYETHYLENE CONDUIT WALLS. INSTALL INTERLOCKING
WARNING TAPE WITH METAL TRACER AND  |NTERMEDIATE SPACERS THAT PROVIDE 3"
RDE/*E)NggdeL*'GH VOLTAGE" LEGEND. HORIZONTAL & VERTICAL SPACE BETWEEN

NN

BACKFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH
SPECIFICATIONS

SAND
11/2" SCHEDULE 4x 3 )

PVC DUCTS (TYP)

. COMPACT SOIL IN
24" 6" LAYERS
3"
|2 i J 5
I 3" 3"

# INDICATES QUANTITY OF 1 1/2" CONDUITS
(MAINTAIN 3" SEPARATION BETWEEN CONDUITS)

/+\ ATHLETIC FIELD LIGHTING DUCTBANK DETAIL

ES503/ NOT TO SCALE

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

y c\ES503/  NOT TO SCALE

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND.

RED COLOR

NN

/
NN NNISINTINT)

BACKFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH \‘
SPECIFICATIONS B

SAND
1" SCHEDULE 40\ i B

PVC DUCTS (TYP) 3"

-

3" 3" [

COMPACT SOIL IN
6" LAYERS

/2 AREA LIGHTING (AND GREENHOUSE) DUCT DETAIL

ES503/ NOT TO SCALE

SURFACE MUST BE CUT, PATCHED
AND OTHERWISE REPAIRED TO
MATCH EXISTING SURFACE.

GENERAL DUCTBANK NOTES (APPLY TO ALL

DUCTBANK DETAILS):

e USE SWEEPING BENDS AT ALL TURNS AND RIC
STEEL ELLS WHERE RISING ON POWER POLE (
TURNING UP INTO PAD-MOUNT.

e POUR CONCRETE OR SAND (AS APPLICABLE)
AGAINST UNDISTURBED EARTH.

e PROVIDE 300# PULL CORD IN ALL UNUSED
CONDUITS.

e INSTALL INTERLOCKING BASE SPACERS THAT
PROVIDE 3" SPACE UNDERNEATH CONDUIT AN
3" HORIZONTAL SPACE BETWEEN OUTSIDE

OUTSIDE CONDUIT WALLS. SPACERS SHALL BI
INSTALLED AT 6' INTERVALS THE ENTIRE LENG
OF DUCTLINE. (SPACERS NOT SHOWN IN ABO\
DRAWING.)

e CUSTOMER/CONTRACTOR TO EXCAVATE AND
BACKFILL TRENCHES AND TO FURNISH AND
INSTALL CONDUITS.

¢ PRIMARY CONDUITS TO BE INSTALLED AS
STRAIGHT AS PRACTICAL. ANY DEFINED
CHANGES IN DIRECTION SHALL HAVE A BENDI
RADIUS OF NOT LESS THAN 50 FEET UNLESS
OTHERWISE DIRECTED BY UTILITY COMPANY.
BOTTOM OF TRENCH SHALL BE CLEAN, EVEN,
UNDISTURBED EARTH OR GRAVEL. CONDUITS
ARE SUBJECT TO MANDREL TESTING FOR
ROUNDNESS.

e CONTACT UTILITY COMPANY IF REQUIRED DEF
CANNOT BE OBTAINED. ADDITIONAL DEPTH M/
BE REQUIRED FOR JOINT-USE TRENCHES OR
WHERE CONDUITS MUST BE LAYERED.

e BOTTOM 12" OF TRENCH BACKFILL TO BE 3/4"
CLEAN GRAVEL OR WELL-TAMPED SOIL, FREE
HARD MATERIALS LARGER THAN 3/4" OR ANY
MATERIAL WHICH COULD DAMAGE CONDUIT.
REMAINING BACKFILL TO BE GRAVEL OR
WELL-TAMPED SOIL, FREE OF HARD MATERIAL
LARGER THAN 3".

e PROVIDE TRACER WIRE IN ALL UNDERGROUNI
CONDUITS.

6 MIL THICK x 6" WIDE POLYETHYLENE
WARNING TAPE WITH METAL TRACER AND
"DANGER - HIGH VOLTAGE" LEGEND.

RED COLOR

NN

NN AN N

BACKFILL USING SATISFACTORY
MATERIAL IN ACCORDANCE WITH

SPECIFICATIONS \

3" SCHEDULE 40
PVC DUCTS (TYP)

VIN/INV/IN

24"

SAND x TN

2" SCHEDULE 40

PVC DUCTS (TYP) _Z -
6 CELL FABRIC —f

MESH (TYP) 3"

1\ PRESSBOX POWER AND COMM DUCT DETAIL

ES503/ NOT TO SCALE

APPR
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%" x 10' COPPER-CLAD STEEL

GROUND ROD EXOTHERMIC WELD

TO GROUND WIRE A MINIMUM OF

12" BELOW FINISHED GRADE. (TYP. OF 4)1

TRANSFORMER ON CONCRETE @

PAD BY OTHERS, REFER TO TRANSFORMER
STRUCTURAL DRAWINGS FOR [
ADDITIONAL INFORMATION —— / | —PLACE GROUND RING A
GROUNDING MINIMUM OF 24" DEEP AND 3'
CONDUIT ENTRANCE WINDOW FROM EDGE OF PAD (TYP)
CONDUCTORS FOR PER MANUFACTURER'S
ENCLOSURE GROUND,
AND PRIMARY NEUTRAL— \
CAP UNUSED CONDUIT g _— SECONDARY
5' BEYOND PAD FOR 177 ? g
4" SCHEDULE 80 PVC
FUTURE USE = = 4V
P WITH PVC COATED GRS
PRIMARY—— » d ‘ ELBOW. (TYP OF
e 7 \ PRIMARY AND
/ / N SECONDARY)
LOCATE CONDUIT—" \
STUB-UPS PER e
MANUFACTURER
PROVIDED SHOP ©
DRAWINGS \_#4/0 BARE

COPPER (TYP)

200A, BAY-O-NET CURRENT LIMITING
FUSE, OIL IMMERSED (TYP)

LIQUID FILL PLUG
OIL IMMERSED, PRIMARY  PARKING LIQUID
LOAD BREAK SWITCH STAND (TYP) I 15KV, 200A BUSHING /_ LEVEL
WELL (TYP) GAUGE
/ / N 4 / Z
s N\ ®0m e 50
T 200 AMP, DEAD

TAP CHANGER | BREAK ELBOW

FEED THRU | (TYP) xi x| g

INSERT I:[D H]:L WATT HOUR

DEMAND METER
Ul [T [U N
15 KV DEAD FRONT ﬁ? a = ~___
SHIELDED ELBOW “]:l “]:l SECONDARY
TYPE SURGE SPADE LUG
ARRESTER (TYP) -/ (TYP)
GROUND T~ NEUTRAL BUSHING
PAD—__ GROUND STRAP TO
[~ GROUND PAD —| ? TANK WALL
\[2. ] ——— DRAIN VALVE
REFER TO STRUCTURAL AND SAMPLE
PLANS FOR PAD—\

REMOVABLE
— /; SEAL

1" CONDUIT WITH
$ PULLWIRE TO ELEC

GROUND WIRE TO /

GROUND RODS. \_
GROUND WIRE

#2/0 COPPER GROUND ROOM
FAULT RETURN CONDUCTOR TO SEPARATED EEK,\EIF,{:SCR’ igTEU AL
GROUND ROD.
350 MCM NUMBER OF
MV-105. 15 KV, SECONDARY CONDUITS

GROUNDING BUSHING (TYP)
BOND PER NEC AND NESC
REQUIREMENTS.

133% INSULATION
ALUMINUM CONDUCTOR (TYP)

2\ PAD MOUNT LOOPFEED TRANSFORMER DETAIL
w NOT TO SCALE

15A, BAY-O-NET CURRENT LIMITING
FUSE, OIL IMMERSED (TYP)

OIL IMMERSED, PRIMARY
LOAD BREAK SWITCH

LIQUID FILL PLUG
LIQUID LEVEL

GAUGE
WATT HOUR
DEMAND
METER

T——SECONDARY
SPADE LUG
(TYP)

. NEUTRAL BUSHING
GROUND STRAP TO
TANK WALL

| 33
ke ®
TAP CHANGER—" | FEED.;?R:@
15 KV CLASS, FEED T g -
200 AMP, DEAD
BREAK ELBOW 15KV, 200A BUSHING o
PARKING (TYP WELL (TYP) X0 X2
STAND (TYP) [[D
15 KV DEAD FROM
SHIELDED ELBOW ~/_
TYPE SURGE B
ARRESTER (TYP) — | —
GROUND
PAD— |
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