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BEQ BUILDING P-707

75,000 SF; FF 343.0

ATH. TRAINING AREA

(6,000 SF)
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P-621 EXIST 3X4" DUCTBANK

W/ 4" SPARE CONDUIT TO CAC

P-621 EXIST 3X4" DUCTBANK

W/ 4" SPARE CONDUIT TO CAC
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C-106

FIRE DEPARTMENT

CONNECTION

CONNECT TO EXISTING

OHE POLE

NEW SANITARY MANHOLE,

DOGHOUSE EXISTING 6-IN

PVC SANITARY SEWER PIPE

CONNECT TO EXISTING

WATERLINE

CONNECT TO EXISTING GAS.

COLUMBIA GAS SHALL BE RESPONSIBLE

FOR GAS LINE INSTALLATION FROM THE

MAIN LINE TO THE METER; CONTRACTOR

RESPONSIBLE FOR INSTALLING

SERVICE FROM THE METER TO THE

BUILDING

CONNECT TO EXISTING

G6, CVIC, DOS AND MCESG

SYS. IN EX. MANHOLE

(REF PART 6 P-621 PLANS)

CONNECT TO EXISTING

WATERLINE

(RPZ & METER)

LEGEND

SANITARY MANHOLE

TELECOM MANHOLE

ELECTRIC POLE

ELECTRIC MANHOLE

ELECTRIC HANDHOLE

ELECTRIC PAD MOUNTED

SECTIONALIZING CABINET

FIRE HYDRANT

SIAMESE CONNECTION

WATER VALVE

SANITARY SEWER

WATER LINE

OVERHEAD ELECTRIC

UNDERGROUND ELECTRIC

UNDERGROUND TELECOM

UNDERGROUND NATURAL GAS

CONNECT TO EXISTING

SANITARY MANHOLE

(8-IN INV OUT 316.55)

FIRE DEPARTMENT

CONNECTION

S

T

U
TI

LI
TY

 P
LA

N

TRANSFORMER

HVAC/MECH/ELEC

ENCLOSURE

(CMU/BRICK

FIRE DEPARTMENT

CONNECTION

FIRE DEPARTMENT

CONNECTION

EXISTING TELECOM

MANHOLE

INSTALL:

2-25 PAIR COPPER &

2-12 STRAND FIBER OPTIC

COMMUNICATIONS CABLES

IN EXIST. G-6 DUCTBANK

6" CONCRETE

SLAB

CONNECT NEW

G-6 FIBER AND

COPPER CABLING

TO EXISTING G-6

TERMINALS IN

COMMUNICATIONS

MANHOLE

ALONG MCB-4

 (SEE C108)

NOTE

UTILITIES CROSSING PARKING LOTS AND ROADWAYS

SHALL BE INSTALLED BY BORING.

INSTALL: 2-25 PAIR COPPER & 2-12 STRAND

FIBER OPTIC COMMUNICATIONS

CABLES IN NEW 2-WAY 4" DUCTBANK

(G-6 AND DOS CABLING)

HVAC/MECH

ENCLOSURE

(CMU/BRICK

INSTALL: NEW 2-WAY 2" DUCTBANK

FOR CATV/TELECOM

SYSTEMS (SEPARATE

FROM USG SYSTEMS)

NOTES

1.  CONTRACTOR SHALL INSTALL 2-25 PAIR COPPER AND 2-12

STRAND FIBER OPTIC CABLES FROM EXISTING G6 MANHOLE

USING EXISTING SPARE CONDUITS POINT  A TO EXISTING

MANHOLE IN MCESG COMPLEX POINT  B

2. CONNECT TO EXISTING G6; DOS AND MCESG/CVIC SYSTEMS

CABLING AT POINT  B  PROVIDE 2 SEPARATE 4-INCH CONDUITS

(1-G6; 1-DOS) AND PROVIDE 2-25 PAIR COPPER AND 2-12 STRAND

FIBER OPTIC CABLING TO CONNECT TO MCESG ANNEX BLDG

POINT  C  AND MSAU HQ-BEQ POINT  D ; CONNECT ALL

INTERMEDIATE  MCESG AND DOS INFRASTRUCTURE SEAMLESSLY

TO PROVIDE INTEGRATED CONTROL AND MONITORING OF ALL

SEPARATE SYSTEMS AT EACH MCESG BUILDING.

GENERAL NOTE:

ANY NEW INDUSTRIAL CONTROL SYSTEM (ICS) SHALL SEAMLESSLY

INTEGRATE INTO EXISTING MCB QUANTICO EMCS CYBERSECURITY

AUTHORITY TO OPERATE (ATO), OR IN PROGRESS ATO PACKAGE.

EXISTING OR IN PROGRESS CYBER SECURITY PACKAGE'S FOR EMCS

SHOULD SIMPLY REQUIRE AN UPDATE FOR ANY NEW EMCS TO BE

ADDED TO EXISTING EMCS SYSTEM. CONTRACTOR SHALL PROVIDE

UPDATE AND ALL SUPPORT NEEDED TO ACHIEVE APPROVAL FOR

UPDATED CYBER SECURITY AUTHORITY TO OPERATE FOR EXISTING

EMCS SYSTEM.

COORDINATE ALL UTILITY AND ALARM SYSTEM OUTAGES WITH

CONTRACTING OFFICER AND  FIRE DEPARTMENT A MINIMUM OF 72

HOURS PRIOR TO REQUIRED OUTAGE.

ALL SIPRNET CABLING SHALL BE SHIELDED COPPER.

INSTALL: NEW 2-WAY 2" DUCTBANK

FOR CATV/TELECOM

SYSTEMS (SEPARATE

FROM USG SYSTEMS)

CONNECT TO EXISTING

CATV/TELECOM SYSTEMS

IN EX. MANHOLE;

(REF PART 6 P-621 PLANS)

INSTALL

RPZ & METER

CONNECT TO EXISTING P-620 GAS.

SERVICE LINE; CONTRACTOR INSTALL

GAS LINE AND  METER TO THE

BUILDING

TWO 2-WAY

4"  USG COMM.

DUCTBANKS

TWO 2-WAY

4"  COMM.

DUCTBANKS

4-WAY 4"

ELECTRICAL

DUCTBANK

 4-WAY 4"  SEC. SYS.

DUCTBANK

POWER/COMM

TWO  4-WAY 4"

SEC. SYS.

DUCTBANKS

POWER/COMM

4-WAY 4"

ELECTRICAL

DUCTBANK

INSTALL: 2-25 PAIR COPPER &

2-12 STRAND FIBER OPTIC

COMMUNICATIONS CABLES

IN NEW 2-WAY 2" DUCTBANK

(G-6 AND DOS CABLING)

ALT. SAN CONNECTION

POINT FOR MSAU HQ-BEQ

SITE LIGHTING

UGE (TYP)

LIMITS

OF DISTURBANCE

LIMITS

OF DISTURBANCE

LIMITS

OF DISTURBANCE

REMOVE AND REPLACE

HYDRANT, CONNECT TO

EXISTING 8" WATERLINE

TO SERVE FIRE LOOP

AT MCESG ANNEX BLDG

NOTE: CONTRACTOR TO COORDINATE DOS AND

MCESG COMMUNICATIONS DUCTBANK ROUTING

WITH EXISTING SPARE CONDUITS, HANDHOLES AND

MANHOLES INSTALLED ON P-620 AND P-621 PROJECTS

TO PROVIDE INTEGRATED SYSTEMS. NOTE, P-707

PROJECT SHALL INCLUDE CONNECTION TO EXISTING

4-INCH CONDUIT BURIED IN THIS AREA AND TURN

UP EXISTING SPARE 4" CONDUIT INTO NEW

 HANDHOLE AT THIS LOCATION AND INSTALL NEW

4" CONDUIT TO EXISTING HANDHOLE THAT CONNECTS

TO P-621 BUILDINGS AND INTERCONNECT CABLING

PER DOS/MCESG.

P-621 EXIST 3X4"

DUCTBANK W/ 4" SPARE

CONDUIT TO CAC


