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PROPOSED
DUCTBANK

ADDITIONAL EROSION AND SEDIMENT
CONTROL NOTES:

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE
ELECTRICAL CONDUIT WORK.

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY
ELECTRICAL CONDUIT WORK.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE
BACKFILLED AND STABILIZED BY THE END OF EACH DAY.
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MATCHLINE SHEET C-102

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONDUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON
SHEET C-552.

2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE”.

4. STAKEOUT AND FLAG WETLAND BOUNDARIES THAT REQUIRE PROTECTION
THROUGHOUT THE CONSTRUCTION PERIOD.

EROSION AND SEDIMENT CONTROL

LEGEND:

(REFER TO C-001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

ALSF=1 5 LIGHT CENTERLINE BARRETT WITH
[00900@]  SEQUENTIAL FLASHER AND HANDHOLE.

DUCTBANK

—L0D—— LIMIT OF DISTURBANCE
SOIL BOUNDARY
UNDERGROUND ELECTRIC LINE

ON SITE SOILS:

Bm BIB SILT LOAM

MnA  MATAPEAKE SILT LOAM

EwE2  EVESBORO-WESTPHALIA COMPLEX
ot OTHELLO SILT LOAM

L WATER

EROSION AND SEDIMENT CONTROL NOTES:

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK' DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE
DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY” AT 1-800-257-7777 48 HOURS PRIOR
THE START OF WORK.

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH.

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS
IS NOT POSSIBLE, CONFORM TO D.

D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

MDE NOTE:

MDE NO. 17-SF-0057

APPR

DATE

DESCRIPTION

SYM

Professional Certification

| HEREBY CERTIFY THAT THESE DOCUMENTS WERE
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY
LICENSED PROFESSIONAL ENGINEER UNDER THE LAWS OF
THE STATE OF MARYLAND, LICENSE NO. 20821,

EXPIRATION DATE: 05/02/17. SEAL

(JOHNSON, MIRMIRAN & THOMPSON
Gannett Fleming

A Joint Venture

272 Bendix Road, Suite 260

Virginia Beach, Virginia, 23452

Telephone: (757) 499-1895
Web: www.jmt.com

A/E INFO

APPROVED

FOR COMMANDER NAVFAC

ACTIVITY

JAMES FLETCHER PER CHECKLIST
satiseactory 1o oate 9/27/2016

pEs  SDK |DRW SIM |CHK JMS

PM,/DM RH

BRANCH MANAGER

CHIEF eENG/ARCH E. GALLAHER, PE

WASHINGTON, D.C.

NAVAL FACILITIES ENGINEERING COMMAND
PATUXENT RIVER, MARYLAND

NAVFAC WASHINGTON

GRAPHIC SCALE

FY16 SPECIAL PROJECT RM12-2137
EROSION AND SEDIMENT CONTROL PLAN

KEY MAP

e,

T

0 50’ 100’ 200’

i

RUNWAY 24

REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

it AS NOTED

EPROJECT NO.: 1382137

CONSTR. CONTR. NO.

N40080-17-R-0002

NAVFAC DRAWING NO.

13079878

SHEET 20 OF 191

C-101

DRAWFORM REVISION: 10 MARCH 2008
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CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON
SHEET C-552.

2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

EROSION AND SEDIMENT CONTROL

LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

———=  ALSF—1 5 LIGHT CENTERLINE BARRETT WITH

—2—=1  SEQUENTIAL FLASHER AND HANDHOLE.

[oocco®  ALSF—1 5 LIGHT CENTERLINE BARRETT WITH HANDHOLE.
[ooocooood  ALSF—1 1000 FOOT CROSSBAR

) FLECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

[C] BUILDING, STRUCTURE OR EQUIPMENT AS NOTED.
DUCTBANK

—L00—— LIMIT OF DISTURBANCE

SOIL BOUNDARY

UNDERGROUND ELECTRIC LINE

ON SITE SOILS:

Cu CUT AND FILL LAND

MnA MATAPEAKE SILT LOAM

EvC EVESBORO LOAMY SAND

EwE2  EVESBORO-WESTPHALIA COMPLEX

EROSION AND SEDIMENT CONTROL NOTES:

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE
DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR
THE START OF WORK.

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH.

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS
IS NOT POSSIBLE, CONFORM TO D.

D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

MDE NOTE:

MDE NO. 17-SF-0057

APPR

DATE

DESCRIPTION

SYM

| HEREBY CERTIFY TH/ HESE DOCUMEN VERI
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY

LICENSED PROFESSIONAL ENGINEER THE LAWS OF
THE STATE OF MARYLAND, LICENSE NO. 20821,
EXPIRATION DATE: 05/02/17. SEAL

(JOHNSON, MIRMIRAN & THOMPSON
Gannett Fleming

A Joint Venture

272 Bendix Road, Suite 260

Virginia Beach, Virginia, 23452

Telephone: (757) 499-1895
Web: www.jmt.com

A/E INFO

APPROVED

FOR COMMANDER NAVFAC

ACTIVITY

JAMES FLETCHER PER CHECKLIST
satiseactory 1o oate 9/27/2016

pEs  SDK |DRW SIM |CHK JMS

PM,/DM RH

BRANCH MANAGER

CHIEF eENG/ARCH E. GALLAHER, PE

WASHINGTON, D.C.

NAVAL FACILITIES ENGINEERING COMMAND
PATUXENT RIVER, MARYLAND

NAVFAC WASHINGTON

ADDITIONAL EROSION AND SEDIMENT

GRAPHIC SCALE

FY16 SPECIAL PROJECT RM12-2137
EROSION AND SEDIMENT CONTROL PLAN

CONTROL NOTES:

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE
ELECTRICAL CONDUIT WORK.

KEY MAP

REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

it AS NOTED

0 50’ 100’ 200’
2.  THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY =, T 1”"=50’ E;::— EPROJECT NO-: 1382137
H CONSTR. CONTR. NQ.
ELECTRICAL CONDUIT WORK. NOoBG 7R 0002
3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE NAVFAC DRAWING NO.
BACKFILLED AND STABILIZED BY THE END OF EACH DAY. | RUNWAY 24 13079879
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APPR

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON

DATE

% SHEET C-552.
2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

4. STAKEOUT AND FLAG WETLAND BOUNDARIES THAT REQUIRE PROTECTION
THROUGHOUT THE CONSTRUCTION PERIOD.

DESCRIPTION

SYM

EROSION AND SEDIMENT CONTROL
LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

[oocco®  ALSF-1 5 LIGHT CENTERLINE BARRETT WITH HANDHOLE.

lood ALSF—1 TERMINATING BAR.

[ooood  ALSF—1 PRE-THRESHOLD BAR.

o ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

DUCTBANK
—L0o0—— LIMIT OF DISTURBANCE
SOIL BOUNDARY Professional Certification

| HEREBY CERTIFY THAT THESE WERE
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY

UNDERGROUND ELECTRIC LINE THE ST OF WARILAD, LENE N0, 20821,

EXPIRATION DATE: 05/02/17. SEAL

JOHNSON, MIRMIRAN & THOMPSON
Gannett Fleming

ON SlTE SO”_S A Joint Venture

272 Bendix Road, Suite 260

CU CUT AND F|L|_ LAND Virginia Beach, Virginia, 23452

Telephone: (757) 499-1895

EvB EVESBORO LOAMY SAND Web: www.jmt.com
EvC EVESBORO LOAMY SAND

RUNWAY 6 APPROACH

MATCHLINE SHEET C-102
e ®

MATCHLINE SHEET C-104
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/ DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE. e
2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL: [ ,\ies FLETCHER PER CHECKLIST

@®

Y% A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR  |eicce s L 9/27/2016

X THE START OF WORK. B L

TRENCH. CHIEF eENG/ARCH E. GALLAHER, PE

D Y
ras Q PM/DM RH
% / / B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE

a C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
S INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS
3O IS NOT POSSIBLE, CONFORM TO D.

O D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

UFFER NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

WASHINGTON, D.C.

PATUXENT RIVER, MARYLAND

FY16 SPECIAL PROJECT RM12-2137
REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NAVAL FACILITIES ENGINEERING COMMAND

NAVFAC WASHINGTON

MDE NOTE:

MDE NO. 17-SF-0057

KEY MAP GRAPHIC SCALE

EROSION AND SEDIMENT CONTROL PLAN

MATCHLINE SHEET C-126

ADDITIONAL EROSION AND SEDIMENT
CONTROL NOTES:

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
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—
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MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE

ELECTRICAL CONDUIT WORK.
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2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY

NAVFAC DRAWING NO.

\ ° RUNWAY 24 13079880

ELECTRICAL CONDUIT WORK.
3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE
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APPR

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON

DATE

SHEET C-552.
% 2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

4. STAKEOUT AND FLAG WETLAND BOUNDARIES THAT REQUIRE PROTECTION
THROUGHOUT THE CONSTRUCTION PERIOD.

DESCRIPTION

SYM

EROSION AND SEDIMENT CONTROL
LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

WAVE—OFF LIGHT.
0> 12 FoOT WINDCONE, FAA TYPE L-807.

@®|  ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

[C] BUILDING, STRUCTURE OR EQUIPMENT AS NOTED.

DUCTBANK
——100—— LIMIT OF DISTURBANCE
SOIL BOUNDARY e ona ) erCoon

DOCUMENTS WERE
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY

UNDERGROUND ELECTRIC LINE T SIE GF WA, LCDRE 0. 20821,

EXPIRATION DATE: 05/02/17. SEAL

E102t=
LIGHT w/ >

JOHNSON, MIRMIRAN & THOMPSON
ON SITE SOILS: o et

' A Joint Venture
272 Bendix Road, Suite 260

CU CUT AND F”_L LAND Virginia Beach, Virginia, 23452
Telephone: (757) 499-1895

SOBZ SASSAFRAS SANDY LOAM Web: www.jmt.com
SaC2  SASSAFRAS SANDY LOAM

RUNWAY 6-24 8 g Ot OTHELLO SILT LOAM

MATCHLINE SHEET C-105

A/E INFO

e RO 2300, 23400, 2S00 . _ 2300 000, 21300, . 0. 202300, . 263500 . . 244400 . _ 26300 . EROSION AND SEDIMENT CONTROL NOTES: |

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE [OF COMmIDER e

WORK' DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE e

8 DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.
8 JAMES FLETCHER PER CHECKLIST

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL: satiseactory 1o oate 9/27/2016

pEs  SDK |DRW SIM |CHK JMS

g A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR S RH

8 THE START OF WORK. SO e

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE CHEF enc/asc E. GALLAHER, PE

TRENCH.

8 \

)ﬁ C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS
g IS NOT POSSIBLE, CONFORM TO D.

£I8 w/3 Gl — a0l a0l a0 a0 a0 a0 an an a0l o P o1 P D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
LIGHTS U/ ——1op LoD LoD Loo LoD Loo LoD LoD Loo Loo Lop too Lo SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
8 m/\”“ r -~ DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
B I ~ THAN THAN ONE DAY.

' ; - 5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
g I 2 / A M % \ THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF

A& DISTURBANCE REQUIRED FOR CONSTRUCTION.

WASHINGTON, D.C.

PATUXENT RIVER, MARYLAND

FY16 SPECIAL PROJECT RM12-2137
REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NAVAL FACILITIES ENGINEERING COMMAND

NAVFAC WASHINGTON

——

g ~—~- NOTETO CONTRACTOR:

25" WETLAND
8 BUFFER 1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

MDE NOTE:

o - ? B MDE NO. 17-SF-0057

ADDITIONAL EROSION AND SEDIMENT \ KEYE “iAP GRAPHIC SCALE

CONTROL NOTES:

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS

EROSION AND SEDIMENT CONTROL PLAN

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE O ~ 0 50 100’ 200 = AS NoTED

ELECTRICAL CONDUT WORK. — ] T S N e r—) o e — |

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY el N400BO-17-R-0002

e

ELECTRICAL CONDUIT WORK. ,
3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE \ " RUNWAY 24 15079881

H %
BACKFILLED AND STABILIZED BY THE END OF EACH DAY. N - i SHEET 23 oF 191
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APPR

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON

DATE

SHEET C-552.
% 2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE

__]'°°1‘|_cm , , , , , ' 8 MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL

o0 o0 ™) o0 o0 ™) Y —— T ———— INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE
Elﬁ'?" USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

DESCRIPTION

EROSION AND SEDIMENT CONTROL

SYM

= LEGEND:
A %oo) (REFER TO C—001 AND EAQ02 FOR LEGEND
/\s" & AND ABBREVIATIONS.)

LOD LOD LOD LOD LOD LOD LOD LOD LOD LoD LoD LoD LoD LoD

o ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

[] BUILDING, STRUCTURE OR EQUIPMENT AS NOTED.
DUCTBANK

—L00— LIMIT OF DISTURBANCE
SOIL BOUNDARY
UNDERGROUND ELECTRIC LINE

RUNWAY 6—24 ON SITE SOILS: Pilessiong Cortialon

PREPARED OR APPROVED BY ME, AND THAT | AM A DULY
UNDER LAWS OF

LICENSED PROFESSIONAL ENGINEER THE
THE STATE OF MARYLAND, LICENSE NO. 20821,

Cu CUT AND FILL LAND EXPRATON DATE 05/00/17. seaL

MnA MATAPEAKE SILT LOAM JOHNSON, MIRMIRAN & THOMPSON]

Gannett Fleming
Ot OTHELLO SILT LOAM

NS

MATCHLINE SHEET C-106

246400, /./247+00 . 248+00. 249400, _ ... . 250#00. . . . 251400. . . . 252400 _ . . 253400, . . . 254400 . _ . 255400, _ _ .~ 256400 A Joint Venture

272 Bendix Road, Suite 260
Virginia Beach, Virginia, 23452

EROSION AND SEDIMENT CONTROL NOTES: | 0

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE
DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE. A/E RO

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL: |

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR
THE START OF WORK FOR COMMANDER NAVFAC

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH. JAMES FLETCHER PER CHECKLIST

satiseactory 1o oate 9/27/2016
C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY T SOR [ S [ WS

INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS ST RH

IS NOT POSSIBLE, CONFORM TO D. BRANCH VANAGER

/ & 3 D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED CHEr e B GALLAHER, PE
+\ Q;?\ & / SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
\ \\ / & DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE

/ THAN THAN ONE DAY.

I e %m—/@‘ 3. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
7 Lo —— THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF

DISTURBANCE REQUIRED FOR CONSTRUCTION.

WASHINGTON, D.C.

PATUXENT RIVER, MARYLAND

FY16 SPECIAL PROJECT RM12-2137
REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

NAVAL FACILITIES ENGINEERING COMMAND

NAVFAC WASHINGTON

MDE NOTE:

MDE NO. 17-SF-0057

EROSION AND SEDIMENT CONTROL PLAN

ADDITIONAL EROSION AND SEDIMENT ) KEY MAP CRAPHIC SCALE
CONTROL NOTES: 1

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE

%
Oy

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

= : 0 50' 100’ 2000 [ AS NOTED

ELECTRICAL CONDUIT WORK.

jﬂ
I
(@)
=}

T T L ) S FPROJECT NO. 1382137
W = = CONSTR. CONTR. NO.

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY \
7l N40080-17-R-0002

ELECTRICAL CONDUIT WORK.

NAVFAC DRAWING NO.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE \ : RUNWAY 24 13079882

BACKFILLED AND STABILIZED BY THE END OF EACH DAY. - = seer 24 or 191

C-105

DRAWFORM REVISION: 10 MARCH 2008




1 2 3 4 | 5

MATCHLINE SHEET C-105

FILE NAME: H:\59487 Pax River\Civil\Planset\Phase 2\ESC Planset\ 10-0863—003—ESC—106.dwg LAYOUT NAME: EA106 PLOTIED: Monday, September 26, 2016 — 5:30pm USER: kjernigan

APPR

" CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
% CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON
SHEET C-552.

DATE

2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE

i p— s MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL

: : . : : ' : : : : : N ——— INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

EROSION AND SEDIMENT CONTROL

DESCRIPTION

SYM

LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

o ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

DUCTBANK
—L00— LIMIT OF DISTURBANCE
SOIL BOUNDARY

UNDERGROUND ELECTRIC LINE

ON SITE SOILS:

Cu CUT AND FILL LAND

MnA MATAPEAKE SILT LOAM Professional Certification
RUNWAY 6-24 MmB2  MATAPEAKE FINE SANDY LOAM FRENED G PRORD BT M, T L 1 o

ENGINEER LAWS OF
THE STATE OF MARYLAND, LICENSE NO. 20821,

Ot OTHELLO SILT LOAM EXPRATION DNTE: 05/02/17. SEAL

(JOHNSON, MIRMIRAN & THOMPSON
Gannett Fleming

EROSION AND SEDIMENT CONTROL NOTES: | A voint venture

272 Bendix Road, Suite 260
Virginia Beach, Virginia, 23452

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE Telephone: (757) 499—1895
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE Web: www.jmt.com
DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:
A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR AE N

257400 __ 258400 259-+00 _. 260400 . 261+00. 262+00 263400 264+00. 265-+00 266400 . 267+00. 268+

MATCHLINE SHEET C-107

THE START OF WORK.

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH. FOR COMMANDER NAVFAC

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY o
INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS | jues ruercHeR PeR checkusT
IS NOT POSSIBLE, CONFORM TO D. St o v 9/27/2016

SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY — fm—TH0

DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE e E. GALLAER. PE

] I
‘4—7&@ -’ D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED oes_SDK [orw SJM Jou _JMS

THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
25" WETLAND THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
BUFFER DISTURBANCE REQUIRED FOR CONSTRUCTION.

WASHINGTON, D.C.

PATUXENT RIVER, MARYLAND

FY16 SPECIAL PROJECT RM12-2137
REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

NAVAL FACILITIES ENGINEERING COMMAND

NAVFAC WASHINGTON

MDE NOTE:

MDE NO. 17-SF-0057

EROSION AND SEDIMENT CONTROL PLAN

ADDITIONAL EROSION AND SEDIMENT ) KEY_MAP GRAPHIC SCALE
CONTROL NOTES: AT~

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

ELECTRICAL CONDUIT WORK.

=0 ‘ 0 50" 100’ 200" |5 AS NOTED

EPROJECT NO.: 1382137
E | CONSTR. CONTR. NO.

%
7
0
(@)
o

N40080-17-R-0002

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY Eean P s =il
ELECTRICAL CONDUIT WORK. : e

NAVFAC DRAWING NO.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE \ : RUNWAY 24 13079883

BACKFILLED AND STABILIZED BY THE END OF EACH DAY. - = st 25 o 191

C-106
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FILE NAME: H:\59487 Pax River\Civil\Planset\Phase 2\ESC Planset\ 10-0863—009—ESC—107.dwg LAYOUT NAME: ESC PLOTTED: Tuesday, September 27, 2016 — 10:19am USER: kjernigan

S//
5 .
§/ CONSTRUCTION NOTES:
s 1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE "
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON 5
$ SHEET C-552.
/ $ % 2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
& / EXISTING PIPE.
Y 3. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
S INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
Y = RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
i o o . o mlﬁ-’ O, MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
‘ 7 &0 0 o o0 o \8 INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE
loq 100 \Mos = USE OF A ”STABILIZED CONSTRUCTION ENTRANCE”. -
lief E
] >< &
5|8 < EROSION AND SEDIMENT CONTROL
LEGEND: i
g[8 A (REFER TO C—001 AND EA002 FOR LEGEND
\o AND ABBREVIATIONS.)
el o FLECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.
| DUCTBANK
——100— LIMIT OF DISTURBANCE
8|8 SOIL BOUNDARY
UNDERGROUND ELECTRIC LINE
58 — — — WETLAND BUFFER :
8|8 B S &
RUNWAY 6-24 ON SITE SOLLS: oo Cettin,
: g 2 T G oo A AL LD e
: § : ; EYPRATION DATE: 05/02/17. " AL
@) @)
|—’ - MﬂA MATAPEAKE SILT LOAM JOHNSON, MIRMIRAN & THOMPSONJ
wroo 269400 27o+o_%_ 271400 _. 272400 273+00. 274+00 . 275400 276400, 277+00 L. 278400 __, 279400 | W Gannett Fleming
T L . A Joint Venture
; ik > EROSION AND SEDIMENT CONTROL NOTES: | Arfentse.
Z Z H’QH’HO eacn, H’gH’HG,
2 = 1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE e i
O 5|3 O WORK DAY. ANY ARFAS LEFT UNSTABILIZED OVERNIGHT MUST BE
< < DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.
2. FOR UTILITY CONSTRUCTION IN ARFAS OUTSIDE OF SEDIMENT CONTROL: o
8|8 A. CALL "MISS UTILITY' AT 1-800-257—7777 48 HOURS PRIOR
THE START OF WORK.
| B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
8|8 TRENCH. —
C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
| INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS | JAMES FLETCHER PeR chEckust
g(8 IS NOT POSSIBLE, CONFORM TO D. SR T Sl o I
D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED /o RH
| SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
5|8 DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE s fe/uce B, GALLAHER, PE
THAN THAN ONE DAY. —1—=
\\ 25" WETLAND 3. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA. 2 |z
&(8 \ ;‘/\/BUFFER THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF g Blx N
\ Q) DISTURBANCE REQUIRED FOR CONSTRUCTION. o &3 LLI
|- = % = 3| ZE
L N~
g[8 & | ax _ A EL=
JlL = . NOTE TO CONTRACTOR: e
\T g =Z | 1
5@ |8 = 1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED. E < R
C15B\ > ez |z =S N| =
9 U “O | p] =
& ™ =5 — =
\\ i
Ne 5| 392
\ = 8 < | =
A O 0 | O
Lol
N o EREIG
[a'e
A MDE NOTE: 2 =55 2
D\ ' 202 =
%ﬂ MDE NO. 17-SF-0057 . =035 %
. [BEEE
KEY MAP GRAPHIC SCALE I
ADDITIONAL EROSION AND SEDIMENT ? . B Z
. . ° $ \ . %, E (o al
CONTROL NOTES: N OLSZN AN el
& %‘? &, Z\ ’ Z] % g <>( m
1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS N 0 AR
MUCH GREATER THAN THE REQUIRED DISTURBED ARFA FOR THE 7" e \ ’ , ,  — o
ELECTRICAL CONDUIT WORK. 3 & \ . , 0 S0 100 200 EPROJVECT NO.: 1382137
2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY Eean P s e S s ra— 17=50" [ o |
FLECTRICAL CONDUIT WORK. ' e I\ N40080—17-R—0002
3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE ; RUNWAY 24 13079884
BACKFILLED AND STABILIZED BY THE END OF EACH DAY. . 26 o 191
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MATCHLINE SHEET C-107

FILE NAME: H:\59487 Pax River\Civil\Planset\Phase 2\ESC Planset\ 10-0863—003—ESC—108.dwg LAYOUT NAME: EA108 PLOTIED: Monday, September 26, 2016 — 5:14pm USER: kjernigan

w\/
\m’

APPR

\\ CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON

DATE

SHEET C-552.
% 2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
— INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
“1\,‘,0 W1 RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
Loo{\,m MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
w”\\am\]\[ INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

STAKEOUT AND FLAG WETLAND BOUNDARIES THAT REQUIRE PROTECTION
THROUGHOUT THE CONSTRUCTION PERIOD.

D)

g
8(8
88
8|8
8(8
88
88
8(8
8|8
88

DESCRIPTION

25" WETLAND

BUFFER

SYM

EROSION AND SEDIMENT CONTROL
LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

o ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

DUCTBANK
—L00— LIMIT OF DISTURBANCE

RUNWAY 14

SOIL BOUNDARY
UNDERGROUND ELECTRIC LINE
= = =— WETLAND BUFFER

Professional Certification

RUNWAY 6—-24 | co T T oo
ON SITE SOILS: (P f A

SEAL

Cu CUT AND FILL LAND JOHNSON, MIRMIRAN & THOMPSON}

Gannett Fleming

MmB2 MATAPEAKE FINE SANDY LOAM A Joint Venture
MnA MATAPEAKE SILT LOAM 272 Bendix Road, Suite 260

EROSION AND SEDIMENT CONTROL NOTES:

Telephone: (757) 499-1895
Web: www.jmt.com
1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE AL

280+00 281400 282+00. 283+00 284+00 285+00. 286+00 287400 288+00. 289400 290+00

MATCHLINE SHEET C-109

DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE. e
2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR o
THE START OF WORK.

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE JAMES FLETCHER PER CHECKLIST
TRENCH. satiseactory 1o oate 9/27/2016

pEs  SDK |DRW SIM |CHK JMS

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY Pu/Di RH

INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS BRANCH MANAGER

IS NOT POSSIBLE, CONFORM TO D. HEr fc/wcr E. GALLAHER, PE

D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

WASHINGTON, D.C.

PATUXENT RIVER, MARYLAND

FY16 SPECIAL PROJECT RM12-2137
REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

NAVAL FACILITIES ENGINEERING COMMAND

NAVFAC WASHINGTON

MDE NOTE:

MDE NO. 17-SF-0057

EROSION AND SEDIMENT CONTROL PLAN

ADDITIONAL EROSION AND SEDIMENT ) KEY_MAP GRAPHIC SCALE
CONTROL NOTES: AT~

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

ELECTRICAL CONDUIT WORK. 0 50" 100’ 2000 [—__AS NOTED

N I il b, =50 (e — o 16
= = b - CONSTR. CONTR. NO.

N40080-17-R-0002

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY
ELECTRICAL CONDUIT WORK.

NAVFAC DRAWING NO.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE \ : RUNWAY 24 13079885

BACKFILLED AND STABILIZED BY THE END OF EACH DAY. - = st 27 o 191

C-108
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FILE NAME: H:\59487 Pax River\Civil\Planset\Phase 2\ESC Planset\ 10-0863—009—ESC—109.dwg LAYOUT NAME: ESC PLOTTED: Monday, September 26, 2016 — 5:41pm USER: kjernigan

| @

MATCHLINE SHEET C-108

8|8

8|8

291400
—e £ UM

8|8

818

8|8

88

88

818

LOD

—

292:+00

293+00
—a 2 E —a

88
8|8

294+00
—|_ —

8|8

88
8|8
8|8
88

RUNWAY 6-24

295+00 296400 297400

ADDITIONAL EROSION AND SEDIMENT
CONTROL NOTES:

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE
ELECTRICAL CONDUIT WORK.

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY
ELECTRICAL CONDUIT WORK.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE
BACKFILLED AND STABILIZED BY THE END OF EACH DAY.

8|8
8|8

298+00

8|8

8|8

299+00
LIP e — —

8|8

8|8

8|8

300400
AT R

8|8

8|8

8|8

8]

301400

MATCHLINE SHEET C-110

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON
SHEET C-531.

2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

EROSION AND SEDIMENT CONTROL

LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

o ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

DUCTBANK

—L00— LIMIT OF DISTURBANCE
SOIL BOUNDARY
UNDERGROUND ELECTRIC LINE

ON SITE SOILS:

Cu CUT AND FILL LAND
MuA MATTAPEX SILT LOAM
MnA MATAPEAKE SILT LOAM

EROSION AND SEDIMENT CONTROL NOTES:

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK' DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE
DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR
THE START OF WORK.

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH.

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS
IS NOT POSSIBLE, CONFORM TO D.

D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

NOTE TO CONTRACTOR:

EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

MDE NOTE:

MDE NO. XX—XX—XXXX

APPR

DATE

DESCRIPTION

SYM

Professional Certification

| HEREBY CERTIFY THAT THESE DOCUMENTS WERE
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY
LICENSED PROFESSIONAL ENGINEER UNDER THE LAWS OF
THE STATE OF MARYLAND, LICENSE NO. 20821,

EXPIRATION DATE: 05/02/17. SEAL

(JOHNSON, MIRMIRAN & THOMPSON
Gannett Fleming

A Joint Venture

272 Bendix Road, Suite 260

Virginia Beach, Virginia, 23452

Telephone: (757) 499-1895
Web: www.jmt.com

A/E INFO

APPROVED

FOR COMMANDER NAVFAC

ACTIVITY

JAMES FLETCHER PER CHECKLIST
satiseactory 1o oate 9/27/2016

pEs  SDK |DRW SIM |CHK JMS

PM,/DM RH

BRANCH MANAGER

CHIEF eENG/ARCH E. GALLAHER, PE

WASHINGTON, D.C.

NAVAL FACILITIES ENGINEERING COMMAND
PATUXENT RIVER, MARYLAND

NAVFAC WASHINGTON

GRAPHIC SCALE

FY16 SPECIAL PROJECT RM12-2137
EROSION AND SEDIMENT CONTROL PLAN

KEY MAP

%
Oy

T

200’

|

RUNWAY 24

REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

SCALE:

AS NOTED

EPROJECT NO.:

1382137

CONSTR. CONTR. NO.

N40080-17-R-0002

NAVFAC DRAWING NO.

13079886

SHEET 28 OF 191

C-109

DRAWFORM REVISION: 10 MARCH 2008
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APPR

| CONSTRUCTION NOTES:

4+00

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON

DATE

% SHEET C-552.
0 2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

wW=T—

MATCHLINE SHEET C-109

FILE NAME: H:\59487 Pax River\Civil\Planset\Phase 2\ESC Planset\ 10-0863—003—ESC—110.dwg LAYOUT NAME: EA110 PLOTIED: Monday, September 26, 2016 — 5:07pm USER: kjernigan
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8|8
8|8

. _glg_3+00
8|8
8|8
8|8
8|8
8|8
8|8
o]

EROSION AND SEDIMENT CONTROL

SYM

LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
| AND ABBREVIATIONS.)

, . _ ® ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.
_.-?E:@m-% zﬁﬁgﬁfﬁﬁmﬁfq — DUCTBANK

—loo—— 0 ——— 10— F[/ o =
= ; = @ ——1L00—— LIMIT OF DISTURBANCE
SOIL BOUNDARY

2+00

UNDERGROUND ELECTRIC LINE

ON SITE SOILS:

Cu CUT AND FILL LAND
- RUNWAY 6-24 MnA  MATAPEAKE SILT LOAM Professional Certification

| | HEREBY CERTIFY THAT THESE

MuA  MATTAPEX SILT LOAM e O oo Brle e T AL

THE STATE OF MARYLAND, LICENSE NO. 20821,
EXPIRATION DATE: 05/02/17. SEAL

1+00

EROSION AND SEDIMENT CONTROL NOTES: [ smsiary =

A Joint Venture

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE 272 Bentix Road, Suite 260
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE Virginio Beoch, Virgiia, 23452

Telephone: (757) 499-1895

DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE. Web: www.jmt.com
2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR
THE START OF WORK. 2/E PO

- 302400 303Jrog 304+00 305400 306+00. 307400 308400 309+00. 310+00 __ 311400 __ 312400

| == jr == |

MATCHLINE SHEET C-111

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH.

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY FOR COMMANDER NAVFAC

INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS |
IS NOT POSSIBLE, CONFORM TO D. s e PeR e

D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED sastciorr 10w 9/27/2016

SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY o> SDK [om SUM [eri< JMS

DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE i RA

THAN THAN ONE DAY.

CHIEF eENG/ARCH E. GALLAHER, PE
3. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.

THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

WASHINGTON, D.C.

PATUXENT RIVER, MARYLAND

FY16 SPECIAL PROJECT RM12-2137
REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

NAVAL FACILITIES ENGINEERING COMMAND

NAVFAC WASHINGTON

MDE NOTE:

MDE NO. 17-SF-0057

EROSION AND SEDIMENT CONTROL PLAN

ADDITIONAL EROSION AND SEDIMENT ) KEY_MAP GRAPHIC SCALE
CONTROL NOTES: AT~

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

ELECTRICAL CONDUIT WORK.

20 ‘ 0 50’ 100’ 200’ |E=_ AS NOTED

EPROJECT NO.: 1382137
W RUNMAY = “3 ‘ E— CONSTR. CONTR. NO.
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2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY - ?j
ELECTRICAL CONDUIT WORK. ‘

NAVFAC DRAWING NO.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE \ : RUNWAY 24 13079887

BACKFILLED AND STABILIZED BY THE END OF EACH DAY. - = st 290 o 191
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ADDITIONAL EROSION AND SEDIMENT
CONTROL NOTES:

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE
ELECTRICAL CONDUIT WORK.

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY
ELECTRICAL CONDUIT WORK.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE
BACKFILLED AND STABILIZED BY THE END OF EACH DAY.
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MATCHLINE SHEET C-112

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON
SHEET C-552.

2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

EROSION AND SEDIMENT CONTROL

LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

WAVE—OFF LIGHT.
D 12 FOOT WINDCONE, FAA TYPE L-807.

[ ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

[[] BUILDING, STRUCTURE OR EQUIPMENT AS NOTED.

DUCTBANK

—L00—— LIMIT OF DISTURBANCE
SOIL BOUNDARY
UNDERGROUND ELECTRIC LINE

ON SITE SOILS:

Cu CUT AND FILL LAND
Tm TIDAL MARSH

MnA MATAPEAKE SILT LOAM
Ot OTHELLO SILT LOAM

EROSION AND SEDIMENT CONTROL NOTES:

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE
DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR
THE START OF WORK.

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH.

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS
IS NOT POSSIBLE, CONFORM TO D.

D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

MDE NOTE:

MDE NO. 17-SF-0057

APPR

DATE

DESCRIPTION

SYM

Professional Certification

| HEREBY CERTIFY THAT THESE DOCUMENTS WERE
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY
LICENSED PROFESSIONAL ENGINEER UNDER THE LAWS OF
THE STATE OF MARYLAND, LICENSE NO. 20821,

EXPIRATION DATE: 05/02/17. SEAL

(JOHNSON, MIRMIRAN & THOMPSON
Gannett Fleming

A Joint Venture

272 Bendix Road, Suite 260

Virginia Beach, Virginia, 23452

Telephone: (757) 499-1895
Web: www.jmt.com

A/E INFO

APPROVED

FOR COMMANDER NAVFAC

ACTIVITY

JAMES FLETCHER PER CHECKLIST
satiseactory 1o oate 9/27/2016

pEs  SDK |DRW SIM |CHK JMS

PM,/DM RH

BRANCH MANAGER

CHIEF eENG/ARCH E. GALLAHER, PE

WASHINGTON, D.C.

NAVAL FACILITIES ENGINEERING COMMAND
PATUXENT RIVER, MARYLAND

NAVFAC WASHINGTON

GRAPHIC SCALE

FY16 SPECIAL PROJECT RM12-2137
EROSION AND SEDIMENT CONTROL PLAN

KEY MAP

e,
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200’
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RUNWAY 24

REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

it AS NOTED

EPROJECT NO.: 1382137

CONSTR. CONTR. NO.

N40080-17-R-0002

NAVFAC DRAWING NO.

13079888

SHEET 30 OF 191

C-111

DRAWFORM REVISION: 10 MARCH 2008



1 2 3 4 | 5

FILE NAME: H:\59487 Pax River\Civil\Planset\Phase 2\ESC Planset\10-0863—009—ESC—112.dwg LAYOUT NAME: ESC PLOTTED: Monday, September 26, 2016 — 4:57pm USER: kjernigan

APPR

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON

DATE

$ SHEET C-552
2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

4. STAKEOUT AND FLAG WETLAND BOUNDARIES THAT REQUIRE PROTECTION
THROUGHOUT THE CONSTRUCTION PERIOD.

DESCRIPTION

SYM

EROSION AND SEDIMENT CONTROL
LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

WAVE—OFF LIGHT.
b 12 FOOT WINDCONE, FAA TYPE L-807.

[ ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED. SLOF MARY,

[C] BUILDING, STRUCTURE OR EQUIPMENT AS NOTED.

DUCTBANK
—L00—— LIMIT OF DISTURBANCE

RUNWAY 6=24 SOIL BOUNDARY !’msmal!“;clsgfmm

PREPARED OR APPROVED BY ME, AND THAT | AM A DULY

UNDERGROUND ELECTRIC LINE THE ST OF WARILAD, LENE N0, 20821,

EXPIRATION DATE: 05/02/17. SEAL
= = = WETLAND BUFFER JOHNSON, MIRMIRAN & THOMPSON

Gannett Fleming
A Joint Venture
272 Bendix Road, Suite 260
ON SlTE SOILS' Virginia Beach, Virginia, 23452
! Telephone: (757) 499-1895
Web: www.jmt.com
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Cu CUT AND FILL LAND
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MATCHLINE SHEET C-111
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MATCHLINE SHEET C-113

A/E INFO

S EROSION AND SEDIMENT CONTROL NOTES: [

) 1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE

WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE ROy
{ DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.

satiseactory 1o oate 9/27/2016

B W/ 3 LIGHTS A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR pes SDK [orw SUM [cr<  JMS

aon THE START OF WORK. P00 RH

/ 8|8 2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL: | YAMES FLETCHER PER CHECKLIST
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UE 7% B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE cHer ene/src E. GALLAHER, PE
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T%ﬁ:‘ﬂ'& ﬁw_ﬁ%ﬂgﬁ%jﬁ%ﬁﬂ%ﬁﬂ%ﬁ_&%ﬁkﬁﬂﬁﬁ_ X “\\"Yw{k,\/&b ue T/ ¥ ) C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
N N N XY e INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS

IS NOT POSSIBLE, CONFORM TO D.

@ V25 pena D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED

. SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
/ S DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
2 THAN THAN ONE DAY.

M

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

WASHINGTON, D.C.

PATUXENT RIVER, MARYLAND

FY16 SPECIAL PROJECT RM12-2137
REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NAVAL FACILITIES ENGINEERING COMMAND

NAVFAC WASHINGTON

NOTE TO CONTRACTOR:

QO
2 1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.
A\

/ MDE NOTE:

/ MDE NO. 17-SF-0057

EROSION AND SEDIMENT CONTROL PLAN

ADDITIONAL EROSION AND SEDIMENT _ KEYi MAP GRAPHIC SCALE
CONTROL NOTES: gy n

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

0 50’ 100’ 200" s AS NOTED

ELECTRICAL CONDUIT WORK.

= G R ] P 1 n_ 5 O, E— EPROJECT NO.: 1382137
%, RUN Av A .l'.- 14i L CONSTR. CONTR. NO.

S N40080-17-R-0002

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY
ELECTRICAL CONDUIT WORK.

NAVFAC DRAWING NO.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE \ : RUNWAY 24 13079889

BACKFILLED AND STABILIZED BY THE END OF EACH DAY. - = st 31 o 191

C-112
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CONTROL NOTES:

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE

ELECTRICAL CONDUIT WORK.

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY

ELECTRICAL CONDUIT WORK.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE
BACKFILLED AND STABILIZED BY THE END OF EACH DAY.

Sy e £ (S AT o Vi o U o 31

MATCHLINE SHEET C-114

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON
SHEET C-552.

2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

EROSION AND SEDIMENT CONTROL

LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

WAVE—OFF LIGHT.
@ 12 FOOT WINDCONE, FAA TYPE L-807.

[ ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

|:|| | BUILDING, STRUCTURE OR EQUIPMENT AS NOTED.

— DUCTBANK
—L00—— LIMIT OF DISTURBANCE
SOIL BOUNDARY
UNDERGROUND ELECTRIC LINE

ON SITE SOILS:

Cu CUT AND FILL LAND

EwE2  EVESBORO—WESTPHALIA COMPLEX
MnA MATAPEAKE SILT LOAM

Tm TIDAL MARSH

EROSION AND SEDIMENT CONTROL NOTES:

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE
DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR
THE START OF WORK.

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH.

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS
IS NOT POSSIBLE, CONFORM TO D.

D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

MDE NOTE:

MDE NO. 17-SF-0057

APPR

DATE

DESCRIPTION

SYM

Professional Certification

| HEREBY CERTIFY THAT THESE DOCUMENTS WERE
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY
LICENSED PROFESSIONAL ENGINEER UNDER THE LAWS OF
THE STATE OF MARYLAND, LICENSE NO. 20821,

EXPIRATION DATE: 05/02/17. SEAL

(JOHNSON, MIRMIRAN & THOMPSON
Gannett Fleming

A Joint Venture

272 Bendix Road, Suite 260

Virginia Beach, Virginia, 23452

Telephone: (757) 499-1895
Web: www.jmt.com

A/E INFO

APPROVED

FOR COMMANDER NAVFAC

ACTIVITY

JAMES FLETCHER PER CHECKLIST
satiseactory 1o oate 9/27/2016

pEs  SDK |DRW SIM |CHK JMS

PM,/DM RH

BRANCH MANAGER

CHIEF eENG/ARCH E. GALLAHER, PE

WASHINGTON, D.C.

NAVAL FACILITIES ENGINEERING COMMAND
PATUXENT RIVER, MARYLAND

NAVFAC WASHINGTON

GRAPHIC SCALE

FY16 SPECIAL PROJECT RM12-2137
EROSION AND SEDIMENT CONTROL PLAN

KEY MAP

.....

RUNWAY 24

REPAIR RUNWAYS 14-32 & 6-24 - PHASE 2

NAVAL AR STATION PATUXENT RIVER

DEPARTMENT OF THE NAVY

IPT BLUE

0 50’ 100’ 200’

it AS NOTED

EPROJECT NO.: 1382137

CONSTR. CONTR. NO.

N40080-17-R-0002

NAVFAC DRAWING NO.

13079890
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APPR

MATCHLINE SEE THIS SHEET
CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON

DATE

SHEET C-552.
ﬁ _ ro£ 109 $ 2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
Ol ‘- EXISTING PIPE.
O e L0 Lo0 00 o oo o6 st 3. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION

§ 001—6]1 55 ' ' ' ' ' o bl o % s 901 0 hd [ ac INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
5"‘?. /_ 154 RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE

/ 8§ MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
8 / INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE
f

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

DESCRIPTION

EROSION AND SEDIMENT CONTROL

LEGEND:

S
u
rLOp
——
M

{ (REFER TO C—001 AND EAQ02 FOR LEGEND
SV AND ABBREVIATIONS.)
@ WAVE=OFF LIGHT.
N @ 12 FOOT WINDCONE, FAA TYPE L-807.

[ ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

[ ] BUILDING, STRUCTURE OR EQUIPMENT AS NOTED.
DUCTBANK

——L00—— LIMIT OF DISTURBANCE

SOIL BOUNDARY

UNDERGROUND ELECTRIC LINE

RUNWAY 14-32

Professional Certification

| HEREBY CERTIFY THAT THESE DOCUMENTS WERE
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY

ON SITE SOILS: T i o o, o o o
JOHNSON, MIRMIRAN & THOMPSONJ
Cu CUT AND FILL LAND Ga'".'e" Fleming
MnA MATAPEAKE SILT LOAM A Joint Venture

272 Bendix Road, Suite 260
Virginia Beach, Virginia, 23452
Telephone: (757) 499-1895

EROSION AND SEDIMENT CONTROL NOTES: |

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE

A/E INFO

DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE. WPRROVED
2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR FOR COMMANDER NAVFAC

THE START OF WORK. ROTNTY

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE JAMES FLETCHER PER CHECKLIST
TRENCH. satisraciory 10 Date 9/27/2016
C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY bcs SDK [orv SUM [cri< JMS

INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS v RH

IS NOT POSSIBLE, CONFORM TO D.

CHIEF eENG/ARCH E. GALLAHER, PE
D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED

SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY |2 g2
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE : 2SS
THAN THAN ONE DAY. s Bl |
3. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA. 2 2= o
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| @

RUNWAY 14-32

ADDITIONAL EROSION AND SEDIMENT

CONTROL NOTES:

1. THE LIMIT OF DISTURBANCE (LOD) AREA SHOWN ON THE PLAN IS
MUCH GREATER THAN THE REQUIRED DISTURBED AREA FOR THE
ELECTRICAL CONDUIT WORK.

2. THE PROPOSED WORK ON THIS PLAN IS ENTIRELY A LINEAR UTILITY
ELECTRICAL CONDUIT WORK.

3. ANY TRENCH OPENED FOR ELECTRICAL CONDUIT WORK SHALL BE
BACKFILLED AND STABILIZED BY THE END OF EACH DAY.

CONSTRUCTION NOTES:

1. ELECTRICAL RUNWAY LIGHTING DEMOLITION AND NEW WORK SHALL BE
CONSTRUCTED IN ACCORDANCE WITH DAILY STABILIZATION NOTE ON
SHEET C-552.

2. CONTRACTOR SHALL CLEAN AND REMOVE ANY SEDIMENT WITHIN
EXISTING PIPE.

5. THE CONTRACTOR SHALL PROTECT ALL POINTS OF CONSTRUCTION
INGRESS AND EGRESS TO PREVENT THE DEPOSITION OF MATERIALS ON
RUNWAY AND TAXIWAYS. ALL MATERIAL DEPOSITED SHALL BE
MECHANICALLY REMOVED AT THE END OF EACH WORK DAY. ALL
INGRESS AND EGRESS POINTS SHALL BE CONTROLLED THROUGH THE

USE OF A "STABILIZED CONSTRUCTION ENTRANCE.

EROSION AND SEDIMENT CONTROL

LEGEND:

(REFER TO C—001 AND EA002 FOR LEGEND
AND ABBREVIATIONS.)

WAVE—OFF LIGHT.
@ 12 FOOT WINDCONE, FAA TYPE L-807.

[ ELECTRICAL HANDHOLE OR MANHOLE, SIZE AS NOTED.

|:|| | BUILDING, STRUCTURE OR EQUIPMENT AS NOTED.

DUCTBANK

—L00—— LIMIT OF DISTURBANCE
SOIL BOUNDARY
UNDERGROUND ELECTRIC LINE

ON SITE SOILS:

Tm TIDAL MARSH

MmB2 MATAPEAKE FINE SANDY LOAM
MnA MATAPEAKE SILT LOAM

EvB EVESBORO LOAMY SAND

EROSION AND SEDIMENT CONTROL NOTES:

1. ONLY DISTURB AS MUCH AREA AS CAN BE STABILIZED WITHIN ONE
WORK DAY. ANY AREAS LEFT UNSTABILIZED OVERNIGHT MUST BE
DIRECTED TO AN APPROVED MDE SEDIMENT CONTROL DEVICE.

2. FOR UTILITY CONSTRUCTION IN AREAS OUTSIDE OF SEDIMENT CONTROL:

A. CALL "MISS UTILITY" AT 1-800-257-7777 48 HOURS PRIOR
THE START OF WORK.

B. PLACE EXCAVATED MATERIAL ON THE HIGH SIDE OF THE
TRENCH.

C. BACKFILL, COMPACT, AND STABILIZE TRENCHES FOR UTILITY
INSTALLATIONS AT THE END OF EACH WORKING DAY. WHEN THIS
IS NOT POSSIBLE, CONFORM TO D.

D. PLACE TEMPORARY SILT FENCE OR OTHER APPROVED
SEDIMENT CONTROL MEASURE IMMEDIATELY DOWNSTREAM OF ANY
DISTURBED AREA INTENDED TO REMAIN DISTURBED FOR MORE
THAN THAN ONE DAY.

5. THE LOD SHOWN ENCOMPASSES THE FULL EXTENT OF WORK AREA.
THE LOD AREA SHOWN IS GREATER THAN THE ACTUAL AREA OF
DISTURBANCE REQUIRED FOR CONSTRUCTION.

NOTE TO CONTRACTOR:

1. EROSION AND SEDIMENT CONTROL SHALL BE STRICTLY ENFORCED.

MDE NOTE:

MDE NO. 17-SF-0057

APPR

DATE
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Professional Certification

| HEREBY CERTIFY THAT THESE DOCUMENTS WERE
PREPARED OR APPROVED BY ME, AND THAT | AM A DULY
LICENSED PROFESSIONAL ENGINEER UNDER THE LAWS OF
THE STATE OF MARYLAND, LICENSE NO. 20821,

EXPIRATION DATE: 05/02/17. SEAL

(JOHNSON, MIRMIRAN & THOMPSON
Gannett Fleming

A Joint Venture

272 Bendix Road, Suite 260

Virginia Beach, Virginia, 23452

Telephone: (757) 499-1895
Web: www.jmt.com
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