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DWG # SHEET # DESCRIPTION

15087998 38-S-100 BUILDING 38 - GENERAL & MATERIAL NOTES

15087999 38-S-101 BUILDING 38 - WIND SCHEDULE

15088000 38-AD-101A BUILDING 38 - DEMOLITION PLAN - FIRST FLOOR - AREA A

15088001 38-AD-101B BUILDING 38 - DEMOLITION PLAN - FIRST FLOOR - AREA B

15088002 38-AD-102A BUILDING 38 - DEMOLITION PLAN - SECOND FLOOR - AREA A

15088003 38-AD-102B BUILDING 38 - DEMOLITION PLAN - SECOND FLOOR - AREA B

15088004 38-AD-201 BUILDING 38 - DEMOLITION  ELEVATIONS

15088005 38-AD-202 BUILDING 38 - DEMOLITION ELEVATIONS

15088006 38-A-101A BUILDING 38 - FIRST FLOOR PLAN - AREA A

15088007 38-A-101B BUILDING 38 - FIRST FLOOR PLAN - AREA B

15088008 38-A-102A BUILDING 38 - SECOND FLOOR PLAN - AREA A

15088009 38-A-102B BUILDING 38 - SECOND FLOOR PLAN - AREA B

15088010 38-A-201 BUILDING 38 - EXTERIOR ELEVATIONS

15088011 38-A-202 BUILDING 38 - EXTERIOR ELEVATIONS

15088012 38-A-601 BUILDING 38 - WINDOW SCHEDULE, ELEVATIONS AND
DETAIL

15088013 38-A-602 BUILDING 38 - WINDOW DETAILS
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15088014 40-S-100 BUILDING 40 - GENERAL & MATERIAL NOTES

15088015 40-S-101 BUILDING 40 - WIND SCHEDULE

15088016 40-AD-101 BUILDING 40 - DEMOLITON PLAN -FIRST FLOOR

15088017 40-AD-102 BUILDING 40 - DEMOLITION PLAN - SECOND  FLOOR

15088018 40-AD-103 BUILDING 40 - DEMOLITION PLAN - GABLE ROOF

15088019 40-AD-201 BUILDING 40 - DEMOLITION  ELEVATIONS

15088020 40-AD-202 BUILDING 40 - DEMOLITON ELEVATIONS

15088021 40-A-101 BUILDING 40 - FLOOR PLAN  - FIRST FLOOR

15088022 40-A-102 BUILDING 40 - FLOOR PLAN - SECOND FLOOR

15088023 40-A-103 BUILDING 40 - FLOOR PLAN - GABLE ROOF

15088024 40-A-201 BUILDING 40 - ELEVATIONS

15088025 40-A-202 BUILDING 40 - ELEVATIONS

15088026 40-A-401 BUILDING 40 - ENLARGED PLANS

15088027 40-A-402 BUILDING 40 - INTERIOR ELEVATIONS AND DETAILS

15088028 40-A-601 BUILDING 40 - WINDOW SCHEDULE, ELEVATIONS AND
DETAIL
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15088029 73-S-100 BUILDING 73 - GENERAL AND MATERIAL NOTES

15088030 73-S-101 BUILDING 73 - WIND SCHEDULE

15088031 73-AD-101 BUILDING 73 - DEMOLITION PLAN - LOWER LEVEL

15088032 73-AD-102 BUILDING 73 - DEMOLITON PLAN - MID LEVEL

15088033 73-AD-103 BUILDING 73 - DEMOLITION PLAN - UPPER LEVEL

15088034 73-AD-201 BUILDING 73 - DEMOLITION ELEVATION

15088035 73-AD-202 BUILDING 73 - DEMOLITION ELEVATIONS

15088036 73-AD-203 BUILDING 73 - DEMOLITION ELEVATION

15088037 73-AD-204 BUILDING 73 - DEMOLITION ELEVATIONS

15088038 73-A-101 BUILDING 73 - FLOOR PLAN - LOWER LEVEL

15088039 73-A-102 BUILDING 73 - FLOOR PLAN - MID LEVEL

15088040 73-A-103 BUILDING 73 - FLOOR PLAN - UPPER LEVEL

15088041 73-A-201 BUILDING 73 - ELEVATION

15088042 73-A-202 BUILDING 73 - ELEVATIONS

15088043 73-A-203 BUILDING 73 - ELEVATION

15088044 73-A-204 BUILDING 73 - ELEVATIONS

15088045 73-A-601 BUILDING 73 - EXISTING WINDOW SCHEDULE,
ELEVATIONS AND DETAILS

15088046 73-A-602 BUILDING 73 - WINDOW SCHEDULE, ELEVATIONS AND
DETAILS

15088047 73-A-603 BUILDING 73 - WINDOW DETAILS
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15088048 223-S-100 BUILDING 223 - GENERAL & MATERIAL NOTES

15088049 223-S-101 BUILDING 223 - WIND SCHEUDLE

15088050 223-AD-101 BUILDING 223 - DEMOLITION FLOOR PLAN - WINDOWS

15088051 223-AD-102 BUILDING 223 - STUCCO DEMOLITION PLAN

15088052 223-AD-201 BUILDING 223 - DEMOLITION ELEVATIONS

15088053 223-AD-202 BUILDING 223 - STUCCO DEMOLITION  ELEVATIONS

15088054 223-A-101 BUILDING 223 - WINDOW AND STUCCO REPAIR FLOOR
PLANS

15088055 223-A-201 BUILDING 223 - ELEVATIONS

15088056 223-A-202 BUILDING 223 - STUCCO REPAIR ELEVATIONS

15088057 223-A-203 BUILDING 223 - WINDOW RENEWAL

15088058 223-A-204 BUILDING 223 - WINDOW RENEWAL

15088059 223-A-601 BUILDING 223 - WINDOW SCHEDULE, ELEVATIONS AND
DETAIL

BUILDING 627

NAVFAC

DWG # SHEET # DESCRIPTION

15088070 627-S-100 BUILDING 627 - GENERAL & MATERIAL NOTES

15088071 627-S-101 BUILDING 627 - WIND SCHEDULE

15088072 627-S-102 BUILDING 627 - PLAN & SECTIONS

15088073 627-AD-101 BUILDING 627 - DEMOLITION FLOOR PLANS

15088074 627-AD-102 BUILDING 627 - DEMOLITION ROOF PLAN AND WALL
SECTIONS

15088075 627-AD-201 BUILDING 627 - DEMOLITION ELEVATIONS

15088076 627-AD-202 BUILDING 627 - DEMOLITION ELEVATIONS

15088077 627-AD-203 BUILDING 627 - DEMOLITION ENLARGED TOWER
ELEVATIONS

15088078 627-A-101 BUILDING 627 - FLOOR PLANS

15088079 627-A-102 BUILDING 627 - FLOOR PLAN - ROOF

15088080 627-A-201 BUILDING 627 - ELEVATIONS

15088081 627-A-202 BUILDING 627 - ELEVATIONS

15088082 627-A-203 BUILDING 627 - ENLARGED TOWER ELEVATIONS

15088083 627-A-204 BUILDING 627 - WINDOW RENEWAL

15088084 627-A-601 BUILDING 627 - WINDOW SCHEDULE, ELEVATIONS AND
DETAIL

15088085 627-A-602 BUILDING 627 - DETAILS
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15088060 606-S-100 BUILDING 606 - GENERAL & MATERIAL NOTES

15088061 606-S-101 BUILDING 606 - WIND SCHEDULE

15088062 606-AD-101 BUILDING 606 - DEMOLITION FLOOR PLANS

15088063 606-AD-201 BUILDING 606 - DEMOLITION ELEVATIONS

15088064 606-AD-202 BUILDING 606 - DEMOLTION ELEVATIONS

15088065 606-A-101 BUILDING 606 - FLOOR PLANS

15088066 606-A-201 BUILDING 606 - ELEVATIONS

15088067 606-A-202 BUILDING 606 - ELEVATIONS

15088068 606-A-203 BUILDING 606 - WINDOW RENEWAL

15088069 606-A-601 BUILDING 606 - WINDOW SCHEDULE, ELEVATIONS AND
DETAILS
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ABBREVIATIONS

L

AB ANCHOR BOLT, AUGER BORING
ABS AIR BREAK SWITCH
AC AIR CONDITIONING, ASBESTOS CEMENT, ACRES
A/C ASPHALTIC CONCRETE
ACB AIR CIRCUIT BREAKER
ACSR ALUMINUM CONDUCTOR STEEL REINFORCED
ACST ACOUSTIC
AD AREA DRAIN, ACCESS DOOR
ADJ ADJUSTABLE
AFF ABOVE FINISHED FLOOR
AHU AIR HANDLING UNIT
ALT ALTERNATE
ALUM ALUMINUM
AM ACOUSTIC MATERIAL
AMP,A AMPERE
AP ACCESS PANEL APPROX APPROXIMATE
ARCH ARCHITECTURAL
ARR ARRESTOR
ASPH ASPHALT
ATS AUTOMATIC TRANSFER SWITCH

B BASELINE
BO BOARD
BEJ BRICK EXPANSION JOINT
BLDG BUILDING
BLK BLOCK
BM BEAM
B BOTTOM
BRG BEARING
BR BOTTOM REGISTER
BSMT BASEMENT

C CELSIUS
CAP CAPACITY
CB CIRCUIT BREAKER
CD CEILING DIFFUSER
CEM CEMENT
CG CORNER GUARD
C&G CURB AND GUTTER
CH CHILLER
CI CAST IRON, COURTYARD INLET
CIP CAST IRON PIPE, CAST IN PLACE
CIR CIRCULATING
CJ CONTROL JOINT
CKT CIRCUIT
CLG CEILING
C CENTERLINE
CLR CLEAR
CMP CORRUGATED METAL PIPE
CMPA CORRUGATED METAL PIPE ARCH
CMU CONCRETE MASONRY UNITS
CND,C CONDUIT
CNDS CONDENSATE
CO CLEANOUT
CODP CLEANOUT W/ DECK PLUG
COL COLUMN
COMM COMMUNICATION
CONC CONCRETE
COND CONDUCTOR, CONDITION
CONN CONNECTION
CONST CONSTRUCTION
CONT CONTINUOUS
CONV CONVERTER
COP,CU COPPER
CP NON-REINFORCED CONCRETE PIPE
CR CHAIR, CRASH RAIL
CRS STAINLESS STEEL
CS CONCRETE SEALER/SURFACE
CSK COUNTERSUNK
CT CERAMIC TILE, CURRENT TRANSFORMER, COOLING TOWER
CTR CENTER, COOLING TOWER RETURN
CTS COOLING TOWER SUPPLY
CW COLD WATER
CWB CAPILLARY WATER BARRIER
CONTR CONTRACTION
CPT CARPET

D DEPTH, DEEP, DEGREE OF CURVATURE
DB DRY BULB, DECIBEL, DIRECT BURIAL
DD DIVERSION DIKE 
DET DETAIL
DH DRILL HOLE 
DI DUCTILE IRON
DIA DIAMETER
DIM DIMENSION
DL DEAD LOAD
DMPR DAMPER
DN  DOWN
DP DISTRIBUTION PANEL
DS DOWNSPOUT, STORM DRAINAGE STRUCTURE
DW DOMESTIC WATER
DWG DRAWING
DWD DRINKING WATER DISPENSER

E EAST
EA EACH 
EAN EXCEPT AS NOTED
EAT ENTERING AIR TEMPERATURE
EC EMPTY CONDUIT
EF EACH FACE, EXHAUST FAN
EG EXHAUST GRILLE
EL ELEVATION
ELEC ELECTRIC
ELEV ELEVATOR
EMT ELECTRICAL METALLIC TUBING
EMER EMERGENCY
E/P EDGE OF PAVEMENT
EQ EQUAL
EQUIP EQUIPMENT
ER EXHAUST REGISTER
EVAP EVAPORATIVE
EW EACH WAY
EWC ELECTRIC WATER COOLER
EXH EXHAUST
EXIST EXISTING
EXP EXPANSION, EXPOSED
EXP JT EXPANSION JOINT
EXT EXTERIOR

F FIRE, FUSE, FILTER
FA FIRE ALARM FABX FIRE ALARM BOX
FD FLOOR DRAIN, FIRE DAMPER
FDN FOUNDATION
FDR FEEDER
FE FIRE EXTINGUISHER
FFE FINISHED FLOOR ELEVATION
FH FIRE HYDRANT
FHC FIRE HOSE CABINET
FIG FIGURE
FIN FINISH
FL FLOOR, FLASHING, FLOW LINE
FLUOR FLUORESCENT
4 WAY FOUR WAY
FPH FROST PROOF HYDRANT
FR FRAME
FS FULL SIZE
FTG FOOTING
FJ FELT JOINT
FW FIRE WATER
FXTR FIXTURE

G GROUND, GAS LINE,GRAM
GA GAGE
GAL GALVANIZED
GC GLAZED COATING
GFI GROUND FAULT INTERRUPT
GFMU GROUND FACE MASONRY UNIT
GL GLASS
GR GRADE
GRD GROUND
GSU GLAZED STRUCTURAL UNIT
GW GROUND WATER
GWB GYPSUM WALL BOARD GYP GYPSUM

HGT,H HEIGHT, HUMIDIFIER
HB HOSE BIBB
HC HANDICAPPED
HD HARD DRAWN
HDW HARDWARE
HGSW HORN GAP SWITCH
HID HIGH INTENSITY DISCHARGE
HORIZ HORIZONTAL
HP HIGH POINT
HPS HIGH PRESSURE SODIUM
HR HOUR
HS HIGH STRENGTH
HW HOT WATER, HEADWALL
HWL HIGH WATER LEVEL
HVY HEAVY
HZ HERTZ

ID INSIDE DIAMETER, INSIDE DIMENSION
IE INVERT ELEVATION
IMC INTERMEDIATE METAL CONDUIT
INT INTERIOR
INSUL INSULATION, INSULATED
INV INVERT
INTX INTERSECTION
IP INLET PROTECTION
IRBF INDUSTRIAL RESIN BASE FLOORING

JB JUNCTION BOX
JC JANITOR CLOSET
JCT JUNCTION
JT JOINT
JST JOIST

K KILO
KIAC THOUSAND AMP INTERRUPT CAPACITY
KCP KEENE'S CEMENT PLASTER
KG KILOGRAM
KN KILONEWTON
KO KNOCK OUT
KV KILOVOLT
KVA KILOVOLT-AMPERE
KW KILOWATT

L/S LITERS PER SECOND
L LOUVER, LENGTH, LENGTH OF CURVE
LA LIGHTNING ARRESTOR
LC LEAD COVERED
LL LIVE LOAD
LLH LONG LEG HORIZONTAL
LLV LONG LEG VERTICAL
LT LIGHT
LAV LAVATORY VERTICAL
LVC LENGTH OF VERTICAL CURVE

M/S METERS PER SECOND
M METER, MEGA
MACH MACHINE
MAS MASONRY
MATL MATERIAL
MAX MAXIMUM
ECH MECHANICAL
MET METAL
MH MANHOLE
MIN MINIMUM, MINUTE
MISC MISCELLANEOUS
MLO MAIN LUG ONLY
MM,mm MILLIMETER
MO MOTOR OPERATED, MASONRY OPENING, MIDDLE ORDINATE
MP MEDIUM PRESSURE
MTD MOUNTED
MTG MOUNTING
MMP MEMBRANE WATERPROOFING
MULL MULLION

N NORTH
NA NOT APPLICABLE
NC NON CORROSIVE
NE NORTHEAST
NDC NOSE DOWN CURB
NEC NATIONAL ELECTRIC CODE
NEUT NEUTRAL
NIC NOT IN CONTRACT
NO NUMBER
NOM NOMINAL
NPS NOMINAL PIPE SIZE
NTS NOT TO SCALE
NW NORTHWEST

OA OUTSIDE AIR
OC ON CENTER
OCB OIL CIRCUIT BREAKER
OD OUTSIDE DIAMETER
OPNG  OPENING
OPP OPPOSITE
OSD OPEN SITE DRAIN
OVHD,OH OVERHEAD

Pa PASCALES
P PIPE, POLE
PB PULL BOX
PI POINT OF INTERSECTION
PIV POST INDICATOR VALVE
PJF PREFORMED JOINT FILLER
PL PLATE
PLAS PLASTER
PLNJ PAPER AND LEAD NEOPRENE JACKET
PLYWD PLYWOOD
PNL PANEL
PNT PAINT
PRELIM PRELIMINARY
PRESS PRESSURE
PRIM PRIMARY
PRV PRESSURE RELIEF VALVE
PS PULL SWITCH
PT POINT, POINT OF TANGENT
PTN PARTITION
PVC POINT OF VERTICAL CURVE, POLY VINYL CHLORIDE .
PVI POINT OF VERTICAL INTERSECTION
PVT POINT OF VERTICAL TANGENT
PVMT PAVEMENT

QT QUARRY TILE

R RADIUS, RISER, RUBBER SHEATH
RA RETURN AIR
RAD RADIUS
RB RESILIENT VINYL BASE
RCP REINFORCED CONCRETE PIPE
RD ROOF DRAIN, ROAD
RECP RECEPTACLE
RED REDUCING
REINF REINFORCEMENT
REG REGULATOR, REGISTER
REQD REQUIRED
REV REVISION
RF ROOF, RETURN FAN
RHC REHEAT COIL
RI RUBBER INSULATED
RGS RIGID GALVANIZED STEEL
RL RAIN LEADER
RM ROOM
RPM REVOLUTIONS PER MINUTE
RVT RESILIENT VINYL TILE

S SECOND, SOUTH, SANITARY, SEWER, STRUCTURE
SAN SANITARY SEWER
SATC SUSPENDED ACOUSTICAL TILE CEILING
SCH SCHEDULE
SD SPLITTER DAMPER, STORM DRAIN
SE SOUTHEAST
SECT SECTION SERV SERVICE SF SILT FENCE
SG SUPPLY GRILLE
SH SHEET
SIM SIMILAR
1 PH SINGLE PHASE
SKCP SUSPENDED KEENE'S CEMENT PLASTER
SL SLOPE
SMH SANITARY MODULE
SP STATIC PRESSURE, SINGLE POLE
SPC SUSPENDED PLASTER CEILING
SPDT SINGLE POLE, DOUBLE THROW
SPEC SPECIFICATION
SPST SINGLE POLE, SINGLE THROW
SQ SQUARE
SR SUPPLY REGISTER
SS SANITARY SEWER
ST STEAM, SINGLE THROW, STREET
STA STATION STD STANDARD
STL STEEL SUP SUPPORT
SUSP SUSPENDED
SV SHEET VINYL
SW SWITCH, SIDEWALK
SWBD SWITCHBOARD SWGR SWITCHGEAR

T TILE,TOP,TANGENT
T&B TOP AND BOTTOM
TC TOP OF CURB
TEL TELEPHONE
TEMP TEMPERATURE, TEMPORARY
TERM TERMINAL
3/C THREE CONDUCTOR
3/P THREE POLE
3 WAY THREE WAY
TH TOTAL HEAD (PUMPS)
THRSLD THRESHOLD
TO TOP OF
TP TEST PIT
TR TOP REGISTER
TRANS TRANSITION
TS TOP OF STEEL, TOP OF STONE, TOP OF SLAB
TV TELEVISION
TW TOP OF WALL
TYP TYPICAL

V VENT,VOLT,VALVE
VA VOLT AMPERE
VAC VACUUM
VCT VINYL COMPOSITION TILE
V ASB VINYL ASBESTOS
VC VARNISH CAMBRIC, VITRIFIED CLAY
VCP VITRIFIED CLAY PIPE
VENT VENTILATING
VERT VERTICAL
VEST  VESTIBULE
VPI VERTICAL POINT OF INTERSECTION
VPOC VERTICAL POINT OF CURVE
VPOT VERTICAL POINT OF TANGENT
VS VENT STACK
VTR VENT THRU ROOF
VWC VINYL WALL COVERING

UG UNDERGROUND
UCR UNDER COUNTER REFRIGERATOR
UGE UNDERGROUND ELECTRIC
UGT UNDERGROUND TELEPHONE
UH UNIT HEATER
UNO UNLESS NOTED OTHERWISE

W WIDTH,WASTE,WATER,WATT,WEST
W WIRE, WATER LINE STRUCTURE
WA WATT
W/ WITH
W/O WITHOUT
WB WET BULB
WC WATER CLOSET
WD WIDTH, WINDOW DIMENSION
WOM WALK OFF MATT
WL WATER LEVEL WP WATERPROOF, WEATHERPROOF
WS WASTE STACK, WATER SURFACE, WATERSTOP
WT WEIGHT
WWF WELDED WIRE FABRIC

XFMR TRANSFORMER
X-STR UNIT HEATER

2:1 SL 2 HORIZONTAL TO 1 VERTICAL SLOPE
1 ON 2 1 VERTICAL ON 2 HORIZONTAL SLOPE

DEFLECTION ANGLE
Ø DIAMETER, PHASE

ARCHITECTURAL SYMBOLS

CENTERLINE

DIMENSION LINE TO FACE OF
STUD, FACE OF CONCRETE,
COLUMN LINE, OR AS NOTED.

DIMENSION TO FINISH FACE,
COUNTERTOP EDGE, CLEAR,
OR AS NOTED.

EXISTING TO REMAIN

EXISTING TO BE REMOVED

EXISTING TO REMAIN

NEW CONSTRUCTION

WALL LEGEND

DETAIL - SECTION
POSITION ON SHEET
SHEET NUMBER

DETAIL - PLAN/ RCP
POSITION ON SHEET
SHEET NUMBER

WALL SECTION
POSITION ON SHEET
SHEET NUMBER

EXTERIOR ELEVATION

POSITION ON SHEET
SHEET NUMBER

INTERIOR ELEVATION

POSITION ON SHEET
SHEET NUMBER

FRAME TYPE -
EXTERIOR AND LOUVER

GLAZING TYPE
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES

2. CONDITION OF EXISTING WINDOWS OF BUILDING 38 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
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BUILDING 38 - DEMOLITION PLAN - FIRST FLOOR - AREA A

KEYNOTES - DEMOLITION - BLDG 38
38-D1 EXISTING UPPER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D2 EXISTING LOWER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D5 REMOVE ROTTEN WOOD AT SILL. CONSOLIDATE DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH. PATCH OR REPLACE EXISTING GYPSUM WALL BOARD DAMAGED BY WINDOW FRAME WORK. PREPARE TO FINISH.

38-D10 CLEAN AND PREPARE EXISTING HOLLOW METAL DOOR AND FRAME TO RECEIVE FINISH.

38-D11 CLEAN AND PREPARE INTERIOR AND EXTERIOR SURFACES OF EXISTING OPERABLE WOOD SLIDING DOOR INCLUDING SWINGING DOOR PANEL. PREPARE TO RECEIVE FINISH.

38-D13 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD WINDOW FRAME TO RECEIVE FINISH.

38-D14 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING IN-OPERABLE WOOD DOOR TO RECEIVE FINISH.

38-D18 PREPARE EXISTING COMMUNICATION BOX TO RECEIVE FINISH.

38-D19 REMOVE AND DISPOSE OF EXISTING PLYWOOD, EXISTING LOUVER, EXISTING PIPING AND EXISTING MECHANICAL EQUIPMENT.

38-D20 REMOVE AND DISPOSE OF EXISTING PIPE. INFILL HOLE WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D21 INFILL EXISTING HOLE WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D22 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD TRANSOM WINDOW FRAME TO RECEIVE FINISH.

38-D23 REMOVE EXISTING VENT AND VENT PANEL. COORDINATE REMOVAL WITH CONTRACTING OFFICER. CLEAN AND PREPARE EXISTING WOOD FRAME TO RECIEVE FINISH. REPLACE MISSING GLAZING WITH SINGLE PANE GLAZING TO MATCH
EXISTING.

38-D27 CLEAN EXISTING STONE SILL. PREPARE FOR EPOXY INJECTION.

38-D28 REMOVE AND RECONSTRUCT (SEE DETAIL B2/38-A-602)

38-D29 EXISTING PIPE TO BE RELOCATED UNDER STORM WINDOW. REMOVE ALL PIPES ALONG WINDOW FRAME TO VERTICAL PIPE ON STONE.

38-D34 EXISTING PAINT ON INTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D35 EXISTING PAINT ON EXTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D38 REMOVE AND DISPOSE OF EXISTING WINDOW. PREPARE OPENING FOR WOOD REPLACEMENT WINDOW AND STORM WINDOW.
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES

2. CONDITION OF EXISTING WINDOWS OF BUILDING 38 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

PM

BRANCH MANAGER

CHIEF ENG/ARCH

N
A

V
A

L
 F

A
C

IL
IT

IE
S

 E
N

G
IN

E
E

R
IN

G
 C

O
M

M
A

N
D

 ~
 S

O
U

T
H

E
A

S
T

W
IN

D
O

W
 R

E
P

L
A

C
E

M
E

N
T

 &
 R

E
P

A
IR

AS NOTED

N
A

V
A

L 
A

IR
 S

T
A

T
IO

N
P

E
N

S
A

C
O

LA
, F

L

A. THATCHER

JFP MBA DS

IP
T

 G
U

LF
 C

O
A

S
T

N
A

S
 J

A
C

K
S

O
N

V
IL

LE
, F

L

SATISFACTORY TO

APPROVED

ACTIVITY

DATE

FOR COMMANDER NAVFAC

A

B

C

D

1 2 3 4 5

1 2 3 4 5

A

B

C

D

SCALE:

CONSTR. CONTR. NO.

SHEET

NAVFAC DRAWING NO.

DES DRW CHK

OF

EPROJECT NO.:

D
E

P
A

R
T

M
E

N
T

 O
F

 T
H

E
 N

A
V

Y
N

A
V

A
L
 F

A
C

IL
IT

IE
S

 E
N

G
IN

E
E

R
IN

G
 C

O
M

M
A

N
D

S
Y

M
D

E
S

C
R

IP
T

IO
N

D
A

T
E

A
P

P
R

HDR Architecture Inc.

440 S. Church  Street Suite 1000
Phone: 704.338.6700

Fax: 704.338.6760

1148086

90

38-AD-101B

B
U

IL
D

IN
G

 3
8
 -

 D
E

M
O

L
IT

IO
N

 P
L
A

N
 -

 F
IR

S
T

F
L
O

O
R

 -
 A

R
E

A
 B

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - DEMOLITION - BLDG 38
38-D1 EXISTING UPPER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D2 EXISTING LOWER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D5 REMOVE ROTTEN WOOD AT SILL. CONSOLIDATE DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH. PATCH OR
REPLACE EXISTING GYPSUM WALL BOARD DAMAGED BY WINDOW FRAME WORK. PREPARE TO FINISH.

38-D10 CLEAN AND PREPARE EXISTING HOLLOW METAL DOOR AND FRAME TO RECEIVE FINISH.

38-D11 CLEAN AND PREPARE INTERIOR AND EXTERIOR SURFACES OF EXISTING OPERABLE WOOD SLIDING DOOR INCLUDING SWINGING
DOOR PANEL. PREPARE TO RECEIVE FINISH.

38-D12 CLEAN AND PREPARE EXTERIOR SURFACE OF EXISTING IN-OPERABLE WOOD DOOR AND FRAME TO RECEIVE FINISH. REPLACE
ROTTEN OR DAMAGED WOOD WITH LIKE MATERIAL. ACCESS TO INTERIOR SIDE OF DOOR IS BLOCKED BY EXISTING CMU WALL.

38-D13 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD WINDOW FRAME TO RECEIVE FINISH.

38-D14 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING IN-OPERABLE WOOD DOOR TO RECEIVE FINISH.

38-D22 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD TRANSOM WINDOW FRAME TO RECEIVE FINISH.

38-D24 REMOVE VENT AND VENT PANEL. COORDINATE REMOVAL WITH CONTRACTING OFFICER. REPAIR EXISTING WINDOW BEYOND.
REPLACE BROKEN AND MISSING GLAZING WITH SINGLE PANE GLAZING TO MATCH EXISTING. REPLACE ROTTEN, DAMAGED OR
MISSING WOOD WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D32 REPOINT EXISTING MASONRY AT JAMB. MATCH EXISTING MATERIAL, SHAPE, COLOR AND TEXTURE.

38-D33 EXISTING WOOD DOOR STILE TO BE REPAIRED. REPLACE 20 SF OF ROTTEN, DAMAGED OR MISSING WOOD WITH LIKE MATERIAL.
PREPARE TO RECIEVE FINISH.

38-D34 EXISTING PAINT ON INTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D35 EXISTING PAINT ON EXTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D36 REPLACE BROKEN OR MISSING GLAZING WITH SINGLE PANE GLAZING TO MATCH EXISTING.

38-D40 REMOVE EXISTING NAILS FROM EXISTING WINDOW HEADER. FILL HOLES. PREPARE TO RECIEVE FINISH.
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES

2. CONDITION OF EXISTING WINDOWS OF BUILDING 38 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
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KEYNOTES - DEMOLITION - BLDG 38
38-D1 EXISTING UPPER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D2 EXISTING LOWER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D3 REMOVE EXISTING ROTTEN WOOD. REPAIR DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D5 REMOVE ROTTEN WOOD AT SILL. CONSOLIDATE DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH. PATCH OR
REPLACE EXISTING GYPSUM WALL BOARD DAMAGED BY WINDOW FRAME WORK. PREPARE TO FINISH.

38-D13 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD WINDOW FRAME TO RECEIVE FINISH.

38-D20 REMOVE AND DISPOSE OF EXISTING PIPE. INFILL HOLE WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D34 EXISTING PAINT ON INTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D35 EXISTING PAINT ON EXTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

 1/8" = 1'-0"
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES

2. CONDITION OF EXISTING WINDOWS OF BUILDING 38 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
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KEYNOTES - DEMOLITION - BLDG 38
38-D1 EXISTING UPPER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D2 EXISTING LOWER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D5 REMOVE ROTTEN WOOD AT SILL. CONSOLIDATE DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH. PATCH OR
REPLACE EXISTING GYPSUM WALL BOARD DAMAGED BY WINDOW FRAME WORK. PREPARE TO FINISH.

38-D13 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD WINDOW FRAME TO RECEIVE FINISH.

38-D14 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING IN-OPERABLE WOOD DOOR TO RECEIVE FINISH.

38-D15 CLEAN AND PREPARE EXISTING METAL FRAME AND GRATING TO RECEIVE FINISH.

38-D26 REMOVE EXISTING ROTTEN WOOD AT HEAD. REPAIR DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH. PATCH
OR REPLACE EXISTING GYPSUM WALL BOARD DAMAGED BY WINDOW FRAME REPAIR WORK. PREPARE TO RECEIVE FINISH. FINISH
TO MATCH EXISTING ADJAECENT WALL.

38-D34 EXISTING PAINT ON INTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D35 EXISTING PAINT ON EXTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D39 REMOVE EXISTING WOOD BLOCK NEXT TO WINDOW FRAME

38-D41 REMOVE EXISTING ROTTING WOOD AT WINDOW JAMB. REPAIR DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE
FINISH.
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GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF THE

INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. VERIFY ALL DIMENSIONS IN FIELD.CONDITION OF EXISTING WINDOWS
OF BUILDING 38 BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. REMOVE ALL OBSTRUCTIONS FROM WINDOW FRAMES THAT WILL
HINDER STORM WINDOW INSTALLATION (TYPICAL).
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BUILDING 38 - DEMOLITION ELEVATION - EAST (AREA B)
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BUILDING 38 - DEMOLITION ELEVATION - NORTH
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KEYNOTES - DEMOLITION - BLDG 38
38-D1 EXISTING UPPER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D2 EXISTING LOWER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D5 REMOVE ROTTEN WOOD AT SILL. CONSOLIDATE DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE
FINISH. PATCH OR REPLACE EXISTING GYPSUM WALL BOARD DAMAGED BY WINDOW FRAME WORK. PREPARE TO
FINISH.

38-D10 CLEAN AND PREPARE EXISTING HOLLOW METAL DOOR AND FRAME TO RECEIVE FINISH.

38-D11 CLEAN AND PREPARE INTERIOR AND EXTERIOR SURFACES OF EXISTING OPERABLE WOOD SLIDING DOOR
INCLUDING SWINGING DOOR PANEL. PREPARE TO RECEIVE FINISH.

38-D13 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD WINDOW FRAME TO RECEIVE FINISH.

38-D14 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING IN-OPERABLE WOOD DOOR TO RECEIVE FINISH.

38-D20 REMOVE AND DISPOSE OF EXISTING PIPE. INFILL HOLE WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D22 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD TRANSOM WINDOW FRAME TO RECEIVE FINISH.

38-D26 REMOVE EXISTING ROTTEN WOOD AT HEAD. REPAIR DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE
FINISH. PATCH OR REPLACE EXISTING GYPSUM WALL BOARD DAMAGED BY WINDOW FRAME REPAIR WORK.
PREPARE TO RECEIVE FINISH. FINISH TO MATCH EXISTING ADJAECENT WALL.

38-D28 REMOVE AND RECONSTRUCT (SEE DETAIL B2/38-A-602)

38-D29 EXISTING PIPE TO BE RELOCATED UNDER STORM WINDOW. REMOVE ALL PIPES ALONG WINDOW FRAME TO
VERTICAL PIPE ON STONE.

38-D34 EXISTING PAINT ON INTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D35 EXISTING PAINT ON EXTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D39 REMOVE EXISTING WOOD BLOCK NEXT TO WINDOW FRAME

 1/8" = 1'-0"
A1

BUILDING 38 - DEMOLITION ELEVATION -EAST (AREA A)
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GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF THE

INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. VERIFY ALL DIMENSIONS IN FIELD.CONDITION OF EXISTING WINDOWS
OF BUILDING 38 BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. REMOVE ALL OBSTRUCTIONS FROM WINDOW FRAMES THAT WILL
HINDER STORM WINDOW INSTALLATION (TYPICAL).
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C1

BUILDING 38 - DEMOLITION ELEVATION - WEST (AREA A)

 1/8" = 1'-0"
A4

BUILDING 38 - DEMOLITION ELEVATION -  SOUTH

KEYNOTES - DEMOLITION - BLDG 38
38-D1 EXISTING UPPER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D2 EXISTING LOWER SASH FRAME SAGGING. DISASSEMBLE, REPAIR AND PREPARE TO RECIEVE FINISH.

38-D3 REMOVE EXISTING ROTTEN WOOD. REPAIR DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D5 REMOVE ROTTEN WOOD AT SILL. CONSOLIDATE DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH. PATCH OR REPLACE
EXISTING GYPSUM WALL BOARD DAMAGED BY WINDOW FRAME WORK. PREPARE TO FINISH.

38-D10 CLEAN AND PREPARE EXISTING HOLLOW METAL DOOR AND FRAME TO RECEIVE FINISH.

38-D11 CLEAN AND PREPARE INTERIOR AND EXTERIOR SURFACES OF EXISTING OPERABLE WOOD SLIDING DOOR INCLUDING SWINGING DOOR PANEL.
PREPARE TO RECEIVE FINISH.

38-D12 CLEAN AND PREPARE EXTERIOR SURFACE OF EXISTING IN-OPERABLE WOOD DOOR AND FRAME TO RECEIVE FINISH. REPLACE ROTTEN OR
DAMAGED WOOD WITH LIKE MATERIAL. ACCESS TO INTERIOR SIDE OF DOOR IS BLOCKED BY EXISTING CMU WALL.

38-D13 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD WINDOW FRAME TO RECEIVE FINISH.

38-D14 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING IN-OPERABLE WOOD DOOR TO RECEIVE FINISH.

38-D15 CLEAN AND PREPARE EXISTING METAL FRAME AND GRATING TO RECEIVE FINISH.

38-D16 EXISTING BRICK COPING IS MISSING AND INFILLED WITH CONCRETE. NOT IN SCOPE OF WORK.

38-D18 PREPARE EXISTING COMMUNICATION BOX TO RECEIVE FINISH.

38-D19 REMOVE AND DISPOSE OF EXISTING PLYWOOD, EXISTING LOUVER, EXISTING PIPING AND EXISTING MECHANICAL EQUIPMENT.

38-D20 REMOVE AND DISPOSE OF EXISTING PIPE. INFILL HOLE WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D21 INFILL EXISTING HOLE WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

38-D22 CLEAN AND PREPARE EXTERIOR SURFACES OF EXISTING WOOD TRANSOM WINDOW FRAME TO RECEIVE FINISH.

38-D23 REMOVE EXISTING VENT AND VENT PANEL. COORDINATE REMOVAL WITH CONTRACTING OFFICER. CLEAN AND PREPARE EXISTING WOOD
FRAME TO RECIEVE FINISH. REPLACE MISSING GLAZING WITH SINGLE PANE GLAZING TO MATCH EXISTING.

38-D24 REMOVE VENT AND VENT PANEL. COORDINATE REMOVAL WITH CONTRACTING OFFICER. REPAIR EXISTING WINDOW BEYOND. REPLACE BROKEN
AND MISSING GLAZING WITH SINGLE PANE GLAZING TO MATCH EXISTING. REPLACE ROTTEN, DAMAGED OR MISSING WOOD WITH LIKE
MATERIAL. PREPARE TO RECIEVE FINISH.

38-D27 CLEAN EXISTING STONE SILL. PREPARE FOR EPOXY INJECTION.

38-D32 REPOINT EXISTING MASONRY AT JAMB. MATCH EXISTING MATERIAL, SHAPE, COLOR AND TEXTURE.

38-D33 EXISTING WOOD DOOR STILE TO BE REPAIRED. REPLACE 20 SF OF ROTTEN, DAMAGED OR MISSING WOOD WITH LIKE MATERIAL. PREPARE TO
RECIEVE FINISH.

38-D34 EXISTING PAINT ON INTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D35 EXISTING PAINT ON EXTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD.

38-D36 REPLACE BROKEN OR MISSING GLAZING WITH SINGLE PANE GLAZING TO MATCH EXISTING.

38-D38 REMOVE AND DISPOSE OF EXISTING WINDOW. PREPARE OPENING FOR WOOD REPLACEMENT WINDOW AND STORM WINDOW.

38-D40 REMOVE EXISTING NAILS FROM EXISTING WINDOW HEADER. FILL HOLES. PREPARE TO RECIEVE FINISH.

38-D41 REMOVE EXISTING ROTTING WOOD AT WINDOW JAMB. REPAIR DAMAGED AREA WITH LIKE MATERIAL. PREPARE TO RECIEVE FINISH.

 1/8" = 1'-0"
A1

BUILDING 38 - DEMOLITION ELEVATION - WEST (AREA B)
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A B

KEY PLAN - BUILDING 38

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING
38 BASED ON VISUAL ASSESSMENT DATED
MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. ALL EXISTING WINDOWS ARE TO RECEIVE NEW

SEALANT AROUND PERIMETER.
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38-A13

FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

GENERAL WOOD WINDOW

MAINTENANCE AND REPAIR

1. REMOVE CAULK FROM AROUND PERIMETER OF EXISTING WINDOW FRAME. REMOVE PAINT
FROM INTERIOR AND EXTERIOR OF EXISTING FRAMES AND TRIM.

2. REMOVE EXISTING LOWER INTERIOR SASH, UPPER SASH AND TRANSOM. REMOVE AND
DISPOSE OF EXISTING WEATHERSTRIPPING.

3. DETACH EXISTING SASH CORDS FROM SIDES OF SASH AND PIN ENDS.
4. COVER EXISTING WINDOW OPENING WITH PLYWOOD SHEATHING DURING REPAIRS.
5. REMOVE ALL HARDWARE AND SALVAGE. REMOVE ANY STRAY FASTENERS AND DISPOSE. STRIP

PAINT FROM EXISTING LOWER, UPPER AND TRANSOM SASH. STRIP PAINT FROM EXISTING
HARDWARE

6. REMOVE EXISTING SINGLE PANE GLASS AND GLAZING POINTS. CLEAN GLASS FOR REUSE IN
SAME OPENING.

7. REALIGN AND TIGHTEN ALL SASH AND MUNTIN JOINTS.
8. SEE INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIRS OF SASH IF NECESSARY.
9. PATCH, SAND AND PRIME SASH. REFINISH SASH WITH PAINT TO MATCH EXISTING PAINT IN

COLOR, TEXTURE AND FINISH.
10. REINSTALL SALVAGED GLASS AND GLAZING POINTS. GLAZING COMPOUND TO MATCH ORIGINAL

GLAZING COMPOUND IN MATERIAL, COLOR, TEXTURE AND FINISH.
11. EVALUATE CONDITION OF JAMBS AND SILLS WHILE SASHES ARE OUT OF THE FRAME. SEE

INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIR OF FRAMES AND SILLS IF
NECESSARY.

12. REMOVE ANY STRAY FASTENERS AND DISPOSE. REPAIR AND REFINISH FRAME. PAINT TO
MATCH EXISTING PAINT IN COLOR, TEXTURE AND FINISH.

13. REPLACE SASH CORDS WITH NEW ROPES. INSTALL ROLLED VINYL WEATHERSTRIPPING.
14. REINSTALL TRANSOM SASH, UPPER SASH, AND LOWER INTERIOR SASH.
15. CLEAN AND REINSTALL WINDOW HARDWARE.
16. ASSURE WINDOW IS SQUARE, PLUMB AND OPERATING SMOOTHLY.
17. CAULK PERIMETER OF EXISTING WINDOW FRAME. CAULK TO MATCH EXISTING IN MATERIAL,

COLOR, TEXTURE AND FINISH.

TYPICAL FOR EXISTING BUILDING 38 WINDOWS
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KEYNOTES - FLOOR PLAN - BLDG 38
38-A1 PAINT INTERIOR AND EXTERIOR OF EXISTING OPERABLE WOOD DOOR AND FRAME.

38-A2 EXISTING LITE TO RECEIVE GLAZING TO MATCH EXISTING.

38-A3 PAINT EXISTING HOLLOW METAL DOOR AND FRAME.

38-A4 PAINT EXTERIOR SURFACE OF IN-OPERABLE WOOD DOOR AND FRAME.

38-A5 PAINT EXTERIOR SURFACE OF EXISTING WOOD TRANSOM WINDOW FRAME. INSTALL ALUMINUM STORM WINDOW.

38-A7 PAINT EXTERIOR SURFACE OF EXISTING WOOD WINDOW FRAME. INSTALL ALUMINUM STORM WINDOW.

38-A11 PAINT COMMUNICATION BOX TO MATCH DOOR.

38-A13 PAINT PATCHED AREA.

38-A14 FILL EXISTING STONE SILL CRACKS WITH EPOXY INJECTION.
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A B

KEY PLAN - BUILDING 38

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING
38 BASED ON VISUAL ASSESSMENT DATED
MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. ALL EXISTING WINDOWS ARE TO RECEIVE NEW

SEALANT AROUND PERIMETER.
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FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

GENERAL WOOD WINDOW

MAINTENANCE AND REPAIR

1. REMOVE CAULK FROM AROUND PERIMETER OF EXISTING WINDOW FRAME. REMOVE PAINT
FROM INTERIOR AND EXTERIOR OF EXISTING FRAMES AND TRIM.

2. REMOVE EXISTING LOWER INTERIOR SASH, UPPER SASH AND TRANSOM. REMOVE AND
DISPOSE OF EXISTING WEATHERSTRIPPING.

3. DETACH EXISTING SASH CORDS FROM SIDES OF SASH AND PIN ENDS.
4. COVER EXISTING WINDOW OPENING WITH PLYWOOD SHEATHING DURING REPAIRS.
5. REMOVE ALL HARDWARE AND SALVAGE. REMOVE ANY STRAY FASTENERS AND DISPOSE. STRIP

PAINT FROM EXISTING LOWER, UPPER AND TRANSOM SASH. STRIP PAINT FROM EXISTING
HARDWARE

6. REMOVE EXISTING SINGLE PANE GLASS AND GLAZING POINTS. CLEAN GLASS FOR REUSE IN
SAME OPENING.

7. REALIGN AND TIGHTEN ALL SASH AND MUNTIN JOINTS.
8. SEE INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIRS OF SASH IF NECESSARY.
9. PATCH, SAND AND PRIME SASH. REFINISH SASH WITH PAINT TO MATCH EXISTING PAINT IN

COLOR, TEXTURE AND FINISH.
10. REINSTALL SALVAGED GLASS AND GLAZING POINTS. GLAZING COMPOUND TO MATCH ORIGINAL

GLAZING COMPOUND IN MATERIAL, COLOR, TEXTURE AND FINISH.
11. EVALUATE CONDITION OF JAMBS AND SILLS WHILE SASHES ARE OUT OF THE FRAME. SEE

INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIR OF FRAMES AND SILLS IF
NECESSARY.

12. REMOVE ANY STRAY FASTENERS AND DISPOSE. REPAIR AND REFINISH FRAME. PAINT TO
MATCH EXISTING PAINT IN COLOR, TEXTURE AND FINISH.

13. REPLACE SASH CORDS WITH NEW ROPES. INSTALL ROLLED VINYL WEATHERSTRIPPING.
14. REINSTALL TRANSOM SASH, UPPER SASH, AND LOWER INTERIOR SASH.
15. CLEAN AND REINSTALL WINDOW HARDWARE.
16. ASSURE WINDOW IS SQUARE, PLUMB AND OPERATING SMOOTHLY.
17. CAULK PERIMETER OF EXISTING WINDOW FRAME. CAULK TO MATCH EXISTING IN MATERIAL,

COLOR, TEXTURE AND FINISH.

TYPICAL FOR EXISTING BUILDING 38 WINDOWS
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KEYNOTES - FLOOR PLAN - BLDG 38
38-A1 PAINT INTERIOR AND EXTERIOR OF EXISTING OPERABLE WOOD DOOR AND FRAME.

38-A3 PAINT EXISTING HOLLOW METAL DOOR AND FRAME.

38-A4 PAINT EXTERIOR SURFACE OF IN-OPERABLE WOOD DOOR AND FRAME.

38-A5 PAINT EXTERIOR SURFACE OF EXISTING WOOD TRANSOM WINDOW FRAME. INSTALL ALUMINUM STORM WINDOW.

38-A7 PAINT EXTERIOR SURFACE OF EXISTING WOOD WINDOW FRAME. INSTALL ALUMINUM STORM WINDOW.
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BUILDING 38 - FLOOR PLAN - FIRST FLOOR - AREA B
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GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING
38 BASED ON VISUAL ASSESSMENT DATED
MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. ALL EXISTING WINDOWS ARE TO RECEIVE NEW

SEALANT AROUND PERIMETER.

A B

KEY PLAN - BUILDING 38

FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

GENERAL WOOD WINDOW

MAINTENANCE AND REPAIR

1. REMOVE CAULK FROM AROUND PERIMETER OF EXISTING WINDOW FRAME. REMOVE PAINT
FROM INTERIOR AND EXTERIOR OF EXISTING FRAMES AND TRIM.

2. REMOVE EXISTING LOWER INTERIOR SASH, UPPER SASH AND TRANSOM. REMOVE AND
DISPOSE OF EXISTING WEATHERSTRIPPING.

3. DETACH EXISTING SASH CORDS FROM SIDES OF SASH AND PIN ENDS.
4. COVER EXISTING WINDOW OPENING WITH PLYWOOD SHEATHING DURING REPAIRS.
5. REMOVE ALL HARDWARE AND SALVAGE. REMOVE ANY STRAY FASTENERS AND DISPOSE. STRIP

PAINT FROM EXISTING LOWER, UPPER AND TRANSOM SASH. STRIP PAINT FROM EXISTING
HARDWARE

6. REMOVE EXISTING SINGLE PANE GLASS AND GLAZING POINTS. CLEAN GLASS FOR REUSE IN
SAME OPENING.

7. REALIGN AND TIGHTEN ALL SASH AND MUNTIN JOINTS.
8. SEE INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIRS OF SASH IF NECESSARY.
9. PATCH, SAND AND PRIME SASH. REFINISH SASH WITH PAINT TO MATCH EXISTING PAINT IN

COLOR, TEXTURE AND FINISH.
10. REINSTALL SALVAGED GLASS AND GLAZING POINTS. GLAZING COMPOUND TO MATCH ORIGINAL

GLAZING COMPOUND IN MATERIAL, COLOR, TEXTURE AND FINISH.
11. EVALUATE CONDITION OF JAMBS AND SILLS WHILE SASHES ARE OUT OF THE FRAME. SEE

INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIR OF FRAMES AND SILLS IF
NECESSARY.

12. REMOVE ANY STRAY FASTENERS AND DISPOSE. REPAIR AND REFINISH FRAME. PAINT TO
MATCH EXISTING PAINT IN COLOR, TEXTURE AND FINISH.

13. REPLACE SASH CORDS WITH NEW ROPES. INSTALL ROLLED VINYL WEATHERSTRIPPING.
14. REINSTALL TRANSOM SASH, UPPER SASH, AND LOWER INTERIOR SASH.
15. CLEAN AND REINSTALL WINDOW HARDWARE.
16. ASSURE WINDOW IS SQUARE, PLUMB AND OPERATING SMOOTHLY.
17. CAULK PERIMETER OF EXISTING WINDOW FRAME. CAULK TO MATCH EXISTING IN MATERIAL,

COLOR, TEXTURE AND FINISH.

TYPICAL FOR EXISTING BUILDING 38 WINDOWS
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 1/8" = 1'-0"
A1

BUILDING 38 - FLOOR PLAN - SECOND FLOOR - AREA A
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1/8" = 1'-0"

KEYNOTES - FLOOR PLAN - BLDG 38
38-A7 PAINT EXTERIOR SURFACE OF EXISTING WOOD WINDOW FRAME. INSTALL ALUMINUM STORM WINDOW.

38-A13 PAINT PATCHED AREA.

38-A14 FILL EXISTING STONE SILL CRACKS WITH EPOXY INJECTION.

M
A

T
C

H
LI

N
E

F
O

R
 C

O
N

T
IN

U
A

T
IO

N
S

E
E

 A
1/

 3
8-

A
-1

02
B

M
A

T
C

H
LI

N
E

F
O

R
 C

O
N

T
IN

U
A

T
IO

N
S

E
E

 A
1/

 3
8-

A
-1

02
B

15088008

13



A B

KEY PLAN - BUILDING 38

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING
38 BASED ON VISUAL ASSESSMENT DATED
MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. ALL EXISTING WINDOWS ARE TO RECEIVE NEW

SEALANT AROUND PERIMETER.
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BUILDING 38
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" 
 +

/-

FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

GENERAL WOOD WINDOW

MAINTENANCE AND REPAIR

1. REMOVE CAULK FROM AROUND PERIMETER OF EXISTING WINDOW FRAME. REMOVE PAINT
FROM INTERIOR AND EXTERIOR OF EXISTING FRAMES AND TRIM.

2. REMOVE EXISTING LOWER INTERIOR SASH, UPPER SASH AND TRANSOM. REMOVE AND
DISPOSE OF EXISTING WEATHERSTRIPPING.

3. DETACH EXISTING SASH CORDS FROM SIDES OF SASH AND PIN ENDS.
4. COVER EXISTING WINDOW OPENING WITH PLYWOOD SHEATHING DURING REPAIRS.
5. REMOVE ALL HARDWARE AND SALVAGE. REMOVE ANY STRAY FASTENERS AND DISPOSE. STRIP

PAINT FROM EXISTING LOWER, UPPER AND TRANSOM SASH. STRIP PAINT FROM EXISTING
HARDWARE

6. REMOVE EXISTING SINGLE PANE GLASS AND GLAZING POINTS. CLEAN GLASS FOR REUSE IN
SAME OPENING.

7. REALIGN AND TIGHTEN ALL SASH AND MUNTIN JOINTS.
8. SEE INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIRS OF SASH IF NECESSARY.
9. PATCH, SAND AND PRIME SASH. REFINISH SASH WITH PAINT TO MATCH EXISTING PAINT IN

COLOR, TEXTURE AND FINISH.
10. REINSTALL SALVAGED GLASS AND GLAZING POINTS. GLAZING COMPOUND TO MATCH ORIGINAL

GLAZING COMPOUND IN MATERIAL, COLOR, TEXTURE AND FINISH.
11. EVALUATE CONDITION OF JAMBS AND SILLS WHILE SASHES ARE OUT OF THE FRAME. SEE

INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIR OF FRAMES AND SILLS IF
NECESSARY.

12. REMOVE ANY STRAY FASTENERS AND DISPOSE. REPAIR AND REFINISH FRAME. PAINT TO
MATCH EXISTING PAINT IN COLOR, TEXTURE AND FINISH.

13. REPLACE SASH CORDS WITH NEW ROPES. INSTALL ROLLED VINYL WEATHERSTRIPPING.
14. REINSTALL TRANSOM SASH, UPPER SASH, AND LOWER INTERIOR SASH.
15. CLEAN AND REINSTALL WINDOW HARDWARE.
16. ASSURE WINDOW IS SQUARE, PLUMB AND OPERATING SMOOTHLY.
17. CAULK PERIMETER OF EXISTING WINDOW FRAME. CAULK TO MATCH EXISTING IN MATERIAL,

COLOR, TEXTURE AND FINISH.

TYPICAL FOR EXISTING BUILDING 38 WINDOWS
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KEYNOTES - FLOOR PLAN - BLDG 38
38-A4 PAINT EXTERIOR SURFACE OF IN-OPERABLE WOOD DOOR AND FRAME.

38-A7 PAINT EXTERIOR SURFACE OF EXISTING WOOD WINDOW FRAME. INSTALL ALUMINUM STORM WINDOW.

38-A10 PAINT EXISTING METAL FRAME AND GRATING. PAINT TO MATCH DOOR BEHIND.
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GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 38
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. ALL PAINT IS TO MATCH EXISTING ADJACENT SURFACE
IN COLOR, FINISH, AND TEXTURE

LEGEND

INDICATES CONSTRUCTION TO REMAIN

 NEW CONSTRUCTION
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BUILDING 38 - EXTERIOR ELEVATION - EAST (AREA B)
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A4

BUILDING 38 - EXTERIOR ELEVATION - NORTH
 1/8" = 1'-0"

A1
BUILDING 38- EXTERIOR ELEVATION- EAST (AREA A)

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS  - BLDG 38
38-E14 PAINT EXISTING IN-OPERABLE WOOD DOOR AND FRAME.

38-E18 PAINT EXTERIOR SURFACE OF EXISTING WOOD WINDOW FRAME. INSTALL ALUMINUM STORM WINDOWS.

38-E20 PAINT INTERIOR AND EXTERIOR OF EXISTING OPERABLE WOOD DOOR AND FRAME.

38-E24 PRIME AND PAINT PATCHED AREA.

38-E28 PAINT EXISTING HOLLOW METAL DOOR AND FRAME.

38-E29 RELOCATE PIPE TO UNDERSIDE OF STORM WINDOW. PAINT PIPE TO MATCH STORM WINDOW PAINT.
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GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 38
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. ALL PAINT IS TO MATCH EXISTING ADJACENT SURFACE
IN COLOR, FINISH, AND TEXTURE

LEGEND

INDICATES CONSTRUCTION TO REMAIN

 NEW CONSTRUCTION
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BUILDING 38 - EXTERIOR ELEVATION - WEST (AREA A)
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 1/8" = 1'-0"

A1
BUILDING 38- EXTERIOR ELEVATION - WEST (AREA B)
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KEYNOTES - EXTERIOR ELEVATIONS  - BLDG 38
38-E14 PAINT EXISTING IN-OPERABLE WOOD DOOR AND FRAME.

38-E15 PAINT EXISTING METAL FRAME AND GRATING. PAINT TO MATCH EXISTING WOOD DOOR BEHIND.

38-E16 EXISTING BRICK COPING IS MISSING AND INFILLED WITH CONCRETE. NOT IN SCOPE OF WORK.

38-E18 PAINT EXTERIOR SURFACE OF EXISTING WOOD WINDOW FRAME. INSTALL ALUMINUM STORM WINDOWS.

38-E20 PAINT INTERIOR AND EXTERIOR OF EXISTING OPERABLE WOOD DOOR AND FRAME.

38-E22 PRIME AND PAINT COMMUNICATION BOX TO MATCH DOOR.

38-E24 PRIME AND PAINT PATCHED AREA.

38-E25 EXISTING LITE TO RECEIVE GLAZING TO MATCH EXISTING.

38-E26 FILL EXISTING STONE SILL CRACKS WITH EPOXY INJECTION.

38-E28 PAINT EXISTING HOLLOW METAL DOOR AND FRAME.
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TYPE COUNT HEIGHTWIDTH MATERIAL NOTES

BUILDING 38 WINDOW SCHEDULE

38-A 70 3'-10" ALUM STORM WINDOW7'-10"

38-B 29 3'-10" 10'-7"

38-D 16 9'-2" 3'-4"

38-E 2 3'-10" 5'-6 7/8"

38-F 1  3'-10" 4'-6"

1 9'-2" 3'-4"38-G

38-H 1  3'-10" 10'-7"

STORM WINDOW

STORM WINDOW

STORM WINDOW

STORM WINDOW

SINGLE HUNG WINDOW, SEE B3/38-A-601 FOR INT MULLION

ALUM

ALUM

ALUM

ALUM

ALUM

WOOD

STORM WINDOW

38-A

A1

38-A-602

D1

38-A-602

B1

38-A-602

38-B

G1 G1

B1

38-A-602

A1

38-A-602

D1

38-A-602

38-D

G1

G1

38-E

G1

A3

38-A-602

38-G

METAL PANEL INFILL. COLOR
TO MATCH FRAME

G1

G1

C4

38-A-602

38-F

G1

B2

38-A-602

3'-10" +/-

9'-2" +/-

3'-10" +/-

2'-8"

V
IF

6'
-1

"

3'-10" +/-

C4

38-A-602

A4

38-A-602

D3

38-A-602

A4

38-A-602

D3

38-A-602

A1

38-A-602

7'
-1

0"
 +

/-

3'-10" +/-

EXISTING METAL FLUE TO REMAIN.

WHERE EXISTING PIPES PASS THRU
METAL PANEL, SEAL OPENING BETWEEN
METAL PANEL AND PIPES WITH SEALANT

38-H

5'
-1

"

3'-10" +/-

G3

G3

APPLIED
MUNTIN

10
'-7

" 
+/

-

4'
-1

1"

10
'-7

" 
+/

-

7"

7'
-4

"
6"

5'
-6

 7
/8

" 
+/

-

4'
-1

1 
7/

8"
7"

3'
-4

" 
+/

-

2'
-0

"
1'

-4
"

2'
-0

"
1'

-4
"

9'-2" +/-

3'
-4

" 
+/

-

3'-3" 3'-3"

C3

38-A-601

B3

38-A-601

A3

38-A-601

A5

38-A-601

10
'-0

"

D3

38-A-602

A4

38-A-602

A2

38-A-602

CL OF
EXISTING
MUNTIN

BOTTOM TO
ALIGN WITH
EXISTING
LOUVER HEAD

3'
-1

1"
 +

/-
7"

TYPICAL

TYPICAL

5'
-1

"
4'

-1
1"

HORIZONTAL
MUNTIN TO
ALIGN WITH
MEETING
STILE

G1

HORIZONTAL
MUNTIN TO
ALIGN WITH
MEETING STILE

V
IF

3'
-8

"

V
IF

3'
-8

"

G1

GLAZING SCHEDULE

G1 1/4"  LAMINATED TEMPERED GLAZING

G3 1" INSULATED GLAZING

TRIM

STOP

INSULATED GLAZING

WOOD SINGLE HUNG
WINDOW, PTD

3/
8"

1/
8"

2 
1/

4"
1/

2"

2 1/8" 1 1/2"3 1/2"

EXISTING
STONE TRIM

SEALANT, CONTINUOUS
AROUND PERIMETER OF
OPENING

1 
1/

2"

1/4" DIA STAINLESS STEEL
CONCRETE/MASONRY
SCREW ANCHOR WITH 1
3/4" EMBEDMENT AT 24"
OC. ANCHORS SHALL BE
INSTALLED IN HOLES
DRILLED WITH MATCHED
TOLERANCE CARBIDE
TIPPED DRILL BITS. SEE
STRUCTURAL SHEET FOR
ADDITIONAL MATERIAL AND
INSTALLATION
REQUIREMENTS.

OUTSIDE REMOVABLE
STOR WINDOW FRAME

2x6 TREATED
SUB-FRAME

BOTTOM RAIL OF
UPPER SASH

INSULATED GLAZING

1 
7/

8"

APPLIED MUNTIN (VERTICAL
MUNTIN SIMILAR)

MUNTIN BEYOND

TOP RAIL OF LOWER SASH

1 3/4"

1 
1/

8"

BLACK SHADOW SPACER

STORM WINDOW GLAZING

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING
38 BASED ON VISUAL ASSESSMENT DATED
MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL MUNTIN SPACING TO BE EQUAL IN EACH

DIRECTION.
5. ALL PAINT IS TO MATCH EXISTING ADJACENT

SURFACE IN MATERIAL, COLOR, FINISH, AND
TEXTURE.

EXISTING STONE
STOOL

SILL

LOWER SASH

SLOPE

INSULATED GLAZING

MUNTIN BEYOND

SEALANT

1 3/4"

2 
5/

8"
3/

8"
2 

1/
4"

1/
4"

2"2 1/8"3 1/2"

1/4" DIA STAINLESS STEEL CONCRETE/MASONRY SCREW ANCHOR WITH 1 3/4"
EMBEDMENT AT 24" OC. ANCHORS SHALL BE INSTALLED IN HOLES DRILLED WITH
MATCHED TOLERANCE CARBIDE TIPPED DRILL BITS. SEE STRUCTURAL SHEET
FOR ADDITIONAL MATERIAL AND INSTALLATION REQUIREMENTS.

2x6 TREATED WOOD

OUTSIDE REMOVABLE STORM
WINDOW FRAME

EXISTING BRICK
FACADE

STILE

TRIM

STOP

INSULATED
GLAZING

WOOD SINGLE
HUNG WINDOW,
PTD

1/2" 2 1/4" 1/8" 3/8"

3 
1/

2"SEALANT,
CONTINUOUS
AROUND
PERIMETER
OF OPENING

1/4" DIA STAINLESS STEEL
CONCRETE/MASONRY SCREW
ANCHOR WITH 1 3/4"
EMBEDMENT AT 24" OC.
ANCHORS SHALL BE INSTALLED
IN HOLES DRILLED WITH
MATCHED TOLERANCE
CARBIDE TIPPED DRILL BITS.
SEE STRUCTURAL SHEET FOR
ADDITIONAL MATERIAL AND
INSTALLATION REQUIREMENTS.

2x TREATED
WOOD

1 3/4"

4 
1/

8"

OUTSIDE
REMOVABLE STORM
WINDOW FRAME
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 1/4" = 1'-0"
B1

BUILDING 38 - WINDOW ELEVATIONS

 6" = 1'-0"
C3

WOOD WINDOW HEAD

 6" = 1'-0"
B3

BLDG 38 - PASSING SASH DETAIL

 6" = 1'-0"
A3

BLDG 38 - WOOD WINDOW SILL

 6" = 1'-0"
A5

BLDG 38 - WOOD JAMB DETAIL
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EXISTING STONE TRIM

STORM WINDOW GLAZING

EXISTING WINDOW SYSTEM, PTD

1 
3/

4"

1/2"

OUTSIDE REMOVABLE
STORM WINDOW FRAME

SEALANT, CONTINUOUS
PERIMETER OF OPENING, BOTH
SIDES

EXISTING BRICK FACADE

EXISTING STONE SILL BELOW

STORM WINDOW
GLAZING

SEALANT, CONTINUOUS
PERIMETER OF OPENING

OUTSIDE REMOVABLE
STORM WINDOW FRAME

1 3/4"

EXISTING MASONRY WALL

EXISTING STONE SILL

LOWER SASH

EXISTING WOOD STOOL

STORM WINDOW GLAZING

SEALANT, CONTINUOUS
PERIMETER OF OPENING, BOTH
SIDES

OUTSIDE REMOVABLE
STORM WINDOW FRAME

1 
3/

4"

EXISTING TRANSOM WINDOW

BLDG 38 -  STORM WINDOW

STORM WINDOW GLAZING

LINE OF  TRIM BEYOND AT JAMB

SEALANT, CONTINUOUS
PERIMETER OF OPENING, BOTH
SIDES

OUTSIDE REMOVABLE
STORM WINDOW FRAME

EXISTING MASONRY WALL

EXISTING STONE SILL

EXISTING WOOD STOOL, PAINT, TYP

SEALANT, CONTINUOUS
PERIMETER OF OPENING, BOTH
SIDES

REMOVE AND SALVAGE
EXISTING UPPER SASH
BOTTOM RAIL AND LOWER
SASH UPPER RAIL.
REINSTALL IN NEW
LOCATION

EXISTING BRICK BEYOND

2x6 TREATED  SUB-FRAME

BREAK METAL CLOSURE PLATE
COLOR TO MATCH WINDOW SYSTEM

SEALANT, CONTINUOUS

SEALANT, CONTINUOUS

EXISTING LOUVER TO REMAIN

EXISTING STONE TRIM

STORM WINDOW GLAZING

1/2"

OUTSIDE REMOVABLE
STORM WINDOW FRAME

NEW LOCATION OF SALVAGED SASH
FRAME TO ALIGN WITH EXISTING
LOUVER HEAD

OUTSIDE REMOVABLE
STORM WINDOW FRAME

EXISTING MUNTIN TO BE
SALVAGED AND RE-BUILT TO
ACCOMMODATE NEW SASH
LOCATION AND CONFIGURATION

EXISTING MUNTIN TO BE
SALVAGED AND RE-BUILT TO
ACCOMMODATE NEW SASH
MEETING RAIL LOCATION

REPLACE DAMAGED GLAZING. ADJUST
PER NEW CONFIGURATION

BLDG 38 -  STORM WINDOW

EXISTING WINDOW SYSTEM

STORM WINDOW GLAZING

SEALANT, CONTINUOUS PERIMETER OF
OPENING, BOTH SIDES
OUTSIDE REMOVABLE STORM WINDOW FRAME

EXISTING STONE AND MASONRY
EXTERIOR WALL

BLDG 38 -  STORM WINDOW

SEALANT, CONTINUOUS PERIMETER OF OPENING

OUTSIDE REMOVABLE STORM WINDOW FRAME

STORM WINDOW GLAZING

BUILDING 38 - STORM WINDOW

EXISTING TRANSOM WINDOW

STORM WINDOW GLAZING

OUTSIDE REMOVABLE
STORM WINDOW FRAME

SEALANT CONTINUOUS
PERIMETER OF OPENING

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 38
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

2x6 TREATED WOOD
SUBFRAME TO SECURE STORM
WINDOW FRAME ATTACHMENT

WHERE EXISTING PIPES/FLUES
PASS THRU METAL PANEL,
SEAL OPENING BETWEEN
METAL PANEL AND PIPES WITH
SEALANT

OUTSIDE REMOVABLE STORM
WINDOW FRAME WITH STORM
WINDOW GLAZING
OUTSIDE REMOVABLE STORM
WINDOW FRAMING WITH METAL
PANEL INFILL TO MATCH GLAZING
THICKNESS

EXISTING WINDOW MUNTIN
AND GLAZING TO REMAIN.
PAINT, TYP

EXISTING WINDOW MUNTIN
AND GLAZING TO REMAIN.
PAINT, TYP
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0 3" 6" 9"
3" = 1'-0"

 3" = 1'-0"
D1

BLDG 38 - STORM WINDOW HEAD

 3" = 1'-0"
A1

BLDG 38 - STORM WINDOW JAMB

 3" = 1'-0"
B1

BLDG 38 - STORM WINDOW SILL

 3" = 1'-0"
C4

SILL DETAIL AT EXISTING TRANSOM WINDOW SILL

 3" = 1'-0"
B2

BLDG 38 - WINDOW 38-F SILL/HEAD DETAIL

 3" = 1'-0"
D3

HEAD AT TRANSOM

 3" = 1'-0"
A4

JAMB AT TRANSOM

 3" = 1'-0"
A3

SILL AT TRANSOM/DOOR
 3" = 1'-0"

A2
BLDG 38 - TRANSOM STORM WINDOW AT METAL PANEL
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UP

BUILDING 40

MO
3'-10"

MO
3'-10"

MO
3'-10"

MO
3'-10"

M
O

3'
-1

0"

M
O

3'
-1

0"

M
O

3'
-1

0"

M
O

3'
-1

0"

M
O

3'
-1

0"

M
O

3'
-1

0"

M
O

3'
-5

"

M
O

3'
-5

"

180'-0" +/-

60
'-0

" 
+/

-

C
1

C
1

40-AD-201

A1

40-AD-202

A1

MO
3'-10"

MO
3'-10"

40-D9

MO
3'-10"

MO
3'-10"

MO
3'-10"

MO
3'-10"

MO
3'-10"

MO
3'-10"

40-D11

MO
3'-10"

MO
3'-10"

MO
3'-10"

40-D9
40-D2

MO
3'-10"

40-D9

40-D9

40-D9

40-D9

DS DS DS DS

DS DS DS DS

40-D9

40-D11

M
O

10
'-0

"

M
O

10
'-0

"

EXISTING
CANOPY ABOVE
TO REMAIN

EXISTING CANOPY ABOVE TO REMAIN

AREA NOT
INCLUDED IN
CONTRACT

40-A-401

A1

WOMEN'S
TOILET

MEN'S
TOILET

40-D20

40-D19

EXISTING LIFT TO REMAIN

40-D540-D5

40-D5

40-D5

40-D5

40-D5

40-D5

40-D5

40-D5

40-D5

40-D5
40-D5 40-D5

40-D5

40-D24

40-D24

40-D2440-D2440-D5

40-D5

40-D5

40-D5

40-D5

40-D5

40-D540-D5

40-D5

40-D5

40-D540-D540-D540-D540-D540-D540-D540-D5

40-D9

40-D26

40-D8 40-D8

40-D9

40-D8

40-D8

40-D10
40-D7

40-D39
40-D38

40-D9

40-D39
40-D38

40-D39
40-D38

40-D9

40-D39
40-D38

40-D9 40-D9

40-D38
40-D8

40-D38
40-D8

40-D940-D940-D9

40-D9

40-D9

40-D38
40-D39

40-D39

40-D8

40-D8

40-D39
40-D38

40-D38
40-D39

40-AD-201

40-AD-202

EXISTING STAIRS TO REMAIN

40-D39

40-D3840-D39
40-D3840-D38

GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF

THE INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 40 BASED ON
VISUAL ASSESSMENT DATED DECEMBER 2012.

3. THIS BUILDING HOUSES THE US POSTAL SERVICE. CONTRACT
TO BE CO-ORDINATED WITH APPROPRIATE PERSONNEL.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. EXTERIOR BRICK, CINDER BLOCKS, CONCRETE SLAB, WOOD,

DRYWALL, CEILING TILES WINDOW CAULK AND WINDOW GLAZE
CONSTRUCTION DEBRIS RESULTING FROM THE RENOVATION
OF THE STRUCTURE IS IDENTIFIED AS HAZARDOUS WASTE FOR
BUILDING 40. SEE ACM SURVEY AND REPORT DATED
NOVEMBER 30, 2011 FOR MORE INFORMATION

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED
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A1

BUILDING 40 - DEMOLITION PLAN - FIRST FLOOR

KEYNOTES - DEMOLITION - BLDG 40
40-D2 CLEAN EXISTING GRANITE SILL. PREPARE FOR EPOXY INJECTION.

40-D5 REMOVE LOOSE MORTAR 12" AROUND EXTERIOR WINDOW OR DOOR OPENING. CLEAN AND PREPARE FOR MORTAR INSTALLATION.

40-D7 REMOVE EXISTING LOUVER AND PLYWOOD. REMOVE EXISTING 12" X 12" DUCT.

40-D8 REMOVE EXISTING METAL BARS FROM WINDOW OPENING. RETURN TO OWNER.

40-D9 REMOVE AND DISPOSE OF EXISTING WINDOW AND FRAME.

40-D10 REMOVE AND DISPOSE OF EXISTING WOOD PLYWOOD OVER WINDOW.

40-D11 CLEAN AND PREPARE EXTERIOR SURFACE OF EXISTING INACTIVE WOOD DOOR AND FRAME TO RECEIVE FINISH. REPLACE ROTTEN OR
DAMAGED WOOD WITH LIKE MATERIAL.

40-D19 REMOVE AND DISPOSE EXISTING TRANSOM WINDOW AND FRAME. CLEAN AND PREPARE HOLLOW METAL DOOR AND FRAME TO RECEIVE
FINISH.

40-D20 REMOVE AND DISPOSE EXISTING TRANSOM WINDOW, FRAME AND LOUVER. CLEAN AND PREPARE HOLLOW METAL DOOR AND FRAME TO
RECEIVE FINISH.

40-D24 REMOVE LOOSE MORTAR 12" AROUND BOTH INTERIOR AND EXTERIOR OF EXISTING WINDOW OPENING. CLEAN AND PREPARE FOR MORTAR
INSTALLATION.

40-D26 PAINT ON EXISTING INTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS CONTAINING LEAD. REMOVE AND DISPOSE OF EXISTING WINDOW
AND FRAME.

40-D38 REMOVE AND SALVAGE EXISTING WINDOW TREATMENT.

40-D39 EXISTING DROP CEILING TO REMAIN.
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BUILDING 40
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF

THE INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 40 BASED ON
VISUAL ASSESSMENT DATED DECEMBER 2012.

3. THIS BUILDING HOUSES THE US POSTAL SERVICE. CONTRACT
TO BE CO-ORDINATED WITH APPROPRIATE PERSONNEL.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. EXTERIOR BRICK, CINDER BLOCKS, CONCRETE SLAB, WOOD,

DRYWALL, CEILING TILES WINDOW CAULK AND WINDOW GLAZE
CONSTRUCTION DEBRIS RESULTING FROM THE RENOVATION
OF THE STRUCTURE IS IDENTIFIED AS HAZARDOUS WASTE FOR
BUILDING 40. SEE ACM SURVEY AND REPORT DATED
NOVEMBER 30, 2011 FOR MORE INFORMATION

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED
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KEYNOTES - DEMOLITION - BLDG 40
40-D2 CLEAN EXISTING GRANITE SILL. PREPARE FOR EPOXY INJECTION.

40-D9 REMOVE AND DISPOSE OF EXISTING WINDOW AND FRAME.

40-D19 REMOVE AND DISPOSE EXISTING TRANSOM WINDOW AND FRAME. CLEAN AND PREPARE HOLLOW METAL DOOR AND FRAME TO RECEIVE
FINISH.

40-D22 REMOVE LOOSE MORTAR 12" AROUND WINDOW OPENING BOTH INTERIOR AND EXTERIOR.REMOVE EXISTING GYPSUM BOARD AROUND
INTERIOR WINDOW OPENING TO FACILITATE LOOSE MORTAR REMOVAL. CLEAN AND PREPARE FOR MORTAR INSTALLATION.

40-D23 REMOVE AND SALVAGE EXISTING EXIT SIGN.

40-D24 REMOVE LOOSE MORTAR 12" AROUND BOTH INTERIOR AND EXTERIOR OF EXISTING WINDOW OPENING. CLEAN AND PREPARE FOR
MORTAR INSTALLATION.

40-D25 REMOVE LOOSE MORTAR 12" AROUND BOTH INTERIOR AND EXTERIOR OF EXISTING DOOR OPENING. CLEAN AND PREPARE FOR MORTAR
INSTALLATION.

40-D37 REMOVE AND SALVAGE EXISTING STOOL AND WINDOW APRON IN INTERIOR TO FACILITATE LOOSE MORTAR REMOVAL.

40-D42 REMOVE EXISTING FLOORING AND FRAME NEW OPENING TO RECEIVE 12" X 12" EXHAUST DUCT FROM BELOW.

 1/8" = 1'-0"
A1

BUILDING 40 - DEMOLITION  PLAN - SECOND FLOOR
0 4'-0" 8'-0" 16'-0"

1/8" = 1'-0"
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF

THE INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 40 BASED ON
VISUAL ASSESSMENT DATED DECEMBER 2012.

3. THIS BUILDING HOUSES THE US POSTAL SERVICE. CONTRACT
TO BE CO-ORDINATED WITH APPROPRIATE PERSONNEL.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. EXTERIOR BRICK, CINDER BLOCKS, CONCRETE SLAB, WOOD,

DRYWALL, CEILING TILES WINDOW CAULK AND WINDOW GLAZE
CONSTRUCTION DEBRIS RESULTING FROM THE RENOVATION
OF THE STRUCTURE IS IDENTIFIED AS HAZARDOUS WASTE FOR
BUILDING 40. SEE ACM SURVEY AND REPORT DATED
NOVEMBER 30, 2011 FOR MORE INFORMATION

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED
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A1

BUILDING 40 - DEMOLITION PLAN - GABLE ROOF

KEYNOTES - DEMOLITION - BLDG 40
40-D2 CLEAN EXISTING GRANITE SILL. PREPARE FOR EPOXY INJECTION.

40-D9 REMOVE AND DISPOSE OF EXISTING WINDOW AND FRAME.

40-D24 REMOVE LOOSE MORTAR 12" AROUND BOTH INTERIOR AND EXTERIOR OF EXISTING WINDOW OPENING. CLEAN AND PREPARE FOR
MORTAR INSTALLATION.

40-D43 REMOVE EXISTING ROOFING AND STRUCTURE TO RECEIVE NEW GRAVITY VENTILATOR. REFER TO C1 AND C2/40-A-101.
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EAVE -  40

29' - 8 1/2" +/-

GROUND- 40
0' - 0" +/-

RIDGE -  40

48' - 6 1/2" +/-
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF

THE INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 40 BASED ON
VISUAL ASSESSMENT DATED DECEMBER 2012.

3. THIS BUILDING HOUSES THE US POSTAL SERVICE. CONTRACT
TO BE CO-ORDINATED WITH APPROPRIATE PERSONNEL.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. EXTERIOR BRICK, CINDER BLOCKS, CONCRETE SLAB, WOOD,

DRYWALL, CEILING TILES WINDOW CAULK AND WINDOW GLAZE
CONSTRUCTION DEBRIS RESULTING FROM THE RENOVATION
OF THE STRUCTURE IS IDENTIFIED AS HAZARDOUS WASTE FOR
BUILDING 40. SEE ACM SURVEY AND REPORT DATED
NOVEMBER 30, 2011 FOR MORE INFORMATION
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KEYNOTES - DEMOLITION - BLDG 40
40-D2 CLEAN EXISTING GRANITE SILL. PREPARE FOR EPOXY INJECTION.

40-D5 REMOVE LOOSE MORTAR 12" AROUND EXTERIOR WINDOW OR DOOR
OPENING. CLEAN AND PREPARE FOR MORTAR INSTALLATION.

40-D7 REMOVE EXISTING LOUVER AND PLYWOOD. REMOVE EXISTING 12" X 12"
DUCT.

40-D8 REMOVE EXISTING METAL BARS FROM WINDOW OPENING. RETURN TO
OWNER.

40-D9 REMOVE AND DISPOSE OF EXISTING WINDOW AND FRAME.

40-D11 CLEAN AND PREPARE EXTERIOR SURFACE OF EXISTING INACTIVE WOOD
DOOR AND FRAME TO RECEIVE FINISH. REPLACE ROTTEN OR DAMAGED
WOOD WITH LIKE MATERIAL.

40-D19 REMOVE AND DISPOSE EXISTING TRANSOM WINDOW AND FRAME. CLEAN
AND PREPARE HOLLOW METAL DOOR AND FRAME TO RECEIVE FINISH.

40-D20 REMOVE AND DISPOSE EXISTING TRANSOM WINDOW, FRAME AND LOUVER.
CLEAN AND PREPARE HOLLOW METAL DOOR AND FRAME TO RECEIVE
FINISH.

40-D22 REMOVE LOOSE MORTAR 12" AROUND WINDOW OPENING BOTH INTERIOR
AND EXTERIOR.REMOVE EXISTING GYPSUM BOARD AROUND INTERIOR
WINDOW OPENING TO FACILITATE LOOSE MORTAR REMOVAL. CLEAN AND
PREPARE FOR MORTAR INSTALLATION.

40-D24 REMOVE LOOSE MORTAR 12" AROUND BOTH INTERIOR AND EXTERIOR OF
EXISTING WINDOW OPENING. CLEAN AND PREPARE FOR MORTAR
INSTALLATION.

40-D25 REMOVE LOOSE MORTAR 12" AROUND BOTH INTERIOR AND EXTERIOR OF
EXISTING DOOR OPENING. CLEAN AND PREPARE FOR MORTAR
INSTALLATION.

40-D37 REMOVE AND SALVAGE EXISTING STOOL AND WINDOW APRON IN INTERIOR
TO FACILITATE LOOSE MORTAR REMOVAL.

40-D38 REMOVE AND SALVAGE EXISTING WINDOW TREATMENT.

40-D39 EXISTING DROP CEILING TO REMAIN.

40-D43 REMOVE EXISTING ROOFING AND STRUCTURE TO RECEIVE NEW GRAVITY
VENTILATOR. REFER TO C1 AND C2/40-A-101.

 1/8" = 1'-0"
C1

BUILDING 40 - DEMOLITON ELEVATION - NORTH

 1/8" = 1'-0"
A1

BUILDING 40 - DEMOLITION ELEVATION - EAST
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EAVE -  40

29' - 8 1/2" +/-
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0' - 0" +/-
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF

THE INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 40 BASED ON
VISUAL ASSESSMENT DATED DECEMBER 2012.

3. THIS BUILDING HOUSES THE US POSTAL SERVICE. CONTRACT
TO BE CO-ORDINATED WITH APPROPRIATE PERSONNEL.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. EXTERIOR BRICK, CINDER BLOCKS, CONCRETE SLAB, WOOD,

DRYWALL, CEILING TILES WINDOW CAULK AND WINDOW GLAZE
CONSTRUCTION DEBRIS RESULTING FROM THE RENOVATION
OF THE STRUCTURE IS IDENTIFIED AS HAZARDOUS WASTE FOR
BUILDING 40. SEE ACM SURVEY AND REPORT DATED
NOVEMBER 30, 2011 FOR MORE INFORMATION
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KEYNOTES - DEMOLITION - BLDG 40
40-D2 CLEAN EXISTING GRANITE SILL. PREPARE FOR EPOXY INJECTION.

40-D5 REMOVE LOOSE MORTAR 12" AROUND EXTERIOR WINDOW OR DOOR
OPENING. CLEAN AND PREPARE FOR MORTAR INSTALLATION.

40-D7 REMOVE EXISTING LOUVER AND PLYWOOD. REMOVE EXISTING 12" X 12"
DUCT.

40-D8 REMOVE EXISTING METAL BARS FROM WINDOW OPENING. RETURN TO
OWNER.

40-D9 REMOVE AND DISPOSE OF EXISTING WINDOW AND FRAME.

40-D10 REMOVE AND DISPOSE OF EXISTING WOOD PLYWOOD OVER WINDOW.

40-D11 CLEAN AND PREPARE EXTERIOR SURFACE OF EXISTING INACTIVE WOOD
DOOR AND FRAME TO RECEIVE FINISH. REPLACE ROTTEN OR DAMAGED
WOOD WITH LIKE MATERIAL.

40-D22 REMOVE LOOSE MORTAR 12" AROUND WINDOW OPENING BOTH INTERIOR
AND EXTERIOR.REMOVE EXISTING GYPSUM BOARD AROUND INTERIOR
WINDOW OPENING TO FACILITATE LOOSE MORTAR REMOVAL. CLEAN AND
PREPARE FOR MORTAR INSTALLATION.

40-D24 REMOVE LOOSE MORTAR 12" AROUND BOTH INTERIOR AND EXTERIOR OF
EXISTING WINDOW OPENING. CLEAN AND PREPARE FOR MORTAR
INSTALLATION.

40-D37 REMOVE AND SALVAGE EXISTING STOOL AND WINDOW APRON IN INTERIOR
TO FACILITATE LOOSE MORTAR REMOVAL.

40-D38 REMOVE AND SALVAGE EXISTING WINDOW TREATMENT.

40-D39 EXISTING DROP CEILING TO REMAIN.
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BUILDING 40 - DEMOLITION ELEVATION - SOUTH

 1/8" = 1'-0"
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BUILDING 40 - DEMOLITION ELEVATION - WEST
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GENERAL FLOOR PLAN

NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. THIS BUILDING HOUSES THE US POSTAL SERVICE.
CONTRACT TO BE CO-ORDINATED WITH APPROPRIATE
PERSONNEL.

3. CONDITION OF EXISTING WINDOWS OF BUILDING 40
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. ALL JAMBS AND HEADS NEED TO BE TUCKPOINTED.
6. EXHAUST FAN OUTLET IS RELOCATED TO THE ROOF.

SEE C1 AND C2/40-A-101 FOR CURB DETAILS.

16" MIN

EXISTING STANDING SEAM
METAL ROOF

PANEL END (TYPICAL)

EXISTING ROOF
STRUCTURE TO REMAIN

COUNTER FLASHING

PRE-ENGINEERED ROOF CURB

CRICKET

6"
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BUILDING 40 - FIRST FLOOR PLAN

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - FLOOR PLAN - BLDG 40
40-A2 FINISH EXTERIOR OF EXISTING IN-OPERABLE WOOD DOOR AND FRAME.

40-A10 FINISH EXISTING HOLLOW METAL DOOR AND FRAME.

40-A13 INSTALL MORTAR 12" AROUND THE EXTERIOR AND INTERIOR SIDE OF THE
WINDOW OPENING. MATCH EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE
AND FINISH.

40-A15 INSTALL MORTAR 12" AROUND THE EXTERIOR SIDE OF THE WINDOW OR DOOR
OPENING. MATCH EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE AND
FINISH.

40-A17 REINSTALL WINDOW TREATMENT.

40-A18 EXISTING DROP CEILING TO REMAIN.

 1 1/2" = 1'-0"
C1

CURB DETAIL - HIGH SIDE
 1 1/2" = 1'-0"

C2
CURB - LOW SIDE

0 6" 1'-0" 1'-6"
1 1/2" = 1'-0" 15088021
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GENERAL FLOOR PLAN

NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. THIS BUILDING HOUSES THE US POSTAL SERVICE.
CONTRACT TO BE CO-ORDINATED WITH APPROPRIATE
PERSONNEL.

3. CONDITION OF EXISTING WINDOWS OF BUILDING 40
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. ALL JAMBS AND HEADS NEED TO BE TUCKPOINTED.
6. EXHAUST FAN OUTLET IS RELOCATED TO THE ROOF.

SEE C1 AND C2/40-A-101 FOR CURB DETAILS.
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BUILDING 40 - SECOND FLOOR PLAN

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - FLOOR PLAN - BLDG 40
40-A1 FILL STONE SILL CRACKS WITH EPOXY INJECTION.

40-A10 FINISH EXISTING HOLLOW METAL DOOR AND FRAME.

40-A11 INSTALL MORTAR 12" AROUND THE INTERIOR AND EXTERIOR SIDE OF THE
WINDOW OPENING. MATCH EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE
AND FINISH. REPLACE GYPSUM WALL BOARD REMOVED. SPACKLE, SAND,
PRIME. ADD FINISH TO MATCH EXISTING WALLS.

40-A12 REINSTALL EXIT SIGN.

40-A13 INSTALL MORTAR 12" AROUND THE EXTERIOR AND INTERIOR SIDE OF THE
WINDOW OPENING. MATCH EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE
AND FINISH.

40-A14 INSTALL MORTAR 12" AROUND THE EXTERIOR AND INTERIOR SIDE OF THE
DOOR OPENING. MATCH EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE
AND FINISH.

40-A16 REINSTALL SILL AND WINDOW APRON. REPAIR DAMAGE CAUSED BY
REINSTALLATION. FINISH TO MATCH EXISTING SILL/APRON FINISH.

40-A24 NEW 12" X 12" EXHAUST DUCT EXTENDING FROM FIRST FLOOR TOILET ROOM
EXHAUST FANS THROUGH ROOF ABOVE. FRAME FLOOR OPENING WITH TWO
2"X 10" ALL SIDES. PROVIDE CLOSURE FLANGE BETWEEN DUCT AND
FLOORING.

15088022
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GENERAL FLOOR PLAN

NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. THIS BUILDING HOUSES THE US POSTAL SERVICE.
CONTRACT TO BE CO-ORDINATED WITH APPROPRIATE
PERSONNEL.

3. CONDITION OF EXISTING WINDOWS OF BUILDING 40
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. ALL JAMBS AND HEADS NEED TO BE TUCKPOINTED.
6. EXHAUST FAN OUTLET IS RELOCATED TO THE ROOF.

SEE C1 AND C2/40-A-101 FOR CURB DETAILS.
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BUILDING 40 - GABLE ROOF PLAN

KEYNOTES - FLOOR PLAN - BLDG 40
40-A1 FILL STONE SILL CRACKS WITH EPOXY INJECTION.

40-A13 INSTALL MORTAR 12" AROUND THE EXTERIOR AND INTERIOR SIDE OF THE
WINDOW OPENING. MATCH EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE
AND FINISH.

40-A25 NEW GRAVITY VENTILATOR. REFER TO DETAILS C1/40-A-101 AND C2/40-A101.
FRAME OPENING WITH TWO 2"X 10" ALL SIDES.

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"
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GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. THIS BUILDING HOUSES THE US POSTAL SERVICE.
CONTRACT TO BE CO-ORDINATED WITH
APPROPRIATE PERSONNEL.

3. CONDITION OF EXISTING WINDOWS OF BUILDING 40
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.
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BUILDING 40 - EXTERIOR ELEVATION - EAST

 1/8" = 1'-0"
C1

BUILDING 40 - EXTERIOR ELEVATION - NORTH

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS - BLDG 40
40-E5 INSTALL MORTAR 12" AROUND THE EXTERIOR SIDE OF THE WINDOW OR DOOR OPENING. MATCH

EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.

40-E6 REPAIR BRICK JAMB

40-E8 FINISH EXTERIOR OF EXISTING IN-OPERABLE WOOD DOOR AND FRAME.

40-E9 FINISH EXISTING HOLLOW METAL DOOR AND FRAME.

40-E10 APPLY WINDOW FILM TO WINDOW GLAZING.

40-E11 INSTALL MORTAR 12" AROUND THE INTERIOR AND EXTERIOR SIDE OF THE WINDOW OPENING. MATCH
EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE AN FINISH. REPLACE GYPSUM WALL BOARD
REMOVED. SPACKLE, SAND, PRIME. ADD FINISH TO MATCH EXISTING WALLS.

40-E12 INSTALL MORTAR 12" AROUND THE EXTERIOR AND INTERIOR SIDE OF THE WINDOW OPENING. MATCH
EXISTING MORTAR MATERIAL, COLOR, TEXTURE AND FINISH.

40-E13 REINSTALL SILL AND WINDOW APRON. REPAIR DAMAGE CAUSED BY REINSTALLATION. FINISH TO MATCH
EXISTING SILL/APRON FINISH.

40-E15 EXISTING DROP CEILING TO REMAIN.

40-E17 REINSTALL WINDOW TREATMENT.

40-E18 NEW GRAVITY VENTILATOR. REFER TO DETAILS C1/40-A-101 AND C2/40-A101. FRAME OPENING WITH TWO
2"X 10" ALL SIDES.
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GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. THIS BUILDING HOUSES THE US POSTAL SERVICE.
CONTRACT TO BE CO-ORDINATED WITH
APPROPRIATE PERSONNEL.

3. CONDITION OF EXISTING WINDOWS OF BUILDING 40
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.
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 1/8" = 1'-0"
C1

BUILDING 40 - EXTERIOR ELEVATION - SOUTH

 1/8" = 1'-0"
A1

BUILDING 40 - EXTERIOR ELEVATION - WEST

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS - BLDG 40
40-E2 FILL STONE SILL CRACKS WITH EPOXY INJECTION.

40-E5 INSTALL MORTAR 12" AROUND THE EXTERIOR SIDE OF THE WINDOW OR DOOR OPENING. MATCH
EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.

40-E8 FINISH EXTERIOR OF EXISTING IN-OPERABLE WOOD DOOR AND FRAME.

40-E11 INSTALL MORTAR 12" AROUND THE INTERIOR AND EXTERIOR SIDE OF THE WINDOW OPENING. MATCH
EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE AN FINISH. REPLACE GYPSUM WALL BOARD
REMOVED. SPACKLE, SAND, PRIME. ADD FINISH TO MATCH EXISTING WALLS.

40-E12 INSTALL MORTAR 12" AROUND THE EXTERIOR AND INTERIOR SIDE OF THE WINDOW OPENING. MATCH
EXISTING MORTAR MATERIAL, COLOR, TEXTURE AND FINISH.

40-E13 REINSTALL SILL AND WINDOW APRON. REPAIR DAMAGE CAUSED BY REINSTALLATION. FINISH TO
MATCH EXISTING SILL/APRON FINISH.

40-E15 EXISTING DROP CEILING TO REMAIN.

40-E17 REINSTALL WINDOW TREATMENT.

40-E18 NEW GRAVITY VENTILATOR. REFER TO DETAILS C1/40-A-101 AND C2/40-A101. FRAME OPENING WITH
TWO 2"X 10" ALL SIDES.
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UPUP

DS

AREA NOT
INCLUDED IN
CONTRACT

40-A-402 D
1

40-A-402

C1

40-A

40-A

40-A

40-A M
O

3'
-1

0"

M
O

3'
-1

0"

MO
3'-10"

MO
3'-10"

40-A-402 D
2

A4

40-A-402

40-A7

WOMEN'S TOILET

MEN'S TOILET

40-A11 40-A11

40-A11

40-A11

40-A11

40-A11

40-A9

40-A9

40-A9

40-A17

EXISTING
STAIRS TO
REMAIN

40-A23

40-A6

40-A21

40-A21

40-A21

40-A11

40-A26

DS

AREA NOT
INCLUDED IN
CONTRACT

4'
-0

"

40-D12

40-D18

40-D8

M
O

3'
-1

0"

MO
3'-10"

40-D8

40-D12

40-D17

40-D16

40-D18

40-D13

40-D14

MO
3'-10"

40-D9
40-D8

M
O

3'
-1

0"

A4

40-A-402

WOMEN'S TOILET

MEN'S TOILET

1'-0"

1'-0"

1'
-0

"

40-D22

40-D22

40-D22

40-D9

40-D8

40-D22

40-D2240-D2240-D22

40-D9

40-D9

40-D38

40-D7

EXISTING
STAIRS TO
REMAIN

40-D22

40-D37

40-D44

GENERAL FLOOR PLAN

NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. THIS BUILDING HOUSES THE US POSTAL SERVICE.
CONTRACT TO BE CO-ORDINATED WITH APPROPRIATE
PERSONNEL.

3. CONDITION OF EXISTING WINDOWS OF BUILDING 40
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. ALL JAMBS AND HEADS NEED TO BE TUCKPOINTED.
6. EXHAUST FAN OUTLET IS RELOCATED TO THE ROOF.

SEE C1 AND C2/40-A-101 FOR CURB DETAILS.

AREA NOT
INCLUDED IN
CONTRACT

7' - 10"

7' - 10"

7' - 10"

11' - 0"

11' - 0"

AFF
AFF

AFF

AFF

AFF
EXISTING
CEILING
8'-0" AFF

EXISTING
CEILING
8'-0" AFF

1'-4"

1'
-4

"

1'-4"

11' - 0"

AFF

A4

40-A-402
MOVE EXISTING LIGHT
FIXTURE 2'-0"
TOWARDS ROOM
DOOR WALL

MOVE EXISTING
SPRINKLER HEAD
FIXTURE 2'-0" TOWARDS
ROOM DOOR WALL.
MOVING OF SPRINKLER
HEAD WILL BE
COMPLETED BY
CERTIFIED PERSONNEL
IAW NFPA 13

PROVIDE NEW 12" X 12"
EXHAUST DUCT, TIED TO
EXISTING 6" X 8" EXHAUST FAN
DUCTS. EXTEND NEW 12" X 12"
DUCT THROUGH SECOND
FLOOR AND ROOF TO NEW
GRAVITY VENTILATOR.

RCP SYMBOL LEGEND

ACOUSTICAL TILE CEILING (24X24)

GYPSUM CEILING - PAINTED

EXISTING LIGHT FIXTURE TO REMAIN

EXISTING LIGHT FIXTURE TO BE RELOCATED

EXISTING MECHANICAL EXHAUST FIXTURE TO
REMAIN

EXISTING EXHAUST FAN FIXTURE TO REMAIN

EXISTING FIRE SPRINKLER HEAD TO BE
RELOCATED

EXISTING FIRE SPRINKLER HEAD TO REMAIN

FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF

THE INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 40 BASED ON
VISUAL ASSESSMENT DATED DECEMBER 2012.

3. THIS BUILDING HOUSES THE US POSTAL SERVICE. CONTRACT
TO BE CO-ORDINATED WITH APPROPRIATE PERSONNEL.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. EXTERIOR BRICK, CINDER BLOCKS, CONCRETE SLAB, WOOD,

DRYWALL, CEILING TILES WINDOW CAULK AND WINDOW GLAZE
CONSTRUCTION DEBRIS RESULTING FROM THE RENOVATION
OF THE STRUCTURE IS IDENTIFIED AS HAZARDOUS WASTE FOR
BUILDING 40. SEE ACM SURVEY AND REPORT DATED
NOVEMBER 30, 2011 FOR MORE INFORMATION
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 1/4" = 1'-0"
A3

BUILDING 40 - ENLARGED FLOOR PLAN - FIRST FLOOR 0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0"

 1/4" = 1'-0"
A1

BUILDING 40 - ENLARGED DEMOLITION PLAN - FIRST FLOOR

KEYNOTES - DEMOLITION - BLDG 40
40-D7 REMOVE EXISTING LOUVER AND PLYWOOD. REMOVE EXISTING 12" X 12"

DUCT.

40-D8 REMOVE EXISTING METAL BARS FROM WINDOW OPENING. RETURN TO
OWNER.

40-D9 REMOVE AND DISPOSE OF EXISTING WINDOW AND FRAME.

40-D12 REMOVE EXISTING GYPSUM BOARD WALL, EXISTING SUPPORT SYSTEM
AND EXISTING TILE WAINSCOTTING TO UNDERSIDE OF CEILING.

40-D13 REMOVE AND SALVAGE TOILET PAPER DISPENSER.

40-D14 REMOVE AND SALVAGE TOILET GRAB BAR.

40-D16 REMOVE AND SALVAGE TOILET PARTITON AND DOOR.

40-D17 REMOVE AND SALVAGE COUNTER TOP, SINK AND CABINET.

40-D18 REMOVE AND SALVAGE PAPER TOWEL DISPENSER AND SOAP DISPENSER.

40-D22 REMOVE LOOSE MORTAR 12" AROUND WINDOW OPENING BOTH INTERIOR
AND EXTERIOR.REMOVE EXISTING GYPSUM BOARD AROUND INTERIOR
WINDOW OPENING TO FACILITATE LOOSE MORTAR REMOVAL. CLEAN AND
PREPARE FOR MORTAR INSTALLATION.

40-D37 REMOVE AND SALVAGE EXISTING STOOL AND WINDOW APRON IN INTERIOR
TO FACILITATE LOOSE MORTAR REMOVAL.

40-D38 REMOVE AND SALVAGE EXISTING WINDOW TREATMENT.

40-D44 REMOVE EXISTING VENT TO ACCOMODATE NEW WORK.

 1/4" = 1'-0"
C1

ENLARGED REFLECTED CEILING PLAN - BLDG 40

KEYNOTES - FLOOR PLAN - BLDG 40
40-A6 REINSTALL TOILET PARTITON AND DOOR.

40-A7 REINSTALL SINK AND COUNTER TOP.

40-A9 APPLY WINDOW FILM TO ALL OF WINDOW GLAZING.

40-A11 INSTALL MORTAR 12" AROUND THE INTERIOR AND EXTERIOR SIDE OF THE WINDOW OPENING.
MATCH EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH. REPLACE GYPSUM WALL
BOARD REMOVED. SPACKLE, SAND, PRIME. ADD FINISH TO MATCH EXISTING WALLS.

40-A17 REINSTALL WINDOW TREATMENT.

40-A21 LINE OF SOFFIT ABOVE

40-A23 REINSTALL CUT MIRROR. BOTTOM OF MIRROR'S REFLECTIVE SURFACE SHOULD BE 3'-4" AFF.

40-A26 NEW WATER CLOSET VENT, TIED TO EXISTING VENT TO ACCOMODATE WINDOW OPENING.
EXTEND VENT HORIZONTALLY TO RECONNECT TO EXISTING SINK VENT.
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LEVEL 1
0' - 0"

INTERIOR ELEVATION -

EXISTING CEILING

BULKHEAD AT WINDOW

APPLIED FROSTED
WINDOW FILMEXISTING WALL

MOUNTED SINK

EXISTING
TOILET

LEVEL 1
0' - 0"

INTERIOR ELEVATION -

EXISTING CEILING

BULKHEAD AT WINDOW

EXISTING WALL
MOUNTED SINK

EXISTING
MIRROR

NEW WALL WITH TILE TO MATCH
EXISTING ADJACENT WALL TILE

APPLIED FROSTED WINDOW FILM

LEVEL 1
0' - 0"

INTERIOR ELEVATION -

A4

40-A-402

EXISTING CEILING

BULKHEAD AT WINDOW

EXISTING WALL
MOUNTED SINK

EXISTING
MIRROR

REINSTALLED COUNTER,
CABINET AND SINK.

EXISTING
TOILET
PARTITION

NEW WALL WITH TILE TO MATCH
EXISTING ADJACENT WALL TILE

APPLIED FROSTED WINDOW FILM

REINSTALLED TOILET
PARTITION SYSTEM

EXISTING TOILETS

EXISTING MIRROR. CUT  AS REQUIRED
4"

2x4, PAINTED TO MATCH
WALL, FOR TOILET
PARTITION MOUNTING

LEVEL 1
0' - 0"

EXISTING CEILING

REINSTALLED COUNTER ,
SINK AND CABINET BEYOND

APPLIED WINDOW FILM

4"

7'-10"

5/8" GWB

3 5/8" METAL STUDS

8'-0"

3 5/8" METAL STUD
TO STRUCTURE
ABOVE

PAINT INSIDE OF
SOFFIT  AND WALL
TO MATCH
EXISTING WALL
COLOR

TILE ON WALL TO MATCH
ADJACENT EXISTING WALL
TILE

SEALANT, BEYOND

1/2" SOLID
SURFACE
COUNTER
TOP WITH
1/4"
RADIUSED
CORNER

3/4"
PLYWOOD

5/8" GWB

EXISTING WALL
CONSTRUCTION

EXISTING FLOORING

BATT
INSULATION

EXISTING WALL
CONSTRUCTION

EXISTING TOILET PARTITION
SCREEN TO BE REINSTALLED

TWO 2x4 GWB WRAPPED, PAINTED TO
MATCH WALL, FOR TOILET PARTITION
MOUNTING

PROVIDE NEW VENT TO
CONNECT EXISTING SINK

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. THIS BUILDING HOUSES THE US POSTAL SERVICE.
CONTRACT TO BE CO-ORDINATED WITH APPROPRIATE
PERSONNEL.

3. CONDITION OF EXISTING WINDOWS OF BUILDING 40
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012
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 1/4" = 1'-0"
D1

WORK - BLDG 40

 1/4" = 1'-0"
D2

WORK - BLDG 40

 1/4" = 1'-0"
C1

WORK - BLDG 40

0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0"

 1 1/2" = 1'-0"
A4

BLDG 40 - SECTION AT TOILET ROOM WINDOW

0 6" 1'-0" 1'-6"
1 1/2" = 1'-0"
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TYPE COUNT HEIGHTWIDTH MATERIAL NOTES

BUILDING 40 WINDOW SCHEDULE

40-A 53 3'-10" ALUM CLAD WOOD7'-2 5/8"

40-B 4

40-C 2

2'-6" 6'-2"

3'-6"

7'-7"

40-D 2 2'-11"

40-E 1

2'-10"

3'-6" 2'-11"

ALUM CLAD WOOD

ALUM CLAD WOOD

ALUM CLAD WOOD

ALUM CLAD WOOD

3'-10" +/-

7'
-2

 5
/8

" 
+/

-

3'
-6

 3
/8

"

40-A

2'-6" +/-

5'
-1

1"
 +

/-

7'
-7

" 
+/

-

3'
-2

 1
/4

"

2'-10" +/-

40-B 40-C

6'
-1

0 
5/

8"

6'
-2

"

40-D

EXISTING
HOLLOW METAL
DOOR FRAME

2'
-1

1"
 +

/-

3'-6" +/-

G3

G3

G3

G3

G3G3

G3

G3

2'
-1

1 
1/

2"

WOOD
SEMI
CIRCLE

A3

40-A-601

A5

40-A-601
B2

40-A-601

B3

40-A-601

A5

40-A-601

A3

40-A-601

A3

40-A-601

A1

40-A-601

A2

40-A-601

40-E

2'
-1

1"
 +

/-

3'-6" +/-

G3

A1

40-A-601

A2

40-A-601

SIM

SIM

B3

40-A-601

A5

40-A-601

B3

40-A-601

GLAZING SCHEDULE

G3 1" INSULATED CLEAR GLAZING UNIT

EXISTING BRICK FACADE

TRIM

STOP

INSULATED GLAZING

ALUM CLAD WINDOW
UPPER SASH

MUNTIN BEYOND

5/16" R

SEALANT, CONTINUOUS
PERIMETER OF OPENING

5/
8"

3/
8"

1/
8"

A
T

 A
R

C
V

A
R

IE
S

1 
1/

2"

1 1/2" 1"

1/4" DIA STAINLESS STEEL
CONCRETE/MASONRY
SCREW ANCHOR WITH 1
3/4" EMBEDMENT AT 14"
OC. ANCHORS SHALL BE
INSTALLED IN HOLES
DRILLED WITH MATCHED
TOLERANCE CARBIDE
TIPPED DRILL BITS. SEE
STRUCTURAL SHEET FOR
ADDITIONAL MATERIAL
AND INSTALLATION
REQUIREMENTS.

2x6 TREATED  SUB-FRAME

EXISTING EXTERIOR
RADIUS ARCH

INTERIOR FLAT ARCH

M
A

T
C

H
 E

X
IS

T
IN

G
W

IN
D

O
W

 F
R

A
M

E
H

E
IG

H
T

 A
F

F

BOTTOM RAIL OF ALUM CLAD
WINDOW UPPER SASH

INSULATED GLAZING

APPLIED MUNTIN (SIMILAR AT VERTICAL )1 
1/

8"
MUNTIN BEYOND

TOP RAIL OF ALUM CLAD
WINDOW LOWER SASH

1 3/4"

BLACK SHADOW SPACER

1 
5/

8"

EXISTING GRANITE STOOL

SILL

ALUM CLAD WINDOW
LOWER SASH

SLOPE

INSULATED GLAZING

MUNTIN BEYOND

SEALANT, CONTINUOUS
PERIMETER OF OPENING

3 
1/

4"
1/

4"
2 

1/
4"

2" 3 1/4"

 2x6 TREATED  SUB-FRAME

1/4" DIA STAINLESS STEEL CONCRETE/MASONRY SCREW ANCHOR WITH 1 3/4"
EMBEDMENT AT 14" OC. ANCHORS SHALL BE INSTALLED IN HOLES DRILLED WITH
MATCHED TOLERANCE CARBIDE TIPPED DRILL BITS. SEE STRUCTURAL SHEET
FOR ADDITIONAL MATERIAL AND INSTALLATION REQUIREMENTS.

2x6 TREATED  SUB-FRAME

EXISTING BRICK FACADE

ALUM CLAD LOWER
WINDOW SASH

TRIM

STOP

INSULATED GLAZING

MUNTIN
BEYOND

1 
1/

2"
1"

2" 1/8"

3/8"

5/8" 1 3/4"

SEALANT, CONTINUOUS
PERIMETER OF OPENING

1/4" DIA STAINLESS STEEL
CONCRETE/MASONRY
SCREW ANCHOR WITH 1 3/4"
EMBEDMENT AT 14" OC.
ANCHORS SHALL BE
INSTALLED IN HOLES
DRILLED WITH MATCHED
TOLERANCE CARBIDE
TIPPED DRILL BITS. SEE
STRUCTURAL SHEET FOR
ADDITIONAL MATERIAL AND
INSTALLATION
REQUIREMENTS.

2x6 TREATED  SUB-FRAME

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. THIS BUILDING HOUSES THE US POSTAL SERVICE.
CONTRACT TO BE CO-ORDINATED WITH
APPROPRIATE PERSONNEL.

3. CONDITION OF EXISTING WINDOWS OF BUILDING 40
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

4. VERIFY ALL DIMENSIONS IN FIELD.
5. ALL WINDOWS TO BE CONSTRUCTED TO BE ATFP

COMPLIANT.

EXISTING DOOR FRAME

APPLIED MUNTINS
(VERTICAL
MUNTINS SIMILAR)

INSULATED GLAZING

2 1/2"

EXISTING BRICK
WALL BEYOND

A
T

 A
R

C
V

A
R

IE
S

3/
8"

1/
8"

5/
8"

1 
1/

2"

BLACK SHADOW SPACER

1 
1/

8"

TREATED WOOD 2x'S

ALUM CLAD FIXED
WINDOW PANEL

SEALANT, CONTINUOUS
PERIMETER OF
OPENING, BOTH SIDES

FLASHING

INSULATED GLAZING

SEALANT, CONTINUOUS
PERIMETER OF
OPENING, BOTH SIDES

MUNTIN BEYOND

1/4" DIA STAINLESS STEEL
CONCRETE/MASONRY
SCREW ANCHOR WITH 1 3/4"
EMBEDMENT AT 14" OC.
ANCHORS SHALL BE
INSTALLED IN HOLES
DRILLED WITH MATCHED
TOLERANCE CARBIDE
TIPPED DRILL BITS. SEE
STRUCTURAL SHEET FOR
ADDITIONAL MATERIAL AND
INSTALLATION
REQUIREMENTS.

2x6 TREATED  SUB-FRAME

EXISTING DOOR FRAME BELOW

INSULATED GLAZING
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GENERAL DEMOLITION NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY
OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSION IN FIELD.
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BUILDING 73 - DEMOLITION FLOOR PLAN - LOWER LEVEL

KEYNOTES - DEMOLITION -

BLDG 73
73-D4 REMOVE EXISTING WINDOW FROM STRUCTURE. REMOVE AND

DISPOSE OF EXISTING GLAZING. PREPARE FOR REGLAZING.
REMOVE EXISTING WINDOW FINISH DOWN TO BARE METAL.
PREPARE TO RECIEVE FINISH.

73-D5 EXISTING METAL LOUVER TO REMAIN.

1/8" = 1'-0"
0 4'-0" 8'-0" 16'-0" 15088031
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1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY
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ON VISUAL ASSESSMENT DATED MARCH 2012.
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BUILDING 73 - DEMOLITION FLOOR PLAN - MID LEVEL

KEYNOTES - DEMOLITION - BLDG

73
73-D4 REMOVE EXISTING WINDOW FROM STRUCTURE. REMOVE AND

DISPOSE OF EXISTING GLAZING. PREPARE FOR REGLAZING. REMOVE
EXISTING WINDOW FINISH DOWN TO BARE METAL. PREPARE TO
RECIEVE FINISH.

73-D7 REMOVE AND DISPOSE OF EXISTING WINDOW HINGES. PREPARE FOR
HINGE REPLACEMENT TO MATCH EXISTING.

73-D8 REMOVE EXISTING HORIZONTAL STEEL CHANNELS AT WINDOW HEAD,
INTERMEDIATE HEAD/SILL AND BOTTOM SILL.

73-D9 REMOVE EXISTING VERTICAL STEEL CHANNELS FROM TOP OF
EXISTING WINDOW DOWN TO TOP OF EXISTING STORM WALL.

73-D10 REMOVE EXISTING HORIZONTAL STEEL CHANNEL AND THE
CONNECTING HORIZONTAL STEEL ANGLES. TYPICAL THE LENGTH OF
WINDOW STRING.

73-D11 REMOVE EXISTING HORIZONTAL STEEL SILL CHANNEL AND THE
CONNECTING HORIZONTAL STEEL ANGLE. TYPICAL THE LENGTH OF
WINDOW STRING.

73-D12 REMOVE EXISTING HORIZONTAL STEEL HEAD CHANNEL AND THE
CONNECTING HORIZONTAL STEEL ANGLE. TYPICAL THE LENGTH OF
WINDOW STRING.

73-D13 REMOVE AND SALVAGE INFILL PANEL AND FLASHING FROM EXISTING
STORM WALL TO WINDOW SILL. TYPICAL THE LENGTH OF WINDOW
STRING.
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GENERAL DEMOLITION NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY
OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSION IN FIELD.
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BUILDING 73 - DEMOLITION FLOOR PLAN - UPPER LEVEL

KEYNOTES - DEMOLITION -

BLDG 73
73-D2 REMOVE RUSTED PORTION OF EXISTING METAL PANEL AT

EXISTING WINDOW HEAD

73-D3 REMOVE RUSTED PORTION OF EXISTING METAL PANEL AT
EXISTING WINDOW SILL

73-D4 REMOVE EXISTING WINDOW FROM STRUCTURE. REMOVE AND
DISPOSE OF EXISTING GLAZING. PREPARE FOR REGLAZING.
REMOVE EXISTING WINDOW FINISH DOWN TO BARE METAL.
PREPARE TO RECIEVE FINISH.

73-D6 EXISTING PAINT ON EXTERIOR WINDOW CASING HAS BEEN
IDENTIFIED AS CONTAINING LEAD.
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GENERAL DEMOLITION NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY
OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSION IN FIELD.
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KEYNOTES - DEMOLITION - BLDG 73
73-D2 REMOVE RUSTED PORTION OF EXISTING METAL PANEL AT EXISTING WINDOW

HEAD

73-D3 REMOVE RUSTED PORTION OF EXISTING METAL PANEL AT EXISTING WINDOW
SILL

73-D4 REMOVE EXISTING WINDOW FROM STRUCTURE. REMOVE AND DISPOSE OF
EXISTING GLAZING. PREPARE FOR REGLAZING. REMOVE EXISTING WINDOW
FINISH DOWN TO BARE METAL. PREPARE TO RECIEVE FINISH.

73-D5 EXISTING METAL LOUVER TO REMAIN.

 1/4" = 1'-0"
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EAVE
29' - 8 1/2"+/-

LOWER
LEVEL

0' - 0"+/-

RIDGE

34' - 0"+/-

TYP ALL WINDOWS MID LEVEL

EXISTING HANGAR
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73-D1373-D1373-D13

EXISTING CORRUGATED
METAL PANEL TO REMAIN

EXISTING HANGAR
DOOR SUPPORTS
BEYOND TO
REMAIN

DS
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EAVE
29' - 8 1/2"+/-

LOWER
LEVEL

0' - 0"+/-

RIDGE

34' - 0"+/-
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LEVEL
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73-D7TYP
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73-A-601

TYP ALL WINDOWS MID LEVEL
71'-2 1/4"

73-D1373-D1373-D13

73-D2

A2

73-A-601

LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

GENERAL DEMOLITION NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY
OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSION IN FIELD.
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KEYNOTES - DEMOLITION - BLDG 73
73-D2 REMOVE RUSTED PORTION OF EXISTING METAL PANEL AT EXISTING WINDOW

HEAD

73-D4 REMOVE EXISTING WINDOW FROM STRUCTURE. REMOVE AND DISPOSE OF
EXISTING GLAZING. PREPARE FOR REGLAZING. REMOVE EXISTING WINDOW
FINISH DOWN TO BARE METAL. PREPARE TO RECIEVE FINISH.

73-D6 EXISTING PAINT ON EXTERIOR WINDOW CASING HAS BEEN IDENTIFIED AS
CONTAINING LEAD.

73-D7 REMOVE AND DISPOSE OF EXISTING WINDOW HINGES. PREPARE FOR HINGE
REPLACEMENT TO MATCH EXISTING.

73-D8 REMOVE EXISTING HORIZONTAL STEEL CHANNELS AT WINDOW HEAD,
INTERMEDIATE HEAD/SILL AND BOTTOM SILL.

73-D9 REMOVE EXISTING VERTICAL STEEL CHANNELS FROM TOP OF EXISTING
WINDOW DOWN TO TOP OF EXISTING STORM WALL.

73-D10 REMOVE EXISTING HORIZONTAL STEEL CHANNEL AND THE CONNECTING
HORIZONTAL STEEL ANGLES. TYPICAL THE LENGTH OF WINDOW STRING.

73-D11 REMOVE EXISTING HORIZONTAL STEEL SILL CHANNEL AND THE CONNECTING
HORIZONTAL STEEL ANGLE. TYPICAL THE LENGTH OF WINDOW STRING.

73-D12 REMOVE EXISTING HORIZONTAL STEEL HEAD CHANNEL AND THE CONNECTING
HORIZONTAL STEEL ANGLE. TYPICAL THE LENGTH OF WINDOW STRING.

73-D13 REMOVE AND SALVAGE INFILL PANEL AND FLASHING FROM EXISTING STORM
WALL TO WINDOW SILL. TYPICAL THE LENGTH OF WINDOW STRING.

73-D14 REMOVE AND SALVAGE EXISTING LOUVER

 1/4" = 1'-0"
A1

BUILDING 73 - DEMOLITION ELEVATION - EAST (AREA A)

 1/4" = 1'-0"
C1

BUILDING 73 - DEMOLITION ELEVATION - EAST (AREA B)
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73-D2 73-D2 73-D2 73-D2 73-D2 73-D2 73-D2 73-D2

EAVE

29' - 8 1/2"+/-

LOWER
LEVEL

0' - 0"+/-

RIDGE

34' - 0"+/-

EXISTING
HANGAR
DOOR
SUPPORTS
TO
REMAIN

DS DS DS DS
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73

UPPER LEVEL

MID LEVEL

73-D3

LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

GENERAL DEMOLITION NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY
OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSION IN FIELD.
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BUILDING 73 - DEMOLITION ELEVATION - SOUTH

KEYNOTES - DEMOLITION - BLDG 73
73-D2 REMOVE RUSTED PORTION OF EXISTING METAL PANEL AT EXISTING

WINDOW HEAD

73-D3 REMOVE RUSTED PORTION OF EXISTING METAL PANEL AT EXISTING
WINDOW SILL

73-D4 REMOVE EXISTING WINDOW FROM STRUCTURE. REMOVE AND DISPOSE OF
EXISTING GLAZING. PREPARE FOR REGLAZING. REMOVE EXISTING WINDOW
FINISH DOWN TO BARE METAL. PREPARE TO RECIEVE FINISH.

73-D5 EXISTING METAL LOUVER TO REMAIN.
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DS

73-D473-D473-D473-D473-D473-D4

EXISTING OVERHEAD COILING DOOR
BEHIND HANGAR DOOR TO REMAIN

WINDOWS AND FRAMES
NOT IN CONTRACT

EXISTING HANGAR
DOOR SUPPORTS
TO REMAIN

EAVE
29' - 8 1/2"+/-

LOWER
LEVEL

RIDGE
34' - 0"

0' - 0"+/-

UPPER LEVEL

MID LEVEL

EAVE
29' - 8 1/2"+/-

LOWER
LEVEL

RIDGE
34' - 0"

EXISTING HANGAR
DOOR SUPPORTS
TO REMAIN

EXISTING ROOF
OVER HANGAR
DOORS TO REMAIN

73-D473-D473-D473-D473-D473-D4

EXISTING OVERHEAD COILING DOOR  BEHIND
HANGAR DOOR TO REMAIN

0' - 0"+/-

UPPER LEVEL

MID LEVEL

LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

GENERAL DEMOLITION NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY
OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73 BASED
ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSION IN FIELD.
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A1
BUILDING 73 - DEMOLITION ELEVATION - WEST (AREA A)

 1/4" = 1'-0"
C1

BUILDING 73 - DEMOLITION ELEVATION - WEST (AREA B)

KEYNOTES - DEMOLITION - BLDG 73
73-D4 REMOVE EXISTING WINDOW FROM STRUCTURE. REMOVE AND DISPOSE OF

EXISTING GLAZING. PREPARE FOR REGLAZING. REMOVE EXISTING WINDOW
FINISH DOWN TO BARE METAL. PREPARE TO RECIEVE FINISH.
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TO REMAIN

EXISTING OVERHEAD
COILING DOOR BEHIND
HANGAR DOORS TO REMAIN

EXISTING OVER  HEAD
COILING DOOR BEHIND
HANGAR DOORS TO REMAIN

73-A1
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UP DOOR

73-A4

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. VERIFY ALL DIMENSIONS IN FIELD.
3. CONDITION OF EXISTING WINDOWS OF BUILDING

73 BASED ON VISUAL ASSESSMENT DATED MARCH
2012.

4. PAINT IS TO MATCH EXISTING ADJACENT
SURFACE IN COLOR, FINISH AND TEXTURE.

5. EXISTING OPERABLE WINDOWS 73-A, 73-C AND 73-
D SHALL BE REPAIRED TO BE IN OPERABLE
CONDITION AND THEN PERMANENTLY SEALED IN
CLOSED POSITION WITH SEALANT.

FLOOR PLAN LEGEND
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NEW CONSTRUCTION
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BUILDING 73 - FLOOR PLAN - LOWER LEVEL

1/8" = 1'-0"
0 4'-0" 8'-0" 16'-0"

KEYNOTES - FLOOR PLAN -

BLDG 73
73-A1 APPLY FINISH ON WINDOW IN ITS ENTIRETY INCLUDING FRAME,

SASH, MUNTINS AND MULLIONS. INSTALL SCHEDULED GLAZING
INTO FRAME OPENING.

73-A4 EXISTING METAL LOUVER TO REMAIN.
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GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. VERIFY ALL DIMENSIONS IN FIELD.
3. CONDITION OF EXISTING WINDOWS OF BUILDING

73 BASED ON VISUAL ASSESSMENT DATED MARCH
2012.

4. PAINT IS TO MATCH EXISTING ADJACENT
SURFACE IN COLOR, FINISH AND TEXTURE.

5. EXISTING OPERABLE WINDOWS 73-A, 73-C AND 73-
D SHALL BE REPAIRED TO BE IN OPERABLE
CONDITION AND THEN PERMANENTLY SEALED IN
CLOSED POSITION WITH SEALANT.
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73- FLOOR PLAN - MID LEVEL

KEYNOTES - FLOOR PLAN -

BLDG 73
73-A1 APPLY FINISH ON WINDOW IN ITS ENTIRETY INCLUDING

FRAME, SASH, MUNTINS AND MULLIONS. INSTALL
SCHEDULED GLAZING INTO FRAME OPENING.

73-A2 REPAIR METAL WALL PANEL WITH LIKE MATERIAL TO
MATCH EXISTING. PAINT RUST REPAIR AREA, TYPICAL

73-A3 REPAIR METAL WALL PANEL AT SILL WITH LIKE MATERIAL
TO MATCH EXISTING. PAINT RUST REPAIR AREA, TYPICAL

73-A5 REPLACE HORIZONTAL STEEL CHANNEL AT WINDOW HEAD,
INTERMEDIATE HEAD/SILL AND BOTTOM SILL ENTIRE
LENGTH OF WALL.

73-A6 REPLACE WINDOW JAMB STEEL. PRIME AND PAINT

73-A7 REPLACE HORIZONTAL ANGLES AT INTERMEDIATE
HEAD/SILL ENTIRE LENGTH OF WALL.

73-A9 INSTALL METAL HINGE TO MATCH DEMOLISHED EXISTING.
PRIME AND PAINT

73-A11 REINSTALL SALVAGED INFILL PANEL AND FLASHING AFTER
STRUCTURE IS REBUILT. PRIME AND PAINT.
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GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. VERIFY ALL DIMENSIONS IN FIELD.
3. CONDITION OF EXISTING WINDOWS OF BUILDING

73 BASED ON VISUAL ASSESSMENT DATED MARCH
2012.

4. PAINT IS TO MATCH EXISTING ADJACENT
SURFACE IN COLOR, FINISH AND TEXTURE.

5. EXISTING OPERABLE WINDOWS 73-A, 73-C AND 73-
D SHALL BE REPAIRED TO BE IN OPERABLE
CONDITION AND THEN PERMANENTLY SEALED IN
CLOSED POSITION WITH SEALANT.
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BUILDING 73 - FLOOR PLAN - UPPER LEVEL

KEYNOTES - FLOOR PLAN -

BLDG 73
73-A1 APPLY FINISH ON WINDOW IN ITS ENTIRETY INCLUDING

FRAME, SASH, MUNTINS AND MULLIONS. INSTALL
SCHEDULED GLAZING INTO FRAME OPENING.

73-A2 REPAIR METAL WALL PANEL WITH LIKE MATERIAL TO
MATCH EXISTING. PAINT RUST REPAIR AREA, TYPICAL

73-A3 REPAIR METAL WALL PANEL AT SILL WITH LIKE MATERIAL
TO MATCH EXISTING. PAINT RUST REPAIR AREA, TYPICAL
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73-E273-E2

EXISTING HANGAR
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EAVE

29' - 8 1/2"+/-

LOWER
LEVEL
0' - 0"+/-

RIDGE

34' - 0"+/-
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5"

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. PAINT IS TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, FINISH, AND TEXTURE

4. EXISTING OPERABLE WINDOWS 73-A, 73-C AND 73-D
SHALL BE REPAIRED TO BE IN OPERABLE CONDITION
AND THEN PERMANENTLY SEALED WITH SEALANT IN
CLOSED POSITION.
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BUILDING 73 - EXTERIOR ELEVATION - NORTH

0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS - BLDG 73
73-E1 PAINT WINDOW IN ITS ENTIRETY INCLUDING FRAME, SASH, MUNTINS AND MULLIONS. REINSTALL

SCHEDULED GLAZING INTO FRAME OPENINGS.

73-E2 REPAIR EXISTING METAL WALL PANEL WITH LIKE MATERIAL TO MATCH EXISTING. PAINT RUST REPAIR
AREA, TYPICAL

73-E3 REPAIR METAL WALL PANEL AT SILL WITH LIKE MATERIAL TO MATCH EXISTING. PAINT RUST REPAIR
AREA, TYPICAL

73-E4 EXISTING METAL LOUVER TO REMAIN.
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EAVE

29' - 8 1/2" +/-

LOWER
LEVEL
0' - 0" +/-

RIDGE

34' - 0" +/-

EXISTING HANGAR
DOOR SUPPORTS
BEYOND TO
REMAIN

DS
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DS
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TYP ALL WINDOWS MID LEVEL
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73-E9 73-E9 TYPTYP

TYP

B1

73-A-603

A1

73-A-603

TYP ALL WINDOWS MID LEVEL

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. PAINT IS TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, FINISH, AND TEXTURE

4. EXISTING OPERABLE WINDOWS 73-A, 73-C AND 73-D
SHALL BE REPAIRED TO BE IN OPERABLE CONDITION
AND THEN PERMANENTLY SEALED WITH SEALANT IN
CLOSED POSITION.
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KEYNOTES - EXTERIOR ELEVATIONS -

BLDG 73
73-E1 PAINT WINDOW IN ITS ENTIRETY INCLUDING FRAME, SASH, MUNTINS AND MULLIONS.

REINSTALL SCHEDULED GLAZING INTO FRAME OPENINGS.

73-E2 REPAIR EXISTING METAL WALL PANEL WITH LIKE MATERIAL TO MATCH EXISTING.
PAINT RUST REPAIR AREA, TYPICAL

73-E4 EXISTING METAL LOUVER TO REMAIN.

73-E5 REPLACE HORIZONTAL STEEL CHANNEL AT WINDOW HEAD, INTERMEDIATE
HEAD/SILL AND BOTTOM SILL ENTIRE LENGTH OF WALL.

73-E6 REPLACE WINDOW JAMB STEEL. PRIME AND PAINT

73-E7 REPLACE HORIZONTAL ANGLES AT INTERMEDIATE HEAD/SILL ENTIRE LENGTH OF
WALL. PRIME AND PAINT

73-E9 INSTALL METAL HINGE TO MATCH EXISTING. PRIME AND PAINT.

73-E10 REPLACE HORIZONTAL ANGLE AT BOTTOM SILL ENTIRE LENGTH OF WALL. PRIME
AND PAINT.

0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0" 1/4" = 1'-0"

A1
BUILDING 73 - EXTERIOR ELEVATION - EAST (AREA A)

 1/4" = 1'-0"
C1

BUILDING 73 - EXTERIOR ELEVATION - EAST (AREA B)
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73-E2

73-E2

73-E2

EXISTING
HANGAR
DOOR
SUPPORTS
TO REMAIN

DS DS DS DS

73-E1 73-E1 73-E1

73-E2

73-E1 73-E1 73-E1 73-E1 73-E1 73-E1 73-E1

73-E2

73-E1

73-E1 73-E2

73-E1 73-E1

73-E273-E2

73-E1 73-E1
73-E2
73-E1 73-E1

73-E173-E4 73-E173-E173-E173-E173-E4 73-E173-E173-E173-E173-E4 73-E173-E173-E1

73-D73-D73-D73-D73-D 73-D 73-D 73-D 73-D 73-D 73-D73-D73-D73-D73-D73-D73-D73-D

73-F73-F73-F73-F73-F73-F 73-F 73-F 73-F 73-F 73-F 73-F

EAVE

29' - 8 1/2"+/-

LOWER
LEVEL

0' - 0"+/-

RIDGE

34' - 0"+/-

73

UPPER LEVEL

MID LEVEL

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. PAINT IS TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, FINISH, AND TEXTURE

4. EXISTING OPERABLE WINDOWS 73-A, 73-C AND 73-D
SHALL BE REPAIRED TO BE IN OPERABLE CONDITION
AND THEN PERMANENTLY SEALED WITH SEALANT IN
CLOSED POSITION.

LEGEND

INDICATES CONSTRUCTION TO REMAIN

 NEW CONSTRUCTION
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0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0" 1/4" = 1'-0"

A1
BUILDING 73 - EXTERIOR ELEVATION - SOUTH

KEYNOTES - EXTERIOR ELEVATIONS -

BLDG 73
73-E1 PAINT WINDOW IN ITS ENTIRETY INCLUDING FRAME, SASH, MUNTINS AND

MULLIONS. REINSTALL SCHEDULED GLAZING INTO FRAME OPENINGS.

73-E2 REPAIR EXISTING METAL WALL PANEL WITH LIKE MATERIAL TO MATCH
EXISTING. PAINT RUST REPAIR AREA, TYPICAL

73-E4 EXISTING METAL LOUVER TO REMAIN.
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NOT IN CONTRACT
WINDOWS AND FRAMES

DS

73-E1 73-E1 73-E1 73-E1 73-E1 73-E1

EXISTING HANGAR
DOOR SUPPORTS
TO REMAIN

73-A 73-A 73-A 73-A 73-A 73-A

EAVE
29' - 8 1/2"+/-

LOWER
LEVEL

RIDGE
34' - 0"

0' - 0"+/-
EXISTING OVERHEAD COILING DOOR BEHIND
HANGAR DOOR REMAIN

UPPER LEVEL

MID LEVEL

EXISTING HANGAR
DOOR SUPPORTS
TO REMAIN

EXISTING ROOF
OVER HANGAR
DOORS TO
REMAIN

EXISTING OVERHEAD COILING DOOR
BEHIND HANGAR DOOR TO REMAIN

73-E1 73-E1 73-E1 73-E173-E1 73-E1

EAVE
29' - 8 1/2"+/-

LOWER
LEVEL

RIDGE
34' - 0"

0' - 0"+/-

73-C73-C73-C73-C
73-C73-C

UPPER LEVEL

MID LEVEL

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. PAINT IS TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, FINISH, AND TEXTURE

4. EXISTING OPERABLE WINDOWS 73-A, 73-C AND 73-D
SHALL BE REPAIRED TO BE IN OPERABLE CONDITION
AND THEN PERMANENTLY SEALED WITH SEALANT IN
CLOSED POSITION.
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INDICATES CONSTRUCTION TO REMAIN
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0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS

- BLDG 73
73-E1 PAINT WINDOW IN ITS ENTIRETY INCLUDING FRAME, SASH, MUNTINS AND

MULLIONS. REINSTALL SCHEDULED GLAZING INTO FRAME OPENINGS.

 1/4" = 1'-0"
A1

BUILDING 73 - EXTERIOR ELEVATION - WEST (AREA A)

 1/4" = 1'-0"
C1

BUILDING 73 - EXTERIOR ELEVATION - WEST (AREA B)
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REMOVE AND SALVAGEREMOVE
AND SALVAGE EXISTING METAL
WINDOW FRAME

EXISTING PREFINISHED
METAL FLASHING

EXISTING
PREFINISHED METAL
CLOSURE

EXISTING FLEXIBLE
CLOSURE STRIP

EXISTING CORRUGATED
METAL SIDING

EXISTING VERTICAL
STEEL ANGLE BEYOND

EXISTING HORIZONTAL
STEEL ANGLE

EXISTING VINYL-
FACED BATT
INSULATION

REMOVE EXISTING GLAZING
AND GLAZING PUTTY

REMOVE AND SALVAGE EXISTING
METAL WINDOW FRAME

EXISTING SEALANT

EXISTING PREFINISHED
METAL CLOSURE

EXISTING
CORRUGATED METAL
SIDING

EXISTING
HORIZONTAL STEEL
ANGLE BELOW

EXISTING VINYL-
FACED BATT
INSULATION

EXISTING STEEL ANGLE

REMOVE EXISTING GLAZING AND
GLAZING PUTTY

EXISTING FLEXIBLE
CLOSURE STRIP

EXISTING
CORRUGATED
METAL SIDING

EXISTING VERTICAL STEEL
ANGLE BEYOND

EXISTING HORIZONTAL
STEEL ANGLE

EXISTING VINYL-FACED
BATT INSULATION

REMOVE AND SALVAGE EXISTING
METAL WINDOW FRAME

EXISTING PREFINISHED
METAL FLASHING

EXISTING PREFINISHED
METAL CLOSURE

EXISTING CONT METAL
CLIP

REMOVE EXISTING GLAZING AND
GLAZING PUTTY

REMOVE AND SALVAGE
EXISTING METAL WINDOW
FRAME
EXISTING VERTICAL STEEL
CHANNEL

REMOVE AND DISPOSE OF EXISTING
STEEL CHANNEL

REMOVE  AND DISPOSE OF
EXISTING STEEL ANGLE
AROUND WINDOW OPENING

REMOVE EXISTING GLAZING
AND GLAZING PUTTY

BLDG 73 - EXISTING

EXISTING VERTICAL
CHANNEL BEYOND

REMOVE AND SALVAGE
EXISTING METAL
WINDOW FRAME

EXISTING HORIZONTAL
STEEL CHANNEL BELOW

EXISTING VERTICAL
STEEL CHANNEL

EXISTING STEEL ANGLE
AROUND WINDOW OPENING

REMOVE EXISTING
GLAZING AND GLAZING
PUTTY

BLDG 73 - EXISTING

REMOVE AND SALVAGE
EXISTING METAL
WINDOW FRAMES

EXISTING HORIZONTAL
STEEL CHANNEL BELOW

REMOVE AND DISPOSE OF
EXISTING BACK TO BACK
VERTICAL STEEL CHANNELS

REMOVE EXISTING SEALANT
AND BACKER ROD,
CONTINUOUS

EXISTING STEEL
ANGLE AROUND
WINDOW OPENING

REMOVE EXISTING
GLAZING AND GLAZING
PUTTY

BLDG 73 - EXISTING

 REMOVE AND SALVAGE
EXISTING METAL WINDOW FRAME

REMOVE AND DISPOSE OF
EXISTING STEEL CHANNEL

EXISTING SHEET METAL
PANEL, TO REMAIN

EXISTING VERTICAL
STEEL CHANNEL

REMOVE AND DISPOSE OF
EXISTING STEEL ANGLE
AROUND WINDOW OPENING

REMOVE EXISTING GLAZING AND
GLAZING PUTTY

BLDG 73 - EXISTING

GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. REMOVE ALL EXISTING WINDOWS FROM EXISTING

OPENINGS FOR REPAIR.
5. REMOVE ALL EXISTING GLAZING FROM WINDOW

SYSTEM. PREPARE TO RECEIVE SCHEDULED
GLAZING.

REMOVE AND SALVAGE EXISTING
METAL WINDOW FRAME

EXISTING HORIZONTAL
STEEL CHANNEL

EXISTING VERTICAL
STEEL CHANNEL

EXISTING STEEL ANGLE
AROUND WINDOW OPENING

REMOVE EXISTING
GLAZING AND
GLAZING PUTTYBLDG 73 - EXISTING

REMOVE AND SALVAGE
EXISTING METAL
WINDOW FRAME

EXISTING STEEL " T "
SECTION, FINISH TO
MATCH WINDOW FRAME

EXISTING HORIZONTAL
STEEL ANGLE BELOW

REMOVE EXISTING
GLAZING AND GLAZING
PUTTY

REMOVE AND SALVAGE
EXISTING METAL
WINDOW FRAME

EXISTING VERTICAL
STEEL CHANNEL BEYOND

REMOVE AND DISPOSE OF
EXISTING HORIZONTAL
STEEL CHANNEL

REMOVE AND DISPOSE OF
EXISTING STEEL ANGLES

REMOVE EXISTING
GLAZING AND GLAZING
PUTTY

BLDG 73 - EXISTING METAL WINDOW

EXISTING
CONCRETE
STORM WALLBLDG 73 - TOP OF EXISTING

REMOVE AND
SALVAGE INFILL
PANEL

REMOVE AND
SALVAGE
FLASHING

REMOVE AND
DISPOSE OF
EXISTING VERTICAL
STEEL CHANNELS
BEYOND AND
ASSOCIATED
ANCHORS

REMOVE AND DISPOSE OF
EXISTING STEEL ANGLE
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 6" = 1'-0"
C4

EXISTING WINDOW HEAD DETAIL - BLDG 73

 6" = 1'-0"
A4

EXISTING WINDOW JAMB DETAIL - BLDG 73

 6" = 1'-0"
B4

EXISTING WINDOW SILL DETAIL - BLDG 73

0 1" 2" 4"
6" = 1'-0"

 6" = 1'-0"
A3

METAL WINDOW SILL DETAIL
 6" = 1'-0"

A1
METAL WINDOW JAMB DETAIL

 6" = 1'-0"
A2

METAL WINDOW JAMB DETAIL

 6" = 1'-0"
C3

METAL WINDOW HEAD DETAIL

0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0"

 6" = 1'-0"
D1

METAL WINDOW JAMB DETAIL

 6" = 1'-0"
B1

BLDG 73 - EXISTING MULLION DETAIL

 6" = 1'-0"
B3

INTERMEDIATE SILL/HEAD DETAIL 6" = 1'-0"
B2

CONCRETE STORM WALL DETAIL
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GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. FINISH WINDOW SYSTEM IN ITS ENTIRETY INCLUDING:

FRAMES, SASHES, MUNTINS AND MULLIONS.
5. ALL EXISTING OPERABLE WINDOWS SHALL BE

REPAIRED TO BE IN OPERABLE CONDITION.

GLAZING SCHEDULE

G2 1/8" CLEAR ANNEALED WITH FRAGMENT
RETENTION FILM

C6 x 8.2 HORIZONTAL STEEL
CHANNEL, PRIME AND PAINT

EXISTING SHEET
METAL PANEL TO
REMAIN

EXISTING
VERTICAL STEEL
CHANNEL

EXISTING METAL WINDOW FRAME -
REINSTALLED IN OPENING

L2 1/2" x 2 1/2" x 3/16"
HORIZONTAL STEEL ANGLE,
PRIME AND PAINT

SCHEDULED GLAZING AND
GLAZING PUTTY

SEALANT, CONTINUOUS

1/2" DIA BOLT AT 12"
OC

TYPE COUNT HEIGHTWIDTH MATERIAL NOTES

BUILDING 73 -  WINDOW SCHEDULE

73-A 12 3'-2 1/2" 4'-8 1/2"

73-B 6 6'-2 1/2"

73-C 12

73-D 36

73-E 72 EXIST MET4'-8 3/4"

73-F 12 5'-4 1/2"

3'-2 1/2"

3'-2 1/2"

3'-2 1/2"

3'-6 1/2"

3'-2 1/2"

4'-4"

4'-8 1/2"

EXIST MET

EXIST MET

EXIST MET

EXIST MET

EXIST MET

EXISTING VERTICAL STEEL
CHANNEL

EXISTING VERTICAL
CHANNEL BEYOND

EXISTING METAL WINDOW FRAME -
REINSTALLED IN OPENING

L2 1/2" x 2 1/2" x 3/16" STEEL ANGLE,
HORIZONTAL, PRIME AND PAINT

C6 x 8.2 STEEL CHANNEL,
HORIZONTAL, PRIME AND
PAINTED

SCHEDULED GLAZING AND
GLAZING PUTTY

BLDG 73 - EXISTING

SEALANT, CONTINUOUS

1/2" DIA BOLT AT 12" OC

EXISTING PREFINISHED
METAL FLASHING

EXISTING PREFINISHED
METAL CLOSURE

EXISTING FLEXIBLE
CLOSURE STRIP

EXISTING CORRUGATED
METAL SIDING

EXISTING METAL WINDOW
FRAME - REINSTALLED IN
OPENING

EXISTING VERTICAL
STEEL ANGLE BEYOND

EXISTING HORIZONTAL
STEEL ANGLE

EXISTING VINYL-
FACED BATT
INSULATION

SCHEDULED GLAZING
GLAZING PUTTY

SEALANT, CONTINUOUS

SEALANT

EXISTING PREFINISHED
METAL CLOSURE

EXISTING
CORRUGATED METAL
SIDING

EXISTING  STEEL
ANGLE BELOW

EXISTING VINYL-
FACED BATT
INSULATION

EXISTING METAL WINDOW FRAME
- REINSTALLED IN OPENING

EXISTING STEEL ANGLE

SCHEDULED GLAZING

GLAZING PUTTY

EXISTING FLEXIBLE
CLOSURE STRIP

EXISTING
CORRUGATED
METAL SIDING

EXISTING PREFINISHED
METAL FLASHING
EXISTING PREFINISHED
METAL CLOSURE

EXISTING CONT METAL
CLIP

EXISTING METAL WINDOW FRAME -
REINSTALLED IN OPENING

EXISTING VERTICAL STEEL
ANGLE BEYOND

EXISTING HORIZONTAL
STEEL ANGLE

EXISTING VINYL-FACED
BATT INSULATION

SCHEDULED GLAZING

GLAZING PUTTY

SEALANT, CONTINUOUS

3'-6 1/2" +/-

4'
-8

 3
/4

" 
+/

-

3'-2 1/2" +/-

6'
-2

 1
/2

" 
+/

-

3'-2 1/2" +/-

4'
-8

 1
/2

" 
+/

-

73-A 73-B 73-C 73-D

73-E 73-F

G2

G2
G2

G2

G2

A3

73-A-602

C4

73-A-603

A2

73-A-602

C3

73-A-602

C4

73-A-602
C4

73-A-602
C4

73-A-602

C4

73-A-602

C4

73-A-602

B4

73-A-602

B4

73-A-602

B4

73-A-602

B4

73-A-602

B4

73-A-602

A4

73-A-602

A4

73-A-602
A4

73-A-602

A4

73-A-602

A4

73-A-602

G2

3'-2 1/2" +/-

5'
-4

 1
/2

" 
+/

-

B4

73-A-603

B3

73-A-603

4'
-8

 1
/2

" 
+/

-

3'-2 1/2" +/-

4'
-4

" 
+/

-

3'-2 1/2" +/-

HORIZONTAL
WINDOW
PIVOT POINT

HORIZONTAL
WINDOW
PIVOT POINT

HORIZONTAL
WINDOW
PIVOT POINT

B3

73-A-602

TYP

TYP

TYP

TYP
TYP

TYP

EXISTING METAL WINDOW FRAME
- REINSTALLED IN OPENING

HORIZONTAL STEEL
CHANNEL BELOW

EXISTING VERTICAL
STEEL CHANNEL

EXISTING STEEL ANGLE
AROUND WINDOW OPENING

GLAZING PUTTY

SCHEDULED
GLAZING

SEALANT, CONTINUOUS

GLAZING AND
GLAZING
PUTTY

SEALANT,
CONTINUOUS

EXISTING METAL
WINDOW FRAME -
REINSTALLED IN
OPENING

C6 x 8.2 HORIZONTAL STEEL
CHANNEL, PRIME AND PAINT

L2 1/2" x 2 1/2" x 3/16"
HORIZONTAL STEEL ANGLE,
PRIME AND PAINT

SCHEDULED  GLAZING
AND GLAZING PUTTY

BLDG 73 - METAL WINDOW

SEALANT, CONTINUOUS

SCHEDULED GLAZING
AND GLAZING PUTTY

1/2" DIA BOLT AT 12" OC

EXISTING METAL WINDOW FRAME -
REINSTALLED IN OPENING
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BLDG 73 - METAL WINDOW HEAD DETAIL

 6" = 1'-0"
A3

METAL WINDOW SILL DETAIL (AREA A)

 6" = 1'-0"
C4

WINDOW HEAD DETAIL - BLDG 73

 6" = 1'-0"
A4

WINDOW JAMB DETAIL - BLDG 73

 6" = 1'-0"
B4

WINDOW SILL DETAIL - BLDG 73
 1/4" = 1'-0"

B1
BUILDING 73 - EXISTING WINDOW ELEVATIONS

 6" = 1'-0"
A2

BLDG 73 - METAL WINDOW JAMB DETAIL

0 1" 2" 4"
6" = 1'-0"

0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0"

 6" = 1'-0"
B3

INTERMEDIATE SILL/HEAD DETAIL (AREA A)
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EXISTING METAL WINDOW FRAME -
REINSTALLED IN OPENING

EXISTING STEEL " T " SECTION, FINISH
TO MATCH WINDOW FRAME

STEEL ANGLE BELOW

SCHEDULED GLAZING AND
GLAZING PUTTY - TYPICAL
BOTH SIDES

SEALANT,
CONTINUOUS

EXISTING METAL WINDOW FRAME -
REINSTALLED IN OPENING

CHANNEL BELOW

EXISTING STEEL CHANNEL

EXISTING STEEL ANGLE AROUND WINDOW OPENING

SCHEDULED GLAZING AND GLAZING PUTTY

SEALANT, CONTINUOUS

HORIZONTAL STEEL
CHANNEL BELOW

BACK TO BACK C6 x 8.2 STEEL
CHANNELS, VERTICAL, PRIME
AND PAINT

SEALANT AND BACKER
ROD, CONT

EXISTING METAL WINDOW FRAME -
REINSTALLED IN OPENINGS

EXISTING STEEL
ANGLE AROUND
WINDOW OPENING

SCHEDULED GLAZING
AND GLAZING PUTTY

SEALANT, CONTINUOUS

SEALANT,
CONTINUOUS

SPACER

BASE PLATE SITTING
ON CONCRETE STORM
WALL BELOW

BACK TO BACK C6 x 8.2
VERTICAL STEEL CHANNELS,
PRIME AND PAINT

SEALANT AND
BACKER ROD,
CONTINUOUS

STEEL ANGLE
AROUND BELOW

7/8" 3 1/8" 3 1/8" 7/8"

7/
8"

5 
1/

4"

ADHESIVE ANCHORS
BELOW

A1

73-A-603

AT STEEL PLATE
AND STORM WALL

C6x8.2 HORIZONTAL
STEEL CHANNEL, PRIME
AND PAINT

EXISTING METAL WINDOW FRAME -
REINSTALLED IN OPENING

L2 1/2x2 1/2x 3/16 STEEL ANGLE,
PRIME AND PAINT

SCHEDULED GLAZING
AND GLAZING PUTTY

SEALANT, CONTINUOUS

C6x8.2 VERTICAL STEEL CHANNEL(S)
JAMB, PRIME AND PAINT

EXISTING ROOF TRUSS
GIRDER

L6x4x3/8 (LLV) x 4" STEEL ANGLE
- WELD TO EXISTING GIRDER,
PRIME AND PAINT

1/2" DIA BOLT.  PROVIDE 9/16"x2"
VERTICAL SLOT IN ANGLE ONLY

3/16

EXISTING CONCRETE STORM WALL

BLDG 73 - TOP OF

REINSTALL EXISTING SALVAGED
METAL INFILL PANELS AFTER
STRUCTURE IS REBUILT

REINSTALL EXISTING SALVAGED
SILL FLASHING AFTER
STRUCTURAL IS REBUILT

C6x8.2 STEEL CHANNEL(S)
BEYOND, PRIME AND
PAINT

1/2" DIA ADHESIVE
ANCHOR WITH 4 1/2"
EMBEDMENT

3/8" x 8" x 6 1/8" BASE PLATE
SITTING ON CONCRETE STORM
WALL BELOW, SIM AS
REQUIRED. PRIME AND PAINT SEALANT CONTINUOUS

PERIMETER OF PANEL

SEALANT, CONTINUOUS

L2 1/2" x 2 1/2" x 3/16" STEEL ANGLE,
HORIZONTAL, PRIME AND PAINT

C3

73-A-603

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 73
BASED ON VISUAL ASSESSMENT DATED MARCH 2012.
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 6" = 1'-0"
B4

BLDG 73 - MULLION DETAIL

0 1" 2" 4"
6" = 1'-0"

 6" = 1'-0"
B3

BLDG 73 - METAL WINDOW JAMB DETAIL 3

 6" = 1'-0"
C4

BLDG 73 - METAL WINDOW JAMB DETAIL 2 (AREA B)
 6" = 1'-0"

C3
BLDG 73 - METAL WINDOW JAMB ANCHORAGE DETAIL 1 (AREA B)

 6" = 1'-0"
B1

BLDG 73 - METAL WINDOW JAMB ANCHORAGE

 6" = 1'-0"
A1

CONCRETE STORM WALL DETAIL (AREA B)
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 223 BASED
ON VISUAL ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. EXISTING WHITE PAINT FOUND ON THE INTERIOR AND

EXTERIOR OF WINDOWS IN BUILDING 223 HAS BEEN
IDENTIFIED AS CONTAINING LEAD. SEE ACM SURVEY DATED
NOVEMBER 30, 2013 FOR MORE INFORMATION.

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED
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BUILDING 223 - DEMOLITION FLOOR PLAN
0 4'-0" 8'-0" 16'-0"

1/8" = 1'-0"

KEYNOTES - DEMOLITION - BLDG 223
223-D9 REMOVE AND SALVAGE EXISTING METAL LOUVER AND METAL PANEL. STRIP,

CLEAN AND PREPARE EXISTING LOUVER AND PANEL TO RECEIVE FINISH.

223-D23 REMOVE AND SALVAGE EXISTING WOOD UPPER SASH, LOWER INTERIOR SASH,
TRANSOM SASH AND GLAZING. EXISTING WOOD WINDOW FRAME AND TRANSOM
FRAME TOBE REPAIRED IN PLACE.
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BUILDING 223
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DS
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ROOF LADDER
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EXISTING DOCK
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223-D1
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223-D25
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223-D25

223-D24

223-D24223-D24

223-D26

GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES AND APPLICABLE NATIONAL PARK
SERVICE GUIDANCE.

2. CONDITION OF EXISTING BUILDING 223 BASED ON VISUAL
ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. WHITE PAINT FOUND ON THE INTERIOR AND EXTERIOR OF

THE WINDOW ON BUILDING 223 HAS BEEN IDENTIFIED AS
CONTAINING LEAD. SEE ACM SURVEY DATED NOVEMBER 30,
2013 FOR MORE INFORMATION

REMOVE LOOSE AND
DELAMINATED EXISTING
STUCCO DOWN TO EXISTING
MASONRY SUBSTRATE.
PROPERLY CLEAN
MASONRY SURFACE. RAKE
OUT MORTAR JOINTS
APPROXIMATELY 5/8" TO
ASSURE GOOD BOND

SCRATCH AND
BROWN COAT

FINISH COAT TO
MATCH EXISTING/
HISTORIC FINISH

C  OF CRACK

6"

6"

EXISTING CRACK

EXISTING
FRAMING

REMOVE LOOSE AND
DELAMINATED  EXISTING
STUCCO DOWN TO EXISTING
METAL LATH. PROPERLY
CLEAN SURFACE OF DEBRIS

SCRATCH AND
BROWN COAT

FINISH COAT TO
MATCH EXISTING/
HISTORIC FINISH

6"

6"

EXISTING CRACK

L C  OF CRACKL

R
E

M
O

V
E

6"

R
E

M
O

V
E

 

6"

UNO
REMOVE STUCCO EDGE TO PILASTER

EXISTING WOOD
WINDOW FRAME TO
BE REMOVED

REMOVE EXISTING RUSTING
IRON ANCHOR. ESTIMATED
LENGTH OF IRON ANCHOR IS NO
GREATER THAN 12" FROM EDGE
OF THE WINDOW OPENING.
THOROUGHLY CLEAN EXISTING
MASONRY OF ALL FERROUS
MATERIAL. PREPARE  MASONRY
SUBSTRATE AND STUCCO FOR
REPAIR.

E
X

IS
T

IN
G

S
T

U
C

C
O

E
X

IS
T

IN
G

S
T

U
C

C
O

ELEVATION VIEW

PLAN VIEW
IRON ANCHOR

GENERAL STUCCO REPAIR

NOTES:

1. BUILDING CONSISTS OF APPROXIMATELY 5,000 SQ FT OF
EXISTING STUCCO. THERE IS  APPROXIMATELY 265 SQ FT OF
DELAMINATION REPAIR WORK AND APPROXIMATELY 57 SQ
FT OF MAJOR CRACK REPAIR WORK TO BE PERFORMED.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 223 BASED
ON VISUAL ASSESSMENT DATED DECEMBER 2012.
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A1

BUILDING 223 - STUCCO DEMOLITION FLOOR PLAN

KEYNOTES - DEMOLITION - BLDG 223
223-D1 REMOVE EXISTING IRON ANCHORS AROUND JAMBS OF WINDOW

OPENINGS. THE IRON ANCHORS MUST BE REMOVED IN A MANNER THAT
CAUSES MINIMAL DAMAGE TO EXISTING WINDOW FRAME AND MASONRY.
THOROUGHLY CLEAN MASONRY OF ALL FERROUS MATERIAL. PREPARE
EXISTING DAMAGED MASONRY AND STUCCO TO RECEIVE STUCCO FINISH.
FOUR LOCATIONS PER SHORT WINDOW, AND SIX LOCATIONS PER WINDOW
WITH TRANSOM, TYPICAL

223-D2 BUILDING CORNER EXISTING STUCCO WALL IS BROKEN OFF. THOROUGHLY
REMOVE LOOSE STUCCO AND CLEAN OFF DEBRIS. PREPARE TO RECEIVE
STUCCO FINISH.

223-D3 MAJOR CRACK ON INSIDE CORNER OF EXISTING STUCCO WALL.
THOROUGHLY REMOVE LOOSE STUCCO AND CLEAN OFF DEBRIS. PREPARE
TO RECEIVE STUCCO FINISH.

223-D4 HOLE IN EXISTING STUCCO FINISH. THOROUGHLY REMOVE LOOSE STUCCO
AND CLEAN OFF DEBRIS. PREPARE TO RECEIVE STUCCO FINISH.

223-D24 REPAIR STUCCO AT EXISTING CRACK. SEE 223-AD-202 FOR LOCATIONS.

223-D25 EXISTING DELAMINATED STUCCO IN NEED OF REPAIR, REMOVE LOOSE
STUCCO AND CLEAN OFF DEBRIS. PREPARE TO RECEIVE STUCCO FINISH.

223-D26 REMOVE AND SALVAGE EXISTING METAL DOWNSPOUT.

 1 1/2" = 1'-0"
C3

STUCCO REPAIR DETAILS

 1 1/2" = 1'-0"
A4

IRON ANCHOR REMOVAL ELEVATION

0 6" 1'-0" 1'-6"
1 1/2" = 1'-0"

15088051
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ROOF

18' - 10 1/2"+/-

GROUND
0' - 0"+/-

223-D23 223-D23 223-D23

EXISTING ROOF
LADDER
BEYOND TO
REMAIN

EXISTING DOCK
BEYOND TO
REMAIN

EXISTING  ROOF OVER
DOCK BEYOND TO
REMAIN ROOF

18' - 10 1/2"+/-

GROUND
0' - 0"+/-

223-D9

EXISTING ROOF LADDER
TO REMAIN

DS 223-D23 DS DS223-D23
223-D23

223-D23
223-D23

223-D23 223-D23 223-D23 223-D23223-D23

ROOF

18' - 10 1/2"+/-

GROUND
0' - 0"+/-DS

223-D23 223-D23 223-D23 223-D23 223-D23 223-D23 223-D23 223-D23

EXISTING ROOF OVER
DOCK TO REMAIN

EXISTING DOCK TO
REMAIN

DS

EXISTING ROOF
LADDER BEYOND
TO REMAIN

ROOF

18' - 10 1/2"+/-

GROUND
0' - 0"+/-

EXISTING ROOF
LADDER BEYOND
TO REMAIN

223-D23 223-D23

EXISTING ROOF OVER
DOCK BEYOND TO
REMAIN

EXISTING DOCK
BEYOND TO
REMAIN

POST OFFICE

GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES AND APPLICABLE NATIONAL PARK
SERVICE GUIDANCE.

2. CONDITION OF EXISTING BUILDING 223 BASED ON VISUAL
ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. WHITE PAINT FOUND ON THE INTERIOR AND EXTERIOR OF

THE WINDOW ON BUILDING 223 HAS BEEN IDENTIFIED AS
CONTAINING LEAD. SEE ACM SURVEY DATED NOVEMBER 30,
2013 FOR MORE INFORMATION

DEMO ELEVATION LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED
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KEYNOTES - DEMOLITION - BLDG 223
223-D9 REMOVE AND SALVAGE EXISTING METAL LOUVER AND METAL PANEL. STRIP,

CLEAN AND PREPARE EXISTING LOUVER AND PANEL TO RECEIVE FINISH.

223-D23 REMOVE AND SALVAGE EXISTING WOOD UPPER SASH, LOWER INTERIOR SASH,
TRANSOM SASH AND GLAZING. EXISTING WOOD WINDOW FRAME AND TRANSOM
FRAME TOBE REPAIRED IN PLACE.

 1/8" = 1'-0"
C1

BUILDING 223 - DEMOLITION ELEVATION - NORTH
 1/8" = 1'-0"

C3
BUILDING 223 - DEMOLITION ELEVATION - WEST

 1/8" = 1'-0"
A3

BUILDING 223 - DEMOLITION ELEVATION - EAST
 1/8" = 1'-0"

A1
BUILDING 223 - DEMOLITION ELEVATION - SOUTH
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223-D4

4 4 15 15 15 451

223-D26

DEMO ELEVATION LEGEND

LIMITS OF EXISTING DELAMINATED STUCCO IN NEED OF

REPAIR. SEE NOTE 223-D25

MAJOR CRACK IN EXISTING STUCCO.SEE NOTE 223-D3. SEE

DETAIL C3/223-AD-101

REPRESENTS AREA OF EXISTING IRON ANCHOR REMOVAL.

SEE DETAIL A4/223-AD-102

XX

NUMBER DENOTES APPROXIMATE AREA IN SQUARE FEET

GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF

HISTORIC PROPERTIES AND APPLICABLE NATIONAL PARK

SERVICE GUIDANCE.

2. CONDITION OF EXISTING BUILDING 223 BASED ON VISUAL

ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.

4. WHITE PAINT FOUND ON THE INTERIOR AND EXTERIOR OF

THE WINDOW ON BUILDING 223 HAS BEEN IDENTIFIED AS

CONTAINING LEAD. SEE ACM SURVEY DATED NOVEMBER 30,

2013 FOR MORE INFORMATION

GENERAL STUCCO REPAIR

NOTES:

1. BUILDING CONSISTS OF APPROXIMATELY 5,000 SQ FT OF

EXISTING STUCCO. THERE IS  APPROXIMATELY 265 SQ FT OF

DELAMINATION REPAIR WORK AND APPROXIMATELY 57 SQ

FT OF MAJOR CRACK REPAIR WORK TO BE PERFORMED.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 223 BASED

ON VISUAL ASSESSMENT DATED DECEMBER 2012.
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 1/8" = 1'-0"
C1

BUILDING 223 - STUCCO DEMOLITION ELEVATION - NORTH

 1/8" = 1'-0"
A1

BUILDING 223 - STUCCO DEMOLITION ELEVATION - SOUTH

 1/8" = 1'-0"
C3

BUILDING 223 - STUCCO DEMOLITION ELEVATION - WEST

 1/8" = 1'-0"
A3

BUILDING 223 - STUCCO DEMOLITION ELEVATION - EAST

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - DEMOLITION - BLDG 223
223-D1 REMOVE EXISTING IRON ANCHORS AROUND JAMBS OF WINDOW OPENINGS. THE

IRON ANCHORS MUST BE REMOVED IN A MANNER THAT CAUSES MINIMAL

DAMAGE TO EXISTING WINDOW FRAME AND MASONRY. THOROUGHLY CLEAN

MASONRY OF ALL FERROUS MATERIAL. PREPARE EXISTING DAMAGED

MASONRY AND STUCCO TO RECEIVE STUCCO FINISH. FOUR LOCATIONS PER

SHORT WINDOW, AND SIX LOCATIONS PER WINDOW WITH TRANSOM, TYPICAL

223-D2 BUILDING CORNER EXISTING STUCCO WALL IS BROKEN OFF. THOROUGHLY

REMOVE LOOSE STUCCO AND CLEAN OFF DEBRIS. PREPARE TO RECEIVE

STUCCO FINISH.

223-D3 MAJOR CRACK ON INSIDE CORNER OF EXISTING STUCCO WALL. THOROUGHLY

REMOVE LOOSE STUCCO AND CLEAN OFF DEBRIS. PREPARE TO RECEIVE

STUCCO FINISH.

223-D4 HOLE IN EXISTING STUCCO FINISH. THOROUGHLY REMOVE LOOSE STUCCO AND

CLEAN OFF DEBRIS. PREPARE TO RECEIVE STUCCO FINISH.

223-D9 REMOVE AND SALVAGE EXISTING METAL LOUVER AND METAL PANEL. STRIP,

CLEAN AND PREPARE EXISTING LOUVER AND PANEL TO RECEIVE FINISH.

223-D26 REMOVE AND SALVAGE EXISTING METAL DOWNSPOUT.

15088053
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GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING
223 BASED ON VISUAL ASSESSMENT DATED
DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. GYPSUM BOARD WALLS AND WINDOW SILLS

DAMAGED AS A RESULT OF REMOVING WINDOW
SASH AND REPAIR OF WINDOW FRAME, TO BE
PATCHED, REPAIRED AND FINISHED TO MATCH
EXISTING.

5. PAINT IS TO MATCH EXISTING ADJACENT PAINTED
SURFACE IN MATERIAL, COLOR, FINISH, AND
TEXTURE.

FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION
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 1/8" = 1'-0"
A1

BUILDING 223 - WINDOW REPLACEMENT FLOOR PLAN
0 4'-0" 8'-0" 16'-0"

1/8" = 1'-0"

KEYNOTES - FLOOR PLAN - BLDG 223
223-A1 INFILL/ PATCH DEMOLISHED ANCHOR BOLT RECESSES IN EXISTING BRICK AND

MORTAR WITH BRICK AND MORTAR TO MATCH. REPAIR, PATCH AND FINISH WITH
STUCCO TO MATCH ADJACENT STUCCO IN MATERIAL, COLOR, TEXTURE AND
FINISH. FOUR LOCATIONS PER SHORT WINDOW, AND SIX LOCATIONS PER WINDOW
WITH TRANSOM, TYPICAL.

223-A2 REINSTALL SALVAGED METAL PANEL AND LOUVER.PAINT SALVAGED METAL
LOUVER AND METAL PANEL TO MATCH WINDOW FRAME.

223-A3 REPAIR, PATCH AND FINISH EXISTING HOLE WITH STUCCO. STUCCO TO MATCH
ADJACENT EXISTING STUCCO IN MATERIAL, COLOR, TEXTURE AND FINISH.

223-A4 REPAIR AND FINISH DAMAGED STUCCO AT CORNER EDGE. STUCCO TO MATCH
ADJACENT EXISTING STUCCO IN MATERIAL, COLOR, TEXTURE AND FINISH.

223-A5 REPAIR, PATCH AND FINISH EXISTING CRACK IN STUCCO. REPAIR, PATCH AND
FINISH EXISTING HOLE WITH STUCCO. STUCCO TO MATCH ADJACENT EXISTING
STUCCO IN MATERIAL, COLOR, TEXTURE AND FINISH.

223-A6 STUCCO REPAIR AT EXISTING CRACK. SEE 223-A-201b FOR LOCATIONS. STUCCO TO
MATCH ADJACENT EXISTING STUCCO IN MATERIAL, COLOR, TEXTURE AND FINISH.

223-A7 REPAIR, PATCH AND FINISH EXISTING DELAMINATION WITH STUCCO. REPAIR,
PATCH AND FINISH EXISTING HOLE WITH STUCCO. STUCCO TO MATCH ADJACENT
EXISTING STUCCO IN MATERIAL, COLOR, TEXTURE AND FINISH.

223-A8 REINSTALL SALVAGED METAL DOWNSPOUT

 1/8" = 1'-0"
A3

BUILDING 223 - STUCCO REPAIR FLOOR PLAN 15088054
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GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. PAINT IS TO MATCH EXISTING ADJACENT PAINTED
SURFACE IN MATERIAL, COLOR, FINISH, AND TEXTURE.

3. CONDITION OF EXISTING BUILDING 223 BASED ON
VISUAL ASSESSMENT DATED DECEMBER 2012.
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 NEW CONSTRUCTION
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 1/8" = 1'-0"
C3

BUILDING 223 - EXTERIOR ELEVATION - WEST

 1/8" = 1'-0"
A1

BUILDING 223 - EXTERIOR ELEVATION - SOUTH

 1/8" = 1'-0"
C1

BUILDING 223 - EXTERIOR ELEVATION - NORTH

 1/8" = 1'-0"
A3

BUILDING 223 - EXTERIOR ELEVATION - EAST

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS - BLDG 223
223-E9 REINSTALL SALVAGED METAL PANEL AND LOUVER. PAINT SALVAGED METAL LOUVER AND METAL

PANEL TO MATCH WINDOW FRAME.
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GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. PAINT IS TO MATCH EXISTING ADJACENT PAINTED
SURFACE IN MATERIAL, COLOR, FINISH, AND TEXTURE.

3. CONDITION OF EXISTING BUILDING 223 BASED ON
VISUAL ASSESSMENT DATED DECEMBER 2012.

ELEVATION LEGEND

AREAS OF STUCCO REPAIR. SEE KEYNOTES FOR TYPE OF
REPAIR.
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BUILDING 223 - STUCCO REPAIR EXTERIOR ELEVATION - EAST

 1/8" = 1'-0"
C1

BUILDING 223 - STUCCO REPAIR EXTERIOR ELEVATION - NORTH

 1/8" = 1'-0"
A1

BUILDING 223 - STUCCO REPAIR EXTERIOR ELEVATION - SOUTH

 1/8" = 1'-0"
C3

BUILDING 223 -  STUCCO REPAIR EXTERIOR ELEVATION - WEST

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS

- BLDG 223
223-E11 INFILL/ PATCH DEMOLISHED ANCHOR BOLT RECESSES IN EXISTING BRICK

AND MORTAR WITH BRICK AND MORTAR TO MATCH.. REPAIR, PATCH AND
FINISH WITH STUCCO TO MATCH ADJACENT STUCCO IN MATERIAL,
COLOR, TEXTURE AND FINISH. FOUR LOCATIONS PER SHORT WINDOW,
AND SIX LOCATIONS PER WINDOW WITH TRANSOM, TYPICAL.

223-E12 REPAIR, PATCH AND FINISH EXISTING HOLE WITH STUCCO. STUCCO TO
MATCH ADJACENT EXISTING STUCCO IN MATERIAL, COLOR, TEXTURE AND
FINISH.

223-E14 REPAIR, PATCH AND FINISH EXISTING CRACK IN STUCCO. REPAIR, PATCH
AND FINISH EXISTING HOLE WITH STUCCO. STUCCO TO MATCH ADJACENT
EXISTING STUCCO IN MATERIAL, COLOR, TEXTURE AND FINISH.

223-E15 REPAIR, PATCH AND FINISH EXISTING DELAMINATION WITH STUCCO.
REPAIR, PATCH AND FINISH EXISTING HOLE WITH STUCCO. STUCCO TO
MATCH ADJACENT EXISTING STUCCO IN MATERIAL, COLOR, TEXTURE AND
FINISH.

223-E16 STUCCO REPAIR PATCH. PATCH AND FINISH WITH STUCCO TO MATCH
ADJACENT EXISTING STUCCO IN MATERIAL, COLOR, TEXTURE AND FINISH.

223-E17 REINSTALL SALVAGED METAL DOWNSPOUT.
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223-R21
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223-R16

(SILL)
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223-R20
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223-R18

X
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223-R10223-R10
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(UPPER SASH -
VERTICAL STILE
AND BOTTOM
RAIL)

(SASH
AND
BOTTOM
RAIL)

223-R23

GENERAL WOOD WINDOW MAINTENANCE AND REPAIR

1. REMOVE CAULK FROM AROUND PERIMETER OF EXISTING WINDOW FRAME. REMOVE PAINT FROM INTERIOR AND EXTERIOR OF EXISTING FRAMES AND TRIM.
2. REMOVE EXISTING LOWER INTERIOR SASH, UPPER SASH AND TRANSOM. REMOVE AND DISPOSE OF EXISTING WEATHERSTRIPPING.
3. DETACH EXISTING SASH CORDS FROM SIDES OF SASH AND PIN ENDS.
4. COVER EXISTING WINDOW OPENING WITH PLYWOOD SHEATHING DURING REPAIRS.
5. REMOVE ALL HARDWARE AND SALVAGE. REMOVE ANY STRAY FASTENERS AND DISPOSE. STRIP PAINT FROM EXISTING LOWER, UPPER AND TRANSOM SASH.

STRIP PAINT FROM EXISTING HARDWARE
6. REMOVE EXISTING SINGLE PANE GLASS AND GLAZING POINTS. CLEAN GLASS FOR REUSE IN SAME OPENING.
7. REALIGN AND TIGHTEN ALL SASH AND MUNTIN JOINTS.
8. SEE INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIRS OF SASH IF NECESSARY.
9. PATCH, SAND AND PRIME SASH. REFINISH SASH WITH PAINT TO MATCH EXISTING PAINT IN  COLOR, TEXTURE AND FINISH.
10. REINSTALL SALVAGED GLASS AND GLAZING POINTS. GLAZING COMPOUND TO MATCH ORIGINAL GLAZING COMPOUND IN MATERIAL, COLOR, TEXTURE AND

FINISH.
11. EVALUATE CONDITION OF JAMBS AND SILLS WHILE SASHES ARE OUT OF THE FRAME. SEE INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIR OF

FRAMES AND SILLS IF NECESSARY.
12. REMOVE ANY STRAY FASTENERS AND DISPOSE. REPAIR AND REFINISH FRAME. PAINT TO MATCH EXISTING PAINT IN COLOR, TEXTURE AND FINISH.
13. REPLACE SASH CORDS WITH NEW ROPES. INSTALL ROLLED VINYL WEATHERSTRIPPING.
14. REINSTALL TRANSOM SASH, UPPER SASH, AND LOWER INTERIOR SASH.
15. CLEAN AND REINSTALL WINDOW HARDWARE.
16. ASSURE WINDOW IS SQUARE, PLUMB AND OPERATING SMOOTHLY.
17. CAULK PERIMETER OF EXISTING WINDOW FRAME. CAULK TO MATCH EXISTING IN MATERIAL, COLOR, TEXTURE AND FINISH.

TYPICAL FOR EXISTING BUILDING 223 WINDOWS

LEGEND

X THIS PANE CONTAINS CRACKED
OR DAMAGED GLAZING

LIMITS OF ROT DAMAGE

LIMITS OF DEFECT AS
DESCRIBED IN KEYNOTE
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WINDOW REPAIR KEYNOTES - BLDG

223
223-R1 SPLIT, CHECKED OR ROTTED SASH – DRY EXISTING WOOD, TREAT

DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD, FILL
CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R2 CONSOLIDATE ROTTED SASH – DRY EXISTING WOOD. SATURATE THE
POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP SURFACE
WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND SAND SMOOTH.

223-R3 DETERIORATED ROTTED SASH – CAREFULLY REMOVE DAMAGED
PORTION OF EXISTING SASH, REPRODUCE DETERIORATED PORTION OF
EXISTING SASH WITH WOOD TO MATCH EXISTING PROFILE. SPLICE
REPRODUCED PART INTO EXISTING MEMBER AND SAND SMOOTH.

223-R5 SPLIT CHECKED OR ROTTED MUNTIN– DRY EXISTING WOOD, TREAT
DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD, FILL
CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R7 SPLIT, CHECKED OR ROTTED JAMB - DRY EXISTING WOOD, TREAT
DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD, FILL
CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R8 CONSOLIDATE ROTTED JAMB - DRY EXISTING WOOD. SATURATE THE
POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP SURFACE
WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND SAND SMOOTH.

223-R9 DETERIORATED ROTTED JAMB - CAREFULLY REMOVE DAMAGED
PORTION OF EXISTING JAMB, REPRODUCE DETERIORATED PORTION OF
EXISTING JAMB WITH WOOD TO MATCH EXISTING PROFILE. SPLICE
REPRODUCED PART INTO EXISTING MEMBER AND SAND SMOOTH.

223-R10 DAMAGED JAMB – SCREEN ANCHORS – DRY EXISTING WOOD, TREAT ANY
DECAYED WOOD WITH FUNGICIDE. WATERPROOF DAMAGED WOOD, FILL
HOLES WITH PUTTY AND SAND SMOOTH.

223-R11 SEPARATED JAMB TRIM – REATTACH SEPARATED JAMB MEMBERS
TOGETHER.

223-R12 SPLIT, CHECKED OR ROTTED SILL - DRY EXISTING WOOD, TREAT
DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD, FILL
CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R13 CONSOLIDATE ROTTED SILL - DRY EXISTING WOOD. SATURATE THE
POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP SURFACE
WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND SAND SMOOTH.

223-R14 DETERIORATED ROTTED SILL - CAREFULLY REMOVE DAMAGED PORTION
OF EXISTING SILL, REPRODUCE DETERIORATED PORTION OF EXISTING
SILL WITH WOOD TO MATCH EXISTING PROFILE. SPLICE REPRODUCED
PART INTO EXISTING MEMBER AND SAND SMOOTH.

223-R15 SEPARATED SASH COMPONENT – REATTACH SEPARATED SASH
MEMBERS TOGETHER.

223-R16 SPLIT, CHECKED OR ROTTED TRANSOM - DRY EXISTING WOOD, TREAT
DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD, FILL
CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R17 CONSOLIDATE ROTTED TRANSOM - DRY EXISTING WOOD. SATURATE THE
POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP SURFACE
WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND SAND SMOOTH.

223-R18 DETERIORATED ROTTED TRANSOM - CAREFULLY REMOVE DAMAGED
PORTION OF EXISTING TRANSOM, REPRODUCE DETERIORATED PORTION
OF EXISTING TRANSOM WITH WOOD TO MATCH EXISTING PROFILE.
SPLICE REPRODUCED PART INTO EXISTING MEMBER AND SAND SMOOTH.

223-R19 SEPARATED TRANSOM COMPONENTS – REATTACH SEPARATED
TRANSOM MEMBERS TOGETHER.

223-R20 SEPARATED JAMB AND HEAD TRIM – REATTACH SEPARATED JAMB AND
HEAD MEMBERS TOGETHER.

223-R21 SEPARATED HEAD TRIM – REATTACH SEPARATED HEAD MEMBERS
TOGETHER.

223-R22 MISSING SILL TRIM – REPRODUCE MISSING PORTION OF EXISTING SILL
TO MATCH EXISTING PROFILE. SPLICE REPRODUCE PART INTO EXISTING
MEMBER AND SAND SMOOTH.

223-R23 REPLACE DAMAGED GLAZING WITH 1/8” SINGLE PANE GLAZING. GLAZING
TO MATCH EXISTING.
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DESCRIBED IN KEYNOTE

GLAZING UNIT TO RECEIVE
TRANSLUCENT FILM ON
INTERIOR FACE OF GLAZING UNIT

F

GENERAL WOOD WINDOW MAINTENANCE AND REPAIR

1. REMOVE CAULK FROM AROUND PERIMETER OF EXISTING WINDOW FRAME. REMOVE PAINT FROM INTERIOR AND EXTERIOR OF EXISTING FRAMES AND TRIM.
2. REMOVE EXISTING LOWER INTERIOR SASH, UPPER SASH AND TRANSOM. REMOVE AND DISPOSE OF EXISTING WEATHERSTRIPPING.
3. DETACH EXISTING SASH CORDS FROM SIDES OF SASH AND PIN ENDS.
4. COVER EXISTING WINDOW OPENING WITH PLYWOOD SHEATHING DURING REPAIRS.
5. REMOVE ALL HARDWARE AND SALVAGE. REMOVE ANY STRAY FASTENERS AND DISPOSE. STRIP PAINT FROM EXISTING LOWER, UPPER AND TRANSOM SASH.

STRIP PAINT FROM EXISTING HARDWARE
6. REMOVE EXISTING SINGLE PANE GLASS AND GLAZING POINTS. CLEAN GLASS FOR REUSE IN SAME OPENING.
7. REALIGN AND TIGHTEN ALL SASH AND MUNTIN JOINTS.
8. SEE INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIRS OF SASH IF NECESSARY.
9. PATCH, SAND AND PRIME SASH. REFINISH SASH WITH PAINT TO MATCH EXISTING PAINT IN  COLOR, TEXTURE AND FINISH.
10. REINSTALL SALVAGED GLASS AND GLAZING POINTS. GLAZING COMPOUND TO MATCH ORIGINAL GLAZING COMPOUND IN MATERIAL, COLOR, TEXTURE AND

FINISH.
11. EVALUATE CONDITION OF JAMBS AND SILLS WHILE SASHES ARE OUT OF THE FRAME. SEE INDIVIDUAL WINDOW NOTES FOR MORE EXTENSIVE REPAIR OF

FRAMES AND SILLS IF NECESSARY.
12. REMOVE ANY STRAY FASTENERS AND DISPOSE. REPAIR AND REFINISH FRAME. PAINT TO MATCH EXISTING PAINT IN COLOR, TEXTURE AND FINISH.
13. REPLACE SASH CORDS WITH NEW ROPES. INSTALL ROLLED VINYL WEATHERSTRIPPING.
14. REINSTALL TRANSOM SASH, UPPER SASH, AND LOWER INTERIOR SASH.
15. CLEAN AND REINSTALL WINDOW HARDWARE.
16. ASSURE WINDOW IS SQUARE, PLUMB AND OPERATING SMOOTHLY.
17. CAULK PERIMETER OF EXISTING WINDOW FRAME. CAULK TO MATCH EXISTING IN MATERIAL, COLOR, TEXTURE AND FINISH.

TYPICAL FOR EXISTING BUILDING 223 WINDOWS
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 1/2" = 1'-0"
D1

223S1-01 -  RENEWAL
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WINDOW REPAIR KEYNOTES - BLDG

223
223-R1 SPLIT, CHECKED OR ROTTED SASH – DRY EXISTING WOOD, TREAT

DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD,
FILL CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R2 CONSOLIDATE ROTTED SASH – DRY EXISTING WOOD. SATURATE THE
POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP
SURFACE WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND
SAND SMOOTH.

223-R3 DETERIORATED ROTTED SASH – CAREFULLY REMOVE DAMAGED
PORTION OF EXISTING SASH, REPRODUCE DETERIORATED PORTION
OF EXISTING SASH WITH WOOD TO MATCH EXISTING PROFILE.
SPLICE REPRODUCED PART INTO EXISTING MEMBER AND SAND
SMOOTH.

223-R5 SPLIT CHECKED OR ROTTED MUNTIN– DRY EXISTING WOOD, TREAT
DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD,
FILL CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R6 MISSING MUNTIN – CAREFULLY REMOVE ANY REMAINING PORTION
OF MISSING MUNTIN, REPRODUCE MISSING PORTION OF MUNTIN
WITH WOOD TO MATCH EXISTING PROFILE. SPLICE REPRODUCED
PART INTO EXISTING SASH AND SAND SMOOTH.

223-R7 SPLIT, CHECKED OR ROTTED JAMB - DRY EXISTING WOOD, TREAT
DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD,
FILL CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R8 CONSOLIDATE ROTTED JAMB - DRY EXISTING WOOD. SATURATE THE
POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP
SURFACE WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND
SAND SMOOTH.

223-R9 DETERIORATED ROTTED JAMB - CAREFULLY REMOVE DAMAGED
PORTION OF EXISTING JAMB, REPRODUCE DETERIORATED PORTION
OF EXISTING JAMB WITH WOOD TO MATCH EXISTING PROFILE.
SPLICE REPRODUCED PART INTO EXISTING MEMBER AND SAND
SMOOTH.

223-R10 DAMAGED JAMB – SCREEN ANCHORS – DRY EXISTING WOOD, TREAT
ANY DECAYED WOOD WITH FUNGICIDE. WATERPROOF DAMAGED
WOOD, FILL HOLES WITH PUTTY AND SAND SMOOTH.

223-R12 SPLIT, CHECKED OR ROTTED SILL - DRY EXISTING WOOD, TREAT
DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED WOOD,
FILL CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R13 CONSOLIDATE ROTTED SILL - DRY EXISTING WOOD. SATURATE THE
POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP
SURFACE WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND
SAND SMOOTH.

223-R14 DETERIORATED ROTTED SILL - CAREFULLY REMOVE DAMAGED
PORTION OF EXISTING SILL, REPRODUCE DETERIORATED PORTION
OF EXISTING SILL WITH WOOD TO MATCH EXISTING PROFILE. SPLICE
REPRODUCED PART INTO EXISTING MEMBER AND SAND SMOOTH.

223-R16 SPLIT, CHECKED OR ROTTED TRANSOM - DRY EXISTING WOOD,
TREAT DECAYED WOOD WITH FUNGICIDE, WATERPROOF DAMAGED
WOOD, FILL CRACKS AND HOLES WITH PUTTY AND SAND SMOOTH.

223-R17 CONSOLIDATE ROTTED TRANSOM - DRY EXISTING WOOD. SATURATE
THE POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP
SURFACE WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND
SAND SMOOTH.

223-R18 DETERIORATED ROTTED TRANSOM - CAREFULLY REMOVE DAMAGED
PORTION OF EXISTING TRANSOM, REPRODUCE DETERIORATED
PORTION OF EXISTING TRANSOM WITH WOOD TO MATCH EXISTING
PROFILE. SPLICE REPRODUCED PART INTO EXISTING MEMBER AND
SAND SMOOTH.

223-R23 REPLACE DAMAGED GLAZING WITH 1/8” SINGLE PANE GLAZING.
GLAZING TO MATCH EXISTING.

223-R24 CONSOLIDATE ROTTED HEAD - DRY EXISTING WOOD. SATURATE THE
POROUS DECAYED WOOD WITH SEMI RIGID EPOXY. BUILD UP
SURFACE WITH A SEMI RIGID EPOXY PATCHING COMPOUND AND
SAND SMOOTH.

223-R25 REMOVE EXISTING TRANSOM SILL. REINSTALL EXISTING TRANSOM
SILL TO PROVIDE SLOPE TO EXTERIOR.

223-R26 REMOVE EXISTING LOUVER – REMOVE EXISTING PAINT AND CLEAN
LOUVER. PRIME AND PAINT LOUVER TO MATCH EXISTING WINDOW IN
COLOR, TEXTURE AND FINISH.

223-R27 REMOVE EXISTING METAL PANEL - REMOVE EXISTING PAINT AND
CLEAN PANEL. PRIME AND PAINT METAL PANEL TO MATCH EXISTING
WINDOW IN COLOR, TEXTURE AND FINISH.

223-R28 REINSTALL METAL PANEL AND METAL LOUVER. PAINT HEADS OF
FASTENERS TO MATCH WINDOW IN COLOR, TEXTURE AND FINISH.
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TYPE COUNT HEIGHTWIDTH MATERIAL NOTES

BUILDING 223 WINDOW SCHEDULE

223-A 17 4'-0" +/- EXIST WOOD6'-10"+/-

223-B 5 4'-0"+/- 4'-10"+/-

223-C 1 4'-0"+/- 6'-10"+/-

223-S 17 4'-0"+/- 6'-10"+/-

223-R 5 4'-0"+/- 6'-10"+/-

STORM WINDOWALUM

STORM WINDOWALUM

EXIST WOOD

EXIST WOOD

EXISTING WOOD WINDOWS TO BE REPAIRED

EXISTING WOOD WINDOWS TO BE REPAIRED

EXISTING WOOD WINDOWS TO BE REPAIRED

GLAZING SCHEDULE

G1

G6 1/8" CLEAR ANNELED GLASS - USE TO
REPLACE BROKEN OR DAMAGED GLASS UNO

1/4" LAMINATED GLASS

223-A

6'
-1

0"
 +

/-

4'-0" +/-

223-B

4'
-1

0"
 +

/-

4'-0" +/-

6'
-1

0"
 +

/-

4'-0" +/-

223-C

4'
-1

0 
1/

4"

5 
1/

2"

1'
-6

 1
/4

"

2'
-3

 3
/4

" 
+/

-

2'
-0

 1
/4

"
2'

-3
 1

/4
"

1'
-6

 1
/4

"
2'

-3
 3

/4
" 

+/
-

223-S

6'
-1

0"
 +

/-

4'-0" +/-

G1

223-R

4'
-1

0"
 +

/-

4'-0" +/-

G1

A4

223-A-601

A4

223-A-601

A4

223-A-601

A3

223-A-601

A3

223-A-601

A3

223-A-601
B4

223-A-601

B4

223-A-601

E4

223-A-601

E4

223-A-601

D4

223-A-601
B3

223-A-601EXISTING
GLAZING (TYP)

EXISTING
GLAZING
(TYP)

EXISTING
GLAZING (TYP)

HORIZONTAL
MULLION TO
ALIGN WITH
TRANSOM

G1

V
IF

5'
-0

"
V

IF
1'

-1
0"

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS
FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING
223 BASED ON VISUAL ASSESSMENT DATED
DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. PAINT IS TO MATCH EXISTING ADJACENT

PAINTED SURFACE IN MATERIAL, COLOR, FINISH,
AND TEXTURE.ZA

EXISTING
STUCCO
STOOL AND
WALL

STOP

EXISTING SINGLE PANE
GLAZING - RESET

SLOPE

GLAZING COMPOUND

STORM WINDOW
FRAME AND
GLAZING

EXISTING INTERIOR
CASING, TYP

CASING BEYOND, TYP

EXISTING WOOD
STOOL, PTD

EXISTING TRIM,
PTD

EXISTING
SINGLE PANE
GLAZING RESET

WOOD SILL BELOW

EXISTING STUCCO WALL
BEYOND

STORM WINDOW
FRAME AND
GLAZING

STOOL BELOW

SILL BELOW

GLAZING
COMPOUND

BOTTOM RAIL OF
UPPER SASH, PTD

GLAZING COMPOUND

TOP RAIL OF
LOWER SASH, PTD

STORM WINDOW
FRAME AND GLAZING

EXISTING WOOD
MUNTIN, PTD

EXISTING SINGLE PANE
GLAZING - RESET

GLAZING COMPOUND

EXISTING FIXED
WOOD TRANSOM
WINDOW, PTD

EXISTING TRANSOM
SILL - PTD

STORM WINDOW
FRAME AND GLAZING
-  ALIGN WITH SILL
LOCATION

STORM WINDOW
FRAME AND GLAZING

EXISTING INTERIOR
CASING - PTD

EXISTING DOUBLE HUNG
WOOD WINDOW REPAIRED
AND PAINTED
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 3" = 1'-0"

A4
BUILDING 223 EXISTING WINDOW SILL PROFILE

 3" = 1'-0"
A3

BUILDING 223 EXISTING WINDOW JAMB PROFILE

 3" = 1'-0"
B4

BUILDING 223 SASH OVERLAP PROFILE

 3" = 1'-0"
C4

BUILDING 223 - EXISTING MUNTIN PROFILE

 3" = 1'-0"
D4

BLDG 223 - DOUBLE HUNG HEAD/TRANSOM SILL PROFILE

 3" = 1'-0"
E4

BLDG 223 - TRANSOM HEAD PROFILE

 3" = 1'-0"
B3

BLDG 223 - WINDOW HEAD PROFILE







BUILDING 606

16
6'

-3
"

MO
3'-4"

28
'-0

"
28

'-0
"

174'-11"

11
0'

-3
"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-4"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8" MO

3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"  

MO
3'-8"

MO
3'-8"MO

3'-8"

606-AD-201B
1

606-AD-201

A1

606-AD-202

B1

606-AD-202 A
1

W
IN

D
O

W
S

 A
N

D
 D

O
O

R
S

 W
/ F

R
A

M
E

S
 A

R
E

 N
O

T
 IN

 C
O

N
T

R
A

C
T

W
IN

D
O

W
S

 A
N

D
 D

O
O

R
S

 W
/ F

R
A

M
E

S
 A

R
E

 N
O

T
 IN

 C
O

N
T

R
A

C
T

DS

DS DS

DS

DS

DSDSDSDSDS

DS

EXISTING
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GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 606 BASED
ON VISUAL ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. EXISTING STEEL LINTELS AND EXISTING 1/4" STEEL JAMB AND

HEAD PLATESTO BE SCRAPED, CLEANED AND PREPARED TO
RECEIVE FINISH, TYPICAL UNLESS NOTED OTHERWISE.

5. EXISTING EXTERIOR WINDOW CAULK, EXISTING EXTERIOR
WINDOW GLAZE AND EXISTING INTERIOR WINDOW GLAZE
HAVE BEEN IDENTIFIED AS CONTAINING ASBESTOS.
EXISTING BROWN PAINT ON THE EXTERIOR OF THE SECOND
FLOOR HAS BEEN IDENTIFIED AS CONTAINING LEAD. SEE
ACM SURVEY AND REPORT DATED NOVEMBER 30, 2011 FOR
MORE INFORMATION

6. REMOVE EXISTING METAL WINDOW FRAMES AND EXISTING
GLAZING  AND DISPOSE OF UNLESS NOTED OTHERWISE.
REMOVE EXCESS MORTAR AND/OR SEALANT FROM EXISTING
MASONRY OR STONE OPENING.

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED
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KEYNOTES - DEMOLITION - BLDG 606
606-D1 REMOVE EXISTING ART STONE TRIM IN ITS ENTIRETY INCLUDING HEAD, JAMBS AND SILL DOWN TO EXISTING GRANITE SILL. DISPOSE OF DAMAGED TRIM AS

NOTED ON ELEVATIONS.

606-D2 INSIDE FACE OF EXISTING WINDOW OPENING:  CLEAN EXCESS MORTAR OFF BACK OF MASONRY, RAKE MORTAR JOINTS AND PREPARE FOR REPOINTING.

606-D8 REMOVE EXISTING PLYWOOD COVERING THE WINDOW OPENING AND EXISTING METAL WINDOW FRAME AND GLAZING. PREPARE EXISTING MASONRY OPENING
FOR WINDOW REPLACEMENT.

606-D10 EXISTING METAL LOUVER TO REMAIN.

606-D11 REMOVE EXISTING METAL WINDOW FRAME, LOUVER AND GLAZING.PREPARE EXISTING MASONRY OPENING FOR WINDOW REPLACEMENT.

606-D17 REMOVE EXISTING TRANSOM GLAZING. REMOVE RUST, SAND, PRIME AND PAINT EXISTING HOLLOW METAL FRAME AS REQUIRED FOR WINDOW REPLACEMENT.

606-D19 EXISTING CEILING IS RIGHT NEXT TO WINDOW. LIMITS ACCESS AND USE. CEILING TO REMAIN.

606-D20 EXISTING INTERIOR WALL CONSTRUCTION BEHIND WINDOW IS TO REMAIN

606-D21 EXISTING MECHANICAL DUCTWORK AT LOWER PART OF OPENING TO REMAIN. REMOVE AND TEMPRARILY RECONNECT TO GAIN ACCESS TO EXISTING METAL
WINDOW.

606-D22 REMOVE EXISTING FACE BRICK WYTHE TO ACCESS EXISTING STEEL LINTEL ANGLE. SALVAGE FACE BRICK FOR REUSE. REMOVE EXISTING STEEL LINTEL ANGLE.

606-D23 REMOVE EXISTING OPERABLE METAL WINDOW FRAME AND GLAZING. SALVAGE METAL WINDOW FRAME AND EXISTING GLAZING.

606-D24 EXISTING DAMAGED ART STONE TRIM AT WINDOW HEAD TO BE REPAIRED.

606-D25 PREPARE EXISTING STUCCO INFILL PANEL FOR REFINISHING. PREMOVE LOOSE STUCCO AT DAMAGED PORTION AND PATCH.

0 8'-0" 16'-0" 32'-0"
1/16" = 1'-0"

 1/16" = 1'-0"
A1

BUILDING 606 - DEMOLITION FLOOR PLAN - FIRST FLOOR
 1/16" = 1'-0"

A3
BUILDING 606 - DEMOLITION FLOOR PLAN - SECOND FLOOR
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606-D1606-D1606-D1606-D1

606-D2606-D2606-D2 606-D2606-D2606-D2606-D2

606-D8606-D8

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

606

 EXISTING LADDER TO TOWER ROOF TO REMAIN

DS DS DS

DSDSDS

EXISTING CANOPY
TO REMAIN

606-D2606-D2606-D2 606-D2606-D2 606-D2606-D2606-D2

606-D20606-D20

 EXISTING LADDER TO LOWER ROOF TO REMAIN

 EXISTING LADDER BEYOND FROM MAIN  ROOF TO TOWER ROOF TO REMAIN

D1 606-AD-201 D3606-AD-201

EXISTING ALUMINUM
ENTRANCE TO REMAIN

606-D2606-D2

606-D2606-D2 606-D2606-D2 627-E2

606-D2606-D2

606-D19606-D19606-D19 606-D20606-D20 606-D20627-D20606-D20 606-D20606-D20606-D20

606-D2606-D2627-E2

606-D19606-D19606-D19

606-D19

606-D20606-D20606-D20

606-D20

606-D20 606-D20606-D20606-D20 606-D20606-D20606-D20

606-D20606-D20606-D20

606-D20606-D20

606-D22

606-D23 606-D23

606-N2-01

606-AD-201

A5

606-D2606-D2 606-D2

606-D1

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-DSDS

EXISTING CANOPY
BEYOND TO REMAIN606

EXISTING ELECTRICAL
PANEL TO REMAIN

 EXISTING LADDER BEYOND FROM LOWER  ROOF TO TOWER ROOF TO REMAIN EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

WINDOWS AND DOORS W/ FRAMES ARE NOT IN CONTRACT

606-D17

606-D17

606-D2

EXISTING SLIDING HANGER DOORS AND
GLAZING TO REMAIN

606-D23

606-D23

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

TOP OF BRICK
16' - 2 1/2"+/-

606-D23

606-D11

EXISTING LADDER TO
TOWER ROOF TO
REMAIN

EXISTING LADDER TO
LOWER ROOF TO
REMAIN

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

TOP OF BRICK
16' - 2 1/2"+/-

606-D23

GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF THE

INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 606 BASED ON VISUAL
ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. EXISTING STEEL LINTELS TO BE SCRAPED, CLEANED AND PREPARED

TO RECEIVE FINISH, TYPICAL UNLESS NOTED OTHERWISE.
5. EXTERIOR WINDOW CAULK, EXTERIOR WINDOW GLAZE AND INTERIOR

WINDOW GLAZE HAVE BEEN IDENTIFIED AS CONTAINING ASBESTOS.
BROWN PAINT ON THE EXTERIOR OF THE SECOND FLOOR HAS BEEN
IDENTIFIED AS CONTAINING LEAD. SEE ACM SURVEY AND REPORT
DATED NOVEMBER 30, 2011 FOR MORE INFORMATION.

6. REMOVE EXISTING METAL WINDOW FRAMES AND EXISTING GLAZING
AND DISPOSE OF UNLESS NOTED OTHERWISE. REMOVE EXCESS
MORTAR AND/OR SEALANT FROM EXISTING MASONRY OR STONE
OPENING.

DEMO ELEVATION LEGEND

LIMITS OF EXISTING WINDOW JAMB AND MASONRY
WALL SEPARATION

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

EXISTING FACE BRICK TO BE REMOVED

EXISTING DAMAGED ART STONE TO BE REPAIRED OR
REPLACED - SEE KEYNOTES FOR EXPLANATION

606-D1

606-D19

606-D1
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0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

 1/8" = 1'-0"
A1

BUILDING 606 - DEMOLITION ELEVATION - NORTH

 1/8" = 1'-0"
B1

BUILDING 606 - DEMOLITION ELEVATION - EAST

KEYNOTES - DEMOLITION - BLDG 606
606-D1 REMOVE EXISTING ART STONE TRIM IN ITS ENTIRETY INCLUDING HEAD, JAMBS

AND SILL DOWN TO EXISTING GRANITE SILL. DISPOSE OF DAMAGED TRIM AS
NOTED ON ELEVATIONS.

606-D2 INSIDE FACE OF EXISTING WINDOW OPENING:  CLEAN EXCESS MORTAR OFF
BACK OF MASONRY, RAKE MORTAR JOINTS AND PREPARE FOR REPOINTING.

606-D8 REMOVE EXISTING PLYWOOD COVERING THE WINDOW OPENING AND EXISTING
METAL WINDOW FRAME AND GLAZING. PREPARE EXISTING MASONRY OPENING
FOR WINDOW REPLACEMENT.

606-D11 REMOVE EXISTING METAL WINDOW FRAME, LOUVER AND GLAZING.PREPARE
EXISTING MASONRY OPENING FOR WINDOW REPLACEMENT.

606-D17 REMOVE EXISTING TRANSOM GLAZING. REMOVE RUST, SAND, PRIME AND PAINT
EXISTING HOLLOW METAL FRAME AS REQUIRED FOR WINDOW REPLACEMENT.

606-D19 EXISTING CEILING IS RIGHT NEXT TO WINDOW. LIMITS ACCESS AND USE. CEILING
TO REMAIN.

606-D20 EXISTING INTERIOR WALL CONSTRUCTION BEHIND WINDOW IS TO REMAIN

606-D22 REMOVE EXISTING FACE BRICK WYTHE TO ACCESS EXISTING STEEL LINTEL
ANGLE. SALVAGE FACE BRICK FOR REUSE. REMOVE EXISTING STEEL LINTEL
ANGLE.

606-D23 REMOVE EXISTING OPERABLE METAL WINDOW FRAME AND GLAZING. SALVAGE
METAL WINDOW FRAME AND EXISTING GLAZING.

 1/8" = 1'-0"
D3

BUILDING 606 - DEMOLITION ELEVATION - HIDDEN EAST 1
 1/8" = 1'-0"

D1
BUILDING 606 - DEMOLITION ELEVATION - HIDDEN WEST 1
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A5

ENLARGED  ELEVATION



606-D25

606-D24606-D24

606-D2606-D2606-D2

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-DS DS DS DS DS

DSDSDSDSDS

606-D10

606-D8

606-D10

606-D2606-D2606-D2

EXISTING LADDER TO TOWER ROOF TO REMAIN
EXISTING LADDER
FROM MAIN ROOF
TO TOWER ROOF
BEYOND TO REMAIN

EXISTING LADDER FROM MAIN ROOF TO TOWER
ROOF BEYOND TO REMAIN

D3606-AD-202D1 606-AD-202

606-D17606-D17

606-D21

606-D2606-D2606-D2 606-D2 606-D2606-D2606-D2 606-D2606-D2606-D2 606-D2606-D2

606-D20606-D20606-D20 606-D20606-D20606-D20 606-D20606-D20606-D20

606-D20

606-D20606-D20

606-D20

606-D20606-D20606-D20606-D20606-D20

606-D22 606-D22

DAMAGED
STUCCO - 1 SF

606-D2606-D2

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

606

DSDS

EXISTING CANOPY
BEHIND TO
REMAIN

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

WINDOWS AND DOORS W/ FRAMES ARE NOT IN CONTRACT

606-D17

606-D17

606-D2606-D2

EXISTING SLIDING HANGER DOORS AND
GLAZING TO REMAIN

606-D23606-D23

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

TOP OF BRICK
16' - 2 1/2"+/-

606-D22

606-D23

MECHANICAL
EQUIPMENT NOT
SHOWN FOR CLARITY

EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

EXISTING LADDER
TO TOWER ROOF
TO REMAIN

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

TOP OF BRICK
16' - 2 1/2"+/-

606-D22

606-D23

GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF THE

INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC
PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 606 BASED ON VISUAL
ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. EXISTING STEEL LINTELS TO BE SCRAPED, CLEANED AND PREPARED

TO RECEIVE FINISH, TYPICAL UNLESS NOTED OTHERWISE.
5. EXTERIOR WINDOW CAULK, EXTERIOR WINDOW GLAZE AND INTERIOR

WINDOW GLAZE HAVE BEEN IDENTIFIED AS CONTAINING ASBESTOS.
BROWN PAINT ON THE EXTERIOR OF THE SECOND FLOOR HAS BEEN
IDENTIFIED AS CONTAINING LEAD. SEE ACM SURVEY AND REPORT
DATED NOVEMBER 30, 2011 FOR MORE INFORMATION.

6. REMOVE EXISTING METAL WINDOW FRAMES AND EXISTING GLAZING
AND DISPOSE OF UNLESS NOTED OTHERWISE. REMOVE EXCESS
MORTAR AND/OR SEALANT FROM EXISTING MASONRY OR STONE
OPENING.

DEMO ELEVATION LEGEND

LIMITS OF EXISTING WINDOW JAMB AND MASONRY
WALL SEPARATION

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

EXISTING FACE BRICK TO BE REMOVED

EXISTING DAMAGED ART STONE TO BE REPAIRED OR
REPLACED - SEE KEYNOTES FOR EXPLANATION
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0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - DEMOLITION -

BLDG 606
606-D2 INSIDE FACE OF EXISTING WINDOW OPENING:  CLEAN

EXCESS MORTAR OFF BACK OF MASONRY, RAKE MORTAR
JOINTS AND PREPARE FOR REPOINTING.

606-D8 REMOVE EXISTING PLYWOOD COVERING THE WINDOW
OPENING AND EXISTING METAL WINDOW FRAME AND
GLAZING. PREPARE EXISTING MASONRY OPENING FOR
WINDOW REPLACEMENT.

606-D10 EXISTING METAL LOUVER TO REMAIN.

606-D17 REMOVE EXISTING TRANSOM GLAZING. REMOVE RUST,
SAND, PRIME AND PAINT EXISTING HOLLOW METAL FRAME
AS REQUIRED FOR WINDOW REPLACEMENT.

606-D20 EXISTING INTERIOR WALL CONSTRUCTION BEHIND WINDOW
IS TO REMAIN

606-D21 EXISTING MECHANICAL DUCTWORK AT LOWER PART OF
OPENING TO REMAIN. REMOVE AND TEMPRARILY
RECONNECT TO GAIN ACCESS TO EXISTING METAL WINDOW.

606-D22 REMOVE EXISTING FACE BRICK WYTHE TO ACCESS
EXISTING STEEL LINTEL ANGLE. SALVAGE FACE BRICK FOR
REUSE. REMOVE EXISTING STEEL LINTEL ANGLE.

606-D23 REMOVE EXISTING OPERABLE METAL WINDOW FRAME AND
GLAZING. SALVAGE METAL WINDOW FRAME AND EXISTING
GLAZING.

606-D24 EXISTING DAMAGED ART STONE TRIM AT WINDOW HEAD TO
BE REPAIRED.

606-D25 PREPARE EXISTING STUCCO INFILL PANEL FOR
REFINISHING. PREMOVE LOOSE STUCCO AT DAMAGED
PORTION AND PATCH.

 1/8" = 1'-0"
B1

BUILDING 606 - DEMOLITION ELEVATION -  SOUTH

 1/8" = 1'-0"
A1

BUILDING 606 - DEMOLITION ELEVATION - WEST

 1/8" = 1'-0"
D1

BUILDING 606 - DEMOLITION ELEVATION - HIDDEN EAST 2
 1/8" = 1'-0"

D3
BUILDING 606 - DEMOLITION ELEVATION - HIDDEN WEST 2
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GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 606
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. EXISTING STEEL LINTELS  TO RECEIVE PRIME COAT,

PAINT, AND SEALANT, TYPICAL UNLESS NOTED
OTHERWISE. BEARING PORTION OF LINTEL TO BE
ENCASED IN SEALANT.

6. PAINT TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, TEXTURE AND FINISH.

7. ALL EXISTING MASONRY OR STONE OPENINGS:   CLEAN
EXISTING MASONRY OPENING AND EXISTING STONE SILL
OF ANY REMAINING SEALANT, PAINT, DIRT, ETC.
PREPARE OPENING FOR REPLACEMENT OF WINDOWS.

FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION
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 1/16" = 1'-0"
A1

BUILDING 606 - FLOOR PLAN - FIRST FLOOR
 1/16" = 1'-0"

A3
BUILDING 606 - FLOOR PLAN - SECOND FLOOR

0 8'-0" 16'-0" 32'-0"
1/16" = 1'-0"

KEYNOTES - FLOOR PLAN - BLDG 606
606-A2 EXISTING METAL LOUVER TO REMAIN.

606-A4 REPLACE DAMAGED ART STONE TRIM WITH PRECAST CONCRETE TRIM TO MATCH EXISTING ADJACENT
ART STONE TRIM IN MATERIAL, COLOR, TEXTURE, FINISH AND PROFILE. RESET STONE TRIM FROM
GRANITE SILL TO HEAD. USE MORTAR TO MATCH ORIGINAL MORTAR IN MATERIAL, COLOR, TEXTURE
AND FINISH.

606-A5 EXISTING CEILING BEHIND WINDOW TO REMAIN

606-A6 EXISTING INTERIOR WALL CONSTRUCTION LOCATED BEHIND WINDOW

606-A7 REINSTALL GALVANIZED STEEL LINTEL, FLASHING AND SEALANT. REINSTALL EXISTING SALVAGED
FACE BRICK OVER LINTEL. MORTAR TO MATCH EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE AND
FINISH. SEE B4/606-A-601

606-A8 REPAIR JAMB BRICK AND MORTAR. MORTAR TO MATCH EXISTING ADJACENT MORTAR IN MATERIAL,
COLOR, TEXTURE AND FINISH.  REPOINT RAKED JOINTS WITH MORTAR TO PROVIDE A PLUMB SQUARE
OPENING TO RECEIVE WINDOW.

606-A9 REPLACE PLYWOOD WITH INSULATED METAL PANEL TO MATCH LOUVER. REINSTALL EXISTING LOUVER.

606-A10 EXISTING MECHANICAL DUCTWORK PENETRATION   AT LOWER PORTION OF WINDOW. REMOVE
TEMPORARY DUCTWORK CONNECTIONS TO INSTALL ALUMINUM WINDOW FRAME. MAKE FINAL
CONNECTIONS AFTER WINDOW INSTALLATION.

606-A11 PATCH AND REPAIR EXSTING DAMAGED ART STONE TRIM AT WINDOW HEAD. CLEAN EXISTING ART
STONE.
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606-E2606-E2

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-DSDS

EXISTING CANOPY
BEYOND TO REMAIN

606

EXISTING ELECTRICAL
PANEL TO REMAIN

 EXISTING LADDER BEYOND FROM LOWER
ROOF TO TOWER ROOF TO REMAIN EXISTING LADDER BEYOND

FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

WINDOWS AND DOORS W/ FRAMES ARE NOT IN CONTRACT
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TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

606

 EXISTING LADDER TO
TOWER ROOF TO REMAIN

DS DS DS

DSDSDS

EXISTING CANOPY TO
REMAIN

606-A

24
'-1

 1
/8

"

 EXISTING LADDER TO LOWER ROOF TO REMAIN

 EXISTING LADDER BEYOND  FROM MAIN
ROOF TO TOWER ROOF TO REMAIN

D1 606-A-201 D3606-A-201

EXISTING ALUMINUM
ENTRANCE TO REMAIN

606-E2606-E2627-E2606-E2606-E2 606-E2606-E2 606-E2 606-E2606-E2606-E2

606-E2606-E2

606-E2606-E2 606-E2606-E2 606-E2
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606-E9606-E9606-E9 606-E9606-E9606-E9 606-E9606-E9606-E9
606-E9

606-E9606-E9606-E9606-E9606-E9

606-E8606-E8606-E8

606-E11

606-E2

606-A-203

D1

606-A-203

B2

606-C 606-C

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

TOP OF BRICK
16' - 2 1/2"+/-

606-A-203

B1

606-C

EXISTING LADDER
TO TOWER ROOF
TO REMAIN

EXISTING LADDER TO
LOWER ROOF TO
REMAIN

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

TOP OF BRICK
16' - 2 1/2"+/-

606-A-203

C2

606-D

ELEVATION LEGEND

LIMITS OF JAMB AND WALL REPAIR

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

LIMITS OF STONE REPAIR

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 606
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. EXISTING STEEL LINTELS  TO RECEIVE PRIME COAT,

PAINT, AND SEALANT, TYPICAL UNLESS NOTED
OTHERWISE. BEARING PORTION OF LINTEL TO BE
ENCASED IN SEALANT.

6. PAINT TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, TEXTURE AND FINISH.

7. ALL EXISTING MASONRY OR STONE OPENINGS:   CLEAN
EXISTING MASONRY OPENING AND EXISTING STONE SILL
OF ANY REMAINING SEALANT, PAINT, DIRT, ETC.
PREPARE OPENING FOR REPLACEMENT OF WINDOWS.
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 1/8" = 1'-0"
B1

BUILDING 606 - EXTERIOR ELEVATION - EAST

 1/8" = 1'-0"
A1

BUILDING 606 - EXTERIOR ELEVATION - NORTH
0 4'-0" 8'-0" 16'-0"

1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS - BLDG

606
606-E1 REPLACE DAMAGED ART STONE TRIM WITH PRECAST CONCRETE TRIM TO MATCH

EXISTING ADJACENT ART STONE TRIM IN MATERIAL, COLOR, TEXTURE, FINISHAND
PROFILE. RESET STONE TRIM FROM GRANITE SILL TO HEAD. USE MORTAR TO MATCH
ORIGINAL MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.

606-E2 REPAIR JAMB BRICK AND MORTAR. MORTAR TO MATCH EXISTING ADJACENT MORTAR IN
MATERIAL, COLOR, TEXTURE AND FINISH.  REPOINT RAKED JOINTS WITH MORTAR TO
PROVIDE A PLUMB SQUARE OPENING TO RECEIVE WINDOW.

606-E8 EXISTING CEILING BEHIND WINDOW TO REMAIN

606-E9 EXISTING INTERIOR WALL CONSTRUCTION LOCATED BEHIND WINDOW

606-E11 REINSTALL GALVANIZED STEEL LINTEL, FLASHING AND SEALANT. REINSTALL EXISTING
SALVAGED FACE BRICK OVER LINTEL. MORTAR TO MATCH EXISTING ADJACENT MORTAR
IN MATERIAL, COLOR, TEXTURE AND FINISH. SEE B4/606-A-601

606-E13 PATCH AND REPAIR EXSTING DAMAGED ART STONE TRIM AT WINDOW HEAD. CLEAN
EXISTING ART STONE.

 1/8" = 1'-0"
D3

BUILDING 606 - EXTERIOR ELEVATION - HIDDEN EAST 1
 1/8" = 1'-0"

D1
BUILDING 606 - EXTERIOR ELEVATION - HIDDEN WEST 1
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33'-2" +/-
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0' - 0"+/-DS DS DS DS DS

DSDSDSDSDS

EXISTING LADDER
TO MAIN ROOF TO
REMAIN
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EXISTING LADDER
FROM MAIN ROOF
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BEYOND TO REMAIN

EXISTING LADDER
FROM MAIN ROOF
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DSDS

EXISTING CANOPY
BEYOND TO
REMAIN

 EXISTING LADDER BEYOND
FROM MAIN ROOF TO
TOWER ROOF TO REMAIN

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

WINDOWS AND DOORS W/ FRAMES ARE NOT IN CONTRACT

606-E2606-E2606-E2606-E2

606-A-203

D3

606-A-203

D4

606-W2-01 606-S

606-G 606-G

606-S606-W2-22

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

TOP OF BRICK
16' - 2 1/2"+/-

606-E11

606-A-203

A1

606-C

MECHANICAL
EQUIPMENT NOT
SHOWN FOR CLARITY

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN

EXISTING LADDER
TO MAIN ROOF TO
REMAIN

TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

TOP OF BRICK
16' - 2 1/2"+/-

606-E11

606-A-203

A2

606-C

ELEVATION LEGEND

LIMITS OF JAMB AND WALL REPAIR

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

LIMITS OF STONE REPAIR

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 606
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. EXISTING STEEL LINTELS  TO RECEIVE PRIME COAT,

PAINT, AND SEALANT, TYPICAL UNLESS NOTED
OTHERWISE. BEARING PORTION OF LINTEL TO BE
ENCASED IN SEALANT.

6. PAINT TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, TEXTURE AND FINISH.

7. ALL EXISTING MASONRY OR STONE OPENINGS:   CLEAN
EXISTING MASONRY OPENING AND EXISTING STONE SILL
OF ANY REMAINING SEALANT, PAINT, DIRT, ETC.
PREPARE OPENING FOR REPLACEMENT OF WINDOWS.
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 1/8" = 1'-0"
B1

BUILDING 606- EXTERIOR ELEVATION -  SOUTH

 1/8" = 1'-0"
A1

BUILDING 606 - EXTERIOR ELEVATION - WEST
0 4'-0" 8'-0" 16'-0"

1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS

- BLDG 606
606-E2 REPAIR JAMB BRICK AND MORTAR. MORTAR TO MATCH EXISTING

ADJACENT MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.
REPOINT RAKED JOINTS WITH MORTAR TO PROVIDE A PLUMB SQUARE
OPENING TO RECEIVE WINDOW.

606-E7 EXISTING METAL LOUVER TO REMAIN.

606-E9 EXISTING INTERIOR WALL CONSTRUCTION LOCATED BEHIND WINDOW

606-E10 EXISTING MECHANICAL DUCTWORK PENETRATION AT LOWER PORTION
OF WINDOW. REMOVE TEMPORARY DUCTWORK CONNECTIONS TO
INSTALL ALUMINUM WINDOW FRAME. MAKE FINAL CONNECTIONS AFTER
WINDOW INSTALLATION.

606-E11 REINSTALL GALVANIZED STEEL LINTEL, FLASHING AND SEALANT.
REINSTALL EXISTING SALVAGED FACE BRICK OVER LINTEL. MORTAR TO
MATCH EXISTING ADJACENT MORTAR IN MATERIAL, COLOR, TEXTURE
AND FINISH. SEE B4/606-A-601

606-E14 CLEAN EXISTING ART STONE FROM GRANITE SILL TO HEAD. REPOINT
MORTAR AT STONE TRIM. MORTAR TO MATCH ORIGINAL MORTAR IN
MATERIAL, COLOR, TEXTURE AND FINISH.

606-E15 REFINISH EXISTING STUCCO INFILL PANELS.

 1/8" = 1'-0"
D1

BUILDING 606 - EXTERIOR ELEVATION - HIDDEN EAST 2
 1/8" = 1'-0"

C3
BUILDING 606 - EXTERIOR ELEVATION - HIDDEN WEST 2
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606-R2

606-R5 606-R11 606-R12 606-R13

606-R1

GROUT

CAULKING

EXISTING STONE STOOL

EXISTING WINDOW SILL FRAME
EXISTING GLAZING

EXISTING SCREW

EXISTING WINDOW HEAD

EXISTING GLAZING

EXISTING
MASONRY WALL

EXISTING STEEL LINTEL
SUPPORTS EXISTING 1/4"

STEEL PLATE

EXISTING SCREW

EXISTING STONE SILL BELOW

EXISTING JAMB

EXISTING GLAZING

EXISTING MASONRY WALL

EXISTING STEEL PLATE

CAULK

EXISTING STEEL MUNTIN

EXISTING GLAZING

PIVOT SASH

BOTTOM STATIONARY SASH

TOP STATIONARY SASH

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 606
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. EXISTING EXTERIOR WINDOW CAULK, EXTERIOR

WINDOW GLAZE AND EXISTING INTERIOR WINDOW
GLAZE HAVE BEEN IDENTIFIED AS CONTAINING
ASBESTOS.  EXISTING BROWN PAINT ON THE EXTERIOR
OF THE SECOND FLOOR HAS BEEN IDENTIFIED AS
CONTAINING LEAD. SEE ACM SURVEY AND REPORT
DATED NOVEMBER 30, 2011 FOR MORE INFORMATION

5.  TEN EXISTING METAL WINDOW FRAMES ARE TO BE
SALVAGED, FOUR OF WHICH ARE TO BE RENEWED FOR
INSTALLATION. SHOULD ANY OF THE SELECTED FOUR
WINDOWS REQUIRE MATERIAL FOR REPAIR, USE
MATERIAL FROM THE OTHER SIX SALVAGE WINDOWS
SHOULD ADDITIONAL MATERIAL BE REQUIRED, USE
PARTS SALVAGED FROM BUILDING 627 WINDOWS.
DISPOSE OF REMAINING WINDOWS AND GLAZING AFTER
WINDOW RENEWAL HAS BEEN COMPLETED.

LEGEND
X CRACKED, DELAMINATED OR

DAMAGED GLAZING LIGHT

LIMITS OF MEDIUM TO HEAVY
CORROSION/RUST DAMAGE
LIMITS OF REPAIR AS
DESCRIBED IN KEYNOTE

LIMITS OF WINDOW JAMB
DISTORTION
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606-A-203
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 1/2" = 1'-0"
C1

606N2-01 -
 1/2" = 1'-0"

C2
606N2-02 -

 1/2" = 1'-0"
B2

606N2-22 -
 1/2" = 1'-0"

B1
606N2-21 -

 1/2" = 1'-0"
D1

606E2-01 -
 1/2" = 1'-0"

D2
606E2-22 -

 1/2" = 1'-0"
A1

606S2-02 -
 1/2" = 1'-0"

A2
606S2-21 -

 1/2" = 1'-0"
D3

606W2-01 -

0 1'-0" 2'-0" 4'-0"
1/2" = 1'-0"

 1/2" = 1'-0"
D4

606W2-22 -

 3" = 1'-0"
A4

BUILDING 606 EXISTING SILL

 3" = 1'-0"
C4

BUILDING 606  EXISTING HEAD

 3" = 1'-0"
A3

BUILDING 606  EXISTING JAMB

 3" = 1'-0"
B4

BUILDING 606 EXISTING PIVOT WINDOW SECTION

0 3" 6" 9"
3" = 1'-0"

WINDOW REPAIR KEYNOTES - BLDG

606
606-R1 REMOVE AND SALVAGE EXISTING INTACT WIRE GLASS FROM EXISTING

METAL WINDOWS FRAMES. RETAIN ALL CLIPS, GLAZING BEADS AND
OTHER FASTENERS FOR REUSE. CLEAN BOTH SIDES OF EACH PANEL
AND APPLY FRAGIMENT RETENTION FILM TO BACKSIDE. REINSTALL
WIRE GLASS AFTER COMPLETE WINDOW RENEWAL.

606-R2 REMOVE AND DISPOSE OF EXISTING DAMAGED WIRE GLASS FROM
EXISTING METAL WINDOW FRAMES. RETAIN ALL CLIPS, GLAZING BEADS
AND OTHER FASTENERS FOR SPARE PARTS.

606-R3 STRAIGHTEN EXISTING VERTICAL FRAME COMPONENTS TO ELIMINATE
BOW.

606-R4 REPAIR AND REALIGN BOTTOM RAIL OF TOP STATIONARY SASH TO
ELIMINATE SAGGING.

606-R5 SANDBLAST EXISTING METAL WINDOW FRAME DOWN TO BARE METAL
TO REMOVE SURFACE RUST AND DEEP SET RUST.

606-R6 PATCH AND REPAIR EXISTING MEDIUM TO HEAVY RUSTED VERTICAL
STILE.

606-R7 REPAIR MEDIUM TO HEAVY RUSTED EXISTING BOTTOM RAIL OF TOP
STATIONARY SASH WITH PATCHING MATERIAL AND SAND SMOOTH.

606-R8 REPAIR MEDIUM TO HEAVY RUSTED EXISTING BOTTOM RAIL OF BOTTOM
STATIONARY SASH WITH PATCHING MATERIAL AND SAND SMOOTH.

606-R9 REPAIR MEDIUM TO HEAVY RUSTED EXISTING BOTTOM RAIL OF CENTER
PIVOT SASH WITH PATCHING MATERIAL AND SAND SMOOTH.

606-R10 REPAIR MEDIUM TO HEAVY RUSTED EXISTING HORIZONTAL AND
VERTICAL MUNTINS OF PIVOT SASH WITH PATCHING MATERIAL AND
SAND SMOOTH.

606-R11 PRIME (TWO COATS) EXISTING METAL WINDOW FRAME AND PAINT (TWO
COATS) TO MATCH ORIGINAL IN MATERIAL, COLOR, TEXTURE AND
FINISH.

606-R12 REASSEMBLE WINDOW WITH SALVAGED SCREWS AND FASTENERS.
CLEAN AND LUBRICATE SALVAGED HINGES AND HARDWARE.

606-R13 RE INSTALL SALVAGED GLAZING INTO RENEWED FRAMES. PLACE
LIGHTS INTO ORIGINAL OPENINGS AS MUCH AS POSSIBLE. INSTALL
REMAINING SALVAGED GLAZING AND LIGHTS INTO REMAINING
OPENINGS. GLAZING COMPOUND TO MATCH ORIGINAL IN MATERIAL,
COLOR, TEXTURE AND FINISH.

SALVAGE THIS FRAME AS BACK UP FOR
REPLACEMENT FOR 606E2-01, 606E2-22,
606W2-01 AND 606W2-22.

SALVAGE THIS FRAME FOR PARTS
AND GLAZING

SALVAGE THIS FRAME FOR PARTS
AND GLAZING

SALVAGE THIS FRAME AS BACK UP FOR
REPLACEMENT FOR 606E2-01, 606E2-22,
606W2-01 AND 606W2-22.

SALVAGE THIS FRAME FOR REINSTALLATION SALVAGE THIS FRAME FOR REINSTALLATIONSALVAGE THIS FRAME FOR REINSTALLATION SALVAGE THIS FRAME FOR REINSTALLATION

SALVAGE THIS FRAME FOR PARTS
AND GLAZING

SALVAGE THIS FRAME FOR PARTS
AND GLAZING

15088068
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GLAZING SCHEDULE
G1 1/4" LAMINATED GLASS

G4

1" INSULATED TINTED SPANDREL UNITG5

1" INSULATED TINTED GLAZING UNIT

EXISTING
MASONRY
WALL

EXISTING STEEL LINTELS,
PAINTED

BLDG 606 -

FIXED ALUMINUM WINDOW
SYSTEM

SEALANT, CONTINUOUS
PERIMETER OF OPENING

SCHEDULED GLAZING

ALUM BREAK METAL TO
MATCH WINDOW FRAME
SYSTEM1 

1/
4"

POWDER ACTUATED
FASTENER AT 16" OC.
FASTENER SHALL BE A
STAINLESS STEEL SMOOTH
SHANK WITH 0.145" DIA. POINT
OF FASTENER SHALL
PENETRATE THE STEEL BASE
A MINIMUM OF 3/8"

EXISTING STONE SILL
BELOW

EXISTING MASONRY
WALL

EXISTING STEEL PLATE

APPLIED MUNTIN WITH BLACK SHADOW
SPACER - BOTH SIDES OF GLAZING

FIXED ALUMINUM WINDOW SYSTEM

ALUM BREAK METAL TO MATCH WINDOW
FRAME SYSTEM

SEALANT, CONTINUOUS PERIMETER
OF OPENING

1 1/4"

TYP
1"

BLDG 606 -

SEALANT, CONTINUOUS
PERIMETER OF OPENING

POWDER ACTUATED FASTENER AT
16" OC. FASTENER SHALL BE A
STAINLESS STEEL SMOOTH SHANK
WITH 0.145" DIA. POINT OF FASTENER
SHALL PENETRATE THE STEEL BASE A
MINIMUM OF 3/8"

EXISTING STONE
STOOL

BLDG 606 -

FIXED ALUMINUM WINDOW
SYSTEM

1 
1/

4"

SEALANT, CONTINUOUS
PERIMETER  OF OPENING

ALUM BREAK METAL TO
MATCH WINDOW FRAME
SYSTEM

SEALANT, CONTINUOUS
PERIMETER OF OPENING

TYPE COUNT HEIGHTWIDTH MATERIAL NOTES

BUILDING 606 WINDOW SCHEDULE

606-A 53 3'-8" ALUM7'-0"

606-B

5606-C

1

5'-0" 7'-0"

 5'-0"

ALUM

ALUM606-D

2 3'-4" 3'-5" ALUM

7'-0"

606-E

1 3'-8" 7'-0" ALUM606-F

4 3'-5" 3'-10" ALUM606-G

606-EX

606-S

4

4

12 7'-0"

7'-0"

7'-0"

ALUM3'-8"

5'-0"

5'-0" ALUM

EXISTING METAL SALVAGE AND RENEW

STORM WINDOW

606-A 606-C

7'
-0

" 
+/

-

4'-10 3/8" +/-3'-8" +/-

7'
-0

" 
+/

- EXISTING METAL
LOUVER

INSULATED METAL
PANEL TO MATCH
METAL LOUVER
COLOR

606-D

G5G5G5

C1

606-A-601

A1

606-A-601

A2

606-A-601

C1

606-A-601

C1

606-A-601

A2

606-A-601

A2

606-A-601

A1

606-A-6011 
3/

4"
1'

-7
"

1 
3/

4"3'
-3

"

1 
3/

4"

1'
-7

"
1 

3/
4"

1 3/4"

1 
3/

4"

1'
-7

"

1 
3/

4"3'
-3

"

1 
3/

4"

1'
-7

"
1 

3/
4"

1 3/4" 1 3/4" 1 3/4"

6'
-6

 3
/4

" 
+/

-

1'
-7

"
3'

-1
 1

/4
"

1'
-7

"

1 
3/

4"
1 

3/
4"

TYP
1"

TYP
1"

5'-0" +/-

1 3/4"1 3/4"

MULLION,
TYPICAL

APPLIED
MUNTIN,
TYPICAL

B1

606-A-601

B1

606-A-601

3'
-5

" 
+/

-

3'-4" +/-

G4

1"
1"

1" 1"

606-E

B2

606-A-601

A3

606-A-601

A1

606-A-601APPLIED
MUNTIN,
TYPICAL

B3

606-A-601

606-F

3'-8" +/-

7'
-0

" 
+/

-

G5

C1

606-A-601

A2

606-A-601

1 
3/

4"

V
IF

1'
-7

"

1 
3/

4"3'
-3

"

1 
3/

4"

1'
-7

"
1 

3/
4"

1 3/4" 1 3/4"

TYP
1"

MULLION,
TYPICAL

APPLIED MUNTIN,
TYPICAL

B1

606-A-601

OPEN FOR
EXISTING
MECHANICAL
CONNECTION

SIM

A4

606-A-601

3'-5" +/-

1"

1" 1"

606-G

B2

606-A-601

A3

606-A-601

G43'
-1

0"
 +

/- 1"

TYP TYP

TYP

TYP

TYP

EXISTING
HM FRAME

EXISTING
HM FRAME

606-B

G5

3'-8" +/-

7'
-0

" 
+/

-

G4

C1

606-A-601

A1

606-A-601

A2

606-A-601

1 
3/

4"
1'

-7
"

1 
3/

4"3'
-3

"

1 
3/

4"

1'
-7

"
1 

3/
4"

1 3/4" 1 3/4"

TYP
1"

MULLION,
TYPICAL

APPLIED
MUNTIN,
TYPICAL

B1

606-A-601 TYP

606-S

7'
-0

" 
+/

- 
V

IF

G1

VIF
5'-0" +/-

PRE-FINISHED ALUMINUM
STORM WINDOW

PROVIDE AT SALVAGE WINDOWS ON
EAST AND WEST FACADE

606-EX-E2-01

7'
-0

" 
+/

- 
V

IF

VIF
5'-0" +/-

EXISTING SALVGED METAL
WINDOW, SEE 606-A-203

606-EX-W2-01

606-EX-E2-22

606-EX-W2-22

EXISTING
SALVAGED
GLAZING TYP

FIXED ALUMINUM WINDOW SYSTEM

APPLIED MUNTIN - BOTH SIDES OF GLAZING

SCHEDULED GLAZING

BLDG 606 -

2"
1"

BLACK SHADOW SPACER -
BOTH SIDES OF GLAZING

EXISTING
MASONRY
WALL

EXISTING STEEL
LINTELS, PAINTED

BLDG 606 -  WINDOW

APPLIED MUNTIN WITH
BLACK SHADOW SPACER -
BOTH SIDES OF GLAZING

EXISTING HOLLOW
METAL TRANSOM
FRAME

SEALANT, CONTINUOUS
PERIMETER OF
OPENING

ALUM WINDOW STOP
PERIMETER OF
OPENING, SIZE TO
MATCH EXISTING HM
FRAME STOP

SCHEDULED GLAZING

NOTE: SEPARATE
DISSIMILAR METALS

BLDG 606 -  TRANSOM

EXISTING HOLLOW METAL TRANSOM FRAME

SEALANT, CONTINUOUS PERIMETER OF
OPENING

APPLIED MUNTIN WITH BLACK
SHADOW SPACER - BOTH
SIDES OF GLAZING

ALUM WINDOW STOP PERIMETER OF OPENING,
SIZE TO MATCH EXISTING HM FRAME STOP FIXED ALUMINUM WINDOW

SYSTEM

1" THICK INSULATED METAL
PANEL - CUT OPENING TO
RECIEVE LOUVER

BLDG 606 -

2"

EXISTING METAL LOUVER -
SET INTO METAL PANEL

SEALANT CONTINUOUS
PERIMETER OF OPENING

SHIM AS REQUIRED

BLDG 606 -

SEE A1/606-A-601 FOR
TYPICAL NOTES AND
DIMENSIONS FOR SILL
CONDITION

SEE B1/606-A-601 FOR
TYPICAL NOTES AND
DIMENSIONS FOR
INTERMEDIATE MULLION

EXISTING
RELOCATED
MECHANICAL
DUCT

ALUMINUM
GLAZING CLOSER
AT PERIMETER
OF OPENING

SEALANT AND BACKER
ROD CONTINUOUS
PERIMETER OF
OPENING, BOTH SIDES

SCHEDULED GLAZING

FIXED ALUMINUM
WINDOW SYSTEM

WEEP HOLES AT 24"
OC - TYPICAL

COPPER THRU-WALL
FLASHING LAPPED UNDER
EXISTING FLASHING

SEALANT CONTINUOUS
PERIMETER OF OPENING,
BOTH SIDES, TYPICAL

REINSTALL EXISTING SALVAGED
FACE BRICK.

L4x3 1/2x5/16" GALVANIZED
STEEL ANGLE, (LLV). PAINT TO
MATCH EXISTING

EXISTING COPPER THRU-
WALL FLASHING

SEALANT, CONTINUOUS.
COLOR TO MATCH LINTEL
PAINT COLOR

FIXED ALUMINUM
WINDOW SYSTEM

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 606
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. MUNTIN SPACING TO BE EQUAL IN EACH DIRECTION.
5. PAINT IS TO MATCH EXISTING ADJACENT SURFACE IN

MATERIAL, COLOR, FINISH, AND TEXTURE.
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 3" = 1'-0"
C1

WINDOW HEAD DETAIL

 3" = 1'-0"
A2

WINDOW JAMB DETAIL
 3" = 1'-0"

A1
WINDOW SILL DETAIL

 1/4" = 1'-0"
D1

BUILDING 606 - WINDOW ELEVATIONS

 3" = 1'-0"
B1

INTERMEDIATE MULLIONS DETAILS

 3" = 1'-0"
A3

HEAD  AND SILL DETAIL AT TRANSOM

 3" = 1'-0"
B2

WINDOW JAMB DETAIL
 3" = 1'-0"

B3
INTERMEDIATE MULLION WITH METAL PANEL

 3" = 1'-0"
A4

WINDOW SILL DETAIL

0 6" 1'-0" 1'-6"
3" = 1'-0"

0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0"

SIM

 3" = 1'-0"
B4

REPLACED LINTEL WINDOW HEAD DETAIL-606
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BUILDING 627

MO
3'-4"

MO
3'-4"

627-AD-202 A
1

627-AD-202

B1

627-AD-201

A1

627-AD-201B
1

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
5'-0"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

MO
3'-8"

627-D6

16
6'

-3
"

28
'-0

"
11

0'
-3

"
28

'-0
"

W
IN
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O

W
S

 A
N

D
 D
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O

R
S

 W
/ F
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O

R
S

 W
/ F

R
A
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 A
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 IN
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N
T

R
A

C
T

174'-11"

28'-2 1/2" 118'-6" 28'-2 1/2"

DS DS DS

DS

DSDS

DS

EXISTING PROJECTION
SCREEN SUPPORTS TO
REMAIN

EXISTING
CANOPY ABOVE
TO REMAIN

EXISTING CANOPY
ABOVE TO REMAIN

DSDSDS

EXISTING LADDER TO
LOWER ROOF TO
REMAIN

EXISTING LADDER
TO LOWER ROOF
TO REMAIN

EXISTING ALUMINUM
ENTRANCES  TO REMAIN

627-D19627-D19

627-D1

627-D1

627-D2 627-D19

627-D19
627-D19

627-D19

627-D31627-D31

627-D21

627-D21

627-D21

627-D21

627-D21

627-D22
627-D21
627-D22

627-D21

627-D21

627-D21

627-D20

627-D21

627-D22

627-D22

627-D21
627-D25

627-D22
627-D25

627-D2

627-D21

627-D25

627-D2627-D2

627-D21

627-D25

627-D22
627-D25

627-D21
627-D22
627-D25

627-D2627-D2

627-D22
627-D25

627-D2

627-D25

627-D2

627-D22
627-D25

627-D2

627-D21
627-D22
627-D25

627-D2

627-D25

627-D2

627-D22
627-D25

627-D2

627-D21
627-D22
627-D25

627-D22
627-D25

627-D22
627-D25

627-D22
627-D25

627-D21

627-D27

627-D31

627-D31627-D31

627-D31

627-D30

627-D30627-D30

BUILDING 627

627-AD-202 A
1

627-AD-202

B1

627-AD-201

A1

627-AD-201B
1

MO
5'-0"

MO
3'-8"
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3'-8"
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3'-8"
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3'-8"
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3'-8"
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3'-8"
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3'-8"
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3'-8"
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M
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-0

"
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"
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MO
3'-8"

MO
3'-8"
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3'-8"
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3'-8"
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5'-0"

M
O

5'
-0

"

M
O

5'
-0

"

627-D12

627-D12627-D12 627-D12627-D12627-D12 627-D12627-D12627-D12
627-D12627-D12627-D12

627-D12627-D12

627-D11

627-D12

627-D12

627-D26

627-D26

627-D6

627-D6

16
6'

-3
"

28
'-0

"
11

0'
-3

"
28

'-0
"

174'-11"
28'-2 1/2" 118'-6" 28'-2 1/2"

DS DS DS

DS

DSDS

DS

EXISTING
PROJECTION
SCREEN
AND
SUPPORTS

EXISTING CANOPY
BELOW TO REMAIN

EXISTING
CANOPY BELOW
TO REMAIN

LOWER
ROOF

LOWER ROOF

DSDSDS

DS DS DS

DS DS DS
MO
3'-8"

EXISTING LADDER
TO TOWER ROOF
TO REMAIN

EXISTING MECH
EQUIP TO REMAIN

EXISTING LADDER TO
LOWER ROOF FROM
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627-D27 627-D27 IF WINDOW FRAME
EXISTS

627-D27

627-D20

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF THE

INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.
2. CONDITION OF EXISTING WINDOWS OF BUILDING 627 BASED ON VISUAL

ASSESSMENT DATED DECEMBER 2012.
3. VERIFY ALL DIMENSIONS IN FIELD.
4. EXISTING STEEL LINTELS  AND EXISTING 1/4" STEEL JAMB AND HEAD

PLATES TO BE SCRAPED, CLEANED AND PREPARED TO RECEIVE FINISH,
TYPICAL UNLESS NOTED OTHERWISE.

5. EXISTING EXTERIOR WINDOW CAULK, EXISTING EXTERIOR WINDOW GLAZE
AND EXISTING INTERIOR WINDOW GLAZE HAVE BEEN IDENTIFIED AS
CONTAINING ASBESTOS.  EXISTING BROWN PAINT ON THE EXTERIOR OF
THE SECOND FLOOR HAS BEEN IDENTIFIED AS CONTAINING LEAD. SEE
ACM SURVEY AND REPORT DATED NOVEMBER 30, 2011 FOR MORE
INFORMATION

6. REMOVE EXISTING METAL WINDOW FRAMES AND  EXISTING GLAZING AND
DISPOSE OF UNLESS NOTED OTHERWISE. PRIOR TO REMOVAL OF
WINDOW FRAME, REMOVE EXCESS MORTAR AND/OR SEALANT FROM
EXISTING BRICK MASONRY OR STONE OPENING. EXPOSE EXISTING
METAL WINDOW FRAME AND 1/4" INCH STEEL PLATE AT JAMBS AND HEAD.

PM

BRANCH MANAGER

CHIEF ENG/ARCH

N
A

V
A

L
 F

A
C

IL
IT

IE
S

 E
N

G
IN

E
E

R
IN

G
 C

O
M

M
A

N
D

 ~
 S

O
U

T
H

E
A

S
T

W
IN

D
O

W
 R

E
P

L
A

C
E

M
E

N
T

 &
 R

E
P

A
IR

AS NOTED

N
A

V
A

L 
A

IR
 S

T
A

T
IO

N
P

E
N

S
A

C
O

LA
, F

L

A. THATCHER

JFP MBA DS

IP
T

 G
U

LF
 C

O
A

S
T

N
A

S
 J

A
C

K
S

O
N

V
IL

LE
, F

L

SATISFACTORY TO

APPROVED

ACTIVITY

DATE

FOR COMMANDER NAVFAC

A

B

C

D

1 2 3 4 5

1 2 3 4 5

A

B

C

D

SCALE:

CONSTR. CONTR. NO.

SHEET

NAVFAC DRAWING NO.

DES DRW CHK

OF

EPROJECT NO.:

D
E

P
A

R
T

M
E

N
T

 O
F

 T
H

E
 N

A
V

Y
N

A
V

A
L
 F

A
C

IL
IT

IE
S

 E
N

G
IN

E
E

R
IN

G
 C

O
M

M
A

N
D

S
Y

M
D

E
S

C
R

IP
T

IO
N

D
A

T
E

A
P

P
R

HDR Architecture Inc.

440 S. Church  Street Suite 1000
Phone: 704.338.6700

Fax: 704.338.6760

1148086

90

627-AD-101

B
U

IL
D

IN
G

 6
2
7
 -

 D
E

M
O

L
IT

IO
N

 F
L
O

O
R

 P
L
A

N
S

0 8'-0" 16'-0" 32'-0"
1/16" = 1'-0"

 1/16" = 1'-0"
A1

BUILDING 627 - DEMOLITION FLOOR PLAN - FIRST FLOOR
 1/16" = 1'-0"

A3
BUILDING  627 - DEMOLITION PLAN - SECOND FLOOR

KEYNOTES - DEMOLITION - BLDG 627
627-D1 REMOVE EXISTING ART STONE TRIM IN ITS ENTIRETY INCLUDING HEAD, JAMBS AND SILL DOWN TO EXISTING GRANITE SILL. SALVAGE

EXISTING ART STONE.

627-D2 REMOVE ANY EXCESS DEBRIS, MASONRY, MORTAR OR SEALANT OBSTRUCTING MASONRY OPENING.

627-D6 EXISTING METAL LOUVER TO REMAIN.

627-D11 REMOVE EXISTING PLYWOOD ON INTERIOR SIDE OF THREE WINDOWS

627-D12 REMOVE EXISTING PLYWOOD PANEL COVERING THE EXISTING WINDOW OPENING.

627-D19 REMOVE EXISTING TRANSOM GLAZING. REMOVE RUST, SAND, PRIME AND PAINT EXISTING HOLLOW METAL FRAME AS REQUIRED FOR
WINDOW REPLACEMENT.

627-D20 CLEAN EXISTING STONE SILL AND PREPARE EXISTING CRACKS FOR EPOXY INJECTION.

627-D21 EXISTING DROP CEILING TO REMAIN.

627-D22 EXISTING PARTION BLOCKING LOWER HALF OF EXISTING WINDOW IS TO REMAIN

627-D24 REMOVE PLYWOOD ON INTERIOR SIDE OF WINDOW

627-D25 REMOVE EXISTING FACE BRICK WYTHE TO ACCESS EXISTING STEEL LINTEL ANGLE. SALVAGE FACE BRICK FOR REUSE. REMOVE EXISTING
STEEL LINTEL ANGLE.

627-D26 EXISTING METAL LOUVER TO BE REMOVED AND SALVAGED.

627-D27 REMOVE EXISTING OPERABLE METAL WINDOW FRAME AND GLAZING. SALVAGE METAL WINDOW FRAME AND GLAZING.

627-D30 EXISING DAMAGED ART STONE TRIM TO BE REPAIRED.

627-D31 RAKE MORTAR JOINTS IN EXISTING ART STONE FROM GRANITE SILL TO HEAD AND PREPARE FOR REPOINTING.
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GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING
627 BASED ON VISUAL ASSESSMENT DATED
DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.

DEMO FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED
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 1/16" = 1'-0"
A1

BUILDING 627 -  DEMOLITION PLAN - ROOF

 1/2" = 1'-0"
A4

BUILDING 627 - DEMOLITION TOWER WALL SECTION

1/16" = 1'-0"
0 8'-0" 16'-0" 32'-0"

0 1'-0" 2'-0" 4'-0"
1/2" = 1'-0"

KEYNOTES - DEMOLITION - BLDG 627
627-D13 REMOVE EXISTING MASONRY WALL BEGINNING AT HEAD OF SECOND FLOOR

WINDOW.

627-D14 REMOVE AND DISPOSE OF EXISTING ROOFING SYSTEM INCLUDING BUILT-UP
ROOF, WOOD DECKING AND STRUCTURAL STEEL PURLINS. SALVAGE
EXISTING ROOF DRAIN.

627-D15 REMOVE EXISTING EXTERIOR MASONRY WALL TO END OF EXISTING BRICK
CORBEL.

627-D18 REMOVE AND SALVAGE EXISTING METAL CONDUCTOR HEAD AND
DOWNSPOUT.
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TOP OF BRICK

33'-2" +/-

FIRST FLOOR
0' - 0"+/-

DS

EXISTING CANOPY
BEYOND TO REMAIN

DS

WINDOWS AND DOORS W/ FRAMES ARE NOT IN CONTRACT
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A1
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EXISTING HANGAR SLIDING DOORS AND GLAZING TO REMAIN
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25
SF
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DSDSDS
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627

627-D22

 EXISTING LADDER BEYOND
FROM MAIN  ROOF TO
TOWER ROOF TO REMAIN EXISTING LADDER TO
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 EXISTING LADDER TO LOWER ROOF TO REMAIN

627-D11
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DEMO ELEVATION LEGEND

LIMITS OF EXISTING WINDOW JAMB AND MASONRY
WALL SEPARATION

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

EXISTING FACE BRICK TO BE REMOVED

EXISTING DAMAGED ART STONE TO BE REPAIRED OR
REPLACED - SEE KEYNOTES FOR EXPLANATION

GENERAL DEMOLITION NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY OF THE

INTERIORS STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.
2. CONDITION OF EXISTING WINDOWS OF BUILDING 627 BASED ON VISUAL

ASSESSMENT DATED DECEMBER 2012.
3. VERIFY ALL DIMENSIONS IN FIELD.
4. EXISTING STEEL LINTELS  AND EXISTING 1/4" STEEL JAMB AND HEAD

PLATES TO BE SCRAPED, CLEANED AND PREPARED TO RECEIVE FINISH,
TYPICAL UNLESS NOTED OTHERWISE.

5. EXISTING EXTERIOR WINDOW CAULK, EXISTING EXTERIOR WINDOW GLAZE
AND EXISTING INTERIOR WINDOW GLAZE HAVE BEEN IDENTIFIED AS
CONTAINING ASBESTOS.  EXISTING BROWN PAINT ON THE EXTERIOR OF
THE SECOND FLOOR HAS BEEN IDENTIFIED AS CONTAINING LEAD. SEE
ACM SURVEY AND REPORT DATED NOVEMBER 30, 2011 FOR MORE
INFORMATION

6. REMOVE EXISTING METAL WINDOW FRAMES AND  EXISTING GLAZING AND
DISPOSE OF UNLESS NOTED OTHERWISE. PRIOR TO REMOVAL OF
WINDOW FRAME, REMOVE EXCESS MORTAR AND/OR SEALANT FROM
EXISTING BRICK MASONRY OR STONE OPENING. EXPOSE EXISTING
METAL WINDOW FRAME AND 1/4" INCH STEEL PLATE AT JAMBS AND HEAD.
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KEYNOTES - DEMOLITION - BLDG 627
627-D1 REMOVE EXISTING ART STONE TRIM IN ITS ENTIRETY INCLUDING HEAD, JAMBS AND SILL

DOWN TO EXISTING GRANITE SILL. SALVAGE EXISTING ART STONE.

627-D2 REMOVE ANY EXCESS DEBRIS, MASONRY, MORTAR OR SEALANT OBSTRUCTING MASONRY
OPENING.

627-D11 REMOVE EXISTING PLYWOOD ON INTERIOR SIDE OF THREE WINDOWS

627-D16 REMOVE EXISTING FACE BRICK AND MORTAR WITHIN THIS AREA TO SOUND SUBSTRATE.
SALVAGE FACE BRICK.

627-D19 REMOVE EXISTING TRANSOM GLAZING. REMOVE RUST, SAND, PRIME AND PAINT EXISTING
HOLLOW METAL FRAME AS REQUIRED FOR WINDOW REPLACEMENT.

627-D20 CLEAN EXISTING STONE SILL AND PREPARE EXISTING CRACKS FOR EPOXY INJECTION.

627-D21 EXISTING DROP CEILING TO REMAIN.

627-D22 EXISTING PARTION BLOCKING LOWER HALF OF EXISTING WINDOW IS TO REMAIN

627-D25 REMOVE EXISTING FACE BRICK WYTHE TO ACCESS EXISTING STEEL LINTEL ANGLE. SALVAGE
FACE BRICK FOR REUSE. REMOVE EXISTING STEEL LINTEL ANGLE.

627-D27 REMOVE EXISTING OPERABLE METAL WINDOW FRAME AND GLAZING. SALVAGE METAL
WINDOW FRAME AND GLAZING.

627-D30 EXISING DAMAGED ART STONE TRIM TO BE REPAIRED.

627-D31 RAKE MORTAR JOINTS IN EXISTING ART STONE FROM GRANITE SILL TO HEAD AND PREPARE
FOR REPOINTING.

627-D32 REMOVE THREE COURSES OF FACE BRICK AND MORTAR FROM TOP OF WINDOW.

627-D33 REMOVE SINGLE DAMAGED FACE BRICK UNIT AT JAMB.

 1/8" = 1'-0"
B1

BUILDING 627 - DEMOLITION ELEVATION - EAST

 1/8" = 1'-0"
A1

BUILDING 627 - DEMOLITION ELEVATION - NORTH
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C3

C1627-AD-203C1 627-AD-203

OPP
SIM

627-D16

627-D19627-D19

627-D6

627-D12

627-D2627-D2

627-D25

627-D25
627-D25
627-D12

627-D25

627-D12

627-D12

627-D11

627-D27 IF FRAME EXISTS

627-D27

25
SF

627-D20
AT SILL
BEYOND

DEMO ELEVATION LEGEND

LIMITS OF EXISTING WINDOW JAMB AND MASONRY
WALL SEPARATION

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

EXISTING FACE BRICK TO BE REMOVED

EXISTING DAMAGED ART STONE TO BE REPAIRED OR
REPLACED - SEE KEYNOTES FOR EXPLANATION

GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627 BASED
ON VISUAL ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL EXISTING LINTELS TO BE SCRAPED, CLEANED AND

PREPARED TO RECEIVE NEW FINISH..
5. EXTERIOR WINDOW CAULK, EXTERIOR WINDOW GLAZE AND

INTERIOR WINDOW GLAZE HAVE BEEN IDENTIFIED AS
CONTAINING ASBESTOS.  BROWN PAINT ON THE EXTERIOR
OF THE SECOND FLOOR HAS BEEN IDENTIFIED AS
CONTAINING LEAD. SEE ACM SURVEY AND REPORT DATED
NOVEMBER 30, 2011 FOR MORE INFORMATION.

6. REMOVE ALL WINDOW FRAMES AND GLAZING UNLESS NOTED
OTHERWISE. PREPARE OPENING FOR WINDOW
REPLACEMENT.
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0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - DEMOLITION - BLDG 627
627-D2 REMOVE ANY EXCESS DEBRIS, MASONRY, MORTAR OR SEALANT OBSTRUCTING

MASONRY OPENING.

627-D6 EXISTING METAL LOUVER TO REMAIN.

627-D11 REMOVE EXISTING PLYWOOD ON INTERIOR SIDE OF THREE WINDOWS

627-D12 REMOVE EXISTING PLYWOOD PANEL COVERING THE EXISTING WINDOW OPENING.

627-D16 REMOVE EXISTING FACE BRICK AND MORTAR WITHIN THIS AREA TO SOUND
SUBSTRATE. SALVAGE FACE BRICK.

627-D19 REMOVE EXISTING TRANSOM GLAZING. REMOVE RUST, SAND, PRIME AND PAINT
EXISTING HOLLOW METAL FRAME AS REQUIRED FOR WINDOW REPLACEMENT.

627-D20 CLEAN EXISTING STONE SILL AND PREPARE EXISTING CRACKS FOR EPOXY
INJECTION.

627-D24 REMOVE PLYWOOD ON INTERIOR SIDE OF WINDOW

627-D25 REMOVE EXISTING FACE BRICK WYTHE TO ACCESS EXISTING STEEL LINTEL
ANGLE. SALVAGE FACE BRICK FOR REUSE. REMOVE EXISTING STEEL LINTEL
ANGLE.

627-D27 REMOVE EXISTING OPERABLE METAL WINDOW FRAME AND GLAZING. SALVAGE
METAL WINDOW FRAME AND GLAZING.

 1/8" = 1'-0"
A1

BUILDING 627 - DEMOLITION ELEVATION - WEST

 1/8" = 1'-0"
B1

BUILDING 627 - DEMOLITION ELEVATION - SOUTH

15088076
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FIRST FLOOR
0'-0" +/-

DS

TO BRICK
33'-2" +/-

A4

627-AD-102

REMOVE AND SALVAGE COPING
STONES

REMOVE EXISTING
MASONRY WALL TO TOP OF
REMOVE AND SALVAGE
EXISTING ART STONE BAND -
SALVAGE EXISTING BRICK

REMOVE AND SALVAGE EXISTING
ART STONE BAND

REMOVE AND SALVAGE
EXISTING BRICK CORBEL

REMOVE TRANSOM
GLAZING. PREPARE
OPENING FOR WINDOW
REPLACEMENT

REMOVE  AND SALVAGE
FRAME AND GLAZING.

SALVAGE AND REINSTALL
EXISTING METAL
DOWNSPOUT AND
CONDUCTOR HEAD
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T
O

 B
E

 R
E
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Y

FIRST FLOOR
0'-0" +/-

627

REMOVE PLYWOOD
COVERING EXISTING
WINDOW OPENING FROM
INTERIOR AND EXTERIOR

REMOVE EXISTING OPERABLE
METAL WINDOW FRAME AND
GLAZING.

REMOVE EXISTING
OPERABLE METAL WINDOW
FRAME AND GLAZING.
SALVAGE METAL WINDOW
FRAME AND GLAZING.

EXISTING DAMAGED ART
STONE TRIM TO BE
REPAIRED

EXISTING DAMAGED
ART TRIM TO BE
REPAINTED

TO BRICK
33'-2" +/-
REMOVE AND SALVAGE
EXISTING COPING STONES

REMOVE EXISTING
MASONRY WALL TO TOP OF
SECOND FLOOR WINDOW.
REMOVE AND SALVAGE
EXISTING ART STONE BAND -
SALVAGE EXISTING  BRICK

REMOVE AND SALVAGE
EXISTING BRICK CORBEL

E
X
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 B
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 R
E
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E
X
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G
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R

Y

RAKE MORTAR JOINTS IN
EXISTING ART STONE
FROM GRANITE SILL TO
HEAD AND PREPARE FOR
REPOINTING

EXISTING GRANITE SILL

FIRST FLOOR
0'-0" +/-

TO BRICK
33'-2" +/-

REMOVE BROKEN/ DAMAGED PRECAST COPING STONES. PREPARE ROW FOR
REPLACED COPING STONES

 
. EQEQ

EXISTING COPING STONES
TO REMAIN

EXISTING ART STONE BAND
TO REMAIN

EXISTING BRICK
MASONRY TO REMAIN

FIRST FLOOR
0'-0" +/-

EXISTING LADDER
TO LOWER ROOF
TO REMAIN.
VERIFY FLOOR
PLAN FOR LADDER
AT SIM CONDITION

LOUVER TO BE
REMOVED AND
REINSTALLED
AFTER LINTEL
WORK WHERE
LOCATED ON PLAN
OTHERWISE
EXISTING LOUVER
TO REMAIN

TO BRICK
33'-2" +/-

REMOVE AND SALVAGE
EXISTING COPING STONES

REMOVE EXISTING
MASONRY WALL TO TOP OF
SECOND FLOOR WINDOW.
REMOVE AND SALVAGE
EXISTING ART STONE BAND -
SALVAGE EXISTING  BRICK

REMOVE AND SALVAGE
EXISTING  CORBEL
REMOVE AND SALVAGE
EXISTING  BRICK CORBEL

REMOVE
EXISTING
EXTERIOR
WYTHE'S BRICK/
STEEL LINTEL
ANGLE WHERE
LOCATED ON
PLAN OTHERWISE
EXISTING LINTEL
TO REMAIN

EXISTING COPING
STONES TO REMAIN

EXISTINGING BRICK
MASONRY TO REMAIN

EXISTING ART STONE
BANDS TO REMAIN

FIRST FLOOR
0'-0" +/-

627

REMOVE
EXISTING
OPERABLE
METAL WINDOW
FRAME AND
GLAZING.
SALVAGE
METAL WINDOW
FRAME AND
GLAZING.

REMOVE
EXISTING
OPERABLE
METAL WINDOW
FRAME AND
GLAZING.
SALVAGE
METAL WINDOW
FRAME AND
GLAZING.

TO BRICK
33'-2" +/-

REMOVE
EXISTING
EXTERIOR
WYTHE'S BRICK/
STEEL LINTEL
ANGLE WHERE
LOCATED ON
PLAN OTHERWISE
EXISTING LINTEL
TO REMAIN

GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE SECRETARY

OF THE INTERIORS STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627 BASED
ON VISUAL ASSESSMENT DATED DECEMBER 2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. VERIFY FLOOR PLANS FOR LADDER LOCATIONS.
5. SALVAGE ALL FACE BRICK AND STONE PANELS AND COPING

TO BE REMOVED.
6. EXISTING STEEL LINTELS TO BE SCRAPED, CLEANED AND

PREPARED TO RECEIVE FINISH.

DEMO ELEVATION LEGEND

LIMITS OF EXISTING WINDOW JAMB AND MASONRY
WALL SEPARATION

INDICATES CONSTRUCTION TO REMAIN

EXISTING CONSTRUCTION TO BE REMOVED

EXISTING FACE BRICK TO BE REMOVED

EXISTING DAMAGED ART STONE TO BE REPAIRED OR
REPLACED - SEE KEYNOTES FOR EXPLANATION
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 1/4" = 1'-0"
A1

BUILDING 627 - DEMOLITION - ENLARGED TOWER ELEVATION

 1/4" = 1'-0"
C3

BUILDING 627 - DEMOLITION - ENLARGED TOWER ELEVATION

0 2'-0" 4'-0" 8'-0"
1/4" = 1'-0"

 1/4" = 1'-0"
A3

BUILDING 627 - DEMOLITION - ENLARGED TOWER ELEVATION

 1/4" = 1'-0"
C1

BUILDING 627 - DEMOLITION - ENLARGED TOWER ELEVATION
 1/4" = 1'-0"

C4
BUILDING 627 - DEMOLITION - ENLARGED TOWER ELEVATION

15088077
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DSDS
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SCREEN
ANCHORS TO
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EXISTING
CANOPY ABOVE
TO REMAIN

EXISTING CANOPY
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DS DS DS
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REMAIN
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627-W2-22627-S

627-W2-01

627-B

627-S

627-S

627-S 627-E2-22

627-E2-01

FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. EXISTING STEEL LINTELS  TO RECEIVE PRIME COAT,

PAINT, AND SEALANT, TYPICAL UNLESS NOTED
OTHERWISE. BEARING PORTION OF LINTEL TO BE
ENCASED IN SEALANT.

6. PAINT TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, TEXTURE AND FINISH.

7. ALL EXISTING MASONRY OR STONE OPENINGS:   CLEAN
EXISTING MASONRY OPENING AND EXISTING STONE SILL
OF ANY REMAINING SEALANT, PAINT, DIRT, ETC.
PREPARE OPENING FOR REPLACEMENT OF WINDOWS.
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 1/16" = 1'-0"
A1

BUILDING 627 - FLOOR PLAN - FIRST FLOOR
 1/16" = 1'-0"

A3
BUILDING 627 - FLOOR PLAN - SECOND FLOOR

1/16" = 1'-0" 0 8'-0" 16'-0" 32'-0"

KEYNOTES - FLOOR PLAN - BLDG 627
627-A1 EXISTING METAL LOUVER TO REMAIN

627-A7 INJECT EPOXY INTO EXISTING CRACKS IN EXISTING STONE SILL.

627-A8 EXISTING DROP CEILING TO REMAIN.

627-A9 EXISTING PARTITION BLOCKING LOWER HALF OF EXISTING WINDOW IS TO REMAIN.

627-A11 REPAIR EXISTING BRICK MASONRY JAMB TO BE PLUMB AND SQUARE. FACE BRICK
AND MORTAR TO MATCH EXISTING ADJACENT BRICK AND MORTAR IN MATERIAL,
COLOR, TEXTURE AND FINISH.

627-A12 REINSTALL GALVANIZED STEEL LINTEL, FLASHING AND SEALANT. REINSTALL
EXISING SALVAGED FACE BRICK OVER LINTEL. MORTAR TO MATCH EXISTING
ADJACENT MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH. SEE B4/627-A-601.

627-A13 REINSTALL EXISTING METAL LOUVER AFTER LINTEL WORK IS COMPLETED

627-A15 CLEAN EXISTING ART STONE TRIM. RESET EXISTING ART STONE TRIM FROM
EXISTING GRANITE SILL TO HEAD. USE MORTAR TO MATCH ORIGINAL MORTAR IN
MATERIAL, COLOR, TEXTURE AND FINISH.

627-A16 DAMAGED ART STONE - SEE ELEVATIONS 627-A-201 AND 627-A-203.

627-A17 CLEAN AND REPOINT MORTAR. SEE ELEVATIONS.
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GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. REINSTALL ANY SALVAGED ITEM AFTER
RECONSTRUCTION IS COMPLETED.

FLOOR PLAN LEGEND

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION
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 1/16" = 1'-0"
A1

BUILDING 627 -  FLOOR PLAN - ROOF
 1/2" = 1'-0"

A4
BUILDING 627 -  TOWER WALL SECTION

1/16" = 1'-0"
0 8'-0" 16'-0" 32'-0"

0 1'-0" 2'-0" 4'-0"
1/2" = 1'-0"

KEYNOTES -ROOF PLAN - BLDG 627
627-A3 REINSTALL SALVAGED METAL CONDUCTOR HEAD AND DOWNSPOUT.

627-A4 REBUILD MASONRY WALL BEGINNING AT HEAD OF SECOND FLOOR
WINDOW. MATCH EXISTING FACE BRICK, MORTAR AND STONE BAND IN
MATERIAL, SHAPE, COLOR AND TEXTURE. REINSTALL SALVAGED COPING
STONES, FACE BRICK AND STONE BANDS.

627-A5 INSTALL ROOFING SYSTEM INCLUDING BUILT-UP ROOF, STEEL DECKING,
RIGID ROOF INSULATION AND STRUCTURAL STEEL PURLINS

627-A6 REBUILD MASONRY WALL TO END OF CORBEL.  MATCH EXISTING FACE
BRICK AND MORTAR IN MATERIAL, SHAPE, COLOR AND TEXTURE.

627-A14 INSTALL ROOF DRAIN. TIE INTO METAL CONDUCTOR AND DOWNSPOUT.
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LIMITS OF  MASONRY REPAIR

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. EXISTING STEEL LINTELS  TO RECEIVE PRIME COAT,

PAINT, AND SEALANT, TYPICAL UNLESS NOTED
OTHERWISE. BEARING PORTION OF LINTEL TO BE
ENCASED IN SEALANT.

6. PAINT TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, TEXTURE AND FINISH.

7. ALL EXISTING MASONRY OR STONE OPENINGS:   CLEAN
EXISTING MASONRY OPENING AND EXISTING STONE SILL
OF ANY REMAINING SEALANT, PAINT, DIRT, ETC.
PREPARE OPENING FOR REPLACEMENT OF WINDOWS.
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 1/8" = 1'-0"
B1

BUILDING 627 - EXTERIOR ELEVATION - EAST

 1/8" = 1'-0"
A1

BUILDING 627 - EXTERIOR ELEVATION - NORTH
0 4'-0" 8'-0" 16'-0"

1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS - BLDG 627
627-E2 REPAIR EXISTING BRICK MASONRY JAMB TO BE PLUMB AND SQUARE. FACE BRICK AND MORTAR TO MATCH

EXISTING ADJACENT BRICK AND MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.

627-E4 REPLACE EXISTING SALVAGED BRICK IN THIS AREA. PREPOINT MORTAR. MORTAR TO MATCH EXISTING IN
MATERIAL, COLOR, TEXTURE AND FINISH.

627-E7 INJECT EPOXY INTO EXISTING CRACKS IN EXISTING STONE SILL.

627-E8 EXISTING DROP CEILING TO REMAIN.

627-E9 EXISTING PARTITION BLOCKING LOWER HALF OF EXISTING WINDOW IS TO REMAIN

627-E12 REINSTALL GALVANIZED STEEL LINTEL, FLASHING AND SEALANT. REINSTALL EXISTING SALVAGED FACE BRICK
OVER LINTEL. MORTAR TO MATCH EXISTING ADJACENT MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH. SEE
B4/627-A-601.

627-E20 PATCH AND REPAIR EXISTING DAMAGED ART STONE TRIM.

627-E21 CLEAN EXISTING ART STONE FROM GRANITE SILL TO HEAD. REPOINT MORTAR AT STONE TRIM. MORTAR TO MATCH
ORIGINAL MARTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.

627-E22 CLEAN EXISTING ART STONE TRIM. RESET EXISTING ART STONE TRIM FROM EXISTING GRANITE SILL TO HEAD. USE
MORTAR TO MATCH ORIGINAL MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.

627-E23 REINSTALL THREE COURSES OF EXISTING SALVAGED FACE BRICK. REPOINT MORTAR. MORTAR TO MATCH
ADJACENT EXISTING MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.

627-E24 REPLACE DAMAGED FACE BRRICK UNI AT JAMB. FACE BRICK AND MORTAR TO MATCH EXISTING ADJACENT FACE
BRICK AND MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.
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LIMITS OF JAMB AND WALL REPAIR

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION
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GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. ALL OPENING DIMENSIONS ARE TO MASONRY

OPENINGS.
5. EXISTING STEEL LINTELS  TO RECEIVE PRIME COAT,

PAINT, AND SEALANT, TYPICAL UNLESS NOTED
OTHERWISE. BEARING PORTION OF LINTEL TO BE
ENCASED IN SEALANT.

6. PAINT TO MATCH EXISTING ADJACENT SURFACE IN
MATERIAL, COLOR, TEXTURE AND FINISH.

7. ALL EXISTING MASONRY OR STONE OPENINGS:   CLEAN
EXISTING MASONRY OPENING AND EXISTING STONE SILL
OF ANY REMAINING SEALANT, PAINT, DIRT, ETC.
PREPARE OPENING FOR REPLACEMENT OF WINDOWS.
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 1/8" = 1'-0"
B1

BUILDING 627 - EXTERIOR ELEVATION - SOUTH

 1/8" = 1'-0"
A1

BUILDING 627 - EXTERIOR ELEVATION - WEST

0 4'-0" 8'-0" 16'-0"
1/8" = 1'-0"

KEYNOTES - EXTERIOR ELEVATIONS - BLDG 627
627-E2 REPAIR EXISTING BRICK MASONRY JAMB TO BE PLUMB AND SQUARE. FACE BRICK AND MORTAR TO

MATCH EXISTING ADJACENT BRICK AND MORTAR IN MATERIAL, COLOR, TEXTURE AND FINISH.

627-E3 EXISTING METAL LOUVER TO REMAIN

627-E4 REPLACE EXISTING SALVAGED BRICK IN THIS AREA. PREPOINT MORTAR. MORTAR TO MATCH EXISTING IN
MATERIAL, COLOR, TEXTURE AND FINISH.

627-E12 REINSTALL GALVANIZED STEEL LINTEL, FLASHING AND SEALANT. REINSTALL EXISTING SALVAGED FACE
BRICK OVER LINTEL. MORTAR TO MATCH EXISTING ADJACENT MORTAR IN MATERIAL, COLOR, TEXTURE
AND FINISH. SEE B4/627-A-601.
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OVER LINTEL.
MORTAR TO
MATCH
EXISTING
ADJACENT
MORTAR IN
COLOR,
TEXTURE AND
FINISH. SEE
B4/627-A-601.
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FIRST FLOOR
0'-0" +/-

627

PATCH AND REPAIR
EXISTING DAMAGED
ART STONE

PATCH AND REPAIR
EXISTING DAMAGED
ART STONE

TO BRICK
33'-2" +/-

627-A

627-B

REPLACE STEEL LINTEL. SIM
TO SECTION A4/627-A-102

EXISTING GRANITE SILL

CLEAN EXISTING ART
STONE FROM
GRANITE SILL TO TOP
OF KEYSTONE

REPOINT RAKED
MORTAR JOINTS
FROM GRANITE
SILL TO HEAD

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. ALL PAINT IS TO MATCH EXISTING ADJACENT
SURFACE IN COLOR, TEXTURE AND FINISH.

4. EXISTING STEEL LINTELS  TO RECEIVE PRIME COAT,
PAINT, AND SEALANT. BEARING PORTION OF LINTEL
TO BE ENCASED IN SEALANT.

ELEVATION LEGEND

LIMITS OF JAMB AND WALL REPAIR

INDICATES CONSTRUCTION TO REMAIN

NEW CONSTRUCTION

LIMITS OF STONE REPAIR

LIMITS OF  MASONRY REPAIR
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 1/4" = 1'-0"
A3

BUILDING 627 - ENLARGED TOWER ELEVATION

 1/4" = 1'-0"
C1

BUILDING 627 - ENLARGED TOWER ELEVATION

 1/4" = 1'-0"
A1

BUILDING 627  - ENLARGED TOWER ELEVATION

 1/4" = 1'-0"
C4

BUILDING 627 -  ENLARGED TOWER ELEVATION
 1/4" = 1'-0"

C3
BUILDING 627 - ENLARGED TOWER ELEVATION
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627-R2
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627-R2

LEGEND
X CRACKED, DELAMINATED OR

DAMAGED GLAZING LIGHT

LIMITS OF MEDIUM TO HEAVY
CORROSION/RUST DAMAGE
LIMITS OF REPAIR AS
DESCRIBED IN KEYNOTE

LIMITS OF WINDOW JAMB
DISTORTION

GENERAL SHEET NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR THE
TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. EXISTING EXTERIOR WINDOW CAULK, EXTERIOR

WINDOW GLAZE AND EXISTING INTERIOR WINDOW
GLAZE HAVE BEEN IDENTIFIED AS CONTAINING
ASBESTOS.  EXISTING BROWN PAINT ON THE EXTERIOR
OF THE SECOND FLOOR HAS BEEN IDENTIFIED AS
CONTAINING LEAD. SEE ACM SURVEY AND REPORT
DATED NOVEMBER 30, 2011 FOR MORE INFORMATION

5. NINE EXISTING METAL WINDOW FRAMES ARE TO BE
SALVAGED, FOUR OF WHICH ARE TO BE RENEWED FOR
INSTALLATION. SHOULD ANY OF THE SELECTED FOUR
WINDOWS REQUIRE MATERIAL FOR REPAIR, USE
MATERIAL FROM THE OTHER SIX SALVAGE WINDOWS
SHOULD ADDITIONAL MATERIAL BE REQUIRED, USE
PARTS SALVAGED FROM BUILDING 606 WINDOWS.
DISPOSE OF REMAINING WINDOWS AND GLAZING AFTER
WINDOW RENEWAL HAS BEEN COMPLETED.

EXISTING STEEL MUNTIN

EXISTING GLAZING

PIVOT SASH

BOTTOM STATIONARY SASH

TOP STATIONARY SASH

GROUT

CAULKING

EXISTING STONE STOOL

EXISTING WINDOW SILL FRAME
EXISTING GLAZING

EXISTING SCREW

EXISTING STONE SILL BELOW

EXISTING GLAZING

EXISTING MASONRY WALL

EXISTING STEEL PLATE

EXISTING JAMB

CAULK

EXISTING SCREW

EXISTING WINDOW HEAD

EXISTING GLAZING

EXISTING
MASONRY WALL

EXISTING STEEL LINTEL
SUPPORTS EXISTING 1/4"

STEEL PLATE
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 1/2" = 1'-0"
C1

627N1-01 -
 1/2" = 1'-0"

C2
627N2-01 -

 1/2" = 1'-0"
C3

627N2-22 -

 1/2" = 1'-0"
D1

627E2-01 -
 1/2" = 1'-0"

D2
627E2-22 -

 1/2" = 1'-0"
B1

627S2-01 -
 1/2" = 1'-0"

B2
627S2-22 -

 1/2" = 1'-0"
D3

627W2-01 -
 1/2" = 1'-0"

D4
627W2-22 -

WINDOW REPAIR KEYNOTES - BLDG

627
627-R1 REMOVE AND SALVAGE EXISTING INTACT WIRE GLASS FROM EXISTING

METAL WINDOWS FRAMES. RETAIN ALL CLIPS, GLAZING BEADS AND
OTHER FASTENERS FOR REUSE. CLEAN BOTH SIDES OF EACH PANEL
AND APPLY FRAGIMENT RETENTION FILM TO BACKSIDE. REINSTALL
WIRE GLASS AFTER COMPLETE WINDOW RENEWAL.

627-R2 REMOVE AND DISPOSE OF EXISTING DAMAGED WIRE GLASS FROM
EXISTING METAL WINDOW FRAMES. RETAIN ALL CLIPS, GLAZING BEADS
AND OTHER FASTENERS FOR SPARE PARTS.

627-R3 STRAIGHTEN EXISTING VERTICAL FRAME COMPONENTS TO ELIMINATE
BOW.

627-R4 REPAIR AND REALIGN BOTTOM RAIL OF TOP STATIONARY SASH TO
ELIMINATE SAGGING.

627-R5 REAPAIR AND REALIGN BOTTOM RAIL OF PIVOT PANEL TO ELIMINATE
SAGGING.

627-R6 SANDBLAST EXISTING METAL WINDOW FRAME DOWN TO BARE METAL
TO REMOVE SURFACE RUST AND DEEP SET RUST.

627-R7 PATCH AND REPAIR EXISTING MEDIUM TO HEAVY RUSTED VERTICAL
STILE.

627-R8 REPAIR MEDIUM TO HEAVY RUSTED TOP RAIL OF TOP STATIONARY
SASH WITH PATCHING MATERIAL AND SAND SMOOTH.

627-R9 REPAIR MEDIUM TO HEAVY RUSTED EXISTING BOTTOM RAIL OF TOP
STATIONARY SASH WITH PATCHING MATERIAL AND SAND SMOOTH.

627-R10 REPAIR MEDIUM TO HEAVY RUSTED EXISTING BOTTOM RAIL OF TOP
STATIONARY SASH WITH PATCHING MATERIAL AND SAND SMOOTH.

627-R11 REPAIR MEDIUM TO HEAVY RUSTED EXISTING BOTTOM RAIL OF
BOTTOM STATIONARY SASH WITH PATCHING MATERIAL AND SAND
SMOOTH.

627-R13 REPAIR MEDIUM TO HEAVY RUSTED EXISTING BOTTOM RAIL OF
CENTER PIVOT SASH WITH PATCHING MATERIAL AND SAND SMOOTH.

627-R14 REPAIR MEDIUM TO HEAVY RUSTED EXISTING VERTICAL MUNTINS OF
BOTTOM STATIONARY SASH WITH PATCHING MATERIAL AND SAND
SMOOTH.

627-R15 REPAIR MEDIUM TO HEAVY RUSTEDED EXISTING TOP RAIL OF PIVOT
SASH WITH PATCHING MATERIAL AND SAND SMOOTH.

627-R17 PRIME (TWO COATS) EXISTING METAL WINDOW FRAME AND PAINT
(TWO COATS) TO MATCH ORIGINAL IN MATERIAL, COLOR, TEXTURE AND
FINISH.

627-R18 REASSEMBLE WINDOW WITH SALVAGED SCREWS AND FASTENERS.
CLEAN AND LUBRICATE SALVAGED HINGES AND HARDWARE.

627-R19 RE INSTALL SALVAGED GLAZING INTO RENEWED FRAMES. PLACE
LIGHTS INTO ORIGINAL OPENINGS AS MUCH AS POSSIBLE. INSTALL
REMAINING SALVAGED GLAZING AND LIGHTS INTO REMAINING
OPENINGS. GLAZING COMPOUND TO MATCH ORIGINAL IN MATERIAL,
COLOR, TEXTURE AND FINISH.

 3" = 1'-0"
B4

BUILDING 627 EXISTING PIVOT WINDOW SECTION

 3" = 1'-0"
A4

BUILDING 627 EXISTING SILL
 3" = 1'-0"

A3
BUILDING 627  EXISTING JAMB

 3" = 1'-0"
C4

BUILDING 627  EXISTING HEAD

0 1'-0" 2'-0" 4'-0"
1/2" = 1'-0"

0 3" 6" 9"
3" = 1'-0"

SALVAGE THIS FRAME FOR PARTS AND
GLAZING

SALVAGE THIS FRAME FOR PARTS
AND GLAZING

SALVAGE THIS FRAME FOR REINSTALLATION SALVAGE THIS FRAME FOR REINSTALLATION SALVAGE THIS FRAME FOR REINSTALLATION SALVAGE THIS FRAME FOR REINSTALLATION

SALVAGE THIS FRAME FOR PARTS AND
GLAZING

SALVAGE THIS FRAME FOR PARTS AND
GLAZING

SALVAGE THIS FRAME FOR PARTS AND
GLAZING
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TYPE COUNT HEIGHTWIDTH MATERIAL NOTES

BUILDING 627 WINDOW SCHEDULE

627-A 53 3'-8" 7'-0"

627-B 5 4'-10 7/8" 7'-0"

627-C 14 3'-8" 7'-0"

ALUM

ALUM

ALUM

627-D 2 3'-4" 3'-5" ALUM

627- E 4 3'-5" 3'-10" ALUM

627- EX

627- S 4

4 5'-0"

5'-0"

7'-0"

7'-0" ALUM

EXISTING METAL SALVAGE AND RENEW

STORM WINDOW

GLAZING SCHEDULE
G1 1/4" LAMINATED GLASS

G4

1" INSULATED TINTED SPANDREL UNITG5

1" INSULATED TINTED GLAZING UNIT

BLDG 627 -

EXISTING STONE
STOOL

FIXED ALUMINUM WINDOW
SYSTEM

1 
1/

4"

SEALANT, CONTINUOUS
PERIMETER  OF OPENING

ALUM BREAK METAL TO
MATCH WINDOW FRAME
SYSTEM

SEALANT, CONTINUOUS
PERIMETER OF OPENING

BLDG 627 -

EXISTING
MASONRY
WALL

EXISTING STEEL LINTELS, PAINTED

FIXED ALUMINUM WINDOW
SYSTEM

SEALANT, CONTINUOUS
PERIMETER OF OPENING SCHEDULED GLAZING

ALUM BREAK METAL TO MATCH
WINDOW FRAME SYSTEM1 

1/
4"

POWDER ACTUATED FASTENER AT 16" OC.
FASTENER SHALL BE A STAINLESS STEEL
SMOOTH SHANK WITH 0.145" DIA. POINT OF
FASTENER SHALL PENETRATE THE STEEL BASE A
MINIMUM OF 3/8"

627-A 627-B

7'
-0

" 
+/

-

4'-10 3/8" +/-3'-8" +/-

7'
-0

" 
+/

-

G5 G5

627-C

7'
-0

" 
+/

-

3'-8" +/-

G4

A1

627-A-601

A2

627-A-601

C1

627-A-601

A2

627-A-601

A1

627-A-601

C1

627-A-601

1 
1/

4"
1'

-7
"

1 
3/

4"
3'

-3
 3

/4
"

1 
3/

4"
1'

-7
 1

/4
"

1 
1/

4"

1 1/4" 1 1/4" 1 1/4" 1 1/4"

627-D

3'
-5

" 
+/

-

3'-4" +/-

G4

1 1/4" 1 1/4"

1 
1/

4"
1'

-7
 1

/4
"

1 
3/

4"

3'
-3

 3
/4

"

1 
3/

4"

1'
-7

"
1 

1/
4"

C1

627-A-601

1 
1/

4"
1'

-7
"

1 
3/

4"
3'

-3
 3

/4
"

1 
3/

4"
1'

-7
 1

/4
"

1 
1/

4"

A1

627-A-601

A2

627-A-601

A3

627-A-601

1"
1"

1" 1"

B3

627-A-601

MULLION,
TYP

APPLIED
MUNTIN, TYP

B1

627-A-601

B1

627-A-601

B1

627-A-601

627-E

3'
-1

0"
 +

/-

3'-5" +/-

G4
A3

627-A-601

1"
1"

1" 1"

B3

627-A-601

TYP TYP TYP

TYP

TYP

EXISTING
HM
FRAME

EXISTING
HM
FRAME

627-S

V
IF

7'
-0

" 
+/

-

G1

VIF
5'-0" +/-

PRE-FINISHED ALUMINUM
STORM WINDOW

PROVIDE AT SALVAGE WINDOWS ON
EAST AND WEST FACADE

627-EX-E2-01

7'
-0

" 
+/

- 
V

IF

VIF
5'-0" +/-

EXISTING
SALVAGED
GLAZING TYP

EXISTING SALVGED METAL
WINDOW, SEE 627-A-204

627-EX-W2-01

627-EX-E2-22

627-EX-W2-22

BLDG 627 -  WINDOW

EXISTING
MASONRY
WALL

EXISTING STEEL
LINTELS, PAINTED

APPLIED MUNTIN WITH
BLACK SHADOW SPACER -
BOTH SIDES OF GLAZING

EXISTING HOLLOW
METAL TRANSOM
FRAME

SEALANT, CONTINUOUS
PERIMETER OF
OPENING

ALUM WINDOW STOP
PERIMETER OF OPENING,
SIZE TO MATCH EXISTING
HM FRAME STOP

SCHEDULED GLAZING

NOTE: SEPARATE
DISSIMILAR METALS

BLDG 627 -  TRANSOM

EXISTING HOLLOW METAL TRANSOM FRAME

SEALANT, CONTINUOUS PERIMETER OF
OPENING

APPLIED MUNTIN WITH
BLACK SHADOW SPACER -
BOTH SIDES OF GLAZING

ALUM WINDOW STOP PERIMETER OF OPENING, SIZE TO
MATCH EXISTING FIXED ALUMINUM WINDOW SYSTEM.

BLDG 627 -

EXISTING STONE SILL
BELOW

EXISTING MASONRY
WALL

EXISTING STEEL PLATE

APPLIED MUNTIN WITH BLACK
SHADOW SPACER - BOTH SIDES OF
GLAZING

FIXED ALUMINUM WINDOW SYSTEM

ALUM BREAK METAL TO MATCH WINDOW
FRAME SYSTEM

SEALANT, CONTINUOUS PERIMETER
OF OPENING

1 1/4"

1"

SEALANT, CONTINUOUS
PERIMETER OF OPENING

POWDER ACTUATED FASTENER AT
16" OC. FASTENER SHALL BE A
STAINLESS STEEL SMOOTH SHANK
WITH 0.145" DIA. POINT OF FASTENER
SHALL PENETRATE THE STEEL BASE A
MINIMUM OF 3/8"

BLDG 627 -

FIXED ALUMINUM WINDOW SYSTEM

APPLIED MUNTIN

SCHEDULED GLAZING

2"
1"

BLACK SHADOW SPACER -
BOTH SIDES OF GLAZING

GENERAL SHEET NOTES:

1. ALL WORK ON THIS PROJECT TO FOLLOW THE
SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.

3. VERIFY ALL DIMENSIONS IN FIELD.
4. MUNTIN SPACING TO BE EQUAL IN EACH DIRECTION.
5. PAINT IS TO MATCH EXISTING ADJACENT SURFACE

IN MATERIAL, COLOR, FINISH, AND TEXTURE.

WEEP HOLES AT
24" OC - TYP

COPPER THRU-WALL
FLASHING LAPPED
OVER EXISTING

SEALANT CONTINUOUS
PERIMETER OF OPENING,
BOTH SIDES, TYP

REINSTALL EXTERIOR WYTHES.
MORTAR TO MATCH EXISTING
MORTAR IN MATERIAL, COLOR,
TEXTURE AND FINISH.

L4x3 1/2x5/16" GALVANIZED
STEEL ANGLE, (LLV). PAINT TO
MATCH EXISTING

EXISTING COPPER THRU-
WALL FLASHING

SEALANT, CONTINUOUS.
COLOR TO MATCH LINTEL
PAINT COLOR

FIXED ALUMINUM WINDOW
SYSTEM
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GROUT SOLID

REINSTALL SALVAGED
COPING STONES

COPPER SAWTOOTH FLASHING

HORIZONTAL LADDER
TYPE REINFORCING -
16" ON CENTER
VERTICALLY -TYP

FLEMISH BOND

SALVAGED BRICK MASONRY

3/16

EXIST 16" I 40#

1 1/2" STEEL ROOF DECK

R-20 RIGID INSULATION

STRUCTURAL STEEL BEAM

4"

GROUT SOLID

REINSTALL
SALVAGED STONE
BAND CORBEL CAP

COPPER SHEET
METAL COUNTER
FLASHING

GROUT SOLID

8"
 M

IN

3" MIN3" MIN

4 PLY BUILT UP ROOF MEMBRANE

FASTENER - 8" OC

FLASHING ABOVE COUNTER FLASHING

STAINLESS STEEL
ANCHORS - SPACING AND
LOCATION TO MATCH
ORIGINAL

REINSTALL SALVAGED STONE
BAND PANELS

TREATED WOOD NAILERS AT PERIMETER

COVER BOARD

STAINLESS STEEL
ANCHORS - SPACING AND
LOCATION TO MATCH
ORIGINAL

BOP
EL (+)23'-6" (*)

GALV HSS 8x4  WITH 7 1/2"x
BRG EACH END OF
MASONRY OPNG

GALV PL 3/8"x1'-0" W/8"
BRG EACH END OF
MASONRY OPNG

GROUT SOLID

WEEP HOLES AT
24" OC - TYP

COPPER THRU-WALL
FLASHING

PLACEMENT OF NEW
WINDOW IS DRIVEN
BY THE EXISTING SILL
AT THIS CONDITION

SEALANT CONTINUOUS
PERIMETER OF OPENING,
BOTH SIDES, TYP

POWDER ACTUATED
FASTENER AT 16" OC.
FASTENER SHALL BE A
STAINLESS STEEL
SMOOTH SHANK WITH
0.145" DIA. POINT OF
FASTENER SHALL
PENETRATE THE STEEL
BASE A MINIMUM OF 3/8"

DECORATIVE CORBEL
BEYOND

METAL DECK

1/2" MIN

STRAINER BASKET

COMPRESSION RING

1" MAX
12"

3" MIN 3" MIN

SURFACE CAP SHEET

FOUR PLY BUILT UP ROOF
MEMBRANE

R-20 RIGID
INSULATION

SALVAGED ROOF DRAIN

GENERAL NOTES:
1. ALL WORK ON THIS PROJECT TO FOLLOW THE

SECRETARY OF THE INTERIORS STANDARDS FOR
THE TREATMENT OF HISTORIC PROPERTIES.

2. CONDITION OF EXISTING WINDOWS OF BUILDING 627
BASED ON VISUAL ASSESSMENT DATED DECEMBER
2012.
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