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1 2/3/2015 Drawing Sheet C500 What is the detail for the helicpopter rotor blade safety circle

The marking shall consist of a 6‐inch yellow stripe 
with a 6‐inch black stripe on either side for a total 
width of 18‐inches.

N N/A

2

12‐Feb‐15

00150 ‐ EVALUATION ‐ 
III.   EVALUATION
‐ D. EVALUATION 
FACTORS FOR AWARD
Factor 1 – Experience.

The solicitation requires the Small Business Prime Contractor Offeror to 
submit a minimum of (2) to a maximum of five (5) construction projects 
for the Offeror that best demonstrates our experience on relevant 
projects that are similar in size, scope, and complexity to the RFP. 
Relevant projects, for purposes of this evaluation are defined as: 
concrete paving projects, performed as the prime contractor, utilizing 
slip
form paving with a construction value of approximately $5.0M or 
greater and have been completed within the past seven (7) years of the 
date of issuance of this RFP.
Can the offeror utilize the experience of a Subcontractor/Teaming 
Parther, that has the required experience and be rated as "Acceptable" 
in order to be eligle for Award?

Subcontractors experience cannot be used to satisfy 
the experience requirement. The relevancy definition 
specifically calls out "performed as the prime 
contractor" and is directed at the offeror.                       
Please Note: Per the RFP page 10, "If the Offeror is a 
Joint Venture (JV), relevant project experience 
should be submitted for projects completed by the
Joint Venture entity or the Joint Venture partners. 
Offerors are still limited to a total of five (5) projects 
combined."

N N/A

3

12‐Feb‐15

SECTION 32 13 11
CONCRETE PAVEMENT 
FOR AIRFIELDS AND 
OTHER HEAVY‐DUTY 
PAVEMENTSm‐ 2.10.1 a  
Batching and Mixing 
Plant

Will it be aceptable to utilize the existing on‐site batch plant that will be 
already on site for the performance of contract N6945014‐C1261? 

It is acceptable to utilize the onsite batch plant.  
However, all requirements for QC as stipulated in 
specification section 32 13 11 must be adhered to 
throughout construction.

N N/A

4
13‐Feb‐15 32‐15‐11/2.10.1.a/347

Can the 15 minute haul time be increased? This time is impossible to 
accomplish.

The haul time can be increased to no more than 30 
minutes.  Several batch plants exist within this travel 
time.

Y TBD

5

13‐Feb‐15 32‐13‐11/2.10.5.e/351

All of the equipment listed as "not allowed" are what are used for fixed 
form paving. Is it your intent that this project has to be built only with a 
slipform machine? I have previously built USN runways with deck 
finishers. 

The definition of a relevant project includes slipform 
paving experience and it is the intent of the designer 
that this project be constructed utilizing this 
technology. 

N N/A
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