Go/No-Go Criteria
N00164-12-S-NB02-Sources Sought Synopsis-Enhanced Combat Optical Sight-Optimized (ECOS-O)

Interface

(Go/No-GO) The ECOS-O Sight shall mount at the 12 o’clock position of the ECOS-O Scope.
Optical Centerline

(Go/No-GO) The ECOS-O Sight shall have an optical centerline no more than 2 inches above the optical centerline of the ECOS-O Scope.
Length

(Go/No-GO) The ECOS-O Scope Shall be no greater than 12.5 inches.
Magnification – Low Power

(Go/No-GO) The ECOS-O Scope shall have a low power magnification setting no less than 3x and no greater than 6x with a tolerance of +/-0.5x.

Magnification – High Power

(Go/No-GO) The ECOS-O Scope shall have a high power magnification setting no less than 15x and no greater than 20x with a tolerance of +/-0.5x.

Optical Center Line

(Go/No-GO) When mounted on the host weapon, the optical centerline of the ECOS-O Scope shall be 1.535 +/- 0.05 inches above the flat surface of the MIL-STD-1913 rail.

Elevation Turret Height

(Go/No-GO) The ECOS-O Scope turret height shall be no taller than 0.75 inch above the scope tube.

Elevation Turret Adjustment

(Go/No-GO) The ECOS-O Scope shall have a ZERO Stop (also defined as a “hard stop”).

Parallax

(Go/No-GO) The ECOS-O Scope shall provide a side focus/parallax adjustment.

Diopter Adjustment

(Go/No-GO) The Scope shall provide a diopter adjustment to allow for optimal reticle clarity.

Tube Size

(GO/NO-GO) The ECOS-O Scope shall utilize a 34mm tube for construction.

Magnification

(Go/No-GO) The ECOS-O Sight shall have a magnification of 1x +/- 5%.

Size

(Go/No-GO) The ECOS-O Sight shall not exceed 2.5 inches in Length, 1.5 inches in height, and 1.75 inches in width.

Enclosed System

(Go/NO-GO) The ECOS-O Sight shall consist of an enclosed sighting system as to preclude malfunction due to environmental factors such as rain, mud, etc.

