N00164-12-T-CA01 - RUGGEDIZED 22 INCH MONITOR - FSC 7010 - NAICS 334119
Issue Date 17 FEB 2012 - Closing Date 21 FEB 2012 - Time 1500 EST

NSWC Crane is issuing a Commercial Area Announcement (CAA) for informational purposes only as a means of conducting market research to identify parties having interest in and the resources to support the Global Discovery surveillance system. A respondent to this market survey must have available the majority of the skills and facilities that are required to provide the quantity of the following: 

Ruggedized 22 inch Monitor In Accordance with (IAW) the Salient Characteristics:– 

Minimum			Maximum
Depth			1.685 inches		1.715 inches @ monitor body.  Interface connectors to 3.2 acceptable.
Width			19.985 inches		20.015 inches.    Spec might be negotiable within limits
Height			13.235 inches		13.265 inches.   Spec could be decreased but not increased.
Screen Size		21.5 inch diagonal		22.5 inch diagonal
Mount			Rear panel mount			Edge Frame mount
Weight							40 Lbs
Storage Temperature	-20C				50C
Operating Temperature	0C				40C
Input Voltage		110VAC			240 VAC or 28VDC if 110AC is not an option
Input Frequency		50HZ				60HZ  
Input Power						250 Watts
Capacitive Touch Screen	Redhat Linux 5.5 &
			CentOS 5.5 fully compatible  
Touch Screen Interfaces	RS232				USB 2.0
Display Colors		10 Million
Response Time		20 ms				2 ms
Viewing angle		150 Degrees			175 Degrees
Shock and Vibe (Non-Oper)	-2 G’s				4.4 G’s
Contrast Ratio		700:1				250,000:1
Brightness		250 cd/m²			1000 cd/m²
Resolution		1920x1080P @ 60Hz	
Inputs			1 VGA-1920x1200; 		1 VGA-1920x1200;
1 HD-SDI (75 Ohm BNC);	1 HD-SDI (75 Ohm BNC);
+ 1 HD input (either 		+ 3 HD inputs (any combination of DVI-D; 
DVI-D; HDMI; or 		HDMI; Display Port 1920x1200; 
Display Port 1920x1200)		or HD-SDI (75 Ohm BNC))
Inputs			NTSC & PAL compatible
EMI			DO160 Paragraph 21

Mean Time Between Failures (MTBF): Approximately 15,000 Hours
Minimum Warranty: 1 years
Operating Altitude    Min: -1000 Max: 15000
Flammability - FAR part 25.853   Flammability    Compartment interiors - Excluding items metal boxes
Actual Flammability Certification is preferred; however if this is not available a PMA that can be used for the certification is acceptable. 

If neither of these are available a quote for 3 inches x 12 inches samples of all external and internal materials (or as big as possible considering the actual size of the part), with 90 inches of each wire type, and the assembly drawing that can be used for the government to conduct its own certification testing must be included.  If the testing does meet the actual requirement the product will be considered technically acceptable by the Government for this characteristic (test data to be owned by the Government and not releasable).  Testing to be conducted per FAR part 25.853 Appendix F Part I or II as applicable.  

http://www.airweb.faa.gov/Regulatory_and_Guidance_Library/rgFAR.nsf/MainFrame?OpenFrameSet

Structural retention - via installation design and analysis
			
The below Mil Specs for Environmental Performance Requirements are also acceptable:

 Mil-Std-810 based requirements:
Vibration:        	Applicable Mil-Std-810F section/Method(s):
Method 514.5, Procedure I – General Vibration 
Annex C Table 514.5C-II 
Annex C Figure 514.5C-9 for operational materiel installed in the fuselage, forward or aft of the propeller in a Category 13 - Fixed wing propeller aircraft 

Shock:		Applicable Mil-Std-810F section/Method(s):
Under operation during and survive without damage when subjected to the shock environment of MIL-STD-810F, TABLE 516.5-II, Flight Vehicle Equipment.
Expose to shock due to drops that may occur during bench handling, bench maintenance, or packaging as defined in MIL-STD-810F, Method 516.5 Procedure VI - Bench handling
	
The Government's market research is based on NMCARS Subpart 5212.90 and the result of the market research will contribute to determining the method of procurement. 
THIS CAA IS NOT A REQUEST FOR QUOTES. No award will be made on the basis of quotes or offers received in response to this CAA. Interested parties shall understand that responses in any form are not quotes or offers. Further, issuance of the CAA does not impose any obligation on the Department of Navy or signify a firm commitment to issue a solicitation or a contract. No solicitation document is available and telephone requests will not be honored.  There are no funds available to pay for the cost of preparing the responses.

If your organization has the potential capacity to provide a quantity of Ruggedized 22 inch Monitors IAW Salient Characteristics as stated above, please submit to the contracting office a brief capabilities statement (no more than 3 pages excluding the cover sheet) demonstrating ability to provide the requested items and quantities. This document shall address, as a minimum the following: 
(1) Provide the name and address of company, primary point of contact, email address, web site address, telephone number DUNS and CAGE code number.
(2) Provide size category (large/small business, etc) and type of ownership for the organization,  any known contract vehicles such as GSA, SEWP and/or CHESS Contract numbers.  If you do not presently have an established contract vehicle with the Federal Government then please provide the statement – OPEN MARKET in your CAA Response.
Provide the following information as it pertains to the Ruggedized 22 inch Monitors IAW Salient Characteristics – 
Manufacturer
Model
Lead-time
Place of Manufacture
General specifications and characteristics
Estimated Cost 
Warranty
FOB Destination Delivery Time

THIS IS A TIME SENSITIVE COMMERCIAL AREA ANNOUNCEMENT.  PLEASE IMMEDIATELY ALERT ME IF YOU CAN PROVIDE Ruggedized 22 Inch Monitors IAW Salient Characteristics UNDER SEWP/CHESS OR GSA CONTRACT VEHICLES AND PLEASE PROVIDE THE CONTRACT NUMBER.

This information may be provided by email to teresa.crevier@navy.mil.  
Attn: Teresa A Crevier no later than 1500 EST, 21 February, 2012. 

