N00178-09-Q-1195 Attachment


Coordinate Measuring Machine (CMM) minimum requirements:
To be considered acceptable, the CMM may be new or factory refurbished.  Any factory refurbished CMM must also come with the manufacturer’s new warranty included.  

1. Configuration:  Gantry style

2. Measuring cube dimensions:  60” X 36” X 28” 
  

3. Key Features:

a. Full computer numerically controlled (CNC) and manual wireless joystick control

b. Equipped with computer and DCC CAD Import Software 
c. 0.5μm resolution scales

d. Motorized Probe System

e. Touch Probe + 2 Modules
f. Protected guide ways on all axis 
g. Passive anti-vibration mounts 
h. Aluminum Y and Z guide ways 
i. Granite table and X guide way 
j. Air bearings on all axis

k. 1” Origin Sphere and Starter Styli Kit

l. Stand-alone PC:  Dual Core 2220/2.4GHz, 2.0 GB DDR2 SDRAM, 160GB SATA, Windows XP Pro Operating System

m. Removable 500 GB hard drive

n. 19” Flat Screen Monitor and Color Printer 

o. PC Workstation, Inspection Clamp Kit


4. CMM Manager Software (CAD Version) features:
           

a. 1-Click CAD Measure with On and Off Line Programming
   

b. Optimized Path Planning feature with Collision Avoidance 
   

c. Built in “Best Fit” Analysis Engine for Improved Accuracy
  


d. 3-2-1 For Prismatic or CAD Alignment for Free-Form Surfaces



e. Automatic Probe Angle Selection



f. Drag & Drop Graphical Reporting and Quick Dimensioning Tools 

g. Complete ASME Y14.5 GD&T Support  

5. Minimum Accuracy:
	Accuracy
	From 2.0μm+L/333

	Velocity
	From 52m/min

	Acceleration
	From 9360m/min2

	Size range
	X: 500 to 3300mm
Y:  400 to 2000mm
Z:  400 to 1500mm 


6. Additional requirements:  

a. Complete Installation Tuning and Testing

b. Calibration and Certification Upon Completion of Installation

c. 2 Day On-Site Software Training Program

d. Technical Software Support 

e. Software upgrades for 1-Year 
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