SPECIFICATION FOR ROTAX 914 UL AIRCRAFT ENGINE
ALL PARTS SHALL BE NEW AND NOT REFURBISHED
ENGINE:


Rotax 914UL aircraft engine 
The following parts and components need to be compatible with the Rotax 914UL engine and either listed as included in the total price or priced separately:.
Rotax K&N RU0800 cylindrical air filter 

            Washable and reusable.

Oil cooler with mounting kit:

A large size oil cooler is required for the 914UL.(131x216x42mm / 5.16x8.50x1.65").
Rota Liquid radiator:

142x415x49mm / 5.59x16.34x1.93".
Rotax overflow bottle:

Marked with minimum and maximum levels according to Rotax specifications. (142x415x49mm / 5.59x16.34x1.93").
Rotax stainless steel exhaust:

Should come installed

Rotax electric fuel pumps (2)

With 3/8” hose fittings
Wix fuel filter:

Paper element filter with 3/8" hose fittings.
ACS Gascolator:

Machined anodized aluminum and steel construction.  With fine steel filter element, drain valve and provision for primer line connection.  Insures water will not reach the engine.
Andair Check Valves (2)

Quality machined anodized L168 aluminum.
Rotax engine-side ring mount:

Should come installed

Rotax standard electric starter:

Should come installed

Rotax electric starter solenoid: 

Should come installed

Rotax voltage regulator-rectifier:

Should come installed
Aero Controls throttle cable:

Precision threaded cable ends for precise adjustment with each carburetor. 72" length from splitter to cockpit-side cable end fits most installations.
Aero Controls Choke Cable:

Similar to throttle cable but with straight cable end compatible with the elbow and adjusting screw found standard on these carburetors.
 Oil temperature probe:

Should come installed

 Oil pressure probe:

Should come installed

 Cylinder head temperature probes (2x):                           Should come installed

 Engine oil and engine coolant     
Dynon Avionics

Engine Monitoring System

D10 with probes and wiring harness for Rotax 914 UL engine.
Shipping

