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CODE 200

3355 PATTERSON ROAD

BUILDING 801 ROOM 212

PORT HUENEME CA 93043-4301

UNDER DPAS (15 CFR 700)

11. DELIVERY FOR FOB

RFQ

SEE SCHEDULE

14. METHOD OF SOLICITATION

IFB

RFP

CODE

SEE ADDENDUM

BLOCK IS MARKED

DESTINATION UNLESS

12. DISCOUNT TERMS

(No Collect Calls)

13b. RATING

13a. THIS CONTRACT IS A RATED ORDER 

X

CODE

N00244-09-T-0428

05-Aug-2009

b. TELEPHONE NUMBER 

805-982-3372

8. OFFER DUE DATE/LOCAL TIME

02:00 PM 17 Aug 2009 

5. SOLICITATION NUMBER

6. SOLICITATION ISSUE DATE

AUTHORIZED FOR LOCAL REPRODUCTION    

 PREVIOUS EDITION IS NOT USABLE

STANDARD FORM 1449   (REV 3/2005)

Prescribed by GSA

FAR (48 CFR) 53.212

(TYPE OR PRINT)

(SIGNATURE OF CONTRACTING OFFICER)

31c. DATE SIGNED

ADDENDA

ARE

26. TOTAL AWARD AMOUNT (For Govt. Use Only)

22. UNIT

23. UNIT PRICE

24. AMOUNT

21. QUANTITY

CODE

10. THIS ACQUISITION IS

UNRESTRICTED

FAX:

NAICS:

TEL:

CODE

18a. PAYMENT WILL BE MADE BY

OFFEROR

SUCH ADDRESS IN OFFER

17b. CHECK IF REMITTANCE IS DIFFERENT AND PUT 

BELOW IS CHECKED

TEL.

N00244

SIZE STD:

9. ISSUED BY

FACILITY 

CODE

17a.CONTRACTOR/

18b. SUBMIT INVOICES TO ADDRESS SHOWN IN BLOCK 18a. UNLESS BLOCK

15. DELIVER TO

CODE

16. ADMINISTERED BY

SEE SCHEDULE

7. FOR SOLICITATION 

    INFORMATION CALL:

a. NAME

NANCY LANDEROS

2. CONTRACT NO.

3. AWARD/EFFECTIVE DATE

4. ORDER NUMBER

(TYPE OR PRINT)

30b. NAME AND TITLE OF SIGNER

30c. DATE SIGNED

31b. NAME OF CONTRACTING OFFICER

30a. SIGNATURE OF OFFEROR/CONTRACTOR

31a.UNITED STATES OF AMERICA

0

27a. SOLICITATION INCORPORATES BY REFERENCE FAR 52.212-1. 52.212-4. FAR 52.212-3. 52.212-5 ARE ATTACHED.

25. ACCOUNTING AND APPROPRIATION DATA

1. REQUISITION NUMBER

19. ITEM NO.

20. SCHEDULE OF SUPPLIES/ SERVICES

SEE SCHEDULE

TO ISSUING OFFICE. CONTRACTOR AGREES TO FURNISH AND DELIVER ALL ITEMS

SET FORTH OR OTHERWISE IDENTIFIED ABOVE AND ON ANY ADDITIONAL SHEETS

SUBJECT TO THE TERMS AND CONDITIONS SPECIFIED HEREIN. 

SB

HUBZONE SB

SET ASIDE:

% FOR

PAGE 1 OF

60

OFFEROR TO COMPLETE BLOCKS 12, 17, 23, 24, AND 30

SOLICITATION/CONTRACT/ORDER FOR COMMERCIAL ITEMS

SEE SCHEDULE

ARE NOT ATTACHED

27b. CONTRACT/PURCHASE ORDER INCORPORATES BY REFERENCE FAR 52.212-4. FAR 52.212-5 IS ATTACHED.

ADDENDA

ARE

ARE NOT ATTACHED

TEL:

EMAIL:

2

COPIES

(BLOCK 5), INCLUDING ANY ADDITIONS OR CHANGES WHICH ARE

SET FORTH HEREIN, IS ACCEPTED AS TO ITEMS:  

.

OFFER DATED

YOUR OFFER ON SOLICITATION

28. CONTRACTOR IS REQUIRED TO SIGN THIS DOCUMENT AND RETURN

29. AWARD OF CONTRACT: REFERENCE

X

8(A)

SVC-DISABLED VET-OWNED SB

EMERGING SB

X


[image: image2.wmf]32g. E-MAIL OF AUTHORIZED GOVERNMENT REPRESENTATIVE

SOLICITATION/CONTRACT/ORDER FOR COMMERCIAL ITEMS

                               (CONTINUED)

SEE SCHEDULE

19. ITEM NO.

20. SCHEDULE OF SUPPLIES/ SERVICES

21. QUANTITY

22. UNIT

24. AMOUNT

PAGE 2 OF

23. UNIT PRICE

60

ACCEPTED, AND CONFORMS TO THE CONTRACT, EXCEPT AS NOTED: ______________________________________________________

32a. QUANTITY IN COLUMN 21 HAS BEEN

RECEIVED

INSPECTED

32b. SIGNATURE OF AUTHORIZED GOVERNMENT

REPRESENTATIVE

32c. DATE

32d. PRINTED NAME AND TITLE OF AUTHORIZED GOVERNMENT 

REPRESENTATIVE

32e. MAILING ADDRESS OF AUTHORIZED GOVERNMENT REPRESENTATIVE

32f. TELEPHONE NUMBER OF AUTHORIZED GOVERNMENT REPRESENTATIVE

37. CHECK NUMBER

FINAL

PARTIAL

COMPLETE

36. PAYMENT

35. AMOUNT VERIFIED

CORRECT FOR

34. VOUCHER NUMBER

FINAL

33. SHIP NUMBER

PARTIAL

38. S/R ACCOUNT NUMBER

39. S/R VOUCHER NUMBER

40. PAID BY

41a. I CERTIFY THIS ACCOUNT IS CORRECT AND PROPER FOR PAYMENT

41b. SIGNATURE AND TITLE OF CERTIFYING OFFICER

41c. DATE

42a. RECEIVED BY

(Print)

42b. RECEIVED AT

(Location)

42c. DATE REC'D

(YY/MM/DD)

42d. TOTAL CONTAINERS

STANDARD FORM 1449   (REV 3/2005)   BACK

Prescribed by GSA

FAR (48 CFR) 53.212

AUTHORIZED FOR LOCAL REPRODUCTION    

 PREVIOUS EDITION IS NOT USABLE


	ITEM NO
	SUPPLIES/SERVICES
	QUANTITY
	UNIT
	UNIT PRICE
	AMOUNT

	0001
	
	151
	Each
	
	

	
	ISO CONTAINER

FFP

TRICON, 

CONFIGURATION D2A/D2B

STEEL 

8' LONG X 8' HIGH X 6-1/2" WIDE 

NSN 8145-01-289-0945 

WITH USN OWNERSHIP ISO NUMBERS

CONTAINER IN ACCORDANCE WITH MIL-DTL-28689C, ATTACHMENT 1, (WITH FOLLOWING EXCEPTIONS/MODIFICATIONS) AND NAVFAC DRAWING 6028537, ATTACHMENT 2 .

Configuration number identified with an “A” suffix (D2A) is installed on the right side of the container as viewed from the container entrance.  

Configuration with a “B” suffix (D2B) is installed on the left side of the container as viewed from the container entrance.  

FOB: Destination

MILSTRIP: N6258309RCNF336

PURCHASE REQUEST NUMBER: N6258309RCNF336

 
	

	
	
	

	
	

	

	
	NET AMT
	

	

	
	
	
	


	ITEM NO
	SUPPLIES/SERVICES
	QUANTITY
	UNIT
	UNIT PRICE
	AMOUNT

	0002
	
	20
	Each
	
	

	
	ISO CONTAINER ARMORY

FFP

TRICON STEEL 8' LONG X 8' HIGH X 6 1/2' WIDE WITH USN OWNERSHIP ISO NUMBER.  CONTAINER IN ACCORDANCE WITH MIL-DTL-28689C, ATTACHMENT 1,  (WITH FOLLOWING EXCEPTIONS/MODIFICATIONS) AND NAVFAC DRAWING 6304169, ATTACHMENT 3.

NSN 8145-01-287-8563 

FOB: Destination

MILSTRIP: N6258309RCNF339

PURCHASE REQUEST NUMBER: N6258309RCNF339

 
	

	
	
	

	
	

	

	
	NET AMT
	

	

	
	
	
	


N00244L332     UNIT PRICES (OCT 2001) (FISC SAN DIEGO)

Contractor unit prices, when incorporated into a Government contract, will be released under the Freedom of Information Act (FOIA) without further notice to the contractor submitter.  If the Contractor takes issue with the release, it should submit its proposal data with the appropriate legends and explain in detail why such data cannot be released as a public record under the Freedom of Information Act.
CLIN 0001

The following provisions shall apply to CLIN 0001

The following containers with USN OWNERSHIP International Standards Organization ISO Numbers, in accordance with MIL-DTL-28689C, Attachment 1,  and NAVFAC Drawing 6028537, Attachment 2.   Containers shall conform to ISO 668 & ISO 1496-1.  All Cargo containers are to be new and unused.   All other requirements of MIL-DTL-28689C and Naval Facilities Engineering Command Drawing 6028537 remain the same with the  following exceptions/modifications:   
3.4.3 Scuff boards.  Not required

3.4.4 Floor Construction.  Change to:  The floor shall be designed and installed to meet requirements and loading in accordance with ISO 1496/1.

3.4.12
Tie Down Rods.  - Not required

3.8.2       Interior Painting - The primer coat shall be one that is commercially offered by the container

 manufacturer.  The interior finish color shall be painted sand.  The final coating thickness shall be in accordance with the manufacturers standard practice.

3.8.3     Exterior painting  - The primer coat shall be one that is commercially offered by the container manufacturer.  The exterior finish color shall be Olive Drab 34096,  FED-STD-595.  The final coating thickness shall be in accordance with the manufacture’s standard practice.  

Cabinetry Painting-The Cabinets shall be painted in accordance with manufacturer’s standard practice; color shall be manufacturer’s standard beige.  

3.9.1.1   Data Plate  A nonferrous metal data plate conforming to A-A-50271 shall be affixed to the center of the external surface of the right hand door.  The method of attachment shall be either riveting or bolting.  The data supplied on the plate shall be as follows:

U.S. NAVY 

CONTAINER SHIPPING AND STORAGE, STEEL WALL (TYPE 1) 

SPECIFICATION MIL-DTL-28689C (1997) 

NSN:  8145-01-287-0945

ISO CONTAINER CONTROL NUMBER: ________________________

TARE WEIGHT:  ______________LBS _____________________KG 

CONTRACT NUMBER:  

MFG BY ___________________________________________________

DATE:  (Month and Year) 

All containers shall have a passive venting system.  The venting system shall dissipate condensed moisture within the container during field operations.  The venting system shall be similar to commonly used venting systems in commercial ISO containers.  A vent cover shall be an integral part of the vent.  The vents shall be capable of being opened and closed from the outside without the use of tools.  Two vents shall be located in each sidewall, at opposite end of the containers.  Vents shall be located as close to the top of the wall as practical.  The venting system shall not violate ISO envelope requirements, nor shall the vents protrude into the interior tie-bar system.  The vents when open shall not permit wind driven rain or splash to enter the containers.  The vent, when closed shall form a tight seal.  The gasket material shall be mechanically fastened to the vent.  Gasket material shall not be painted.  

Add:  Power Supply Cord Port:  Each container shall have a power supply cord port. The power supply port shall be located approximately at the midpoint of the end wall.  Power supply cord port shall be located in such a manner that it will not interfere with or be covered by the cabinets, rifle, racks, or cabinet doors.  Power supply port shall consist of a 2 inch (51mm) inside diameter pipe nipple, inserted into an approximately sized hole through and welded to the crest of the corrugation of the end wall.  An internal feller plug shall be provided to make a weatherproof seal.

CLIN 0002

The following provisions shall apply to CLIN 0002

The following containers with USN OWNERSHIP International Standards Organization ISO Numbers, in accordance with MIL-DTL-28689C, Attachment 1,  and NAVFAC Drawing 6304169, Attachment 3.   Containers shall conform to ISO 668 & ISO 1496-1.  All Cargo containers are to be new and unused.   All other requirements of MIL-DTL-28689C and Naval Facilities Engineering Command Drawing 6304169 remain the same with the  following exceptions/modifications:   

3.4.4 Floor Construction.  Change to:  The floor shall be designed and installed to meet requirements and loading in accordance with ISO 1496/1.

3.4.12
Tie Down Rods.  - Not required

3.8.2       Interior Painting - The primer coat shall be one that is commercially offered by the container

 manufacturer.  The interior finish color shall be painted sand.  The final coating thickness shall be in accordance with the manufacturers standard practice.

3.8.3     Exterior painting  - The primer coat shall be one that is commercially offered by the container manufacturer.  The exterior finish color shall be Olive Drab 34096,  FED-STD-595.  The final coating thickness shall be in accordance with the manufacture’s standard practice.  

Cabinetry Painting-The Cabinets shall be painted in accordance with manufacturer’s standard practice; color shall be manufacturer’s standard beige.  

3.9.1.1   Data Plate  A nonferrous metal data plate conforming to A-A-50271 shall be affixed to the center of the external surface of the right hand door.  The method of attachment shall be either riveting or bolting.  The data supplied on the plate shall be as follows:

U.S. NAVY 

CONTAINER SHIPPING AND STORAGE, STEEL WALL (TYPE 1) 

SPECIFICATION MIL-DTL-28689C (1997) 

NSN:  8145-01-287-8563

ISO CONTAINER CONTROL NUMBER: ________________________

TARE WEIGHT:  ______________LBS _____________________KG 

CONTRACT NUMBER:  

MFG BY ___________________________________________________

DATE:  (Month and Year) 

Add:  All containers shall have a passive venting system.  The venting system shall dissipate condensed moisture within the container during field operations.  The venting system shall be similar to commonly used venting systems in commercial ISO containers.  A vent cover shall be an integral part of the vent.  The vents shall be capable of being opened and closed from the outside without the use of tools.  Two vents shall be located in each sidewall, at opposite end of the containers.  Vents shall be located as close to the top of the wall as practical.  The venting system shall not violate ISO envelope requirements, nor shall the vents protrude into the interior tie-bar system.  The vents when open shall not permit wind driven rain or splash to enter the containers.  The vent, when closed shall form a tight seal.  The gasket material shall be mechanically fastened to the vent.  Gasket material shall not be painted.  

Add:  Power Supply Cord Port:  Each container shall have a power supply cord port. The power supply port shall be located approximately at the midpoint of the end wall.  Power supply cord port shall be located in such a manner that it will not interfere with or be covered by the cabinets, rifle, racks, or cabinet doors.  Power supply port shall consist of a 2 inch (55mm) inside diameter pipe nipple, inserted into an approximately sized hole through and welded to the crest of the corrugation of the end wall.  An internal feller plug shall be provided to make a weatherproof seal.

The table below summarizes the shipping points for each CLIN.

	CLIN
	SHIP TO:

RECEIVING OFFICER 

NAVAL CONSTRUCTION BATTALION CTR

1000 23RD AVENUE BUILDING #801 

PORT HUENEME, CA 93043-4301 

MARK FOR: 12-B-P25 NMCB RESERVE 

POC:  MANUEL GOMEZ (805) 797-1423

TCN *See below 


	SHIP TO:

RECEIVING OFFICER 

NAVAL CONSTRUCTION BATTALION CTR

2307 UPPER NIXON ROAD, WHSE 320

GULFPORT, MS 39501-5001  

MARK FOR: 12-B-P25 NMCB RESERVE 

POC:  PAT REID (228) 323-2090 

TCN *See Below 



	0001
	22 EACH - TCN N62583-9105-X336  
	22 EACH - TCN N62583-9105-X336  

	0001
	35 EACH - TCN N62583-9142-X337
	

	0001
	
	63 EACH - TCN N62583-9142-X338

	0001
	9 EACH - TCN N62583-9163-X346
	

	0002
	4 EACH - TCN N62583-9142-X339
	

	0002
	8 EACH - TCN N62583-9147-X340
	8 EACH - TCN N62583-9147-X340


INSPECTION AND ACCEPTANCE TERMS

Supplies/services will be inspected/accepted at:

	CLIN 
	INSPECT AT 
	INSPECT BY 
	ACCEPT AT 
	ACCEPT BY 

	0001 
	Destination 
	Government 
	Destination 
	Government 

	0002 
	Destination 
	Government 
	Destination 
	Government 


CLAUSES INCORPORATED BY REFERENCE

	52.203-6 
	Restrictions On Subcontractor Sales To The Government 
	SEP 2006 
	 

	52.204-7 
	Central Contractor Registration 
	APR 2008 
	 

	52.212-4 
	Contract Terms and Conditions--Commercial Items 
	MAR 2009 
	 

	52.247-34 
	F.O.B. Destination 
	NOV 1991 
	 


CLAUSES INCORPORATED BY FULL TEXT

52.211-8      TIME OF DELIVERY (JUN 1997) 

(a) The Government requires delivery to be made according to the following schedule: 

REQUIRED DELIVERY SCHEDULE 

ITEM NO    QUANTITY     WITHIN DAYS AFTER DATE OF CONTRACT 

0001              151EA                     120 DAYS ADC 

0002               20 EA                     120 DAYS ADC 

The Government will evaluate equally, as regards time of delivery, offers that propose delivery of each quantity within the applicable delivery period specified above. Offers that propose delivery that will not clearly fall within the applicable required delivery period specified above, will be considered nonresponsive and rejected. The Government reserves the right to award under either the required delivery schedule or the proposed delivery schedule, when an offeror offers an earlier delivery schedule than required above. If the offeror proposes no other delivery schedule, the required delivery schedule above will apply. 

OFFEROR'S PROPOSED DELIVERY SCHEDULE 

_______________________________________________ 

Within Days 

After Date 

Item No. Quantity of Contract 

______________ ______________ ________________ 

______________ ______________ ________________ 

______________ ______________ ________________ 

_______________________________________________ 

(b) Attention is directed to the Contract Award provision of the solicitation that provides that a written award or acceptance of offer mailed, or otherwise furnished to the successful offeror, results in a binding contract. The Government will mail or otherwise furnish to the offeror an award or notice of award not later than the day award is dated. Therefore, the offeror should compute the time available for performance beginning with the actual date of award, rather than the date the written notice of award is received from the Contracting Officer through the ordinary mails. However, the Government will evaluate an offer that proposes delivery based on the Contractor's date of receipt of the contract or notice of award by adding (1) five calendar days for delivery of the award through the ordinary mails, or (2) one working day if the solicitation states that the contract or notice of award will be transmitted electronically. (The term "working day" excludes weekends and U.S. Federal holidays.) If, as so computed, the offered delivery date is later than the required delivery date, the offer will be considered nonresponsive and rejected. 

(End of clause)

SUP 5252.232-9402  INVOICING AND PAYMENT (WAWF) INSTRUCTIONS (April 2008)

(a) Invoices for goods received or services rendered under this contract shall be submitted electronically through Wide Area Work Flow -- Receipt and Acceptance (WAWF):



(1) The vendor shall have their cage code activated by calling 866-618-5988.  Once activated, the vendor shall self-register at the web site https://wawf.eb.mil.  Vendor training is available on the Internet at http://www.wawftraining.com.  Additional support can be obtained by calling the NAVY WAWF Assistance Line:  1-800-559-WAWF (9293).



(2) WAWF Vendor “Quick Reference” Guides are located at the following web site: http://www.acquisition.navy.mil/navyaos/content/view/full/3521.



(3) Select the invoice type within WAWF as specified below.  Back up documentation (such as timesheets, receiving reports etc.) can be included and attached to the invoice in WAWF.  Attachments created in any Microsoft Office product are attachable to the invoice in WAWF. Total limit for each file is not to exceed 2MB. Multiple attachments are allowed.

(b) The following information, regarding invoice routing DODAAC’s, must be entered for completion of the invoice in WAWF:

	
	Routing Table
	Contracting Officer Notes

	WAWF Invoice Type
	Combo
	-- Select 2-in-1 for FFP Services Only.

-- Select Combo for Supplies, or Supplies AND FFP Services.

-- Select Cost Voucher for all Cost Type Contracts.

If none of the above applies, please call 1-800-559-WAWF (9293).

	Contract Number 
	TBD
	-(Enter Contract Number)

	Delivery Order Number
	
	-(Enter DO Number)

	Issuing Office DODAAC
	N00244
	-(Enter DODAAC of the activity issuing the contract.)

	Admin Office DODAAC
	N00244
	-(Enter Contract Admin Office DODAAC)

	Inspector DODAAC (usually only used when Inspector & Acceptor are different people)
	N62583
	-(Enter Inspector DODAAC (plus extension if applicable, or leave blank)

	Ship To DoDAAC (for Combo),

Service Acceptor DODAAC (for 2 in 1),Service Approver DODAAC (Cost Voucher)
	
	-(Enter DODAAC (plus extension if applicable)

	Acceptance At Other
	
	-(Enter Other Acceptance Address if different from above (plus extension if applicable))

	Local Processing Office (Certifier)
	N62583
	-(Enter LPO DODAAC (Local Admin) (plus extension if applicable) or leave blank 

	DCAA Office DODAAC (Used on Cost Voucher’s only)
	
	-(Enter DCAA Office DODAAC when Applicable)

- Check on DCAA website: www.dcaa.mil/

	Paying Office DODAAC
	N68732
	-(Enter Paying Office DODAAC Located on Contract)

	Acceptor/COR Email Address
	
	-(Enter the Acceptor Email address for this Contract if applicable)


(c) Contractors approved by DCAA for direct billing will not process vouchers through DCAA, but may submit directly to DFAS. Vendors MUST still provide a copy of the invoice and any applicable documentation that supports payment to the Acceptor/Contracting Officer's Representative (COR) if applicable. Additionally, a copy of the invoice(s) and attachment(s) at time of submission in WAWF must also be provided to each point of contact identified in section (d) of this clause by email. If the invoice and/or receiving report are delivered in the email as an attachment it must be provided as a .PDF, Microsoft Office product or other mutually agreed upon form between the Contracting Officer and vendor. 

(d) For each invoice / cost voucher submitted for payment, the contractor shall include the following email addresses for the WAWF automated invoice notification to the following points of contact:

	Name
	Email
	Phone
	Role

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


N00244B069     ADDENDUM TO FAR 52.212-1(OCT 1995) (FISC SAN DIEGO)

The following provisions are hereby incorporated by reference or full text as appropriate.
CLAUSES INCORPORATED BY FULL TEXT

52.212-1      INSTRUCTIONS TO OFFERORS--COMMERCIAL ITEMS (JUN 2008) 

(a) North American Industry Classification System (NAICS) code and small business size standard. The NAICS code and small business size standard for this acquisition appear in Block 10 of the solicitation cover sheet (SF 1449). However, the small business size standard for a concern which submits an offer in its own name, but which proposes to furnish an item which it did not itself manufacture, is 500 employees.

(b) Submission of offers. Submit signed and dated offers to the office specified in this solicitation at or before the exact time specified in this solicitation. Offers may be submitted on the SF 1449, letterhead stationery, or as otherwise specified in the solicitation. As a minimum, offers must show-- 

(1) The solicitation number; 

(2) The time specified in the solicitation for receipt of offers; 

(3) The name, address, and telephone number of the offeror; 

(4) A technical description of the items being offered in sufficient detail to evaluate compliance with the requirements in the solicitation. This may include product literature, or other documents, if necessary; 

(5) Terms of any express warranty; 

(6) Price and any discount terms; 

(7) "Remit to" address, if different than mailing address; 

(8) A completed copy of the representations and certifications at FAR 52.212-3 (see FAR 52.212-3(b) for those representations and certifications that the offeror shall complete electronically); 

(9) Acknowledgment of Solicitation Amendments; 

(10) Past performance information, when included as an evaluation factor, to include recent and relevant contracts for the same or similar items and other references (including contract numbers, points of contact with telephone numbers and other relevant information); and 

(11) If the offer is not submitted on the SF 1449, include a statement specifying the extent of agreement with all terms, conditions, and provisions included in the solicitation. Offers that fail to furnish required representations or information, or reject the terms and conditions of the solicitation may be excluded from consideration. 

(c) Period for acceptance of offers. The offeror agrees to hold the prices in its offer firm for 30 calendar days from the date specified for receipt of offers, unless another time period is specified in an addendum to the solicitation. 

(d) Product samples. When required by the solicitation, product samples shall be submitted at or prior to the time specified for receipt of offers. Unless otherwise specified in this solicitation, these samples shall be submitted at no expense to the Government, and returned at the sender's request and expense, unless they are destroyed during preaward testing. 

(e) Multiple offers. Offerors are encouraged to submit multiple offers presenting alternative terms and conditions or commercial items for satisfying the requirements of this solicitation. Each offer submitted will be evaluated separately. 

(f) Late submissions, modifications, revisions, and withdrawals of offers:

(1) Offerors are responsible for submitting offers, and any modifications, revisions, or withdrawals, so as to reach the Government office designated in the solicitation by the time specified in the solicitation. If no time is specified in the solicitation, the time for receipt is 4:30 p.m., local time, for the designated Government office on the date that offers or revisions are due.

(2)(i) Any offer, modification, revision, or withdrawal of an offer received at the Government office designated in the solicitation after the exact time specified for receipt of offers is “late” and will not be considered unless it is received before award is made, the Contracting Officer determines that accepting the late offer would not unduly delay the acquisition; and--

(A) If it was transmitted through an electronic commerce method authorized by the solicitation, it was received at the initial point of entry to the Government infrastructure not later than 5:00 p.m. one working day prior to the date specified for receipt of offers; or

(B) There is acceptable evidence to establish that it was received at the Government installation designated for receipt of offers and was under the Government's control prior to the time set for receipt of offers; or

(C) If this solicitation is a request for proposals, it was the only proposal received.

(ii) However, a late modification of an otherwise successful offer, that makes its terms more favorable to the Government, will be considered at any time it is received and may be accepted.

(3) Acceptable evidence to establish the time of receipt at the Government installation includes the time/date stamp of that installation on the offer wrapper, other documentary evidence of receipt maintained by the installation, or oral testimony or statements of Government personnel.

(4) If an emergency or unanticipated event interrupts normal Government processes so that offers cannot be received at the Government office designated for receipt of offers by the exact time specified in the solicitation, and urgent Government requirements preclude amendment of the solicitation or other notice of an extension of the closing date, the time specified for receipt of offers will be deemed to be extended to the same time of day specified in the solicitation on the first work day on which normal Government processes resume.

(5) Offers may be withdrawn by written notice received at any time before the exact time set for receipt of offers. Oral offers in response to oral solicitations may be withdrawn orally. If the solicitation authorizes facsimile offers, offers may be withdrawn via facsimile received at any time before the exact time set for receipt of offers, subject to the conditions specified in the solicitation concerning facsimile offers. An offer may be withdrawn in person by an offeror or its authorized representative if, before the exact time set for receipt of offers, the identity of the person requesting withdrawal is established and the person signs a receipt for the offer.

(g) Contract award (not applicable to Invitation for Bids). The Government intends to evaluate offers and award a contract without discussions with offerors. Therefore, the offeror's initial offer should contain the offeror's best terms from a price and technical standpoint. However, the Government reserves the right to conduct discussions if later determined by the Contracting Officer to be necessary. The Government may reject any or all offers if such action is in the public interest; accept other than the lowest offer; and waive informalities and minor irregularities in offers received. 

(h) Multiple awards. The Government may accept any item or group of items of an offer, unless the offeror qualifies the offer by specific limitations. Unless otherwise provided in the Schedule, offers may not be submitted for quantities less than those specified. The Government reserves the right to make an award on any item for a quantity less than the quantity offered, at the unit prices offered, unless the offeror specifies otherwise in the offer. 

(i) Availability of requirements documents cited in the solicitation. (1)(i) The GSA Index of Federal Specifications, Standards and Commercial Item Descriptions, FPMR Part 101-29, and copies of specifications, standards, and commercial item descriptions cited in this solicitation may be obtained for a fee by submitting a request to--GSA Federal Supply Service Specifications Section, Suite 8100, 470 East L'Enfant Plaza, SW, Washington, DC 

20407, Telephone (202) 619-8925, Facsimile (202) 619-8978.

(ii) If the General Services Administration, Department of Agriculture, or Department of Veterans Affairs issued this solicitation, a single copy of specifications, standards, and commercial item descriptions cited in this solicitation may be obtained free of charge by submitting a request to the addressee in paragraph (i)(1)(i) of this provision. Additional copies will be issued for a fee.

(2) Most unclassified Defense specifications and standards may be downloaded from the following ASSIST websites:

(i) ASSIST (http://assist.daps.dla.mil).

(ii) Quick Search (http://assist.daps.dla.mil/quicksearch).

(iii) ASSISTdocs.com (http://assistdocs.com).

(3) Documents not available from ASSIST may be ordered from the Department of Defense Single Stock Point (DoDSSP) by--

(i) Using the ASSIST Shopping Wizard (http://assist.daps.dla.mil/wizard);

(ii) Phoning the DoDSSP Customer Service Desk (215) 697-2179, Mon-Fri, 0730 to 1600 EST; or

(iii) Ordering from DoDSSP, Building 4, Section D, 700 Robbins Avenue, Philadelphia, PA 19111-5094, Telephone (215) 697-2667/2179, Facsimile (215) 697-1462.

(4) Nongovernment (voluntary) standards must be obtained from the organization responsible for their preparation, publication, or maintenance.

(j) Data Universal Numbering System (DUNS) Number. (Applies to all offers exceeding $3,000, and offers of $3,000 or less if the solicitation requires the Contractor to be registered in the Central Contractor Registration (CCR) database. The offeror shall enter, in the block with its name and address on the cover page of its offer, the annotation “DUNS” or “DUNS +4” followed by the DUNS or DUNS +4 number that identifies the offeror's name and address. The DUNS +4 is the DUNS number plus a 4-character suffix that may be assigned at the discretion of the offeror to establish additional CCR records for identifying alternative Electronic Funds Transfer (EFT) accounts (see FAR Subpart 32.11) for the same concern. If the offeror does not have a DUNS number, it should contact Dun and Bradstreet directly to obtain one. An offeror within the United States may contact Dun and Bradstreet by calling 1-866-705-5711 or via the internet at http://fedgov.dnb.com/webform. An offeror located outside the United States must contact the local Dun and Bradstreet office for a DUNS number. The offeror should indicate that it is an offeror for a Government contract when contacting the local Dun and Bradstreet office.

(k) Central Contractor Registration. Unless exempted by an addendum to this solicitation, by submission of an offer, the offeror acknowledges the requirement that a prospective awardee shall be registered in the CCR database prior to award, during performance and through final payment of any contract resulting from this solicitation. If the Offeror does not become registered in the CCR database in the time prescribed by the Contracting Officer, the Contracting Officer will proceed to award to the next otherwise successful registered Offeror. Offerors may obtain information on registration and annual confirmation requirements via the Internet at http://www.ccr.gov or by calling 1-888-227-2423 or 269-961-5757.

(l) Debriefing. If a post-award debriefing is given to requesting offerors, the Government shall disclose the following information, if applicable:

(1) The agency's evaluation of the significant weak or deficient factors in the debriefed offeror's offer.

(2) The overall evaluated cost or price and technical rating of the successful and the debriefed offeror and past performance information on the debriefed offeror.

(3) The overall ranking of all offerors, when any ranking was developed by the agency during source selection.

(4) A summary of the rationale for award;

(5) For acquisitions of commercial items, the make and model of the item to be delivered by the successful offeror.

(6) Reasonable responses to relevant questions posed by the debriefed offeror as to whether source-selection procedures set forth in the solicitation, applicable regulations, and other applicable authorities were followed by the agency.

(End of provision) 

CLAUSES INCORPORATED BY FULL TEXT

52.212-2     EVALUATION--COMMERCIAL ITEMS (JAN 1999)

(a) The Government will award a contract resulting from this solicitation to the responsible offeror whose offer conforming to the solicitation will be most advantageous to the Government, price and other factors considered. The following factors shall be used to evaluate offers:

(I) TECHNICAL CAPABILITY OF PROPOSED ITEM TO MEET THE REQUIREMENT 

(II) PAST PERFORMANCE 

(III) PRICE  

The Government intends to make award on the basis of the lowest evaluated price of proposals meeting or exceeding the acceptability standards for Factor (i) and Factor (ii),   the two non-price factors.  (The Government will not, however, provide additional credit for those proposals that may exceed the standards.)

Offerors' proposals will be evaluated under Factor (i) above, which represents minimum acceptable criteria.  Under this factor, the Government will rate the products offered as either technically acceptable or unacceptable.  Failure to meet the minimum criteria for this factor will render the entire proposal technically unacceptable and the proposal may not be considered for award.  

Only those Offers which meet the minimum technical requirements required by Factor (i) will be further evaluated under Factors (ii).  Under this factor, the Government will rate past performance as either acceptable or unacceptable.  Failure to receive a rating of acceptable for this factor will render the entire proposal unacceptable and the proposal may not be considered for award.  

For those proposals that are rated acceptable on Factor (i) and Factor (ii), the Government will then evaluate Factor (iii), Price.    

At the discretion of the Contracting Officer, the Government intends to evaluate proposals and award a contract without discussions with offerors.  Each initial offer should, therefore contain the Offeror's best terms from both a price and technical standpoint.   

(b)  TECHNICAL CAPABILITY OF PROPOSED ITEM TO MEET THE REQUIREMENT, Factor (i), will be assessed by evaluating either commercial product brochures or technical information submitted in response to FAR Clause 52.212-1, INSTRUCTIONS TO OFFERORS - COMMERCIAL ITEMS, Subparagraph (b)(4) which is incorporated by reference in this solicitation.  Offerors' technical information will be used to determine whether the items proposed meet the specifications included in this solicitation.  Items offered, as provided in Offerors' technical information, will be evaluated as technically acceptable or technically unacceptable.  Offers which are determined to be technically unacceptable may not be considered further for award. 

(c)  Offeror's PAST PERFORMANCE information submitted as required by FAR Clause 52.212-1, INSTRUCTIONS TO OFFERORS - COMMERCIAL ITEMS , Subparagraph (b)(10), will be used to make a determination of whether the offeror has an acceptable record of past performance.  A proposal that receives a rating of acceptable on past performance is one that demonstrates little anticipated risk in the areas of quality of the product, timely delivery, and customer satisfaction.  Offerors should, therefore, provide performance history and references to demonstrate acceptable past performance for up to three prior similar contracts performed within the past three years. 

The evaluation may take into account past performance information regarding predecessor companies and subcontractors that will perform major or critical aspects of the requirement.   

Offers that lack relevant past performance history will receive a neutral rating for this factor.  Any Offeror's proposal which has no relevant past performance history, while rated neutral, may not represent the most advantageous proposal to the Government.  Thus, the Contracting Officer may determine it is an unsuccessful proposal when compared to the proposals of other offerors.

PAST PERFORMANCE information should be provided on the form provided as an attachment to this solicitation.  Information utilized will be obtained from these references as well as any other sources who may have relevant information. 

(d) A written notice of award or acceptance of an offer, mailed or otherwise furnished to the successful offeror within the time for acceptance specified in the offer, shall result in a binding contract without further action by either party.  Before the offer's specified expiration time, the Government may accept an offer (or part of an offer), whether or not there are negotiations after its receipt, unless a written notice of withdrawal is received before award

52.212-3     OFFEROR REPRESENTATIONS AND CERTIFICATIONS--COMMERCIAL ITEMS (FEB 2009) ALTERNATE I (APR 2002)

An offeror shall complete only paragraph (b) of this provision if the offeror has completed the annual representations and certifications electronically at http://orca.bpn.gov. If an offeror has not completed  the annual representations and certifications electronically at the ORCA website, the offeror shall complete only paragraphs (b) through (i) of this provision.

(a) Definitions. As used in this provision: 

"Emerging small business" means a small business concern whose size is no greater than 50 percent of the numerical size standard for the NAICS code designated. 

"Forced or indentured child labor" means all work or service- 

(1) Exacted from any person under the age of 18 under the menace of any penalty for its nonperformance and for which the worker does not offer himself voluntarily; or 

(2) Performed by any person under the age of 18 pursuant to a contract the enforcement of which can be accomplished by process or penalties. 

“Manufactured end product” means any end product in Federal Supply Classes (FSC) 1000-9999, except— 

(1) FSC 5510, Lumber and Related Basic Wood Materials; 

(2) Federal Supply Group (FSG) 87, Agricultural Supplies; 

(3) FSG 88, Live Animals; 

(4) FSG 89, Food and Related Consumables; 

(5) FSC 9410, Crude Grades of Plant Materials; 

(6) FSC 9430, Miscellaneous Crude Animal Products, Inedible; 

(7) FSC 9440, Miscellaneous Crude Agricultural and Forestry Products; 

(8) FSC 9610, Ores; 

(9) FSC 9620, Minerals, Natural and Synthetic; and 

(10) FSC 9630, Additive Metal Materials. 

“Place of manufacture” means the place where an end product is assembled out of components, or otherwise made or processed from raw materials into the finished product that is to be provided to the Government. If a product is disassembled and reassembled, the place of reassembly is not the place of manufacture.
Restricted business operations means business operations in Sudan that include power production activities, mineral extraction activities, oil-related activities, or the production of military equipment, as those terms are defined in the Sudan Accountability and Divestment Act of 2007 (Pub. L. 110-174). Restricted business operations do not include business operations that the person conducting the business can demonstrate--

(1) Are conducted under contract directly and exclusively with the regional government of southern Sudan;

(2) Are conducted pursuant to specific authorization from the Office of Foreign Assets Control in the Department of the Treasury, or are expressly exempted under Federal law from the requirement to be conducted under such authorization;

(3) Consist of providing goods or services to marginalized populations of Sudan;

(4) Consist of providing goods or services to an internationally recognized peacekeeping force or humanitarian organization;

(5) Consist of providing goods or services that are used only to promote health or education; or

(6) Have been voluntarily suspended.

Service-disabled veteran-owned small business concern--

(1) Means a small business concern--

(i) Not less than 51 percent of which is owned by one or more service-disabled veterans or, in the case of any publicly owned business, not less than 51 percent of the stock of which is owned by one or more service-disabled veterans; and

(ii) The management and daily business operations of which are controlled by one or more service-disabled veterans or, in the case of a service-disabled veteran with permanent and severe disability, the spouse or permanent caregiver of such veteran.

(2) Service-disabled veteran means a veteran, as defined in 38 U.S.C. 101(2), with a disability that is service-connected, as defined in 38 U.S.C. 101(16).

"Small business concern" means a concern, including its affiliates, that is independently owned and operated, not dominant in the field of operation in which it is bidding on Government contracts, and qualified as a small business under the criteria in 13 CFR Part 121 and size standards in this solicitation. 

Veteran-owned small business concern means a small business concern--

(1) Not less than 51 percent of which is owned by one or more veterans (as defined at 38 U.S.C. 101(2)) or, in the case of any publicly owned business, not less than 51 percent of the stock of which is owned by one or more veterans; and

(2) The management and daily business operations of which are controlled by one or more veterans.

"Women-owned small business concern" means a small business concern-- 

(1) That is at least 51 percent owned by one or more women or, in the case of any publicly owned business, at least 51 percent of its stock is owned by one or more women; or 

(2) Whose management and daily business operations are controlled by one or more women. 

"Women-owned business concern" means a concern which is at least 51 percent owned by one or more women; or in the case of any publicly owned business, at least 51 percent of the stock of which is owned by one or more women; and whose management and daily business operations are controlled by one or more women. 

(b) (1) Annual Representations and Certifications. Any changes provided by the offeror in paragraph (b)(2) of this provision do not automatically change the representations and certifications posted on the Online Representations and Certifications Application (ORCA) website.

(2) The offeror has completed the annual representations and certifications electronically via the ORCA website at http://orca.bpn.gov. After reviewing the ORCA database information, the offeror verifies by submission of this offer that the representations and certifications currently posted electronically at FAR 52.212-3, Offeror Representations and Certifications--Commercial Items, have been entered or updated in the last 12 months, are current, accurate, complete, and applicable to this solicitation (including the business size standard applicable to the NAICS code referenced for this solicitation), as of the date of this offer and are incorporated in this offer by reference (see FAR 4.1201), except for paragraphs ----------.

(Offeror to identify the applicable paragraphs at (c) through (m) of this provision that the offeror has completed for the purposes of this solicitation only, if any.)

These amended representation(s) and/or certification(s) are also incorporated in this offer and are current, accurate, and complete as of the date of this offer.

Any changes provided by the offeror are applicable to this solicitation only, and do not result in an update to the representations and certifications posted on ORCA.]

(c) Offerors must complete the following representations when the resulting contract will be performed in the United States or its outlying areas. Check all that apply.

(1) Small business concern. The offeror represents as part of its offer that it (  ) is, (  ) is not a small business concern. 

(2) Veteran-owned small business concern. (Complete only if the offeror represented itself as a small business concern in paragraph (c)(1) of this provision.) The offeror represents as part of its offer that it (  ) is, (  ) is not a veteran-owned small business concern.

(3) Service-disabled veteran-owned small business concern. (Complete only if the offeror represented itself as a veteran-owned small business concern in paragraph (c)(2) of this provision.) The offeror represents as part of its offer that it (  ) is, (  ) is not a service-disabled veteran-owned small business concern.

(4) Small disadvantaged business concern. (Complete only if the offeror represented itself as a small business concern in paragraph (c)(1) of this provision.) The offeror represents, for general statistical purposes, that it (  ) is, (  )  is not a small disadvantaged business concern as defined in 13 CFR 124.1002.

(5) Women-owned small business concern. (Complete only if the offeror represented itself as a small business concern in paragraph (c)(1) of this provision.) The offeror represents that it (  ) is, (  )  is not a women-owned small business concern.

Note: Complete paragraphs (c)(6) and (c)(7) only if this solicitation is expected to exceed the simplified acquisition threshold.

(6) Women-owned business concern (other than small business concern). (Complete only if the offeror is a women-owned business concern and did not represent itself as a small business concern in paragraph (c)(1) of this provision.) The offeror represents that it (  ) is, a women-owned business concern.

(7) Tie bid priority for labor surplus area concerns. If this is an invitation for bid, small business offerors may identify the labor surplus areas in which costs to be incurred on account of manufacturing or production (by offeror or first-tier subcontractors) amount to more than 50 percent of the contract price: 

_____________________________________________ 

(8) Small Business Size for the Small Business Competitiveness Demonstration Program and for the Targeted Industry Categories under the Small Business Competitiveness Demonstration Program. (Complete only if the offeror has represented itself to be a small business concern under the size standards for this solicitation.) 

(i) (Complete only for solicitations indicated in an addendum as being set-aside for emerging small businesses in one of the designated industry groups (DIGs).) The offeror represents as part of its offer that it (  ) is, (  ) is not an emerging small business. 

(ii) (Complete only for solicitations indicated in an addendum as being for one of the targeted industry categories (TICs) or designated industry groups (DIGs).) Offeror represents as follows: 

(A) Offeror's number of employees for the past 12 months (check the Employees column if size standard stated in the solicitation is expressed in terms of number of employees); or 

(B) Offeror's average annual gross revenue for the last 3 fiscal years (check the Average Annual Gross Number of Revenues column if size standard stated in the solicitation is expressed in terms of annual receipts). 

(Check one of the following): 

Average Annual 

Number of Employees Gross Revenues 

___ 50 or fewer ___ $1 million or less 

___ 51 - 100 ___ $1,000,001 - $2 million 

___ 101 - 250 ___ $2,000,001 - $3.5 million 

___ 251 - 500 ___ $3,500,001 - $5 million 

___ 501 - 750 ___ $5,000,001 - $10 million 

___ 751 - 1,000 ___ $10,000,001 - $17 million 

___ Over 1,000 ___ Over $17 million 

(9) (Complete only if the solicitation contains the clause at FAR 52.219-23, Notice of Price Evaluation Adjustment for Small Disadvantaged Business Concerns or FAR 52.219-25, Small Disadvantaged Business Participation Program-Disadvantaged Status and Reporting, and the offeror desires a benefit based on its disadvantaged status.)

(i) General. The offeror represents that either--

(A) It (  ) is, (  ) is not certified by the Small Business Administration as a small disadvantaged business concern and identified, on the date of this representation, as a certified small disadvantaged business concern in the database maintained by the Small Business Administration (PRO-Net), and that no material change in disadvantaged ownership and control has occurred since its certification, and, where the concern is owned by one or more individuals claiming disadvantaged status, the net worth of each individual upon whom the certification is based does not exceed $750,000 after taking into account the applicable exclusions set forth at 13 CFR 124.104(c)(2); or

(B) It (  ) has, (  )( has not submitted a completed application to the Small Business Administration or a Private Certifier to be certified as a small disadvantaged business concern in accordance with 13 CFR 124, Subpart B, and a decision on that application is pending, and that no material change in disadvantaged ownership and control has occurred since its application was submitted.

(ii) Joint Ventures under the Price Evaluation Adjustment for Small Disadvantaged Business Concerns. The offeror represents, as part of its offer, that it is a joint venture that complies with the requirements in 13 CFR 124.1002(f) and that the representation in paragraph (c)(9)(i) of this provision is accurate for the small disadvantaged business concern that is participating in the joint venture. (The offeror shall enter the name of the small disadvantaged business concern that is participating in the joint venture: ____________.)

(10) HUBZone small business concern. [Complete only if the offeror represented itself as a small business concern in paragraph (c)(1) of this provision.] The offeror represents, as part of its offer, that--

(i) It (  ) is, (  ) is not a HUBZone small business concern listed, on the date of this representation, on the List of Qualified HUBZone Small Business Concerns maintained by the Small Business Administration, and no material change in ownership and control, principal office, or HUBZone employee percentage has occurred since it was certified by the Small Business Administration in accordance with 13 CFR part 126; and

(ii) It (  ) is, (  ) is not a joint venture that complies with the requirements of 13 CFR part 126, and the representation in paragraph (c)(10)(i) of this provision is accurate for the HUBZone small business concern or concerns that are participating in the joint venture. (The offeror shall enter the name or names of the HUBZone small business concern or concerns that are participating in the joint venture:____________.) Each HUBZone small business concern participating in the joint venture shall submit a separate signed copy of the HUBZone representation.

(11) (Complete if the offeror has represented itself as disadvantaged in paragraph (c)(4) or (c)(9) of this provision.) (The offeror shall check the category in which its ownership falls):

____Black American.

____Hispanic American.

____Native American (American Indians, Eskimos, Aleuts, or Native Hawaiians).

____Asian-Pacific American (persons with origins from Burma, Thailand, Malaysia, Indonesia, Singapore, Brunei, Japan, China, Taiwan, Laos, Cambodia (Kampuchea), Vietnam, Korea, The Philippines, U.S. Trust Territory of the Pacific Islands (Republic of Palau), Republic of the Marshall Islands, Federated States of Micronesia, the Commonwealth of the Northern Mariana Islands, Guam, Samoa, Macao, Hong Kong, Fiji, Tonga, Kiribati, Tuvalu, or Nauru).

____Subcontinent Asian (Asian-Indian) American (persons with origins from India, Pakistan, Bangladesh, Sri Lanka, Bhutan, the Maldives Islands, or Nepal).

____Individual/concern, other than one of the preceding.

(d) Certifications and representations required to implement provisions of Executive Order 11246-- 

(1) Previous Contracts and Compliance. The offeror represents that-- 

(i) It (  ) has, (  ) has not, participated in a previous contract or subcontract subject either to the Equal Opportunity clause of this solicitation, the and 

(ii) It (  ) has, (  ) has not, filed all required compliance reports. 

(2) Affirmative Action Compliance. The offeror represents that-- 

(i) It (  ) has developed and has on file, (  ) has not developed and does not have on file, at each establishment, affirmative action programs required by rules and regulations of the Secretary of Labor (41 CFR Subparts 60-1 and 60-2), or 

(ii) It (  ) has not previously had contracts subject to the written affirmative action programs requirement of the rules and regulations of the Secretary of Labor. 

(e) Certification Regarding Payments to Influence Federal Transactions (31 U.S.C. 1352). (Applies only if the contract is expected to exceed $100,000.) By submission of its offer, the offeror certifies to the best of its knowledge and belief that no Federal appropriated funds have been paid or will be paid to any person for influencing or attempting to influence an officer or employee of any agency, a Member of Congress, an officer or employee of Congress or an employee of a Member of Congress on his or her behalf in connection with the award of any resultant contract. If any registrants under the Lobbying Disclosure Act of 1995 have made a lobbying contact on behalf of the offeror with respect to this contract, the offeror shall complete and submit, with its offer, OMB Standard Form LLL, Disclosure of Lobbying Activities, to provide the name of the registrants. The offeror need not report regularly employed officers or employees of the offeror to whom payments of reasonable compensation were made.

(f) Buy American Act--Balance of Payments Program Certificate. (Applies only if the clause at Federal Acquisition Regulation (FAR) 52.225-1, Buy American Act--Balance of Payments Program--Supplies, is included in this solicitation.)

(1) The offeror certifies that each end product, except those listed in paragraph (f)(2) of this provision, is a domestic end product and that for other than COTS items, the offeror has considered components of unknown origin to have been mined, produced, or manufactured outside the United States. The offeror shall list as foreign end products those end products manufactured in the United States that do not qualify as domestic end products, i.e., an end product that is not a COTS item and does not meet the component test in paragraph (2) of the definition of “domestic end product.” The terms “commercially available off-the-shelf (COTS) item,” “component,” “domestic end product,” “end product,” “foreign end product,” and “United States” are defined in the clause of this solicitation entitled “Buy American Act--Supplies.”

(2) Foreign End Products:

Line Item No.:---------------------------------------------------------

Country of Origin:-----------------------------------------------------

(List as necessary)

(3) The Government will evaluate offers in accordance with the policies and procedures of FAR Part 25.

(g)

(1) Buy American Act -- Free Trade Agreements -- Israeli Trade Act Certificate. (Applies only if the clause at FAR 52.225-3, Buy American Act -- Free Trade Agreements -- Israeli Trade Act, is included in this solicitation.)

The offeror certifies that each end product, except those listed in paragraph (g)(1)(ii) or (g)(1)(iii) of this provision, is a domestic end product and that for other than COTS items, the offeror has considered components of unknown origin to have been mined, produced, or manufactured outside the United States. The terms “Bahrainian or Moroccan end product,” “commercially available off-the-shelf (COTS) item,” “component,” “domestic end product,” “end product,” “foreign end product,” “Free Trade Agreement country,” “Free Trade Agreement country end product,” “Israeli end product,” and “United States” are defined in the clause of this solicitation entitled “Buy American Act-Free Trade Agreements-Israeli Trade Act.”

(ii) ) The offeror certifies that the following supplies are Free Trade Agreement country end products (other than Bahrainian  or Moroccan end products) or Israeli end products as defined in the clause of this solicitation entitled ``Buy American Act--Free Trade Agreements--Israeli Trade Act'':

Free Trade Agreement Country End Products (Other than Bahrainian or Moroccan End Products) or Israeli End Products:

                                                   Line Item No.

                                            --------------------

                                            --------------------

                                            --------------------

[List as necessary]

(iii) The offeror shall list those supplies that are foreign end products (other than those listed in paragraph (g)(1)(ii) or this provision) as defined in the clause of this solicitation entitled “Buy American Act—Free Trade Agreements—Israeli Trade Act.” The offeror shall list as other foreign end products those end products manufactured in the United States that do not qualify as domestic end products, i.e., an end product that is not a COTS item and does not meet the component test in paragraph (2) of the definition of “domestic end product.”

Other Foreign End Products:

	LINE ITEM NO.
	COUNTRY OF ORIGIN

	  
	  

	  
	  

	  
	  


[List as necessary]

(iv) The Government will evaluate offers in accordance with the policies and procedures of FAR Part 25.

(2) Buy American Act—Free Trade Agreements—Israeli Trade Act Certificate, Alternate I (Jan 2004). If Alternate I to the clause at FAR 52.225-3 is included in this solicitation, substitute the following paragraph (g)(1)(ii) for paragraph (g)(1)(ii) of the basic provision:

(g)(1)(ii) The offeror certifies that the following supplies are Canadian end products as defined in the clause of this solicitation entitled “Buy American Act—Free Trade Agreements—Israeli Trade Act”:

Canadian End Products:

Line Item No.:

___________________________________________

[List as necessary]

(3) Buy American Act—Free Trade Agreements—Israeli Trade Act Certificate, Alternate II (Jan 2004). If Alternate II to the clause at FAR 52.225-3 is included in this solicitation, substitute the following paragraph (g)(1)(ii) for paragraph (g)(1)(ii) of the basic provision:

(g)(1)(ii) The offeror certifies that the following supplies are Canadian end products or Israeli end products as defined in the clause of this solicitation entitled ``Buy American Act--Free Trade Agreements--Israeli Trade Act'':

Canadian or Israeli End Products:

	Line Item No.:
	Country of Origin:

	  
	  

	  
	  

	  
	  


[List as necessary]

(4) Trade Agreements Certificate. (Applies only if the clause at FAR 52.225-5, Trade Agreements, is included in this solicitation.)

(i) The offeror certifies that each end product, except those listed in paragraph (g)(4)(ii) of this provision, is a U.S.-made or designated country end product as defined in the clause of this solicitation entitled “Trade Agreements.”

(ii) The offeror shall list as other end products those end products that are not U.S.-made or designated country end products.

Other End Products

	Line Item No.:
	Country of Origin:

	  
	  

	  
	  

	  
	  


[List as necessary]

(iii) The Government will evaluate offers in accordance with the policies and procedures of FAR Part 25. For line items covered by the WTO GPA, the Government will evaluate offers of U.S.-made or designated country end products without regard to the restrictions of the Buy American Act. The Government will consider for award only offers of U.S.-made or designated country end products unless the Contracting Officer determines that there are no offers for such products or that the offers for such products are insufficient to fulfill the requirements of the solicitation.

(h) Certification Regarding Responsibility Matters (Executive Order 12689). (Applies only if the contract value is expected to exceed the simplified acquisition threshold.) The offeror certifies, to the best of its knowledge and belief, that the offeror and/or any of its principals--

(1) (  ) Are, (  ) are not presently debarred, suspended, proposed for debarment, or declared ineligible for the award of contracts by any Federal agency; and

(2) (  ) Have, (  ) have not, within a three-year period preceding this offer, been convicted of or had a civil judgment rendered against them for: Commission of fraud or a criminal offense in connection with obtaining, attempting to obtain, or performing a Federal, state or local government contract or subcontract; violation of Federal or state antitrust statutes relating to the submission of offers; or Commission of embezzlement, theft, forgery, bribery, falsification or destruction of records, making false statements, tax evasion, violating Federal criminal tax laws, or receiving stolen property; and

(3) (  ) Are, (  ) are not presently indicted for, or otherwise criminally or civilly charged by a Government entity with, commission of any of these offenses enumerated in paragraph (h)(2) of this clause; and

(4) [ballot] Have, [ballot] have not, within a three-year period preceding this offer, been notified of any delinquent Federal taxes in an amount that exceeds $3,000 for which the liability remains unsatisfied.

(i) Taxes are considered delinquent if both of the following criteria apply:

(A) The tax liability is finally determined. The liability is finally determined if it has been assessed. A liability is not finally determined if there is a pending administrative or judicial challenge. In the case of a judicial challenge to the liability, the liability is not finally determined until all judicial appeal rights have been exhausted.

(B) The taxpayer is delinquent in making payment. A taxpayer is delinquent if the taxpayer has failed to pay the tax liability when full payment was due and required. A taxpayer is not delinquent in cases where enforced collection action is precluded.

(ii) Examples. 

(A) The taxpayer has received a statutory notice of deficiency, under I.R.C. Sec.  6212, which entitles the taxpayer to seek Tax Court review of a proposed tax deficiency. This is not a delinquent tax because it is not a final tax liability. Should the taxpayer seek Tax Court review, this will not be a final tax liability until the taxpayer has exercised all judicial appeal rights.

(B) The IRS has filed a notice of Federal tax lien with respect to an assessed tax liability, and the taxpayer has been issued a notice under I.R.C. Sec.  6320 entitling the taxpayer to request a hearing with the IRS Office of Appeals contesting the lien filing, and to further appeal to the Tax Court if the IRS determines to sustain the lien filing. In the course of the hearing, the taxpayer is entitled to contest the underlying tax liability because the taxpayer has had no prior opportunity to contest the liability. This is not a delinquent tax because it is not a final tax liability. Should the taxpayer seek tax court review, this will not be a final tax liability until the taxpayer has exercised all judicial appeal rights.

(C) The taxpayer has entered into an installment agreement pursuant to I.R.C. Sec.  6159. The taxpayer is making timely payments and is in full compliance with the agreement terms. The taxpayer is not delinquent because the taxpayer is not currently required to make full payment.

(D) The taxpayer has filed for bankruptcy protection. The taxpayer is not delinquent because enforced collection action is stayed under 11 U.S.C. 362 (the Bankruptcy Code).

(i) Certification Regarding Knowledge of Child Labor for Listed End Products (Executive Order 13126).  (The Contracting Officer must list in paragraph (i)(1) any end products being acquired under this solicitation that are included in the List of Products Requiring Contractor Certification as to Forced or Indentured Child Labor, unless excluded at 22.1503(b).)

(1) Listed End Product

	
Listed End Product
	·
Listed Countries of Origin:

	·

	·


	·

	·


	·

	·





(2) Certification.  (If the Contracting Officer has identified end products and countries of origin in paragraph (i)(1) of this provision, then the offeror must certify to either (i)(2)(i) or (i)(2)(ii) by checking the appropriate block.)

(  )(i) The offeror will not supply any end product listed in paragraph (i)(1) of this provision that was mined, produced, or manufactured in the corresponding country as listed for that product.

(  ) (ii) The offeror may supply an end product listed in paragraph (i)(1) of this provision that was mined, produced, or manufactured in the corresponding country as listed for that product. The offeror certifies that is has made a good faith effort to determine whether forced or indentured child labor was used to mine, produce, or manufacture any such end product furnished under this contract. On the basis of those efforts, the offeror certifies that it is not aware of any such use of child labor.    

(j) Place of manufacture. (Does not apply unless the solicitation is predominantly for the acquisition of manufactured end products.) For statistical purposes only, the offeror shall indicate whether the place of manufacture of the end products it expects to provide in response to this solicitation is predominantly— 

(1) (  )In the United States (Check this box if the total anticipated price of offered end products manufactured in the United States exceeds the total anticipated price of offered end products manufactured outside the United States); or 

(2) (  ) Outside the United States. 

(k) Certificates regarding exemptions from the application of the Service Contract Act. (Certification by the offeror as to its compliance with respect to the contract also constitutes its certification as to compliance by its subcontractor if it subcontracts out the exempt services.)  (The contracting officer is to check a box to indicate if paragraph (k)(1) or (k)(2) applies.)

(  ) (1) Maintenance, calibration, or repair of certain equipment as described in FAR 22.1003-4(c)(1). The offeror (  ) does (  ) does not certify that--

(i) The items of equipment to be serviced under this contract are used regularly for other than Governmental purposes and are sold or traded by the offeror in substantial quantities to the general public in the course of normal business operations;

(ii) The services will be furnished at prices which are, or are based on, established catalog or market prices (see FAR 22.1003-4(c)(2)(ii)) for the maintenance, calibration, or repair of such equipment; and

(iii) The compensation (wage and fringe benefits) plan for all service employees performing work under the contract will be the same as that used for these employees and equivalent employees servicing the same equipment of commercial customers.

(  ) (2) Certain services as described in FAR 22.1003-4(d)(1). The offeror (  ) does (  ) does not certify that--

(i) The services under the contract are offered and sold regularly to non-Governmental customers, and are provided by the offeror (or subcontractor in the case of an exempt subcontract) to the general public in substantial quantities in the course of normal business operations;

(ii) The contract services will be furnished at prices that are, or are based on, established catalog or market prices (see FAR 22.1003-4(d)(2)(iii));

(iii) Each service employee who will perform the services under the contract will spend only a small portion of his or her time (a monthly average of less than 20 percent of the available hours on an annualized basis, or less than 20 percent of available hours during the contract period if the contract period is less than a month) servicing the Government contract; and

(iv) The compensation (wage and fringe benefits) plan for all service employees performing work under the contract is the same as that used for these employees and equivalent employees servicing commercial customers.

(3) If paragraph (k)(1) or (k)(2) of this clause applies--

(i) If the offeror does not certify to the conditions in paragraph (k)(1) or (k)(2) and the Contracting Officer did not attach a Service Contract Act wage determination to the solicitation, the offeror shall notify the Contracting Officer as soon as possible; and

(ii) The Contracting Officer may not make an award to the offeror if the offeror fails to execute the certification in paragraph (k)(1) or (k)(2) of this clause or to contact the Contracting Officer as required in paragraph (k)(3)(i) of this clause.    

(l) Taxpayer Identification Number (TIN) (26 U.S.C. 6109, 31 U.S.C. 7701). (Not applicable if the offeror is required to provide this information to a central contractor registration database to be eligible for award.)

(1) All offerors must submit the information required in paragraphs (l)(3) through (l)(5) of this provision to comply with debt collection requirements of 31 U.S.C. 7701(c) and 3325(d), reporting requirements of 26 U.S.C. 6041, 6041A, and 6050M, and implementing regulations issued by the Internal Revenue Service (IRS).

(2) The TIN may be used by the Government to collect and report on any delinquent amounts arising out of the offeror's relationship with the Government (31 U.S.C. 7701(c)(3)). If the resulting contract is subject to the payment reporting requirements described in FAR 4.904, the TIN provided hereunder may be matched with IRS records to verify the accuracy of the offeror's TIN.

(3) Taxpayer Identification Number (TIN).

(  ) TIN: --------------------.

(  ) TIN has been applied for.

(  ) TIN is not required because:

(  ) Offeror is a nonresident alien, foreign corporation, or foreign partnership that does not have income effectively connected with the conduct of a trade or business in the United States and does not have an office or place of business or a fiscal paying agent in the United States;

(  ) Offeror is an agency or instrumentality of a foreign government;

(  ) Offeror is an agency or instrumentality of the Federal Government.

(4) Type of organization.

(  ) Sole proprietorship;

(  ) Partnership;

(  ) Corporate entity (not tax-exempt);

(  ) Corporate entity (tax-exempt);

(  ) Government entity (Federal, State, or local);

(  ) Foreign government;

(  ) International organization per 26 CFR 1.6049-4;

(  ) Other ----------.

(5) Common parent.

(  ) Offeror is not owned or controlled by a common parent;

(  ) Name and TIN of common parent:

Name --------------------.

TIN --------------------.

(m) Restricted business operations in Sudan. By submission of its offer, the offeror certifies that it does not conduct any restricted business operations in Sudan.

(End of provision)

52.212-5     CONTRACT TERMS AND CONDITIONS REQUIRED TO IMPLEMENT STATUTES OR EXECUTIVE ORDERS--COMMERCIAL ITEMS (APR 2009)  (DEVIATION)

(a) Comptroller General Examination of Record.  The Contractor agrees to comply with the provisions of this paragraph (a) if the contract was awarded using other than sealed bid, is in excess of the simplified acquisition threshold, and does not contain the clause at 52.215-2, Audit and Records-Negotiation.

(1) The Comptroller General of the United States, or an authorized representative of the Comptroller General, shall have access to the right to examine any of the Contractor's directly pertinent records involving transactions related to this contract.

(2) The Contractor shall make available at its offices at all reasonable times, the records, materials, and other evidence for examination, audit, or reproduction, until 3 years after final payment under this contract or for any shorter period specified in FAR Subpart 4.7, Contractor Records Retention, of the other clauses of this contract. If this contract is completely or partially terminated, the records relating to the work terminated shall be made available for 3 years after any resulting final termination settlement. Records relating to appeals under the disputes clause or to litigation or the settlement of claims arising under or relating to this contract shall be made available until such appeals, litigation, or claims are finally resolved.

(3) As used in this clause, records include books, documents, accounting procedures and practices, and other data, regardless of form. This does not require the Contractor to create or maintain any record that the Contractor does not maintain in the ordinary course of business or pursuant to a provision of law.

(b)(1)  Notwithstanding the requirements of the clauses in paragraphs (a), (b), (c), and (d) of this clause, the Contractor is not required to flow down any FAR clause, other than those in this paragraph (e)(1)in a subcontract for commercial items. Unless otherwise indicated below, the extent of the flow down shall be as required by the clause—

(i) 52.203-13, Contractor Code of Business Ethics and Conduct (DEC 2008) (Pub. L. 110-252, Title VI, Chapter 1 (41 U.S.C. 251 note).

(ii) 52.219-8, Utilization of Small Business Concerns (May 2004) (15 U.S.C. 637(d)(2) and (3)), in all subcontracts that offer further subcontracting opportunities. If the subcontract (except subcontracts to small business concerns) exceeds $550,000 ($1,000,000 for construction of any public facility), the subcontractor must include 52.219-8 in lower tier subcontracts that offer subcontracting opportunities.

(iii) 52.203-15, Whistleblower Protections Under the American Recovery and Reinvestment Act of 2009 (Section 1553 of Pub. L. 111-5). Applies to subcontracts funded under the Act.

(iv) 52.222-26, Equal Opportunity (MAR 2007) (E.O. 11246).

(v) 52.222-35, Equal Opportunity for Special Disabled Veterans, Veterans of the Vietnam Era, and Other Eligible Veterans (SEP 2006) (38 U.S.C. 4212).

(vi) 52.222-36, Affirmative Action for Workers with Disabilities (June 1998) (29 U.S.C. 793).

(vii) 52.222-39, Notification of Employee Rights Concerning Payment of Union Dues or Fees (DEC 2004) (E.O. 13201).

(viii) 52.222-41, Service Contract Act of 1965 (Nov 2007) (41 U.S.C. 351, et seq.).

(ix) 52.222-50, Combating Trafficking in Persons (FEB 2009) (22 U.S.C. 7104(g)). 

Alternate I (AUG 2007) of 52.222-50 (22 U.S.C. 7104(g)).

(x) 52.222-51, Exemption from Application of the Service Contract Act to Contracts for Maintenance, Calibration, or Repair of Certain Equipment--Requirements (Nov 2007) (41 U.S.C. 351, et seq.).

(xi) 52.222-53, Exemption from Application of the Service Contract Act to Contracts for Certain Services--Requirements (FEB 2009) (41 U.S.C. 351, et seq.).

(xii) 52.222-54, Employment Eligibility Verification (Jan 2009). (Not applicable until May 21, 2009.)

(xiii) 52.226-6, Promoting Excess Food Donation to Nonprofit Organizations. (MAR 2009) (Pub. L. 110-247). Flow down required in accordance with paragraph (e) of FAR clause 52.226-6.

(xiv) 52.247-64, Preference for Privately Owned U.S.-Flag Commercial Vessels (FEB 2006) (46 U.S.C. Appx 1241(b) and 10 U.S.C. 2631). Flow down required in accordance with paragraph (d) of FAR clause 52.247-64.

(2) While not required, the contractor May include in its subcontracts for commercial items a minimal number of additional clauses necessary to satisfy its contractual obligations.

(End of clause) 

52.252-2      CLAUSES INCORPORATED BY REFERENCE (FEB 1998) 

This contract incorporates one or more clauses by reference, with the same force and effect as if they were given in full text. Upon request, the Contracting Officer will make their full text available. Also, the full text of a clause may be accessed electronically at this/these address(es):

FAR Clauses http://acquisition.gov/comp/far/index.html
DFAR Clauses http://www.acq.osd.mil/dpap/dars/dfars/index.htm
(End of clause)

252.212-7000     Offeror representations and certifications- Commercial items.  (JUN 2005)

(a) Definitions.

As used in this clause-

(1) Foreign person means any person other than a United States person as defined in Section 16(2) of the Export Administration Act of 1979 (50 U.S.C. App. Sec. 2415).

(2) United States means the 50 States, the District of Columbia, outlying areas, and the outer Continental Shelf as defined in 43 U.S.C. 1331.

(3) United States person is defined in Section 16(2) of the Export Administration  Act of 1979 and means any United States resident or national (other than an individual resident outside the United States and employed by other than a United States person), any domestic concern (including any permanent domestic establishment of any foreign concern), and any foreign subsidiary or affiliate (including any permanent foreign establishment) of  any domestic concern which is controlled in fact by such domestic concern, as determined under regulations of the President.

(b) Certification.

By submitting this offer, the Offeror, if a foreign person, company or entity, certifies that it -

(1) Does not comply with the Secondary Arab Boycott of Israel; and

(2) Is not taking or knowingly agreeing to take any action, with respect to the Secondary Boycott of Israel by Arab countries, which 50 U.S.C. App. Sec. 2407(a) prohibits a United States person from taking.

(c) Representation of Extent of Transportation by Sea. (This representation does not apply to solicitations for the direct purchase of ocean transportation services).

(1) The Offeror shall indicate by checking the appropriate blank in paragraph (c)(2) of this provision whether transportation of supplies by sea is anticipated under the resultant contract. The term "supplies" is defined in the Transportation of Supplies by Sea clause of this solicitation.

(2) Representation.

The Offeror represents that it-

___Does anticipate that supplies will be transported by sea in the performance of any contract or subcontract resulting from this solicitation.

___Does not anticipate that supplies will be transported by sea in the performance of any contract or subcontract resulting from this solicitation.

(3) Any contract resulting from this solicitation will include the Transportation of Supplies by Sea Clause. If the Offeror represents that it will not use ocean transportation, the resulting contract will also include the Defense Federal Acquisition Regulation Supplement clause at 252.247-7024, Notification of Transportation of Supplies by Sea.

(End of provision)

252.212-7001  CONTRACT TERMS AND CONDITIONS REQUIRED TO IMPLEMENT STATUTES OR EXECUTIVE ORDERS APPLICABLE TO DEFENSE ACQUISITIONS OF COMMERCIAL ITEMS (JAN 2009)

(a) The Contractor agrees to comply with the following Federal Acquisition Regulation (FAR) clause which, if checked, is included in this contract by reference to implement a provision of law applicable to acquisitions of commercial items or components.

 ___ 52.203-3, Gratuities (APR 1984) (10 U.S.C. 2207).    
(b) The Contractor agrees to comply with any clause that is checked on the following list of Defense FAR Supplement clauses which, if checked, is included in this contract by reference to implement provisions of law or Executive orders applicable to acquisitions of commercial items or components.

 (1) ___252.203-7000, Requirements Relating to Compensation of Former DoD Officials (JAN 2009) (Section 847 of Pub. L. 110-181).    
 (2) ___ 252.205-7000, Provision of Information to Cooperative Agreement Holders (DEC 1991) (10 U.S.C. 2416).    
 (3) ___ 252.219-7003, Small Business Subcontracting Plan (DoD Contracts) (APR 2007) (15 U.S.C. 637).    
 (4) ___ 252.219-7004, Small Business Subcontracting Plan (Test Program) (AUG 2008) (15 U.S.C. 637 note).    
 (5) _X__ 252.225-7001, Buy American Act and Balance of Payments Program (JAN 2009) (41 U.S.C. 10a-10d, E.O. 10582).    
 (6) _X__ 252.225-7012, Preference for Certain Domestic Commodities (DEC 2008) (10 U.S.C. 2533a).    
 (7) _X__ 252.225-7014, Preference for Domestic Specialty Metals (JUN 2005) (10 U.S.C. 2533a).    
 (8) ___ 252.225-7015, Restriction on Acquisition of Hand or Measuring Tools (JUN 2005) (10 U.S.C. 2533a).    
 (9) ___ 252.225-7016, Restriction on Acquisition of Ball and Roller Bearings (MAR 2006) (Section 8065 of Public Law 107-117 and the same restriction in subsequent DoD appropriations acts).    
 (10) ___ 252.225-7021, Trade Agreements (NOV 2008) (19 U.S.C. 2501-2518 and 19 U.S.C. 3301 note).    
 (11) ___ 252.225-7027, Restriction on Contingent Fees for Foreign Military Sales (APR 2003) (22 U.S.C. 2779).    
 (12) ___ 252.225-7028, Exclusionary Policies and Practices of Foreign Governments (APR 2003) (22 U.S.C. 2755).    
 (13)(i) _X__ 252.225-7036, Buy American Act--Free Trade Agreements--Balance of Payments Program (JAN 2009) (41 U.S.C. 10a-10d and 19 U.S.C. 3301 note).    
 (ii) ___ Alternate I (OCT 2006) of 252.225-7036.    
 (14) ___ 252.225-7038, Restriction on Acquisition of Air Circuit Breakers (JUN 2005) (10 U.S.C. 2534(a)(3)).    
 (15) ___ 252.226-7001, Utilization of Indian Organizations, Indian-Owned Economic Enterprises, and Native Hawaiian Small Business Concerns (SEP 2004) (Section 8021 of Pub. L. 107-248 and similar sections in subsequent DoD appropriations acts).    
 (16) ___ 252.227-7015, Technical Data--Commercial Items (NOV 1995) (10 U.S.C. 2320).    
 (17) ___ 252.227-7037, Validation of Restrictive Markings on Technical Data (SEP 1999) (10 U.S.C. 2321).    
 (18) ___ 252.232-7003, Electronic Submission of Payment Requests and Receiving Reports(MAR 2008) (10 U.S.C. 2227).    
 (19) ___ 252.237-7019, Training for Contractor Personnel Interacting with Detainees (SEP 2006) (Section 1092 of Public Law 108-375).    
 (20) ___ 252.243-7002, Requests for Equitable Adjustment (MAR 1998) (10 U.S.C. 2410).0    
 (21)(i) _X__ 252.247-7023, Transportation of Supplies by Sea (MAY 2002) (10 U.S.C. 2631).    
 (ii) ___ Alternate I (MAR 2000) of 252.247-7023.    
 (iii) ___ Alternate II (MAR 2000) of 252.247-7023.    
 (iv) ___ Alternate III (MAY 2002) of 252.247-7023.    
 (22) ___ 252.247-7024, Notification of Transportation of Supplies by Sea (MAR 2000) (10 U.S.C. 2631).    
(c) In addition to the clauses listed in paragraph (e) of the Contract Terms and Conditions Required to Implement Statutes or Executive Orders--Commercial Items clause of this contract (FAR 52.212-5), the Contractor shall include the terms of the following clauses, if applicable, in subcontracts for commercial items or commercial components, awarded at any tier under this contract:

(1) 252.225-7014, Preference for Domestic Specialty Metals, Alternate I (APR 2003) (10 U.S.C. 2533a).

(2) 252.237-7019, Training for Contractor Personnel Interacting with Detainees (SEP 2006) (Section 1092 of Public Law 108-375).

(3) 252.247-7023, Transportation of Supplies by Sea (MAY 2002) (10 U.S.C. 2631).

(4) 252.247-7024, Notification of Transportation of Supplies by Sea (MAR 2000) (10 U.S.C. 2631).

(End of clause)

252.247-7022     REPRESENTATION OF EXTENT OF TRANSPORTATION BY SEA (AUG 1992)

(a) The Offeror shall indicate by checking the appropriate blank in paragraph (b) of this provision whether transportation of supplies by sea is anticipated under the resultant contract. The term supplies is defined in the Transportation of Supplies by Sea clause of this solicitation.

(b) Representation. The Offeror represents that it:

____ (1) Does anticipate that supplies will be transported by sea in the performance of any contract or subcontract resulting from this solicitation. 

____ (2) Does not anticipate that supplies will be transported by sea in the performance of any contract or subcontract resulting from this solicitation.

(c) Any contract resulting from this solicitation will include the Transportation of Supplies by Sea clause. If the Offeror represents that it will not use ocean transportation, the resulting contract will also include the Defense FAR Supplement clause at 252.247-7024, Notification of Transportation of Supplies by Sea.

(End of provision)
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DETAIL SPECIFICATION

CONTAINERS, SHIPPING AND STORAGE, STEEL WALL

(WITH AND WITHOUT CABINETRY)

This specification is approved for use by all Departments and Agencies of the Department of Defense.

1. SCOPE


Scope. This specification covers equipment containers used to store and ship items listed in Naval Construction Force tables of allowance.  The containers are of two sizes and either empty for bulk loading of materials or configured with cabinetry to simplify locating parts and equipment for distribution.  

Classification.

Containers.  Containers covered by this specification shall be classified by the following type and styles (see 6.2):

Type I      -       8-foot by 8-foot (2438 mm by 2438 mm) by 20-foot (6096 mm) container 



     (ISO Series “1C”)

Type II     -       8-foot by 8-foot (2438 mm by 2438 mm) by 6-foot 5.5 –inch (1968 mm)



     Container (TRICON)

      Style 1        -       Empty container, for loading of large bulk material.

      Style 2        -       Container with cabinetry installed.


         AMSC N/A




                    
                               FSC 8145

         DISTRIBUTION STATEMENT A.  Approved for public release; distribution is unlimited.
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Cabinetry.  Cabinetry used in style 2 containers shall be of the configuration shown in the drawings (see 3.1.2).

2. APPLICABLE DOCUMENTS

General.  The documents listed in this section are specified in sections 3 and 4 of this specification.  This section does not include documents cited in other sections of this specification or recommended for additional information or as examples.  While every effort has been made to ensure the completeness, of this list, document users are cautioned that they must meet all specified requirements documents cited in sections 3 and 4 of this specification, whether or not they are listed. 

Government documents. 

2.2.1 Specifications and standards.  The following specifications and standards form a part of this document to the extent specified herein.  Unless otherwise specified, the issues of these documents are those listed in the issue of the Department of Defense Index of Specifications and Standards (DoDiss) and supplement thereto, cited in the solicitation (see6.2).

SPECIFICATIONS


FEDERAL


     FF-S-2738

- Seals, Antipilferage.


MILITARY


     A-A-50271

- Plate, Identification.


     MIL-P-24441/20 
- Paint, Epoxy-Polyamide, Green Primer, Formula 150, Type 1


     MIL-P-24441/22
- Paint, Epoxy-Polyamide, Topcoat, White, Formula 152, Type 1.


     MIL-C-46168
- Coating, Aliphatic Polyurethane, chemical Agent Resistant.


     MIL-P-53022
- Primer, Epoxy Coating, Corrosion Inhibiting, Lead and Chromate





   Free.


     MIL-C-53039
- Coating, Aliphatic Polyurethane, Single Component, Chemical                                



   Agent Resistant.


     MIL-C-53072
- Chemical Agent Resistant Coating (CARC) System Application                               



  Procedures and Quality Control Inspection

STANDARDS


FEDERAL


      FED-STD-595
-  Colors Used in Government Procurement.
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(Unless otherwise indicated, copies of the above specifications and standards are available from the           Standardization Documents Order Desk, Bldg. 4D, 700 Robbins Avenue,  Philadelphia, PA                   19111-5094.)

2.2.2 Other Government publications.  The following other Government publications form a part of this document to the extent specified herein,  Unless otherwise specified, the issues are those cited in the solicitation.

DEPARTMENT OF TRANSPORTATION (DoT)


Code of Federal Regulations (CFR), Title 49, Part 450- Safety Approval of Cargo Containers,


Code of Federal Regulations (CFR), Title 49, Part 451- Testing and Approval of Containers.

(Application for copies should be addressed to the Superintendent of Documents, U.S. Government Printing Office, Washington, DC 20402)

DRAWINGS


NAVAL FACILITIES ENGINEERING COMMAND (NAVFAC)



6028532- NCF Container Wall Configurations – 2A/2B



6028533- NCF Container Wall Configurations – 3A/3B



6028534- NCF Container Wall Configurations – 4A/4B



6028535- NCF Container Wall Configurations – 5A/5B



6028536- NCF Container Wall Configurations – D1A/D1B



6028537- NCF Container Wall Configurations – D2A/D2B



6028538- NCF Container Wall Configurations – D3C



6139128- Armory, Air Det (TRICON)



6139129- Armory, Air Echelon (ISO Series “IC”)

(Copes of these drawings are available from Commanding Officer, Naval Construction Battalion Center, Code 1581, 1000 23rd Avenue, Port Hueneme, CA 93043-4301.)

Non-Government publications.  The following other documents form a part of this document to the extent specified herein,  Unless otherwise specified, the issues of the documents which are DoD adopted are those listed in the issue of the DoDISS cited in the solicitation.  Unless otherwise specified, the issues of documents not listed in the DoDISS are the issues of the documents cited in the solicitation (see 6.2).


ASTM



ASTM B 633
- Electrodeposited Coatings of Zinc on Iron and Steel



ASTM B 650
- Electrodeposited Engineering chromium Coatings on Ferrous Substrates.



ASTM D 746 
- Brittleness Temperature of Plastics and Elastomers by Impact



ASTM D 1640
- Drying, Curing, or Film Formation of Organic Coatings at room Temperature.
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ASTM D 3359
- Measuring Adhesion by Tape Test.



ASTM D 4417 – Field Measurement of Surface Profile of Blast Cleaned Steel.

(Applications for copies should be addressed to the ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959.)

AMERICAN WELDING SOCIETY (AWS)


AWS D1.1 – Structural Welding Code – Steel.

(Applications for copies should be addressed to the American Welding Society, 550  N.W.  LeJeune  Road, Miami, FL  33126.)

NATIONAL HARDWOOD LUMBER ASSOCIATION (NHLA)


Rules for the Measurement and Inspection of Hardwood and Cypress Lumber.

(Applications for copies should be addressed to the National Hardwood Lumber Association, P.O. Box 34518, Memphis, TN  38134.)


INTERNATIONAL ORGANIZATION FOR STANDARDIZATION (ISO)



ISO 668
- Series 1 Freight Containers- Classification, Dimensions and Ratings.



ISO 1161
- Series 1 Freight Containers- Corner Fittings.



ISO 1496-1
- Series 1 Freight Containers- Specification and Testing- Part I: General Cargo





  Containers for General Purposes.



ISO 6346
- Freight Containers- Coding, Identification and Marking.

(Applications for copies should be addressed to the American National Standards Institute, 11 West 42nd Street, New York, NY  10036.) 

STEEL STRUCTURES PAINTING COUNCIL (SSPC)


SSPC-SP 10
- Joint Surface Preparation Standard for Near-White Blast Cleaning.


SSPC-PA1
- Shop, Field, and Maintenance Painting.


SSPC-PA2
- Measurement of Dry Paint Thickness with Magnetic Gages.


SSPC-VIS 1
- Visual Standard for Abrasive Blast Cleaned Steel.

(Applications for copies should be addressed to the Steel Structures Painting Council, 4516 Henry Street, Suite 301, Pittsburgh, PA  15213-2728.)

2.4 Order of precedence.  In the event of a conflict between the text of this document and the referenced cited herein, the text of this document takes precedence.  Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been obtained.
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3. REQUIREMENTS

3.1 Description.  The containers shall be closed-van general-purpose freight containers, as defined in ISO 668.  Three type II containers coupled end-to-end, using captive connecting couplers described in 3.4.13, shall form an integral 20-foot (6096mm) module dimensionally equivalent to the type I container.  Each container shall have a current Convention for Safe Containers (CSC) certification issued by an “approved authority” designated as such by the United States Coast Guard in accordance with 49 CFR 450, subpart B.  CSC certification tests for type II containers shall be performed on three coupled containers in the 1C configuration.  Definition of container terminology and classification shall conform to ISO 668. 

3.1.2 Cabinets.  The cabinets shall consist of a housing containing a combination of drawers or shelves in various configurations as shown in NAVFAC Drawings Nos. 6028532, 6028533, 6028537, 6028535, 6028536, 6028537, 6139128, and 6139129.  Configuration number identified with an “A” suffix is installed on the right side of the container as viewed from the container entrance.  A “B” suffix indicates the configuration mounted on the left side of the container.  The configuration with a “C” suffix is designed to be installed against the end wall of a type II container.  Cabinet design shall make a maximum use of available space inside container within the constraints established by this specification.  The cabinetry, excluding weapons storage racks, shall be provided by a single manufacturer to insure modularity and interchangeability of parts.

3.2. First article.  The supplier shall furnish the number of containers and of the type, style, and configuration as specified in 6.2 for first article examination and test, to prove that his production methods will produce finished containers that comply with the requirements of this specification.  Examination and test shall be those specified herein and shall be subjected to surveillance and approval by the Government.

3.3 Materials.  Materials used shall be free from defects which would adversely affect the performance or maintainability of individual components or of the overall assembly.  Materials not specified herein shall be of the same quality used for the intended purpose in commercial practice.  Unless otherwise specified herein, all equipment, material, and articles incorporated in the work covered by this specification are to be new and fabricated using materials produced from recovered materials to the maximum extent possible without jeopardizing the intended use.  The term “recovered materials” means materials which have been collected or recovered from solid waste and reprocessed to become a source of raw materials, as opposed to virgin raw materials.  Unless otherwise specified, none of the above shall be interpreted to mean that the use of used or rebuilt products is allowed under this specification.
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3.3.1 Dissimilar metals.  Intimate contact of dissimilar metals which can be expected to cause galvanic corrosions shall be avoided.  When such contact cannot be avoided, an interposing insulating material shall be provided to minimize the corrosive effect.

3.4 Container construction.  All containers shall be new and unused.  Each container shall be constructed on a steel frame with bottom crossmembers, steel corrugated walls, steel corrugated roof, metal doors, and ISO corner fittings at all corners.  Containers shall be constructed so as to be free of any recesses and voids in which contraband can be concealed or where moisture can accumulate.  No part of the container shall protrude beyond the outside surfaces of the corner fittings.  Caulking shall not be used on any interior or exterior container surface.  Containers shall be designed and constructed to withstand the static and dynamic loads induced by the tests specified in 4.5.  All containers shall be designed and constructed to be weatherproof.  Any water leakage, either during the simulated rainfall test of 4.5.4 or during actual rain conditions, will be considered evidence that the container is not weatherproof.

3.4.1 Weight.  Container weight limits shall be as given in table I.  Actual tare weight in pounds (lbs) (kilograms (kg)) of style 2 containers shall be the sum of the weight of the empty container plus the weight of installed cabinetry.

TABLE I.  Container weight limits.

	Container                          Maximum Tare Weight                            Maximum Gross

                                             Without Cabinetry                                       Rating

	 Type I                        5,000 lbs (2268 kg)                                  44,800 lbs (20321 kg)

 Type II                       2,700 lbs (1225 kg)                                  14,900 lbs (6759 kg)


3.4.2 Dimensions.  The minimum internal dimensions and actual external dimensions and tolerances shall be in accordance with ISO 668, as modified in table II,

TABLE II.  Dimensions.

	                Container      Height (inches)(mm)    Width (inches)(mm)     Length (inches)(mm)

	 Type I       Interior        87 (2210) min              91 ¾ (2230) min          231 (5867) min

                  Exterior       96+0,-3/16                   96+0, -3/16                  238 ½+0,-1/4

                                      (2438+0,-5)                 (2438+0,-5)                 (6058+0,-5)

	 Type II     Interior         86 ½ (2197) min          90 ½ (2299) min           73 (1854) min

                 Exterior         96+0,-3/16                  96+0, -3/16                   77 ½+0,-3/16

                                      (2438+0,-5)                 (2438+0,-5)                  (1968+0,-5)                 


3.4.3 Scuff boards.  The interior of the front end wall, opposite the doors, of type I, style 1 containers shall have scuff boards installed.  The scuff boards shall be nominal                  0.75-inch (19mm) by 12-inch (305mm) by length of the wall of class A vehicle grade apitong conforming to the requirements of the NHLA Rules for the Measurement and Inspection of Hardwood and Cypress Lumber or of comparable size and gage of galvanized steel beam guard rail.  The lower edge of the scuff board shall be 2.5 ± 0.5-inches (63 ± 13mm) above the bottom
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frame rail.  Fasteners shall be located at intervals adequate to hold the scuff boards securely in place.  Fasteners shall not penetrate the outside wall of the container.  The scuff boards shall not be installed until all interior material surfaces have been cleaned, and painted as specified in 3.8 and 3.8.1

3.4.4 Floor construction.  The floor shall be of solid hardwood boards.  The boards shall run longitudinally except that the width of the longitudinal edge boards may be different, if required.  When the widths of both longitudinal edge boards differ from the intermediate plank width, they shall be of the same width as each other, The board edges shall be jointed by shiplap construction, The boards shall be attached to the crossmembers by means of not less than three fasteners per board, per crossmembers, for boards over 7 inches (178mm) wide, and two fasteners per board, per crossmembers, for boards less that 7 inches (178mm) wide.

Countersunk head fasteners, not less than 0.25-inch (6mm) diameter, either of the self-tapping screw type, or machine screw with self-locking nuts, shall be installed so that each head is 0 to 0.0625-incd (0 to 1.56mm) below the board surface and at least 1-inch (25mm) from the board edge.  The floor shall be installed to permit lateral variations in floorboard width due to swelling.

3.4.5 Understructure.  Container bottom site rails and bottom end frame members shall not deflect more that 0.25-inch (6mm) below the bottom plane of the bottom corner fittings when the container is tested as specified in 4.5.  Crossmembers shall not deflect below the bottom plane of the bottom corner fitting when the container is tested as specified in 4.5   All cross-members shall be of the same configuration and strength and shall have a center-to-center distance of not greater that 12 inches (305mm) except where the 14-inch (356 mm) wide forklift pockets are located on the type 1 containers.

3.4.5.1 Forklift pockets.  Each container shall have collared design forklift pockets, Type I containers shall have two sets of forklift pockets.  The first set of forklift pockets shall be not less than 14 inches (356mm) wide by not less than 4.5 inches (114mm) high; spacing for forklift pockets shall be 81 ± 2 inches (2057 ± 51mm), center-to-center of the forklift pockets,  The second set of forklift pockets shall be not less than 12 inches (305mm) wide by not less than 4 inches (101mm) high; spacing for forklift pockets shall be 35.5 ± 2 inches (902 ± 51mm), center-to-center of the forklift pockets.  Type II containers shall have lift entry from both sides and from the closed end of the container; the forklift pockets shall be not less that 12 inches (305mm) wide by not less than 4 inches (102mm) high; spacing for forklift pockets shall be 35.5 ± 2 inches (902 ± 51mm), center-to-center of the forklift pockets.  All forklift pockets shall be in accordance with ISO 1496-1, Annex C.  Type I containers shall be clearly marked “USE 8-FOOT TINES ONLY” and “INNER FORKLIFT POCKETS ARE FOR HANDLING UNLOADED CONTAINERS ONLY.”  Letters shall be 2 inches (51mm) high.

3.4.6 Roof construction.  The roof shall be self-draining, and of corrugated construction.  If roof bows are fastened to the roof sheet, they shall be bonded by a suitable bonding agent.  In the case of roof bows that are not fastened to the roof sheet, anti-chafing material shall be affixed to the roof bows on the surfaces facing the roof sheets.  The roof sheet, roof rails, and upper end frame members shall be not less than 0.25-inch (6mm) below the top plane of the top corner fittings.

3.4.7 Doors.  Door openings shall conform to ISO 1496-1.  Doors in type II containers shall be hung in the nominal 6-foot 8-inch (2032mm) wide container frame to provide a clear interior opening of not less than 84 inches (2134mm) high and 70-3/4 inches (1797mm) wide.  Four heavy-duty pin hinges per door, equally spaced, recessed within the corner structure shall be provided on each door allowing the door to fold back against the sides of the body.  Steel hinges shall include nylatron bushings to permit smooth door operation, Means shall be provided to hold the doors in the full open position.  Each door shall have two or more heavy-duty, hand operated, cam locking handles with anti-rack provisions.  Handles shall be between 12 inches (305mm) and 18 inches (457mm) above the bottom plane of the corner fittings.  All locking device handles shall be furnished with provisions for padlocking and customs sealing.

3.4.7.1 Door gasket.  The door weather seal gaskets shall be ethylene propylene with diene monomer (EPDM) synthetic rubber extruded shape with flexible double type flanges,  The EPDM material must meet or exceed the low temperature brittleness test of ASTM D 746 to -40 degrees Fahrenheit (°F)(-40 degrees Celsius(°C)).  The gaskets shall be provided around the entire periphery of each door, except for the vertical right side of the left hand door.  The left hand door shall be designed to mate with the right hand door gasket.  The right hand door shall open first and close last.  The major seal flange shall perform as an internal gasket on the frame.  Both seal flanges shall be shaped to yield firmer seats with increasing positive external pressure.  The corners of the gaskets shall be mitered at 45 degrees and heat bonded into one (1) continuous section, Mechanical fasteners shall be used to attach the gasket material to the door.  The doors, when closed, shall form a weatherproof seal.  Door gaskets shall be black.

3.4.8 Corner fittings.  Type I containers shall be constructed with top and bottom corner fittings conforming to ISO 1161.  Bottom corner fittings conforming to ISO 1161 will be installed on both top and bottom corner fitting locations of Type II containers.

3.4.9 Antipilferage provisions.  Hinge-pins and screws, bolts, and other fasteners used for securing the hinges and closing devices to the container and for holding the essential parts of the sides, ends and roof.  Fasteners shall be tack welded or otherwise secured in such a manner as to prevent access to the interior of the container without leasing visible signs of tampering.  Where such welding destroys the protective coating on the items being welded or on other container parts, the weld and surrounding area shall be thoroughly cleaned, treated, and painted in accordance with 3.5.  All locking device handles shall be furnished with provisions for padlocking and customs sealing.

3.4.10 Bulk load restraint system.  A barrier type restraint system for bulk loaded material shall be designed into the door frame of all containers.  The system shall provide for positioning three horizontal 2-inch by 6-inch  (51 mm by 152 mm) beams at nominal 2 feet  (610 mm), 4 feet (1219 mm), and 6 feet (1829 mm) above the floor.  In style 2 containers, when there is insufficient clearance between the cabinetry and the front corner post, the barrier restraint system is not required.

3.4.11 Tie-down eyes.  Tie-down eyes shall be installed in the style 1 container and on the empty or partially empty wall in the style 2 container.  Tie-down eyes shall be welded to the interior of

the container on the base frame and roof frame, set into the recess of wall corrugations.  In type I

containers, seven eyes shall be evenly spaced approximately 45 inches (1143mm) apart along each side wall base and roof frame.  One tie-down eye shall be mounted at the center of the end wall base frame; this arrangement shall be duplicated on the end wall roof frame.  In type II containers, five eyes shall be spaced approximately 24 inches (610mm) apart along each side wall and one mounted at the center of the end wall.  This arrangement applies to both the bottom and top frames.  All tie-down eyes shall be rated at not less that 4,000 pounds (1184 kg).

3.4.12 Tie-down rods.  Tie-down rods shall be 0.625-inch (16 mm) smooth rod.  Each rod shall be of one piece for the full length of the wall.  Rods shall be welded horizontally to all the interior wall of style 1 containers and on the empty wall space, not covered by cabinetry in style 2 containers.  Rods shall be located at 6 ± .025 inches (152 ± 6 mm), 24 ± 0.25 inches            (610 ± 6mm), 48 ± .025 inches (1219 ± 6 mm), and 72 ± 0.25 inches (1829 ± 6mm), above the base frame.  On end walls which have scuff boards, the rods shall be welded at 24 ± 0.25 inches (610 ± 6mm), 45 ± 0.25 inches (1219 ± 6 mm), and 72 ± 0.25 inches (1829 ± 6 mm) above the base frame.  Rebar is not allowed

3.4.13 Captive connecting couplers.  Each type II container shall be provided with three captive connecting couplers conforming to NSN 5410-01-363-7086.  Suitable storage space for these couplers shall be provided in the container.  Location of storage space shall be in such a manner that it will not interfere with drawer or cabinet door use with or without captive connecting couplers installed. 

3.4.14 Power supply cord port.  Each container shall have a power supply cord port.  The power supply port shall be located approximately at the midpoint of the end wall, except in the TRICON armory and D3C configurations.  Port for the TRICON armory and D3C configurations shall be located on right wall, looking into the container, approximately 24 inches (610 mm) below the header and 24 inches (610 mm) from the corner post.  Power supply cord port shall be located in such a manner that it will not interfere with or be covered by the cabinets, rifle racks, or cabinet doors.  Power supply cord port shall consist of a 2-inch (51 mm) inside diameter pipe nipple inserted into an appropriately sized hole through and welded to the crest of the corrugation of the end wall.  The exterior pipe end shall not protrude beyond the container envelope.  The interior pipe end shall not protrude beyond highest point of corrugation on the interior of the wall.  An internal feller plug shall be provided to make a weatherproof seal.  The feller plug, when installed, shall not protrude beyond the tie-down rod.  The plug shall also be capable of being installed or removed without use of tools.

3.4.15 Container vents.  All type I and type II containers shall have passive venting system.  The venting system shall dissipate condensed moisture within the container during field operations.  The venting system shall be similar to commonly used venting systems in commercial ISO containers.  A vent cover shall be an integral part of the vent.  The vents shall be capable of being opened and closed from the outside without use of tools.  Two vents shall be located in each side wall, at opposite end of the containers.  Vents shall be located as close to the top of the wall as practical.  The venting system shall not violate ISO envelope requirements, not shall the vents protrude into the interior beyond the protective tie-bar system.  The vents, when open, shall not
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permit wind driven rain or splash to enter the container. The vent, when closed, shall forma tight seal. The gasket material shall be mechanically fastened to the vent. Gasket material shall not be painted. 

3.5 Cabinet construction. The cabinets shall be designed and constructed to withstand the static and dynamic loads induced by the tests specified in 4.5. 

3.5.1 Cabinet housing. The cabinet housing shall be of frame reinforced sheet metal construction shall have a depth of 22 ± 1 inches (559 ± 25 mm), or 27.5 + 1 inches (699 ± 25 mm), as shown on the applicable drawing, but shall be no greater than that which will allow an aisle between the two rows of cabinetry of not less than 27 inches (686 mm) between cabinets in type II (TRICON) containers and 30 inches (762 mm) wide in the type I (STD 20) containers. Cabinet housings shall be 28 to 30 inches (711 to 762 mm), 42 to 47 inches (1 067 to 1.194 mm) or 56 to 60 inches (1 422 to 1524 mm) in width (herein identified as 30 inches (762 mm) wide, 45 inches (1 143 mm) wide, and 60 inches (1 524 mm) wide respectively). Shelf and drawer installation method shall be so designed as to aid flexibility in arrangement. To accomplish this, the mounting system for shelves and drawers shall be adjustable in increments of not greater than 1.5-inch (38 mm) to allow raising or lowering of the shelves and drawers.

3.5.2 Drawers. Drawers shall be of a design which allows installation of partitions and dividers and makes possible a wide range of subdivisions to accommodate small parts. Compartments as small as 2-inch by 2-inch (51 mm by 51 mm) shall be attainable. Drawers shall be capable of being open fully to allow fill visibility of the contents. Side wall height shall be not less than 70 percent of usable height of drawer. 

3.5.2.1 Working load. The static working load per drawer shall be not less than 400 pounds (181 kg). The drawers shall also be capable of withstanding the dynamic loading induced by the testing specified in 4.5.3.1 thru 4.5.3.3 when loaded as specified in 4.5.3. 

3.5.2.2 Suspension system. Drawers shall have a suspension system of metal construction with ball or roller bearings which will allow smooth movement, even when the drawers are loaded to their 400 pounds (18 1 kg) capacity. 

3.5.2.3 Lock-in. lock-out. All drawers shall have individual lock-in lock-out (LILO) latches which lock drawers in closed or filly extended position. The LILO latches shall be engineered chrome (with a thickness of not less than 2.0 mils (0.051 mm) as specified in ASTM B 650) or stainless steel or electrodeposited zinc coating (with a thickness of not less than 0.5 mils (0.013 mm), as specified in ASTM B 633)

3.5.2.4 Drawer partitions. Each drawer shall be provided with partitions and dividers as specified in table III.  Installation of the partitions shall utilize machine screws and self-locking nuts to fasten the partitions to the drawer bottom.  The height of the partitions and dividers shall be such that the tops of all partitions and dividers fall within 0.25-inch (6mm) of the top of the drawer side walls, but not extend above any side wall, but not extend above any side wall.
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TABLE III.  Drawer partition and dividers required per drawer.

	Drawer Size

WxDxH

(in mm)
	Nominal Width of Divider (in inches)
	Partitions

	
	0.625

(67 mm)
	3.625

(92 mm)
	5.75

(146 mm)
	7.875

(200 mm)
	12.125

(308 mm)
	Side-side mounting

	30x27x2

(762x686x51)

30x27x4

(762x686x102)

30x27x6

(762x686x152)

30x27x7

(762x686x178)

30x27x8

(762x686x203)

30x27x10

(762x686x254)

30x27x11

(762x686x279)

30x27x13

(762x686x330)

45x27x2

(1,143x686x51)

45x27x6

(1,143x686x152)

45x27x10

(1,143x686x254)

45x27x11

(1,143x686x279)

45x27x13

(1,143x686x330)

60x27x2

(1,524x686x51)

60x27x10

(1,524x686x254)

60x27x11

(1,524x686x279)

60x27x13

(1,524x686x330)

30x22x2

(762x559x51)

30x22x4

(762x559x102)

30x22x6

(762x559x152)

30x22x8

(762x559x203)

30x22x11

(762x559x279)

30x22x13

(762x559x330


	2

1

5

4

3

1
	4

4

3

2

1

2

1

1

8

4

1

1

1

4

1

1

1

4

4

3

1

1

1
	4

2

2

2

2

2

2

2

6

6

3

3

3

3

3

3

3

3

4

3

1

1

1
	2

2

2

2

4

2

3

3

5

4

3

3

3

3

2

2

2

2

1

1

2

2

2
	1

1

1

2

1

2

1

1

4

2

2

2

2

1

1

1

1

1

1

1

1

1

1
	4

3

3

3

3

3

3

3

5

3

3

3

2

4

3

3

3

4

3

2

2

2

2

	NOTE:  “H” indicates usable height within the drawer.  “D” indicates cabinet depth, and “W” (30, 45, 60)

              indicates compatibility with cabinet width (see 3.5.1)
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TABLE IIIa.  Drawer per wall configuration,
	Drawer Size

WxDxH

(in mm)
	Nominal Width of Divider (in inches)
	Partitions

	
	2A or 2B
	4A or 4B
	5A or 5B
	STD 20

ARMORY
	TRICON

ARMORY
	D2A or  D3C     

D2B

	30x27x2

(762x686x51)

30x27x4

(762x686x102)

30x27x6

(762x686x152)

30x27x7

(762x686x178)

30x27x8

(762x686x203)

30x27x10

(762x686x254)

30x27x11

(762x686x279)

30x27x13

(762x686x330)

45x27x2

(1,143x686x51)

45x27x6

(1,143x686x152)

45x27x10

(1,143x686x254)

45x27x11

(1,143x686x279)

45x27x13

(1,143x686x330)

60x27x2

(1,524x686x51)

60x27x10

(1,524x686x254)

60x27x11

(1,524x686x279)

60x27x13

(1,524x686x330)

30x22x2

(762x559x51)

30x22x4

(762x559x102)

30x22x6

(762x559x152)

30x22x8

(762x559x203)

30x22x11

(762x559x279)

30x22x13

(762x559x330


	4

7

4

2

1

4

1

3


	6

10

2

6

12
	2

1

2

2

8
	1

2

1

1

1

2

5
	1

3


	                   2

                   1

                   1

                   1

                   2

                   1

                   1

1

8

5

6

2

2

2
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3.5.2.5 Partition and divider installation. Partitions and dividers shall not installed in the drawers, but shall be packaged with ail necessary screws and nuts in groups broken down by drawer heights for all cabinets within a container. These groups shall be clearly marked and shipped in a separate box within the cabinetry configured containers.

3.5.2.6 Drawer covers. In cabinets having drawers of approximately 2 inches (51 mm) usable height, the top two drawers shall be provided with a rigid clear plastic cover to prevent small parts from bouncing out of their designated compartments during container handling and transport. The covers shall be provided with a means of securing them in the closed position.

3.5.2.7 Handles. Drawer handles shall run the full length of the drawer front and shall have no sharp edges or protrusions. Handles shall be recessed and shall not extend beyond the front of the cabinet housing. Each handle shall have a snap-on label holder to identify location address of the drawer. 

3.5.2.8 Interchangeability. Drawers of the same dimensions shall be interchangeable with one another. 

3.5.3 Shelves. Slotted shelves shall be provided as required in the drawings. A method of attaching the shelves that prevent the shelves from vibrating loose from the cabinet housing during container handling and transport shall be provided, all shelves shall be provided with doors as described in 3.5.4 and 3.5.5. 

3.5.3.1 Shelf tie-down strains. Adequate tie-down straps or other restraining devices shall be provided for each shelf shown in the cabinetry configuration drawings. 

3.5.4 Retractable overhead doors. Where mounting is possible, shelves shall be provided with retractable overhead doors. Each retractable door shall have a positive latching mechanism which will secure the door in the fully closed position. 

3.5.5 Hinged swinging doors. Shelf combinations with a height exceeding that which can be covered by a retractable overhead door, shall be provided with hinged swinging doors, hinged at the outer edge of the cabinet opening. Double doors shall be used on 45-inch (1 143 mm) wide cabinets. Each individual door shall have a positive latching mechanism which will secure the door in the fully closed position. 

3.5.6 Locking bars. All drawers and doors shall be provided with fill-length vertical hinged bar locks. Each bar lock shall be capable of securing the drawers for the entire cabinet to which it is mounted. Retractable doors shall be provided with hinged locking bars on both sides of the opening. Double doors shall have a single vertical locking bar which will secure both doors at the same time. 

3.6 Weapons storage racks. The weapons storage racks installed in the armory configuration shown in NAVFAC .Drawing nos. 6139128 and 6139129 shall conform to NSN 1095-00-407-0674. 
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3.7 Cabinetry installation. Cabinetry installation shall be performed in a manner which will ensure secure storage of all equipment and parts for which the containers are intended. As a minimum, the requirements of 3.7.1 shall be met. Additional provisions required for secure mounting of cabinetry, which are not specified herein, but are determined by the manufacturer to be necessary, shall be included. 

3.7.1 Cabinetry mounting. Cabinetry base mount shall extend the full length of the cabinetry and shall be of sufficient size and strength to withstand the loads imposed by handling when cabinets are fully loaded. The base mount shall be secured to the base of the cabinet and to the floor. Securing the base mount to the floor shall not protrude into the forklift tineways. Cabinet mounting bolts shall not penetrate sheet metal walls of the container. Overhead crossmembers (horizontal struts) shall be securely attached to cabinetry on both sides of the aisle at the top of each cabinet. Cabinetry shall be mounted in such a manner that it does not interfere with the restraint system specified in 3.4.10. 

3.7.2 Fasteners. All fasteners used in cabinetry installation shall be cadmium plated and shall be of the self-locking type. 

3.8 Cleaning and painting. Container and cabinetry surfaces shall be shop-prepared and shop-painted, in accordance with SSPC-SP 10, SSI?C-PA 1, and as specified herein. The surface profile, as measured by ASTM D 4417, shall be 1 to 1.5 mils (0.025 to 0.038 mm) for interior surface and cabinetry,and not greater than 1 mil (0.025 mm) for exterior surfaces and other surfaces specified in 3.8.2. The appearance of the surfaces shall be similar to SSPC-VIS 1 photograph ASP-10, and the condition of the surfaces shall pass the “water-break” test of MIL-C-53072, 4.3.3.1. The surfaces shall comply with the specified degree of cleaning, and shall be dry, immediately prior to application of primers. The total paint films shall pass the thickness, adhesion and cure tests as specified, and shall be free from runs, sags, orange peel, and other defects. Door seals shall not be painted. 

3.8.1 Interior Painting. Painting of container interior surfaces, except as noted in 3.8.2, shall consist of not less than one coat of primer and one finish coat. The primer shall conform to formula 150, type 1, of MIL-P-2444 U20, and shall be applied to the specified cleq dry surface immediately after cleaning. The dry film thickness of the primer shall be not less than 3.0 roils 

(0.076 mm) over the entire surface. Paint for the finish coat shall conform to formula 152, type 1, of MIL-P-2444U22, applied to a dry film thickness of not less than 3.0 mils (O.076 mm) over the entire surface. The total dry film thickness shall be not less than 6.0 mils (O.152 mm), as measured by SSPC-PA 2, and the film shall pass the dry-through test of ASTM D 1640, and the adhesion test of ASTM D 3359, rating 3A. Cabinetry finish shall be as specified in 3.8.3. The scuff boards shall be treated and painted in accordance with the manufacturer’s standard practice. 

3.8.2 Exterior Painting. Painting of container exterior surfaces, interior of the doors, header, and door posts shall consist of not less than one coat of primer and not less than two finish coats. The primer shall conform to MIL-P-53022, and shall be applied to the specified clean, dry surface immediately after cleaning. The dry film thickness of the primer shall be not less than 1.5 mils 

(0.038 mm) over the entire surface. Paint for the finish coat shall be Green 383, conforming to 
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either MIL-C-53039 or type IV of ML-C-46168. Before application of the finish coat, spectral reflectance characteristics of the material shall be validated as specified in paragraph 4.2.4 of the specification selected. The dry film thickness of each applied coat shall be not less than 1.8 mils (0.046 mm). The dry film thickness of the finish coat shall be not less than 3.6 mils (0.091 mm) over the entire surface. The total dry film thickness shall be not less than 5.1 roils (O.13 mm), as measured by SSPC-PA 2, and the film shall pass the adhesion test of ASTM D 3359, rating 3A. The cured coating shall pass the dry-through test of ASTM D 1640, arid the solvent wipe test of M&C-53072, 4.3.3.2. 

3.8.3 Cabinetry painting. Painting of cabinetry surfaces shall consist of not less than one coat of primer and one finish coat. The primer shall conform to formula 150, type 1, of MIL-P-24441/20, and shall be applied to the specified clean, dry surface immediately after cleaning. The dry film thickness of the primer shall be not less than 2.0 mils (0.051mm) over the entire surface. Paint for the finish coat shall conform to formula 152,type 1, of MIL-P-24441/22, applied to a dry film thickness of not less than 2.0 mils (0.051mm) over the entire surface. The total dry film thickness shall be not less than 4.0 mils (O.102mm), as measured by SSPC-PA 2, and the film shall pass the dry-through test of ASTM D 1640, and the adhesion test of ASTM D 3359, rating 3A. 

3.8.4 Cabinetry hardware. All cabinetry hardware that is not painted shall be engineered chrome (with a thickness of not less than 2.0 mils (0,051 mm) as specified in ASTM B 650) or stainless steel or electrodeposited zinc coating (with a thickness of not less than 0.5 mils (0.013 mm), as specified in ASTM B 633). 

3.9 Identification marking. All letters shall be Gothic or Futura capitals with Arabic numerals and shall read horn left to right. The stenciling medium shall be white color 37875 of FED-STD-595, confotingtoMIL-C-46168. Stenciling medium shall not rub off of the exterior surface of the container when the medium is dry. 

3.9.1 Exterior marking. All containers shall be marked as specified herein. The following information shall be stenciled on the right hand door in 2-inch (51 mm) letters and numerals in accordance to 1S0 Standards: Tare weight (see 3.4. 1), maximum gross rating, air shipment maximum operating weight (type 1 -25,000 pounds (11 340 kg), type II -10,000 pounds (4 536 kg)), shipping cube, and nominal outside dimensions. 

3.9.1.1 Data dates. A nonferrous metal data plate conforming to A-A-50271, shall be affixed to the center of the external surface of the right hand door. The method of attachment shall be either riveting or bolting. The data plate shall contain the following information (NSNS shall be provided by the contracting officer): 
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U. S. NAVY 

CONTAINER SHIPPING AND STORAGE, STEEL WALL (SPECIFY TYPE AND STYLE) SPECIFICATION: M3L-DTL-28689(YD) ________________________________ 
NSN: ______________________________________________________________

ISO CONTAINER CONTROL NUMBER:  _______________________________

TARE WEIGHT: LBS _____________________ KG _______________________

CONTRACT NUMBER: ______________________________________________

MFD BY: __________________________________________________________

DATE (MONTH & YEAR):____________________________________________

3.9.1.2 ISO container control number. The 1S0 container control number (ICCN) consists of eleven characters: four letters for the owners code, a six-digit serial number, and a check digit. The ICCN shall be 4 inches (102 mm) high, located in accordance with 1S0 6346. The stenciling medium shall be as specified in 3.9. The ICCNS shall be provided by the contracting officer. 

3.9.1.3 CSC plates. A Convention for Safe Containers (CSC) safety approval plate conforming to 49 CFR451, subpart C, with the appropriate information stamped, etched, or engraved on it shall be riveted or bolted to the lower left comer of the exterior face of the left hand door of each container. 

3.9.2 Interior marking. The ICCN shall be stamped or welded in characters not less than 0.5-inch (13 mm) high on an interior surface of the upper rear horizontal frame member. The number shall be located where it will not be obscured. 

3.10 Workmanship. All parts, components, and assemblies of the container including castings, forgings, molded parts, stampings, seals and sealing agents, machined surfaces, and welded parts shall be clean and free from any defects that will reduce the capability of the container to meet the requirements specified herein. Any components and assemblies which have been repaired or modified to overcome deficiencies shall not be used without prior specific approval of the contracting officer. External surfaces shall be free from burrs, slag, sharp edges, and comers except where sharp edges and comers are required. The internal cargo space shall be bee from sharp protrusions that could damage cargo. 

3.10.1 Metal fabrication. Metal used in the fabrication of equipment shall be free from kinks and sharp bends. The straightening of material shall be done by methods that will not cause injury to the metal. Shearing and clipping shall be done neatly and accurately. Comers shall be square and true. Flame cutting, using a tip suitable for the thickness of the metal, may be employed instead of shearing or sawing. Burned surfaces of flame-cut material shall be bee of slag. All bends of a major character shall be made with controlled means in order to insure uniformity of size and shape. Precautions shall be taken to avoid overheating, and heated metal shall be allowed to cool slowly. 

3.10.2 Bolted and riveted connections. Bolt and rivet holes shall be accurately punched or drilled and shall have the burrs removed. Washers, lockwashers, or lock nuts shall be provided where 
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necessary and all bolts, nuts, and screws shall be tight. Rivet heads, when not countersunk or flattened, shall be of uniform size and shape for the same diameter of rive~ concentric with the rivet holes, and in fill contact with the surface of the members. 

3.10.3 Welders and welding. 

3.10.3.1 Welders. Before assigning any welder to manual welding work covered by this specification the contractor shall provide the contracting officer with certification that the welder assigned to perform welding responsibilities covered by this specification has passed qualification test prescribed by AWS D1.1, Section 5, for the type of welding operations to be performed and that such qualifications are effective as defined by the code. 

3.10.3.2 Welding. The surface of parts to be welded shall be free from rust, scale, paint, grease, or other foreign matter. All weld spatter and projections on mating surfaces where members are in contact for fabrication or assembly shall be ground to a suitable flat surface. Weld penetration shall be such as to provide transference of maximum design stress through the base metal juncture. Fillet welds shall be provided when necessary to reduce stress concentration. Manual and machine welding processes and materials shall be in accordance with AWS D1. 1. 

3.10.4 Machine work. All parts shall be manufactured to gage through the use of jigs and tires and shall provide interchangeability of parts as manufactured.

3.10.5 Castings. Castings shall be sound and free from patching misplaced coring, warping, or defects which might render the castings unsound for use. 

3.11 Interchangeability. All units of the same classification furnished with similar options under a specific contract shall be identical to the extent necessary to ensure interchangeability of component parts, assemblies, accessories, and spare pans. 

4. QUALITY ASSURANCE PROVISIONS 

4.1 Responsibility for inspection. Unless otherwise specified in the contract, the contractor is responsible for the performance of all inspection requirements (examinations and tests) as specified herein. Except as otherwise specified in the contract, the contractor may use his own or any other facilities suitable for the performance of the inspection requirements specified here@ unless disapproved by the Government. The Government reserves the right to perform any of the inspections set forth in the specification, where such inspections are deemed necessary to ensure supplies and services conform to prescribed requirements. 

4.1.1 Responsibility for compliance. All items shall meet all requirements of sections 3 and 5. The inspection set forth in this document shall become a part of the contractor’s overall inspection system or quality program. The absence of any inspection requirements in this document shall not relieve the contractor of the responsibility of ensuring that all products or supplies submitted to the Government for acceptance comply with all requirements of the contract. Sampling inspection, as part of manufacturing operations, is an acceptable practice to ascertain 
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conformance to requirements, however, this does not authorize submission of known defective material, either indicated or actual, nor does it commit the Government to accept defective material. 

4.1.2 Component and material inspection, Components and materials shall be inspected in accordance with ail the requirements specified herein and in applicable referenced documents. 

4.2 Classification of inspections. The inspection requirements specified herein are classified as follows: 

a. First article inspection (see 4.2.1). 

      b.
Quality conformance inspection (see 4.2.2). 

4.2.1 First article inspection. The first article inspection shall be performed on the containers listed in 3.2 when a first article is required (see 3.2 and 6.2). This inspection shall include the examination of4.4 and the tests of4.5.2 thru 4.5.4. The tests of4.5.3 shall be performed on three type II, style 1 containers coupled in the equivalent of an ISO series lC configuration. The first article test shall be performed by the contractor under the direction and in the presence of Government representatives. Failure to pass any of the required tests shall be cause for the Government to refuse acceptance of all containers until corrective action has been taken. The first article may be either a first production item or a standard production item born the supplier’s current inventory provided the item meets the requirements of this specification and is representative of the design, construction, and manufacturing technique applicable to the remaining items to be furnished under the contract. In the event the contractor desires to deliver the test model as a contract item it shall be delivered as the last item on the contract only after the contractor, at his own cost and expense, shall have completely cleaned, reconditioned, and overhauled the unit, making such replacements and modifications thereto as are required to make the unit acceptable as a contract item. Acceptance of first article shall not constitute a waiver by the Government of its rights under provisions of the contract.

4.2.1.1 CSC certification. A copy of test reports documenting the results of container certification testing conducted in accordance with 4.5.1, shall be made available for Government inspection prior to the first article inspection. 

4.2.1.2 Standards compliance. The contractor shall make available to the contracting officer or his authorized representative evidence of compliance with the applicable standards cited in this specification. 

4.2.2 Quality conformance inspection. The quality conformance inspection shall be performed on items selected in accordance with 4.3 and shall consist of the examination of 4.4. 

4.3 Inspection. All containers offered for delivery at one time shall be inspected for conformance to all contract requirements. If a container is rejected, the contractor may rework it to correct the defects, and resubmit for a complete reinspection, Resubmitted containers shall be reinspected using tightened inspection. If the rejected container was screened, reinspection shall be limited to 
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the defect causing rejection. Rejected containers shall be separate from new containers, and shall be clearly identified as reinspected containers. 

4.4 Examination. The first article, and each container selected thereafter in accordance with 4.3, shall be examined for compliance with the requirements specified in section 3 and table IV of this specification.

TABLE IV.  Classification of defects.

	Classification




Defects



Required 











Paragraph



	Major:

101


Materials not as specified.



3.3

102


Container construction not as specified


3.4

103


Weight not as specified




3.4.1

104


Dimensions not as specified



3.4.2

105


Floor construction not as specified


3.4.4

106


Understructure not as specified



3.4.5

107


Forklift pockets not as specified



3.4.5.1

108


Roof construction not as specified


3.4.6

109


Doors not constructed as specified


3.4.7

110


Door gasket not as specified



3.4.7.1

111


Corner fittings not as specified



3.4.8

112


Antipilferage provisions not as specified


3.4.9

113


Restraint system not as specified


3.4.10

114


Tie-down eyes not as specified



3.4.11

115


Tie-down rods not as specified



3.4.12

116


Captive couplers not as specified


3.4.13

117


Power supply cord port not as specified


3.4.14

118


Container vents not as specified



3.4.15

119


*Housing not as specified



3.5.1

120


*Drawers not as specified



3.5.2

121


*Drawer working load not as specified


3.5.2.1

122


*Suspension system not as specified


3.5.2.2

123


*Lock-in lock-out system not as specified

3.5.2.3

124


*Drawer partitions not as specified


3.5.2.4

125


*Insufficient number of drawer partitions

3.5.2.4.1




  and dividers

126


*Drawer covers not as specified



3.5.2.5

127


*Handles not as specified



3.5.2.6

128


*Drawers not interchangeable



3.5.2.7

129


*Shelves not as specified



3.5.3

130


*Doors not as specified




3.5.4, .5.5

131

             *Locking bars not as specified



3.5.6


TABLE IV.  Classification of defects.

	Classification




Defects



Required 











Paragraph

	132


Storage racks not as specified



3.6

133


*Cabinetry mounting not as specified


3.7.1

134


Fasteners not as specified



3.7.2

135


Cleaning/painting not as specified


3.8 thru 3.8.3

136


Paint material not as specified



3.8.1 thru 3.8.3

137


Paint thickness, adhesion, or cure not as specified
3.8.1 thru 3.8.3

138


Workmanship not as specified



3.10

139


Parts not interchangeable as specified


3.11

Minor:

201


*Tie-down straps missing.



3.5.3.1

202


Fasteners not as specified



3.7.2

203


Identification marking not as specified


3.9

204


Exterior marking not as specified


3.9.1

205


Data plates not as specified



3.9.1.1

206


ISO control number not as specified


3.9.1.2

207


CSC plate not as specified



3.9.1.3

208


Interior marking not as specified



3.9.2


(NOTE: Asterisks (*) indicate items which apply to style 2 containers only).

Any redesign or modification of the contractor’s standard product to comply with specified requirements, or any necessary redesign or modification following failure to meet specified requirements shall receive particular attention for adequacy and suitability. This element of inspection shall encompass all visual examinations and dimensional measurements. Noncompliance with any specified requirements or presence of one or more defects preventing or lessening maximum efficiency shall constitute cause for rejection. 

4.4.1 Examination for floor flatness. Examination for floor flatness shall be performed on one complete container of each 10 containers presented for delivery. The container floor flatness shall be measured using a 3-foot (914 mm) straightedge with an out-of-trueness of not greater than 

+ 0.003 inch/foot (0.025 Cm/m) and rigid enough so that it does not bend in the measurement plane, and a steel 12-inch (305 mm) rule, graduated to 0.03 125-inch (0.79 mm) or finer. Lay the straightedge on its edge on the floor of the container. With the steel rule, measure the distance 

between the straightedge and the floor surface to the nearest 0.03 125-inch (0.79 mm), at the point 

of greatest deviation. Measurement shall be taken in no less than five different locations on the container floor. Measuring points shall be not less than 3 feet (914 mm) apart. Floor flatness shall conform to the requirements of 3.4.4.

4.5 Tests. The following tests shall be performed to verify compliance with 3.4 and 3.5. Container doors shall be sealed with a type 1, 2, or 3 security seal conforming to FF-S-2738 prior to the beginning of each test. At the completion of each test, door seals shall be removed and doors opened under the direction and in the presence of Government representatives. Failure of 
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any test shall be cause for rejection of containers and shall be cause for the Government to defer future acceptance until objective evidence finished by the supplier indicates that deficiencies revealed by the tests have been corrected. The CSC certification tests and the test of 4.5.4 shall be performed on container, with all cabinetry removed from the container. 

4.5. I CSC certification tests. Container certification test shall be witnessed by and CSC certified by an authority approved by the United States Coast Guard. For CSC certification type I containers shall be tested as specified in 1S0 1496-1, type II containers (TRICONS) shall be tested as specified in 4.5.1.1 thru 4.5.1.11. Test No. 8 of 1S0 1496-1 does not apply to type II containers. Test 13 of 1S0 1496-1 shall be performed last. 

4.5.1.1 Test No. 1: Stacking. Three coupled containers in the lC configuration shall be tested for stacking in accordance with 1S0 1496-1. The value of R shall be 44,800 pounds (20 321 kg) for each tier of lC containers or configurations. 

4.5.1.2 Test No. 2: Lifting from the top corner fittings. Three coupled containers in the lC configuration shall be tested for lifting from the top comer fittings with the lifting forces applied vertically in accordance with 1S0 1496-1,,and the value of R shall be 44,800 pounds (20 321 kg) for the lC configuration. The single type II container (TRICON) shall be tested with the appropriate sling angle, and the value of R shall be 14,900 pounds (6 759 kg). 

4.5.1.3 Test No. 3: Lifting from the bottom corner fittings. Three coupled TRICONS in the lC configuration shall be tested for lifting from the bottom corner fittings in accordance with 1S0 1496-1, in which case the sling angle is 45 degrees to the horizontal and the value of R is 44,800 pounds (20 321 kg). The single TRICON shall be tested, in which case the sling angle is 60 degrees to the horizontal and the value of R is 14,900 pounds (6 759 kg). 

4.5.1.4 Test No. 4: Restraint. Three coupled TRICONS in the 1C configuration shall be tested for restraint in the longitudinal direction in accordance with 1S0 1496-1 and the value of R shall be 44,800 pounds (20321 kg). The single TRICON shall be tested for restraint in the lateral direction and the value of R shall be 14,900 pounds (6 759 kg). 

4.5.1.5 Test No. 5: Strength of end walls. One end wall, defined by the height and width of a single TRICON, shall be tested for strength in accordance with 1S0 1496-1. The value of P shall be 12,200 pounds (5 534 kg) (14,900 pounds (6 759 kg) maximum gross weight minus 2,700 pounds (1 225 kg) maximum tare weight without cabinetry). Testing the end walls of the 1C configuration is not required. 

4.5.1.6 Test No. 6: Strength of side walls. Both side walls, defined by the height and length of a single TIUCON, shall be tested for strength, one at a time, The test procedure shall be the same as the end wall testing of the TRICON in 4.5.1.5 in accordance with 1S0 1496-1. Three coupled TRICONS in the lC configuration shall be tested for strength of sided wall in accordance with 1S0 1496-1. The test of coupled containers is to determine the adequacy of the connectors and frames as well as the side panels. Both side walls shall be tested, one at a time. The value of P shall be 36,600 pounds (16 602 kg) (12,200 pounds (5 534 kg) per container). 
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4.5.1.7 Test No. 7: Strength of the roof. The roof of a single TRICON shall be tested in accordance with ISO 1496-1, 

4.5.”1.8 TestNo.9: Transverse rigidity. Three coupled TRICONs in the lC configuration shall be tested for transverse rigidity in accordance with 1S0 1496-1. 

4.5.1.9 Test No. 10: Longitudinal rigidity. Three coupled TRICONS in the 1C configuration 

shall be tested for longitudinal rigidity in accordance with ISO 1496-1. .

4.5.1.10 Test No. 11: Lifting from forklift pockets. The lateral forklift tineways of a single TRICON, with one set of pockets on each side of the container, shall be tested in accordance with 1S0 1496-1. The value of R shall be 14,900 pounds (6 759 kg). 

4.5.1.11 Test No. 13: Weatherproofness. Each of the three type II containers shall be tested for weatherproofness in accordance with 1S0 1496-1. 

4.5.2 Door test. The doors of the containers shall be opened and engaged to the securing devices on the side walls. Each door, while secured, shall be pulled with a force of 150 pounds (68 kg). Failure of the door to remain attached to the securing device shall constitute failure of the test. The doors shall then be closed. Failure of the doors to close tightly or failure of the handles to lock shall constitute failure of the test. 

4.5.3 Simulated load test. The first article containers shall have the load determined in the following manner. For the bulk containers (style 1), the manufacturer shall determine the total weight of the container (tare weight as defined in 3.4.1). This figure shall then be subtracted from the maximum operating weight of 25,000 pounds (11 340 kg) for type 1, and 10,000 pounds (4 536 kg) for type II containers. The result is the load capacity (L) for that container. The test load shall be evenly distributed in the container. The test load shall be secured to prevent it from shifting during the test. For the configured containers (style 2), the manufacturer shall determine the total weight of the container and installed cabinetry (tare weight as defined in 3.4.1). This figure shall then be subtracted from the air shipping maximum operating weight of 25,000 pounds (11 340 kg) for type I, and ‘1O, OOOpounds (4 536 kg) for type II. The result is the L for that container. One drawer or shelves in each stack of cabinetry shall be loaded with 240 pounds (109 kg). These test loads shall be distributed to various levels within the wall configuration with no more than two of these weights at any particular level. All other drawers and shelves shall be loaded with 160 pounds (73 kg), except drawers with less than 4 inches (102 mm) of usable height may have less than 160 pounds (73 kg). After loading all drawers and shelves with the prescribed test weights, sufficient weight shall be loaded in the aisles to bring the total test weight of the containers to 25,000 pounds (11 340 kg) for a type I container, and 10,000 pounds (4 536 kg) for a type II container. Three type II containers coupled using captive connecting devices described in 3.4.13, shall form an integral 20-foot (6 096 mm) equivalent unit (TEU). Each of the type I containers and the TEU (connected type II containers) shall then be tested as described in 4.5.3.1 thru 4.5.3.3. Test of4.5.3.2 is for style 2 containers only. 
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4.5.3.1 Rotational drop test. Place one bottom rail of the container being tested on a nominal 4-inch (102 mm) high block. Raise the opposite bottom rail of the container 12 inches (305 mm) and then allow the unit to fall freely onto a concrete surface using the 4-inch (102 mm) block as a pivot. Perform this test once on each of the four bottom rails of the container. 

4.5.3.2 Rail impact test. The railcars shall be American Association of Railroads (AAR) approved for domestic rail freight service. The test car (hammer car) shall be AAR approved for container on flatcar service. The buffer cars shall have no cushioning devices other than standard pocket draft gears. The containers shall be secured to the test car using the test car’s AAR approved locking fittings. The container being tested, loaded as described in 4.5.3, shall be mounted on a rail car and subjected to a series of impacts at 4 to 6 miles per hour (mph) (6.4 to 

9.7 kilometers per hour (km/h)) against five empty freight cars with their brakes set and draft gear extended. Each container shall be impacted twice in each direction at 4 to 6 mph 

(6.4 to 9.7 (km/h)) for a total of four impacts. Once the test has begun, there shall be no readjustment of load, nor any reconditioning of the tie-downs except as necessary to reverse the direction of the container. 

4.5.3.3 Moving test. The container being tested shall be mounted on a single chassis with tandem bogie and platform body, loaded as specified. The container shall be towed for not less than 250 miles (403 km) at variable speeds up to 55 mph (89 km/h) over hard surface roads, and for not less than 100 miles (161 km) at variable speeds up to 35 mph (56 km/h) over unpaved roads. 

4.5.4 Simulated rainfall test. Simulated rainfall test shall be performed on one complete container of each 10 containers presented for delivery. Simulated rainfall shall be produced by a water distribution device of such design that the water is emitted in the form of droplets, is dispersed uniformly over the top, side surfaces, and doors of the container, and impinges directly on the surfaces at an angle of 45 degrees from the vertical, The top and each side of the container shall be exposed to simulated rainfall, at a constant rate of 4.5 ± 0.5 inches(114 ± 13 mm) per hour, for a period of 15 minutes on each side of the container. The use of tape, sheet plastic, caulking or any other weatherproofing techniques is not permitted. Any water leakage, either during the rain test or during actual rain conditions (should they occur) will be considered evidence that the container is not weatherproof, and will require repair and additional testing prior to acceptance. 

4.5.5 Failure criteria. Each container shall be inspected after every test for compliance. Cabinetry is not to be removed from containers between tests. Any of the following shall constitute failure of any of the tests specified in 4.5: 

a.  Deflection of the container bottom side rails or bottom end frame members of more than          

       0 .25-inch (6 mm) below the bottom plane of the bottom comer fittings      

b.
Deflection of the container crossmembers below the limits specified in 3.4.5. 

c.
Evidence of weld failure. 

d.
Permanent deformation. 
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      e.
Any broken or tom component. 

f. Any detachment of a gasket. 

g. Inability of one man standing on the ground to open or close a door without the use of tools while the container is sitting on level ground. 

h. Inability of one man standing on the ground to operate a latching mechanism without the use of tools while the container is sitting on level ground. 

i. Detachment of cabinetry from mounting system.

j.  Failure of any cabinetry mounting and bracing system components. 

k. Failure of drawers and shelves to support specified loads. 

l. Failure of drawers to operate without binding.

m. Any dimensions after a test not within the specified tolerance. 

n. Penetration of water into the interior of the container. 

o. Failure of the captive connecting devices to maintain a tight connection (type II containers). 

5. PACKAGING. The preservation, packing, and marking shall be as specified in the contractor order. 

6. NOTES 

(This section contains information of a general or explanatory nature that maybe helpful, but is not mandatory.) 

6.1 Acquisition requirements. Acquisition documents must specify the following: 

     a.
Title, number, and date of this specification. 

     b.
Type and style required (see 1.2.l). 

     c.
Number of containers, and of the type, style, and configuration required for and approval (See 3.2   and 4.2.1). 
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6.2 National Stock Numbers (NSN). NSNS applicable to this document are as follows; 

NSN 

     Nomenclature 

1095-00-407-0674 
     Gun rack

5410-01-363-7086 
     Connectors

8110-01-286-7464      
     Plug, expansion 2-inch inside 

Container


 Wall Configuration 

8145-01-287-3293


STD 20



 --/5B

8145-01-287-3294 


TRICON 


Bulk 

8145-01-287-3295 


STD 20 


4A/4B 

8145-01-287-8563 


TRICON 


Armory 

8145-01-287-8564 


TRICON 


D3C 

8145-01-287-8565 


STD 20 


Armory 

8145-01-287-8566 


STD 20 


5A/5B 

8145-01-287-8567 


STD 20 


Bulk 

8145-01-288-9697 


STD 20 


4A/5B 

8145-01-289-0944 


STD 20 


4A/3B 

8145-01-289-0945 


TRICON 


D2A/D2B 

8145-01-289-3366 


STD 20 


3A/ 2B 

8145-01-289-3367 


STD 20 


2A/5B 

8145-01-289-3368 


STD 20 


3A/5B 

8145-01-289-4329 


TRICON 


DIA/DIB 

8145-01-290-1382 


STD 20 


4A/-​

6.3 Subject term (key word) listing. 

Bulk 

Configured 

ISO container 

TRICON 

6.4 Data requirements. When this specification is used in an acquisition and data are required to be delivered, the data requirements shall be developed as specified by an approved Data Item Description (DDForm 1664) and delivered in accordance with the approved Contract Data Requirements list (DDForm1423) incorporated into the contract. When the provisions of DoD Federal Acquisition Regulations (FAR) Supplement, Part 27, Sub-Part 227.405-70 are invoked and the DD Form 1423 is not used, the data should be delivered by the contractor in accordance with the contract or purchase order requirements. 
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6.5 First article. When a first article inspection is required, the item will be tested and should be a first production item, or it may be a standard production item from the contractor’s current 

inventory as specified in 4.2.1. The first article should consist of one of each style of type I container and three of the type Ill containers. The contracting officer should include specific instructions in acquisition documents regarding arrangements for examination, test, and approval of the first article. 

Custodian:



 Preparing Activity: 

Navy -YDl 



 Navy -YDl 

Army -GL 

Review Activities: 


(Project 8145-0061) 

Navy- OS

ATTACHMENT 2

DRAWING 6028537
AVAILABLE AS A SEPARATE FILE

ATTACHMENT 3

DRAWING 6304169

AVAILABLE AS A SEPARATE FILE

OFFEROR'S PAST PERFORMANCE DATA

N00024-09-T-0428 

COMPANY NAME:












ADDRESS: 












CONTACT NAME: 













TELEPHONE:




TELEFAX:






1.  This Performance Data is to be used to evaluate your Company's past performance in meeting contract requirements, such as, cost/price, technical, and delivery objectives.  

2.  List Performance Data on your three most recently completed Federal Government contracts (not to exceed three years since completion) for like or similar items required by this solicitation.  If you do not have three Federal Government contracts, then list state, local, or commercial contracts, in that order, to complete this report.  Please confirm that the information, to include the contact information, is up-to-date, before returning this form.   Failure to return the requisite documentation, properly completed, may result in a less-than-acceptable past performance valuation.   

3.  CONTRACT NUMBER  #__






      a.  AWARDED (Contracting Officer), Date Awarded: ____




      b.  ADDRESS:











    
c.  CITY/STATE/ZIP:










    
d.  CONTACT NAME (Contracting Officer Technical Representative,  Other End-User or Customer Representative with knowledge about contractor performance):









_____

    
e.  TELEPHONE/FAX:










    
f.   CONTRACT TYPE:










    
g.  ITEM DESCRIPTION:









    
h.  CONTRACT DOLLAR VALUE:









    
i.      Yes*     No   Was consideration or a monetary withhold assessed against this contract for non-conforming supplies/services or failure to meet a K requirement?  

    
j.      Yes*     No   Was, or is, any part of this contract terminated for default, at no cost or involved in litigation?

    
k.     Yes*     No   Was any warranty work completed on delivered items?

    
l.      Yes      No*  Were all items delivered within the original contract schedule?

    
m.    Yes*     No   Has your Company received any quality awards in the past three years?

    
n.  For all answers with an asterisk, please provide an explanation.  Describe any corrective actions initiated to solve any of the above-described problems/deficiencies on this contract.  Discuss the success of the corrective actions taken and the final outcome of the matter. 

Beneficial comments, recommendations, additions, deletions, clarifications, etc, and any data which may improve this document should be sent to: Commanding Officer (Code 1581), Naval Construction Battalion Center, Port Hueneme, CA 93043-4301, by using the Standardization Document Improvement Proposal (DD Form 1426) appearing at the end of this document or by letter.











