
Crane Self Weight 24,900 kg
(Girder Wt) 7,600 kg

(Hoist/Saddle/Misc. Wt) 17,300 kg
Test Lifting Weight 62,500 kg 79,800 kg

Total Weight 87,400 kg

Girder Wt 1,900 kg 1,900 kg Girder Wt
Trolley/Test Lifting Wt 33,109 kg 6,791 kg Trolley/Test Lifting Wt
Each Wheel Load(Max.) 35,009 kg 8,691 kg Each Wheel Load(Min.)

accounted
Girder Wt 1,900 kg 7,600 kg 1,900 kg Girder Wt

Trolley/Test Lifting Wt 33,109 kg 79,800 kg 6,791 kg Trolley/Test Lifting Wt
Each Wheel Load(Max.) 35,009 kg 87,400 kg 8,691 kg Each Wheel Load(Min.)

Trolley/Test Lifting distribution load @ grid E Trolley/Test Lifting distribution load @ grid D
(17,300+62,500)*5.85/7.05*1/2 =33,109 kg (17,300+62,500)*1.20/7.05*1/2 =6,791 kg

E D

When Trolley and Lifting Wt 
are the nearest to E frame.
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 Load Distribution OH-9-1 Sasebo 2005 Initial Instllation 

Footnotes
In a case of lifting Load test closed @ grid E, wheel 
load Max. and Min. are regarded exchanged.
Reference is 
 a. IHI Crane Structural calculation Sheet
 b. IHI As-Built Submittal IG 04044-C1 rev.1
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