	Red Hat Linux Operation Systems

	PROCESSOR:  Quad Core Intel® Xeon® W3565 (3.20GHz, 8M L3, 4.8Gt/s)

	MOTHERBOARD: Super micro X8DA3 REV 1.31 & 2.01 or equivalent

	MEMORY: 12GB, 1333MHz, DDR3 SDRAM, ECC (6 DIMMS)

	POWER SUPPLY:  85% EFFICIENCY

	CHASSIS CONFIGURATION: Tower configuration

	CD-ROM, DVD AND RW DEVICES: CD-ROM DVD and RW Devices: 16x DVD+/-RW w/Cyberlink Power DVD / Roxio Creator™, No Media

	GRAPHICS: 1.0GB NVIDIA® Quadro® 2000, Dual MON, 2DP & 1 DVI

	HARD DRIVE CONFIGURATION: C1 All SATA drives, No RAID for 2 Hard Drive

	HARD DRIVE CONTROLER: Integrated Intel chipset SATA 3.0Gb/s controller

	BOOT HARD DRIVE: 3TB SATA 3.0Gb/s,7200 RPM Hard Drive with 32MB Data Burst Cache

	HARD DRIVE: 2nd Hard Drive: 3TB SATA 3.0b/s, 

	OPERATING SYSTEM: Red Hat Enterprise Linux WS v5.3, Intel EB64T 64bit, 3yr Red Network subscription w/Media, Disk

	KEYBOARD-MOUSE: Slim USB Multimedia Keyboard and Optical Mouse

	MONITOR: (2x) 24" LED Monitor - 16:9 -  VGA/DVI/DP/HDMI


	Windows Operating Systems

	PROCESSOR:  Quad Core Intel® Xeon® W3565 (3.20GHz, 8M L3, 4.8Gt/s)

	MOTHERBOARD: Super micro X8DA3 REV 1.31 & 2.01 or equivalent

	MEMORY: 12GB, 1333MHz, DDR3 SDRAM, ECC (6 DIMMS)

	POWER SUPPLY:  85% EFFICIENCY

	CHASSIS CONFIGURATION: Tower configuration

	CD-ROM, DVD AND RW DEVICES: CD-ROM DVD and RW Devices: 16x DVD+/-RW w/Cyberlink Power DVD / Roxio Creator™, No Media

	GRAPHICS: 1.0GB NVIDIA® Quadro® 2000, Dual MON, 2DP & 1 DVI

	HARD DRIVE CONFIGURATION: C1 All SATA drives, No RAID for 2 Hard Drive

	HARD DRIVE CONTROLER: Integrated Intel chipset SATA 3.0Gb/s controller

	BOOT HARD DRIVE: 3TB SATA 3.0Gb/s,7200 RPM Hard Drive with 32MB Data Burst Cache

	HARD DRIVE: 2nd Hard Drive: 3TB SATA 3.0b/s, 

	OPERATING SYSTEM: Windows 7 Professional 64-bit w/Media, Disk

	PRODUCTIVITY SOFTWARE: Microsoft® Office Professional 2010, English w/Media, Disk

	KEYBOARD-MOUSE: Slim USB Multimedia Keyboard and Optical Mouse

	MONITOR: (2x) 24" LED Monitor - 16:9 -  VGA/DVI/DP/HDMI


Governments Minimum/Salient Characteristics: N66604-12-Q-3164
	Xeon High Performance Workstation

	PROCESSOR:  Intel Xeon Six-Core X5680 3.46GHz 6.4GT/s 1366pin 12MB CPU

	MEMORY:  24GB Kingston DDR3-1333MHz Triple Channel Memory 

	MOTHERBOARD: Supermicro X8SAX motherboard 

	POWER SUPPLY:  Antec HCG-900, SLI Certified, 80 PLUS Certified Power

	CHASSIS CONFIGURATION: Antec Sonata Proto ATX Mid Tower Case

	GRAPHICS: PNY Quadro 2000D 1GB DDR5 2DVI PCI-Express Video Card

	HD AUDIO:  Integrated Realtek ALC883 7.1 HD Audio

	HARD DRIVE CONFIGURATION: Western Digital VelociRaptor 3TB SATA2 10k rpm 16MB Hard Drive 

	CD-ROM, DVD AND RW DEVICES: 12x Blu Ray Writer

	ETHERNET CONTROLLER:  Integrated Intel® Dual 82574L Gigabit Ethernet Controller

	12x USB 2.0 Ports and 2x IEEE 1394a Headers

	2x PS/2 Ports; 2x RJ45 LAN Ports; 1x S/PDIF digital output

	PRODUCTIVITY SOFTWARE: Microsoft Windows 7 Professional 64-bit w/Media, Disk

	KEYBOARD-MOUSE:  Slim Multimedia Keyboard & Optical Mouse

	MONITOR: (2x) 24" LED Monitor - 16:9 -  VGA/DVI/DP/HDMI


