Performance Work Statement (PWS)
Aircraft Parts Cleaning Service

1. Introduction: 
The Fleet Readiness Center Southeast (FRCSE) is an industrial facility that reworks, repairs, and overhauls various aircraft, engines, and components. Various aircraft components require cleaning through the use of parts cleaning machines.  This performance work statement defines the aircraft parts cleaning services required by the FRCSE.  
2. Scope:
The contractor shall provide all labor, supervision, equipment, tools, solvents, filters, and any other items and materials necessary to provide aircraft parts cleaning services.  The contractor shall service nine (9) Government furnished aircraft parts cleaning machines.  The contractor shall also furnish, maintain, and service eight (8) parts cleaning machines throughout the life of the contract.   
3. Requirements:
3.1 Government Furnished Parts Cleaning Machines:
The contractor shall remove and replace all fluids and filters, remove all sludge and grime, and wipe down the tank and outside of each machine according to Attachment 1 entitled “Parts Cleaning Machine Schedule.”   
	3.2 Contractor Furnished Parts Cleaning Machines:  
The contractor shall provide the same or similar (Brand Name or Equal) parts cleaning machines as identified in the below table throughout the life of the contract.  Contractor furnished parts cleaning machines shall be set up and operational within five (5) business days following contract award. Upon set up of machines, the contractor shall provide hands on instructions to shop points of contact on how to properly operate machines.
The contractor shall remove and replace all fluids and filters, remove all sludge and grime, and wipe down the tank and the outside of each machine according to the schedule outlined in Attachment 1.  The contractor shall also maintain and repair contractor furnished parts cleaning machines.
The contractor shall pick up contractor owned parts cleaning machines within three (3) business days after contract completion.  
	ITEM
	BRAND & MODEL
	SALIENT CHARACTERISTICS
	QTY

	Solvent agitating parts cleaner
	Safety Kleen Model 81
	Waste Profile: SKF206
Chemical Name: 680 Type II or 32295 Type II
Chemical Concentration: 100%
Foot Print: 37” x 36” x 53” 
Tank Dimensions: 52”L x 37”W x 14”D
Tank Capacity: 77 gallons
Air Powered: 3 cfm at 80 psi
	2

	Recycling solvent parts cleaner w/hood
	Safety Kleen Model 257 
	Waste Profile: SKF206
Chemical Name: 680 Type II or 32295 Type II
Chemical Concentration: 100%
Foot Print: 38” x 32” x 74” 
Tank Dimensions: 42”L x 30”W x 7”D
Tank Capacity: 30 gallons
Electric Requirements: 115 VAC, 60Hz, 1.4A
Minimum Cord Length: 6’
	1

	Recycling solvent parts cleaner
	Safety Kleen Model 257
	Waste Profile: SKF206
Chemical Name: 680 Type II or 32295 Type II
Chemical Concentration: 100%
Foot Print: 38” x 32” x 40”
Tank Dimensions: 42”L x 30”W x 7”D
Tank Capacity: 30 gallons
Electric Requirements: 115 VAC, 60Hz, 1.4A
Minimum Cord Length: 6’
	2

	Recycling solvent parts cleaner
	Safety Kleen Model 250
	Waste Profile: SKF206
Chemical Name: 680 Type II or 32295 Type II
Chemical Concentration: 100%
Foot Print: 38” x 32” x 40”
Tank Dimensions: 36”L x 27”W x 7”D
Tank Capacity: 30 gallons
Electric Requirements: 115 VAC, 60Hz, 1.4A
Minimum Cord Length: 6’
	1

	Solvent cleaning tank
	Safety Kleen Model 34
	Waste Profile: SKF206
Chemical Name: 680 Type II or 32295 Type II
Chemical Concentration: 100%
Foot Print: 34” x 24” x 36”
Tank Dimensions: 33.5”L x 24”W x 11”D
Tank Capacity: 26 gallons
Electric Requirements: 115 VAC, 60Hz, 1.4A
Minimum Cord Length: 6’
	1

	Drum parts washer
	Safety Kleen Model 16
	Waste Profile: M521
Chemical Name: Premium Gold/Detergent Aqueous
Chemical Concentration: 100%
Foot Print: 22” x 32” x 56”
Tank Dimensions: 31”L x 20.5”W x 7”D
Tank Capacity: 9 gallons
Electric Requirements: 115 VAC, 60Hz, 1.4A
Minimum Cord Length: 6’

	1



3.3 The contractor shall submit a proposed bi-weekly schedule of service for all parts cleaning machines within five (5) business days of contract award.  The contractor shall also submit a proposed bi-weekly schedule of service within five (5) business days of each new performance period (option period).
	3.4 The contractor shall transport all liquids, sludge, and filters removed from both Government and contractor furnished parts cleaning machines for disposal at the contractor’s site, except when those items are requested for evaluation by the FRCSE environmental office.  
	3.5 All contractor personnel servicing parts cleaning machines under this contract must be capable of obtaining legal access to FRCSE facilities and shall follow FRCSE work instructions (See Attachment 2- FRCSE Work Restrictions).  
3.6 Upon award of the contract, but at least five (5) business days prior to commencement of work, the contractor shall provide Safety Data Sheets for any hazardous materials to the Contracting Officer’s Representative (COR) and FRCSE Environmental Office point of contact.
3.7 The contractor shall notify the COR, FRCSE Environmental Office, and NAVFAC Environmental office 48 hours prior to any service via email. The contractor shall provide a list of all parts cleaning machines scheduled to be serviced, via the FRCSE service log (see Attachment 3), to include Contract Line Item Numbers (CLINs), descriptions, and machine serial numbers. 
3.8 The contractor shall comply with the manifesting requirements outlined in Title 40 of the Code of Federal Regulations (CFR) regarding environmental regulations.  A manifest shall be submitted to the COR, the FRCSE Environmental Office, and NAVFAC Environmental Office at least 48 hours prior to scheduled service via email. These requirements can be found at http://www.ecfr.gov/cgi-bin/text-idx?tpl=/ecfrbrowse/Title40/40cfr262_main_02.tpl.

3.9 The contractor shall comply with all requirements of United States Department of 
Transportation (DoT) regulations, 49 CFR parts 100-199 regarding waste transportation under this contract. These requirements can be found at http://ntl.bts.gov/DOCS/hmtg.html.  Upon completion of each service, the contractor shall go to NAVFAC Engineering, Bldg. 144, to have the load inspected for compliance.

3.10 The contractor shall submit a service log to the COR within 48 hours of service completion outlining all parts cleaning machines serviced to include CLINs, descriptions, serial numbers, types and amount of fluids replaced, whether filter was replaced, and whether sludge was removed per Attachment 3 - FRCSE Service Log.  

4. Place of Performance:

The contractor shall provide services described in this PWS for FRCSE activities located at:
· Naval Air Station (NAS) Jacksonville, FL
· Naval Station (NS) Mayport, FL 

5. Period of Performance:   

Base Year:  		1 April 2016 – 31 March 2017
Option Year I:  	1 April 2017 – 31 March 2018
Option Year II: 	1 April 2018 – 31 March 2019
Option Year III: 	1 April 2019 – 31 March 2020
Option Year IV: 	1 April 2020 – 31 March 2021

6. Hours of Operation:  

The contractor shall provide service between the hours of 7:00am – 2:00pm, Eastern Standard Time (EST), Monday through Thursday, and 7:00am – 1:30pm (EST) Friday, except on Federal holidays or when the Government facility is closed due to local or national emergencies, FRSCE shut down periods, administrative closings, or similar Government directed facility closings. 

6.1 Federal Government Holidays
New Year’s Day                                                              
Martin Luther King Jr.’s Birthday                               
Presidents Days                                                            
Memorial Day                                                               
Independence Day                                                       
Labor Day                                                                       
Columbus Day                                                               
Veterans Day                                                                 
Thanksgiving Day                                                          
Christmas Day                                                                

7. Spill Responsibility: 

The contractor is solely responsible for any and all spills or leaks during the performance of this contract that occur as a result of, or are contributed to by, the actions of its agents or employees. The contractor shall clean up such spills or leaks to the satisfaction of the Government and in a manner that complies with applicable federal, state, and local laws and regulations. The cleanup shall be at no cost to the Government. 

8. Required Contractor Training: 

[bookmark: _GoBack]All contractor personnel performing work at FRCSE must complete the FRCSE Environmental Compliance Awareness Training (ECAT) prior to the commencement of any on-site related work associated with this contract.  Training consists of reading a power point slide presentation (Attachment 4 – ECAT Training). If a change in personnel occurs during the performance period of this contract, replacement personnel shall complete the ECAT training prior to beginning work.  The contractor will notify the COR and Environmental Training POC of completion within five (5) business days of award of this contract via email.

The training is an annual requirement.  The contractor shall ensure all personnel (to include sub-contractor employees) complete this training prior to beginning work.  The contractor shall also ensure all personnel training are up to date.  

9. Government Points of Contact:

COR     				Alternate COR 
Adam Speak  				Raymond (Lee) Haymond  
Tel: 904-790-4992			Tel: 904-790-4333                     
adam.speak@navy.mil   		raymond.haymond@navy.mil
                               

FRCSE Environmental Office 	Environmental Training POC                
Kia Gurley  				Jacob Deeb  
Tel:  904-790-4970 			Tel: 904-790-5099                    
kia.gurley@navy.mil      		jacob.deeb@navy.mil                                 

NAVFAC Environmental POCs 
Kenneth Hendl  
Tel: 904-542-2726
kenneth.hendl@navy.mil

Jeff Ward  
Tel: 904-542-1213 
Jeffrey.s.ward@navy.mil  

Ron Martin
Tel: 904-542-1276
Ron.d.martin@navy.mil      



PERFORMANCE REQUIREMENTS SUMMARY
                                              
	Aircraft Parts Cleaner Service

	Contractor's Activity
	Standard
	AQL
	Monitoring Method

	Sections 3.1 and 3.2
	Contractor must service parts cleaner machines in accordance with attachment 1 service frequency requirements
	100% compliance
	Inspection during each service visit

	Section 3.7 of the SOW
	Contractor must submit list of machines scheduled for service as specified in SOW
	No more than one missed submission bi-weekly
	Bi-weekly Inspection

	Section 3.8 of the SOW
	Contractor must submit manifest as specified in SOW
	No more than one missed submission bi-weekly
	Bi-weekly Inspection

	Section 3.10 of the SOW
	Contractor must submit list of completed service which items were removed as specified in the SOW
	No more than one missed submission bi-weekly
	Bi-weekly Inspection



