
CLIN 0001 ORDERING DATA 
MATERIAL ORDERING DATA – CLIN 0001 
 
A. TITLE: MIL-DTL-17901C BEARING COMPONENTS, BONDED SYNTHETIC RUBBER, WATER 
LUBRICATED, DATED 10 MAY 2005 
 
B. Class required: NOTE: CLASS I REPLACED WITH CLASS III 

Class III: Stave bearing, nonmetallic backed. 
 
C. Product identification and marking requirements: 

Class III 
 
D. Type; size; optional design type I, II, or III; dimensions; tolerances; and special requirements required for machining or 
standard drawings applicable: 

CLASS III #8 OVERSIZE, DEMENSIONS PER DRAWING (DWG) 803-1385664 REVISION H, TABLE III, 
LENGTH = 61 INCHES (+/- 1/16 INCH), INCREASE BACKING MATERIAL THICKNESS BY 1/16 INCH, 
FINAL STAVE THICKNESS (0.920 INCH), MAINTAIN STANDARD RUBBER THICKNESS. 

 
E. If stern tube and strut bearings are to be manufactured other than specified in DWG 803-1385664 Revision H. Not 
Required 
 
F. Storage and shelf-life requirements: 

Per paragraph 3.9 of MIL-DTL-17901C 
 
G. Quantity of bearing components: 

170 each 
 
H. Class V dimensional bearing requirements: 

Not applicable for Class III 
 
I. Criteria for allowing defective bearings and level/number of defects allowed (see Table VI, 4.4.2a, 4.4.3a, 4.4.4a, and 
4.4.5b of MIL-DTL-17901C) 
 
J. Requirements for sampling for performance test: 

Not required 
 
K. Commercial packing and packaging is required. 

PRESERVATION LEVEL A, PACKING LEVEL A, AND MARKING IN ACCORDANCE WITH MIL-DTL-
2845E 

 
L. Certification requirement wherein the contractor states that the material and processes used in the production of the 
shipment bearings have not changed since the most recent qualification: 
Not required 
 
CLIN 0002 ORDERING DATA 
MATERIAL ORDERING DATA – CLIN 0002 
 
A. TITLE: MIL-DTL-17901C BEARING COMPONENTS, BONDED SYNTHETIC RUBBER, WATER 
LUBRICATED, DATED 10 MAY 2005 
 
B. Class required: NOTE: CLASS I REPLACED WITH CLASS III 

Class III: Stave bearing, nonmetallic backed. 
 
C. Product identification and marking requirements: 

Class III 
 
D. Type; size; optional design type I, II, or III; dimensions; tolerances; and special requirements required for machining or 
standard drawings applicable: 



CLASS III #8 UNDERSIZE, DEMENSIONS PER DRAWING (DWG) 803-1385664 REVISION H, TABLE III, 
LENGTH = 61 INCHES (+/- 1/16 INCH), DECREASE BACKING MATERIAL THICKNESS BY 1/16 INCH, 
FINAL STAVE THICKNESS (0.795 INCH), MAINTAIN STANDARD RUBBER THICKNESS. 

 
E. If stern tube and strut bearings are to be manufactured other than specified in DWG 803-1385664 Revision H: 

Not Required 
 
F. Storage and shelf-life requirements: 

Per paragraph 3.9 of MIL-DTL-17901C 
 
G. Quantity of bearing components: 

170 each 
 
H. Class V dimensional bearing requirements: 

Not applicable for Class III 
 
I. Criteria for allowing defective bearings and level/number of defects allowed (see Table VI, 4.4.2a, 4.4.3a, 4.4.4a, and 
4.4.5b of MIL-DTL-17901C) 
 
J. Requirements for sampling for performance test: 

Not required 
 
K. Commercial packing and packaging is required. 

PRESERVATION LEVEL A, PACKING LEVEL A, AND MARKING IN ACCORDANCE WITH MIL-DTL-
2845E 

 
L. Certification requirement wherein the contractor states that the material and processes used in the production of the 
shipment bearings have not changed since the most recent qualification: 
Not required 
 
CLIN 0003 ORDERING DATA 
MATERIAL ORDERING DATA – CLIN 0003 
 
A. TITLE: MIL-DTL-17901C BEARING COMPONENTS, BONDED SYNTHETIC RUBBER, WATER 
LUBRICATED, DATED 10 MAY 2005 
 
B. Class required: NOTE: CLASS I REPLACED WITH CLASS III 

Class III: Stave bearing, nonmetallic backed. 
 
C. Product identification and marking requirements: 

Class III 
 
D. Type; size; optional design type I, II, or III; dimensions; tolerances; and special requirements required for machining or 
standard drawings applicable: 

CLASS III #8 STANDARD SIZE, DEMENSIONS PER DRAWING (DWG) 803-1385664 REVISION H, TABLE 
III, LENGTH = 61 INCHES (+/- 1/16 INCH). 

 
E. If stern tube and strut bearings are to be manufactured other than specified in DWG 803-1385664 Revision H. Not 
Required 
 
F. Storage and shelf-life requirements: 

Per paragraph 3.9 of MIL-DTL-17901C 
 
G. Quantity of bearing components: 

250 each 
 
H. Class V dimensional bearing requirements: 

Not applicable for Class III 
 



I. Criteria for allowing defective bearings and level/number of defects allowed (see Table VI, 4.4.2a, 4.4.3a, 4.4.4a, and 
4.4.5b of MIL-DTL-17901C) 
 
J. Requirements for sampling for performance test: 

Not required 
 
K. Commercial packing and packaging is required. 

PRESERVATION LEVEL A, PACKING LEVEL A, AND MARKING IN ACCORDANCE WITH MIL-DTL-
2845E 

 
L. Certification requirement wherein the contractor states that the material and processes used in the production of the 
shipment bearings have not changed since the most recent qualification: 
Not required 


