Regenerative Air Dryer Specifications

(for Main Steam System dry air layup)


This is a COMBINED SYNOPSIS/SOLICITATION for a commercial service prepared in accordance with the information in FAR Subpart 12.6, as supplemented with the additional information included in this notice. This announcement constitutes the only solicitation; a written solicitation will not be issued.  PAPER COPIES OF THIS SOLICITATION WILL NOT BE AVAILABLE. This combined synopsis/solicitation SHALL be posted on both FEDBIZOPPS and NECO (http://www.neco.navy.mil/). The RFQ number is N00189-13-T-N022. This solicitation documents and incorporates provisions and clauses in effect through FAC 2005-53 and DFARS Change Notice 20110725. It is the responsibility of the contractor to be familiar with the applicable clauses and provisions. The clauses may be accessed in full text at these addresses: www.acqnet.gov/far and http://www.acq.osd.mil/dpap/dfars/index.htm . The NAICS code is 532490 and the Small Business Standard is $7.0M. The proposed contract is 100% set aside for small business. The NAVSUP Fleet Logistics Center – Norfolk Naval Shipyard requests responses from qualified sources capable of providing: 
Total of 2 Units is required to support work at NPTU Charleston SC.

Time Period 3/25 /13 – 11/1/13

GENERAL SPECIFICATIONS:

1. Chill Water Unit must be at least a 60 Ton Capacity and no greater than 65 Ton Capacity 

2. Must be air cooled.

3. 460/480(V), (1) 400 Amp (maximum) Breaker with a male 500 mcm Kamlock fitting

4. Single 150 GPM Circulating Pump (minimum).

5. Must be capable of operating 24 Hours a day Seven (7) Days a Week

6. Must be able to supply a minimum of 150 GPM at a minimum of 80 Feet of Head.

7. Inlet and Outlet of Unit to be 2-1/2” Male NPT

8. Unit must be a complete system, if pump is separate, vendor will provide all piping/valves/fittings as required to couple pump to Chill Water Unit.

9. Unit must be capable of operating in an industrial environment where dust, dirt, and sea air are present.

10. Equipment to have weight stenciled on it.

11. Equipment to have padeyes for crane movement.

12. Unit must be free standing and have forklift slots (capable of being moved with a forklift).

13. Unit to be equipped with Inlet and Outlet Temperature Gages.

14. Unit to be equipped with Flow Indicating Device.

15. Evaporator must be capable of delivering a leaving temp of less than 40 F.

16. Condenser must be capable of operating in a wide ambient temperature range (0-125 F)
CONTRACTOR RESPONSIBILITY:

1. Equipment delivery and removal at no cost to the government.

2. Provide all parts requiring repair or replacement under circumstances of normal equipment wear and tear at no additional charge

3. The contractor shall dispatch a representative that will arrive onsite in response to a service request to repair and/or replace the chill water unit within four (4) hours of notification by NNSY at no additional charge

4. Per FAR 22.102-1(a) entitled "Safety", Contractors are hereby informed that their employees or representatives present on property under Norfolk Naval Shipyard cognizance must follow the requirements in SHIPYARD OCCUPATIONAL SAFETY AND HEALTH MANUAL, NAVSHIPYDNORINST P5100.56 or the site specific location of the contract

5. When the equipment is required to be removed to the contractor's facility for repair or replacement, the contractor shall be responsible for loss or damage from the time it leaves the government site until it is returned to the government.

6. Clean the Chill Water Unit prior to delivery to the following requirements:

a. Chill Water Unit shall be cleaned to a degree of cleanliness that results in a surface free of grease, oil, flux, scale, dirt loose particles and any other matter foreign to the base metal.  Adherent light superficial rust on steel surfaces, caused by short time exposure to the atmoshpere, is acceptable.

b. For uncoated surfaces:  Adherent corrosion products typical on surfaces of the type material being considered (e. g. flash rust on steel) are acceptable.  Loose corrosion products are not acceptable and must be removed.

GOVERNMENT RESPONSIBILITY:

1. Provide operators

2. Perform basic maintenance

a. Monitor all gauges

3. Equipment movements within the shipyard

4. Lost items and equipment damage beyond normal wear and tear

OPTIONS:

1. Provide options to allow NNSY to continue rental of chill water units in one month increments.  The government reserves the right to extend the rental period for an additional three (3) months (90 days) in 30 day increments.  Rental extensions may terminate the rental of one or more units based on use by NNSY.  This charge will be prorated.

NOTES:

1. New or used equipment may be provided.  NNSY reserves the right to inspect the proposed equipment prior to contract award.

2. The Chill Water Unit will be exposed to everyday weather, and saltwater air.  It is the contractor's responsibility to provide any protective coverings for the unit.

3. The government reserves the right to return one or all units at any time prior to the expiration of the rental period.  The contractor agrees to prorate costs for the time the units are in use by NNSY only.  The government agrees to give the contractor twenty-four (24) hours notice for return of units prior to expiration of rental period.

Requirements for Lifting of Equipment

1. The equipment shall be outfitted with suitable attachments for overhead lifting.

1.1. For multiple point lifts each lifting attachment shall be capable of supporting one half the gross weight of the equipment with a design factor of five to one based on ultimate strength.  For single point lifts the lifting attachment shall be capable of supporting the gross weight of the equipment with a design factor of five to one based on ultimate strength.

1.2. For multiple point lifts each lifting attachment shall be designed to accept a standard anchor shackle (Federal Specification RR-C-271D, type IVA) which is capable of supporting one half the gross weight of the equipment.  For single point lifts the lifting attachment shall be designed to accept a standard anchor shackle (Federal Specification RR-C-271D, type IVA) which is capable of supporting the gross weight of the equipment.

1.3. Design of the lifting attachments shall be such that the attachments and shackles are not side loaded more than 10° out of the plane.  Lifting attachments shall be located such that the lifting slings do not contact the equipment, or alternatively a spreader beam certified to NAVFAC P-307 shall be provided.  Whenever practical, the lifting attachments shall be located above the center of gravity, and such that the lifting slings do not contact the equipment housings.

1.4. Each lifting attachment shall be conspicuously marked in a contrasting color “Lift Here”.  Letters shall have a minimum height of 1”.

2. The equipment shall be marked in a prominent location with the gross weight.  Sand hoppers, tubs, or other containers that may contain material shall be marked with the empty and full weight (or alternatively the empty weight and working load limit).  Marking shall be upper case letters of a contrasting color, with a minimum height of 1”.  Marking shall include the units (i.e. “pounds”, “long tons”, etc.).

3. The equipment shall be provided with a lifting sketch / rigging diagram that meets the requirements of enclosure (1).

3.1. The lifting sketch shall detail any specific requirements and / or configurations that must be meet prior to lifting (i.e. “engage swing lock”, “Tilt mast back fully”, “Rotate lifting basket over side”, “Utilize 10’ minimum length slings”, “Spreader beam required”, etc.).

3.2. The lifting sketch shall include the location of the center of gravity of the equipment (full fuel, hydraulic tanks, etc.), equipment model/manufacturer, and gross weight.

3.3. A copy of the lifting sketch shall be permanently posted on the equipment, and a copy shall be forwarded to Code 714 (396-3345, 3346).

4. If specialized handling gear other than shackles, standard slings, or chainfalls (i.e. spreader beams, special lift rigs, etc.) is required, the contractor shall furnish it.  This handling gear shall be provided certified in accordance with NAVFAC P-307, with written documentation of proof testing.

Rigging Sketch Requirements

Rigging sketches, as a minimum, shall identify the following:

1. The weight of the load.

2. The location of the center of gravity.

3. The minimum crane capacity.

4. The minimum capacity / length of slings.

5. The minimum capacity of other standard rigging gear.

6. The attachment (lifting) points for the load.

(a) The attachment points for multiple leg lifts shall be sized such that each attachment point can support half the load’s weight at the anticipated lift angle.

(b) The attachment point for single leg lifts shall be sized such that the attachment point can support the entire load’s weight.

7. Limitations on allowable orientations for any parts making up the lifting assembly.

8. For single leg vertical lifts using twisted rope (wire or synthetic), two parallel ropes each capable of supporting the entire load alone shall be required unless a method is used to prevent unlaying the rope.

9. A minimum D/d ratio of one shall be required where wire rope slings pass over any object, or in the eyes of wire rope slings.  A minimum D/d ratio of two shall be required where synthetic rope slings pass over any object, or in the eyes of synthetic rope slings.

(a) "D" represents the diameter of the object the sling passes over.

(b) "d" represents the diameter of the sling.

(c) Table 14-3 of NAVFAC P-307 lists efficiency factors at various D/d ratios.

10. Components in each handling assembly shall be sized based on the worst case distribution of loads.

(a) When making a two, three, or four point lift, the handling gear shall be sized so that two legs can support the load without exceeding the safe working load (SWL) at the lift angle expected, unless an equalizing method is used.

11. When non standard gear is required (i.e. round stock lifting bars) written instructions shall be provided that ensure:

(a) The proper material is being used,

(b) The item is certified IAW NAVFAC P-307,

(c) Any special requirements or dimensions are followed to ensure that engineering assumptions are met (i.e. eccentricity of the bearing points).

Period of Performance: 25 March 2013 through 01 November 2013
Delivery Location: Nuclear Power Training Unit, Charleston SC
Responsibility and Inspection: unless otherwise specified in the order, the supplier is responsible for the performance of all inspection requirements and quality control. The following FAR provision and clauses are applicable to this procurement:  
52.212-1, Instructions to Offerors - Commercial Items; 

52.212-3 and its ALT I, Offeror Representations and Certifications - Commercial Items; 
52.212-4, Contract Terms and Conditions - Commercial Items [list the clauses that apply]; 
52.212-5, Contract Terms and Conditions Required to Implement Statutes or Executive Orders - Commercial Items including 
52.219-6 Notice of Total SB Set-Aside

52.219-28 Post Award Small Business Program Representation

52.222-3 Convict Labor

52.222-19 Child Labor – Cooperation with Authorities and Remedies

52.222-21 Prohibition of Segregated Facilities

52.222-26 Equal Opportunity

52.222-35 Equal Opportunity for Special Disabled Veterans

52.222-36 Affirmative Action for Workers with Disabilities

52.222-37 Employment Reports on Disabled Vets

52.222-50 Combating Trafficking in Persons

52.225-13 Restriction on Foreign Purchases

52.232-33 Payment by Electronic Funds Transfer - CCR 

DFARS 252.212-7001, Contract Terms and Conditions Required to Implement Statutes or Executive Orders Applicable to Defense Acquisitions of Commercial Items including 
52.203-3 Gratuities


252.203-7000 Requirements Relating to Compensation of Former DoD Officials

252.225-7001 Buy American Act and Balance of Payments Program

252.232-7003 Electronic Submission of Payment Requests

252.243-7002 Requests for Equitable Adjustments

DFARS 252.232-7010 Levies on Contract Payments

SUP 5252.232-9402, INVOICING AND PAYMENT (WAWF) INSTRUCTIONS (April 2008) (SUPPLIES)

(a) Invoices for goods received or services rendered under this contract shall be submitted electronically through Wide Area Work Flow -- Receipt and Acceptance (WAWF):



(1) The vendor shall have their cage code activated by calling 866-618-5988.  Once activated, the vendor shall self-register at the web site https://wawf.eb.mil.  Vendor training is available on the Internet at http://www.wawftraining.com.  Additional support can be obtained by calling the NAVY WAWF Assistance Line:  1-800-559-WAWF (9293).



(2) WAWF Vendor “Quick Reference” Guides are located at the following web site: http://www.acquisition.navy.mil/navyaos/content/view/full/3521.



(3) Select the invoice type within WAWF as specified below.  Back up documentation (such as timesheets, receiving reports etc.) can be included and attached to the invoice in WAWF.  Attachments created in any Microsoft Office product are attachable to the invoice in WAWF. Total limit for each file is not to exceed 2MB. Multiple attachments are allowed.

When evaluation factors are used include:

[FAR 52.212-2, Evaluation - Commercial Items is applicable to this procurement.  While price will be a significant factor in the evaluation of offers, the final contract award will be based on a combination of factors - a combination of price, technical acceptability, and past performance will be evaluated. 
"Vendor hereby certifies that his product/service meets or exceeds all specifications in this solicitation, in their entirety, with no exceptions." ____________(initials)

Please state any exceptions you may have along with explanation of the exceptions.

USE OF PAST PERFORMANCE INFORMATION RETRIEVAL SYSTEM – STATISTICAL REPORTING (PPIRS-SR) IN PAST PERFORMANCE EVALUATION (NOV 2004) (NAVSUP) 

(1)   The offeror’s past performance shall be evaluated in accordance with FAR 13.106-2 or 15.305(a)(2), as applicable.  This procurement is subject to Past Performance Information Retrieval System – Statistical Reporting (PPIRS-SR), authorized by the Department of Defense for use by participating activities during the acquisition of supplies and services.  

(2)   The purpose of the PPIRS-SR is to provide contracting personnel with quantifiable past performance information regarding delivery and quality, as collected from existing DoD reporting systems.  PPIRS-SR uses the past performance data collected to classify each supplier’s performance by Federal Supply Class(es) or Service Code(s).

(3)   Quality:  The method used in PPIRS-SR to classify the quality of a supplier’s past performance is a comparison of quality records among all suppliers who have provided goods or services to the Federal Government which are categorized in the same Federal Supply Class or Service Class (FSC).  Based on the comparison among suppliers in a specific FSC group, suppliers are classified by PPIRS-SR into a color rating that represents the supplier’s overall quality performance for that specific Federal Supply Class or Service Class.  The following is a summarization of the PPIRS-SR classification colors:


1.  Dark Blue:
Top 5% of suppliers in FSC group*


2.  Purple:
Next 10% of suppliers in FSC group*


3.  Green:
Next 70% of suppliers in FSC group*


4.  Yellow:
Next 10% of suppliers in FSC group*


5.  Red:

Bottom 5% of suppliers in FSC group*

* If all supplier performance ratings for an entire FSC group are equal, all suppliers in that group will be classified Green.

(4)   Delivery:  Supplier delivery past performance is classified in PPIRS-SR by the supplier’s percentage of on time deliveries.  On time deliveries are calculated using the number of line items delivered and a weighting factor which reflects the length of time a delivery was overdue.

(5)   PPIRS-SR classifications are established monthly for each supplier and can be reviewed at http://www.ppirs.gov/.  Suppliers are granted access to PPIRS-SR for their own classifications.  Offerors are encouraged to review their own classifications as well as the PPIRS-SR reporting procedures and methodology detailed in the PPIRS-SR Procedures Manual and the PPIRS-SR User Guide available at http://www.ppirs.gov.  The method to challenge a rating is also found on the identified website.

(6)   Suppliers with no history in PPIRS-SR will be considered to have a neutral PPIRS-SR rating.

Central Contractor Registration (CCR). Quoters must be registered in the CCR database to be considered for award. Registration is free and can be completed on-line at http://www.ccr.gov/  . 

All quotes shall include price(s), FOB point, a point of contact, name and phone number, GSA contract number if applicable, business size, and payment terms. Quotes over 10 pages in total will not be accepted by facsimile.  Each response must clearly indicate the capability of the quoter to meet all specifications and requirements. 
Also please provide your monthly, weekly, and daily rates.

Questions in regards to the solicitation will not be accepted after February 21, 2013 5 p.m. EST.

This announcement will close at 5 PM EST on 25 February 2013. Contact Nicole Jackson-Heard who can be reached at 757-396-8353 or email nicole.jacksonheard@navy.mil. A determination by the Government to not compete this proposed effort on a full and open competitive basis, based upon responses to this notice is solely within the discretion of the Government. Oral communications are not acceptable in response to this notice. All responsible sources may submit a quote which shall be considered by the agency.  
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