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AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT

Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect.

15A. NAME AND TITLE OF SIGNER (Type or print)

30-105-04

EXCEPTION TO SF 30

APPROVED BY OIRM 11-84

STANDARD FORM 30 (Rev. 10-83)

Prescribed by GSA

FAR (48 CFR) 53.243

This Amendment is to make changes to the Solicitation.  Also, it is to extend the Solicitation ending date to 02 September 2015 AT 3:30 PM

 EASTERN TIME to receive quotes.  Please complete this Amendment and include with your quote.

1. CONTRACT ID CODE

PAGE OF  PAGES

J

1

36

16A. NAME AND TITLE OF CONTRACTING OFFICER (Type or print)

16C. DATE SIGNED

BY

21-Aug-2015

16B. UNITED STATES OF AMERICA

15C. DATE SIGNED

15B. CONTRACTOR/OFFEROR

(Signature of Contracting Officer)

(Signature of person authorized to sign)

8. NAME AND ADDRESS OF CONTRACTOR  (No., Street, County, State and Zip Code)

X

N00189-15-T-Z157

X

9B. DATED (SEE ITEM 11)

11-Aug-2015

10B. DATED  (SEE ITEM 13)

9A. AMENDMENT OF SOLICITATION NO.

11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

X

The above numbered solicitation is amended as set forth in Item 14.  The hour and date specified for receipt of Offer  

X

is extended,

is not extended.

Offer must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended by one of the following methods: 

(a) By completing Items 8 and 15, and returning

1

copies of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer submitted;

or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers.  FAILURE OF YOUR ACKNOWLEDGMENT TO BE 

RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN  

REJECTION OF YOUR OFFER.  If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or letter, 

provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

12. ACCOUNTING AND APPROPRIATION DATA (If required)

13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS.

IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

A. THIS CHANGE ORDER IS ISSUED PURSUANT TO:  (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE

 CONTRACT ORDER NO. IN ITEM 10A.

B. THE ABOVE NUMBERED CONTRACT/ORDER IS MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying 

office, appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF FAR 43.103(B).

C. THIS SUPPLEMENTAL AGREEMENT IS ENTERED INTO PURSUANT TO AUTHORITY OF:

D. OTHER (Specify type of modification and authority)

E. IMPORTANT:   Contractor

is not,   

is required to sign this document and return

copies to the issuing office.

14. DESCRIPTION OF AMENDMENT/MODIFICATION  (Organized by UCF section headings, including solicitation/contract subject matter

 where feasible.)

10A. MOD. OF CONTRACT/ORDER NO.

0001

2. AMENDMENT/MODIFICATION NO.

5. PROJECT NO.(If applicable)

6. ISSUED BY

3. EFFECTIVE DATE

21-Aug-2015

CODE

NAVSUP FLC NORFOLK PHILADELPHIA OFFICE

700 ROBBINS AVENUE, BLDG. 2B

PHILADELPHIA PA 19111-5083

N00189

7. ADMINISTERED BY  (If other than item 6)

4. REQUISITION/PURCHASE REQ. NO.

CODE

See Item 6

FACILITY CODE

CODE

EMAIL:

TEL:


SECTION SF 30 BLOCK 14 CONTINUATION PAGE 

SUMMARY OF CHANGES  

SECTION SF 1449 - CONTINUATION SHEET 

SOLICITATION/CONTRACT FORM 

                The required response date/time has changed from 26-Aug-2015 03:30 PM to 02-Sep-2015 03:30 PM. 

The following have been added by reference: 

	252.225-7002 
	Qualifying Country Sources As Subcontractors 
	DEC 2012 
	 


The following have been added by full text: 

        ADDENDUM TO PAST PERFORMANCE
ADDENDUM TO PAST PERFORMANCE IN 52.212-1

If relevance is established in the aggregate, he Government will consider the quality of the quoter's past performance.  This consideration is separate and distinct from the Contracting Officer's responsibility determination.  The assessment of the quoter's past performance will be used as a means of evaluating the relative capability of the quoter and other competitors to successfully meet the requirements of the RFQ. In determining the rating for the past performance evaluation factor, the Government will give greater consideration to the contracts/task orders which the Government feels are most relevant to the RFQ.  The evaluation of relevancy and quality will then be used to rate Past Performance.

252.225-7000 BUY AMERICAN--BALANCE OF PAYMENTS PROGRAM CERTIFICATE--BASIC (NOV 2014)

(a) Definitions. Commercially available off-the-shelf (COTS) item, component, domestic end product, foreign end product, qualifying country, qualifying country end product, South Caucasus/Central and South Asian (SC/CASA) state, South Caucasus/Central and South Asian (SC/CASA) state end product, and United States, as used 

in this provision, have the meanings given in the Buy American and Balance of Payments Program--Basic clause of this solicitation.

(b) Evaluation. The Government--

(1) Will evaluate offers in accordance with the policies and procedures of Part 225 of the Defense Federal Acquisition Regulation Supplement; and

(2) Will evaluate offers of qualifying country end products without regard to the restrictions of the Buy American statute or the Balance of Payments Program.

(c) Certifications and identification of country of origin.

(1) For all line items subject to the Buy American and Balance of Payments Program-- Basic clause of this solicitation, the offeror certifies that--

(i) Each end product, except those listed in paragraph (c)(2) or (3) of this provision, is a domestic end product; and

(ii) For end products other than COTS items, components of unknown origin are considered to have been mined, produced, or manufactured outside the United States or a qualifying country.

(2) The offeror certifies that the following end products are qualifying country end products:

 ___   (Line Item Number Country of Origin)

 ___   (Country of Origin)

(3) The following end products are other foreign end products, including end products manufactured in the United States that do not qualify as domestic end products, i.e., an end product that is not a COTS item and does not meet the component test in paragraph (ii) of the definition of ``domestic end product'':

(Line Item Number)  ___  
(Country of Origin (If known))  ___  
(End of provision)

The following have been modified: 

        INSTRUCTIONS TO QUOTERS
SUBMISSION OF QUOTE- additional information: 

1) Point of Contact Information is as follows: 

Thomas Carey

Phone 215-697-9657

thomas.carey2@navy.mil

2) Award will be made to a single quoter for the required items in the Solicitation. 

3)  
Please e-mail your quote to the attention of Thomas Carey at thomas.carey2@navy.mil. Quotes are due on  or before 3:30 PM Eastern Standard Time (U.S.A) on 02 September  2015.
        SPECIFICATIONS OR SOW

DESCRIPTION

Two (2) MOTORIZED 65 TON CAPACITY LADLES

PLACE OF DELIVERY:

SHIP TO:

PHILADELPHIA NAVAL BUSINESS CENTER

NORFOLK NAVAL SHIPYARD DETACHMENT

NAVAL FOUNDRY & PROPELLER CENTER (NFPC)

BLDG #20, CODE 1423

1701 KITTYHAWK AVE.

PHILADELPHIA, PA  19112-5087

P.O.C.:  MR. FARIS IBRAHIM

PHONE:  (215) 897-2489

E-MAIL: faris.ibrahim@navy.mil

  
NOTE:  DELIVERY CAN ONLY BE MADE DURING THE HOURS OF 08:00 TO 01:00 PM, MONDAY THROUGH FRIDAY.  ONE WEEK PRIOR NOTICE OF DELIVERY MUST BE MADE BY CALLING MR. FARIS IBRAHIM, CODE 1423 AT TELEPHONE # (215) 897-2489 or E-MAIL:  faris.ibrahim@navy.mil THIS NOTIFICATION IS NECESSARY TO ENSURE OFF LOADING SERVICES ARE ARRANGED. THE CONTRACTOR SHALL PROVIDE ALL PERTINENT INFORMATION E.G. EQUIPMENT WEIGHTS, BALANCE POINTS, RIGGING AND LIFTING DATA.  IF PROPER NOTIFICATION IS NOT GIVEN, THE GOVERNMENT WILL NOT BE RESPONSIBLE FOR ANY DELAYS CAUSED BY THE INABILITY TO OFF-LOAD THE SUPPLIES UPON DELIVERY.

PROJECT CONTACTS:

  NAVAL FOUNDRY & PROPLLER CENTER

  MR. FARIS IBRAHIM

  PHONE:(215) 897-2489

  E-MAIL:faris.ibrahim@navy.mil
    TIME OF DELIVERY:

ITEMS:  NO LATER THAN 180 DAYS AFTER DATE OF CONTRACT.

START UP SUPPORT:  ONE WEEK AFTER DELIVERY.

DATA:  - WITHIN 90 DAYS AFTER DATE OF CONTRACT.

OPERATOR/MAINTENANCE MANUAL: - WITHIN 90 DAYS AFTER      DATE OF CONTRACT.

WARRANTY:  SUPPLIES FURNISHED SHALL BE COVERED BY WARRANTY FROM DEFECTS IN DESIGN, MATERIALS AND WORKMANSHIP FOR A PERIOD OF ONE YEAR AFTER DELIVERY OR ACCEPTANCE, WHICHEVER IS THE LATTER.

SHIPPING DATA:

CONTRACT DISTRIBUTION:
          PHILADELPHIA NAVAL BUSINESS CENTER

NORFOLK NAVAL SHIPYARD DETACHMENT

NAVAL FOUNDRY & PROPELLER CENTER

1701 KITTYHAWK AVE.

BLDG #20, CODE 1423

PHILADELPHIA, PA  19112-5087

ATTN:  MR. FARIS IBARHIM

E-MAIL:  faris.ibrahim@navy.mil

THE PURCHASE DESCRIPTION SET FORTH BELOW REFLECTS THOSE CHARACTERISTICS WHICH ARE ESSENTIAL TO THE MINIMUM NEEDS OF THE GOVERNMENT

1. SPECIFICATIONS

1.1  SCOPE - This specification describes the requirements for two (2) 65 Ton capacity motorized ladles handling molten Nickel Aluminum Bronze in accordance with MIL-B-24480, at a density of 6.92g/cm³ (0.25 lb./in³) in molten state and include all the accessories, installation, training and data requirements specified herein.

1.2  OBJECTIVE - The objective of this procurement is to provide the Norfolk Naval Shipyard Detachment, Naval Foundry and Propeller Center, with two (2) 65 Ton capacity motorized ladles, provided with a remotely operated tilting system and the ability to use manual tilting when needed. All equipment shall be designed to operate in a non-climate controlled shop environment.

2.  APPLICABLE DOCUMENTS - The following documents form a part of this specification, to the extent specified herein.  Unless otherwise indicated, the issue in effect on date of solicitation shall apply.

2.1  SPECIFICATIONS

STANDARDS

    MILITARY


MIL-B-24480 - BRONZE, NICKEL ALUMINUM (UNS NO. C95800) CASTINGS FOR SEAWATER SERVICE

ASTM-E-2349-12  - SAFETY REQUIREMENTS IN METAL CASTING OPERATIONS

                  SECTION 9.4 - LADLES

ASTM-D-3951 - PACKAGING, COMMERCIAL, 27 Jul 90

(Address application for copies to the American Society for Testing & Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959)

TITLE 29, CODE OF FEDERAL REGULATIONS, CHAPTER XVII, PART 1910 - 
OCCUPATIONAL SAFETY AND HEALTH STANDARDS

(Address application for copies to Superintendent of Documents, Government Printing Office, Washington, DC 20402)

AMERICAN NATIONAL STANDARDS INSTITUTE, INC. (ANSI)


ANSI/ISO 54 - CYLINDRICAL GEAR FOR GENERAL ENGINEERING AND 



    FOR HEAVY ENGINEERING MODULES AND DIAMETRICAL 


    PITCHES OF.

     ANSI Z241.2 - 

(Address application for copies to the American National Standards Institute, Dept. 969, 1430 Broadway, New York, NY 10018)

NATIONAL ELECTRICAL MANUFACTURER'S ASSOCIATION (NEMA)


ICS - INDUSTRIAL CONTROLS AND SYSTEMS


MGI - MOTORS AND GENERATORS

(Address application for copies to National Electrical Manufacturer's Association, 1300 N. 17th St., Suite 1847, Rosslyn, VA 22209)

NATIONAL FIRE PROTECTION ASSOCIATION


NATIONAL ELECTRICAL CODE NFPA 70


ELECTRICAL STANDARDS FOR INDUSTRIAL MACHINERY NFPA 79

(Address application for copies to the National Fire Protection Association, One Battery march Park, P.O. Box 9101, Quincy, MA 02269-9101)

3.  REQUIREMENTS

3.1  DESIGN - The equipment shall be new and unused, capable of performing its intended function in accordance with the operation and performance requirements specified herein.  The equipment shall be complete, so that when connected to the utilities identified herein, it can be used for any function for which it is designed and constructed.


The equipment shall be of the manufacturer's current field proven design, representative of equipment whose design, capacity and performance characteristics, having been proven through actual field application, are substantially the same as those required of the equipment specified herein.

3.1.1 SAFETY AND HEALTH REQUIREMENTS - Covers, guards, or other

safety devices shall be provided for all parts of equipment that present safety hazards.  Safety devices shall not interfere with operation of the equipment.  The devices shall prevent unintentional contact with the guarded part and shall be removable to facilitate inspection, maintenance and repair of the parts.  Machine parts, components, mechanisms, and assemblies furnished on the unit shall comply with all specific requirements of "OSHA Safety and Health Standards (29 CFR 1910 and 1926), General Industry" that are applicable to the equipment itself.   The contractor shall comply with the latest version of (including interim changes) EM385-1-1 (US Army Corps of Engineers, Safety and Health Requirements Manual). Additional safety and health requirements shall be as specified in other paragraphs of this specification.  The design and manufacture shall be in accordance with all applicable ANSI safety standards.

3.1.1.1  AUDIBLE NOISE LEVELS - Audible noise emitted by the equipment shall not exceed 84 dB at the operator's work position, nor at any other point at a distance of 3 feet from the equipment under all operating and service conditions.  Noise shall be measured on the "A" weighted scale of a standard sound level meter.  Measurements shall be taken at the operator's work position and at each side and end of the equipment.  For each measurement, the microphone shall be located on a straight line perpendicular to the surface or corner being measured.  The height shall correspond to the point of highest noise level emitted from the surface or corner at the location and distance from the equipment specified herein.  Noise generated by the work piece shall be excluded in determining compliance of the equipment with the 84 dB requirement.

3.1.1.2  SAFETY AND HEALTH REQUIREMENTS COORDINATION AT NFPC –
Prior to commencing work, the Contractor representative(s) shall meet in conference with NFPC’s safety and health manager (Mr. Faris Ibrahim, Tel: 215-897-2489) to discuss and develop mutual understanding relative to the administration of NFPC’s safety program as applicable to the performance of this contract.

3.1.1.4  SAFETY EQUIPMENT – The contractor shall provide their

Employees with all necessary safety equipment during the performance of work on this contract. All contractor personnel shall have in their possession and shall properly wear OSHA approved protective safety equipment (i.e. hard hats, steel toe safety shoes, safety glasses and hearing protection when required). Fall protection harnesses shall also be issued and used any time personnel are working at or above 5 Feet of height. In addition, the contractor shall provide all appropriate safety barricades, and signs required to properly isolate the work area.

3.1.1.5  SAFETY SIGNS & LABELS – If applicable, safety signs and

Labels in accordance with ANSI Z535.4 shall be securely attached to the equipment in visible locations, with any safety precautions to be observed by the operator or maintenance personnel permanently marked on the sign.

3.1.1.6  OSHA APPROVED CERTIFICATION – Where applicable, the

Equipment installation and its component parts shall be in compliance with the applicable OSHA regulations and be in accordance with CFR Title 29, Chapter XVII, Part 1910 and installed in accordance with NEC/NFPA requirements. Approval shall be as specified under the “Approval and Acceptance” criteria in the OSHA regulations Subpart “O”, Machinery and machinery Guarding paragraph 1910.212 and Subpart “S” Electrical, paragraph 1910.303 and paragraph 1910.399. After equipment delivery and installation and prior to testing, the contractor shall provide a signed written Manufacturer’s Certification that equipment has been manufactured and installed to OSHA CFR 1910.399 (per definition of ‘acceptable’).

3.1.2  USE OF POLYCHLORINATED BIPHENYL (PCB) - The use of polychlorinated biphenyl (PCB) on or in the equipment is prohibited.

3.1.3  USE OF MERCURY - The equipment shall not contain mercury or mercury compounds, nor shall it be exposed to free mercury during manufacture.

3.1.4  USE OF ASBESTOS - The use of asbestos and materials containing asbestos on or in the furnished equipment is prohibited.

3.1.5 ENVIRONMENTAL PROTECTION - The equipment shall not emit

Materials hazardous to the ecological system, as prescribed by federal, state and local statutes in effect at point of installation, under the operating, service, transportation and storage conditions described herein.

3.1.5.1  ENVIRONMENTAL PROTECTION AT NFPC - The ladles shall be

designed and constructed so that during the operation, service, transportation and storage conditions described herein including final disposal, the equipment will comply with all applicable Environmental Protection Agency (EPA) and Occupation Safety and Health (OSHA) and State of Pennsylvania Department of Environmental Protection (PADEP) restrictions for materials classified as hazardous to the environment in effect on the date of the contract. The equipment described herein shall not contain or emit material hazardous to the ecological systems prescribed by federal, state and local statutes in effect at the point of installation. Use products that meet or exceed the minimum requirements of the EPA guideline standards for recovered content to the maximum practicable extent in the performance of the contract. See http://www.epa.gov/epawaste/conserve/tools/cpg/index.htm for a list of EPA designated products and a list of manufacturers and suppliers of EPA designated products.

3.1.5.2 HAZARDOUS MATERIAL EXCLUSIONS – Supplies of materials

Being provided as part of the equipment shall be free of known hazardous materials. Hazardous materials shall not be brought on site without prior approval of the government point of contact. Hazardous materials not needed for this project are prohibited. Definitions of hazardous materials are specified in the latest version, including revisions adopted during the term of the contract, of Federal standard No. 313.

Notwithstanding any other hazardous material usage permitted in this contract, radioactive materials or instruments capable of producing ionizing radiation as well as materials which contain Asbestos, Mercury, Cadmium, Lithium, Methylene Chloride, Lead (= or >0.06%), or Polychlorinated Biphenyls (PCBs) are prohibited. Nickel Metal Hydride and Lithium batteries are permissible for memory backup.    

Class I Ozone depleting substances as defined in 40 CFR Part 82 shall not be used in the performance of this contract, or be provided as part of the equipment. (See Appendix F of part 82 if needed for further clarification).

3.1.5.3 MATERIAL SAFETY DATA SHEETS (MSDS) – If applicable, In accordance with FAR 23.3, offerors and contractors shall be required to submit Material Safety Data Sheets (MSDS) whenever the supplies being acquired or supplies used during performance are identified as hazardous materials. Hazardous Materials shall include any material which, by virtue of its potentially dangerous nature (e.g. toxic, flammable, corrosive, oxidizing, irritating, sensitizing, reactive), requires controls in its use, packaging, handling, storage, or stowage, to assure adequate safety to life and property. This definition is intended to apply to proprietary industrial, commercial, or locally prepared blends, mixtures, formulations, or compounds of gases, liquids, and solids intended for use at the job site. Any other material that has been designated by a government technical representative as potentially hazardous and requiring safety controls shall also be supplied with an MSDS. MSDSs are available at work sites where materials are being used.  

3.1.6  LUBRICATION - Bearings (except sealed-for-life and self-lubricating type), mating gears and sliding parts shall be provided with means for lubrication.  Reservoirs of splash-type systems shall be fitted with oil level sight gauges.  Automatic force feed and manually operated force feed systems shall be supplied with a filter.  Manually operated systems shall have control handles mounted in an accessible location convenient to the operator.  Oil holes, grease fittings and filler caps shall be easily accessible.

3.1.7  ELECTRICAL DESIGN

3.1.7.1  ELECTRICAL EQUIPMENT - Electrical components including motors, starters, relays, switches, and wiring shall conform to and be located in accordance with applicable NEMA, ANSI and NFPA standards for the intended application.

3.1.7.2  ELECTRIC POWER DISCONNECT - A supply voltage quick connect shall be provided and installed on the equipment. This electrical power plug shall be the point of connection for the electrical service to the ladles.

3.1.7.3  MOTORS - Motors shall be rated for continuous duty and shall be equipped with ball bearings of the sealed and permanently lubricated type.

3.1.7.4  ELECTRICAL CONNECTIONS - Electrical connections within the equipment shall be complete and shall be made via terminals on the components, terminals, or circuit boards and bussing.  Splices between terminations are not permitted.  Connections and terminals shall be supported and spaced without dependence upon the wiring in the components and braced as necessary to assure withstanding the distortion forces associated with available short-circuit currents.  Proper identification of wiring, bussing, terminals and circuits for function, polarity, phasing, etc., shall be adhered to throughout the equipment.  Identification shall be in the form of wire markers, color coding, permanently engraved plates, and permanent markings on the devices.  Adequate spacing shall be maintained throughout to avoid excessive bending of cabling and wiring, to maintain adequate separation and creepage distance between electrical potentials and between these potentials and ground, and to permit ease in disconnecting wiring and cabling during trouble-shooting and repair.  In no instance shall clearances and creepage distances be less than those prescribed under NEMA ICS, Part ICS 1-111.

3.1.5  MAINTAINABILITY - The equipment shall be designed and constructed to permit maintenance personnel to service the equipment easily and effectively using a minimal number of tools.  The contractor shall provide any special tools required to service the unit.  The equipment shall have access covers, as necessary, to facilitate inspection, cleaning and repair or replacement of internal parts.

3.2  CONSTRUCTION - The equipment shall be constructed of parts that are new, without defects and free of repair.  The equipment shall be complete. When connected to the specified utilities, it shall be capable of any operation for which it is being purchased.  The equipment shall be devoid of any defects or characteristics that will preclude conformance with any of the requirements herein.

3.2.1  CASTING AND FORGINGS - Castings and forgings shall be free from defects, scale and mismatching.  Processes such as welding, peening, plugging, or filling with cold solders or metallic pastes shall not be used on castings or forgings for reclaiming any parts of the equipment.

3.2.2  WELDING, BRAZING OR SOLDERING - Welding, brazing or soldering shall be employed only where those operations are included in fabrication of the original design.  These operations shall not be employed as repair measures for defective parts.

3.2.2.1  SOLDERING - Solder connections shall show evidence of good bonding in metal-to-metal contact.  Cold solder joints, incomplete joining of solder and metal, excess or insufficient solder or damaged insulation shall be considered reason for rejection of the equipment.

3.2.2.1.1  CLEANING - Any loose, spattered solder, flux, metal chips, insulation scrap or other foreign material shall be removed from the equipment.

3.2.2.1.2  FLUX AND CLEANING AGENTS - Flux for soldering shall be rosin or rosin and alcohol.  No acid, acid salts or acid core solder shall be used in preparation for soldering of electrical connections.

3.2.3  FASTENING DEVICES - Screws, pins, bolts, and similar internal and external parts shall be installed with means for preventing change of tightness.  Parts subject to removal or adjustment shall not be swaged, peened, staked, or otherwise permanently installed.  Fastening devices shall be tightened to torque limits as established by the manufacturer's standard for tightening to preclude loosening by normal operation or vibration.

3.2.4  SURFACES - Surfaces of castings, forgings, molded parts, stampings and welded parts shall be cleaned and free from sand, dirt, fins, sprues, flux or other harmful or extraneous materials.  External surfaces shall be smooth.  Edges shall be rounded or beveled unless sharpness is required to perform a function.

3.2.5  PAINTING - The equipment shall be properly painted.  Painting may be the manufacturer's standard practice.  Prior to painting, surfaces shall be properly prepared and primed.  Painting shall provide a highly wear-resistant finish that guarantees continued protection to the surfaces covered against the specified environment under all service conditions.  The manufacturer's standard color shall be provided.  All required special safety color-coding as directed by OSHA standards shall be provided.

3.2.6  THREADS - Threaded parts shall conform to Federal Standard H28.

3.2.7  GEARS - Gears used in the machine and its components shall be machined in either the inch or metric system.  Gears shall meet the requirements of ANSI/ISO 54.  The conversion factors and methods specified in ANSI-Z 210.1 shall be used for conversion of metric units (SI) to U.S. Customary System of Units (US) for comparison purposes.

3.2.8  ENCLOSURE - Components of the ladles needing splash protection shall be contained in an enclosure(s) of structural and sheet steel.  Provisions shall be made for power cable entrance.  The enclosure(s) shall be of drip-proof construction and of minimum size consistent with good design practices and ventilation of components.

3.2.9  FERROUS PARTS - Exposed ferrous parts such as screws, bolts, nuts, washers, etc., shall resist corrosion in a salt-laden, moist, variable temperature atmosphere (applies to parts shipped by sea or stored for prolonged periods of time).  Protection such as chrome plating, galvanizing or other electrical/chemical process, or stainless steel is acceptable.

3.2.10  DISSIMILAR METALS - Dissimilar metals shall not be used in direct contact with each other without suitable means for preventing electrolytic corrosion.

3.2.11  CONTROL PANELS, INSTRUMENTS AND PLATES - Wording and numbers on all control panels, instruments, charts and plates shall be permanently and legibly displayed in bold face, English language characters on a contrasting background.

3.2.12  WORKMANSHIP - Workmanship shall be commensurate with the requirements of this specification and of such quality that denotes the performance of skilled and experienced personnel trained in the field of work performed.

3.2 TECHNICAL DATA - Technical data, written in the English language, shall be furnished in accordance with the specification.

3.3.1  LADLE DRAWINGS - Not later than 90 days after effective date of contract, English language drawings shall be provided in both hard copies (3 copies) and electronic Portable Document Format (PDF) (3 CDs).  The drawings shall contain at least, but shall not be limited to, the following information:

a.  Overall and principal dimensions in sufficient detail to establish:

b.  Interface mounting and mating information, such as dimensions of location for attaching hardware.

c.  Interface pipe and cable attachments required for installation and co-functioning of the item to be installed with related items.

d.  Information necessary for preparation of plug installation, including mounting place details, hardware requirement lists, drilling plans.  

e.  Size and location of holes.

f.  Weight of unit.

g.  Location, type and dimensions of cable entrances, terminal boards and electrical connectors.

h. Interconnecting and cable detail.

i. Utilities requirements (electric)

3.3.2 MAINTENANCE MANUALS – The contractor shall supply the
Receiving activity with three (3) hard copies and an electronic copy, PDF (Portable Document Format) of the following documents:
· Control manuals

· Drive manuals
· Machine mechanical and electrical prints (hard copies shall be 11” x 17”)
· Machine mechanical and electrical troubleshooting guides
· All vendor manuals and literature
· Hydraulic and pneumatic prints and manuals, if applicable
· A spare parts list with prices and part numbers
· Fuse lists and part numbers
· Filter lists and part numbers, if applicable 
· All preventative, planned or predictive maintenance schedules.

3.3.3    LADLE GEOMETRY CAD DRAWING – The contractor shall provide the receiving activity a Computer Aided Design (CAD) drawing of the ladle geometry in STL graphics format on a Compact Disk (CD). Flash drive is not acceptable. 

3.4  INSTALLATION

3.4.1  RESPONSIBILITY FOR INSTALLATION – NFPC considers this solicitation a turnkey project. Installation and test at destination requires a contractor representative be present to assist NFPC and provide guidance and training.

3.4.2 INSTALLATION - Installation shall include all materials required to install and make operable the ladles at destination.

3.4.2.2  SECURITY CLEARANCES - The government will sanitize the installation site to allow escorted access to contractor personnel. Contractor shall ensure that all personnel, including subcontractors, provide the receiving activity with the following information at least 30 days prior to on-site visits on a company letterhead:


Full name (last, first, middle)


Place and Date of Birth


Citizenship.  (The representative(s) can be non U.S. citizens).  Naturalized citizens must provide naturalization number.


Social Security Number

      Passport number for non-citizens

Failure to provide the required information may result in denial of access to site.

3.4.2.3  UTILITIES - The receiving activity will provide access to all required utilities.   

3.4.2.4  EQUIPMENT, TOOLS, AND LABOR -  Tools, labor, and field supervision necessary to move equipment, put in place, interconnect with utilities and existing equipment shall be the responsibility of NFPC.   

3.4.2.5  FIELD ENGINEER - The contractor shall provide a full-time (start of installation to final acceptance) field engineer to direct installation and testing of the ladles.  The field engineer shall have full authority to implement field decisions expeditiously.

3.4.2.6  ON-SITE REGULATIONS - The installation site will be occupied during installation.  The contractor shall comply with all regulations, including safety practices, environmental directives and security clearance restrictions governing the operation of the premises.   

3.5  TRAINING

3.5.1  START-UP TRAINING - The contractor field engineer shall provide start-up training services in accordance with the following requirements to familiarize receiving activity personnel with the equipment; training shall apply to personnel as follows:

       a.  Foundry personnel – Ladle handling instructions including motorized operations and manual tilting operations.

       b.  Maintenance personnel (Mechanical/Hydraulic) - Maintenance training shall include troubleshooting and methods of correction if the equipment malfunctions, with particular emphasis on minimizing equipment down time.  Such training shall be provided for two maintenance (mechanical/hydraulic) mechanics.

       c.  Maintenance personnel (Electrical/Electronic) - Maintenance training with respect to controls and related components shall include troubleshooting and methods of correction should equipment malfunction, with emphasis on minimizing equipment down time.  Such training shall be provided for two maintenance (electrical/electronic) mech

3.6  UTILITIES - The equipment shall be designed and constructed to be complete for operation on the following available utilities:

     Electric - Single Service 460 volts (+10%), 3 phase, 60 Hertz

3.7  COMPONENTS - The equipment shall consist of, but is not limited to the following described principal components, attachments and accessories necessary to meet the operational and performance requirements specified herein:

3.7.1  LADLES FEATURES - The ladles shall be supplied with the following salient features based on the use of molten Nickel, Aluminium, Bronze, at a density of 6.92g/cm³ (0.25 lbs/in³):

  - The Ladles shall be weight restricted to the capacity of our     bridge cranes of 100 Tons. The weight of the ladle plus the      weight of the molten metal (65 Tons) plus the weight of          the refractory brick cannot exceed 200,000 Lbs.

  -  The ladles shall be fitted with two lip-pouring spouts and       extension side pieces to reduce the risk of “over-pour”.

  -  The ladle shall have a minimum freeboard of approximately

     15”.

  -  NFPC intends to use refractory bricks to line the sides of       the ladles and cast refractory for the bottom. The               contractor shall size the ladles accordingly to give a           working capacity of approximately 65 Tons.

  -  The base of the ladles shall have five Ø150mm holes as preps      for the mounting of porous plug assemblies. NFPC will            provide locations after contract award.

  -  The ladle body shall be extended by providing legs of            sufficient height to provide a clearance for the porous          plugs and associated manifolds, valves etc. under the base       or side of the ladle.

  -  A single flanged gas inlet connection shall be supplied on       the side of the ladle to feed all 5 plugs through manifold       and individual pipes.

  -  Each individual steel gas pipe shall have a shut off valve       fitted so that each porous plug unit can be isolated if          required. NFPC will supply porous plug information after         contract award.

  -  Continuously welded stiffening bands shall be applied to the      ladle shells to increase the rigidity and strength.

  -  The ladle shall be fitted with bolt-on trunnions to              facilitate maintenance and minimize heat transfer. Means to      transfer the shear loads away from the holding bolts shall       be provided.

  -  Rigid sidearm assemblies shall be provided.

  -  Grease points shall be provided for general lubrication of       all bearings supplied for the trunnions and side-arms.

  -  The ladle shells shall be provided with random pattern vent       holes.

   -  The ladle lifting hook shall be oversized to give increased       clearance to the crane hook that will be used to lift the        ladle.

   -  Ladle rotation:

        The ladle shall be rotated via a two stage motorized gear         assembly with inverter control to provide the directional         switching (forward and reverse) and a minimum of three           rotational speeds adjustment.

   -  Rotation control shall be via a push button radio remote         control system.

      In normal operation the ladle is expected to be rotated          using the motor drive. However, the design shall allow the       ladle to be converted to manual rotation via a clutch            assembly to disengage the motor and with a supplied              wheel allow hand rotation.

   -  Conversion from radio control to manual rotation shall not       exceed 30 seconds.

   - Ladle rotation Speed (motorized rotation- Inverter control):

     In basic form the ladles in motor gear operation (without        inverter control) shall have a fixed single speed rotation       to allow for emptying the ladles in a time period not to         exceed 4 minutes.

   - The inverter control shall enable the ladles to be rotated       at three pre-set speeds in both directions.

       1. Standard rotation speed: 90º degrees rotation in                 approximately 5 minutes.

       2. Slow rotation speed: 90º degrees rotation in                     approximately 10 minutes.

3. Fast rotation speed: 90º degrees rotation in approximately 3 minutes.

     These speeds shall be achieved with constant switch              activation. Intermittent switch operation will achieve           slower rotational speeds to allow for different pouring          rates.

   -  Motorized Gear Assembly

     The motorized gear assembly shall comprise of an Oil-bath        worm & wheel gearbox, linked via a coupling to an SEW motor      gear unit.

   - In the event of a power failure, the motor drive shall be        disengaged, via the clutch assembly, and the ladle shall be      allowed to be manually rotated once a hand wheel is fitted       to a secondary input shaft. The conversion from motorized to      manual operation shall not take more than 30 seconds 

   - The motor gear assembly shall have the following salient         features:

        1. Heavy-duty single speed electric gear motor unit (480V            3ph 60Hz supply -TBC).

        2. Torque limiter: To protect the drive against                     accidental overload by automatically disengaging the             motor drive from the oil-bath gear.

        3. Clutch coupling assembly: To enables the ladle                   operator to quickly disengage the motor drive from the            oil-bath gearbox and convert the ladle to manual                 operation.

        4. Oil-bath gearbox 

        5. The motor drive assembly shall be protected against              splash and sparks etc. by a steel enclosure.

    -  Inverter and radio remote control (RRC)

       The inverter unit shall be mounted in a steel enclosure          control panel mounted on the ladle.  

    -  The control will include an isolator for the shutting off        of the power supply to the control panel.

    -  NFPC shall provide the power cable between the power             supply and a quick release electrical coupling mounted on        the ladle by the contractor.

    -  The radio remote control (RRC) unit shall be provided with        a single battery operated handset transmitter.

       A spare battery and a battery charger unit shall be              provided.

    -  The radio frequency of the RRC shall be adjustable if            found to interfere with other existing radio remote              controlled equipment at destination (NFPC).

    -  The two ladles shall be operated such that each unit shall        be set to use a different frequency.

4.0  ACCEPTANCE AT DESTINATION - Final acceptance of the supplies furnished shall be made at destination by NFPC Code 1423 within 30 days after completion of installation at the receiving activity’s site. During tests, cognizant personnel of the receiving activity shall be alert for possible signs of improper performance, malfunction and potential unreliability.

4.1  EXAMINATION AT ORIGIN - The supplies offered for delivery shall be examined for design, construction, components, electrical equipment and workmanship to determine conformance with the requirements of this specification.  The fit of parts shall be observed with particular reference to interchangeability of those likely to require replacement.

4.2  TESTS AT ORIGIN

4.2.1  OPERATIONAL TEST - The ladles shall be operated at no load  

4.5.2 TEST AND EVALUATION REPORT – The contractor shall provide a written test and evaluation report which provides certification and analytical data to support compliance with all the design criteria set forth under paragraph 3.7. This report shall document the results of all tests and inspections performed, provides an assessment of the equipment performance for compliance with the contract requirements. The report shall include, but not limited, to the following:

· List of all tests performed and by whom witnessed

  (Government and contractor).

· Test data results used for evaluation of

   equipment to meet specification requirements.

· Tabulation of all discrepancies related to

   specification requirements.

· Description of limitations revealed by data utilized.

· Actions taken to mitigate each discrepancy and limitation.

· Recommendation for subsequent actions.

· Summary conclusions.

· Manufacturer certification that the equipment has been manufactured to OSHA CFR 1910.399 (per definition of ‘acceptable’). 

4.5.3  AUDIBLE NOISE TEST - The equipment shall be tested in such a manner as to determine conformance with the paragraph, herein, entitled "AUDIBLE NOISE LEVELS."

4.6  TESTS AT DESTINATION - The following tests shall be performed under existing atmospheric conditions.  

4.6.1  MOTORIZED TILT TEST - Upon completion of the general examination/inspection and assembly, the ladles shall be subject to a motorized tilt test to show full compliance with the requirements of paragraph 3.7. NFPC will determine at the time of testing the load to be used for the test. A demonstration of change over from motorized operation to fully manual using the supplied wheel shall be performed.

5.0  INSTRUCTIONS TO OFFERORS

5.1  REQUIREMENTS FOR TECHNICAL PROPOSALS - Offerors shall submit, in duplicate, technical proposals written in the English language.  The proposal shall enable government personnel to make a thorough evaluation and determination as to whether or not the proposed equipment fully meets the requirements of the solicitation.  To this end, each proposal shall be as specific, detailed and complete as to demonstrate that the offeror has a thorough knowledge and understanding of the requirements.  Statements that paraphrase the specifications or attest that "standard procedures will be employed", etc., are inadequate.  Each proposal must be sufficiently adequate to demonstrate full compliance with the technical requirements of the specifications. Failure to comply with these instructions may result in rejection of an offer.

6.0  REQUIREMENTS FOR "CURRENT FIELD PROVEN DESIGN" EQUIPMENT - In order to substantiate that the offered equipment is of current field proven design in accordance with paragraph 3.7, offerors shall submit, as a minimum, the following:


a. Data that demonstrates compliance with the performance, safety and construction standards of the specifications.


b. Structural, mechanical, and electrical design, construction and performance specifications for all major assemblies and subassemblies of the equipment.


c. Size and weight of the equipment.


d. Utilities required and estimated quantity, in standard units, to support operation of the equipment.


e. Scope and schedule of work to accomplish installation, if applicable.


f. Description of operation, including maintenance and trouble-shooting techniques.


g. List of customers to who representative current field proven, design equipment has been previously sold and point(s) of contact having an intimate knowledge of the equipment.


The above information shall be provided by means of descriptive material including illustrations, catalog cuts, schematic or engineering drawings, conceptual explanation or other descriptive literature that relates specifically to the equipment being offered.  Failure to comply with these instructions may result in rejection of an offer.

7.0  WARRANTY - Supplies furnished shall be covered by warranty from defects in design, materials and workmanship for a period of one year and shall conform to all requirements of the contract. The warranty period shall commence from the date of acceptance (as cited on a properly executed Form DD 250).
*Please reference FAR Clause 52.212-4 for further Warranty Information.
8.0  Contractor Unclassified Access to Federally Controlled Facilities, Sensitive Information, Information Technology (IT) Systems or Protected Health Information 

(July 2013)

Homeland Security Presidential Directive (HSPD)-12, requires government agencies to develop and implement Federal security standards for Federal employees and contractors.  The Deputy Secretary of Defense Directive-Type Memorandum (DTM) 08-006 – “DoD Implementation of Homeland Security Presidential Directive – 12 (HSPD-12)” dated November 26, 2008 (or its subsequent DoD instruction) directs implementation of HSPD-12.  This clause is in accordance with HSPD-12 and its implementing directives.

APPLICABILITY

This clause applies to contractor employees requiring physical access to any area of a federally controlled base, facility or activity and/or requiring access to a DoN or DoD computer/network/system to perform certain unclassified sensitive duties.  This clause also applies to contractor employees who access Privacy Act and Protected Health Information, provide support associated with fiduciary duties, or perform duties that have been identified by DON as National Security Position, as advised by the command security manager. It is the responsibility of the responsible security officer of the command/facility where the work is performed to ensure compliance.  

Each contractor employee providing services at a Navy Command under this contract is required to obtain a Department of Defense Common Access Card (DoD CAC).  Additionally, depending on the level of computer/network access, the contract employee will require a successful investigation as detailed below. 
ACCESS TO FEDERAL FACILITIES

Per HSPD-12 and implementing guidance, all contractor employees working at a federally controlled base, facility or activity under this clause will require a DoD CAC.  When access to a base, facility or activity is required contractor employees shall in-process with the Navy Command’s Security Manager upon arrival to the Navy Command and shall out-process prior to their departure at the completion of the individual’s performance under the contract. 

ACCESS TO DOD IT SYSTEMS

In accordance with SECNAV M-5510.30, contractor employees who require access to DoN or DoD networks are categorized as IT-I, IT-II, or IT-III.  The IT-II level, defined in detail in SECNAV M-5510.30, includes positions which require access to information protected under the Privacy Act, to include Protected Health Information (PHI).  All contractor employees under this contract who require access to Privacy Act protected information are therefore categorized no lower than IT-II.  IT Levels are determined by the requiring activity’s Command Information Assurance Manager. Contractor employees requiring privileged or IT-I level access, (when specified by the terms of the contract) require a Single Scope Background Investigation (SSBI) which is a higher level investigation than the National Agency Check with Law and Credit (NACLC) described below. Due to the privileged system access, a SSBI suitable for High Risk public trusts positions is required. Individuals who have access to system control, monitoring, or administration functions (e.g. system administrator, database administrator) require training and certification to Information Assurance Technical Level 1, and must be trained and certified on the Operating System or Computing Environment they are required to maintain.  

Access to sensitive IT systems is contingent upon a favorably adjudicated background investigation.  When access to IT systems is required for performance of the contractor employee’s duties, such employees shall in-process with the Navy Command’s Security Manager and Information Assurance Manager upon arrival to the Navy command and shall out-process prior to their departure at the completion of the individual’s performance under the contract.  Completion and approval of a System Authorization Access Request Navy (SAAR-N) form is required for all individuals accessing Navy Information Technology resources.  The decision to authorize access to a government IT system/network is inherently governmental.  The contractor supervisor is not authorized to sign the SAAR-N; therefore, the government employee with knowledge of the system/network access required or the COR shall sign the SAAR-N as the “supervisor”. 

The SAAR-N shall be forwarded to the Navy Command’s Security Manager at least 30 days prior to the individual’s start date.  Failure to provide the required documentation at least 30 days prior to the individual’s start date may result in delaying the individual’s start date.   

When required to maintain access to required IT systems or networks, the contractor shall ensure that all employees requiring access complete annual Information Assurance (IA) training, and maintain a current requisite background investigation.  The Contractor’s Security Representative shall contact the Command Security Manager for guidance when reinvestigations are required.  

INTERIM ACCESS

The Navy Command's Security Manager may authorize issuance of a DoD CAC and interim access to a DoN or DoD unclassified computer/network upon a favorable review of the investigative questionnaire and advance favorable fingerprint results.  When the results of the investigation are received and a favorable determination is not made, the contractor employee working on the contract under interim access will be denied access to the computer network and this denial will not relieve the contractor of his/her responsibility to perform.   

DENIAL OR TERMINATION OF ACCESS

The potential consequences of any requirement under this clause including denial or termination of physical or system access in no way relieves the contractor from the requirement to execute performance under the contract within the timeframes specified in the contract.  Contractors shall plan ahead in processing their employees and subcontractor employees. The contractor shall insert this clause in all subcontracts when the subcontractor is permitted to have unclassified access to a federally controlled facility, federally-controlled information system/network and/or to government information, meaning information not authorized for public release.

CONTRACTOR’S SECURITY REPRESENTATIVE

The contractor shall designate an employee to serve as the Contractor’s Security Representative.  Within three work days after contract award, the contractor shall provide to the requiring activity’s Security Manager and the Contracting Officer, in writing, the name, title, address and phone number for the Contractor’s Security Representative.  The Contractor’s Security Representative shall be the primary point of contact on any security matter.  The Contractor’s Security Representative shall not be replaced or removed without prior notice to the Contracting Officer and Command Security Manager. 

BACKGROUND INVESTIGATION REQUIREMENTS AND SECURITY APPROVAL PROCESS FOR CONTRACTORS ASSIGNED TO NATIONAL SECURITY POSITIONS OR PERFORMING SENSITIVE DUTIES 

Navy security policy requires that all positions be given a sensitivity value based on level of risk factors to ensure appropriate protective measures are applied.  Navy recognizes contractor employees under this contract as Non-Critical Sensitive [ADP/IT-II] when the contract scope of work require physical access to a federally controlled base, facility or activity and/or requiring access to a DoD computer/network, to perform unclassified sensitive duties.  This designation is also applied to contractor employees who access Privacy Act and Protected Health Information (PHI), provide support associated with fiduciary duties, or perform duties that have been identified by DON as National Security Positions.  At a minimum, each contractor employee must be a US citizen and have a favorably completed NACLC to obtain a favorable determination for assignment to a non-critical sensitive or IT-II position.  The NACLC consists of a standard NAC and a FBI fingerprint check plus law enforcement checks and credit check.  Each contractor employee filling a non-critical sensitive or IT-II position is required to complete:

· SF-86 Questionnaire for National Security Positions (or equivalent OPM investigative product)

· Two FD-258 Applicant Fingerprint Cards (or an electronic fingerprint submission)

· Original Signed Release Statements

Failure to provide the required documentation at least 30 days prior to the individual’s start date shall result in delaying the individual’s start date.   Background investigations shall be reinitiated as required to ensure investigations remain current (not older than 10 years) throughout the contract performance period.  The Contractor’s Security Representative shall contact the Command Security Manager for guidance when reinvestigations are required.

Regardless of their duties or IT access requirements ALL contractor employees shall in-process with the Navy Command’s Security Manager upon arrival to the Navy command and shall out-process prior to their departure at the completion of the individual’s performance under the contract.  Employees requiring IT access shall also check-in and check-out with the Navy Command’s Information Assurance Manager.  Completion and approval of a System Authorization Access Request Navy (SAAR-N) form is required for all individuals accessing Navy Information Technology resources.  The SAAR-N shall be forwarded

to the Navy Command’s Security Manager at least 30 days prior to the individual’s start date.  Failure to provide the required documentation at least 30 days prior to the individual’s start date shall result in delaying the individual’s start date. 

The contractor shall ensure that each contract employee requiring access to IT systems or networks complete annual Information Assurance (IA) training, and maintain a current requisite background investigation.  Contractor employees shall accurately complete the required investigative forms prior to submission to the Navy Command Security Manager.  The Navy Command’s Security Manager will review the submitted documentation for completeness prior to submitting it to the Office of Personnel Management (OPM).  Suitability/security issues identified by the Navy may render the contractor employee ineligible for the assignment.  An unfavorable determination made by the Navy is final (subject to SF-86 appeal procedures) and such a determination does not relieve the contractor from meeting any contractual obligation under the contract.  The Navy Command’s Security Manager will forward the required forms to OPM for processing.  Once the investigation is complete, the results will be forwarded by OPM to the DON Central Adjudication Facility (CAF) for a determination.  

If the contractor employee already possesses a current favorably adjudicated investigation, the contractor shall submit a Visit Authorization Request (VAR) via the Joint Personnel Adjudication System (JPAS) or a hard copy VAR directly from the contractor’s Security Representative.  Although the contractor will take JPAS “Owning” role over the contractor employee, the Navy Command will take JPAS "Servicing" role over the contractor employee during the hiring process and for the duration of assignment under that contract.  The contractor shall include the IT Position Category per SECNAV M-5510.30 for each employee designated on a VAR.  The VAR requires annual renewal for the duration of the employee’s performance under the contract. 

BACKGROUND INVESTIGATION REQUIREMENTS AND SECURITY APPROVAL PROCESS FOR CONTRACTORS ASSIGNED TO OR PERFORMING NON-SENSITIVE DUTIES 

Contractor employee whose work is unclassified and non-sensitive (e.g., performing certain duties such as lawn maintenance, vendor services, etc ...) and who require physical access to publicly accessible areas to perform those duties shall meet the following minimum requirements: 

· Must be either a US citizen or a US permanent resident with a minimum of 3 years legal residency in the United States (as required by The Deputy Secretary of Defense DTM 08-006 or its subsequent DoD instruction) and 

· Must have a favorably completed National Agency Check with Written Inquiries (NACI) including a FBI fingerprint check prior to installation access.  

To be considered for a favorable trustworthiness determination, the Contractor’s Security Representative must submit for all employees each of the following: 

· SF-85 Questionnaire for Non-Sensitive Positions

· Two FD-258 Applicant Fingerprint Cards (or an electronic fingerprint submission)
· Original Signed Release Statements

The contractor shall ensure each individual employee has a current favorably completed National Agency Check with Written Inquiries (NACI) or ensure successful FBI fingerprint results have been gained and investigation has been processed with OPM 

Failure to provide the required documentation at least 30 days prior to the individual’s start date may result in delaying the individual’s start date.  

* Consult with your Command Security Manager and Information Assurance Manager for local policy when IT-III (non-sensitive) access is required for non-US citizens outside the United States.

52.212-5     CONTRACT TERMS AND CONDITIONS REQUIRED TO IMPLEMENT STATUTES OR EXECUTIVE ORDERS--COMMERCIAL ITEMS (APR 2015) 

(a) The Contractor shall comply with the following Federal Acquisition Regulation (FAR) clauses, which are incorporated in this contract by reference, to implement provisions of law or Executive orders applicable to acquisitions of commercial items:

(1) 52.209-10, Prohibition on Contracting with Inverted Domestic Corporations (Dec 2014)
(2) 52.233-3, Protest After Award (AUG 1996) (31 U.S.C. 3553).

(3) 52.233-4, Applicable Law for Breach of Contract Claim (OCT 2004) (Public Laws 108-77 and 108-78 (19 U.S.C. 3805 note)).
(b) The Contractor shall comply with the FAR clauses in this paragraph (b) that the Contracting Officer has indicated as being incorporated in this contract by reference to implement provisions of law or Executive orders applicable to acquisitions of commercial items: (Contracting Officer check as appropriate.)

X   (1) 52.203-6, Restrictions on Subcontractor Sales to the Government (Sept 2006), with Alternate I (Oct 1995) (41 U.S.C. 4704 and 10 U.S.C. 2402).
         (2) 52.203-13, Contractor Code of Business Ethics and Conduct (Apr 2010) (41 U.S.C. 3509).
____  (3) 52.203-15, Whistleblower Protections under the American Recovery and Reinvestment Act of 2009 (June 2010) (Section 1553 of Pub. L. 111-5). (Applies to contracts funded by the American Recovery and Reinvestment Act of 2009.) 

X    (4) 52.204-10, Reporting Executive Compensation and First-Tier Subcontract Awards (July 2013) (Pub. L. 109-282) (31 U.S.C. 6101 note). 
___  (5) [Reserved] 

___  (6) 52.204-14, Service Contract Reporting Requirements (JAN 2014) (Pub. L. 111-117, section 743 of Div. C).
___  (7) 52.204-15, Service Contract Reporting Requirements for Indefinite-Delivery Contracts (JAN 2014) (Pub. L. 111-117, section 743 of Div. C).

X     (8) 52.209-6, Protecting the Government's Interest When Subcontracting with Contractors Debarred, Suspended, or Proposed for Debarment. (Aug, 2013) (31 U.S.C. 6101 note).

X    (9) 52.209-9, Updates of Publicly Available Information Regarding Responsibility Matters (July 2013) (41 U.S.C. 2313).

____ (10) [Reserved]

____ (11)(i) 52.219-3, Notice of HUBZone Set-Aside or Sole-Source Award (NOV 2011) (15 U.S.C. 657a).

    _
____  (ii) Alternate I (NOV 2011) of 52.219-3.

X    (12) (i) 52.219-4, Notice of Price Evaluation Preference for HUBZone Small Business Concerns (OCT 2014) (if the offeror elects to waive the preference, it shall so indicate in its offer) (15 U.S.C. 657a).

____ (ii) Alternate I (JAN 2011) of 52.219-4.

____ (13) [Reserved] 

____ (14)(i)  52.219-6, Notice of Total Small Business Set-Aside (NOV 2011) (15 U.S.C. 644).

____ (ii) Alternate I (NOV 2011).
____ (iii) Alternate II (NOV 2011).

____ (15)(i)  52.219-7, Notice of Partial Small Business Set-Aside (June 2003) (15 U.S.C. 644). 

____ (ii) Alternate I (Oct 1995) of 52.219-7. 

____ (iii) Alternate II (Mar 2004) of 52.219-7. 

X    (16) 52.219-8, Utilization of Small Business Concerns (OCT 2014) (15 U.S.C. 637(d)(2) and (3)).
____ (17)(i)  52.219-9, Small Business Subcontracting Plan (OCT 2014) (15 U.S.C. 637(d)(4)).
____ (ii) Alternate I (Oct 2001) of 52.219-9. 

____ (iii) Alternate II (Oct 2001) of 52.219-9. 

____ (iv) Alternate III (OCT 2014) of 52.219-9.
____ (18) 52.219-13, Notice of Set-Aside of Orders (NOV 2011) (15 U.S.C. 644(r)).

____ (19) 52.219-14, Limitations on Subcontracting (NOV 2011) (15 U.S.C. 637(a)(14)).

____ (20) 52.219-16, Liquidated Damages—Subcon-tracting Plan (Jan 1999) (15 U.S.C. 637(d)(4)(F)(i)).

____ (21) 52.219-27, Notice of Service-Disabled Veteran-Owned Small Business Set-Aside (NOV 2011) (15 U.S.C. 657f).

X    (22)  52.219-28, Post Award Small Business Program Rerepresentation (July 2013) (15 U.S.C. 632(a)(2)). 

____ (23) 52.219-29, Notice of Set-Aside for Economically Disadvantaged Women-Owned Small Business (EDWOSB) Concerns (July 2013) (15 U.S.C. 637(m)).

____ (24) 52.219-30, Notice of Set-Aside for Women-Owned Small Business (WOSB) Concerns Eligible Under the WOSB Program (July 2013) (15 U.S.C. 637(m)).

X  (25) 52.222-3, Convict Labor (June 2003) (E.O. 11755).

X  (26) 52.222-19, Child Labor—Cooperation with Authorities and Remedies (JAN 2014) (E.O. 3126). 

X ____ (27) 52.222-21, Prohibition of Segregated Facilities (Apr 2015).
X  (28) 52.222-26, Equal Opportunity (Apr 2015) (E.O. 11246).

X  (29) 52.222-35, Equal Opportunity for Veterans (Jul 2014)(38 U.S.C. 4212). 

X  (30) 52.222-36, Equal Opportunity for Workers with Disabilities (July 2014) (29 U.S.C. 793).

X  (31) 52.222-37, Employment Reports on Veterans (July 2014) (38 U.S.C. 4212).

X  (32) 52.222-40, Notification of Employee Rights Under the National Labor Relations Act (Dec 2010) (E.O. 13496). 
X    (33)(i) 52.222-50, Combating Trafficking in Persons (March 2, 2015) (22 U.S.C. chapter 78 and E.O. 13627).
____ (ii) Alternate I (March 2, 2015) of 52.222-50 (22 U.S.C. chapter 78 and E.O. 13627).
         (34) 52.222-54, Employment Eligibility Verification (Aug 2013). (Executive Order 12989). (Not applicable to the acquisition of commercially available off-the-shelf items or certain other types of 

commercial items as prescribed in 22.1803.)

____ (35)(i)  52.223-9, Estimate of Percentage of Recovered Material Content for EPA–Designated Items (May 2008) (42 U.S.C. 6962(c)(3)(A)(ii)). (Not applicable to the acquisition of commercially available off-the-shelf items.) 

____ (ii) Alternate I (May 2008) of 52.223-9 (42 U.S.C. 6962(i)(2)(C)). (Not applicable to the acquisition of commercially available off-the-shelf items.) 

   (36) (i) 52.223-13, Acquisition of EPEAT® Registered Imaging Equipment (Jun 2014)+(E.O.s 13423 and 13514).

 ____  (ii) Alternate I (Jun 2014) of 52.223-13.

____ (37)(i) 52.223-14, Acquisition of EPEAT® Registered Televisions (Jun 2014) (E.O.s 13423 and 13514).
 ____   (ii) Alternate I (Jun 2014) of 52.223-14.

____ (38) 52.223-15, Energy Efficiency in Energy-Consuming Products (Dec 2007) (42 U.S.C. 8259b).

____ (39)(i)  (i) 52.223-16, Acquisition of EPEAT® -Registered Personal Computer Products (Jun 2014) (E.O.s 13423 and 13514).
____ (ii) Alternate I (Jun 2014) of 52.223-16. 

X   (40) 52.223-18, Encouraging Contractor Policies to Ban Text Messaging While Driving (Aug 2011) (E.O. 13513). 

____ (41) 52.225-1, Buy American--Supplies (May 2014) (41 U.S.C. chapter 83).
____(42) (i) 52.225-3, Buy American--Free Trade Agreements--Israeli Trade Act (May 2014) (41 U.S.C. chapter 83, 19 U.S.C. 3301 note, 19 U.S.C. 2112 note, 19 U.S.C. 3805 note, 19 U.S.C. 4001 note, Pub. L. 

103-182, 108-77, 108-78, 108-286, 108-302, 109-53, 109-169, 109-283, 110-138, 112-41, 112-42, and 112-43.
____ (ii) Alternate I (May 2014) of 52.225-3.
____ (iii) Alternate II (May 2014) of 52.225-3.
____ (iv) Alternate III (May 2014) of 52.225-3.
___    (43) 52.225-5, Trade Agreements (Nov 2013) (19 U.S.C. 2501, et seq., 19 U.S.C. 3301 note).

X   (44) 52.225-13, Restrictions on Certain Foreign Purchases (June 2008) (E.O.’s, proclamations, and statutes administered by the Office of Foreign Assets Control of the Department of the Treasury). 

____ (45) 52.225-26, Contractors Performing Private Security Functions Outside the United States (Jul 2013) (Section 862, as amended, of the National Defense Authorization Act for Fiscal Year 2008; 10 U.S.C. 2302 Note).

____ (46) 52.226-4, Notice of Disaster or Emergency Area Set-Aside (Nov 2007) (42 U.S.C. 5150

____ (47) 52.226-5, Restrictions on Subcontracting Outside Disaster or Emergency Area (Nov 2007) (42 U.S.C. 5150).

____ (48) 52.232-29, Terms for Financing of Purchases of Commercial Items (Feb 2002) (41 U.S.C. 4505, 10 U.S.C. 2307(f)). 

____ (49) 52.232-30, Installment Payments for Commercial Items (Oct 1995) (41 U.S.C. 4505, 10 U.S.C. 2307(f)).

X   (50) 52.232-33, Payment by Electronic Funds Transfer—System for Award Management (July 2013) (31 U.S.C. 3332). 

____ (51) 52.232-34, Payment by Electronic Funds Transfer—Other than System for Award Management (July 2013) (31 U.S.C. 3332). 

____ (52) 52.232-36, Payment by Third Party (MAY 2014) (31 U.S.C. 3332).

____  (53) 52.239-1, Privacy or Security Safeguards (Aug 1996) (5 U.S.C. 552a). 

____ (54)(i)  52.247-64, Preference for Privately Owned U.S.-Flag Commercial Vessels (Feb 2006) (46 U.S.C. Appx. 1241(b) and 10 U.S.C. 2631). 

____ (ii) Alternate I (Apr 2003) of 52.247-64. 

(c) The Contractor shall comply with the FAR clauses in this paragraph (c), applicable to commercial services, that the Contracting Officer has indicated as being incorporated in this contract by reference to implement provisions of law or Executive orders applicable to acquisitions of commercial items: (Contracting Officer check as appropriate.)

_____(1) 52.222-17, Nondisplacement of Qualified Workers (May 2014) (E.O. 13495).

_____ (2) 52.222-41, Service Contract Labor Standards (MAY 2014) (41 U.S.C. chapter 67).
_____ (3) 52.222-42, Statement of Equivalent Rates for Federal Hires (MAY 2014) (29 U.S.C. 206 and 41 U.S.C. chapter 67).

_____ (4) 52.222-43, Fair Labor Standards Act and Service Contract Labor Standards--Price Adjustment (Multiple Year and Option Contracts) (MAY 2014) (29 U.S.C. 206 and 41 U.S.C. chapter 67).
_____ (5) 52.222-44, Fair Labor Standards Act and Service Contract Labor Standards--Price Adjustment (MAY 2014) (29 U.S.C 206 and 41 U.S.C. chapter 67).

_____ (6) 52.222-51, Exemption from Application of the Service Contract Labor Standards to Contracts for Maintenance, Calibration, or Repair of Certain Equipment--Requirements (MAY 2014) (41 U.S.C. chapter 67).

_____ (7) 52.222-53, Exemption from Application of the Service Contract Labor Standards to Contracts for Certain Services--Requirements (MAY 2014) (41 U.S.C. chapter 67).

_____ (8) 52.222-55, Minimum Wages Under Executive Order 13658 (Dec 2014) (E.O. 13658).

`


_____ (9) 52.226-6, Promoting Excess Food Donation to Nonprofit Organizations (MAY 2014) (42 U.S.C. 1792).
_____ (10) 52.237-11, Accepting and Dispensing of $1 Coin (Sept 2008) (31 U.S.C. 5112(p)(1)).

(d) Comptroller General Examination of Record. The Contractor shall comply with the provisions of this paragraph (d) if this contract was awarded using other than sealed bid, is in excess of the simplified acquisition threshold, and does not contain the clause at 52.215-2, Audit and Records--Negotiation. 

(1) The Comptroller General of the United States, or an authorized representative of the Comptroller General, shall have access to and right to examine any of the Contractor's directly pertinent records involving transactions related to this contract. 

(2) The Contractor shall make available at its offices at all reasonable times the records, materials, and other evidence for examination, audit, or reproduction, until 3 years after final payment under this contract or for any shorter period specified in FAR Subpart 4.7, Contractor Records Retention, of the other clauses of this contract. If this contract is completely or partially terminated, the records relating to the work terminated shall be made available for 3 years after any resulting final termination settlement. Records relating to appeals under the disputes clause or to litigation or the settlement of claims arising under or relating to this contract shall be made available until such appeals, litigation, or claims are finally resolved. 

(3) As used in this clause, records include books, documents, accounting procedures and practices, and other data, regardless of type and regardless of form. This does not require the Contractor to create or maintain any record that the Contractor does not maintain in the ordinary course of business or pursuant to a provision of law. 

(e) (1) Notwithstanding the requirements of the clauses in paragraphs (a), (b), (c), and (d) of this clause, the Contractor is not required to flow down any FAR clause, other than those in this paragraph (e)(1)in a subcontract for commercial items. Unless otherwise indicated below, the extent of the flow down shall be as required by the clause—

(i) 52.203-13, Contractor Code of Business Ethics and Conduct (APR 2010) (41 U.S.C. 3509).
(ii) 52.219-8, Utilization of Small Business Concerns (OCT 2014) (15 U.S.C. 637(d)(2) and (3)), in all subcontracts that offer further subcontracting opportunities. If the subcontract (except subcontracts to small business concerns) exceeds $650,000 ($1.5 million for construction of any public facility), the subcontractor must include 52.219-8 in lower tier subcontracts that offer subcontracting opportunities.

(iii) 52.222-17, Nondisplacement of Qualified Workers (MAY 2014) (E.O. 13495). Flow down required in accordance with paragraph (l) of FAR clause 52.222-17.

(iv)  52.222-21, Prohibition of Segregated Facilities (Apr 2015).
(v) 52.222-26, Equal Opportunity (MAR 2007) (E.O. 11246).

(vi) 52.222-35, Equal Opportunity for Veterans (JUL 2014) (38 U.S.C. 4212).
(vii) 52.222-36, Equal Opportunity for Workers with Disabilities (Jul 2014) (29 U.S.C. 793).

(viii) 52.222-37, Employment Reports on Veterans (Jul 2014) (38 U.S.C. 4212).

(ix) 52.222-40, Notification of Employee Rights Under the National Labor Relations Act (Dec 2010) (E.O. 13496). Flow down required in accordance with paragraph (f) of FAR clause 52.222-40.

(x) 52.222-41, Service Contract Labor Standards (May 2014), (41 U.S.C. chapter 67).

(xi) _____ (A) 52.222-50, Combating Trafficking in Persons (March 2, 2015) (22 U.S.C. chapter 78 and E.O. 13627).

_____ (B) Alternate I (March 2, 2015) of 52.222-50 (22 U.S.C. chapter 78 and E.O. 13627).

(xii) 52.222-51, Exemption from Application of the Service Contract Labor Standards to Contracts for Maintenance, Calibration, or Repair of Certain Equipment--Requirements (May 2014) (41 U.S.C. chapter 67.)

(xiii) 52.222-53, Exemption from Application of the Service Contract Labor Standards to Contracts for Certain Services--Requirements (May 2014) (41 U.S.C. chapter 67)

(xiv) 52.222-54, Employment Eligibility Verification (Aug 2013).
(xv)  52.222-55, Minimum Wages Under Executive Order 13658 (Dec 2014) (E.O. 13658).

(xvi) 52.225-26, Contractors Performing Private Security Functions Outside the United States (Jul 2013) (Section 862, as amended, of the National Defense Authorization Act for Fiscal Year 2008; 10 U.S.C. 2302 Note).

(xvii) 52.226-6, Promoting Excess Food Donation to Nonprofit Organizations. (May 2014) (42 U.S.C. 1792). Flow down required in accordance with paragraph (e) of FAR clause 52.226-6.

(xviii) 52.247-64, Preference for Privately-Owned U.S. Flag Commercial Vessels (Feb 2006) (46 U.S.C. Appx 1241(b) and 10 U.S.C. 2631). Flow down required in accordance with paragraph (d) of FAR clause 52.247-64.
(2) While not required, the contractor May include in its subcontracts for commercial items a minimal number of additional clauses necessary to satisfy its contractual obligations.

(End of clause)

The following have been deleted: 

	52.225-6 
	Trade Agreements Certificate 
	MAY 2014 
	 

	252.225-7002 
	Qualifying Country Sources As Subcontractors 
	DEC 2012 
	 


(End of Summary of Changes) 

