Minimum HD Projector Specification
20,000 ANSI Lumens (+/- 10%)
Contrast Ratio: 2,000:1
3-chip DLP® (3 x 0.96" DMD™)
1920 x 1080 pixels native.
Aspect Ratio: 16x9 
Fill Factor: 87%
Lens: Zoom 1.39-1.87 : 1 Ratio
Geometry Correction
Edge Blending
Quad Xenon Lamp
Front to Back Cooling

Picture in Picture:
HDMI 1.4 for Side by Side, Frame Packing & Top Bottom formats.
Dual Pipe processing: two sources in parallel for left and right eyes.
Projector Controller Software
Intuitive user interface for network control
Simultaneous control of user-defined groups of projectors
At-a-glance monitoring of projector status
Source Compatibility:
3GSDI is SMPTE 292M, SMPTE 259M-C and SMPTE 424M compliant.
DVI inputs are HDMI compatible.
Digital Audio Extraction via SPDIF for HDMI sources.
Graphics standards up to 1920 x 1200 at 60Hz via DVI or VGA.
Component Video (SD and HD) via YPrPb, RGB or RGBS.
S-Video (PAL, NTSC & SECAM)
Composite Video (PAL, NTSC & SECAM)
Inputs/Outputs:
DVI-D / DVI-A
HDMI 1.3
3G-SDI
VGA / Analog RGB
Component Video
S-Video
High Bandwidth Ports:
Main - Dual Link DVI-D (accepts graphics standards up to 1920 x 1200 at 120Hz.)
Sub - HDMI 1.4 (including 3D Standards)
Dual Pipe (2 x DVI)
MISC:
3D Sync Out
3D Sync In
LAN
RS232
Wired Remote In
Wired Remote Out
Update Port
9-pin D Sub
3.5mm Stereo Jack
3.5mm Stereo Jack
RJ45
USB Type B
3D Formats Supported:
HDTV Formats Supported
Frame Packing
Dual Pipe
Frame Sequential
Side By Side (half)
Top and Bottom
1080p (23.98Hz, 24Hz, 25Hz, 29.97Hz, 30Hz, 50Hz, 59.94Hz, 60Hz), 1080i (50Hz, 59.94Hz, 60Hz), 1080sf (23.98Hz, 24Hz), 720p (50Hz, 59.94Hz, 60Hz)
Computer Compatibility	Bandwidth
Up to 1920 x 1200	170 MHz on analog RGB
165 Megapixels per second on HDMI and DVI 
297 Megapixels per second on Dual Link DVI
Remote Control/Automation Control:
Addressable IR remote control, wireless and wired with loop-through. 
On-Board invertable keypad
RS232
LAN
Colour Temperature:	 
User selectable from 3200 to 9000K	 
Mechanical Mounting:	 
Front/Rear Table
Front/Rear Ceiling
Adjustable Front/Rear Feet
Rugged, staging tolerant chassis 
[bookmark: _GoBack]Optional frame with integrated pitch, roll and yaw adjustments.	 
Power Requirements: 200-240VAC 50/60Hz single phase 2400W
