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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  
         
SUMMARY OF CHANGES   
 
 
SECTION SF 1449 - CONTINUATION SHEET  
 
SOLICITATION/CONTRACT FORM  
                The required response date/time has changed from 02-Nov-2015 02:00 PM to 09-Nov-2015 02:00 PM.  
 
 
 
The following have been added by full text:  
        ANSWERS TO QUESTIONS 
Question: In section 3.14 of the SOW it is calling for a “ceiling mounted sensor for automatic start”.  Is manual start 
for the blow off system acceptable.  
Answer: Yes.  
 
 
Question: In section 3.17 of the SOW it states “ The air showers shall vent to a self-contained HEPA dust collection 
system to insure the exhaust from the air shower is HEPA filtered”.  Is the use of a pre HEPA filter acceptable. 
Answer:  A requirement has been added to the SOW requireing the use of a pre filter 
 
 
Question: In section 3.19 it states “all motors shall have Variable Frequency Drivers (VFD) with Soft Start 
Protection (noise decible reducer)”.  Can this be removed? 
Answer: The requiremetn for all motors to have Variable Frequency Drivers (VFD) with Soft Start Protection 
(noise decible reducer) has been removed from the SOW. 
 
Question: In section 3.22 it states “air shower shell (interior and exterior) shall be made of steel or aluminum with a 
baked on urethane paint finish, bright white inside”.  Can the unit be powder coated bright white inside and outside? 
Answer: Yes 
  
 
 
 
The following have been modified:  
        STATEMENT OF WORK 

 
Statement of Work (SOW) 

Clothes cleaning and decontamination air showers (6) 
Local OFD #:   N6588815RC61033 

 
1.0  Scope 

 
This SOW is for the procurement and installation of six (6) clothes cleaning decontamination air showers at 
the Fleet Readiness Center Southwest (FRCSW) Naval Air Station North Island (NASNI) in Buildings 472, 
468, 464, and 465 at NASNI  in San Diego, CA 92135-7058.   

 
The Vendor shall deliver, assemble, and install the six (6) air showers in four (4) buildings,  provide training, 
start-up, and commissioning on each as detailed in this SOW. Occupational Safety and Health Administration 
(OSHA) 29 CFR 1910.1027 requires the removal of heavy metal dust including but not limited to cadmium 
from employees’ exterior clothing.  The air showers will be used to remove heavy metal dust from employee’s 
exterior clothing prior to the workers leaving their work area and/or prior to entering break room/lunchroom 
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areas.  Acquiring the air showers is necessary in order to remain in compliance with applicable OSHA 
regulations.   

 
2.0  Applicable documents 

 
The following documents form a part of this specification to the extent specified herein. In the event of a 
conflict between the text of these documents and the specification, the text in this specification will take 
precedence.   

 
2.1  OSHA Safety and Health Standard 29 Code of Federal Regulation (CFR) 1910.1027 
(Standard which applies to all occupational exposures to cadmium and cadmium compounds) 

 
2.2  OSHA Safety and Health Standard 29, (CFR) 1910.242 (B) (standard that requires that 
compressed air used for cleaning purposes be reduced to less than 30 PSIG (pounds per square 
inch gauge, 204 kPa)) 

 
2.3  FRCSW Energy and Water Efficiency Instruction 11300.2F as applicable 

 
2.4  NFPA 70 - National Electrical Code (2008 Edition or latest) 
 
2.5  FRCSW Layout Plans: 

 
2.5.1  Plan #97508, LO4, Building 464, Bay 1  

 
2.5.2  Plan #97508, LO5, Building 465, Bay 5  
 
2.5.3  Plan #97508, LO6, Building 465, Bay 8  
 
2.5.4  Plan #97508, LO7, Building 468, Bay 11 
 
2.5.5  Plan #97508, LO8, Building 468, Bay 12 
 
2.5.6  Plan #97508, L10, Building 472 (Blast Shop) 

 
3.0  Requirements 

 
3.1  Deliver, assemble, and install six (6) single door air shower booths to include the following: 
 
3.2  The air shower shall consist of four (4) main parts: 

 
3.2.1  Cleaning booth with single door 
 
3.2.2  Air Reservoir (240 gallon tank) 
 
3.2.3  Air spray manifold 
 
3.2.4  Exhaust ventilation system 

 
3.3  The interior dimension of the cleaning booth shall be at least: 

 
3.3.1  36” (inches) wide 
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3.3.2  48” (inches) long 
 
3.3.3  80” (inches) high 

 
3.4  The exterior dimension of the cleaning booth shall not be more than:  
   

 3.4.1  52” (inches) wide 
 
3.4.2  52” (inches) long 
 
3.4.3  126” (inches) high 

 
3.5 Project Space dimensions 
  3.5.1  4 feet 6 inches wide 
   
  3.5.2  9 feet long 
 
3.6  The artisan shall have enough space to rotate in front of the air nozzles to perform the 
cleaning process.  

 
3.7  Air reservoir shall enter the booth through an open grate above the door in the ceiling  and 
flow down through the booth floor and exit on the bottom back wall. 
 
3.8  The air reservoir supplies the required air volume to the air nozzles used in the spray 
manifold.  The air reservoir shall be at least 240 gallons and shall have a maximum pressure rating 
of at least 150 PSI. 
 
3.9  The air pressure is regulated to below 30 PSI before being directed toward the individual for 
the clothes cleaning. 
 
3.10  The air spray manifold shall be composed of at least 27 spray nozzles spaced approximately 
2’’ (inches) apart. 

 
3.11  The bottom nozzle is located six (6) inches from the floor and is a circular designed nozzle 
for cleaning the artisan’s work boots.  This nozzle is used in conjunction with an adjustable ball-
type fitting so that it can be directed downward.  The other 26 air spray nozzles are flat fan sprays. 
 
3.12  The 27 air spray nozzles shall deliver at least 450 CFM per minute.  The average cleaning 
time with this clothes cleaning system shall be approximately 18 seconds. 
 
3.13  The exhaust ventilation system is connected to the cleaning booth and is capable of creating 
.02” (inches) negative pressure in the booth at all times.  This shall insure that all of the dust 
removed from an artisan’s soiled work clothes is contained within the cleaning booth before being 
exhausted.  

 
3.14  The entire booth shall have a six (6) inch raised floor with removable fiberglass floor grating 
and lower cleanout pan, ceiling mounted sensor for automatic start. 
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3.15  The air showers shall be Underwriter Listed (UL) #698 for industrial control equipment for 
use in hazardous classified locations 
 
3.16  The air showers shall be Class 1 Division 1 rated as per the National Electrical Code 
(Explosion Proof Upgrade) 
 
3.17  The air showers shall be equipped with a non HEPA pre-filter/primary filter. 
 
3.18  The air showers shall vent to a “self-contained” HEPA dust collection system to insure the 
exhaust from the air shower is HEPA filtered 
 
3.19  Power requirements: 480VAC/3-Phase/60 Hz 
 
3.20  Doors shall have aluminum frames and jambs, clear safety glass, full length piano hinge, 
complete with heavy duty adjustable roller friction latch and with replaceable compression rubber 
door seals on all four sides of the door 
 
3.21  The door shall have a magnetic interlock 
 
3.22  Air shower shell (interior and exterior) shall be made of steel or aluminum with a baked on 
urethane paint finish, bright white inside. 

 
3.23  FRCSW site preparation responsibilities 

 
3.23.1  Provide utilities (power and air)  within 25’ (feet) of the air shower 
 
3.23.2  Any floor preparation work 
 
3.23.3  Clear the work area of tool boxes, lockers, relocate eye wash stations 
 

3.24  Vendor Requirements:  
 

3.24.1  Employees are required to have the following safety items: steel toe safety shoes, 
eye protection, and hearing protection  
 
3.24.2  Dispose of non-hazardous waste and minimize any foreign object damage (FOD) 
in open areas and near active runways that is created during the period of performance. 
 
3.24.3  Must provide all support equipment (cranes, forklifts and lifts) that may  be 
needed to complete project. 
 
3.24.4  Shall be responsible for all equipment and  labor required for unloading, rigging, 
moving, assembly, installation, and hook-up utilities within 25’ (feet) to the utilities of 
the air showers 
 
3.24.5  Shall provide documentation and manuals (operational and maintenance)  for the 
air showers to the DGR.   
 
3.24.6  Maintenance troubleshooting and repair procedures including recommended spare 
parts list 
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3.24.7  Calibration procedures and recommended calibration intervals 
 
 
 
 
4.0  Training: 
 

The Vendor shall coordinate with DGR to provide two (2) days of operator and maintenance training for up to 
ten (10) FRCSW maintenance and production personnel within the normal hours of operation (Mon – Fri 
0600-1400). 

 
4.1  Operator training shall include the following: 

 
4.1.1  An overview and familiarization of the electrical and mechanical system operation 
and functions; normal start-up and shut down procedures; emergency shut down and 
safety precautions; and operator system diagnostic testing and troubleshooting  
 
4.1.2  Function and operation of all electronic and mechanical controls for the system and 
sub-systems, start-up and shut-down of the system 
 
4.1.3  Operator troubleshooting procedures with system analysis to include system 
corrections, recovery procedures and/or emergency procedures 
 
4.1.4  Potential system and sub-systems operation problems analysis to include system 
corrections, recovery procedures and/or emergency procedures 

 
4.2  Maintenance Training:  Maintenance training shall include the following: 

 
4.2.1  An overview and familiarization of the maintenance procedures, preventive 
maintenance, and diagnostic and analysis troubleshooting for all electrical/mechanical 
systems including system schematics and wiring diagrams. 
 
4.2.2  Electrical and mechanical systems component and/or equipment servicing 
procedures to include safety procedures and precautions 

 
5.0  Certificate of Conformance:    

 
5.1 FAR Clause 52.246-15 Certificate of Conformance shall be included in the RFP and subsequent 

contract award. This clause shall be used by the Vendor to certify that all material delivered is in 
compliance with specifications for all AirShowers delivered. 

 
6.0  Final Acceptance Test  

 
After completing the installation, the Vendor and government shall conduct the final acceptance test in 
accordance with the SOW and OSHA requirements.  Should deficiencies exist in the final testing, the Vendor 
shall take immediate steps to correct deficiencies and re-test.  Upon successful completion of testing, the 
Government shall accept full operation and maintenance of the system. 

 
7.0  Delivery and Period of Performance: 

 
The Government requires that all air showers be delivered at the same time. The contractor shall not deliver 
the air showers individually. The Government and Contractor shall coordinate the delivery of all air showers to 
align with the start of the installation timeframe. 
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The Period of performance for the project is 90 days beginning on contract award date.  All work must be 
scheduled to complete within this timeframe.  Any modifications or extensions shall be requested through the 
contracting officer for review and discussion.   

 
8.0  Warranty  

 
A standard commercial warranty shall be provided for a minimum of twelve (12) months (e.g. 365 Days) that 
follows “start-up, system(s) testing, and acceptance/recognition of project completion by the Government.  The 
warranty shall cover all parts/labor of the identified and accepted system and equipment.  This means parts will 
be defect free for one-year under normal operating conditions.  Replacement of said parts shall be at no 
additional cost to the Government.  This shall include: shipping, handling, and any removal or installation 
involved in the replacement of said parts.  Additionally, the warranty shall name FRCSW as the owner of the 
equipment and/or related structures.   

 
 

8.1  Government Points of Contact (POC) 
 
 

8.1.1  Designated Government Representative (DGR)  
Nicole A Ciokiewicz, Code 63120, Bldg. 90-2    
Phone: (619) 545-8103   Email: nicole.ciokiewicz@navy.mil 

 
9.0  Security And Base Access 
 

9.1   The Vendor shall provide the DGR with a completed copy of the SECNAV Form 
5512/1 requiring the full name (first, middle, and last), date of birth, place of birth, 
citizenship, full Social Security Number and driver’s license number etc. of each 
person requiring base access in ordered to facilitate the vetting process required at 
a minimum of fifteen business (15) days in advance of the scheduled site visit.  
Additionally, the Vendor shall send a copy of the clearance request to the 
Designated Government Representative (DGR), at FRC-SW. (SEE BELOW) 

 
9.1  Vetting 

 
Vetting will necessitate advance planning and the timely exchange of the cited 
and/or required information, with the Government. For clarification, the 
procedure requires a minimum of ten (10) business days following receipt of the 
Personally Identifiable Information (PII) and may be subject to heightened 
requirements, without advance notice. 

 
9.2  Check-In 

 
All personnel will be required to “check-in” at the Visitor Control Center (Bldg. 
680), which is located at the Main Gate point-of-entry to Naval Base Coronado 
(NBC), NAS North Island, San Diego, CA, between the hours of 0630-1600. 
Following receipt of a clearance, personnel will then be required to coordinate with 
their sponsor (e.g. DGR) and obtain badges through the FRC-SW Quarterdeck, 
located in Building 94-1. 

 
 

9.3 Rapidgate 
“Rapidgate” is program from Eid Passport Inc., (not affiliated with the US Government) 
that provides a Vendor a credential to gain access to Government facilities. A 
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comprehensive initial background check is conducted on employees of a company before a 
credential is issued to Vendor employees. It provides electronic validation of the credential 
and electronic verification of a Vendor’s specific installation access privileges. Rapidgate is 
not a mandatory requirement for this current requirement. Rapidgate is a voluntary program. 
If a Vendorelects to sign up for Rapidgate the Vendor will be responsible for all initial costs 
involved and for renewal costs if the Vendor decides to renew the program.   

 
10.0 Site Visit  
 
A stie visit will be held on 21 October 2015 from 0930 – 1100 at Naval Air Station North Island (NASNI) in San 
Diego, CA 92135-7058.  Participating contractors shall fill out Attachment 1, SECNAV form 5512, for each 
individual attending the site visit and return to Mica Paulson at mica.paulson@navy.mil no later than 1500 on 15 
October 2015.    
 
Contractors shall meet Technical Representative Nicole Ciokiewicz at the Pass and ID Facility located at the Main 
Gate at Naval Air Station North Island (NASNI) in San Diego, CA 92135-7058 (See Attachment 2, Site Visit Map) 
where she will shuttle all participants to site visit location.  
 
THIS WILL BE THE ONLY SITE VISIT OFFERED FOR THIS REQUIREMENT.  
  
 
(End of Summary of Changes)  
 


