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1. o o and Tolerance (GDAT) are per Y14.5M - 2010,
2 harp edges to 4 132" charnter Vst m.m.‘,m.uuwwﬁﬂ.hah%a ooy |12 | W sema 920 B R
D| = for thread b
A partal thread from antracnee and exit ends of the thread fo the &8 machined minor diameter + 010 -000. From the start of
rread, follow tha tead thiough to the ullform thread. MATERIAL REMOVAL FROM THE NEXT THREAD IS PROHIBITED.
B. The radius at vertex of tool radius and the contour of the full form thread shall be .01 to .03.
€. Tool radius shall be 2-3x thread height.
4. Deleted
5. mensions ldentified with the detta symbol shall be measured, recarded and reported to the contracting agency as required on the as-built
Teaora arawing. This requirement applies In adddion {o other inspection, vecording and reporting requirements dictated by the contract. As sn
- option, the contractor may record as-built dimanaions in a table which ciearly identif drawing dimension, tolerance range, and as buitt ™
Gimensions in lou of the 28 bultrecord drawing. The as bulkt record drawing of @s bul ‘tabi must be tothe 9
agency prior to shipping.
6. Root radius to be tangent with the Rank of the thread. No undercut on thread flank permitted.
7. Record material heat and lot nimbers on as built record drawing ov inspection table (see note 5).
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SEE NOTE 3 STUD - TEST STAND Mark T Soma S/ 2212014
SEE NOTE 38 MATERIAL: AIS| 4340 PER MIL-DTL-24528 TYPE Il COND F _Ir
FINISH 3, § OR 6 WITH THE FOLLOWING MODIFIED PROPERTIES:
YIELD STRENGTH (.02% OFFSET): 170,000 PSI MINIMUM NA} SHIPYARD
TENSILE STRENGTH: 190,000 PS| MINIMUM PUGET SOUND NAVAL
.001 - 011 x 45" CHAM ELONGATION { IN 2 INCH ): 10% MINIMUM CODE 2370
TP REDUCTION IN AREA: 40% MINIMUM ENGINEERING DIVISION
HARDNESS (FORINFORMATION}  40-42RC
CHARPY V.NOTCH IMPACT ENERGY: 25 FT.LBS ( MIN ) AT 70° F /8\ e
- apactied, ot NO DEVIATIONS SHALL BE MADE A
UNLESS OTHERWISE SPECIFIED, ALL OTHER APPLICABLE s . WITHOUT CODE 2370 APPROVAL
R 027 1yp_ REQUIREMENTS OF MIL-DTL-24528 SHALL BE MET. AN EXCEPTION Dscinas. b - —
021 1S PERMITTED FOR REQUIREMENTS SUCH AS TEMPERING TEMPERATURE xx-s1 =
SEENOTE 8 LIMITS WHICH MUST BE ALTERED TO ACHIEVE THE MODIFIEC Ko 2000 Stud - SBST Test Stand _
MECHANICAL PROPERTIES. B e S B
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