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FIXED WINDOW-PCM—1124-FX

43-3/4

FIXED WINDOW-PCM-1124-FX
HEAVY DUTY CLAMP RING
CLEAR ANODI/ZED FRAME (ALUM)
1.7625" THICK PROTECH BALLISTIC
CLEAR GLASS
- LOWSPALL -

HEATED [INTERIOR LAYER
24 VDC, 3.5 WATTS/BMAZ
4=3/74" RADIUS CORNERS
BHD THICKNESS 3/8°
PLATE CUT DIMENSITONS ARE GIVEN
(DEDUCT 316" ALL AROUND
FOR FRAME CLEARANCE )

QY 2 CONE BEAUH OPPASITTE HAND )

FIXED WINDOW-PCM-1124-FX
HEAVY DUTY CLAMP RING
CLEAR ANODIZED FRAME (ALUM)
I.765" THICK PROTECH BALLISTIC
CLEAR GLASS
- LOWSPALL -

HEATED [INTERIOR LAYER
24 VDC, 3.5 WATTS/DMAZ
4=374" RADIUS CORNERS
BHD THICKNESS 38"

PLATE CUT DIMENSTONS ARE GIVEN
(DEDUCT 316" ALL AROUND
FOR FRAME CLEARANCE )

Qry 1

HEAVY DUTY CLAMP RING
CLEAR ANODIZED FRAME (ALUM)
[.765 THICK PROTECH BALLISTIC

CLEAR GLASS
“LOWSPALL -
4=3/4" RADIUS CORNERS
BHD THICKNESS 57327
PLATE CUT DIMENSITONS ARE GIVEN
(DEDUCT 37167 ALL ARCUND
FOR FRAME CLEARANCE )
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FIXED WINODOW-PCM—-1124-FX
HEAVY DUTY CLAMP RING
CLEAR ANODI/ZED FRAME (ALUM)
1.765 THICK PROTECH
BALLISTIC CLEAR GLASS

-LOWSPALL -
4=3/4" RADIUS CORNERS
BHO THICKNESS 57327
PLATE CUT DIMENSTONS ARE GIVEN
(DEDUCT 37167 ALL AROUND
FOR FRAME CLEARANCE )
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FIXED WINDOW-PCM-1124-FX
HEAVY DOUTY CLAMP RING
CLEAR ANODI/ZED FRAME (ALUM)
L.765 THICK PROTECH
BALLISTIC CLEAR GLASS

-LOWSPALL -
4=-3/74" RADIUS CORNERS
BHD THICKNESS 57327
PLATE CUT DIMENSTONS ARE GIVEN
(DEDUCT 316" ALL AROUND
FOR FRAME CLEARANCE )
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FIXED WINDOW-PCM-1124-FX
HEAVY DUTY CLAMP RING
CLEAR ANODIZED FRAME (ALUM)
[.765 THICK PROTECH
BALLISTIC CLEAR GLASS

-LOWSPALL -
4=3/4" RADIUS CORNERS
BHD THICKNESS 5327
PLATE CUT DIMENSTONS ARE GIVEN
(DEDUCT 316" ALL AROUND
FOR FRAME CLEARANCE )

Qry 1

FIXED WINODOW-PCM-1124-FX
HEAVY DUTY CLAMP RING

CLEAR
l.

BALLISTIC CLEAR CLASS

4=-3/74" RADIUS CORNERS
BHD THICKNESS 5/32"
PLATE CUT DIMENSIONS ARE CIVEN
(DEDUCT 316" ALL ARDUND
FOR FRAME CLEARANCE)

ANODIZED FRAME (CALUM)
/65 THICK PROTECH

—LOWSPALL -

ary 2

v

FIXE

HEAVY DUTY CLAMP RING

CLEAR

1.765" THI

HEATED INTERIOR LAYER

24

4-3/4" RADIUS CORNERS
BHO THICKNESS 57327

PLATE C

(DEDUCT 37167 ALL ARCUND
FOR FRAME CLEARANCE )
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0 WINDOW-PCM=1124-FX

ANODIZED FRAME (CALUM)

CK PROTECH BALLISTIC GLASS
- LOWSPALL -

VDC, 3.5 WATTS/DMAZ

JT DIMENSTONS ARE GIVEN
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1 .REVISED WINDOW NOTES
2 PLACED WINDOWS IN ORDER OF LETTER CALL OUTS

11/19-07
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1 .RESIZED WINBOW CA) BY 12" SMALLER ON INBD. SIDE
2 RESTZED WINDOW (B> BY 12" SMALLER [N OUTBO. STDES

11,307
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ZONE DESCRIPTION

DATE

BY

REVISIONS

GLADDING-HEARN StIPBUILDING

DUCLOS CORPORATION

| Riverside Avenue, Somerset, Ma.

SHEET

[ OF 1

HULL NUMBER

370-381

64 FOOT S/EV

DWG NAME

WINDOW SCHEDULE
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