
                                                                        Specifications 
                                                Fabrication of 4 (Aluminum) Aluminum Baskets 
These baskets will be used for the underwater recovery of soil, salvage items, evidence, artifacts as 

well as human remains from crash sites that occurred during past conflicts. 
                                                              Delivery Date 27 April 2015 
 
1.  The overall size of the basket without the lid including aluminum ribs/braces is 40"High x 75.5"Long x 
51.5" Wide.  The basket lining needs to be constructed of expanded aluminum with no more than ¼” 
gap or opening at any given place on the structure.  This needs to allow sufficient drainage of water and 
material less than ¼” in size.  The lifting points on each corner are 4" wide x 7" long, welded directly to 
the basket with a hole in the center able to accommodate a 1.5 inch diameter shackle.  The thickness of 
the lifting points should be 1/2 “.    The welds must be rated to lift 5000 lbs.   Note: the baskets are 
Aluminum.   There is no angle iron and the thickness of the aluminum angle is 3/16” to ¼”.   
 
2.  The very bottom of the basket has bracing (outside the basket) 4" wide all the way around.  The 
length between the bottom brace and the next brace up is 12".  The length between the second brace 
and the third brace up is 9.5" and the length between the 3rd brace and the top brace is 12 inches.  The 
bottom of the basket has three 2” wide x 3/16” thick cross braces which run down the long axis.  
Running down the short axis of the bottom there are four rectangular Aluminum tubes, each are 2” x 
4” and 3/16” thick.  The first and last braces marry up to the ends of the basket.  Each bottom brace is 
approximately 1 ‘‐ 9” apart from each other.    
 
3.  The vertical bracing is 4" Wide x 36" Long (4 corners, 1 on each end and 2 on each side) as shown in 
the photo provided.  The vertical support members are:  Corners are 3”x 3” & 3/16” Thickness; 
intermediate:  3/16”.  The aluminum angle horizontal and cross bracing is 3/16” thickness.   There is a 
1/8” aluminum and a 3/8” gap stainless steel expanded aluminum basket lining.  The expanded 
aluminum is made of flat material, not raised.  The bottom of the basket is lined with this material as 
well.   
 
4.  The Lid fits over the basket with the lifting points protruding through the holes to accommodate the 
1.5 inch diameter shackles.  The lining of the lid should mirror that of the basket, i.e. expanded 
aluminum with no greater than ¼” gap at any point.  The overall dimensions of the lid is 48" Wide x 
71.5" Long with the bracing completely around approximately 2‐3 inches wide.  The opening cut into the 
lid at the front end is 6" Wide x 10" Long.  The thickness of the exterior frame is 2”.   The inside 
dimensions of the lid are 44 ½” x 69 ½”.  The lid also has the same expanded aluminum lining as the 
aluminum basket.  The original diagram/photo indicates a thicker piece of aluminum spanning the 
“top section on the left side along with section of stainless steel tubing and tubing on the end”.  THIS 
IS NOT A REQUIREMENT.   This detail is on both sides of the basket.   The aluminum on the lid is the 
same expanded aluminum as the basket itself.    
 
NOTE:  No painting of any kind is required for these baskets.   
            Additionally these baskets will be utilized underwater so please utilize a type and 
gauge of aluminum that will sufficiently withstand the implied elements. 
 




