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CONTRACT DRAWINGS 

RM12‐2137 PLANS: 

NAVFAC Drawing Nos. 13070952 (G‐101), 13070953 (G‐102), 13070959 (G‐108), and 13071066 (C‐512) are revised as of 

June 8, 2015.  These revised drawings accompany this Amendment.   

The limits of the batch plant area shown west of the Presidential Hangar shall be revised.  Sketch SK‐001 dated 6/11/15 and 

titled Revised Batch Plan Area shows the revised Batch Plant Area and accompanies this Amendment. 

On NAVFAC Drawing No. 13070955 (G‐104): 

DELETE Note 16 related to grooving.  The grooving limits are revised to limit grooving to the runway‐runway intersection.   

On NAVFAC Drawing No. 13070956 (G‐105): 

DELETE Note 11 related to grooving.  The grooving limits are revised to limit grooving to the runway‐runway intersection.   

On NAVFAC Drawing No. 13070957 (G‐106): 

DELETE General Note 34.  See NOTE TO CONTRACTOR on Sheets C‐501, C‐502, and C‐503 for origin/basis of pavement layer 

information. 

On NAVFAC Drawing Nos. 13071038 (C‐401), 13071039 (C‐402), 13071040 (C‐403), 13071041 (C‐404), 13071042 (C‐405), 

13071043 (C‐406), 13071044 (C‐407), 13071045 (C‐408), and 13071046 (C‐409): 

DELETE Construction Note “1. HATCH AREAS FOR THE PCC REPAIRS DO NOT REPRESENT THE PHYSICAL AREA OF REQUIRED 

REPAIRS.”  REPLACE with Construction Note “1. HATCH AREAS FOR PCC REPAIRS SHOWN ON THIS PLAN ARE NOT TO SCALE.  

HATCH AREAS DO NOT REPRESENT THE PHYSICAL AREAS REQUIRED FOR REPAIRS.  SEE TYPICAL FULL DEPTH REPAIR AND 

TYPICAL PARTIAL DEPTH REPAIR DETAILS FOR REPAIR AREA DIMENSIONS.”   

On NAVFAC Drawing No. 13071052 (C‐425): 

For General Note 2, DELETE the text “SEE APPENDIX D FOR PHOTOGRAPHS AND APPENDIX F FOR STRUCTURAL DRAWINGS.”  

Excerpts from the referenced report that relate to Catapult 159 are included with this Amendment.  

For Demolition Note 2, DELETE the text “THEREFORE, DEMOLISHING CATAPULTS 108, 108A, 119, AND 159 WILL REQUIRE 

THAT ALL WORK BE PERFORMED AT NIGHT WHEN RUNWAY 14‐32, TAXIWAY ECHO, AND POTENTIALLY TAXIWAY CHARLIE 

CAN BE SHUT DOWN.”  Delete the text “THE CONTRACTOR WILL NEED TO TAKE INTO CONSIDERATION THAT THEY WILL 

NOT BE GRANTED ACCESS TO THE AIRFIELD TO WORK ON NIGHTS WHEN AIR OPERATIONS REQUIRES RUNWAY 14‐32 TO BE 

OPERATIONAL.”  

On NAVFAC Drawing No. 13071064 (C‐510): 

For Detail 2, fix note for crack repair; DELETE the word “ROUT” and REPLACE with “SAW”. 

On NAVFAC Drawing No. 13071064 (C‐510): 

For Detail 2, DELETE the word “ROUT” and REPLACE with “SAW”. 

On NAVFAC Drawing No. 13071080 (E‐001): 

DELETE the word “EXISTING” from “DESCRIPTION,” “NUMBER AND LAMP TYPE,” “ISOLATION TRANSFORMER FAA AC 

150/5345‐47” and “MOUNTING” columns for Fixture Symbols F, G, and H. 
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On NAVFAC Drawing No. 13071087 (ED105): 

DELETE the last sentence from Demolition Notes 3, 5, and 7. 

On NAVFAC Drawing No. 13071091 (ED109): 

DELETE the last sentence from Demolition Notes 1, 2, and 3. 

On NAVFAC Drawing No. 13071098 (EA105): 

REVISE the last sentence from Demolition Note 7 FROM “PROVIDE AND INSTALL EXISTING SEMI‐FLUSH, BI‐DIRECTIONAL 

RUNWAY CENTERLINE LIGHT SAVED FROM DEMOLITION.” to read, “PROVIDE SEMI‐FLUSH, BI‐DIRECTIONAL RUNWAY 6‐24 

CENTERLINE LIGHT AND ISOLATION TRANSFORMER.” 

On NAVFAC Drawing No. 13071098 (EA105): 

REVISE the last sentence from Demolition Note 10 from “PROVIDE AND INSTALL EXISTING BI‐DIRECTIONAL RUNWAY EDGE 

LIGHT FIXTURE AND ISOLATION TRANSFORMER SAVED FROM DEMOLITION.” to read, “PROVIDE BI‐DIRECTIONAL RUNWAY 

6‐24 EDGE LIGHT FIXTURE AND ISOLATION TRANSFORMER.” 

On NAVFAC Drawing No. 13071102 (EA109): 

REVISE the last sentence from Demolition Note 2 FROM “PROVIDE AND INSTALL EXISTING SEMI‐FLUSH MOUNTED, BI‐

DIRECTIONAL RUNWAY 6‐24 CENTERLINE LIGHT AND ISOLATION TRANSFORMER SAVED FROM DEMOLITION.” to read, 

“PROVIDE SEMI‐FLUSH, BI‐DIRECTIONAL RUNWAY 6‐24 CENTERLINE LIGHT AND ISOLATION TRANSFORMER.” 

On NAVFAC Drawing No. 13071102 (EA109): 

REVISE the last sentence FROM Demolition Note 4 from “PROVIDE AND INSTALL EXISTING SEMI‐FLUSH, BI‐DIRECTIONAL 

RUNWAY CENTERLINE LIGHT SAVED FROM DEMOLITION.” to read, “PROVIDE ELEVATED, BI‐DIRECTIONAL RUNWAY 6‐24 

EDGE LIGHT FIXTURE WITH FRANGIBLE COUPLINGS AND ISOLATION TRANSFORMER.” 

On NAVFAC Drawing No. 13071110 (EA503): 

DELETE Note 4 from “BASEMOUNTED SEMI‐FLUSH RUNWAY OR TAXIWAY LIGHT FIXTURE INSTALLATION (DEEP BASE)” 

detail. 

On NAVFAC Drawing No. 13071110 (EA503): 

REVISE note on “BASEMOUNTED SEMI‐FLUSH RUNWAY OR TAXIWAY LIGHT FIXTURE INSTALLATION (DEEP BASE)” detail 

from “LIQUID TIGHT NON‐METALLIC FLEXIBLE CONDUIT” to ““LIQUID TIGHT METALLIC FLEXIBLE CONDUIT”. 

 

SPECIFICATIONS:  RM12‐2137 

SECTION 01 50 00 TEMPORARY CONSTRUCTION FACILITIES AND CONTROLS 

For Section 3.6.1, DELETE the wording for this section.  A field office for the Government Resident Engineer is not required.    

SECTION 02 41 00 DEMOLITION AND DECONSTRUCTION 

For Part 3 EXECUTION, add the attached report excerpts for Catapult 159 demolition.  The Basis of Design Report is dated 

March 30, 2012, and is titled Demolish Catapults 108, 108A, 119, 159, and Building 205 at Naval Air Station, Patuxent River, 

Maryland. 
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SECTION 31 23 00.00 20 EXCAVATION AND FILL 

For Section 2.1.5, DELETE the text “GW, GP, GM, SW, SP, SM”.  REPLACE with “GW, GP, SW, SP, SM”. 

For Section 3.4.1, DELETE the last sentence “Bids shall be based on replacing approximately 120,000 square yards, with an 

average depth of 12 inches at various locations.” 

SECTION 32 01 19.61 RESEALING OF JOINTS IN RIGID PAVEMENTS 

For Section 2.1 MATERIALS, DELETE Sections 2.1.1.1 and 2.1.1.2. 

SECTION 32 13 11 CONCRETE PAVEMENT FOR AIRFIELDS AND OTHER HEAVY‐DUTY PAVEMENTS 

For Section 1.5.6, DELETE the text “[near the job site, but not as part of the production pavement area.] [as part of the 

production paving area at an outer edge as indicated on the drawings.]”  INSERT the text “as part of the production paving 

area at an outer edge, as approved by the Contracting Officer.” 

For Section 1.5.6.1, DELETE the text “one paving lane at least 400 feet long”.  INSERT the text “two paving lanes, each lane 

at least 100 feet long”. 

For Section 1.5.6.2, DELETE the text “The first 400 feet”.  INSERT the text “The first 100 feet”. 

SECTION 33 40 00 STORM DRAINAGE UTILITIES 

For Section 2.3.1, DELETE the text “UNDER SECTION 03 30 00 CAST‐IN‐PLACE CONCRETE”, and REPLACE with “UNDER 

SECTION 32 13 11”. 

SECTION 34 43 00.00 20 AIRFIELD LIGHTING 

For Section 3.2, DELETE the text “SECTION 03 30 00 CAST‐IN‐PLACE CONCRETE”, and REPLACE with “UNDER SECTION 32 13 

11 CONCRETE PAVEMENT FOR AIRFIELDS AND OTHER HEAVY‐DUTY PAVEMENTS”. 

 


