
8'-0" AFF
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EXISTING CMU WALL

CANT

ICE AND WATER SHIELD

3/4" FRT EXTERIOR
PLYWOOD SHEATHING

JOIST HANGER

2 x 12 PRESSURE TREATED
LEDGER

2 x 12 PRESSURE TREATED JOIST @
24" O.C. - INSTALL @ 1/2" PER FOOT
SLOPE FOR POSITIVE DRAINAGE

3/4" FRT EXTERIOR
PLYWOOD SHEATHING -
INSTALL DURING PHASE 1
CONSTRUCTION

NOTE:  INSTALL LEDGER, HANGERS, CEILING
JOISTS, PLYWOOD SHEATHING, AND ICE AND
WATER SHIELD DURING PHASE 1 CONSTRUCTION
TO PROVIDE TEMPORARY PROTECTION TO
ELECTRICAL ROOM.  AFTER NEW ROOF
STRUCTURE AND MEMBRANE IS INSTALLED IN
PHASE 3, REMOVE PLYWOOD FROM FACE OF
VERTICAL WALL AND COMPLETE WALL UP TO ROOF
DECK IN ACCORDANCE WITH THE SCHEDULED
PARTITION TYPE.  ADDITIONALLY, AFTER NEW
ROOF STRUCTURE AND MEMBRANE IS INSTALLED
IN PHASE 3 AND BUILDING IS WEATHER-TIGHT,
REMOVE TEMPORARY CEILING CONSTRUCTION IN
ITS ENTIRETY.
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SCALE:  1 1/2" = 1'-0"D2 TEMPORARY CEILING AT ELECTRICAL ROOM
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