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Are there any SCIF, Open Secret Storage, or Closed Secret 
Storage spaces in the building? If so, please delineate boundaries 
of these spaces on the floorplans. 

The entire new facility's 
interior is classified as 
Open Secret Storage. 

Direction on MV electrical utilities seems conflicting. There is 
direction to the contractor on MV electrical utilities, but there is 
also direction to have the local electrical utility provider provide 
MV electrical. For example, in G4010, the RFP directs the 
contractor to provide a new power pole, however in section 
G401005, TOWERS, POLES, CROSSARMS, AND 
INSULATORS, The RFP reads, "Not used, provided by local 
utility." Please clarify whether the local utility provider shall 
provide MV electrical, or if it is the responsibile of the contractor to 
provide MV electrical. 

The site medium voltage 
(MV) system is owned 
and operated by the 
Base.  The Contractor 
shall provide the 
extension to the new 
facility as described in 
the Engineering System 
Requirements (ESR) 
G4010 ELECTRICAL 
DISTRIBUTION.   

Is there a requirement for Photovoltaic (PV) systems to be 
installed for this project?  

There is no requirement 
for a PV system for this 
project. Disregard the 
Prescriptive Technical 
Specifications (PTS) 
G40 concerning PV 
unless a voluntary 
system is provided. 

Is there any further information available regarding the fiber optics 
that are to be relocated, such as sizing, quantities, etc.? 

It is believed to be 96-
strand fiber that is part 
of the outdoor SIPRnet 
Protected Distribution 
System (PDS).   The 
Designer of Record will 
need to verify and 
document  this 
requirement. 

  



 
Sheet A-102, P-166 RFP Second Floor Plan - Base Bid and Sheet 
A-103, P-166 RFP Second Floor Plan - Bid Option 1: Please 
confirm the Balcony on 2nd floor is not required to be included as 
half-area as part of 2nd floor GSF per UFC 3-101-01.  The area 
does not appear to be included in the Area Summary on the page. This is correct. 
Sheet A-101, P-166 RFP First Floor Plan - Base Bid: Please 
provide additional detailed description of requirements for 
overhead hoists/weight lifting equipment noted in Key Note 6. 

Please read note 6 
carefully and consult 
with your Designers Of 
Record.  The issue is 
equipment access and 
movement. 

Please verify the requirement for 24 hours of battery backup for 
UPS system. Typically UPS systems are rated in minutes and are 
used for very brief outages before a source such as a generator 
can pick up the load.  

Provide 24 hour backup 
for the Electronic 
Security Systems (ESS) 
per UFC 4-021-02.  The 
UPS is not required.  
Batteries within or 
associated with the 
equipment panels and 
rack mounted power 
supplies may be used.  
Emergency illumination 
battery capacity shall be 
for 90 minutes in lieu of 
60 minutes. 

Are the air conditioning systems within the telecommunications 
rooms required to be on UPS? 

No. 
The RFP references to connections at Building 3854 for ESS, 
Telecom, and the incoming electrical service connection point. 
What is the approximate distance between the project site and 
Building 3854? Please provide supporting maps showing the 
relationship of these two buildings and the utilities necessary to 
connect to. 

Building 3854 is 
immeditely adjacent to 
the new facility.  Refer to 
drawing CS101 P-166 
Site Plan.  See ESR 
G4010 Electrical 
Distribution for its 
narrative.  The existing 
riser pole is not labeled 
on CS101, but is shown 
in the upper left 
quadrant of the drawing.  
It had an "Ex" line 
symbol leading up 
towards building 3854. 

Please provide clarity on the intentions of Bid Options 1 and 2.  
The drawings provided are somewhat confusing as to what 
NAVFAC is looking for.  I read them to be mutually exclusive 
options - please verify. 

They are mutually 
exclusive.  See 
Amendment No. 1 

Is a oil-minder type elevator sump pump acceptable in lieu of 
using an oil interceptor  

The contractor can 
provide either an 
oil/water separator or an 
oil-minder type elevator 
sump pump. If the oil-
minder is chosen, 
provide a visual and 
audible alarm at the 
quarter deck. 

  



 
what is the design weight of the each pallet? How many pallets 
are stacked in height? How wide is each pallet?  

These storage units 
approx. 30" deep and 
60" wide w/ a maximum 
shelf weight of 2000 lbs.  
The maximum total 
weight for each unit is 
approximately 13,000 
lbs.  The maximum 
stackable height shall be 
determined by  the FFE 
process. 

As part of the bid options on this project, Part 3, Chapter 1 of the 
RFP requires the D/B team to "structure the first floor roof, 
associated walls and foundation … to receive a future fully 
enclosed second floor similar in construction to the rest of the 
building".  As part of these bid options, is the D/B contractor 
required to pour the concrete slab at these locations of the roof 
which are to be designed for future expansion? 

yes 
The solicitation states that the proposal is to include a "conceptual 
exterior building elevation of both the warehouse building and the 
administrative building."  As this project only includes the 
administrative building, is an elevation of the adjacent existing 
warehouse required? 

no 
Please provide the construction type, occupancy type, floor plan, 
exterior wall sections, wall ratings and ATFP occupancy 
classification for the adjacent P-165 Warehouse. Will PDF's  provide in 

Amendment No. 1 
Part 3, Section B201002 is confusing with regards to the 
acceptable exterior wall back-up materials.  Part 3, Chapter 1, 
Page 1 states that "exterior walls shall be an insulating cavity wall 
construction type consisting of reinforced concrete masonry, rigid 
insulation, air space with various veneers ..."  Please confirm that 
non-load bearing concrete masonry shall be used for exterior wall 
back-up materials. 

Review ATFP 
requirements w/ your 
Designers of Record.  
Non-load bearing 
concrete masonry for 
the exterior wall back-
up material is one 
acceptable option. 

Sheet A-201 shows interior and exterior doors labeled as 
"aluminum door & frame".  Part 3, Sections B203001 and 
C102001 specify steel doors and frames.  Please clarify. 

See ESR 203002 
Glazed Doors. 

Please confirm if wire mesh cages are part of the construction 
contract or FF&E budget. The Wire Mesh Cages 

are a part of the 
Construction Contract. 

Part 3, Chapter 5 Room Requirements for Room 101-Quarterdeck 
specify an aluminum frame recessed mat for the entire room.  
Please clarify if this is to encompass the entire room or along the 
path of travel into the building for the length of the entire room. 

See Amendment No. 1 

  



 
Roadways and other Pavements: states that Porous concrete 
pavement shall not be used.  Storm Water Management: states 
that permeable pavement/pavers are a viable strategy for LID.  
With such tight site constraints, permeable concrete may be 
required in order to meet storm water requirements.  Is porous 
concrete acceptable? 

In accordance G2010, 
porous pavement is not 
permitted. 

Please provide CAD files of the existing site survey. AutoCAD files will be 
made available upon 
request after award.  
See Spec section 01 30 
00 paragraph 1.11. 

There is no parking indicated on the site plan.  Where are the 
building occupants to park their vehicles? Parking for the building 

is not included for this 
project. 

Two pedestrian gates with card readers are required.  Where 
should they be located.  Which way will the building occupants 
access the site (from a parking facility)? 

See sheet A-101 for 
pedestrian layout 

The RFP does not properly address pedestrian access to and from 
the site.  Should sidewalk be considered along Gator Blvd.?  If 
parking is provided on the south side of Gator Blvd. a pedestrian 
crossing will be required. 

This project does not 
include sidewalk or 
additional parking.  
Please see sheet CS-
101 

Is the water meter to be installed inside of the building?  RFP says 
to provide a meter box which indicates an outside water meter 
installation. 

Provide water meter in 
accordance with 01 33 
29.05 20 section 1.6.9, 
G 301002, and D202003 
1.6, and G301002 1.6. 

RFP states to evaluate the capacity of the existing collection 
system.  Does this include the capacity of the pump station?  If so 
please provide pump station information. 

The capacity evaluation 
does not include an 
investigation of the 
pump station. 

RFP states to prepare the stormwater design taking into 
consideration the P-165 warehouse area.  Please provide the 
drainage calcualtions for P-165. Please see the attached 

Amendment for the P-
165 calculations. 

Please provide the construction doucments, CAD files, for 
Building P-165.   We will provide PDF's of 

the P-165 Warehouse in 
Amendment No. 1. 
DWG files of P-165 will 
be made available upon 
request after Award.  
See spec section 01 30 
00, paragraph 1.11. 

Please provide information of the existing storm drainage system 
located south of the site, 27" RCP; Rims, Inverts, Flow Direction, 
Drainage Areas. Please see Sheets C001 

and C101 

  



 
Is the storm water management facility, located across Gator 
Blvd., intented to be a wet pond?  If so, good design practice 
requires that vehicular barrers be provided around, or in front of, 
the SWM faciltiy to prevent vehicular traffic from entering the 
SWM facility. Please confirm that vehicular barriers are required 
at this SWM facility. 

The designer of record 
shall determine types of 
storm water 
management facilities to 
be used.   Provide a 
system in accordance 
with G303007. 

The proposed storm water managemet facility, located across 
Gator Blvd.,  Shows the relocation of an existing water line.  It 
does not depict the relocation of an existing 27" RCP storm pipe 
indicated on sheet C101.  The depth of the facility may expose 
this existing storm pipe.  Shall we consider the relocation of the 
existing storm pipe? 

The designer of record 
shall determine what 
changes, if any, are 
required of the existing 
system.  Provide a 
system as called for in 
section G30 system 
requirements 

The storm water management facility shown to the south and east 
of the building(s) is in conflict with existing utilities, storm sewer, 
gas and water.  Relocating these utilites are not indicated on the 
drawings.  Should we consider utility relocation of the utilies or 
consider stormwater management elsewhere? 

The Designer of Record 
shall determine what if 
any existing utilities 
need relocation based 
on where the DOR 
determines the 
stormwater management 
facilities are placed.  
Provide a system as 
called for in section G30 
system requirements. 

Meeting State Stormwater requirements will be challenging.  Can 
we incorporate a stormwater management strategy under the 
cellular concrete pavement for the fire department access road? Provide a system in 

accordance with  
G201090 and G303007. 

The fire department access road does not conform to NFPA 
requirements.  A 28' turning radius is required which conflicts with 
the buildings and site constraints.  What site constraints can be 
realxed in order to comply with NFPA?   Provide a system as 

shown on sheet CS101 
of the RFP. 

An electrical transformer pad is not indicted on the site plan, and 
there is no available space for an electrical transformer. What site 
constraints can be relaxed or modified in order to locate the 
transformer pad on the building site? 

The successful Design-
Build (DB) Contractor 
shall make room and 
integrate the 
transformer, and other 
site electrical element's, 
position(s) within the site 
in a manner that will 
compliment the facility's 
mission.  The ESR G40 
section suggests to 
locate the transformer 
just outside the main 
electrical room. 

What type of vehicles are anticipated along the west side of the 
building, fort lift, pickup trucks, delivery vehicles?  It appears that 
bollards at the building corners will be required and the "driveway" 
width will not be adequate. Forklift traffic only 

  



 
Sheet A-101, east side of the building, shows what appears to be 
sidewalks at the door locations crossing over the subsurface 
stormwater management facility.  Sheet CS101 does not show 
any sidewalk in this area.  What layout is intended?  See A-101 & coordinate 

at the Concept Design 
Workshop. 

The site is extremely tight with a lot of impervious area and there 
is not much space for site modifications.  Can additional storm 
water management facilities be placed in areas not currently 
indcated on the site plan?  What flexibilty do we have with site 
plan setbacks in order to meet storm water management 
regulatons?   

The Contractor is not 
allowed to use any areas 
not shown in the RFP.  
Site plan setbacks are to 
conform to the RFP. 

The RFP requires the fire alarm system to include a "fire alarm 
radio transmitter." A previous solicitation for this base referred to a 
Digitize DET-16 telegraphic transmitter and a mass notification 
transceiver capable of communicating with the base-wide Cooper 
Wheelock mass notification system. Please clarify what provisions 
are required for fire alarm and mass notification system 
transmitters. Please specify a point of connection to the existing 
100 milliamp Gamewell loop or provide utility drawings which 
depict loop in vicinity of P-166.  

Provide a DET-16 
transmitter and a mass 
notification transceiver 
capable of 
communicating with the 
base-wide Cooper 
Wheelock mass 
notification system.  
Utility drawings are not 
available. 

The RFP appears to require a fire pump. If preliminary hydraulic 
calculations based on the flow test data suggest that a fire pump is 
not required to meet sprinkler design criteria, can the fire pump be 
eliminated from the design? 

If calculations show a 
fire pump is not 
required, it can be 
eliminated. 

The RFP requires an electric driven fire pump. UFC 3-600-01 
paragraph 3-6.4 permits electric driven pumps where electric 
power is available from either a "reliable" single source or from 
two independent sources; otherwise, fire pumps must be diesel 
driven. Is site electric power considered "reliable" per the UFC? 
Otherwise, is a generator required to provide an alternate source 
of power or can a diesel pump be considered? 

Site electric power is 
considered reliable. 

Assuming an infinite bus this will preclude the use of Loadbreak 
separable elbows on the pad mounted switch and the pad 
mounted transformer.   Please confirm the use of 600A deadbreak 
elbows or live front gear is acceptable. 

The infinite bus 
comment was intended 
for sizing the interrupting 
ratings of equipment on 
the secondary side of 
the project transformer.  
We believe the available 
fault current on the 
primary to be less than 
7000 A.  The designer of 
record shall 
coordinate/validate this 
through NAVFAC UEM-
Electrical.  POC Mr. 
Kevin Magnone 757 
462-5384.  Deadfront 
construction with 
loadbreak elbows is 
preferred for the 
transformer primary 
connections. 

  



 
Identify the location of the main telecomm room in builidng 3854.   
Identify the point the proposed duct banks will penetrate the 
exterior wall and how many linear feet to the main telecomm 
room.   Will new conduits and cable be routed through an 
accessible crawl space, or through existing finished spaces. 

The best or most cost-
efficient manner to 
extend the raceway and 
underground ductbank 
will need to be 
investigated by the 
designer of record.  

Re: IA PUB 5339-22:  Define the limits of the CAA, LAA, RAA, 
and UAA for this facility. 

Refer to Part 6 
attachments E-101 and 
E-102 P-166 Security 
Plans Base Bid and 
applicaple sections of 
ESR D50 and G40.  The 
entire building and 
secure perimeter, up to 
the fence, is controlled 
and monitored by the 
electronic security 
system (ESS).  The 
building site is located 
on a military Base.  The 
Designer of Record shall 
define/validate the 
appropriate areas cited 
per IA PUB 5239-22. 

This section requires the energy efficiency must be in accordance 
with UFC 1-200-02, High Performance Sustainable and Building 
Requirements.  UFC 1-200-02 references ASHRAE 90.1-2010 for 
all Navy projects starting after July 9, 2014.  Factor 2 - Energy 
and Sustainability Design references ASHRAE 90.1-2007 has the 
baseline for energy reduction calculations.  Please clarify which 
reference is correct. 

Energy efficiency shall 
be in accordance with 
UFC 1-200-02 which 
references ASHRAE 
90.1-2010. 

The single duct variable-air-volume (VAV) system described does 
not included a dedicated outdoor air system (DOAS).  UFC 3-410-
01 requires a DOAS for all new construction and major 
renovations projects when the total outdoor air requirements 
exceed 1,000 CFM.  This project will exceed 1,000 CFM of 
outdoor air.  Will a DOAS be required for the VAV system? 

No, a DOAS will not be 
required for the VAV 
system. Consider energy 
recovery for 
pretreatment of outdoor 
air. 

The VAV boxes described are series fan powered boxes.  Will 
single duct boxes or parallel fan powered boxes be allowed? 

No, only series fan 
powered boxes are 
allowed. 

This section includes the statement "Economizer cycles shall not 
be used".  ASHRAE 90.1 requires economizer in this climate 
zone.  If economizers are not allowed for the design (proposed) 
system can we exclude economizer cycles from the baseline 
system energy model? 

Economizer cycles shall 
be allowed for the 
proposed design. 
Baseline system will 
require an economizer 
cycle. 

  



 
Will this room be required to maintain space temperature while 
dryers are in operation?  If so please provide information on 
dryers to be installed (heat source, lbs/day, etc.) 

Laundry room will be 
required to maintain 
space temperature. 
Base calculations on 
typical medium duty 
dryers at eight loads per 
day. 

Please provide direction on how to address discrepancies between 
Part 3 RRS finishes and the Part 6 Finish Schedule. 

If there are 
discrepancies, see 
specification section 01 
33 10.05 20 DESIGN 
SUBMITTAL 
PROCEDURES; 3.3 
THE CONTRACT AND 
ORDER OF 
PRECEDENCE. 

Per UFC 4-010-01, Minimum Antiterrorism Standards for 
Buildings, section B-2.2.3 - B-2.2.5 overhangs with inhabited 
spaces above are required to be designed to provide protection 
against the explosive weights specified in the UFC.  This is 
typically a substantial structural cost for overhanging elements.  
For the purposes of ATFP, will the balcony be considered 
inhabited such that it must meet this criteria?  

The Balcony is not an 
enclosed portion of the 
building, so it is not 
required to comply with 
Standard 8. 

If the Access Road is for concrete pavers, will a paver 
detail/specifications be provided? Please see G201090 

OTHER ROADWAYS 

Is the Fire Department Access Road concrete pavers or concrete 
pavement? 

Please see G201090 
OTHER ROADWAYS 

 
 
 
Specs and Drawing Revisions 
Item No. 1 
Part 3; Room Requirements, 5.0 Base Bid Room Requirements-First Floor; 101-Quarterdeck, C10314 and Part 6 
Attachments; Finish Schedule; 101-Quarterdeck: 
Revise Floor Finish as follows:  Floor, provide a 12” wide sealed concrete border on all four sides of the room.  Inside this 
border, provide the Recessed Mat Aluminum Frame as indicated.  Verify final Design at the Concept Design Workshop 
with the NAVFAC MIDLANT Architect and NAVFAC MIDLANT Interior Designer. 
 
Item No. 2 

  



 
Drawing A-102:  Under SPECIAL NOTES: (APPLIES TO THIS SHEET ONLY): Bid Option 2: add to Note A with the following: 

“Under Bid Option 2: Provide the typical concrete floor slab on a steel floor deck supported by a steel frame.   The 
top of this concrete slab shall match the adjacent floor level.” 

 
Item No. 3 
Drawing A-103:  Under SPECIAL NOTES: (APPLIES TO THIS SHEET ONLY): Bid Option 1: add to Note C with the following: 

“Under Bid Option 2: Provide the typical concrete floor slab on a steel floor deck supported by a steel frame.   The 
top of this concrete slab shall match the adjacent floor level.” 

 
Item No. 4 
Part 3, Engineering Systems Requirements, 6.0; B30 Roofing; Delete paragraph B301002 LOW SLOPE ROOFING 
SYSTEMS in it’s entirety and replace with the following: 
 

“B301002 LOW SLOPE ROOFING SYSTEMS  

Wind Uplift - The complete roof covering assembly shall be rated Class 1-105 or appropriate in accordance with FM 
P7825, capable of withstanding an uplift pressure of 105 pounds per square foot (with a safety factor of 2) and FM I-49 
for perimeter and flashing attachment. 

Fire Safety - Complete roof covering assembly shall: 

1. Be Class A rated in accordance with ASTM E 108 or  
2. FM 4470 or UL 790; and be listed as part of Fire-Classified roof deck construction in UL RMSD or Class I 

roof deck construction in FM P7825c. 

 
A hot mopped or cold applied adhesive two ply or three ply modified system consisting of modified base sheet, 
(optional) modified bitumen interply sheet, and modified bitumen cap sheet are (is) the only acceptable system(s) for 
new low sloped roofing. 

Torch Applied Products & Systems are not permitted.Cool Roof - Meet the ASHRAE 90.1 Chapter 5 values for cool 
roofing. If a cool roof is not selected in zones 1-3, meet one of the exception requirements listed in ASHRAE 90.1 
Chapter 5 or provide thermal insulation above the deck with an R value of 33 or greater.. The roofing system shall 
comply with the Solar Reflectance Values of the Sustainable Principles Heat Island Roof Design Credits.” 

Item No. 5 
See the attached P-165 Warehouse Drawings PDF for reference. 
 
Item No. 6 
See the attached P-165 Warehouse Stormwater Calculations PDF for reference. 
 
Item No. 7 
Delete ESR G20 in its entirety and substitute the attached ESR G20 Amendment 1 PDF. 
 
Item No. 8 
Part 3; Engineering Systems Requirements 6.0; D50 ELECTRICAL; System Description section; Delete the 3rd paragraph in its 
entirety and replace it with the following: 
 

Provide a minimum of 20% spare circuit and load capacity at all levels of the power distribution system. 
 
Item No. 9 
Part 3; Engineering Systems Requirements 6.0; D50 ELECTRICAL; Section D503005 SECURITY SYSTEMS under Intrusion 
Detection; Delete the 3rd paragraph in its entirety and replace it with the following: 

  



 
 

Provide 24 hours of standby uninterruptible backup power.  Backup power may be provided by an uniterruptible 
power supply (UPS) system or batteries. 

 
Item No. 10 
Part 3; Engineering Systems Requirements 6.0; D50 ELECTRICAL; Section D509002 EMERGENCY LIGHTING AND POWER; 
make the following modifications: 
 

In the 1st paragraph – provide 90 minutes of battery backup in lieu of 60 minutes. 
 
In the 5th paragraph replace “emergency UPS” with “battery backup”. 

 
Item No. 11 
Part 3; Engineering Systems Requirements 6.0; G40 SITE ELECTRICAL UTILITIES; Paragraph G4010 ELECTRICAL 
DISTRIBUTION, Delete  2ND paragraph in its entirety and replace it with the following: 
 

The available fault current at the point of connection is less than 7000 amps at 13.2 kV, 3-phase. 
 
Item No. 12 
Part 3; Engineering Systems Requirements 6.0; G40 SITE ELECTRICAL UTILITIES; Paragraph G401004 OVERHEAD ELECTRIC 
CONDUCTORS, Delete paragraph and replace it with the following: 
 

Provide a three phase overhead pole line from the existing power pole near Building 3854 to a new riser pole and 
transition to underground to the facility site. 

 
Item No. 13 
Part 3; Engineering Systems Requirements 6.0; G40 SITE ELECTRICAL UTILITIES; Paragraph G401005 TOWERS, POLES, 
CROSSARM AND INSULATORS, Delete paragraph and replace it with the following: 
 

Poles for overhead power distribution shall be wood. 
 
 
Item No.14 
Part 3; Engineering Systems Requirements 6.0; G40 SITE ELECTRICAL UTILITIES; Paragraph G401005 UNDERGROUND 
ELECTRIC CONDUCTORS, Delete paragraph and replace it with the following: 
 

Provide a medium voltage and a 600 volt secondary underground power distribution system to meet the 
connection requirements as indicated in paragraph G40101 “Electrical Distribution”.  Provide fused cut-outs on 
connection to overhead distribution systems. 

 
Item No. 15 
Part 3; Engineering Systems Requirements 6.0; G40 SITE ELECTRICAL UTILITIES; Paragraph G401007 DUCTBANKS, 
MANHOLES, HANDHOLES, AND RACEWAYS; Delete the last sentence concerning the local utility. 
 
Item No. 16 

  



 
Part 4; Performance Technical specifications, Section D50; Paragraph D509007 PHOTOVOLTAIC ENERGY SYSTEM; Begin the 
1ST paragraph with “When a Photovoltaic Energy system is required or used,” 
 
 
 
-END OF AMENDMENT 

  


