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DOCUMENT 00 01 15

LIST OF DRAWINGS
02/11

PART 1   GENERAL

1.1   SUMMARY

This section lists the drawings for the project pursuant to contract clause 
"DFARS 252.236-7001, Contract Drawings, Maps and Specifications."

1.2   CONTRACT DRAWINGS

Contract drawings are as follows:

   NUWCDIVNPT DRAWING NO.                TITLE

09-17A SHEET 1 of 8          TITLE SHEET
09-17A SHEET 2 of 8          ROOF DEMOLITION PLAN
09-17A SHEET 3 of 8          ROOF DEMOLITION ROOF DETAILS
09-17A SHEET 4 of 8          ROOF DEMOLITION ROOF DETAILS
09-17A SHEET 5 of 8          NEW ROOF PLAN 
09-17A SHEET 6 of 8          NEW ROOFING DETAILS
09-17A SHEET 7 of 8          NEW ROOFING DETAILS
09-17A SHEET 8 of 8          EXISTING ROOF PHOTOS               

    -- End of Document --
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DOCUMENT 00 41 00

BID SCHEDULES
01/07

PART 1   GENERAL

1.1   BASIS OF BIDS

1.1.1   Bid Items

The proposed price shall be the lump sum price for the items that follow.

Bid Items Form

(i)    Basis of Bid for Item 0001 shall be the entire work for Building 
1171 roof system replacement on section C complete in accordance with the 
drawings and specifications, but not including the work indicated or 
specified to be provided under any other Bid Item.

Bid Item 0001  $________

(ii)   Basis of Bid for Item 0002 shall be the addition of the following 
work complete:

       Provision of all work for Building 1171 roof system replacement on 
section B, complete in accordance with the drawings and specifications, but 
not including the work indicated or specified to be provided under any 
other Bid Item.

Bid Item 0002  $________

(iii)  Basis of Bid for Item 0003 shall be the addition of the following 
work complete:

       Provision of all work for Building 1171 roof system replacement on 
section A, complete in accordance with the drawings and specifications, but 
not including the work indicated or specified to be provided under any 
other Bid Item.

Bid Item 0003  $________

    Total Amount for Items 0001, Item 0002 and Item 0003 $_________ 

    -- End of Document --
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SECTION 01 11 00

SUMMARY OF WORK
01/08

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM E 2114 (2006a) Standard Terminology for 
Sustainability Relative to the Performance 
of Buildings

1.2   DEFINITIONS

Definitions pertaining to sustainable development are as defined in 
ASTM E 2114, and as specified.

a.  "Environmentally preferable products" have a lesser or reduced 
effect on the environment in comparison to conventional products and 
services.  This comparison may consider raw materials acquisition, 
production, manufacturing, packaging, distribution, reuse, operation, 
maintenance, or disposal of the product.

b.  "Indoor environmental quality" is the physical characteristics of 
the building interior that impact occupants, including air quality, 
illumination, acoustics, occupant control, thermal comfort, 
daylighting, and views.

c.  "Operational performance" is the functional behavior of the 
building as a whole or of the building components.

d.  "Sustainability" is the balance of environmental, economic, and 
societal considerations.

1.3   WORK COVERED BY CONTRACT DOCUMENTS

1.3.1   Project Description

The work includes the complete removal of the existing EPDM roof system 
down to existing roof deck. Materials to be removed include such items as 
bronzed anodized aluminum metal edge, continuous metal fastening strip, 
metal flashing, single ply membrane, membrane flashing, wood blocking, 
fiber board underlayment, and rigid insulation board. The provisions for 
new complete and warrantied roofing system; consisting of a fully adhered 
single-ply .090-mil thick EPDM membrane, mechanically fastened 5/8" fiber 
reinforced gypsum board (Securock), mechanically fastened polyisocyanurate 
rigid installation, metal and membrane flashings, pressure treated nailers 
and wood blocking, metal edge fascia, metal coping and counter flashing, 
pre molded pipe seals, tapered edge crickets, and incidental related work 
on Building 1171. 
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No roof replacement work shall be preformed during the following period: - 
from November 30th to March 31st. All roof replacement projects in progress 
during the above period shall be postponed until April 1st. The contractor 
shall install temporary cutoff and watertight seals around incomplete edges 
of roofing assembley in accordance with the instructions of the roofing 
membrane manufacturer. Temporary cutoffs shall provide protection against 
moisture infiltration and absorption due inclement weather during 
postponement of work. The contractor shall be responsible for all repair 
cost to be caused by inproperly installed or secured temporary cutoffs and 
watertight seals, found by the Contracting Officer.

Roofing system shall be complete, watertight and shall be installed to 
provide positive drainage to all roof drains. 

Work also includes incidental architectural, structural, mechanical and 
electrical work for a complete project ready for occupany as delineated on 
the drawings and specified in this specification. 

1.3.2   Location

The work shall be located at Building 1171 Naval Undersea Warfare Center 
Division Newport, approximately as indicated;on the drawing.  The exact 
location will be shown by the Contracting Officer.

1.4   PROJECT ENVIRONMENTAL GOALS

Contractor shall distribute copies of the Environmental Goals to each 
subcontractor and the Contracting Officer.  The overall goal for design, 
construction, and operation is to produce a building that meets the 
functional program needs and incorporates the principles of 
sustainability.  Specifically:

a.  Preserve and restore the site ecosystem and biodiversity; avoid 
site degradation and erosion.  Minimize offsite environmental impact.

b.  Use the minimum amount of energy, water, and materials feasible to 
meet the design intent.  Select energy and water efficient equipment 
and strategies.

c.  Use environmentally preferable products and decrease toxicity level 
of materials used.

d.  Use renewable energy and material resources.

e.  Optimize operational performance (through commissioning efforts) in 
order to ensure energy efficient equipment operates as intended.  
Consider the durability, maintainability, and flexibility of building 
systems.

f.  Manage construction site and storage of materials to ensure no 
negative impact on the indoor environmental quality of the building.

g.  Reduce construction waste through reuse, recycling, and supplier 
take-back.

1.5   OCCUPANCY OF PREMISES

Building(s) will be occupied during performance of work under this 
Contract. 
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Before work is started, the Contractor shall arrange with the Contracting 
Officer a sequence of procedure, means of access, space for storage of 
materials and equipment, and use of approaches, corridors, and stairways.

1.6   EXISTING WORK

In addition to "FAR 52.236-9, Protection of Existing Vegetation, 
Structures, Equipment, Utilities, and Improvements":

a.  Remove or alter existing work in such a manner as to prevent 
injury or damage to any portions of the existing work which remain.

b.  Repair or replace portions of existing work which have been 
altered during construction operations to match existing or 
adjoining work, as approved by the Contracting Officer.  At the 
completion of operations, existing work shall be in a condition 
equal to or better than that which existed before new work started.

1.7   SALVAGE MATERIAL AND EQUIPMENT

Items designated to be salvaged shall remain the property of the Government.

The salvaged property shall be segregated, itemized, delivered, and 
off-loaded at the storage area located within 5 miles of the construction 
site.

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

Not used.
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    -- End of Section --
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SECTION 01 14 00

WORK RESTRICTIONS
07/07

PART 1   GENERAL

1.1   SPECIAL SCHEDULING REQUIREMENTS

c.  The building will remain in operation during the entire 
construction period.  The Contractor shall conduct his operations 
so as to cause the least possible interference with normal 
operations of the activity.

d.  Permission to interrupt any Activity roads, railroads, and/or 
utility service shall be requested in writing a minimum of 15 
calendar days prior to the desired date of interruption.

e.  No roof replacement work shall be preformed during the following 
period: - from November 30th to March 31st. All roof replacement 
projects in progress during the above period shall be postponed 
until April 1st of the following year. The contractor shall 
install temporary cutoffs and watertight seals around incomplete 
edges of roofing assemblies in accordance with the instructions 
from the roofing membrane manufacturer. Temporary cutoffs shall 
provide protection against moisture infiltration and absorption 
due to inclement weather during postponement of work. The 
contractor shall be responsible for any and all repair costs to be 
caused by inproperly installed or secured temporary cutoffs and 
watertight seals, including replacement of all wet insulation and 
cover board, found by the Contracting Officer. 

1.2   CONTRACTOR ACCESS AND USE OF PREMISES

1.2.1   Activity Regulations

Ensure that Contractor personnel employed on the Activity become familiar 
with and obey Activity regulations.  Keep within the limits of the work and 
avenues of ingress and egress.  Wear hard hats in designated areas.  Do not 
enter any restricted areas unless required to do so and until cleared for 
such entry.  The Contractor's equipment shall be conspicuously marked for 
identification.

1.2.1.1   No Smoking Policy

Smoking is prohibited within and outside of all buildings on installations 
under the cognizance of NAVFAC except in designated smoking areas.  This 
applies to existing buildings, buildings under construction and buildings 
under renovation.  Discarding tobacco materials other than into designated 
tobacco receptacles is considered littering and is subject to fines.  The 
Contracting Officer will identify designated smoking areas.

1.2.2   Working Hours

Regular working hours shall consist of an 8 1/2 hour period between 0700 
and 1630 as established by the Contractor Officer, Monday through Friday, 
excluding Government holidays.
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1.2.3   Work Outside Regular Hours

Work outside regular working hours requires Contracting Officer approval.  
Make application 3 calendar days prior to such work to allow arrangements 
to be made by the Government for inspecting the work in progress.  During 
periods of darkness, the different parts of the work shall be lighted in a 
manner approved by the Contracting Officer.

1.2.4   Occupied Buildings

The Contractor shall be working around existing buildings which are 
occupied.  Do not enter the buildings without prior approval of the 
Contracting Officer.

1.2.5   Utility Cutovers and Interruptions

a.  Make utility cutovers and interruptions after normal working hours 
or on Saturdays, Sundays, and Government holidays.  Conform to 
procedures required in the paragraph "Work Outside Regular Hours."

b.  Ensure that new utility lines are complete, except for the 
connection, before interrupting existing service.

c.  Interruption to water, sanitary sewer, storm sewer, telephone 
service, electric service, air conditioning, heating, fire alarm, 
compressed air, and steam shall be considered utility cutovers 
pursuant to the paragraph entitled "Work Outside Regular Hours." 

d.  Operation of Station Utilities:  The Contractor shall not operate 
nor disturb the setting of control devices in the station 
utilities system, including water, sewer, electrical, and steam 
services.  The Government will operate the control devices as 
required for normal conduct of the work.  The Contractor shall 
notify the Contracting Officer giving reasonable advance notice 
when such operation is required.

1.2.6   Security Requirements

Contract Clause "FAR 52.204.2, Security Requirements and Alternate II" and 
the following specific requirements shall apply.

a.  All NUWCDIVNPT base access is governed by Homeland Security 
Presidential Directive 12. Anyone accessing NUWCDIVNPT must be a 
US citizen and submit a visit request containing the following 
information (the latest visit request information can be found at 
http://www.navsea.navy.mil/nuwc/newport/pages/visitreq.aspx:

NUWCDIVNPT Security - Visit Request Information 

A vivit request is mandatory for all visitors to NUWC Division 
Newport, government and civilian, regardless of the duration or 
classification of the visit. Access to NUWC Division Newport will 
not be granted under and circumstance without a valid visit 
request authorization on file. 

DUE TO THE NUMBER OF VISIT REQUESTS RECEIVED, THREE (3) DAYS 
PROCESSING TIME MAY BE REQUIRED FOR ALL VISIT REQUESTS WHETHER 
RECEIVED BY FAX OR JAPS.
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Use of the Joint Personnel Adjudication System (JPAS) is the 
preferred method for submitting visit requests. When using JPAS, 
the Security NManagement Office (SMO) for visits is 666045. 
Include the contract number in the space allocated for the POC 
phone number.

Questions regarding visit requests may be addressed to the 
NUWCDIVNPT Security Division at (401) 832-2551.

For companies or agencies without access to JPAS, visit requests 
shall be faxed to the NUWCDIVNPT Security Division at (401) 
832-4396. Visit requests shall be on company leterhead, signed by 
a company official (company official shall not be one of the 
lisited visitors) and include the following information:

1. Visitor's legal name (Last, First, MI) - Do not use nicknames.
2. Company Name - include complete address, phone number, fax
   number.
3. Visitor's Socical Security Number (SSN) - this information is 
   protected by the Privacy Act of 1974.
4. Visitor's date of birth.
5. Visitor's place of birth (City, State, Country).
6. Citizenship.
7. Naturaliztion number (if naturalized citizen)
8. Visitor's level of security clearance access.
9. Point of contact at NUWCNDIVNPT (name and telephone number).
10. Specific purpose of visit.
11. Classification of visit (unclassified).
12. Specific dates of the visit (include the year).
13. Contract number.
14. Name, title and signature of company official authorizing the
    visit (company official shall not be one of the listed
    visitors). 

Visit request that do not meet all of the requirements above shall 
be rejected and access to NUWCDIVNPT will be denied.

RRIVACY ACT NOTICE: INFORMATION IS OBTAINED UNDER EO 11652 TO 
IDENIFY PERSONNEL WORKING AT ACTIVITIES WHERE ACCESS TO THE 
FACILITY MAY BE REQUIRED. INFORMATION, INCLUDING THE SSN, DATE AND 
PLACE OF BIRTH, IS USED TO VERIFY THE INDIVIDURALS IDENTITY AND 
SECURITY CLEARANCE LEVEL. THE INFORMATION MAY BE DISCLOSED TO 
THOSE AT THE ACTIVITY RESPONSIBLE FOR VERIFING SECURITY CLEARANCE 
AND UNESCORTED ACCESS AUTHORIZATION. COMPLEATION OF A VISIT 
REQUEST, INCLUDING DISCLOSURE OF SOCIAL SECURITY NUMBERS AND DATE 
AND PLACE OF BIRTH, IS VOLUNTARY. FAILURE TO PROVIDE ALL 
INFORMATION, INCLUDING SSN AND DATE AND PLACE OF BIRTH, MAY SERVE 
AS A BASE TO DENY ACCESS TO NUWCDIVNPT.

b.  The visit will allow escorted access that will require someone 
with a picture badge to meet the individual at the gate and escort 
them while at the activity. It will be the requirement of the 
prime contractor to obtain sufficient picture badges in order to 
escort contract personnel, if an escort is required.

c.  a picture badge may be obained that will allow unescorted access 
and the ability to escort other individuals. Application is made 
for this badg (after submitting a visit request) by submitting the 
followingforms (available at the NUWCDIVNPT Security Division): 
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1. Standard Form 85P (SF-85P) Revised Sept. 1995, US Office of 
Personnel Management, %CFR Parts 731, 732, 736.

2. Photo ID Application NUWCDIVNPT 5512/14 (REV4-05). 

Upon receipt of the completed SF-85P and photo ID appication, 
security will interview and fingerprint the applicant and conduct 
a brackground check (FAD). The process takes 6 - 8 weeks.

d.  All personnel, and personnel vehicles, are subject to search. 
Vechicle passes for personal vehicles are required in order to 
drive into the activity, and may be obtained at NUWCDIVNPT 
building 80 if the individual has an approved visit request, and 
provides a valid registration and proof of insurance. 

e.  All commercial vehicles shall be inspected at a Naval Station 
HNewport designated location (currently at NUWC gate 23) prior to 
being granted access to NUWCDIVNPT.  Drivers must have approved 
visit requests.  All company vehicles are classified as commercial 
vehichles and must be inspected prior to entering the complex.

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

Not used.
    -- End of Section --

SECTION 01 14 00  Page 4



Roof System Replacement Building 1171 BLDG1171ROOF

SECTION 01 20 00.00 20

PRICE AND PAYMENT PROCEDURES
07/06

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

U.S. ARMY CORPS OF ENGINEERS (USACE)

EP-1110-1-8 (2003) Construction Equipment Ownership 
and Operating Expense Schedule, Vol 1-12

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for Contractor Quality Control 
approval.  The following shall be submitted in accordance with Section 
01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Schedule of prices; G

1.3   SCHEDULE OF PRICES

1.3.1   Data Required

Within 15 calendar days of notice of award, prepare and deliver to the 
Contracting Officer a schedule of prices (construction contract) on the 
forms furnished by the Government.  Provide a detailed breakdown of the 
contract price, giving quantities for each of the various kinds of work, 
unit prices, and extended prices therefor.

1.3.2   Schedule Instructions

Payments will not be made until the Schedule of Prices has been submitted 
to and accepted by the Contracting Officer.  Identify the cost for site 
work, and include incidental work to the 5 foot line.  Identify costs for 
the building(s), and include work out to the 5 foot line.  Work out to the 
5 foot line shall include construction encompassed within a theoretical line
 5 feet from the face of exterior walls and shall include attendant 
construction, such as cooling towers, placed beyond the 5 foot line.

1.4   CONTRACT MODIFICATIONS

In conjunction with the Contract Clause "DFARS 252.236-7000, Modification 
Proposals-Price Breakdown," and where actual ownership and operating costs 
of construction equipment cannot be determined from Contractor accounting 
records, equipment use rates shall be based upon the applicable provisions 
of the EP-1110-1-8.
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1.5   CONTRACTOR'S INVOICE AND CONTRACT PERFORMANCE STATEMENT

1.5.1   Content of Invoice

Requests for payment will be processed in accordance with the Contract 
Clause "FAR 52.232-27, Prompt Payment Construction Contracts."

a.  The Contractor's invoice certified by QC, on the form furnished by 
the Government for this purpose, showing in summary form, the 
basis for arriving at the amount of the invoice.  Submit original 
and two copies.

b.  The Contract Performance Statement on the form furnished by the 
Government for this purpose, showing in detail, the estimated 
cost, percentage of completion and value of completed performance.  
Submit original and two copies.

c.  Final invoice shall be accompanied by Final Release Form.  

d.  Updated construction schedule.

e.  Contractor Safety Self Evaluation Checklist.  

1.5.2   Mailing of Invoices

a.  All invoices shall be forwarded with specific marking on the 
envelope.  This marking shall be in the front lower left hand 
corner, in large letters, "INVOICES - ENCLOSED."

b.  Invoices not completed in accordance with contract requirements 
will be returned to the Contractor for correction of the 
deficiencies.

c.  Final invoices not accompanied by Final Release Form will be 
considered incomplete and will be returned to the Contractor.

1.6   PAYMENTS TO THE CONTRACTOR

Payments will be made on submission of itemized requests by the Contractor 
which comply with the requirements of this section, and will be subject to 
reduction for overpayments or increase for underpayments made on previous 
payments to the Contractor.

1.6.1   Obligation of Government Payments

The obligation of the Government to make payments required under the 
provisions of this contract will, at the discretion of the Contracting 
Officer, be subject to reductions and/or suspensions  permitted under the 
FAR and agency regulations including the following in accordance with "FAR 
32.503-6:

a.  Reasonable deductions due to defects in material or workmanship;

b.  Claims which the Government may have against the Contractor under 
or in connection with this contract;

c.  Unless otherwise adjusted, repayment to the Government upon demand 
for overpayments made to the Contractor; and
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d.  Failure to provide up to date record drawings not current as 
stated in Contract Clause "FAC 5252.236-9310, Record Drawings."

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

Not used.
       -- End of Section --
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SECTION 01 30 00

ADMINISTRATIVE REQUIREMENTS
04/07

PART 1   GENERAL

1.1   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for Contractor Quality Control 
approval.  The following shall be submitted in accordance with Section 
01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

List of contact personnel; G

1.2   MINIMUM INSURANCE REQUIREMENTS

Procure and maintain during the entire period of performance under this 
contract the following minimum insurance coverage:

a.  Comprehensive general liability:  $500,000 per occurrence

b.  Automobile liability:  $200,000 per person, $500,000 per 
occurrence for bodily injury, $20,000 per occurrence for property 
damage

c.  Workmen's compensation as required by Federal and State workers' 
compensation and occupational disease laws.  

d.  Employer's liability coverage of $100,000, except in States where 
workers compensation may not be written by private carriers,

e.  Others as required by the State of Rhode Island.

1.3   CONTRACTOR PERSONNEL REQUIREMENTS

1.3.1   Subcontractors and Personnel

Furnish a list of contact personnel of the Contractor and subcontractors 
including addresses and telephone numbers for use in the event of an 
emergency.  As changes occur and additional information becomes available, 
correct and change the information contained in previous lists.

1.3.2   Identification Badges

Identification badges, if required, will be furnished without charge. 
Application for and use of badges will be as directed.  Immediately report 
instances of lost or stolen badges to the Contracting Officer.  

1.3.3   Subcontractor Special Requirements

1.3.3.1   Asbestos Containing Material

All contract requirements of Section 13281, "Engineering Control of 
Asbestos Containing Materials" assigned to the Private Qualified Person 
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(PQP) shall be accomplished directly by a first tier subcontractor.

1.3.4   Contractor Personnel Requirements

Failure to obtain entry approval will not affect the contract price or time 
of completion.

1.4   SUPERVISION

Have at least one qualified supervisor capable of reading, writing, and 
conversing fluently in the English language on the job site during working 
hours.  In addition, if a Quality Control (QC) representative is required 
on the contract, then that individual shall also have fluent English 
communication skills.

1.5   PARTNERING

LEVEL C PARTNERING:  To most effectively accomplish this contract, the 
Government requires the formation of a cohesive partnership with the 
Contractor and its subcontractors.  The partnership will draw on the 
strength of each organization in an effort to achieve a quality project 
done right the first time, within budget, on schedule, and without any 
safety mishaps.  This level of partnering discusses partnering concepts and 
benefits and should become a part of the preconstruction conference.  The 
senior Government representative and senior Contractor representative 
present will jointly host the partnering sessions.  The partners will 
determine the frequency of the follow-on sessions.  Partnering sessions 
should be held at or near the location of the activity contracting office.  
The participants shall bear their own costs for meals, lodging, and 
transportation associated with partnering.

1.6   AVAILABILITY OF CADD DRAWING FILES

After award and upon request, the electronic "Computer-Aided Drafting and 
Design (CADD)" drawing files will only be made available to the Contractor 
for use in preparation of construction data related to the referenced 
contract subject to the following terms and conditions.  Request specific 
drawing numbers of files required; the entire set of drawing files will not 
be provided.

Data contained on these electronic files shall not be used for any purpose 
other than as a convenience in the preparation of construction data for the 
referenced project.  Any other use or reuse shall be at the sole risk of 
the Contractor and without liability or legal exposure to the Government.  
The Contractor shall make no claim and waives to the fullest extent 
permitted by law, any claim or cause of action of any nature against the 
Government, its agents or sub consultants that may arise out of or in 
connection with the use of these electronic files.  The Contractor shall, 
to the fullest extent permitted by law, indemnify and hold the Government 
harmless against all damages, liabilities or costs, including reasonable 
attorney's fees and defense costs, arising out of or resulting from the use 
of these electronic files.

These electronic CADD drawing files are not construction documents.  
Differences may exist between the CADD files and the corresponding 
construction documents.  The Government makes no representation regarding 
the accuracy or completeness of the electronic CADD files, nor does it make 
representation to the compatibility of these files with the Contractors 
hardware or software.  In the event that a conflict arises between the 
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signed and sealed construction documents prepared by the Government and the 
furnished CADD files, the signed and sealed construction documents shall 
govern.  The Contractor is responsible for determining if any conflict 
exists.  Use of these CADD files does not relieve the Contractor of duty to 
fully comply with the contract documents, including and without limitation, 
the need to check, confirm and coordinate the work of all contractors for 
the project.

If the Contractor uses, duplicates and/or modifies these electronic CADD 
files for use in producing construction data related to this contract, all 
previous indicia of ownership (seals, logos, signatures, initials and 
dates) shall be removed.

1.7   ELECTRONIC MAIL (E-MAIL) ADDRESS

The Contractor shall establish and maintain electronic mail (e-mail) 
capability along with the capability to open various electronic attachments 
in Microsoft, Adobe Acrobat, and other similar formats.  Within 10 days 
after contract award, the Contractor shall provide the Contracting Officer 
a single (only one) e-mail address for electronic communications from the 
Contracting Officer related to this contract including, but not limited to 
contract documents, invoice information, request for proposals, and other 
correspondence.  The Contracting Officer may also use email to notify the 
Contractor of base access conditions when emergency conditions warrant, 
such as hurricanes, terrorist threats, etc.  Multiple email address will 
not allowed.

It is the Contractor's responsibility to make timely distribution of all 
Contracting Officer initiated e-mail with its own organization including 
field office(s).  The Contractor shall promptly notify the Contracting 
Officer, in writing, of any changes to this email address.

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

Not used.
    -- End of Section --
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SECTION 01 32 16.00 20

CONSTRUCTION PROGRESS DOCUMENTATION
04/06

PART 1   GENERAL

1.1   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for Contractor Quality Control 
approval. The following shall be submitted in accordance with Section 
01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Construction schedule; G

1.2   CONSTRUCTION SCHEDULE

Prior to the start of work, prepare and submit to the Contracting Officer 
for acceptance a construction schedule in the form of a progress chart in 
accordance with the terms in Contract Clause "FAR 52.236-15, Schedules for 
Construction Contracts," except as modified in this contract.

1.3   UPDATED SCHEDULES

Update the construction schedule at monthly intervals or when the schedule 
has been revised.  Reflect any changes occurring since the last update.

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

Not used.
    -- End of Section --
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SECTION 01 33 00

SUBMITTAL PROCEDURES
01/08

PART 1   GENERAL

1.1   DEFINITIONS

1.1.1   Submittal Descriptions (SD)

Submittals requirements are specified in the technical sections.  
Submittals are identified by Submittal Description (SD) numbers and titles 
as follows:

SD-01 Preconstruction Submittals

Submittals which are required prior to  commencing work on site.  

Certificates of insurance
Surety bonds
List of proposed subcontractors
Construction Progress Schedule
Submittal register
Schedule of prices
Health and safety plan
Work plan
Quality control(QC) plan
Environmental protection plan

SD-02 Shop Drawings

Drawings, diagrams and schedules specifically prepared to illustrate 
some portion of the work.

Diagrams and instructions from a manufacturer or fabricator for use in 
producing the product and as aids to the Contractor for integrating the 
product or system into the project.

Drawings prepared by or for the Contractor to show how multiple systems 
and interdisciplinary work will be coordinated.

SD-03 Product Data

Catalog cuts, illustrations, schedules, diagrams, performance charts, 
instructions and brochures illustrating size, physical appearance and 
other characteristics of materials, systems or equipment for some 
portion of the work.

Samples of warranty language when the contract requires extended 
product warranties.

SD-05 Design Data

Design calculations, mix designs, analyses or other data pertaining to 
a part of work.

SD-06 Test Reports
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Report signed by authorized official of testing laboratory that a 
material, product or system identical to the material, product or 
system to be provided has been tested in accord with specified 
requirements.  (Testing must have been within three years of date of 
contract award for the project.)

Report which includes findings of a test required to be performed by 
the Contractor on an actual portion of the work or prototype prepared 
for the project before shipment to job site.

Report which includes finding of a test made at the job site or on 
sample taken from the job site, on portion of work during or after 
installation.

Investigation reports.

Daily logs and checklists.

Final acceptance test and operational test procedure.

SD-07 Certificates

Statements printed on the manufacturer's letterhead and signed by 
responsible officials of manufacturer of product, system or material 
attesting that product, system or material meets specification 
requirements.  Must be dated after award of project contract and 
clearly name the project.

Document required of Contractor, or of a manufacturer, supplier, 
installer or subcontractor through Contractor, the purpose of which is 
to further quality of orderly progression of a portion of the work by 
documenting procedures, acceptability of methods or personnel 
qualifications.

Confined space entry permits.

Text of posted operating instructions.

SD-08 Manufacturer's Instructions

Preprinted material describing installation of a product, system or 
material, including special notices and Material Safety Data sheets 
concerning impedances, hazards and safety precautions.

SD-10 Operation and Maintenance Data

Data that is furnished by the manufacturer, or the system provider, to 
the equipment operating and maintenance personnel, including 
manufacturer's help and product line documentation necessary to 
maintain and install equipment.  This data is needed by operating and 
maintenance personnel for the safe and efficient operation, maintenance 
and repair of the item.

This data is intended to be incorporated in an operations and 
maintenance manual or control system.

SD-11 Closeout Submittals

SECTION 01 33 00  Page 2



Roof System Replacement Building 1171 BLDG1171ROOF

Documentation to record compliance with technical or administrative 
requirements or to establish an administrative mechanism.

Special requirements necessary to properly close out a construction 
contract.  For example, Record Drawings and as-built drawings.  Also, 
submittal requirements necessary to properly close out a major phase of 
construction on a multi-phase contract.

1.1.2   Approving Authority

Office or designated person authorized to approve submittal.

1.1.3   Work

As used in this section, on- and off-site construction required by contract 
documents, including labor necessary to produce submittals, construction, 
materials, products, equipment, and systems incorporated or to be 
incorporated in such construction.

1.2   SUBMITTALS

Government approval is required for allsubmittals. for Contractor QC 
approval.  Submit the following in accordance with this section.

SD-01 Preconstruction Submittals

Submittal register 

1.3   FORWARDING SUBMITTALS REQUIRING GOVERNMENT APPROVAL

1.3.1   Submittals Required from the Contractor

As soon as practicable after award of contract, and before procurement or 
fabrication, forward  submittals required in the technical sections of this 
specification, including shop drawings, product data and samples as 
directed by the Contracting Officer.  If submittals are sent directly to 
the Architect-Engineer, one copy of the transmittal form for all submittals 
shall be forwarded to the Contracting Officer. 

The Architect-Engineer for this project will review and approve for the 
Contracting Officer those submittals reserved for Contracting Officer 
approval to verify submittals comply with the contract requirements.

1.3.1.1   O&M Data

The Architect-Engineer for this project will review and approve for the 
Contracting Officer O&M Data to verify the submittals comply with the 
contract requirements; submit data specified for a given item within 30 
calendar days after the item is delivered to the contract site.

a.  In the event the Contractor fails to deliver O&M Data within the 
time limits specified, the Contracting Officer may withhold from 
progress payments 50 percent of the price of the item with which 
such O&M Data are applicable.
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1.4   PREPARATION

1.4.1   Transmittal Form

Transmit each submittal, except sample installations and sample panels to 
office of approving authority.  Transmit submittals with transmittal form 
prescribed by Contracting Officer and standard for project.  On the 
transmittal form identify Contractor, indicate date of submittal, and 
include information prescribed by transmittal form and required in 
paragraph entitled "Identifying Submittals."  

1.4.2   Identifying Submittals

When submittals are provided by a lower tier contractor the Prime 
Contractor is to prepare, review and stamp with Contractor's approval all 
specified submittals prior to submitting for Government approval.

Identify submittals, except sample installations and sample panels, with 
the following information permanently adhered to or noted on each separate 
component of each submittal and noted on transmittal form.  Mark each copy 
of each submittal identically, with the following:

a.  Project title and location.

b.  Construction contract number.

c.  Date of the drawings and revisions.

d.  Name, address, and telephone number of subcontractor, supplier, 
manufacturer and any other second tier Contractor associated with 
submittal.

e.  Section number of the specification section by which submittal is 
required.

f.  Submittal description (SD) number of each component of submittal.

g.  When a resubmission, add alphabetic suffix on submittal 
description, for example, submittal 18 would become 18A, to 
indicate resubmission.

h.  Product identification and location in project.

1.4.3   Format for SD-02 Shop Drawings

a.  Shop drawings are not to be less than  8 1/2 by 11 inches nor more 
than 30 by 42 inches, except for full size patterns or templates.  
Prepare drawings to accurate size, with scale indicated, unless 
other form is required.  Drawings are to be suitable for 
reproduction and be of a quality to produce clear, distinct lines 
and letters with dark lines on a white background.

b.  Present A4 8 1/2 by 11 inches sized shop drawings as part of the 
bound volume for submittals required by section.  Present larger 
drawings in sets.

c.  Include on each drawing the drawing title, number, date, and 
revision numbers and dates, in addition to information required in 
paragraph entitled "Identifying Submittals."
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d.  Number drawings in a logical sequence.  Each drawing is to bear 
the number of the submittal in a uniform location adjacent to the 
title block.  Place the Government contract number in the margin, 
immediately below the title block, for each drawing.

e.  Reserve a blank space, no smaller than 3 inches by 3 inches on the 
right hand side of each sheet for the Government disposition stamp.

f.  Dimension drawings, except diagrams and schematic drawings; 
prepare drawings demonstrating interface with other trades to 
scale.  Use the same unit of measure for shop drawings as 
indicated on the contract drawings.  Identify materials and 
products for work shown.

g.  Include the nameplate data, size and capacity on drawings.  Also 
include applicable federal, military, industry and technical 
society publication references.

1.4.4   Format of SD-03 Product Data and SD-08 Manufacturer's Instructions

a.  Present product data submittals for each section as a complete, 
bound volume.  Include table of contents, listing page and catalog 
item numbers for product data.

b.  Indicate, by prominent notation, each product which is being 
submitted; indicate specification section number and paragraph 
number to which it pertains.

c.  Supplement product data with material prepared for project to 
satisfy submittal requirements for which product data does not 
exist.  Identify this material as developed specifically for 
project, with information and format as required for submission of 
SD-07 Certificates.

d.  Provide product data in English units.

e.  Include the manufacturer's name, trade name, place of manufacture, 
and catalog model or number on product data.  Also include 
applicable federal, military, industry and technical society 
publication references.  Should manufacturer's data require 
supplemental information for clarification, submit as specified 
for SD-07 Certificates.

f.  Where equipment or materials are specified to conform to industry 
and technical society reference standards of the organizations 
such as American National Standards Institute (ANSI), ASTM 
International (ASTM), National Electrical Manufacturer's 
Association (NEMA), Underwriters Laboratories (UL), and 
Association of Edison Illuminating Companies (AEIC), submit proof 
of such compliance.  The label or listing by the specified 
organization will be acceptable evidence of compliance.  In lieu 
of the label or listing, submit a certificate from an independent 
testing organization, competent to perform testing, and approved 
by the Contracting Officer.  State on the certificate that the 
item has been tested in accordance with the specified 
organization's test methods and that the item complies with the 
specified organization's reference standard.

SECTION 01 33 00  Page 5



Roof System Replacement Building 1171 BLDG1171ROOF

g.  Collect required data submittals for each specific material, 
product, unit of work, or system into a single submittal and 
marked for choices, options, and portions applicable to the 
submittal.  Mark each copy of the product data identically.  
Partial submittals may be accepted for expedition of construction 
effort.

h.  Submit manufacturer's instructions prior to installation.

1.4.5   Format of SD-04 Samples

a.  Furnish samples in sizes below, unless otherwise specified or 
unless the manufacturer has prepackaged samples of approximately 
same size as specified:

(1)  Sample of Equipment or Device:  Full size.

(2)  Sample of Materials Less Than 2 by 3 inches:  Built up to A4 
8 1/2 by 11 inches.

(3)  Sample of Materials Exceeding A4 8 1/2 by 11 inches:  Cut 
down to A4 8 1/2 by 11 inches and adequate to indicate color, 
texture, and material variations.

(4)  Sample of Linear Devices or Materials:  10 inch length or 
length to be supplied, if less than 10 inches.  Examples of linear 
devices or materials are conduit and handrails.

(5)  Sample of Non-Solid Materials:  Pint.  Examples of non-solid 
materials are sand and paint.

(6)  Color Selection Samples:  2 by 4 inches. Where samples are 
specified for selection of color, finish, pattern, or texture, 
submit the full set of available choices for the material or 
product specified.  Sizes and quantities of samples are to 
represent their respective standard unit.

(7)  Sample Panel:  4 by 4 feet.

(8)  Sample Installation:  100 square feet.

b.  Samples Showing Range of Variation:  Where variations in color, 
finish, pattern, or texture are unavoidable due to nature of the 
materials, submit sets of samples of not less than three units 
showing extremes and middle of range.  Mark each unit to describe 
its relation to the range of the variation.

c.  Reusable Samples:  Incorporate returned samples into work only if 
so specified or indicated.  Incorporated samples are to be in 
undamaged condition at time of use.

d.  Recording of Sample Installation:  Note and preserve the notation 
of area constituting sample installation but remove notation at 
final clean up of project.

e.  When color, texture or pattern is specified by naming a particular 
manufacturer and style, include one sample of that manufacturer 
and style, for comparison.
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1.4.6   Format of SD-05 Design Data and SD-07 Certificates

Provide design data and certificates on  8 1/2 by 11 inches 
paper.  Provide a bound volume for submittals containing numerous 
pages.

1.4.7   Format of SD-06 Test Reports and SD-09 Manufacturer's Field Reports

a.  Provide reports on  8 1/2 by 11 inches paper in a complete bound 
volume.

b.  Indicate by prominent notation, each report in the submittal.  
Indicate specification number and paragraph number to which it 
pertains.

1.4.8   Format of SD-10 Operation and Maintenance Data (O&M)

Comply with the requirements specified in Section 01 78 23 
OPERATION AND MAINTENANCE DATA for O&M Data format.

1.4.9   Format of SD-01 Preconstruction Submittals and SD-11 Closeout 
Submittals

a.  When submittal includes a document which is to be used in project 
or become part of project record, other than as a submittal, do 
not apply Contractor's approval stamp to document, but to a 
separate sheet accompanying document.

b.  Provide all dimensions in administrative submittals in English 
units .

1.5   QUANTITY OF SUBMITTALS

1.5.1   Number of Copies of SD-02 Shop Drawings

Submit four copies of submittals of shop drawings requiring review and 
approval only by QC organization and seven copies of shop drawings 
requiring review and approval by Contracting Officer.

1.5.2   Number of Copies of SD-03 Product Data and SD-08 Manufacturer's  
Instructions

Submit in compliance with quantity requirements specified for shop drawings.

1.5.3   Number of Samples SD-04 Samples

a.  Submit two samples showing range of variation, of each required 
item.  One approved sample or set of samples will be retained by 
approving authority and one will be returned to Contractor.

b.  Submit one sample panel or provide one sample installation where 
directed.  Include components listed in technical section or as 
directed.

c.  Submit one sample installation, where directed.

d.  Submit one sample of non-solid materials.
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1.5.4   Number of Copies SD-05 Design Data and SD-07 Certificates

Submit in compliance with quantity requirements specified for shop drawings.

1.5.5   Number of Copies SD-06 Test Reports and SD-09 Manufacturer's Field 
Reports

Submit in compliance with quantity and quality requirements specified for 
shop drawings other than field test results that will be submitted with QC 
reports.

1.5.6   Number of Copies of SD-10 Operation and Maintenance Data

Submit three copies of O&M Data to the Contracting Officer for review and 
approval.

1.5.7   Number of Copies of SD-01 Preconstruction Submittals and SD-11 
Closeout Submittals

Unless otherwise specified, submit three sets of administrative submittals.

1.6   VARIATIONS / SUBSTITUTION REQUESTS

Variations from contract requirements require Government approval pursuant 
to contract Clause FAR 52.236-21 and will be considered where advantageous 
to Government.

1.6.1   Considering Variations 

Discussion with Contracting Officer prior to submission, will help ensure 
functional and quality requirements are met and minimize rejections and 
re-submittals.  When contemplating a variation which results in lower cost, 
consider submission of the variation as a Value Engineering Change Proposal 
(VECP).

Specifically point out variations from contract requirements in transmittal 
letters.  Failure to point out deviations may result in the Government 
requiring rejection and removal of such work at no additional cost to the 
Government.

1.6.2   Proposing Variations

When proposing variation, deliver written request to the Contracting 
Officer, with documentation of the nature and features of the variation and 
why the variation is desirable and beneficial to Government.  If lower cost 
is a benefit, also include an estimate of the cost savings.  In addition to 
documentation required for variation, include the submittals required for 
the item.  Clearly mark the proposed variation in all documentation.

1.6.3   Warranting That Variations Are Compatible

When delivering a variation for approval, Contractor warrants that this 
contract has been reviewed to establish that the variation, if 
incorporated, will be compatible with other elements of work.

1.6.4   Review Schedule Is Modified

In addition to normal submittal review period, a period of 10 working days 
will be allowed for consideration by the Government of submittals with 
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variations.

1.7   SUBMITTAL REGISTER

Prepare and maintain submittal register, as the work progresses.  Do not 
change data which is output in columns (c), (d), (e), and (f) as delivered 
by Government; retain data which is output in columns (a), (g), (h), and 
(i) as approved.  A submittal register showing items of equipment and 
materials for which submittals are required by the specifications is 
provided as an attachment.  This list may not be all inclusive and 
additional submittals may be required.  The Government will provide the 
initial submittal register with the following fields completed, to the 
extent that will be required by the Government during subsequent usage.

Column (c):  Lists specification section in which submittal is 
required.

Column (d):  Lists each submittal description (SD No. and type, 
e.g. SD-02 Shop Drawings) required in each specification section.

Column (e):  Lists one principal paragraph in specification 
section where a material or product is specified.  This listing is 
only to facilitate locating submitted requirements.  Do not 
consider entries in column (e) as limiting project requirements.

Column (f):  Indicate approving authority for each submittal.

Thereafter, the Contractor is to track all submittals by maintaining a 
complete list, including completion of all data columns, including dates on 
which submittals are received and returned by the Government.

1.7.1   Use of Submittal Register

Submit submittal register.  Submit with QC plan and project schedule.  
Verify that all submittals required for project are listed and add missing 
submittals.  Coordinate and complete the following fields on the register 
submitted with the QC plan and the project schedule:

Column (g) Contractor Submit Date:  Scheduled date for approving 
authority to receive submittals.

1.7.2   Contractor Use of Submittal Register

Update the following fields with each submittal throughout contract.

Column (b) Transmittal Number:  Contractor assigned list of 
consecutive numbers.

Column (j) Action Code (k):  Date of action used to record 
Contractor's review when forwarding submittals to QC.

Column (l) List date of submittal transmission.

Column (q) List date approval received.

1.7.3   Approving Authority Use of Submittal Register

Update the following fields.
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Column (b) Transmittal Number:  Contractor assigned list of 
consecutive numbers.

Column (l) List date of submittal receipt.

Column (m) through (p)List Date related to review actions.

Column (q) List date returned to Contractor.

1.7.4   Contractor Action Code and Action Code

Entries for columns (j) and (o), are to be used are as follows (others may 
be prescribed by Transmittal Form):

NR - Not Received

AN - Approved as noted

A - Approved

RR - Disapproved, Revise, and Resubmit

1.7.5   Copies Delivered to the Government

Deliver one copy of submittal register updated by Contractor to Government 
with each invoice request.  

1.8   SCHEDULING

Schedule and submit concurrently submittals covering component items 
forming a system or items that are interrelated.  Include certifications to 
be submitted with the pertinent drawings at the same time.  No delay 
damages or time extensions will be allowed for time lost in late 
submittals.  

a.  Coordinate scheduling, sequencing, preparing and processing of 
submittals with performance of work so that work will not be 
delayed by submittal processing.  Allow for potential resubmittal 
of requirements.

b.  Submittals called for by the contract documents will be listed on 
the register.  If a submittal is called for but does not pertain 
to the contract work, the Contractor is to include the submittal 
in the register and annotate it "N/A" with a brief explanation.  
Approval by the Contracting Officer does not relieve the 
Contractor of supplying submittals required by the contract 
documents but which have been omitted from the register or marked 
"N/A".

c.  Re-submit register and annotate monthly by the Contractor with 
actual submission and approval dates.  When all items on the 
register have been fully approved, no further re-submittal is 
required.

d.  Carefully control procurement operations to ensure that each 
individual submittal is made on or before the Contractor scheduled 
submittal date shown on the approved "Submittal Register."
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e.  Except as specified otherwise, allow review period, beginning with 
receipt by approving authority, that includes at least 15 working 
days for submittals for QC Manager approval and 20 working days 
for submittals for Contracting Officer approval.  Period of review 
for submittals with Contracting Officer approval begins when 
Government receives submittal from QC organization.

f.  For submittals requiring review by fire protection engineer, allow 
review period, beginning when Government receives submittal from 
QC organization, of 30 working days for return of submittal to the 
Contractor.

g.  Period of review for each resubmittal is the same as for initial 
submittal.

1.8.1   Reviewing, Certifying, Approving Authority

The QC organization is responsible for reviewing and certifying that 
submittals are in compliance with contract requirements.  Approving 
authority on submittals is QC Manager unless otherwise specified for 
specific submittal.  At each "Submittal" paragraph in individual 
specification sections, a notation "G," following a submittal item, 
indicates Contracting Officer is approving authority for that submittal 
item.

1.8.2   Constraints

a.  Conform to provisions of this section, unless explicitly stated 
otherwise for submittals listed or specified in this contract.

b.  Submit complete submittals for each definable feature of work. 
Submit at the same time components of definable feature 
interrelated as a system.

c.  When acceptability of a submittal is dependent on conditions, 
items, or materials included in separate subsequent submittals, 
submittal will be returned without review.

d.  Approval of a separate material, product, or component does not 
imply approval of assembly in which item functions.

1.8.3   QC Organization Responsibilities

a.  Note date on which submittal was received from Contractor on each 
submittal.

b.  Review each submittal; and check and coordinate each submittal 
with requirements of work and contract documents.

c.  Review submittals for conformance with project design concepts and 
compliance with contract documents.

d.  Act on submittals, determining appropriate action based on QC 
organization's review of submittal.

(1)  When QC Manager is approving authority, take appropriate 
action on submittal from the possible actions defined in paragraph 
entitled, "Actions Possible."
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(2)  When Contracting Officer is approving authority or when 
variation has been proposed, forward submittal to Government with 
certifying statement or return submittal marked "not reviewed" or 
"revise and resubmit" as appropriate.  The QC organization's 
review of submittal determines appropriate action.

e.  Ensure that material is clearly legible.

f.  Stamp each sheet of each submittal with QC certifying statement or 
approving statement, except that data submitted in bound volume or 
on one sheet printed on two sides may be stamped on the front of 
the first sheet only.

(1)  When approving authority is Contracting Officer, QC 
organization will certify submittals forwarded to Contracting 
Officer with the following certifying statement:

"I hereby certify that the (equipment) (material) (article) shown and 
marked in this submittal is that proposed to be incorporated with 
contract Number (insert contract number), is in compliance with the 
contract drawings and specification, can be installed in the allocated 
spaces, and is submitted for Government approval.

Certified by Submittal Reviewer _____________________, Date _______
(Signature when applicable)

Certified by QC Manager _____________________________, Date ______"
(Signature)

(2)  When approving authority is QC Manager, QC Manager will use 
the following approval statement when returning submittals to 
Contractor as "Approved" or "Approved as Noted."

"I hereby certify that the (material) (equipment) (article) shown and 
marked in this submittal and proposed to be incorporated with contract 
Number (insert contract number), is in compliance with the contract 
drawings and specification, can be installed in the allocated spaces, 
and is approved for use.

Certified by Submittal Reviewer ______________________, Date ______
(Signature when applicable)

Approved by QC Manager _______________________________, Date _____"
(Signature)

g.  Sign certifying statement or approval statement.  The QC 
organization member designated in the approved QC plan is the 
person signing certifying statements.  The use of original ink for 
signatures is required.  Stamped signatures are not acceptable.

h.  Update submittal register as submittal actions occur and maintain 
the submittal register at project site until final acceptance of 
all work by Contracting Officer.

i.  Retain a copy of approved submittals at project site, including 
Contractor's copy of approved samples.
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1.9   GOVERNMENT APPROVING AUTHORITY

When approving authority is Contracting Officer, the Government will:

a.  Note date on which submittal was received from QC Manager.

b.  Review submittals for approval within scheduling period specified 
and only for conformance with project design concepts and 
compliance with contract documents.

c.  Identify returned submittals with one of the actions defined in 
paragraph entitled "Review Notations" and with markings 
appropriate for action indicated.

Upon completion of review of submittals requiring Government approval, 
stamp and date approved submittals.  Four copies of the approved submittal 
will be retained by the Contracting Officer and three copies of the 
submittal will be returned to the Contractor.  

1.9.1   Review Notations

After Contracting Officer review submittals will be returned to the 
Contractor with the following notations:

a.  Submittals marked "approved" or "accepted" authorize the 
Contractor to proceed with the work covered.

b.  Submittals marked "approved as noted" "or approved except as 
noted, resubmittal not required," authorize the Contractor to 
proceed with the work covered provided he takes no exception to 
the corrections.

c.  Submittals marked "not approved" or "disapproved," or "revise and 
resubmit," indicate noncompliance with the contract requirements 
or design concept, or that submittal is incomplete.  Resubmit with 
appropriate changes.  No work shall proceed for this item until 
resubmittal is approved.

d.  Submittals marked "not reviewed" will indicate submittal has been 
previously reviewed and approved, is not required , does not have 
evidence of being reviewed and approved by Contractor, or is not 
complete.  A submittal marked "not reviewed" will be returned with 
an explanation of the reason it is not reviewed. Resubmit 
submittals returned for lack of review by Contractor or for being 
incomplete, with appropriate action, coordination, or change.

1.10   DISAPPROVED SUBMITTALS

Contractor shall make corrections required by the Contracting Officer.  If 
the Contractor considers any correction or notation on the returned 
submittals to constitute a change to the contract drawings or 
specifications; notice as required under the clause entitled, "Changes" is 
to be given to the Contracting Officer.  Contractor is responsible for the 
dimensions and design of connection details and construction of work.  
Failure to point out deviations may result in the Government requiring 
rejection and removal of such work at the Contractor's expense.

If changes are necessary to submittals, the Contractor shall make such 
revisions and submission of the submittals in accordance with the 
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procedures above.  No item of work requiring a submittal change is to be 
accomplished until the changed submittals are approved.

1.11   APPROVED/ACCEPTED SUBMITTALS

The Contracting Officer's approval or acceptance of submittals is not be 
construed as a complete check, and indicates only that the general method 
of construction, materials, detailing and other information are satisfactory.  
Approval or acceptance will not relieve the Contractor of the 
responsibility for any error which may exist, as the Contractor under the 
Contractor Quality Control (CQC) requirements of this contract is 
responsible for dimensions, the design of adequate connections and details, 
and the satisfactory construction of all work.  After submittals have been 
approved or accepted by the Contracting Officer, no resubmittal for the 
purpose of substituting materials or equipment will be considered unless 
accompanied by an explanation of why a substitution is necessary.

1.12   APPROVED SAMPLES

Approval of a sample is only for the characteristics or use named in such 
approval and is not be construed to change or modify any contract 
requirements.  Before submitting samples, the Contractor to assure that the 
materials or equipment will be available in quantities required in the 
project.  No change or substitution will be permitted after a sample has 
been approved.

Match the approved samples for Materials and equipment incorporated in the 
work.  If requested, approved samples, including those which may be damaged 
in testing, will be returned to the Contractor, at his expense, upon 
completion of the contract.  Samples not approved will also be returned to 
the Contractor at its expense, if so requested.

Failure of any materials to pass the specified tests will be sufficient 
cause for refusal to consider, under this contract, any further samples of 
the same brand or make of that material.  Government reserves the right to 
disapproved any material or equipment which previously has proved 
unsatisfactory in service.

Samples of various materials or equipment delivered on the site or in place 
may be taken by the Contracting Officer for testing.  Samples failing to 
meet contract requirements will automatically void previous approvals.  
Contractor to replace such materials or equipment to meet contract 
requirements.

Approval of the Contractor's samples by the Contracting Officer does not 
relieve the Contractor of his responsibilities under the contract.

PART 2   PRODUCTS

Not Used

PART 3   EXECUTION

Not Used

        -- End of Section --

SECTION 01 33 00  Page 14



Roof System Replacement Building 1171 BLDG1171ROOF

SECTION 01 35 26

GOVERNMENTAL SAFETY REQUIREMENTS
04/08

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN SOCIETY OF SAFETY ENGINEERS (ASSE/SAFE)

ASSE/SAFE A10.32 (2004) Fall Protection

ASSE/SAFE A10.34 (2001; R 2005) Protection of the Public on 
or Adjacent to Construction Sites

ASSE/SAFE Z359.1 (2007) Safety Requirements for Personal 
Fall Arrest Systems, Subsystems and 
Components

ASME INTERNATIONAL (ASME)

ASME B30.22 (2005) Articulating Boom Cranes

ASME B30.3 (2004) Construction Tower Cranes

ASME B30.5 (2004) Mobile and Locomotive Cranes

ASME B30.8 (2004) Floating  Cranes and Floating 
Derricks

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 10 (2006; Errata 2006) Standard for Portable 
Fire Extinguishers

NFPA 241 (2004) Safeguarding 
Construction,Alteration, and Demolition 
Operations

NFPA 51B (2003) Fire Prevention During Welding, 
Cutting, and Other Hot Work

NFPA 70 (2007) National Electrical Code - 2008 
Edition

NFPA 70E (2004; AMD 2004) Electrical Safety in the 
Workplace

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (2003) Safety -- Safety and Health 
Requirements
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U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

29 CFR 1910 Occupational Safety and Health Standards

29 CFR 1910.146 Permit-required Confined Spaces

29 CFR 1915 Confined and Enclosed Spaces and Other 
Dangerous Atmospheres in Shipyard 
Employment

29 CFR 1926 Safety and Health Regulations for 
Construction

29 CFR 1926.500 Fall Protection

1.2   SUBMITTALS

Government approval is required for all  submittals. Submit the following 
in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

Government acceptance is required for all submittals. 

SD-01 Preconstruction Submittals

Accident Prevention Plan (APP); 

Activity Hazard Analysis (AHA);  

Crane Critical Lift Plan;  

Proof of qualification for Crane Operators;  

SD-06 Test Reports

Reports

  Submit reports as their incidence occurs, in accordance with the 
requirements of the paragraph entitled, "Reports."

Accident Reports

Monthly Exposure Reports

Crane Reports

SD-07 Certificates

Confined Space Entry Permit

Hot work permit

Contractor Safety Self-Evaluation Checklist; 

Certificate of Compliance (Crane)

  Submit one copy of each permit/certificate attached to each 
Daily Production Report.
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1.3   DEFINITIONS

a.  Competent Person for Fall Protection.  A person who is capable of 
identifying hazardous or dangerous conditions in the personal fall 
arrest system or any component thereof, as well as their application 
and use with related equipment, and has the authority to take prompt 
corrective measures to eliminate the hazards of falling.

b.   High Visibility Accident.  Any mishap which may generate publicity 
and/or high visibility.

c.  Medical Treatment. Treatment administered by a physician or by 
registered professional personnel under the standing orders of a 
physician.  Medical treatment does not include first aid treatment even 
through provided by a physician or registered personnel.

d.  Operating Envelope.  The area surrounding any crane. Inside this 
"envelope" is the crane, the operator, riggers and crane walkers, 
rigging gear between the hook and the load, the load and the crane's 
supporting structure (ground, rail, etc.).

e.  Qualified Person for Fall Protection.  A person with a recognized 
degree or professional certificate, and with extensive knowledge, 
training and experience in the field of fall protection; who is capable 
of performing design, analysis, and evaluation of fall protection 
systems and equipment.

f.  Recordable Injuries or Illnesses.  Any work-related injury or 
illness that results in: 

(1)   Death, regardless of the time between the injury and death, 
or the length of the illness;

(2)   Days away from work (any time lost after day of 
injury/illness onset);

(3)   Restricted work;

(4)   Transfer to another job;

(5)   Medical treatment beyond first aid;

(6)   Loss of consciousness; or

(7)   A significant injury or illness diagnosed by a physician or 
other licensed health care professional, even if it did not result 
in (1) through (6) above.

g.   "USACE" property and equipment specified in USACE EM 385-1-1 
should be interpreted as Government property and equipment.

h.   Weight Handling Equipment (WHE) Accident.  A WHE accident occurs 
when any one or more of the six elements in the operating envelope 
fails to perform correctly during operation, including operation during 
maintenance or testing resulting in personnel injury or death; material 
or equipment damage; dropped load; derailment; two-blocking; overload; 
and/or collision, including unplanned contact between the load, crane, 
and/or other objects.  A dropped load, derailment, two-blocking, 
overload and collision are considered accidents even though no material 
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damage or injury occurs.  A component failure (e.g., motor burnout, 
gear tooth failure, bearing failure) is not considered an accident 
solely due to material or equipment damage unless the component failure 
results in damage to other components (e.g., dropped boom, dropped 
load, roll over, etc.).

1.4   CONTRACTOR SAFETY SELF-EVALUATION CHECKLIST

Contracting Officer will provide a "Contractor Safety Self-Evaluation 
checklist" to the Contractor at the pre-construction conference.  The 
checklist will be completed monthly by the Contractor and submitted with 
each request for payment voucher.  An acceptable score of 90 or greater is 
required.  Failure to submit the completed safety self-evaluation checklist 
or achieve a score of at least 90, will result in a retention of up to 10 
percent of the voucher.

1.5   REGULATORY REQUIREMENTS

In addition to the detailed requirements included in the provisions of this 
contract, comply with USACE EM 385-1-1, and applicable federal, state, and 
local laws, ordinances, criteria, rules and regulations.  Submit matters of 
interpretation of standards to the appropriate administrative agency for 
resolution before starting work.  Where the requirements of this 
specification, applicable laws, criteria, ordinances, regulations, and 
referenced documents vary, the most stringent requirements govern.

1.6   SITE QUALIFICATIONS, DUTIES AND MEETINGS

1.6.1   Personnel Qualifications

1.6.1.1   Site Safety and Health Officer (SSHO)

Provide a site Safety and Health Officer (SSHO) at the work site at all 
times to perform safety and occupational health management, surveillance, 
inspections, and safety enforcement for the Contractor. The Contractor 
Quality Control (QC) person can be the SSHO on this project. Meet the 
following requirements within the SSHO:

Level 3:   
A minimum of 5 years safety work on similar projects.
30-hour OSHA construction safety class or equivalent within the 
last 5 years.
An average of at least 24 hours of formal safety training each 
year for the past 5 years.
Competent person training as needed.

1.6.1.2   Competent Person for Confined Space Entry

Provide a competent person for confined space meeting the definition and 
requirements of EM 385-1-1, if confined space work will be required.

1.6.1.3   Crane Operators

Meet the crane operators requirements in USACE EM 385-1-1, Section 16 and 
Appendix G.  In addition, for mobile cranes with Original Equipment 
Manufacturer (OEM) rated capacitates of 50,000 pounds or greater, designate 
crane operators as qualified by a source that qualifies crane operators 
(i.e., union, a government agency, or and organization that tests and 
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qualifies crane operators).  Provide proof of current qualification.

1.6.2   Personnel Duties

1.6.2.1   Site Safety and Health Officer (SSHO)

a.  Conduct daily safety and health inspections and maintain a written 
log which includes area/operation inspected, date of inspection, 
identified hazards, recommended corrective actions, estimated and 
actual dates of corrections. Attach safety inspection logs to the 
Contractors' daily production report. 

b.  Conduct mishap investigations and complete required reports.  
Maintain the OSHA Form 300 and Daily Production reports for prime and 
sub-contractors.

c.  Maintain applicable safety reference material on the job site.

d.  Attend the pre-construction conference, pre-work meetings including 
preparatory inspection meeting, and periodic in-progress meetings. 

e.  Implement and enforce accepted APPS and AHAs.

f.  Maintain a safety and health deficiency tracking system that 
monitors outstanding deficiencies until resolution.  Post a list of 
unresolved safety and health deficiencies on the safety bulletin board.

g.  Ensure sub-contractor compliance with safety and health 
requirements.

Failure to perform the above duties will result in dismissal of the 
superintendent and/or SSHO, and a project work stoppage.  The project work 
stoppage will remain in effect pending approval of a suitable replacement.

1.6.3   Meetings

1.6.3.1   Preconstruction Conference

a. Contractor representatives who have a responsibility or significant 
role in accident prevention on the project shall attend the 
preconstruction conference.  This includes the project superintendent, 
site safety and health officer, quality control supervisor, or any 
other assigned safety and health professionals who participated in the 
development of the APP (including the Activity Hazard Analyses (AHAs) 
and special plans, program and procedures associated with it). 

b. Discuss the details of the submitted APP to include incorporated 
plans, programs, procedures and a listing of anticipated AHAs that will 
be developed and implemented during the performance of the contract.  
This list of proposed AHAs will be reviewed at the conference and an 
agreement will be reached between the Contractor and the Contracting 
Officer's representative as to which phases will require an analysis.  
In addition, establish a schedule for the preparation, submittal, 
review, and acceptance of AHAs to preclude project delays.  

c. Deficiencies in the submitted APP will be brought to the attention 
of the Contractor at the preconstruction conference, and the Contractor 
shall revise the plan to correct deficiencies and re-submit it for 
acceptance.  Do not begin work until there is an accepted APP. 
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d.   The functions of a Preconstruction conference may take place at 
the Post-Award Kickoff meeting for Design Build Contracts.  

1.6.3.2   Safety Meetings

Conduct and document meetings as required by EM 385-1-1.  Attach minutes 
showing contract title, signatures of attendees and a list of topics 
discussed to the Contractors' daily production report.

1.7   ACCIDENT PREVENTION PLAN (APP)

Use a qualified person to prepare the written site-specific APP. Prepare 
the APP in accordance with the format and requirements of USACE EM 385-1-1 
and as supplemented herein. Cover all paragraph and subparagraph elements 
in USACE EM 385-1-1, Appendix A, "Minimum Basic Outline for Accident 
Prevention Plan".  Specific requirements for some of the APP elements are 
described below.  The APP shall be job-specific and address any unusual or 
unique aspects of the project or activity for which it is written.  The APP 
shall interface with the Contractor's overall safety and health program.  
Include any portions of the Contractor's overall safety and health program 
referenced in the APP in the applicable APP element and made site-specific. 
The Government considers the Prime Contractor to be the "controlling 
authority" for all work site safety and health of the subcontractors. 
Contractors are responsible for informing their subcontractors of the 
safety provisions under the terms of the contract and the penalties for 
noncompliance, coordinating the work to prevent one craft from interfering 
with or creating hazardous working conditions for other crafts, and 
inspecting subcontractor operations to ensure that accident prevention 
responsibilities are being carried out.  The APP shall be signed by the 
person and firm (senior person) preparing the APP, the Contractor, the 
on-site superintendent, the designated site safety and health officer and 
any designated CSP and/or CIH.

Submit the APP to the Contracting Officer 15 calendar days prior to the 
date of the preconstruction conference for acceptance.  Work cannot proceed 
without an accepted APP.

Once accepted by the Contracting Officer, the APP and attachments will be 
enforced as part of the contract. Disregarding the provisions of this 
contract or the accepted APP will be cause for stopping of work, at the 
discretion of the Contracting Officer, until the matter has been rectified.

Once work begins, changes to the accepted APP shall be made with the 
knowledge and concurrence of the Contracting Officer, project 
superintendent, SSHO and quality control manager.  Should any hazard become 
evident, stop work in the area, secure the area, and develop a plan to 
remove the hazard.  Notify the Contracting Officer within 24 hours of 
discovery.  Eliminate/remove the hazard. In the interim, take all necessary 
action to restore and maintain safe working conditions in order to 
safeguard onsite personnel, visitors, the public (as defined by 
ASSE/SAFE A10.34,) and the environment.  

Copies of the accepted plan will be maintained at the Contracting Officer's 
office and at the job site.  Continuously review and amend the APP, as 
necessary, throughout the life of the contract.  Incorperate unusual or 
high-hazard activities not identified in the original APP as they are 
discovered.
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1.7.1   EM 385-1-1 Contents

In addition to the requirements outlined in Appendix A of USACE EM 385-1-1, 
the following is required:

a. Names and qualifications (resumes including education, training, 
experience and certifications) of all site safety and health personnel 
designated to perform work on this project to include the designated 
site safety and health officer and other competent and qualified 
personnel to be used such as CSPs, CIHs, STSs, CHSTs.  Specify the 
duties of each position.

b.  Qualifications of competent and of qualified persons.  As a 
minimum, designate and submit qualifications of competent persons for 
each of the following major areas: excavation; scaffolding; fall 
protection; hazardous energy; confined space; health hazard 
recognition, evaluation and control of chemical, physical and 
biological agents; personal protective equipment and clothing to 
include selection, use and maintenance.

c.  Confined Space Entry Plan.  Develop a confined space entry plan in 
accordance with USACE EM 385-1-1, applicable OSHA standards 29 CFR 1910, 
29 CFR 1915, and 29 CFR 1926, and any other federal, state and local 
regulatory requirements identified in this contract.  Identify the 
qualified person's name and qualifications, training, and experience.  
Delineate the qualified person's authority to direct work stoppage in 
the event of hazardous conditions.  Include procedure for rescue by 
contractor personnel and the coordination with emergency responders.  
(If there is no confined space work, include a statement that no 
confined space work exists and none will be created.)

d. Crane Critical Lift Plan. Prepare and sign weight handling critical 
lift plans for lifts over 75 percent of the capacity of the crane or 
hoist (or lifts over 50 percent of the capacity of a barge mounted 
mobile crane's hoists) at any radius of lift; lifts involving more than 
one crane or hoist; lifts of personnel; and lifts involving non-routine 
rigging or operation, sensitive equipment, or unusual safety risks.  
Submit 15 calendar days prior to on-site work and include the 
requirements of USACE EM 385-1-1, paragraph 16.C.18. and the 
following:  

(1)   For lifts of personnel, demonstrate compliance with the 
requirements of 29 CFR 1926.550(g).

(2)   For barge mounted mobile cranes, barge stability 
calculations identifying barge list and trim based on anticipated 
loading; and load charts based on calculated list and trim.  The 
amount of list and trim shall be within the crane manufacturer's 
requirements.

e.  Fall Protection and Prevention (FP&P) Plan.  The plan shall be site 
specific and address all fall hazards in the work place and during 
different phases of construction.  Address how to protect and prevent 
workers from falling to lower levels when they are exposed to fall 
hazards above 6 feet.  A qualified person for fall protection shall 
prepare and sign the plan.  Include fall protection and prevention 
systems, equipment and methods employed for every phase of work, 
responsibilities, assisted rescue, self-rescue and evacuation 
procedures, training requirements, and monitoring methods.  Revise the 
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fall Protection and Prevention Plan every six months for lengthy 
projects, reflecting any changes during the course of construction due 
to changes in personnel, equipment, systems or work habits.  Keep and 
maintain the accepted Fall Protection and Prevention Plan at the job 
site for the duration of the project.  Include the Fall Protection and 
Prevention Plan in the Accident Prevention Plan (APP).

f.   Occupant Protection Plan, if applicable.  The safety and health 
aspects of lead-based paint removal, prepared in accordance with 
specification Section entitled REMOVAL AND DISPOSAL OF LEAD CONTAINING 
PAINT.

g.   Lead Compliance Plan, if applicable.  The safety and health 
aspects of lead work, prepared in accordance with specification Section
LEAD IN CONSTRUCTION.

h.  Asbestos Hazard Abatement Plan, if applicable.  The safety and 
health aspects of asbestos work, prepared in accordance with 
specification Section ENGINEERING CONTROL OF ASBESTOS CONTAINING 
MATERIALS.

1.8   ACTIVITY HAZARD ANALYSIS (AHA)

The Activity Hazard Analysis (AHA) format shall be in accordance with USACE 
EM 385-1-1. Submit the AHA for review at least 15 calendar days prior to 
the start of each phase.  Format subsequent AHAs as amendments to the APP. 
The analysis should be used during daily inspections to ensure the 
implementation and effectiveness of the activity's safety and health 
controls.

The AHA list will be reviewed periodically (at least monthly) at the 
Contractor supervisory safety meeting and updated as necessary when 
procedures, scheduling, or hazards change.

Develop the activity hazard analyses using the project schedule as the 
basis for the activities performed.  Any activities listed on the project 
schedule will require an AHA.  The AHAs will be developed by the 
contractor, supplier or subcontractor and provided to the prime contractor 
for submittal to the Contracting Officer.

1.9   DISPLAY OF SAFETY INFORMATION

Within 1 calendar days after commencement of work, erect a safety bulletin 
board at the job site.  Include and maintain information on safety bulletin 
board as required by EM 385-1-1, section 01.A.06.  Additional items 
required to be posted, as applicable, include:

a.  Confined space entry permit.

b.  Hot work permit. 

1.10   SITE SAFETY REFERENCE MATERIALS

Maintain safety-related references applicable to the project, including 
those listed in the article "References."  Maintain applicable equipment 
manufacturer's manuals.
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1.11   EMERGENCY MEDICAL TREATMENT

Contractors will arrange for their own emergency medical treatment.  
Government has no responsibility to provide emergency medical treatment.  

1.12   REPORTS

1.12.1   Accident Reports

a.  Conduct an accident investigation for recordable injuries and 
illnesses, and property damage accidents resulting in at least $2,000 
in damages, to establish the root cause(s) of the accident, complete 
the Navy Contractor Significant Incident Report (CSIR) form and provide 
the report to the Contracting Officer within 5 calendar day(s) of the 
accident.  The Contracting Officer will provide copies of any required 
or special forms.

b.  Conduct an accident investigation for any weight handling equipment 
accident (including rigging gear accidents) to establish the root 
cause(s) of the accident, complete the WHE Accident Report (Crane and 
Rigging Gear) form and provide the report to the Contracting Officer 
within 30 calendar days of the accident.  Do not proceed with crane 
operations until cause is determined and corrective actions have been 
implemented to the satisfaction of the contracting officer.  The 
Contracting Officer will provide a blank copy of the accident report 
form.

1.12.2   Accident Notification

Notify the Contracting Officer as soon as practical, but not later than 
four hours, after any accident meeting the definition of Recordable 
Injuries or Illnesses or High Visibility Accidents, property damage equal 
to or greater than $2,000, or any weight handling equipment accident.  
Within notification include contractor name; contract title; type of 
contract; name of activity, installation or location where accident 
occurred; date and time of accident; names of personnel injured; extent of 
property damage, if any; extent of injury, if known, and brief description 
of accident (to include type of construction equipment used, PPE used, 
etc.).  Preserve the conditions and evidence on the accident site until the 
Government investigation team arrives on-site and Government investigation 
is conducted.

1.12.3   Monthly Exposure Reports

Monthly exposure reporting to the Contracting Officer is required to be 
attached to the monthly billing request.  This report is a compilation of 
employee-hours worked each month for all site workers, both prime and 
subcontractor.  The Contracting Officer will provide copies of any special 
forms.

1.12.4   Crane Reports

Submit crane inspection reports required in accordance with USACE EM 385-1-1, 
Appendix H and as specified herein with Daily Reports of Inspections.

1.12.5   Certificate of Compliance

Provide a Certificate of Compliance for each crane entering an activity 
under this contract (see Contracting Officer for a blank certificate).  
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State within the certificate that the crane and rigging gear meet 
applicable OSHA regulations (with the Contractor citing which OSHA 
regulations are applicable, e.g., cranes used in construction, demolition, 
or maintenance comply with 29 CFR 1926 and USACE EM 385-1-1 section 16 and 
Appendix H.  Certify on the Certificate of Compliance that the crane 
operator(s) is qualified and trained in the operation of the crane to be 
used.  Also certify that all of its crane operators working on the DOD 
activity have been trained in the proper use of all safety devices (e.g., 
anti-two block devices).  Post certifications on the crane.

1.13   HOT WORK

Submit and obtain a written permit prior to performing "Hot Work" (welding, 
cutting, etc.) or operating other flame-producing/spark producing devices, 
from the Fire Department.  CONTRACTORS ARE REQUIRED TO MEET ALL CRITERIA 
BEFORE A PERMIT IS ISSUED.  The Contractor will provide at least two (2) 
twenty (20) pound 4A:20 BC rated extinguishers for normal "Hot Work".  All 
extinguishers shall be current inspection tagged, approved safety pin and 
tamper resistant seal.  It is also mandatory to have a designated FIRE 
WATCH for any "Hot Work" done at this activity.  The Fire Watch shall be 
trained in accordance with NFPA 51B and remain on-site for a minimum of 30 
minutes after completion of the task or as specified on the hot work 
permit. 

When starting work in the facility, require personnel to familiarize 
themselves with the location of the nearest fire alarm boxes and place in 
memory the emergency Fire Department phone number.  ANY FIRE, NO MATTER HOW 
SMALL, SHAL BE REPORTED TO THE RESPONSIBLE FIRE DEPARTMENT    IMMEDIATELY.

1.14   FACILITY OCCUPANCY CLOSURE

Streets, walks, and other facilities occupied and used by the Government 
shall not be closed or obstructed without written permission from the 
Contracting Officer.

1.15   SEVERE STORM PLAN

In the event of a severe storm warning, the Contractor must:

a.  Secure outside equipment and materials and place materials that 
could be damaged in protected areas.

b.  Check surrounding area, including roof, for loose material, 
equipment, debris, and other objects that could be blown away or 
against existing facilities.

c.  Ensure that temporary erosion controls are adequate.

PART 2   PRODUCTS

2.1   CONFINED SPACE SIGNAGE

Provide permanent signs integral to or securely attached to access covers 
for new permit-required confined spaces.  Signs wording:  
"DANGER--PERMIT-REQUIRED CONFINED SPACE - DO NOT ENTER -" in bold letters a 
minimum of one inch in height and constructed to be clearly legible with 
all paint removed.  The signal word "DANGER" shall be red and readable from 
5 feet.
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2.2   FALL PROTECTION ANCHORAGE

Leave in place fall protection anchorage, conforming to ASSE/SAFE Z359.1, 
installed under the supervision of a qualified person in fall protection, 
for continued customer use and so identified by signage stating the 
capacity of the anchorage (strength and number of persons who may be 
tied-off to it at any one time).

PART 3   EXECUTION

3.1   CONSTRUCTION AND/OR OTHER WORK

Comply with USACE EM 385-1-1, NFPA 241, the APP, the AHA, Federal and/or 
State OSHA regulations, and other related submittals and activity fire and 
safety regulations.  The most stringent standard prevails.

3.1.1   Hazardous Material Use

Each hazardous material must receive approval prior to being brought onto 
the job site or prior to any other use in connection with this contract.  
Allow a minimum of 10 working days for processing of the request for use of 
a hazardous material.

3.1.2   Hazardous Material Exclusions

Notwithstanding any other hazardous material used in this contract, 
radioactive materials or instruments capable of producing 
ionizing/non-ionizing radiation (with the exception of radioactive material 
and devices used in accordance with USACE EM 385-1-1 such as nuclear 
density meters for compaction testing and laboratory equipment with 
radioactive sources) as well as materials which contain asbestos, mercury 
or polychlorinated biphenyls, di-isocynates, lead-based paint are 
prohibited.  The Contracting Officer, upon written request by the 
Contractor, may consider exceptions to the use of any of the above excluded 
materials. 

3.1.3   Unforeseen Hazardous Material

The design should have identified materials such as PCB, lead paint, and 
friable and non-friable asbestos.  If material, not indicated, that may be 
hazardous to human health upon disturbance during construction operations 
is encountered, stop that portion of work and notify the Contracting 
Officer immediately.  Within 14 calendar days the Government will determine 
if the material is hazardous.  If material is not hazardous or poses no 
danger, the Government will direct the Contractor to proceed without 
change.  If material is hazardous and handling of the material is necessary 
to accomplish the work, the Government will issue a modification pursuant 
to "FAR 52.243-4, Changes" and "FAR 52.236-2, Differing Site Conditions."

3.2   PRE-OUTAGE COORDINATION MEETING

Contractors are required to apply for utility outages at least 15 days in 
advance.  As a minimum, the request should include the location of the 
outage, utilities being affected, duration of outage and any necessary 
sketches.  Special requirements for electrical outage requests are 
contained elsewhere in this specification section.  Once approved, and 
prior to beginning work on the utility system requiring shut down, attend a 
pre-outage coordination meeting with the Contracting Officer to review the 
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scope of work and the lock-out/tag-out procedures for worker protection.  
No work will be performed on energized electrical circuits unless proof is 
provided that no other means exist.  

3.3   SAFETY LOCKOUT/TAGOUT PROCEDURES

Contractor shall ensure that each employee is familiar with and complies 
with these procedures and 29 CFR 1910.147.

Contracting Officer will, at the Contractor's request, apply  
lockout/tagout tags and take other actions that, because of experience and 
knowledge, are known to be necessary to make the particular equipment safe 
to work on.

No person, regardless of position or authority, shall operate any switch, 
valve, or equipment that has an official lockout/tagout tag attached to it, 
nor shall such tag be removed except as provided in this section.

No person shall work on any equipment that requires a lockout/tagout tag 
unless he, his immediate supervisor, project leader, or a subordinate has 
in his possession the stubs of the required lockout/tagout tags.

When work is to be performed on electrical circuits, only qualified 
personnel shall perform work on electrical circuits.

A supervisor who is required to enter an area protected by a lockout/tagout 
tag will be considered a member of the protected group provided he notifies 
the holder of the tag stub each time he enters and departs from the 
protected area.

Identification markings on building light and power distribution circuits 
shall not be relied on for established safe work conditions.

Before clearance will be given on any equipment other than electrical 
(generally referred to as mechanical apparatus), the apparatus, valves, or 
systems shall be secured in a passive condition with the appropriate vents, 
pins, and locks.

Pressurized or vacuum systems shall be vented to relieve differential 
pressure completely.

Vent valves shall be tagged open during the course of the work.

Where dangerous gas or fluid systems are involved, or in areas where the 
environment may be oxygen deficient, system or areas shall be purged, 
ventilated, or otherwise made safe prior to entry.

3.3.1   Tag Placement

Lockout/tagout tags shall be completed in accordance with the regulations 
printed on the back thereof and attached to any device which, if operated, 
could cause an unsafe condition to exist.

If more than one group is to work on any circuit or equipment, the employee 
in charge of each group shall have a separate set of lockout/tagout tags 
completed and properly attached.

When it is required that certain equipment be tagged, the Government will 
review the characteristics of the various systems involved that affect the 
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safety of the operations and the work to be done; take the necessary 
actions, including voltage and pressure checks, grounding, and venting, to 
make the system and equipment safe to work on; and apply such 
lockout/tagout tags to those switches, valves, vents, or other mechanical 
devices needed to preserve the safety provided.  This operation is referred 
to as "Providing Safety Clearance."

3.3.2   Tag Removal

When any individual or group has completed its part of the work and is 
clear of the circuits or equipment, the supervisor, project leader, or 
individual for whom the equipment was tagged shall turn in his signed 
lockout/tagout tag stub to the Contracting Officer.  That group's or 
individual's lockout/tagout tags on equipment may then be removed on 
authorization by the Contracting Officer.

3.4   FALL HAZARD PROTECTION AND PREVENTION PROGRAM

Establish a fall protection and prevention program, for the protection of 
all employees exposed to fall hazards.  Within the program include company 
policy, identify responsibilities, education and training requirements, 
fall hazard identification, prevention and control measures, inspection, 
storage, care and maintenance of fall protection equipment and rescue and 
evacuation procedures.   

3.4.1   Training

Institute a fall protection training program.  As part of the Fall Hazard 
Protection and Prevention Program, provide training for each employee who 
might be exposed to fall hazards.  Provide training by a competent person 
for fall protectionin accordance with USACE EM 385-1-1, section 21.A.16.

3.4.2   Fall Protection Equipment and Systems

Enforce use of the fall protection equipment and systems designated for 
each specific work activity in the Fall Protection and Prevention Plan 
and/or AHA at all times when an employee is exposed to a fall hazard.  
Protect employees from fall hazards as specified in EM 385-1-1, section 
21.  In addition to the required fall protection systems, safety skiff, 
personal floatation devices, life rings etc., are required when working 
above or next to water in accordance with USACE EM 385-1-1, paragraphs 
05.H. and 05.I.  Personal fall arrest systems are required when working 
from an articulating or extendible boom, swing stages, or suspended 
platform.  In addition, personal fall arrest systems are required when 
operating other equipment such as scissor lifts if the work platform is 
capable of being positioned outside the wheelbase.  The need for tying-off 
in such equipment is to prevent ejection of the employee from the equipment 
during raising, lowering, or travel.  Fall protection must comply with 
29 CFR 1926.500, Subpart M, USACE EM 385-1-1 and ASSE/SAFE A10.32.

3.4.2.1   Personal Fall Arrest Equipment

Personal fall arrest equipment, systems, subsystems, and components shall 
meet ASSE/SAFE Z359.1.  Only a full-body harness with a shock-absorbing 
lanyard or self-retracting lanyard is an acceptable personal fall arrest 
body support device.  Body belts may only be used as a positioning device 
system (for uses such as steel reinforcing assembly and in addition to an 
approved fall arrest system). Harnesses shall have a fall arrest attachment 
affixed to the body support (usually a Dorsal D-ring) and specifically 
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designated for attachment to the rest of the system.  Only locking snap 
hooks and carabiners shall be used. Webbing, straps, and ropes shall be 
made of synthetic fiber. The maximum free fall distance when using fall 
arrest equipment shall not exceed 1.8 m (6 feet).  The total fall distance 
and any swinging of the worker (pendulum-like motion) that can occur during 
a fall shall always be taken into consideration when attaching a person to 
a fall arrest system.  

3.4.3   Fall Protection for Roofing Work

Implement fall protection controls based on the type of roof being 
constructed and work being performed. Evaluate the roof area to be accessed 
for its structural integrity including weight-bearing capabilities for the 
projected loading.

a.  Low Sloped Roofs:

(1)  For work within 6 feet of an edge, on low-slope roofs, 
Protect personnel from falling by use of personal fall arrest 
systems, guardrails, or safety nets.  A safety monitoring system 
is not adequate fall protection and is not authorized.

(2)  For work greater than 6 feet from an edge, erect and install 
warning lines in accordance with 29 CFR 1926.500 and USACE 
EM 385-1-1.

b.  Steep-Sloped Roofs:  Work on steep-sloped roofs requires a personal 
fall arrest system, guardrails with toe-boards, or safety nets.  This 
requirement also includes residential or housing type construction.

3.4.4   Existing Anchorage

Certified (or re-certified) by a qualified person for fall protection 
existing anchorages, to be used for attachment of personal fall arrest 
equipmentin accordance with ASSE/SAFE Z359.1.  Existing horizontal lifeline 
anchorages must be certified (or re-certified) by a registered professional 
engineer with experience in designing horizontal lifeline systems.

3.4.5   Horizontal Lifelines

Design, install, certify and use under the supervision of a qualified 
person horizontal lifelines for fall protection as part of a complete fall 
arrest system which maintains a safety factor of 2 (29 CFR 1926.500). 

3.4.6   Guardrails and Safety Nets

Design, install and use guardrails and safety nets in accordance with 
EM 385-1-1 and 29 CFR 1926 Subpart M.

3.4.7   Rescue and Evacuation Procedures

When personal fall arrest systems are used, the contractor must ensure that 
the mishap victim can self-rescue or can be rescued promptly should a fall 
occur.  Prepare a Rescue and Evacuation Plan and include a detailed 
discussion of the following: methods of rescue; methods of self-rescue; 
equipment used; training requirement; specialized training for the 
rescuers; procedures for requesting rescue and medical assistance; and 
transportation routes to a medical facility.  Include the Rescue and 
Evacuation Plan within the Activity Hazard Analysis (AHA) for the phase of 
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work, in the Fall Protection and Prevention (FP&P) Plan, and the Accident 
Prevention Plan (APP). 

3.5   SCAFFOLDING

Provide employees with a safe means of access to the work area on the 
scaffold.  Climbing of any scaffold braces or supports not specifically 
designed for access is prohibited.  Access scaffold platforms greater than 
20 feet maximum in height by use of a scaffold stair system.  Do not use 
vertical ladders commonly provided by scaffold system manufacturers for 
accessing scaffold platforms greater than 20 feet maximum in height.  The 
use of an adequate gate is required.  Ensure that employees are qualified 
to perform scaffold erection and dismantling.  Do not use scaffold without 
the capability of supporting at least four times the maximum intended load 
or without appropriate fall protection as delineated in the accepted fall 
protection and prevention plan.  Stationary scaffolds must be attached to 
structural building components to safeguard against tipping forward or 
backward.  Give special care to ensure scaffold systems are not 
overloaded.  Side brackets used to extend scaffold platforms on 
self-supported scaffold systems for the storage of material is prohibited.  
The first tie-in shall be at the height equal to 4 times the width of the 
smallest dimension of the scaffold base. Place work platforms on mud 
sills.  Scaffold or work platform erectors shall have fall protection 
during the erection and dismantling of scaffolding or work platforms that 
are more than six feet.  Delineate fall protection requirements when 
working above six feet or above dangerous operations in the Fall Protection 
and Prevention (FP&P) Plan and Activity Hazard Analysis (AHA) for the phase 
of work.

3.5.1   Stilts

The use of stilts for gaining additional height in construction, 
renovation, repair or maintenance work is prohibited.

3.6   EQUIPMENT

3.6.1   Material Handling Equipment

a.  Material handling equipment such as forklifts shall not be modified 
with work platform attachments for supporting employees unless 
specifically delineated in the manufacturer's printed operating 
instructions.

b.  The use of hooks on equipment for lifting of material must be in 
accordance with manufacturer's printed instructions.

c.   Operators of forklifts or power industrial trucks shall be 
licensed in accordance with OSHA.

3.6.2   Weight Handling Equipment

a. Equip cranes and derricks as specified in EM 385-1-1, section 16. 

b.  Notify the Contracting Officer 15 days in advance of any cranes 
entering the activity so that necessary quality assurance spot checks 
can be coordinated.  Contractor's operator shall remain with the crane 
during the spot check.

c.  Comply with the crane manufacturer's specifications and limitations 
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for erection and operation of cranes and hoists used in support of the 
work.  Perform erection under the supervision of a designated person 
(as defined in ASME B30.5).  Perform all testing in accordance with the 
manufacturer's recommended procedures.

d.  Comply with ASME B30.5 for mobile and locomotive cranes, ASME B30.22
 for articulating boom cranes, ASME B30.3 for construction tower 
cranes, and ASME B30.8 for floating cranes and floating derricks.

e.   Under no circumstance shall a Contractor make a lift at or above 
90% of the cranes rated capacity in any configuration.

f.  When operating in the vicinity of overhead transmission lines, 
operators and riggers shall be alert to this special hazard and follow 
the requirements of USACE EM 385-1-1 section 11 and ASME B30.5 or 
ASME B30.22 as applicable.

g.  Do not crane suspended personnel work platforms (baskets) unless 
the Contractor proves that using any other access to the work location 
would provide a greater hazard to the workers or is impossible.  Do not 
lift personnel with a line hoist or friction crane.

h.  Inspect, maintain, and recharge portable fire extinguishers as 
specified in NFPA 10, Standard for Portable Fire Extinguishers.

i.  All employees must keep clear of loads about to be lifted and of 
suspended loads.

j.  Use cribbing when performing lifts on outriggers.

k.  The crane hook/block must be positioned directly over the load.  
Side loading of the crane is prohibited.

l.  A physical barricade must be positioned to prevent personnel from 
entering the counterweight swing (tail swing) area of the crane.

m.  Certification records which include the date of inspection, 
signature of the person performing the inspection, and the serial 
number or other identifier of the crane that was inspected shall always 
be available for review by Contracting Officer personnel.

n.  Written reports listing the load test procedures used along with 
any repairs or alterations performed on the crane shall be available 
for review by Contracting Officer personnel.

o.   Certify that all crane operators have been trained in proper use 
of all safety devices (e.g. anti-two block devices).

p.  Take steps to ensure that wind speed does not contribute to loss of 
control of the load during lifting operations.  Prior to conducting 
lifting operations set a maximum wind speed at which a crane can be 
safely operated based on the equipment being used, the load being 
lifted, experience of operators and riggers, and hazards on the work 
site.  This maximum wind speed determination shall be included as part 
of the activity hazard analysis plan for that operation.

3.6.3   Equipment and Mechanized Equipment

a.  Proof of qualifications for operator shall be kept on the project 
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site for review.

b.   Manufacturer specifications or owner's manual for the equipment 
shall be on-site and reviewed for additional safety precautions or 
requirements that are sometimes not identified by OSHA or USACE 
EM 385-1-1.  Incorporate such additional safety precautions or 
requirements into the AHAs.  

3.7   EXCAVATIONS

Perform soil classification by a competent person in accordance with 
29 CFR 1926. 

3.7.1   Utility Locations

Prior to digging, the appropriate digging permit must be obtained.  All 
underground utilities in the work area must be positively identified by a 
private utility locating service in addition to any station locating 
service and coordinated with the station utility department.  Any markings 
made during the utility investigation must be maintained throughout the 
contract.

3.7.2   Utility Location Verification

The Contractor must physically verify underground utility locations by hand 
digging using wood or fiberglass handled tools when any adjacent 
construction work is expected to come within three feet of the underground 
system.  Digging within 2 feet of a known utility must not be performed by 
means of mechanical equipment; hand digging shall be used.  If construction 
is parallel to an existing utility expose the utility by hand digging every 
100 feet if parallel within 5 feet of the excavation. 

3.7.3   Shoring Systems

Trench and shoring systems must be identified in the accepted safety plan 
and AHA.  Manufacture tabulated data and specifications or registered 
engineer tabulated data for shoring or benching systems shall be readily 
available on-site for review.  Job-made shoring or shielding must have the 
registered professional engineer stamp, specifications, and tabulated 
data.  Extreme care must be used when excavating near direct burial 
electric underground cables.

3.7.4   Trenching Machinery

Operate trenching machines with digging chain drives only when the 
spotters/laborers are in plain view of the operator.  Provide operator and 
spotters/laborers training on the hazards of the digging chain drives with 
emphasis on the distance that needs to be maintained when the digging chain 
is operating. Keep documentation of the training on file at the project 
site.

3.8   UTILITIES WITHIN CONCRETE SLABS

Utilities located within concrete slabs or pier structures, bridges, and 
the like, are extremely difficult to identify due to the reinforcing steel 
used in the construction of these structures.  Whenever contract work 
involves concrete chipping, saw cutting, or core drilling, the existing 
utility location must be coordinated with station utility departments in 
addition to a private locating service.  Outages to isolate utility systems 
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must be used in circumstances where utilities are unable to be positively 
identified.  The use of historical drawings does not alleviate the 
contractor from meeting this requirement.

3.9   ELECTRICAL

3.9.1   Conduct of Electrical Work

Underground electrical spaces must be certified safe for entry before 
entering to conduct work.  Cables that will be cut must be positively 
identified and de-energized prior to performing each cut. Positive cable 
identification must be made prior to submitting any outage request for 
electrical systems.  Arrangements are to be coordinated with the 
Contracting Officer and Station Utilities for identification.  The 
Contracting Officer will not accept an outage request until the Contractor 
satisfactorily documents that the circuits have been clearly identified.  
Perform all high voltage cable cutting remotely using hydraulic cutting 
tool.  When racking in or live switching of circuit breakers, no additional 
person other than the switch operator will be allowed in the space during 
the actual operation.  Plan so that work near energized parts is minimized 
to the fullest extent possible.  Use of electrical outages clear of any 
energized electrical sources is the preferred method.  When working in 
energized substations, only qualified electrical workers will be permitted 
to enter.  When work requires Contractor to work near energized circuits as 
defined by the NFPA 70, high voltage personnel must use personal protective 
equipment that includes, as a minimum, electrical hard hat, safety shoes, 
insulating gloves with leather protective sleeves, fire retarding shirts, 
coveralls, face shields, and safety glasses.  In addition, provide 
electrical arc flash protection for personnel as required by NFPA 70E.  
Insulating blankets, hearing protection, and switching suits may also be 
required, depending on the specific job and as delineated in the 
Contractor's AHA.

3.9.2   Portable Extension Cords

Size portable extension cords in accordance with manufacturer ratings for 
the tool to be powered and protected from damage.  Iimmediately removed 
from service all damaged extension cords.  Portable extension cords shall 
meet the requirements of NFPA 70.

3.10   WORK IN CONFINED SPACES

Comply with the requirements in Section 06.I of USACE EM 385-1-1, OSHA 
29 CFR 1910.146 and OSHA 29 CFR 1926.21(b)(6).  Any potential for a hazard 
in the confined space requires a permit system to be used.

a.  Entry Procedures.  Prohibit entry into a confined space by 
personnel for any purpose, including hot work, until the qualified 
person has conducted appropriate tests to ensure the confined or 
enclosed space is safe for the work intended and that all potential 
hazards are controlled or eliminated and documented.  (See Section 
06.I.06 of USACE EM 385-1-1 for entry procedures.) All hazards 
pertaining to the space shall be reviewed with each employee during 
review of the AHA.

b.  Forced air ventilation is required for all confined space entry 
operations and the minimum air exchange requirements must be maintained 
to ensure exposure to any hazardous atmosphere is kept below its' 
action level. 

SECTION 01 35 26  Page 18



Roof System Replacement Building 1171 BLDG1171ROOF

c.  Sewer wet wells require continuous atmosphere monitoring with 
audible alarm for toxic gas detection.

       -- End of Section --
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SECTION 01 42 00

SOURCES FOR REFERENCE PUBLICATIONS
07/06

PART 1   GENERAL

1.1   REFERENCES

Various publications are referenced in other sections of the specifications 
to establish requirements for the work.  These references are identified in 
each section by document number, date and title.  The document number used 
in the citation is the number assigned by the standards producing 
organization, (e.g.   ASTM B 564 Nickel Alloy Forgings).  However, when the 
standards producing organization has not assigned a number to a document, 
an identifying number has been assigned for reference purposes.

1.2   ORDERING INFORMATION

The addresses of the standards publishing organizations whose documents are 
referenced in other sections of these specifications are listed below, and 
if the source of the publications is different from the address of the 
sponsoring organization, that information is also provided.  Documents 
listed in the specifications with numbers which were not assigned by the 
standards producing organization should be ordered from the source by title 
rather than by number.

AMERICAN INSTITUTE OF TIMBER CONSTRUCTION (AITC)
7012 South Revere Parkway, Suite 140
Englewood, CO  80112
Ph:   303-792-9559
Fax:  303-792-0669
E-mail: info@aitc-glulam.org
Internet:  http://www.aitc-glulam.org

AMERICAN SOCIETY OF CIVIL ENGINEERS (ASCE)
1801 Alexander Bell Drive
Reston, VA  20191-4400
Ph:   703-295-6300 - 800-548-2723
Fax:  703-295-6222
E-mail:  marketing@asce.org
Internet:  http://www.asce.org

AMERICAN SOCIETY OF SAFETY ENGINEERS (ASSE/SAFE)
1800 East Oakton Street
Des Plaines, IL  60018-2187
Ph:  847-699-2929
Fax:  847-768-3434
E-mail:  customerservice@asse.org
Internet:  http://www.asse.org

AMERICAN WATER WORKS ASSOCIATION (AWWA)
6666 West Quincy Avenue
Denver, CO  80235
Ph:  800-926-7337 
Fax: 303-347-0804
Internet:  http://www.awwa.org
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APA - THE ENGINEERED WOOD ASSOCIATION (APA)
7011 South 19th
Tacoma, WA  98466
Ph:   253-565-6600
Fax:  253-565-7265
E-mail: help@apawood.org
Internet:  http://www.apawood.org

ASME INTERNATIONAL (ASME)
Three Park Avenue, M/S 10E
New York, NY 10016
Ph:   212-591-7722 or 800-843-2763
Fax:  212-591-7674
E-mail:  infocentral@asme.org
Internet:  http://www.asme.org

ASTM INTERNATIONAL (ASTM)
100 Barr Harbor Drive, P.O. Box C700
West Conshohocken, PA  19428-2959
Ph:   610-832-9500
Fax:  610-832-9555
E-mail: service@astm.org
Internet:  http://www.astm.org

FM GLOBAL (FM)
1301 Atwood Avenue
P.O. Box 7500
Johnston, RI 02919
Ph:   401-275-3000
Fax:  401-275-3029
E-mail:  information@fmglobal.com
Internet:  http://www.fmglobal.com

FOUNDATION FOR CROSS-CONNECTION CONTROL AND HYDRAULIC RESEARCH 
(FCCCHR)
University of South California
Kaprielian Hall 200
Los Angeles, CA  90089-2531
Ph:   213-740-2032 or 800-545-6340
Fax:  213-740-8399
E-mail:  fccchr@usc.edu
Internet: http://www.usc.edu/dept/fccchr

GREEN SEAL (GS)
1001 Connecticut Avenue, NW
Suite 827
Washington, DC 20036-5525
Ph:   202-872-6400
Fax:  202-872-4324
E-mail:  greenseal@greenseal.org
Internet: http://www.greenseal.org

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)
1 Batterymarch Park
Quincy, MA  02169-7471
Ph:   617-770-3000
Fax:  617-770-0700
E-mail: webmaster@nfpa.org
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Internet:  http://www.nfpa.org

NATIONAL HARDWOOD LUMBER ASSOCIATION (NHLA)
6830 Raleigh LaGrange Road
Memphis, TN  38184-0518
Ph:   901-377-1818
Fax:  901-382-6419
E-mail:  info@nhla.com
Internet:  http://www.natlhardwood.org

NATIONAL ROOFING CONTRACTORS ASSOCIATION (NRCA)
10255 West Higgins Road, Suite 600
Rosemont, IL  60018
Ph:   847-299-9070
Fax:  847-299-1183
Internet:  http://www.nrca.net

NORTHEASTERN LUMBER MANUFACTURERS ASSOCIATION (NELMA)
272 Tuttle Road
Cumberland, ME  04021
Ph:   207-829-6901
Fax:  207-829-4293
E-mail:  info@nelma.org
Internet:  http://www.nelma.org

REDWOOD INSPECTION SERVICE (RIS) OF THE CALIFORNIA REDWOOD 
ASSOCIATION (CRA)
405 Enfrente Drive, Suite 200
Novato, CA 94949
Ph:   415-382-0662 or 888-225-7339
Fax:  415-382-8531
E-Mail: info@calredwood.org
Internet: http://www.calredwood.org

SHEET METAL AND AIR CONDITIONING CONTRACTORS' NATIONAL ASSOCIATION 
(SMACNA)
4201 Lafayette Center Drive
Chantilly, VA  20151-1209
Ph:   703-803-2980
Fax:  703-803-3732
E-mail: info@smacna.org 
Internet:  http://www.smacna.org

SINGLE PLY ROOFING INDUSTRY (SPRI)
77 Rumford Avenue, Suite 3B
Waltham, MA 02453
Ph:  781-647-7026
Fax: 781-647-7222
E-mail: info@spri.org
Internet:  http://www.spri.org

SOUTHERN CYPRESS MANUFACTURERS ASSOCIATION (SCMA)
400 Penn Center Boulevard, Suite 530
Pittsburgh, PA  15235
Ph:  412-829-0770 or 877-607-SCMA
Fax: 412-829-0844
Internet:  http://www.cypressinfo.org
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SOUTHERN PINE INSPECTION BUREAU (SPIB)
4709 Scenic Highway
Pensacola, FL  32504-9094
Ph:   850-434-2611
Fax:  850-433-5594
E-mail:  spib@spib.org
Internet:  http://www.spib.org

TRUSS PLATE INSTITUTE (TPI)
218 N. Lee Street, Suite 312
Alexandria, VA  22314
Ph:   703-683-1010
Internet: http://www.tpinst.org

UNDERWRITERS LABORATORIES (UL)
333 Pfingsten Road
Northbrook,  IL  60062-2096
Ph:  847-272-8800
Fax: 847-272-8129
E-mail:  customerexperiencecenter@us.ul.com
Internet:  http://www.ul.com/

U.S. ARMY CORPS OF ENGINEERS (USACE)
Order CRD-C DOCUMENTS from:
U.S. Army Engineer Waterways Experiment Station
ATTN:  Technical Report Distribution Section, Services
Branch, TIC
3909 Halls Ferry Road
Vicksburg, MS  39180-6199
Ph:   601-634-2664
Fax:  601-634-2388
E-mail: mtc-info@erdc.usace.army.mil
Internet: http://www.wes.army.mil/SL/MTC/handbook.htm

Order Other Documents from:
USACE Publications Depot
Attn:  CEHEC-IM-PD
2803 52nd Avenue
Hyattsville, MD  20781-1102
Ph:  301-394-0081
Fax: 301-394-0084
E-mail: pubs-army@usace.army.mil
Internet: http://www.usace.army.mil/publications
     or   http://www.hnd.usace.army.mil/techinfo/engpubs.htm

U.S. DEFENSE LOGISTICS AGENCY (DLA)
Andrew T. McNamara Building
8725 John J. Kingman Road
Fort Belvoir, VA 22060
Ph:  1-877-352-2255
Internet:  http://www.dla.mil

U.S. DEPARTMENT OF DEFENSE (DOD)
Directorate for Public Inquiry and Analysis
Office of the Secretary of Defense (Public Affairs)
Room 3A750 -- The Pentagon
1400 Defense Pentagon
Washington, DC 20301-1400
Ph:  703-428-0711
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E-mail: pia@hq.afis.asd.mil
Internet: http://www.dod.gov

Order DOD Documents from:
National Technical Information Service (NTIS)
5285 Port Royal Road
Springfield, VA  22161
Ph:  703-605-6585
FAX: 703-605-6900
E-mail: info@ntis.gov
Internet:  http://www.ntis.gov

Order Military Specifications, Standards and Related Publications 
from:
Department of Defense Single Stock Point for  (DODSSP)
Defense Automation and Production Service (DAPS)
Building 4D
700 Robbins Avenue
Philadelphia, PA 19111-5098
Ph:   215-697-2179
Fax:  215-697-1462
Internet:  http://www.dodssp.daps.mil
           www.daps.dla.mil

- - - - - Detail Series Documents - - - - -

U.S. ENVIRONMENTAL PROTECTION AGENCY (EPA)
Ariel Rios Building
1200 Pennsylvania Avenue, N.W.
Washington, DC  20460
Ph:   202-272-0167
Internet:  http://www.epa.gov

--- Some EPA documents are available only from: 
National Technical Information Service (NTIS)
5285 Port Royal Road
Springfield, VA  22161
Ph:  703-605-6585
Fax: 703-605-6900
E-mail: info@ntis.gov
Internet: http://www.ntis.gov

U.S. FEDERAL AVIATION ADMINISTRATION (FAA)
Order for sale documents from:
Superintendent of Documents
U.S. Government Printing Office (GPO)
732 North Capitol Street, NW
Washington, DC 20401
Ph:   202-512-1800
Fax:  202-512-2104
E-mail: contactcenter@gpo.gov
Internet: http://www.gpoaccess.gov

Order free documents from:
Federal Aviation Administration
Department of Transportation
800 Independence Avenue, SW
Washington, DC 20591
Ph:  1-866-835-5322
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Internet:  http://www.faa.gov

U.S. FEDERAL HIGHWAY ADMINISTRATION (FHWA)
Office of Highway Safety (HHS-31)
400 Seventh Street, SW
Washington, DC  20590-0001
Ph:   202-366-0411
Fax:  202-366-2249
Internet: http://www.fhwa.dot.gov
Order from:

Superintendent of Documents
U. S. Government Printing Office (GPO)
732 North Capitol Street, NW
Washington, DC 20401
Ph:   202-512-1800
Fax:  202-512-2104
E-mail: contactcenter@gpo.gov
Internet: http://www.gpoaccess.gov

U.S. GENERAL SERVICES ADMINISTRATION (GSA)
General Services Administration
1800 F Street, NW
Washington, DC 20405
Ph: 202-501-1021
Internet:  www.GSA.gov

Order from:
General Services Administration
Federal Supply Service Bureau
1941 Jefferson Davis Highway
Arlington, VA 22202
Ph: 703-605-5400
Internet:  http://apps.fss.gsa.gov/pub/fedspecs/index.cfm

- - - - - Commercial Item Description Documents - - - - -

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)
8601 Adelphi Road 
College Park, MD 20740-6001
Ph:  866-272-6272
Fax: 301-837-0483
Internet: http://www.archives.gov

Order documents from:
Superintendent of Documents
U.S.Government Printing Office (GPO)
732 North Capitol Street, NW
Washington, DC  20401
Ph:   202-512-1800
Fax:  202-512-2104
E-mail: contactcenter@gpo.gov
Internet:  http://www.gpoaccess.gov 

WEST COAST LUMBER INSPECTION BUREAU (WCLIB)
P.O. Box 23145
Tigard, OR  97281
Ph:   503-639-0651
Fax:  503-684-8928
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E-mail:  info@wclib.org
Internet:  http://www.wclib.org

WESTERN WOOD PRODUCTS ASSOCIATION (WWPA)
Yeon Building
522 SW 5th Avenue
Suite 500
Portland, OR  97204-2122
Ph:   503-224-3930
Fax:  503-224-3934
E-mail:  info@wwpa.org
Internet:  http://www.wwpa.org

        -- End of Section --
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SECTION 01 45 02.10

NAVFAC QUALITY CONTROL FOR MINOR CONSTRUCTION
04/08

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (2003) Safety -- Safety and Health 
Requirements

1.2   SUBMITTALS

Government approval is required for all  submittals.  The following shall 
be submitted in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

QC Plan;

Submit a QC plan within 15 calendar days after receipt of Notice 
of Award.

1.3   INFORMATION FOR THE CONTRACTING OFFICER (KO) 

Prior to commencing work on construction, the Contractor can obtain a 
single copy set of the current report forms from the KO.  The report forms 
will consist of the Contractor Production Report, Contractor Production 
Report (Continuation Sheet), Contractor Quality Control (CQC) Report, CQC 
Report (Continuation Sheet), Preparatory Phase Checklist, Initial Phase 
Checklist, Rework Items List, and Testing Plan and Log.

Deliver the following to the KO:

a.   CQC Report:  Original and one copy, by 10:00 AM the next 
working day after each day that work is performed;

b.   Contractor Production Report: Original and one copy by 10:00 
AM the next working day after each day that work is performed;

c.   Preparatory Phase Checklist: Original attached to the 
original CQC Report and one copy attached to each copy;

d.   Initial Phase Checklist: Original attached to the original 
CQC Report and one copy attached to each copy;

e.  Field Test Reports: One copy, within two working days after 
the test is performed, attached to the CQC Report;

f.  QC Meeting Minutes:  One copy, within two working days after 
the meeting; and
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g.  QC Certifications:  As required by the paragraph entitled "QC 
Certifications."

1.4   QC PROGRAM REQUIREMENTS

Establish and maintain a QC program as described in this section.  The QC 
program consists of a QC Manager, a QC plan, a Coordination and Mutual 
Understanding Meeting, QC meetings, three phases of control, submittal 
review and approval, testing, and QC certifications and documentation 
necessary to provide materials, equipment, workmanship, fabrication, 
construction and operations which comply with the requirements of this 
contract.  The QC program shall cover on-site and off-site work and shall 
be keyed to the work sequence.  No work or testing may be performed unless 
the QC Manager is on the work site.

1.4.1   Preliminary Work Authorized Prior to Acceptance

The only work that is authorized to proceed prior to the acceptance of the 
QC plan is mobilization of storage and office trailers, temporary 
utilities, and surveying.

1.4.2   Acceptance

Acceptance of the QC plan is required prior to the start of construction.  
The KO reserves the right to require changes in the QC plan and operations 
as necessary, including removal of personnel, to ensure the specified 
quality of work.  The KO reserves the right to interview any member of the 
QC organization at any time in order to verify the submitted qualifications.

1.4.3   Notification of Changes

Notify the KO, in writing, of any proposed change, including changes in the 
QC organization personnel, a minimum of seven calendar days prior to a 
proposed change.  Proposed changes shall be subject to the acceptance by 
the KO.

1.5   QC ORGANIZATION

1.5.1   QC Manager

1.5.1.1   Duties

Provide a QC Manager at the work site to implement and manage the QC 
program.  In addition to implementing and managing the QC program, the QC 
Manager may perform the duties of project superintendent.  The QC Manager 
is required to attend the Coordination and Mutual Understanding Meeting, 
conduct the QC meetings, perform the three phases of control, perform 
submittal review and approval, ensure testing is performed and provide QC 
certifications and documentation required in this contract.  The QC Manager 
is responsible for managing and coordinating the three phases of control 
and documentation performed by others.

1.5.1.2   Qualifications

An individual with a minimum of 10 years combined experience as a 
superintendent, inspector, QC Manager, project manager, or construction 
manager on similar size and type construction contracts which included the 
major trades that are part of this contract.  The individual must be 
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familiar with the requirements of the EM 385-1-1 and have experience in the 
areas of hazard identification and safety compliance.

1.5.1.3   Construction Quality Management Training

In addition to the above experience and education requirements, the QC 
Manager shall have completed the course Construction Quality Management for 
Contractors and will have a current certificate.

1.5.2   Alternate QC Manager Duties and Qualifications

Designate an alternate for the QC Manager to serve in the event of the 
designated QC Manager's absence.  The period of absence may not exceed two 
weeks at one time, and not more than 30 workdays during a calendar year.  
The qualification requirements for the Alternate QC Manager shall be the 
same as for the QC Manager.

1.6   QC PLAN

1.6.1   Requirements

Provide, for acceptance by the KO, a QC plan submitted in a three-ring 
binder that covers both on-site and off-site work and includes the 
following with a table of contents listing the major sections identified 
with tabs.

I.   QC ORGANIZATION:  A chart showing the QC organizational 
structure and its relationship to the production side of the 
organization.

II.   NAMES AND QUALIFICATIONS:  In resume format, for each person 
in the QC organization.  Include the CQM for Contractors course 
certification required by the paragraph entitled "Construction 
Quality Management Training".

III.   DUTIES, RESPONSIBILITY AND AUTHORITY OF QC PERSONEL:  Of 
each person in the QC organization.

IV.   OUTSIDE ORGANIZATIONS:  A listing of outside organizations 
such as architectural and consulting engineering firms that will 
be employed by the Contractor and a description of the services 
these firms will provide.

V.   APPOINTMENT LETTERS:  Letters signed by an officer of the 
firm appointing the QC Manager and Alternate QC Manager and 
stating that they are responsible for managing and implementing 
the QC program as described in this contract.  Include in this 
letter the QC Manager's authority to direct the removal and 
replacement of non-conforming work.

VI.   SUBMITTAL PROCEDURES AND INITIAL SUBMITTAL REGISTER:  
Procedures for reviewing, approving and managing submittals.  
Provide the name(s) of the person(s) in the QC organization 
authorized to review and certify submittals prior to approval.

VII.   TESTING LABORATORY INFORMATION:  Testing laboratory 
information required by the paragraphs "Accredited Laboratories" 
or "Testing Laboratory Requirements", as applicable.
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VIII.   TESTING PLAN AND LOG:  A Testing Plan and Log that 
includes the tests required, referenced by the specification 
paragraph number requiring the test, the frequency, and the person 
responsible for each test.

IX.   PROCEDURES TO COMPLETE REWORK ITEMS:  Procedures to 
identify, record, track and complete rework items.

X.   DOCUMENTATION PROCEDURES:  Use Government formats.

XI.   LIST OF DEFINABLE FEATURES:  A Definable Feature of Work 
(DFOW) is a task, which is separate and distinct from other tasks, 
has the same control requirements and work crews.  The list shall 
be cross-referenced to the Contractor's Construction Schedule and 
the specification sections.  For projects requiring a Progress 
Chart, the list of definable features of work shall include but 
not be limited to all items of work on the schedule.  For projects 
requiring a Network Analysis Schedule, the list of definable 
features of work shall include but not be limited to all critical 
path activities.

XII.   PROCEDURES FOR PERFORMING THREE PHASES OF CONTROL:  For 
each DFOW provide Preparatory and Initial Phase Checklists.  Each 
list shall include a breakdown of quality checks that will be used 
when performing the quality control functions, inspections, and 
tests required by the contract documents.  The preparatory and 
initial phases shall be conducted with a view towards obtaining 
quality construction by planning ahead and identifying potential 
problems.

XIII.   PERSONNEL MATRIX:  Not Applicable.

XIV.   PROCEDURES FOR COMPLETION INSPECTION:  See the paragraph 
entitled "COMPLETION INSPECTIONS".

XV.   TRAINING PROCEDURES AND TRAINING LOG:  Not Applicable.

1.7   COORDINATION AND MUTUAL UNDERSTANDING MEETING

During the Pre-Construction conference and prior to the start of 
construction, discuss the QC program required by this contract.  The 
purpose of this meeting is to develop a mutual understanding of the QC 
details, including documentation, administration for on-site and off-site 
work, and the coordination of the Contractor's management, production and 
the QC personnel.  At the meeting, the Contractor will be required to 
explain how three phases of control will be implemented for each DFOW.  
Contractor's personnel required to attend shall include the QC Manager, 
project manager, and superintendent (when a separate superintendent is 
provided).  Minutes of the meeting will be prepared by the QC Manager and 
signed by both the Contractor and the KO.  The Contractor shall provide a 
copy of the signed minutes to all attendees.  Repeat the coordination and 
mutual understanding meeting when a new QC Manager is appointed.

1.8   QC MEETINGS

After the start of construction, the QC Manager shall conduct QC meetings 
once every two weeks at the work site with the superintendent (when a 
separate superintendent is provided) and the foreman responsible for the 
ongoing and upcoming work.  The QC Manager shall prepare the minutes of the 
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meeting and provide a copy to the KO within two working days after the 
meeting.  As a minimum, the following shall be accomplished at each meeting:

a.  Review the minutes of the previous meeting;

b.  Review the schedule and the status of work and rework;

c.  Review the status of submittals;

d.  Review the work to be accomplished in the next two weeks and 
documentation required;

e.  Resolve QC and production problems (RFIs, etc.);

f.  Address items that may require revising the QC plan; and

g.  Review Accident Prevention Plan (APP).

1.9   THREE PHASES OF CONTROL

The three phases of control shall adequately cover both on-site and 
off-site work and shall include the following for each DFOW.

1.9.1   Preparatory Phase

Notify the KO at least two work days in advance of each preparatory phase.  
Conduct the preparatory phase with the superintendent (when a separate 
superintendent is provided) and the foreman responsible for the definable 
feature of work.  Document the results of the preparatory phase actions in 
the daily CQC Report and in the QC checklist.  Perform the following prior 
to beginning work on each definable feature of work:

a.  Review each paragraph of the applicable specification sections;

b.  Review the contract drawings;

c.  Verify that appropriate shop drawings and submittals for 
materials and equipment have been submitted and approved.  Verify 
receipt of approved factory test results, when required;

d.  Review the testing plan and ensure that provisions have been 
made to provide the required QC testing;

e.  Examine the work area to ensure that the required preliminary 
work has been completed;

f.  Examine the required materials, equipment and sample work to 
ensure that they are on hand and conform to the approved shop 
drawings and submitted data;

g.  Review the APP and appropriate Activity Hazard Analysis (AHA) 
to ensure that applicable safety requirements are met, and that 
required Material Safety Data Sheets (MSDS) are submitted; and

h.  Discuss specific controls used and the construction methods 
and the approach that will be used to provide quality construction 
by planning ahead and identifying potential problems for each DFOW.
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1.9.2   Initial Phase

Notify the KO at least two work days in advance of each initial phase.  
When construction crews are ready to start work on a DFOW, conduct the 
Initial Phase with the foreman responsible for that DFOW.  Observe the 
initial segment of the work to ensure that it complies with contract 
requirements.  Document the results of the Initial Phase in the daily CQC 
Report and in the QC checklist.  Perform the following for each DFOW:

a.  Establish the quality of workmanship required;

b.  Resolve conflicts;

c.  Ensure that testing is performed by the approved laboratory; 
and

d.  Check work procedures for compliance with the APP and the 
appropriate AHA to ensure that applicable safety requirements are 
met.

1.9.3   Follow-Up Phase

Perform the following for on-going work daily, or more frequently as 
necessary, until the completion of each DFOW and document in the daily CQC 
Report and in the QC checklist:

a.  Ensure the work is in compliance with contract requirements;

b.  Maintain the quality of workmanship required;

c.  Ensure that testing is performed by the approved laboratory;

d.  Ensure that rework items are being corrected; and

e.  Assure manufacturers representatives have performed necessary 
inspections, if required.

1.9.4   Additional Preparatory and Initial Phases

Additional preparatory and initial phases shall be conducted on the same 
DFOW if the quality of on-going work is unacceptable, if there are changes 
in the applicable QC organization, if there are changes in the on-site 
production supervision or work crew, if work on a DFOW is resumed after 
substantial period of inactivity, or if other problems develop.

1.9.5   Notification of Three Phases of Control for Off-Site Work

Notify the KO at least two weeks prior to the start of the preparatory and 
initial phases.

1.10   SUBMITTAL REVIEW AND APPROVAL

Procedures for submission, review, and approval of submittals are described 
in the submittal section of the specification.

1.11   TESTING

Except as stated otherwise in the specification sections, perform sampling 
and testing required under this contract.

SECTION 01 45 02.10  Page 6



Roof System Replacement Building 1171 BLDG1171ROOF

1.11.1   Accreditation Requirements

Construction materials testing laboratories must be accredited by a 
laboratory accreditation authority and will be required to submit a copy of 
the Certificate of Accreditation and Scope of Accreditation.  The 
laboratory's scope of accreditation must include the appropriate ASTM 
standards (i.e.; E 329, C 1077, D 3666, D 3740, A 880, E 543) listed in the 
technical sections of the specifications.  Laboratories engaged in 
Hazardous Materials Testing shall meet the requirements of OSHA and EPA.  
The policy applies to the specific laboratory performing the actual 
testing, not just the "Corporate Office."

1.11.2   Laboratory Accreditation Authorities

Laboratory Accreditation Authorities include the National Voluntary 
Laboratory Accreditation Program (NVLAP) administered by the National 
Institute of Standards and Technology, the American Association of State 
Highway and Transportation Officials (AASHTO), International Accreditation 
Services, Inc. (IAS), U. S. Army Corps of Engineers Materials Testing 
Center (MTC), and the American Association for Laboratory Accreditation 
(A2LA).

1.11.3   Capability Check

The KO retains the right to check laboratory equipment in the proposed 
laboratory and the laboratory technician's testing procedures, techniques, 
and other items pertinent to testing, for compliance with the standards set 
forth in this contract.

1.11.4   Test Results

Cite applicable Contract requirements, tests or analytical procedures 
used.  Provide actual results and include a statement that the item tested 
or analyzed conforms or fails to conform to specified requirements.  If the 
item fails to conform, notify the KO immediately.  Conspicuously stamp the 
cover sheet for each report in large red letters "CONFORMS" or "DOES NOT 
CONFORM" to the specification requirements, whichever is applicable.  Test 
results shall be signed by a testing laboratory representative authorized 
to sign certified test reports.  Furnish the signed reports, 
certifications, and other documentation to the KO.

1.12   QC CERTIFICATIONS

1.12.1   Contractor Quality Control Report Certification

Each CQC Report shall contain the following statement:  "On behalf of the 
Contractor, I certify that this report is complete and correct and 
equipment and material used and work performed during this reporting period 
is in compliance with the contract drawings and specifications to the best 
of my knowledge except as noted in this report."

1.12.2   Invoice Certification

Furnish a certificate to the KO with each payment request, signed by the QC 
Manager, attesting that as-built drawings are current and attesting that 
the work for which payment is requested, including stored material, is in 
compliance with contract requirements.
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1.12.3   Completion Certification

Upon completion of work under this contract, the QC Manager shall furnish a 
certificate to the KO attesting that "the work has been completed, 
inspected, tested and is in compliance with the contract."

1.13   COMPLETION INSPECTIONS

1.13.1   Punch-Out Inspection

Near the completion of all work or any increment thereof established by a 
completion time stated in the Contract clause "Commencement, Prosecution, 
and Completion of Work," or stated elsewhere in the specifications, the QC 
Manager shall conduct an inspection of the work and develop a punch list of 
items which do not conform to the approved drawings and specifications.  
Include in the punch list any remaining items of the "Rework Items List", 
which were not corrected prior to the Punch-Out inspection.  The punch list 
shall include the estimated date by which the deficiencies will be 
corrected.  A copy of the punch list shall be provided to the KO.  The QC 
Manager or staff shall make follow-on inspections to ascertain that all 
deficiencies have been corrected.  Once this is accomplished, the 
Contractor shall notify the Government that the facility is ready for the 
Government "Pre-Final Inspection".

1.13.2   Pre-Final Inspection

The Government and QC manager will perform this inspection to verify that 
the facility is complete and ready to be occupied.  A Government pre-final 
punch list may be developed as a result of this inspection.  The QC Manager 
shall ensure that all items on this list are corrected prior to notifying 
the Government that a "Final" inspection with the customer can be 
scheduled.  Any items noted on the "Pre-Final" inspection shall be 
corrected in a timely manner and shall be accomplished before the contract 
completion date for the work or any particular increment thereof if the 
project is divided into increments by separate completion dates.

1.13.3   Final Acceptance Inspection

The QC Manager, the superintendent, or other Contractor management 
personnel and the KO will be in attendance at this inspection.  Additional 
Government personnel may be in attendance.  The final acceptance inspection 
will be formally scheduled by the KO based upon results of the "Pre-Final 
Inspection".  Notice shall be given to the KO at least 14 days prior to the 
final inspection.  The notice shall state that all specific items 
previously identified to the Contractor as being unacceptable will be 
complete by the date scheduled for the final acceptance inspection.  
Failure of the Contractor to have all contract work acceptably complete for 
this inspection will be cause for the KO to bill the Contractor for the 
Government's additional inspection cost in accordance with the contract 
clause "Inspection of Construction".

1.14   DOCUMENTATION

Maintain current and complete records of on-site and off-site QC program 
operations and activities.  The forms identified under the paragraph 
"INFORMATION FOR THE CONTRACTING OFFICER (KO)" shall be used.  Reports are 
required for each day work is performed.  Account for each calendar day 
throughout the life of the contract.  Every space on the forms must be 
filled in.  Use N/A if nothing can be reported in one of the spaces.  The 
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superintendent and the QC Manager must prepare and sign the Contractor 
Production and CQC Reports, respectively.  The reporting of work shall be 
identified by terminology consistent with the construction schedule.  In 
the "remarks" section in this report which will contain pertinent 
information including directions received, problems encountered during 
construction, work progress and delays, conflicts or errors in the drawings 
or specifications, field changes, safety hazards encountered, instructions 
given and corrective actions taken, delays encountered and a record of 
visitors to the work site.  For each remark given, identify the Schedule 
Activity No. that is associated with the remark.

1.14.1   Quality Control Validation

Establish and maintain the following in a series of three ring binders.  
Binders shall be divided and tabbed as shown below.  These binders shall be 
readily available to the Government's Quality Assurance Team during all 
business hours.

a.  All completed Preparatory and Initial Phase Checklists, 
arranged by specification section.

b.  All milestone inspections, arranged by Activity/Event Number.

c.  A current up-to-date copy of the Testing and Plan Log with 
supporting field test reports, arranged by specification section.

d.  Copies of all contract modifications, arranged in numerical 
order.  Also include documentation that modified work was 
accomplished.

e.  A current up-to-date copy of the Rework Items List.

f.  Maintain up-to-date copies of all punch lists issued by the QC 
Staff on the Contractor and Sub-Contractors and all punch lists 
issued by the Government.

1.14.2   As-Built Drawings

The QC Manager is required to review the as-built drawings, required by 
Section 01 78 00 CLOSEOUT SUBMITTALS, are kept current on a daily basis and 
marked to show deviations, which have been made from the Contract 
drawings.  Ensure each deviation has been identified with the appropriate 
modifying documentation, e.g. PC number, modification number, RFI number, 
etc.  The QC Manager shall initial each deviation or revision.  Upon 
completion of work, the QC Manager shall submit a certificate attesting to 
the accuracy of the as-built drawings prior to submission to the KO.

1.15   NOTIFICATION ON NON-COMPLIANCE

The KO will notify the Contractor of any detected non-compliance with the 
foregoing requirements.  The Contractor shall take immediate corrective 
action.  If the contractor fails or refuses to correct the non-compliant 
work, the KO will issue a non compliance notice.  Such notice, when 
delivered to the Contractor at the work site, shall be deemed sufficient 
for the purpose of notification.  If the Contractor fails or refuses to 
comply promptly, the KO may issue an order stopping all or part of the work 
until satisfactory corrective action has been taken.  The Contractor shall 
make no part of the time lost due to such stop orders the subject of claim 
for extension of time, for excess costs, or damages.
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PART 2   PRODUCTS

Not Used.

PART 3   EXECUTION

Not Used.

       -- End of Section --
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SECTION 01 50 00

TEMPORARY CONSTRUCTION FACILITIES AND CONTROLS
10/07

PART 1   GENERAL

1.1   SUMMARY

Requirements of this Section apply to, and are a component of, each section 
of the specifications.

1.2   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN WATER WORKS ASSOCIATION (AWWA)

AWWA C511 (1997e1) Standard for Reduced-Pressure 
Principle Backflow Prevention Assembly

FOUNDATION FOR CROSS-CONNECTION CONTROL AND HYDRAULIC RESEARCH 
(FCCCHR)

FCCCHR List (continuously updated) List of Approved 
Backflow Prevention Assemblies

FCCCHR Manual (1988e9) Manual of Cross-Connection Control

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 241 (2004) Safeguarding 
Construction,Alteration, and Demolition 
Operations

NFPA 70 (2007) National Electrical Code - 2008 
Edition

U.S. FEDERAL AVIATION ADMINISTRATION (FAA)

FAA AC 70/7460-1 (Rev K) Obstruction Marking and Lighting

U.S. FEDERAL HIGHWAY ADMINISTRATION (FHWA)

MUTCD (2000) Manual of Uniform Traffic Control 
Devices

1.3   SUBMITTALS

Government approval is required for all submittals. Submit the following in 
accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Construction site plan;
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Traffic control plan;

SD-06 Test Reports

Backflow Preventer Tests;

SD-07 Certificates

Backflow Tester Certification;

Backflow Preventers Certificate of Full Approval

1.4   CONSTRUCTION SITE PLAN

Prior to the start of work, submit a site plan showing the locations and 
dimensions of temporary facilities (including layouts and details, 
equipment and material storage area), and access and haul routes, avenues 
of ingress/egress to the fenced area and details of the fence 
installation.  Identify any areas which may have to be graveled to prevent 
the tracking of mud.  Indicate if the use of a supplemental or other 
staging area is desired. Show locations of safety and construction fences, 
site trailers, construction entrances, trash dumpsters, temporary sanitary 
facilities, and worker parking areas.

1.5   BACKFLOW PREVENTERS CERTIFICATE

Certificate of Full Approval from FCCCHR List, University of Southern 
California, attesting that the design, size and make of each backflow 
preventer has satisfactorily passed the complete sequence of performance 
testing and evaluation for the respective level of approval.  Certificate 
of Provisional Approval will not be acceptable.

1.5.1   Backflow Prevention Training Certificate

Submit a Backflow Tester certificate recognized by the State or local 
authority that states the Contractor has completed at least 10 hours of 
training in backflow preventer installations.  The certificate must be 
current.

PART 2   PRODUCTS

2.1   TEMPORARY SIGNAGE

2.1.1   Bulletin Board

Immediately upon beginning of work, provide a weatherproof glass-covered 
bulletin board not less than 36 by 48 inches in size for displaying the 
Equal Employment Opportunity poster, a copy of the wage decision contained 
in the contract, Wage Rate Information poster, and other information 
approved by the Contracting Officer.  Locate the bulletin board at the 
project site in a conspicuous place easily accessible to all employees, as 
approved by the Contracting Officer.

2.2   TEMPORARY TRAFFIC CONTROL

2.2.1   Barricades

Erect and maintain temporary barricades to limit public access to hazardous 
areas.  Whenever safe public access to paved areas such as roads, parking 
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areas or sidewalks is prevented by construction activities or as otherwise 
necessary to ensure the safety of both pedestrian and vehicular traffic 
barricades will be required.  Securely place barricades clearly visible 
with adequate illumination to provide sufficient visual warning of the 
hazard during both day and night.

2.2.2   Fencing

a.  Provide fencing along the construction site at all open excavations 
and tunnels to control access by unauthorized people.  Fencing must be 
installed to be able to restrain a force of at least 250 pounds against 
it.

2.2.3   Temporary Wiring

Provide temporary wiring in  accordance with NFPA 241 and NFPA 70, Article 
305-6(b), Assured Equipment Grounding Conductor Program.  Include frequent 
inspection of all equipment and apparatus.

2.2.4   Backflow Preventers

Reduced pressure principle type conforming to the applicable requirements 
AWWA C511.  Provide backflow preventers complete with 150 pound flanged 
cast iron mounted gate valve and strainer, 304 stainless steel or bronze, 
internal parts.  The particular make, model/design, and size of backflow 
preventers to be installed must be included in the latest edition of the 
List of Approved Backflow Prevention Assemblies issued by the FCCCHR List 
and be accompanied by a Certificate of Full Approval from FCCCHR List.  
After installation conduct Backflow Preventer Tests and provide test 
reports verifing that the installation meets the FCCCHR Manual Standards.

PART 3   EXECUTION

3.1   EMPLOYEE PARKING

Contractor employees will park privately owned vehicles in an area 
designated by the Contracting Officer.  This area will be within reasonable 
walking distance of the construction site.  Contractor employee parking 
must not interfere with existing and established parking requirements of 
the government installation.

3.2   AVAILABILITY AND USE OF UTILITY SERVICES

3.2.1   Temporary Utilities

Provide temporary utilities required for construction.  Materials may be 
new or used, must be adequate for the required usage, not create unsafe 
conditions, and not violate applicable codes and standards.

3.2.2   Payment for Utility Services

a.  The Government will make all reasonably required utilities 
available to the Contractor from existing outlets and supplies, as 
specified in the contract.  Unless otherwise provided in the contract, 
the amount of each utility service consumed will be charged to or paid 
for by the Contractor at prevailing rates charged to the Government or, 
where the utility is produced by the Government, at reasonable rates 
determined by the Contracting Officer.  Carefully conserve any 
utilities furnished without charge.
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b.  Reasonable amounts of the following utilities will be made 
available to the Contractor without charge. 

Electricity
Potable Water 

c.  The point at which the Government will deliver such utilities or 
services and the quantity available shall be coordinated with the 
Contracting Officer.  Pay all costs incurred in connecting, converting, 
and transferring the utilities to the work.  Make connections, 
including providing backflow-preventing devices on connections to 
domestic water lines and providing transformers; and make 
disconnections.  

3.2.3   Sanitation

a.  Provide and maintain within the construction area minimum 
field-type sanitary facilities approved by the Contracting Officer and 
periodically empty wastes into a municipal, district, or station 
sanitary sewage system, or remove waste to a commercial facility.  
Obtain approval from the system owner prior to discharge into any 
municipal, district, or commercial sanitary sewer system.  Any 
penalties and / or fines associated with improper discharge will be the 
responsibility of the Contractor. Coordinate with the Contracting 
Officer and follow station regulations and procedures when discharging 
into the station sanitary sewer system.  Maintain these conveniences at 
all times without nuisance.  Include provisions for pest control and 
elimination of odors. Government toilet facilities will not be 
available to Contractor's personnel.

3.2.4   Telephone

Make arrangements and pay all costs for telephone facilities desired.

3.2.5   Obstruction Lighting of Cranes

Provide a minimum of 2 aviation red or high intensity white obstruction 
lights on temporary structures (including cranes) over 100 feet above 
ground level.  Light construction and installation must comply with 
FAA AC 70/7460-1.  Lights must be operational during periods of reduced 
visibility, darkness, and as directed by the Contracting Officer.

3.2.6   Fire Protection

Provide temporary fire protection equipment for the protection of personnel 
and property during construction.  Remove debris and flammable materials  
weekly to minimize potential hazards.

3.3   TRAFFIC PROVISIONS

3.3.1   Maintenance of Traffic

a.  Conduct operations in a manner that will not close any thoroughfare 
or interfere in any way with traffic on railways or highways except 
with written permission of the Contracting Officer at least 15 calendar 
days prior to the proposed modification date, and provide a Traffic 
Control Plan detailing the proposed controls to traffic movement for 
approval.  The plan must be in accordance with State and local 
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regulations and the MUTCD, Part VI.  Contractor may move oversized and 
slow-moving vehicles to the worksite provided requirements of the 
highway authority have been met.

b.  Conduct work so as to minimize obstruction of traffic, and maintain 
traffic on at least half of the roadway width at all times.  Obtain 
approval from the Contracting Officer prior to starting any activity 
that will obstruct traffic.

c.  Provide, erect, and maintain, at contractors expense, lights, 
barriers, signals, passageways, detours, and other items, that may be 
required by the Life Safety Signage, overhead protection authority 
having jurisdiction.

3.3.2   Protection of Traffic

Maintain and protect traffic on all affected roads during the construction 
period except as otherwise specifically directed by the Contracting 
Officer.  Measures for the protection and diversion of traffic, including 
the provision of watchmen and flagmen, erection of barricades, placing of 
lights around and in front of equipment the work, and the erection and 
maintenance of adequate warning, danger, and direction signs, will be as 
required by the State and local authorities having jurisdiction. Protect 
the traveling public from damage to person and property.  Minimize the 
interference with public traffic on roads selected for hauling material to 
and from the site.  Investigate the adequacy of existing roads and their 
allowable load limit.  Contractor is responsible for the repair of any 
damage to roads caused by construction operations.

3.3.3   Dust Control

Dust control methods and procedures must be approved by the Contracting 
Officer.  Treat dust abatement on access roads with applications of calcium 
chloride, water sprinklers, or similar methods or treatment.

3.4   CONTRACTOR'S TEMPORARY FACILITIES

3.4.1   Safety

Protect the integrity of any installed safety systems or personnel safety 
devices.  If entrance into systems serving safety devices is required, the 
Contractor must obtain prior approval from the Contracting Officer.  If it 
is temporarily necessary to remove or disable personnel safety devices in 
order to accomplish contract requirements, provide alternative means of 
protection prior to removing or disabling any permanently installed safety 
devices or equipment and obtain approval from the Contracting Officer.

3.4.2   Administrative Field Offices

Provide and maintain administrative field office facilities within the 
construction area at the designated site.  Government office and warehouse 
facilities will not be available to the Contractor's personnel.

3.4.3   Storage Area

Construct a temporary 6 foot high chain link fence around trailers and 
materials.  Include plastic strip inserts, colored green, so that 
visibility through the fence is obstructed.  Fence posts may be driven, in 
lieu of concrete bases, where soil conditions permit.  Do not place or 
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store trailers, materials, or equipment outside the fenced area unless such 
trailers, materials, or equipment are assigned a separate and distinct 
storage area by the Contracting Officer away from the vicinity of the 
construction site but within the installation boundaries.  Trailers, 
equipment, or materials must not be open to public view with the exception 
of those items which are in support of ongoing work on any given day.  Do 
not stockpile materials outside the fence in preparation for the next day's 
work.  Park mobile equipment, such as tractors, wheeled lifting equipment, 
cranes, trucks, and like equipment within the fenced area at the end of 
each work day.

3.4.4   Supplemental Storage Area

Upon Contractor's request, the Contracting Officer will designate another 
or supplemental area for the Contractor's use and storage of trailers, 
equipment, and materials.  This area may not be in close proximity of the 
construction site but will be within the installation boundaries.  Fencing 
of materials or equipment will not be required at this site; however, the 
Contractor is responsible for cleanliness and orderliness of the area used 
and for the security of any material or equipment stored in this area.  
Utilities will not be provided to this area by the Government.

3.4.5   Appearance of Trailers

a.  Trailers utilized by the Contractor for administrative or material 
storage purposes must present a clean and neat exterior appearance and 
be in a state of good repair.  Trailers which, in the opinion of the 
Contracting Officer, require exterior painting or maintenance will not 
be allowed on installation property.

b.  Maintain the temporary facilities.  Failure to do so will be 
sufficient reason to require their removal.

3.4.6   Maintenance of Storage Area

a.  Keep fencing in a state of good repair and proper alignment.  
Grassed or unpaved areas, which are not established roadways, will be 
covered with a layer of gravel as necessary to prevent rutting and the 
tracking of mud onto paved or established roadways, should the 
Contractor elect to traverse them with construction equipment or other 
vehicles; gravel gradation will be at the Contractor's discretion.  Mow 
and maintain grass located within the boundaries of the construction 
site for the duration of the project.  Grass and vegetation along 
fences, buildings, under trailers, and in areas not accessible to 
mowers will be edged or trimmed neatly.

3.4.7   Security Provisions

Provide adequate outside security lighting at the Contractor's temporary 
facilities.  The Contractor will be responsible for the security of its own 
equipment; in addition, the Contractor will notify the appropriate law 
enforcement agency requesting periodic security checks of the temporary 
project field office.

3.4.8   Storage in Existing Buildings

The Contractor will be working in or around existing buildings; the storage 
of material will not be allowed in the buildings.  
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3.4.9   Weather Protection of Temporary Facilities and Stored Materials

Take necessary precautions to ensure that roof openings and other critical 
openings in the building are monitored carefully.  Take immediate actions 
required to seal off such openings when rain or other detrimental weather 
is imminent, and at the end of each workday.  Ensure that the openings are 
completely sealed off to protect materials and equipment in the building 
from damage.

3.4.9.1   Building and Site Storm Protection

When a warning of gale force winds is issued, take precautions to minimize 
danger to persons, and protect the work and nearby Government property.  
Precautions must include, but are not limited to, closing openings; 
removing loose materials, tools and equipment from exposed locations; and 
removing or securing scaffolding and other temporary work.  Close openings 
in the work when storms of lesser intensity pose a threat to the work or 
any nearby Government property.

3.4.9.2   Hurricane Condition of Readiness

Unless directed otherwise, comply with:

a.  Condition FOUR (Sustained winds of 50 knots or greater expected 
within 72 hours):  Normal daily jobsite cleanup and good housekeeping 
practices.  Collect and store in piles or containers scrap lumber, 
waste material, and rubbish for removal and disposal at the close of 
each work day.  Maintain the construction site including storage areas, 
free of accumulation of debris.  Stack form lumber in neat piles less 
than 4 feet high.  Remove all debris, trash, or objects that could 
become missile hazards.  

b.  Condition THREE (Sustained winds of 50 knots or greater expected 
within 48 hours):  Maintain "Condition FOUR" requirements and commence 
securing operations necessary for "Condition ONE" which cannot be 
completed within 18 hours.  Cease all routine activities which might 
interfere with securing operations.  Commence securing and stow all 
gear and portable equipment.  Make preparations for securing 
buildings.  Review requirements pertaining to "Condition TWO" and 
continue action as necessary to attain "Condition THREE" readiness.  
Contact Contracting Officer for weather and COR updates and completion 
of required actions.

c.  Condition TWO (Sustained winds of 50 knots or greater expected 
within 24 hours):  Curtail or cease routine activities until securing 
operation is complete.  Reinforce or remove form work and scaffolding.  
Secure machinery, tools, equipment, materials, or remove from the 
jobsite.  Expend every effort to clear all missile hazards and loose 
equipment from general base areas.  Contact Contracting Officer for 
weather and Condition of Readiness (COR) updates and completion of 
required actions.

d.  Condition ONE.  (Sustained winds of 50 knots or greater expected 
within 12 hours):  Secure the jobsite, and leave Government premises.

3.5   TEMPORARY PROJECT SAFETY FENCING

As soon as practicable, but not later than 15 days after the date 
established for commencement of work, furnish and erect temporary project 
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safety fencing at the work site.  The safety fencing must be a high 
visibility orange colored, high density polyethylene grid or approved 
equal, a minimum of 42 inches high, supported and tightly secured to steel 
posts located on maximum 10 foot centers, constructed at the approved 
location.  Maintain the safety fencing during the life of the contract and, 
upon completion and acceptance of the work, will become the property of the 
Contractor and be removed from the work site.

3.6   CLEANUP

Remove construction debris, waste materials, packaging material and the 
like from the work site daily.  Any dirt or mud which is tracked onto paved 
or surfaced roadways must be cleaned away.  Store within the fenced area 
described above or at the supplemental storage area any materials resulting 
from demolition activities which are salvageable.  Neatly stacked stored 
materials not in trailers, whether new or salvaged.

3.7   RESTORATION OF STORAGE AREA

Upon completion of the project remove the bulletinboard, signs, barricades, 
haulroads, and any other temporary products from the site.  After removal 
of trailers, materials, and equipment from within the fenced area, remove 
the fence that will become the property of the Contractor.  Restore to the 
original or better condition, areas used by the Contractor for the storage 
of equipment or material, or other use.  Gravel used to traverse grassed 
areas must be removed and the area restored to its original condition, 
including top soil and seeding as necessary.

        -- End of Section --
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'SECTION 01 57 19.00 20
TEMPORARY ENVIRONMENTAL CONTROLS

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

U.S. DEPARTMENT OF DEFENSE (DOD)

UFC 3-200-10N Civil Engineering

U.S. ENVIRONMENTAL PROTECTION AGENCY (EPA)

EPA 530/F-93/004 (1993; Rev O; Updates I, II, IIA, IIB, and 
III) Test Methods for Evaluating Solid 
Waste (Vol IA, IB, IC, and II) (SW-846)

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

29 CFR 1910.120 Hazardous Waste Operations and Emergency 
Response

40 CFR 112 Oil Pollution Prevention

40 CFR 241 Guidelines for Disposal of Solid Waste

40 CFR 243 Guidelines for the Storage and Collection 
of Residential, Commercial, and 
Institutional Solid Waste

40 CFR 258 Subtitle D Landfill Requirements

40 CFR 260 Hazardous Waste Management System:  General

40 CFR 261 Identification and Listing of Hazardous 
Waste

40 CFR 262 Standards Applicable to Generators of 
Hazardous Waste

40 CFR 263 Standards Applicable to Transporters of 
Hazardous Waste

40 CFR 264 Standards for Owners and Operators of 
Hazardous Waste Treatment, Storage, and 
Disposal Facilities

40 CFR 265 Interim Status Standards for Owners and 
Operators of Hazardous Waste Treatment, 
Storage, and Disposal Facilities

40 CFR 266 Standards for the Management of Specific 
Hazardous Wastes and Specific Types of 
Hazardous Waste Management Facilities

SECTION 01 57 19.00 20  Page 1



Roof System Replacement Building 1171 BLDG1171ROOF

40 CFR 268 Land Disposal Restrictions

40 CFR 270 EPA Administered Permit Programs:  The 
Hazardous Waste Permit Program

40 CFR 271 Requirements for Authorization of State 
Hazardous Waste Programs

40 CFR 272 Approved State Hazardous Waste Management 
Programs

40 CFR 273 Standards For Universal Waste Management

40 CFR 279 Standards for the Management of Used Oil

40 CFR 280 Technical Standards and Corrective Action 
Requirements for Owners and Operators of 
Underground Storage Tanks (UST)

40 CFR 300 National Oil and Hazardous Substances 
Pollution Contingency Plan

40 CFR 355 Emergency Planning and Notification

40 CFR 372-SUBPART D Specific Toxic Chemical Listings

40 CFR 761 Polychlorinated Biphenyls (PCBs) 
Manufacturing, Processing, Distribution in 
Commerce, and Use Prohibitions

40 CFR 82 Protection of Stratospheric Ozone

49 CFR 171 General Information, Regulations, and 
Definitions

49 CFR 172 Hazardous Materials Table, Special 
Provisions, Hazardous Materials 
Communications, Emergency Response 
Information, and Training Requirements

49 CFR 173 Shippers - General Requirements for 
Shipments and Packagings

49 CFR 178 Specifications for Packagings

1.2   DEFINITIONS

1.2.1   Sediment

Soil and other debris that have eroded and have been transported by runoff 
water or wind.

1.2.2   Solid Waste

Garbage, refuse, debris, sludge, or other discharged material, including 
solid, liquid, semisolid, or contained gaseous materials resulting from 
domestic, industrial, commercial, mining, or agricultural operations.  
Types of solid waste typically generated at construction sites may include:
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a.  Debris:  Non-hazardous solid material generated during the 
construction, demolition, or renovation of a structure which 
exceeds 2.5 inch particle size that is: a manufactured object; 
plant or animal matter; or natural geologic material (e.g. cobbles 
and boulders), broken or removed concrete, masonry, and rock 
asphalt paving; ceramics; roofing paper and shingles.  Inert 
materials may be reinforced with or contain ferrous wire, rods, 
accessories and weldments.  A mixture of debris and other material 
such as soil or sludge is also subject to regulation as debris if 
the mixture is comprised primarily of debris by volume, based on 
visual inspection..

b.  Wood:  Dimension and non-dimension lumber, plywood, chipboard, 
hardboard.  Treated and/or painted wood that meets the definition 
of lead contaminated or lead based contaminated paint is not 
included.

c.  Scrap metal:  Scrap and excess ferrous and non-ferrous metals such 
as reinforcing steel, structural shapes, pipe and wire that are 
recovered or collected and disposed of as scrap.  Scrap metal 
meeting the definition of hazardous material or hazardous waste is 
not included.

d.  Paint cans:  Metal cans that are empty of paints, solvents, 
thinners and adhesives.  If permitted by the paint can label, a 
thin dry film may remain in the can.

e.  Recyclables:  Materials, equipment and assemblies such as doors, 
windows, door and window frames, plumbing fixtures, glazing and 
mirrors that are recovered and sold as recyclable.  Metal meeting 
the definition of lead contaminated or lead based paint 
contaminated may not be included as recyclable if sold to a scrap 
metal company.  Paint cans may not be included as recyclable if 
sold to a scrap metal company.

f.  Hazardous Waste:  By definition, to be a hazardous waste a 
material must first meet the definition of a solid waste.  
Hazardous waste and hazardous debris are special cases of solid 
waste.  They have additional regulatory controls and must be 
handled separately.  They are thus defined separately in this 
document.  

Material not regulated as solid waste are: nuclear source or 
byproduct materials regulated under the Federal Atomic Energy Act 
of 1954 as amended; suspended or dissolved materials in domestic 
sewage effluent or irrigation return flows, or other regulated 
point source discharges; regulated air emissions; and fluids or 
wastes associated with natural gas or crude oil exploration or 
production. 

1.2.3   Hazardous Debris

As defined in Solid Waste paragraph, debris that contains listed hazardous 
waste (either on the debris surface, or in its interstices, such as pore 
structure) per 40 CFR 261; or debris that exhibits a characteristic of 
hazardous waste per 40 CFR 261.
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1.2.4   Chemical Wastes

This includes salts, acids, alkalizes, herbicides, pesticides, and organic 
chemicals.

1.2.5   Garbage

Refuse and scraps resulting from preparation, cooking, dispensing, and 
consumption of food.

1.2.6   Hazardous Waste

Any discarded material, liquid, solid, or gas, which meets the definition 
of hazardous material or is designated hazardous waste by the Environmental 
Protection Agency or State Hazardous Control Authority as defined in 
40 CFR 260, 40 CFR 261, 40 CFR 262, 40 CFR 263, 40 CFR 264, 40 CFR 265, 
40 CFR 266, 40 CFR 268, 40 CFR 270, 40 CFR 271, 40 CFR 272, 40 CFR 273, 
40 CFR 279, and 40 CFR 280.

1.2.7   Hazardous Materials

Hazardous materials as defined in 49 CFR 171 and listed in 49 CFR 172.

Hazardous material is any material that:

a.  Is regulated as a hazardous material per 49 CFR 173, or

b.  Requires a Material Safety Data Sheet (MSDS) per 
29 CFR 1910.120, or

c.  During end use, treatment, handling, packaging, storage, 
transpiration, or disposal meets or has components that meet or 
have potential to meet the definition of a hazardous waste as 
defined by 40 CFR 261 Subparts A, B, C, or D.

Designation of a material by this definition, when separately regulated or 
controlled by other instructions or directives, does not eliminate the need 
for adherence to that hazard-specific guidance which takes precedence over 
this instruction for "control" purposes.  Such material include ammunition, 
weapons, explosive actuated devices, propellants, pyrotechnics, chemical 
and biological warfare materials, medical and pharmaceutical supplies, 
medical waste and infectious materials, bulk fuels, radioactive materials, 
and other materials such as asbestos, mercury, and polychlorinated 
biphenyls (PCBs).  Nonetheless, the exposure may occur incident to 
manufacture, storage, use and demilitarization of these items.

1.2.8   Waste Hazardous Material (WHM)

Any waste material which because of its quantity, concentration, or 
physical, chemical, or infectious characteristics may pose a substantial 
hazard to human health or the environment and which has been so 
designated.  Used oil not containing any hazardous waste, as defined above, 
falls under this definition.

1.2.9   Oily Waste

Those materials which are, or were, mixed with used oil and have become 
separated from that used oil. Oily wastes also means materials, including 
wastewaters, centrifuge solids, filter residues or sludges, bottom 
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sediments, tank bottoms, and sorbents which have come into contact with and 
have been contaminated by, used oil and may be appropriately tested and 
discarded in a manner which is in compliance with other State and local 
requirements.

This definition includes materials such as oily rags, "kitty litter" 
sorbent clay and organic sorbent material. These materials may be land 
filled provided that:

a. It is not prohibited in other State regulations or local 
ordinances

b. The amount generated is "de minimus" (a small amount)

c. It is the result of minor leaks or spills resulting from normal 
process operations

d. All free-flowing oil has been removed to the practical extent 
possible

Large quantities of this material, generated as a result of a major spill 
or in lieu of proper maintenance of the processing equipment, are a solid 
waste. As a solid waste, a hazardous waste determination must be performed 
prior to disposal. As this can be an expensive process, it is recommended 
that this type of waste be minimized through good housekeeping practices 
and employee education.

1.2.10   Regulated Waste

Those solid waste that have specific additional Federal, state, or local 
controls for handling, storage, or disposal.

1.2.11   Class I Ozone Depleting Substance (ODS)

Class I ODS is defined in Section 602(a) of The Clean Air Act and includes 
the following chemicals:

chlorofluorocarbon-11 (CFC-11)          
chlorofluorocarbon-12 (CFC-12)          
chlorofluorocarbon-13 (CFC-13)          
chlorofluorocarbon-111 (CFC-111)        
chlorofluorocarbon-112 (CFC-112)        
chlorofluorocarbon-113 (CFC-113)        
chlorofluorocarbon-114 (CFC-114)        
chlorofluorocarbon-115 (CFC-115)        
chlorofluorocarbon-211 (CFC-211)        
chlorofluorocarbon-212 (CFC-212)        
chlorofluorocarbon-213 (CFC-213)
chlorofluorocarbon-214 (CFC-214)
chlorofluorocarbon-215 (CFC-215)
chlorofluorocarbon-216 (CFC-216)
chlorofluorocarbon-217 (CFC-217)
chlorofluorocarbon-500 (CFC-500)
chlorofluorocarbon-502 (CFC-502)
chlorofluorocarbon-503 (CFC-503)
halon-1211
halon-1301
halon-2402
carbon tetrachloride
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methyl bromide
methyl chloroform

Class II ODS is defined in Section 602(s) of The Clean Air Act and includes 
the following chemicals:

hydrochlorofluorocarbon-21  (HCFC-21)
hydrochlorofluorocarbon-22  (HCFC-22)
hydrochlorofluorocarbon-31  (HCFC-31)
hydrochlorofluorocarbon-121 (HCFC-121) 
hydrochlorofluorocarbon-122 (HCFC-122) 
hydrochlorofluorocarbon-123 (HCFC-123) 
hydrochlorofluorocarbon-124 (HCFC-124) 
hydrochlorofluorocarbon-131 (HCFC-131) 
hydrochlorofluorocarbon-132 (HCFC-132) 
hydrochlorofluorocarbon-133 (HCFC-133) 
hydrochlorofluorocarbon-141 (HCFC-141) 
hydrochlorofluorocarbon-142 (HCFC-142) 
hydrochlorofluorocarbon-221 (HCFC-221) 
hydrochlorofluorocarbon-222 (HCFC-222) 
hydrochlorofluorocarbon-223 (HCFC-223) 
hydrochlorofluorocarbon-224 (HCFC-224) 
hydrochlorofluorocarbon-225 (HCFC-225) 
hydrochlorofluorocarbon-226 (HCFC-226) 
hydrochlorofluorocarbon-231 (HCFC-231) 
hydrochlorofluorocarbon-232 (HCFC-232) 
hydrochlorofluorocarbon-233 (HCFC-233) 
hydrochlorofluorocarbon-234 (HCFC-234) 
hydrochlorofluorocarbon-235 (HCFC-235) 
hydrochlorofluorocarbon-241 (HCFC-241) 
hydrochlorofluorocarbon-242 (HCFC-242) 
hydrochlorofluorocarbon-243 (HCFC-243) 
hydrochlorofluorocarbon-244 (HCFC-244) 
hydrochlorofluorocarbon-251 (HCFC-251) 
hydrochlorofluorocarbon-252 (HCFC-252) 
hydrochlorofluorocarbon-253 (HCFC-253) 
hydrochlorofluorocarbon-261 (HCFC-261) 
hydrochlorofluorocarbon-262 (HCFC-262) 
hydrochlorofluorocarbon-271 (HCFC-271)

 
1.2.11.1   Universal Waste

The universal waste regulations streamline collection requirements for 
certain hazardous wastes in the following categories: batteries, 
pesticides, mercury-containing equipment (e.g., thermostats) and lamps 
(e.g., fluorescent bulbs). The rule is designed to reduce hazardous waste 
in the municipal solid waste (MSW) stream by making it easier for universal 
waste handlers to collect these items and send them for recycling or proper 
disposal. These regulations can be found at 40 CFR 273.

1.3   SUBMITTALS

Government approval is required for all submittals. The following shall be 
submitted in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Preconstruction Survey; G
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          Solid Waste Management Plan and Permit;  G

Regulatory Notifications; G

Environmental Management Plan; G

Contractor Hazardous Material Inventory Log; G

Dirt and Dust Control Plan; G

ECATTS list of Contractor and Subcontractor company names; G

SD-06 Test Reports

Laboratory Analysis

Disposal Requirements

Contractor 40 CFR employee training records

Solid Waste Management Report; G

SD-11 Closeout Submittals

  Some of the records listed below are also required as part of 
other submittals.  For the "Records" submittal, maintain on-site a 
separate three-ring Environmental Records binder and submit at the 
completion of the project.  Make separate parts to the binder 
corresponding to each of the applicable sub items listed below.

Waste Determination Documentation

Disposal Documentation for Hazardous and Regulated Waste

Contractor 40 CFR Employee Training Records

Solid Waste Management Permit

Solid Waste Management Report

Contractor Hazardous Material Inventory Log; G

Hazardous Waste/Debris Management

Regulatory Notifications

1.4   ENVIRONMENTAL PROTECTION REQUIREMENTS

Provide and maintain, during the life of the contract, environmental 
protection as defined.  Plan for and provide environmental protective 
measures to control pollution that develops during normal construction 
practice.  Plan for and provide environmental protective measures required 
to correct conditions that develop during the construction of permanent or 
temporary environmental features associated with the project.  Comply with 
Federal, State, and local regulations pertaining to the environment, 
including water, air, solid waste, hazardous waste and substances, oily 
substances, and noise pollution.

The Contractor may be required to promptly conduct tests and procedures for 
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the purpose of assessing whether construction operations are in compliance 
with Applicable Environmental Laws.  Analytical work shall be done by 
qualified laboratories; and where required by law, the laboratories shall 
be certified. 

1.4.1   Environmental Compliance Assessment Training and Tracking System 
(ECATTS)

The QC Manager is responsible for environmental compliance on projects 
unless and Environmental Manager is named.  The QC Manager (and alternative 
QC Manager) or Environmental Manager shall complete ECATTS training prior 
to starting respective portions of on-site work under this contract.  If 
personnel changes occur for any of these positions after starting work, 
replacement personnel shall complete ECATTS training within 14 days of 
assignment to the project. 

Submit an ECATTS certificate of completion for personnel who have completed 
the required "Environment Compliance Assessment Training and Tracking 
System (ECATTS)" training.  This training is web-based and be accessed from 
any computer with Internet access using the following instructions.

Register for NAVFAC Environmental Compliance TRaining and Tracking System, 
by logging on to http://navfac.ecatts.com/. obtain the password for 
registration from the Contracting Officer.

This training has been structured to allow contractors to receive credit 
under this contract and also to carry forward credit to future contracts.   
Contractors or sub-contractors shall ensure that all personnel review their 
training plans for new modules or updated training requirements prior to 
beginning work.  Some training modules are tailored for specific State 
regulatory requirements, therefore, Contractors working in multiple states 
will be required to re-take modules tailored to the state where the 
contract work is being performed.

ECATTS is available for use by all contractor and subcontractor personnel 
associated with this project. These other personnel are encouraged (but not 
required) to take the training and may do so at their discretion. 

1.4.2   Conformance with the Environmental Management System

The Contractor shall perform work under this contract consistent with the 
policy and objectives identified in the installation's Environmental 
Management System (EMS).  The Contractor shall perform work in a manner 
that conforms to objectives and targets, environmental programs and 
operational controls identified by the EMS.  The Contractor will provide 
monitoring and measurement information as necessary to address 
environmental performance relative to environmental, engery, and 
transportation management goals.  In the event an EMS nonconformance or 
environmental noncompliance associated with the contracted services, tasks, 
or actions occurs, the Contractor shall take corrective and/or preventative 
actions.  In addition, the Contractor shall ensure that its employees are 
aware of their roles and responsibilities under the EMS and how these EMS 
roles and responsibilites affect work performed under the contract.

The Contractor is responsible for ensuring that their employees receive 
applicable environmental and occupational health and safety training, and 
keep up to date on regulatory required specific training for the type of 
work to be conducted onsite.  All on-site Contractor personnel, and their 
subcontractor personnel, performing tasks that have the potential to cause 
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a significant environmental impact shall be competent on the basis of 
appropriate education, training or experience.  Upon contract award, the 
Contracting Officer's Representative will notify the installation's EMS 
coordinator to arrange EMS training.  Refer to Section 01 57 19.01 20, 
Supplemental Temporary Environmental Controls for additional site specific 
EMS requirements related to construction.  The installation's EMS 
coordinator shall identify training needs associated with environmental 
aspects and the EMS, and arrange training or take other action to meet 
these needs.  The Contractor shall provide training documentation to the 
Contracting Officer.  The EMS coordinator shall retain associated records.

1.5   QUALITY ASSURANCE

1.5.1   Preconstruction Survey

Perform a Preconstruction Survey of the project site with the Contracting 
Officer, and take photographs showing existing environmental conditions in 
and adjacent to the site.  Submit a report for the record.

1.5.2   Regulatory Notifications

The Contractor is responsible for all regulatory notification requirements 
in accordance with Federal, State and local regulations.  In cases where 
the Navy must also provide public notification (such as stormwater 
permitting), the Contractor must coordinate with the Contracting Officer.  
The Contractor shall submit copies of all regulatory notifications to the 
Contracting Officer prior to commencement of work activities.  Typically, 
regulatory notifications must be provided for the following (this listing 
is not all inclusive): demolition, renovation, NPDES defined site work, 
remediation of controlled substances (asbestos, hazardous waste, lead 
paint).

1.5.3   Environmental Brief

Attend an environmental brief to be included in the preconstruction 
meeting.  Provide the following information:  types, quantities, and use of 
hazardous materials that will be brought onto the activity; types and 
quantities of wastes/wastewater that may be generated during the contract. 
Discuss the results of the Preconstruction Survey at this time.

Prior to initiating any work on site, meet with the Contracting Officer and 
activity environmental staff to discuss the proposed Environmental 
Management Plan.  Develop a mutual understanding relative to the details of 
environmental protection, including measures for protecting natural 
resources, required reports, required permits, permit requirements, and 
other measures to be taken.

1.5.4   Contractor 40 CFR Employee Training Records

Prepare and maintain employee training records throughout the term of the 
contract meeting applicable 40 CFR requirements.  Submit these training 
records to the Contracting Officer at the conclusion of the project, unless 
otherwise directed.

PART 2   PRODUCTS

Not used.
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PART 3   EXECUTION

3.1   ENVIRONMENTAL MANAGEMENT PLAN

Prior to initiating any work on site, the Contractor will meet with the 
Contracting Officer to discuss the proposed Environmental Protection Plan 
and develop a mutual understanding relative to the details of environmental 
protection, including measures for protecting natural resources, required 
reports, and other measures to be taken.  The Contractor's Environmental 
Plan shall incorporate construction related objectives and targets from the 
installation's Environmental Management System.  The Environmental 
Management Plan will be submitted in the following format and shall include 
the elements specified below.

a.  Description of the Environmental Management Plan

(1)  General overview and purpose

(a). A brief description of each specific plan required by 
environmental permit or elsewhere in this contract.  The Permit 
Record of decision (PROD) form found in UFC 3-200-10N may be used 
to help accomplish this task.

(b). The duties and level of authority assigned to the person(s) 
on the job site that oversee environmental compliance.

(c). A copy of any standard or project specific operating 
procedures that will be used to effectively manage and protect the 
environment on the project site.

(d). Communication and training procedures that will be used to 
convey environmental management requirements to contractor 
employees and subcontractors.

(e). Emergency contact information contact information (office 
phone number, cell phone number, and e-mail address).

(2)  General site information

(3)  A letter signed by an officer of the firm appointing the 
Environmental Manager and stating that he/she is responsible for 
managing and implementing the Environmental Program as described 
in this contract.  Include in this letter the Environmental 
Manager's authority to direct the removal and replacement of 
non-conforming work.

b.  Management of Natural Resources

(1)  Land resources

(2)  Tree protection

(3)  Replacement of damaged landscape features

(4)  Temporary construction

c.  Protection of the Environment from Waste Derived from Contractor 
Operations
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(1)  Control and disposal of solid and sanitary waste.  If Section 
01 74 19.05 20 is included in the contract, submit the plan 
required by that section as part of the Environmental Management 
Plan.

(2)  Control and disposal of hazardous waste (Hazardous Waste 
Management Section)

This item will consist of the management procedures for all 
hazardous waste to be generated.  The elements of those procedures 
will coincide with the Activity Hazardous Waste Management Plan.  
A copy of the Activity Hazardous Waste Management Plan will be 
provided by the Contracting Officer.  As a minimum, include the 
following:

(a)  Procedures to be employed to ensure a written waste 
determination is made for appropriate wastes which are to be 
generated;

(b)  Sampling/analysis plan;

(c)  Methods of hazardous waste accumulation/storage (i.e., in 
tanks and/or containers);

(d)  Management procedures for storage, labeling, 
transportation, and disposal of waste (treatment of waste is not 
allowed unless specifically noted);

(e)  Management procedures and regulatory documentation 
ensuring disposal of hazardous waste complies with Land Disposal 
Restrictions (40 CFR 268);

(f)  Management procedures for recyclable hazardous materials 
such as lead-acid batteries, used oil, and the like;

(g)  Used oil management procedures in accordance with 
40 CFR 279;

(h)  Pollution prevention\hazardous waste minimization 
procedures;

(i)  Plans for the disposal of hazardous waste by permitted 
facilities;

(j)  Procedures to be employed to ensure all required employee 
training records are maintained.

d.  Prevention of Releases to the Environment

(1)  Procedures to prevent releases to the environment

(2)  Notifications in the event of a release to the environment

e.  Regulatory Notification and Permits

(1)  List what notifications and permit applications must be 
made.  Demonstrate that those permits have been obtained by 
including copies of all applicable, environmental permits..

SECTION 01 57 19.00 20  Page 11



Roof System Replacement Building 1171 BLDG1171ROOF

3.1.1   Environmental Protection Plan Review

Within thirty days after the Contract award date, submit the proposed 
Environmental Management Plan for further discussion, review, and 
approval.  Commencement of work will not begin until the environmental 
management plan has been approved.

3.1.2   Licenses and Permits

Obtain licenses and permits pursuant to the "Permits and Responsibilities" 
FAR Clause 52.236-7

3.2   PROTECTION OF NATURAL RESOURCES

Preserve the natural resources within the project boundaries and outside 
the limits of permanent work.  Restore to an equivalent or improved 
condition upon completion of work.  Confine construction activities to 
within the limits of the work indicated or specified.  If the work is near 
streams, lakes, or other waterways, conform to the national permitting 
requirements of the Clean Water Act.

Except in areas to be cleared, do not remove, cut, deface, injure, or 
destroy trees or shrubs without the Contracting Officer's permission.  Do 
not fasten or attach ropes, cables, or guys to existing nearby trees for 
anchorages unless authorized by the Contracting Officer.  Where such use of 
attached ropes, cables, or guys is authorized, the Contractor will be 
responsible for any resultant damage.

Protect existing trees which are to remain and which may be injured, 
bruised, defaced, or otherwise damaged by construction operations.  Remove 
displaced rocks from uncleared areas.  By approved excavation, remove trees 
with 30 percent or more of their root systems destroyed.  Remove trees and 
other landscape features scarred or damaged by equipment operations, and 
replace with equivalent, undamaged trees and landscape features.  Obtain 
Contracting Officer's approval before replacement.

3.3   SOLID WASTE MANAGEMENT PLAN and PERMIT

Provide to the contracting officer written notification of the quantity of 
solid waste/debris that is anticipated to be generated by construction.  
Include in the report the locations where various types of waste will be 
disposed or recycled.  Include letters of acceptance or as applicable, 
submit one copy of a State and local Solid Waste Management Permit or 
license showing such agency's approval of the disposal plan before 
transporting wastes off Government property.

3.3.1   Solid Waste Management Report

Monthly, submit a solid waste disposal report to the Contracting Officer.  
For each waste, the report will state the classification (using the 
definitions provided in this section), amount, location, and name of the 
business receiving the solid waste.  

The Contractor will include copies of the waste handling facilities' weight 
tickets, receipts, bills of sale, and other sales documentation.  In lieu 
of sales documentation, the Contractor may submit a statement indicating 
the disposal location for the solid waste which is signed by an officer of 
the Contractor firm authorized to legally obligate or bind the firm.  The 
sales documentation or Contractor certification will include the receiver's 
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tax identification number and business, EPA or State registration number, 
along with the receiver's delivery and business addresses and telephone 
numbers.  For each solid waste retained by the Contractor for his own use, 
the Contractor will submit on the solid waste disposal report the 
information previously described in this paragraph.  Prices paid or 
received will not be reported to the Contracting Officer unless required by 
other provisions or specifications of this Contract or public law.

3.3.2   Control and Management of Solid Wastes

Pick up solid wastes, and place in covered containers which are regularly 
emptied.  Do not prepare or cook food on the project site.  Prevent 
contamination of the site or other areas when handling and disposing of 
wastes.  At project completion, leave the areas clean.  Recycling is 
encouraged and can be coordinated with the Contracting Officer and the 
activity recycling coordinator.  Remove all solid waste (including 
non-hazardous debris) from Government property and dispose off-site at an 
approved landfill.  Solid waste disposal off-site must comply with most 
stringent local, State, and Federal requirements including 40 CFR 241, 
40 CFR 243, and 40 CFR 258.

Manage spent hazardous material used in construction, including but not 
limited to, aerosol cans, waste paint, cleaning solvents, contaminated 
brushes, and used rags, as per environmental law.

3.3.2.1   Dumpsters

Equip dumpsters with a secure cover and paint the standard base color.  
Keep cover closed at all times, except when being loaded with trash and 
debris.  Locate dumpsters behind the construction fence or out of the 
public view.  Empty site dumpsters at least once a week. or as needed to 
keep the site free of debris and trash.  If necessary, provide 55 gallon 
trash containers painted the darker base color to collect debris in the 
construction site area.  Locate the trash containers behind the 
construction fence or out of the public view.  Empty trash containers at 
least once a day.  For large demolitions, large dumpsters without lids are 
acceptable but should not have debris higher than the sides before emptying.

3.4   WASTE DETERMINATION DOCUMENTATION

Complete a Waste Determination form (provided at the pre-construction 
conference) for all contractor derived wastes to be generated.  Base the 
waste determination upon either a constituent listing from the manufacturer 
used in conjunction with consideration of the process by which the waste 
was generated, EPA approved analytical data, or laboratory analysis 
(Material Safety Data Sheets (MSDS) by themselves are not adequate).  
Attach all support documentation to the Waste Determination form.  As a 
minimum, a Waste Determination form must be provided for the following 
wastes (this listing is not all inclusive): oil and latex based painting 
and caulking products, solvents, adhesives, aerosols, petroleum products, 
and all containers of the original materials.

3.5   CONTRACTOR HAZARDOUS MATERIAL INVENTORY LOG

Submit the "Contractor Hazardous Material Inventory Log"(found at: 
http://www.wbdg.org/ccb/NAVGRAPH/graphtoc_log.pdf), which provides 
information required by (EPCRA Sections 312 and 313) along with 
corresponding Material Safety Data Sheets (MSDS) to the Contracting Officer 
at the start and at the end of construction (30 days from final 
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acceptance), and update no later than January 31 of each calendar year 
during the life of the contract.  Documentation for any spills/releases, 
environmental reports or off-site transfers may be requested by the 
Contracting Officer.

3.5.1   Disposal Documentation for Hazardous and Regulated Waste

Manifest, pack, ship and dispose of hazardous or toxic waste and universal 
waste that is generated as a result of construction in accordance with the 
generating facilities generator status under the Recourse Conservation and 
Recovery Act.  Contact the Contracting Officer for the facility RCRA 
identification number that is to be used on each manifest.  

Submit a copy of the applicable EPA and or State permit(s), manifest(s), or 
license(s) for transportation, treatment, storage, and disposal of 
hazardous and regulated waste by permitted facilities.  Hazardous or toxic 
waste manifest must be reviewed, signed, and approved by the Navy before 
the Contractor may ship waste.  To obtain specific disposal instructions 
the Contractor must coordinate with the Activity environmental office.  
Refer to Section 01 57 19.01 20 for the Activity Point of Contact 
information.

 3.6   POLLUTION PREVENTION/HAZARDOUS WASTE MINIMIZATION

Minimize the use of hazardous materials and the generation of hazardous 
waste.  Include procedures for pollution prevention/ hazardous waste 
minimization in the Hazardous Waste Management Section of the Environmental 
Management Plan.  Consult with the activity Environmental Office for 
suggestions and to obtain a copy of the installation's pollution 
prevention/hazardous waste minimization plan for reference material when 
preparing this part of the plan.  If no written plan exists, obtain 
information by contacting the Contracting Officer.  Describe the types of 
the hazardous materials expected to be used in the construction when 
requesting information.

3.7   WHM/HW MATERIALS PROHIBITION

No waste hazardous material or hazardous waste shall be disposed of on 
government property.  No hazardous material shall be brought onto 
government property that does not directly relate to requirements for the 
performance of this contract.  The government is not responsible for 
disposal of Contractor's waste material brought on the job site and not 
required in the performance of this contract.  The intent of this provision 
is to dispose of that waste identified as waste hazardous 
material/hazardous waste as defined herein that was generated as part of 
this contract and existed within the boundary of the Contract limits and 
not brought in from offsite by the Contractor.  Incidental materials used 
to support the contract including, but not limited to aerosol cans, waste 
paint, cleaning solvents, contaminated brushes, rags, clothing, etc. are 
the responsibility of the Contractor.  The list is illustrative rather than 
inclusive.  The Contractor is not authorized to discharge any materials to 
sanitary sewer, storm drain, or to the river or conduct waste treatment or 
disposal on government property without written approval of the Contracting 
Officer.

3.8   HAZARDOUS MATERIAL MANAGEMENT

No hazardous material shall be brought onto government property that does 
not directly relate to requirements for the performance of this contract. 
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Include hazardous material control procedures in the Safety Plan.  Address 
procedures and proper handling of hazardous materials, including the 
appropriate transportation requirements.  Submit a MSDS and estimated 
quantities to be used for each hazardous material to the Contracting 
Officer prior to bringing the material on base.  Typical materials 
requiring MSDS and quantity reporting include, but are not limited to, oil 
and latex based painting and caulking products, solvents, adhesives, 
aerosol, and petroleum products.  At the end of the project, provide the 
Contracting Officer with the maximum quantity of each material that was 
present at the site at any one time, the dates the material was present, 
the amount of each material that was used during the project, and how the 
material was used.  Ensure that hazardous materials are utilized in a 
manner that will minimize the amount of hazardous waste that is generated.  
Ensure that all containers of hazardous materials have NFPA labels or their 
equivalent.  Keep copies of the MSDS for hazardous materials on site at all 
times and provide them to the Contracting Officer at the end of the 
project.  Certify that all hazardous materials removed from the site are 
hazardous materials and do not meet the definition of hazardous waste per 
40 CFR 261.

3.9   PETROLEUM PRODUCTS AND REFULING

Conduct the fueling and lubricating of equipment and motor vehicles in a 
manner that protects against spills and evaporation.  Manage all used oil 
generated on site in accordance with 40 CFR 279.  Determine if any used oil 
generated while on-site exhibits a characteristic of hazardous waste.  Used 
oil containing 1000 parts per million of solvents will be considered a 
hazardous waste and disposed of at Contractor's expense.  Used oil mixed 
with a hazardous waste will also be considered a hazardous waste.

3.9.1   Oily and Hazardous Substances

Prevent oil or hazardous substances from entering the ground, drainage 
areas, or navigable waters.  In accordance with 40 CFR 112, surround all 
temporary fuel oil or petroleum storage tanks with a temporary berm or 
containment of sufficient size and strength to contain the contents of the 
tanks, plus 10 percent freeboard for precipitation.  The berm will be 
impervious to oil for 72 hours and be constructed so that any discharge 
will not permeate, drain, infiltrate, or otherwise escape before cleanup 
occurs.

3.9.2   Inadvertent Discovery of Petroleum Contaminated Soil or Hazardous 
Wastes

If petroleum contaminated soil or suspected hazardous waste is found during 
construction that was not identified in the contract documents, the 
contractor shall immediately notify the contracting officer.  The 
contractor shall not disturb this material until authorized by the 
contracting officer.  

3.10   FUEL TANKS

Petroleum products and lubricants required to sustain up to 30 days of 
construction activity may be kept on site.  Storage and refilling practices 
shall comply with 40 CFR Part 112.  Secondary containment shall be provided 
and be no less than 110 percent of the tank volume plus five inches of 
free-board.  If a secondary berm is used for containment then the berm 
shall be impervious to oil for 72 hours and be constructed so that any 
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discharge will not permeate, drain, infiltrate, or otherwise escape before 
cleanup occurs.  Drips pans are required and the tanks must be covered 
during inclement weather.

3.11   RELEASES/SPILLS OF OIL AND HAZARDOUS SUBSTANCES

Exercise due diligence to prevent, contain, and respond to spills of 
hazardous material, hazardous substances, hazardous waste, sewage, 
regulated gas, petroleum, lubrication oil, and other substances regulated 
by environmental law.  Maintain spill cleanup equipment and materials at 
the work site.  In the event of a spill, take prompt, effective action to 
stop, contain, curtail, or otherwise limit the amount, duration, and 
severity of the spill/release.  In the event of any releases of oil and 
hazardous substances, chemicals, or gases; immediately (within 15 minutes) 
notify the Base or Activity Fire Department, the activity's Command Duty 
Officer, and the Contracting Officer.  If the contractor's response is 
inadequate, the Navy may respond.  If this should occur, the contractor 
will be required to reimburse the government for spill response assistance 
and analysis.

The Contractor is responsible for verbal and written notifications as 
required by the federal 40 CFR 355, State, local regulations and Navy 
Instructions.  Spill response will be in accordance with 40 CFR 300 and 
applicable State and local regulations.  Contain and clean up these spills 
without cost to the Government.  If Government assistance is requested or 
required, the Contractor will reimburse the Government for such 
assistance.  Provide copies of the written notification and documentation 
that a verbal notification was made within 20 days.

Maintain spill cleanup equipment and materials at the work site.  Clean up 
all hazardous and non-hazardous (WHM) waste spills.  The Contractor shall 
reimburse the government for all material, equipment, and clothing 
generated during any spill cleanup.  The Contractor shall reimburse the 
government for all costs incurred including sample analysis materials, 
equipment, and labor if the government must initiate its own spill cleanup 
procedures, for Contractor responsible spills, when:

a.  The Contractor has not begun spill cleanup procedure within 
one hour of spill discovery/occurrence, or

b.  If, in the government's judgment, the Contractor's spill 
cleanup is not adequately abating life threatening situation 
and/or is a threat to any body of water or environmentally 
sensitive areas.

3.12   CONTROL AND MANAGEMENT OF HAZARDOUS WASTES

3.12.1   Facility Hazardous Waste Generator Status

All work conducted within the boundaries of this activity must meet the 
regulatory requirements of this generator designation.  The Contractor will 
comply with all provisions of Federal, State and local regulatory 
requirements applicable to this generator status regarding training and 
storage, handling, and disposal of all construction derived wastes.

3.12.2   Hazardous Waste/Debris Management

Identify all construction activities which will generate hazardous 
waste/debris.  Provide a documented waste determination for all resultant 
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waste streams.  Hazardous waste/debris will be identified, labeled, 
handled, stored, and disposed of in accordance with all Federal, State, and 
local regulations including 40 CFR 261, 40 CFR 262, 40 CFR 263, 40 CFR 264, 
40 CFR 265, 40 CFR 266, and 40 CFR 268.  

Hazardous waste will also be managed in accordance with the approved 
Hazardous Waste Management Section of the Environmental Protection Plan.  
Store hazardous wastes in approved containers in accordance with 49 CFR 173 
and 49 CFR 178.  Hazardous waste generated within the confines of 
Government facilities will be identified as being generated by the 
Government.  

Prior to removal of any hazardous waste from Government property, all 
hazardous waste manifests must be signed by activity personnel from the 
Station Environmental Office.  No hazardous waste will be brought onto 
Government property.  Provide to the Contracting Officer a copy of waste 
determination documentation for any solid waste streams that have any 
potential to be hazardous waste or contain any chemical constituents listed 
in 40 CFR 372-SUBPART D.  For hazardous wastes spills, verbally notify the 
Contracting Officer immediately.

3.12.2.1   Regulated Waste Storage/Satellite Accumulation/90 Day Storage Areas

If the work requires the temporary storage/collection of regulated or 
hazardous wastes, the Contractor will request the establishment of a 
Regulated Waste Storage Area, a Satellite Accumulation Area, or a 90 Day 
Storage Area at the point of generation.  The Contractor must submit a 
request in writing to the Contracting Officer providing the following 
information:

Contract Number        ____________    Contractor       ______________

Haz/Waste or
Regulated Waste POC    ____________    Phone Number     ______________

Type of Waste          ____________    Source of Waste  ______________

Emergency POC          ____________    Phone Number     ______________

Location of the Site:  ____________
(Attach Site Plan to the Request)

Attach a waste determination form.  Allow ten working days for processing 
this request.  The designated area where waste is being stored shall be 
barricaded and a sign identifying as follows:

"DANGER - UNAUTHORIZED PERSONNEL KEEP OUT"

3.12.2.2   Sampling and Analysis of HW

a.  Waste Sampling

Sample waste in accordance with EPA 530/F-93/004.  Each sampled 
drum or container will be clearly marked with the Contractor's 
identification number and cross referenced to the chemical 
analysis performed.

b.  Laboratory Analysis
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Follow the analytical procedure and methods in accordance with the 
40 CFR 261.  The Contractor will provide all analytical results 
and reports performed to the Contracting Officer

c.  Analysis Type

Identify waste hazardous material/hazardous waste  by analyzing 
for the following properties as a minimum: ignitability, 
corrosiveness, total chlorides, BTU value, PCBs, TCLP for heavy 
metals, and cyanide.

3.12.2.3   Asbestos Certification

Items, components, or materials disturbed by or included in work under this 
contract do not involve asbestos.  Other materials in the general area 
around where work will be performed may contain asbestos.  All thermal 
insulation, in all work areas, should be considered to be asbestos unless 
positively identified by conspicuous tags or previous laboratory analysis 
certifying them as asbestos free. 

Inadvertent discovery of non-disclosed asbestos that will result in an 
abatement action requires a change in scope before proceeding.  Upon 
discovery of asbestos containing material not identified in the contract 
documents, the Contractor shall immediately stop all work that would 
generate further damage to the material, evacuate the asbestos exposed 
area, and notify the Contracting Officer for resolution of the situation 
prior to resuming normal work activities in the affected area.  The 
Contractor will not remove or perform work on any asbestos containing 
materials without the prior approval of the Contracting Officer.  The 
Contractor will not engage in any activity, which would remove or damage 
such materials or cause the generation of fibers from such materials. 

Asbestos containing waste shall be managed and disposed of in accordance 
with applicable environmental law. Asbestos containing waste shall be 
manifested and the manifest provided to the Contracting Officer. 

3.12.2.4   Hazardous Waste Disposal

No hazardous, toxic, or universal waste shall be disposed or hazardous 
material abandoned on government property.  And unless otherwise other wise 
noted in this contract, the government is not responsible for disposal of 
Contractor generated waste material. The disposal of incidental materials 
used to accomplish the work including, but not limited to aerosol cans, 
waste paint, cleaning solvents, contaminated brushes, rags, clothing, etc. 
are the responsibility of the Contractor.  The list is illustrative rather 
than inclusive. 

The Contractor is not authorized to discharge any materials to sanitary 
sewer, storm drain, or water way or conduct waste treatment or disposal on 
government property without written approval of the Contracting Officer.

Control of stored waste, packaging, sampling, analysis, and disposal will 
be determined by the details in the contract.  The requirements for jobs in 
the following paragraphs will be used as the guidelines for disposal of any 
hazardous waste generated.

a.  Responsibilities for Contractor's Disposal

Contractor responsibilities include any generation of WHM/HW 
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requiring Contractor disposal of solid waste or liquid.

(1)  The Contractor agrees to provide all service necessary for the 
final treatment/disposal of the hazardous material/waste in 
accordance with all local, State and Federal laws and regulations, 
and the terms and conditions of the contract within sixty (60) 
days after the materials have been generated.  These services will 
include all necessary personnel, labor, transportation, packaging, 
detailed analysis (if required for disposal, and/or 
transportation, including manifesting or completing waste profile 
sheets, equipment, and the compilation of all documentation is 
required).

(2)  Contain all waste in accordance with 40 CFR 260, 40 CFR 261, 
40 CFR 262, 40 CFR 263, 40 CFR 264, 40 CFR 265, 40 CFR 266, 
40 CFR 268, 40 CFR 270, 40 CFR 272, 40 CFR 273, 40 CFR 279, 
40 CFR 280, and 40 CFR 761.

(3)  Obtaining a representative sample of the material generated for 
each job done to provide waste stream determination.

(4)  Analyzing for each sample taken and providing analytical results 
to the Contracting Officer.  Provide two copies of the results.

(5)  Determine the DOT proper shipping names for all waste (each 
container requiring disposal) and will demonstrate how this 
determination is developed and supported by the sampling and 
analysis requirements contained herein to the Contracting Officer.

Contractor Disposal Turn-In Requirements

For any waste hazardous materials or hazardous waste generated which 
requires the Contractor to dispose of, the following conditions must be 
complied with in order to be acceptable for disposal:

1  Drums compatible with waste contents and drums meet DOT 
requirements for 49 CFR 173 for transportation of materials.

2  Drums banded to wooden pallets.  No more than three (3) 55 
gallon drums to a pallet, or two (2) 85 gallon over packs.

3  Band using 1-1/4 inch minimum band on upper third of drum.

4  Recovery materials label (provided by Code 106.321) located in 
middle of drum, filled out to indicate actual volume of material, 
name of material manufacturer, other vendor information as 
available.

5  Always have three (3) to five (5) inches of empty space above 
volume of material.  This space is called 'outage'.

3.12.3   Class I and II ODS Prohibition

Class I and II ODS as defined and identified herein will not be used in the 
performance of this contract, nor be provided as part of the equipment , 
except .  This prohibition will be considered to prevail over any other 
provision, specification, drawing, or referenced documents.  Regulations 
related to the protection of stratosphere ozone may be forund in 40 CFR 82.
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Heating and air conditioning technicians must be certified through an 
EPA-approved program.  Copies of certifications shall be maintained at the 
employees' place of business and be carried as a wallet card by the 
technician, as provided by environmental law.  Accidental venting of a 
refrigerant is a release and shall be reported to the Contracting Officer.

3.12.3.1   Universal Waste/e-Waste Management

Universal waste including but not limited to some mercury containing 
building products such florescent lamps, mercury vapor lamps, high pressure 
sodium lamps, CRTs, batteries, aerosol paint containers, electrical 
equipment containing PCBs, and consumed electronic devices, shall be 
managed in accordance with applicable environmental law and installation 
instructions.  

3.13   DUST CONTROL

Keep dust down at all times, including during nonworking periods.  Sprinkle 
or treat, with dust suppressants, the soil at the site, haul roads, and 
other areas disturbed by operations.  Dry power brooming will not be 
permitted.  Instead, use vacuuming, wet mopping, wet sweeping, or wet power 
brooming.  Air blowing will be permitted only for cleaning nonparticulate 
debris such as steel reinforcing bars.  Only wet cutting will be permitted 
for cutting concrete blocks, concrete, and bituminous concrete.  Do not 
unnecessarily shake bags of cement, concrete mortar, or plaster.

3.13.1   Dirt and Dust Control Plan

Submit truck and material haul routes along with a plan for controlling 
dirt, debris, and dust on base roadways.  As a minimum, identify in the 
plan the subcontractor and equipment for cleaning along the haul route and 
measures to reduce dirt, dust, and debris from roadways.

3.14   NOISE

Make the maximum use of low-noise emission products, as certified by the 
EPA.

    -- End of Section --

SECTION 01 57 19.00 20  Page 20



Roof System Replacement Building 1171 BLDG1171ROOF

SECTION 01 74 19
CONSTRUCTION AND DEMOLITION WASTE MANAGEMENT

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM E 1609 (2001) Development and Implementation of a 
Pollution Prevention Program

1.2   GOVERNMENT POLICY

Government policy is to apply sound environmental principles in the design, 
construction and use of facilities.  As part of the implementation of that 
policy the Contractor shall: (1) practice efficient waste management when 
sizing, cutting, and installing products and materials and (2) use all 
reasonable means to divert construction and demolition waste from landfills 
and incinerators and to facilitate their recycling or reuse.  

1.3   MANAGEMENT

Develop and implement a waste management program in accordance with 
ASTM E 1609 and as specified.  Take a pro-active, responsible role in the 
management of construction and demolition waste and require all 
subcontractors, vendors, and suppliers to participate in the effort.  
Construction and demolition waste includes products of demolition or 
removal, excess or unusable construction materials, packaging materials for 
construction products, and other materials generated during the 
construction process but not incorporated into the work.  In the management 
of waste consideration shall be given to the availability of viable 
markets, the condition of the material, the ability to provide the material 
in suitable condition and in a  quantity acceptable to available markets, 
and time constraints imposed by internal project completion mandates.  The 
Contractor is responsible for implementation of any special programs 
involving rebates or similar incentives related to recycling of waste.  
Revenues or other savings obtained for salvage, or recycling accrue to the 
Contractor.  Appropriately permit firms and facilities used for recycling, 
reuse, and disposal for the intended use to the extent required by federal, 
state, and local regulations.  Also, provide on-site instruction of 
appropriate separation, handling, recycling, salvage, reuse, and return 
methods to be used by all parties at the appropriate stages of the project.

1.4   SUBMITTALS

Government approval is required for all submittals.  The following shall be 
submitted in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Waste Management Plan 

SD-11 Closeout Submittals
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Records; 

1.5   MEETINGS

Conduct Construction Waste Management meetings.  After award of the 
Contract and prior to commencement of work, schedule and conduct a meeting 
with the Contracting Officer to discuss the proposed Waste Management Plan 
and to develop a mutual understanding relative to the details of waste 
management.  The requirements for this meeting may be fulfilled during the 
coordination and mutual understanding meeting.  At a minimum, environmental 
and waste management goals and issues shall be discussed at the following 
additional meetings:

b.  Preconstruction meeting.

c.  Regular QC meetings.

1.6   WASTE MANAGEMENT PLAN

A waste management plan shall be submitted within 15 days after contract 
award and not less than 10 days before the pre-demolition meeting.  The 
plan shall demonstrate how the project waste diversion goal shall be met 
and shall include the following:

a.  Name of individuals on the Contractor's staff responsible for waste 
prevention and management.

b.  Actions that will be taken to reduce solid waste generation, 
including coordination with subcontractors to ensure awareness and 
participation.

c.  Description of the regular meetings to be held to address waste 
management.

d.  Description of the specific approaches to be used in 
recycling/reuse of the various materials generated, including the areas 
on site and equipment to be used for processing, sorting, and temporary 
storage of wastes.

e.  Characterization, including estimated types and quantities, of the 
waste to be generated.

f.  Name of landfill and/or incinerator to be used and the estimated 
costs for use, assuming that there would be no salvage or recycling on 
the project.

g.  Identification of local and regional reuse programs, including 
non-profit organizations such as schools, local housing agencies, and 
organizations that accept used materials such as materials exchange 
networks and Habitat for Humanity.  Include the name, location, and 
phone number for each reuse facility to be used, and provide a copy of 
the permit or license for each facility.

h.  List of specific waste materials that will be salvaged for resale, 
salvaged and reused on the current project, salvaged and stored for 
reuse on a future project, or recycled.  Recycling facilities that will 
be used shall be identified by name, location, and phone number, 
including a copy of the permit or license for each facility.
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i.  Identification of materials that cannot be recycled/reused with an 
explanation or justification, to be approved by the Contracting Officer.

j.  Description of the means by which any waste materials identified in 
item (h) above will be protected from contamination.

k.  Description of the means of transportation of the recyclable 
materials (whether materials will be site-separated and self-hauled to 
designated centers, or whether mixed materials will be collected by a 
waste hauler and removed from the site).

l.  Anticipated net cost savings determined by subtracting Contractor 
program management costs and the cost of disposal from the revenue 
generated by sale of the materials and the incineration and/or landfill 
cost avoidance.

Revise and resubmit Plan as required by the Contracting Officer. Approval 
of Contractor's Plan will not relieve the Contractor of responsibility for 
compliance with applicable environmental regulations or meeting project 
cumulative waste diversion requirement. Distribute copies of the Waste 
Management Plan to each subcontractor, the Quality Control Manager, and the 
Contracting Officer.

1.7   RECORDS

Records shall be maintained to document the quantity of waste generated; 
the quantity of waste diverted through sale, reuse, or recycling; and the 
quantity of waste disposed by landfill or incineration.  Quantities may be 
measured by weight or by volume, but must be consistent throughout. List 
each type of waste separately noting the disposal or diversion date. 
Identify the landfill, recycling center, waste processor, or other 
organization used to process or receive the solid waste. Provide 
explanations for any waste not recycled or reused. With each application 
for payment, submit updated documentation for solid waste disposal and 
diversion, and submit manifests, weight tickets, receipts, and invoices 
specifically identifying the project and waste material.  The records shall 
be made available to the Contracting Officer during construction, and a 
copy of the records shall be delivered to the Contracting Officer upon 
completion of the construction.

1.8   COLLECTION

Separate, store, protect, and handle at the site identified recyclable and 
salvageable waste products in a manner that maximizes recyclability and 
salvagability of identified materials. Provide the necessary containers, 
bins and storage areas to facilitate effective waste management and clearly 
and appropriately identify them. Provide materials for barriers and 
enclosures around recyclable material storage areas which are nonhazardous 
and recyclable or reusable. Locate out of the way of construction traffic. 
Provide adequate space for pick-up and delivery and convenience to 
subcontractors. Recycling and waste bin areas are to be kept neat and 
clean, and recyclable materials shall be handled to prevent contamination 
of materials from incompatible products and materials. Clean contaminated 
materials prior to placing in collection containers. Use cleaning materials 
that are nonhazardous and biodegradable.  Separate materials by one of the 
following methods:
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1.8.1   Source Separated Method.

Waste products and materials that are recyclable shall be separated from 
trash and sorted as described below into appropriately marked separate 
containers and then transported to the respective recycling facility for 
further processing.  Deliver materials in accordance with recycling or 
reuse facility requirements (e.g., free of dirt, adhesives, solvents, 
petroleum contamination, and other substances deleterious to the recycling 
process).  Separate materials into the following category types as 
appropriate to the project waste and to the available recycling and reuse 
programs in the project area:  The government has containers and bins to 
support the recycling indicated to be included in this project.  

a.  Land clearing debris.

b.  Asphalt.

c.  Concrete and masonry.

d.  Metal (e.g. banding, stud trim, ductwork, piping, rebar, roofing, other 
trim, steel, iron, galvanized, stainless steel, aluminum, copper, zinc, 
lead brass, bronze).

(1)  Ferrous.

(2)  Non-ferrous.

e.  Wood (nails and staples allowed).

f.  Debris.

g.  Glass (colored glass allowed).

h.  Paper.

(1)  Bond.

(2)  Newsprint.

(3)  Cardboard and paper packaging materials.

i.  Plastic.

(1)  Type 1:  Polyethylene Terephthalate (PET, PETE).

(2)  Type 2:  High Density Polyethylene (HDPE). 

(3)  Type 3:  Vinyl (Polyvinyl Chloride or PVC).

(4)  Type 4:  Low Density Polyethylene (LDPE).

(5)  Type 5:  Polypropylene (PP). 

(6)  Type 6:  Polystyrene (PS). 

(7)  Type 7:  Other. Use of this code indicates that the package in 
question is made with a resin other than the six listed above, or 
is made of more than one resin listed above, and used in a 
multi-layer combination.
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j.  Gypsum.

k.  Non-hazardous paint and paint cans.

l.  Carpet.

m.  Ceiling tiles.

n.  Insulation.

o.  Beverage containers.

1.8.2   Co-Mingled Method.

Waste products and recyclable materials shall be placed into a single 
container and then transported to a recycling facility where the recyclable 
materials are sorted and processed.

1.8.3   Other Methods.

Other methods proposed by the Contractor may be used when approved by the 
Contracting Officer.

1.9   DISPOSAL

Control accumulation of waste materials and trash. Recycle or dispose of 
collected materials off-site at intervals approved by the Contracting 
Officer and in compliance with waste management procedures.  Except as 
otherwise specified in other sections of the specifications, disposal shall 
be in accordance with the following:

1.9.1   Reuse.

1.9.2   Recycle.

Waste materials not suitable for reuse, but having value as being 
recyclable, shall be made available for recycling.  All fluorescent lamps, 
HID lamps, and mercury-containing thermostats removed from the site shall 
be recycled.  Arrange for timely pickups from the site or deliveries to 
recycling facilities in order to prevent contamination of recyclable 
materials.

1.9.3   Waste.

Materials with no practical use or economic benefit shall be disposed at a 
landfill or incinerator.  

Hazardous Waste

Any hazardous waste that is generated shall be reported to the Contracting 
Officer and the NUWCDIVNPT Environmental Hazardous Waste Representative to 
ensure proper management on site.  Proper management includes collecton, 
containment, and disposal of hazardous waste.  The contractor shall 
identify all construction activities, which will generate hazardous 
waste/debris.  Hazardous waste/debris shall be identified, labeled, 
handled, stored, and disposed of in accordance with all Federal, State, and 
Local regulations including 40 CFR 261 through 40 CFR 266, 40 CFR 268, and 
DEM-DAHM-WMB-01-92.  Store hazardous wastes in approved containers in 
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accordance with 49 CFR 173 and 40 CFR 178.  Hazardous waste generated 
within the confines of the government facility shall be identified as being 
generated by the government and be identified by the station's EPA 
generator identificiation number.  Prior to removal of any hazardous waste 
from government property, the contractor shall complete a Hazardous Waste 
Group Turn-In Form, and submit it with the applicable MSDS to the Hazardous 
Waste Representative.  The Hazardous Waste Representative will prepare and 
sign all hazardous waste manifests.  In no case shall hazardous waste 
generated by the contractor from another site be brought onto government 
property.

Spills

Take precautions to prevent spills and evaporation of oils and hazardous 
materials.  In the event of a spill, immediately notify the Base Fire 
Department at 841-3333, Guards/Command Duty Officer at 832-3145, and the 
NUWCDIVNPT Environmental Division at 832-3370, as well as, the contracting 
officer.  Spill response shall be in accordance with 40 CFR 300 and 
applicable State regulations.  The disposal of unusable lubricants and 
excess oil shall be directed to the NUWCDIVNPT Environmental Hazardous 
Waste Representative via the contract inspector.

1.9.4   Return

Set aside and protect misdelivered and substandard products and materials 
and return to supplier for credit.

PART 2   PRODUCTS

Not used.

PART 3   EXECUTION

Not used.       -- End of Section --
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SECTION 01 78 00

CLOSEOUT SUBMITTALS
01/08

PART 1   GENERAL
1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM E 1971 (2005) Stewardship for the Cleaning of 
Commercial and Institutional Buildings

GREEN SEAL (GS)

GS-37 (2000; R 2005) Industrial and 
Institutional Cleaners

1.2   SUBMITTALS

Government approval is required for submittals.   Submit the following in 
accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-10 Operation and Maintenance Data

Submit Operation and Maintenance Manuals in accordance with 
paragraph entitled, "Operation and Maintenance," of this section.

SD-11 Closeout Submittals

Record Drawings

1.3   PROJECT RECORD DOCUMENTS

1.3.1   Record Drawings

This paragraph covers record drawings complete, as a requirement of the 
contract.  The terms "drawings," "contract drawings," "drawing files," 
"working record drawings" and "final record drawings" refer to contract 
drawings which are revised to be used for final record drawings showing 
as-built conditions.

1.3.1.1   Working Record and Final Record Drawings

Revise 2 sets of paper drawings by red-line process to show the as-built 
conditions during the prosecution of the project.  Kept these working 
as-built marked drawings current on a weekly basis and at least one set 
available on the jobsite at all times.  Changes from the contract plans 
which are made in the work or additional information which might be 
uncovered in the course of construction must be accurately and neatly 
recorded as they occur by means of details and notes.  The working as-built 
marked drawings will be jointly reviewed for accuracy and completeness by 
the Contracting Officer and the Contractor prior to submission of each 
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monthly pay estimate.  If the Contractor fails to maintain the working 
record drawings as specified herein, the Contracting Officer will deduct 
from the monthly progress payment an amount representing the estimated cost 
of maintaining the record drawings.  This monthly deduction will continue 
until an agreement can be reached between the Contracting Officer and the 
Contractor regarding the accuracy and completeness of updated drawings.  
Show on the working record drawings, but not limited to, the following 
information:

     a.  The actual location, kinds and sizes of all sub-surface utility 
lines.  In order that the location of these lines and appurtenances may be 
determined in the event the surface openings or indicators become covered 
over or obscured, show by offset dimensions to two permanently fixed 
surface features the end of each run including each change in direction on 
the record drawings.  Locate valves, splice boxes and similar appurtenances 
by dimensioning along the utility run from a reference point.  Also record 
the average depth below the surface of each run.

     b.  The location and dimensions of any changes within the building 
structure.

     c.  Correct grade, elevations, cross section, or alignment of roads, 
earthwork, structures or utilities if any changes were made from contract 
plans.

     d.  Changes in details of design or additional information obtained 
from working drawings specified to be prepared and/or furnished by the 
Contractor; including but not limited to fabrication, erection, 
installation plans and placing details, pipe sizes, insulation material, 
dimensions of equipment foundations, etc.

     e.  The topography, invert elevations and grades of drainage installed 
or affected as part of the project construction.

     f.  Changes or modifications which result from the final inspection.

     g.  Where contract drawings or specifications present options, show 
only the option selected for construction on the final as-built prints.

     h.  If borrow material for this project is from sources on Government 
property, or if Government property is used as a spoil area, furnish a 
contour map of the final borrow pit/spoil area elevations.

     i.  Systems designed or enhanced by the Contractor, such as HVAC 
controls, fire alarm, fire sprinkler, and irrigation systems.

1.3.1.2   Payment

No separate payment will be made for record drawings required under this 
contract, and all costs accrued in connection with such drawings are 
considered a subsidiary obligation of the Contractor.

1.4   [Enter Appropriate Subpart Title Here]

1.5   OPERATION AND MAINTENANCE MANUALS

When required by the technical sections of the specifictaions provide 
Operation and Maintenance Manuals and Instruction.  Operation and 
Maintenance Manuals must be consistent with the manufacturer's standard 
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brochures, schematics, printed instructions, general operating procedures, 
and safety precautions.  Bind information in manual format and grouped by 
technical sections.  Test data must be legible and of good quality.  
Light-sensitive reproduction techniques are acceptable provided finished 
pages are clear, legible, and not subject to fading.  Pages for vendor data 
and manuals must have 0.3937-inch holes and be bound in 3-ring, loose-leaf 
binders.  Organize data by separate index and tabbed sheets, in a 
loose-leaf binder.  Binder must lie flat with printed sheets that are easy 
to read.  Caution and warning indications must be clearly labeled.

Submit two copies of the project operation and maintenance manuals 30 
calendar days prior to testing the system involved.  Update and resubmit 
data for final approval no later than 30 calendar days prior to contract 
completion.

1.10   CLEANUP

Provide final cleaning in accordance with ASTM E 1971.  Leave premises 
"broom clean."  Comply with GS-37 for general purpose cleaning and bathroom 
cleaning.  Use only nonhazardous cleaning materials, including natural 
cleaning materials, in the final cleanup.  Clean interior and exterior 
glass surfaces exposed to view; remove temporary labels, stains and foreign 
substances; polish transparent and glossy surfaces; vacuum carpeted and 
soft surfaces.  Clean equipment and fixtures to a sanitary condition. Clean 
or replace filters of operating equipment and comply with the Indoor Air 
Quality (IAQ) Management Plan.  Clean debris from roofs, gutters, 
downspouts and drainage systems.  Sweep paved areas and rake clean 
landscaped areas.  Remove waste and surplus materials, rubbish and 
construction facilities from the site.  Recycle, salvage, and return 
construction and demolition waste from project in accordance with the Waste 
Management Plan.  Promptly and legally transport and dispose of any trash.  
Do not burn, bury, or otherwise dispose of trash on the project site.

PART 2   PRODUCTS (NOT USED)

PART 3   EXECUTION (NOT USED)

        -- End of Section --
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SECTION 02 41 00

DEMOLITION
05/10

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AIR-CONDITIONING, HEATING AND REFRIGERATION INSTITUTE (AHRI)

AHRI Guideline K (2009) Guideline for Containers for 
Recovered Non-Flammable Fluorocarbon 
Refrigerants

AMERICAN SOCIETY OF SAFETY ENGINEERS (ASSE/SAFE)

ASSE/SAFE A10.6 (2006) Safety Requirements for Demolition 
Operations

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (2008; Errata 2011) Safety and Health 
Requirements Manual

U.S. DEFENSE LOGISTICS AGENCY (DLA)

DLA 4145.25 (June 2000) Storage and Handling of 
Liquefied and Gaseous Compressed Gases and 
Their Full and Empty Cylinders

U.S. DEPARTMENT OF DEFENSE (DOD)

DOD 4000.25-1-M (2006) MILSTRIP - Military Standard 
Requisitioning and Issue Procedures

MIL-STD-129 (2014; Rev R) Military Marking for 
Shipment and Storage

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

40 CFR 61 National Emission Standards for Hazardous 
Air Pollutants

40 CFR 82 Protection of Stratospheric Ozone

49 CFR 173.301 Shipment of Compressed Gases in Cylinders 
and Spherical Pressure Vessels
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1.2   PROJECT DESCRIPTION

1.2.1   Demolition/Deconstruction Plan

Prepare a Demolition Plan and submit proposed demolition, and removal 
procedures for approval before work is started.  Include in the plan 
procedures for careful removal and disposition of materials specified to be 
salvaged, coordination with other work in progress[, a disconnection 
schedule of utility services, a detailed description of methods and 
equipment to be used for each operation and of the sequence of operations.  
Identify components and materials to be salvaged for reuse or recycling 
with reference to paragraph Existing Facilities to be Removed.  Append 
tracking forms for all removed materials indicating type, quantities, 
condition, destination, and end use.  Coordinate with Waste Management Plan.
  Include statements affirming Contractor inspection of the existing roof 
deck and its suitability to perform as a safe working platform or if 
inspection reveals a safety hazard to workers, state provisions for 
securing the safety of the workers throughout the performance of the work.  
Provide procedures for safe conduct of the work in accordance with 
EM 385-1-1.  Plan shall be approved by Contracting Officer prior to work 
beginning.

1.2.2   General Requirements

Do not begin demolition or deconstruction until authorization is received 
from the Contracting Officer.  The work of this section is to be performed 
in a manner that maximizes the value derived from the salvage and recycling 
of materials.  Remove rubbish and debris from the project site; do not 
allow accumulations inside or outside the building, except within approved 
containers.The work includes demolition and removal of resulting rubbish 
and debris.  Remove rubbish and debris from Government property daily, 
unless otherwise directed.  Store materials that cannot be removed daily in 
areas specified by the Contracting Officer.  In the interest of 
occupational safety and health, perform the work in accordance with 
EM 385-1-1, Section 23, Demolition, and other applicable Sections.

1.3   ITEMS TO REMAIN IN PLACE

Take necessary precautions to avoid damage to existing items to remain in 
place, to be reused, or to remain the property of the Government.  Repair 
or replace damaged items as approved by the Contracting Officer.  
Coordinate the work of this section with all other work indicated.  
Construct and maintain shoring, bracing, and supports as required.  Ensure 
that structural elements are not overloaded.   Repairs, reinforcement, or 
structural replacement require approval by the Contracting Officer prior to 
performing such work.

1.3.1   Existing Construction Limits and Protection

Do not disturb existing construction beyond the extent indicated or 
necessary for installation of new construction.  Provide temporary shoring 
and bracing for support of building components to prevent settlement or 
other movement.  Provide protective measures to control accumulation and 
migration of dust and dirt in all work areas.  Remove dust, dirt, and 
debris from work areas daily.
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1.3.2   Weather Protection

For portions of the building to remain, protect building interior and 
materials and equipment from the weather at all times.  Where removal of 
existing roofing is necessary to accomplish work, have materials and 
workmen ready to provide adequate and temporary covering of exposed areas.

1.3.3   Trees

Protect trees within the project site which might be damaged during 
demolition or deconstruction, and which are indicated to be left in place, 
by a 6 foot high fence.  Erect and secure fence a minimum of 5 feet from 
the trunk of individual trees or follow the outer perimeter of branches or 
clumps of trees.  Replace any tree designated to remain that is damaged 
during the work under this contract with like-kind or as approved by the 
Contracting Officer.

1.3.4   Utility Service

Maintain existing utilities indicated to stay in service and protect 
against damage during demolition  operations.  

1.3.5   Facilities

Protect electrical and mechanical services and utilities.  

1.4   SUBMITTALS

Government approval is required for all submittals.   Submit the following 
in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Existing Conditions

SD-07 Certificates

Demolition Plan

Notification

Notification of Demolition and Renovation form

SD-11 Closeout Submittals

Receipts

1.5   QUALITY ASSURANCE

Submit timely notification of demolition projects to Federal, State, 
regional, and local authorities in accordance with 40 CFR 61, Subpart M.  
Notify the Contracting Officer in writing 10 working days prior to the 
commencement of work in accordance with 40 CFR 61, Subpart M.  Comply with 
federal, state, and local hauling and disposal regulations.  In addition to 
the requirements of the "Contract Clauses," conform to the safety 
requirements contained in ASSE/SAFE A10.6.  Comply with the Environmental 
Protection Agency requirements specified.  
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1.5.1   Dust and Debris Control

Prevent the spread of dust and debris  and avoid the creation of a nuisance 
or hazard in the surrounding area.  Do not use water if it results in 
hazardous or objectionable conditions such as, but not limited to, ice, 
flooding, or pollution.  Sweep pavements as often as necessary to control 
the spread of debris and debris.

1.6   PROTECTION

1.6.1   Traffic Control Signs

a.  Where pedestrian and driver  safety is endangered in the area of 
removal work, use traffic barricades with flashing lights.   Notify the 
Contracting Officer prior to beginning such work.

1.6.2   Protection of Personnel

Before, during and after the demolition work continuously evaluate the 
condition of the structure being demolished  and take immediate action to 
protect all personnel working in and around the project site.  

1.7   EXISTING CONDITIONS

Before beginning any demolition or deconstruction work, survey the site and 
examine the drawings and specifications to determine the extent of the 
work.  Record existing conditions in the presence of the Contracting 
Officer showing the condition of structures and other facilities adjacent 
to areas of alteration or removal.  Photographs sized 4 inch will be 
acceptable as a record of existing conditions.  Include in the record the 
elevation of the top of foundation walls, finish floor elevations, possible 
conflicting electrical conduits, plumbing lines, alarms systems, the 
location and extent of existing cracks and other damage and description of 
surface conditions that exist prior to before starting work.  It is the 
Contractor's responsibility to verify and document all required outages 
which will be required during the course of work, and to note these outages 
on the record document.  Submit survey results.

PART 2   PRODUCTS

None

PART 3   EXECUTION

3.1   EXISTING FACILITIES TO BE REMOVED

3.1.1   Utilities and Related Equipment

3.1.1.1   General Requirements

Do not interrupt existing utilities serving occupied or used facilities, 
except when authorized in writing by the Contracting Officer.  Do not 
interrupt existing utilities serving facilities occupied and used by the 
Government except when approved in writing and then only after temporary 
utility services have been approved and provided.  Do not begin demolition 
or deconstruction work until all utility disconnections have been made.  
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3.1.2   Roofing

Remove existing roof system and associated components in their entirety 
down to existing roof deck.  Remove roofing system and insulation without 
damaging the roof deck. Sequence work to minimize building exposure between 
demolition or deconstruction and new roof materials installation.

3.1.2.1   Temporary Roofing

Install temporary roofing and flashing as necessary to maintain a 
watertight condition throughout the course of the work.  Remove temporary 
work prior to installation of permanent roof system materials unless 
approved otherwise by the Contracting Officer.  

3.1.2.2   Reroofing

When removing the existing roofing system from the roof deck, remove only 
as much roofing as can be recovered by the end of the work day, unless 
approved otherwise by the Contracting Officer.  Do not attempt to open the 
roof covering system in threatening weather.  Reseal all openings prior to 
suspension of work the same day.

3.1.3   Miscellaneous Metal

Scrap metal shall become the Contractor's property.  Recycle scrap metal as 
part of demolition and deconstruction operations.  Provide separate 
containers to collect scrap metal and transport to a scrap metal collection 
or recycling facility, in accordance with the Waste Management Plan.

3.2   DISPOSITION OF MATERIAL

3.2.1   Title to Materials

Except for salvaged items specified in related Sections, and for materials 
or equipment scheduled for salvage, all materials and equipment removed and 
not reused or salvaged, shall become the property of the Contractor and 
shall be removed from Government property.  Title to materials resulting 
from demolition and deconstruction, and materials and equipment to be 
removed, is vested in the Contractor upon approval by the Contracting 
Officer of the Contractor's demolition, deconstruction, and removal 
procedures, and authorization by the Contracting Officer to begin 
demolition and deconstruction.  The Government will not be responsible for 
the condition or loss of, or damage to, such property after contract 
award.  Showing for sale or selling materials and equipment on site is 
prohibited.

3.2.2   Disposal of Ozone Depleting Substance (ODS)

Class I and Class II ODS are defined in Section, 602(a) and (b), of The 
Clean Air Act.  Prevent discharge of Class I and Class II ODS to the 
atmosphere.  Place recovered ODS in cylinders meeting AHRI Guideline K 
suitable for the type ODS (filled to no more than 80 percent capacity) and 
provide appropriate labeling.  Recovered ODS shall be put back into the 
existing equipmentorremoved from Government property and disposed of in 
accordance with 40 CFR 82.   Submit Receipts or bills of lading, as 
specified.  Submit a shipping receipt or bill of lading for all containers 
of ozone depleting substance (ODS) shipped to the Defense Depot, Richmond, 
Virginia.
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3.2.2.1   Special Instructions

No more than one type of ODS is permitted in each container.  A 
warning/hazardous label shall be applied to the containers in accordance 
with Department of Transportation regulations.  All cylinders including but 
not limited to fire extinguishers, spheres, or canisters containing an ODS 
shall have a tag with the following information:

a.  Activity name and unit identification code

b.  Activity point of contact and phone number

c.  Type of ODS and pounds of ODS contained

d.  Date of shipment

e.  National stock number (for information, call (804) 279-4525).

3.2.3   Transportation Guidance

Ship all ODS containers in accordance with MIL-STD-129, DLA 4145.25 (also 
referenced one of the following:  Army Regulation 700-68, Naval Supply 
Instruction 4440.128C, Marine Corps Order 10330.2C, and Air Force 
Regulation 67-12), 49 CFR 173.301, and DOD 4000.25-1-M.

3.3   DISPOSAL OF REMOVED MATERIALS

3.3.1   Regulation of Removed Materials

Dispose of debris, rubbish, scrap, and other nonsalvageable materials 
resulting from removal operations with all applicable federal, state and 
local regulations as contractually specified in the Waste Management Plan.

3.3.2   Burning on Government Property

Burning of materials removed from demolished and deconstructed structures 
will not be permitted on Government property.

3.3.3   Removal from Government Property

Transport waste materials removed from demolished and deconstructed 
structures, except waste soil, from Government property for legal 
disposal.  

       -- End of Section --
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SECTION 06 10 00

ROUGH CARPENTRY
02/12

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN INSTITUTE OF TIMBER CONSTRUCTION (AITC)

AITC TCM (2012) Timber Construction Manual, 5th 
Edition

AMERICAN WOOD COUNCIL (AWC)

AWC NDS (2012) National Design Specification (NDS) 
for Wood Construction

AWC WFCM (2012) Wood Frame Construction Manual for 
One- and Two-Family Dwellings

AMERICAN WOOD PROTECTION ASSOCIATION (AWPA)

AWPA BOOK (2012) AWPA Book of Standards

AWPA P5 (2014) Standard for Waterborne 
Preservatives

APA - THE ENGINEERED WOOD ASSOCIATION (APA)

APA EWS T300 (2007) Technical Note: Glulam Connection 
Details

ASME INTERNATIONAL (ASME)

ASME B18.2.1 (2012; Errata 2013) Square and Hex Bolts 
and Screws (Inch Series)

ASME B18.2.2 (2010) Nuts for General Applications: 
Machine Screw Nuts, Hex, Square, Hex 
Flange, and Coupling Nuts (Inch Series)

ASME B18.5.2.1M (2006; R 2011) Metric Round Head Short 
Square Neck Bolts

ASME B18.5.2.2M (1982; R 2010) Metric Round Head Square 
Neck Bolts

ASME B18.6.1 (1981; R 2008) Wood Screws (Inch Series)

ASTM INTERNATIONAL (ASTM)

ASTM A153/A153M (2009) Standard Specification for Zinc 
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Coating (Hot-Dip) on Iron and Steel 
Hardware

ASTM A307 (2012) Standard Specification for Carbon 
Steel Bolts and Studs, 60 000 PSI Tensile 
Strength

ASTM F1667 (2013) Driven Fasteners:  Nails, Spikes, 
and Staples

ASTM F547 (2006; R 2012) Nails for Use with Wood and 
Wood-Base Materials

FM GLOBAL (FM)

FM 4435 (2013) Roof Perimeter Flashing

NATIONAL HARDWOOD LUMBER ASSOCIATION (NHLA)

NHLA Rules (2011) Rules for the Measurement & 
Inspection of Hardwood & Cypress

NORTHEASTERN LUMBER MANUFACTURERS ASSOCIATION (NELMA)

NELMA Grading Rules (2013) Standard Grading Rules for 
Northeastern Lumber

REDWOOD INSPECTION SERVICE (RIS) OF THE CALIFORNIA REDWOOD 
ASSOCIATION (CRA)

RIS Grade Use (1998) Redwood Lumber Grades and Uses

SOUTHERN CYPRESS MANUFACTURERS ASSOCIATION (SCMA)

SCMA Spec (1986; Supple. No. 1, Aug 1993) Standard 
Specifications for Grades of Southern 
Cypress

SOUTHERN PINE INSPECTION BUREAU (SPIB)

SPIB 1003 (2002) Standard Grading Rules for Southern 
Pine Lumber

TRUSS PLATE INSTITUTE (TPI)

TPI 1 (2007; R 2006) National Design Standard 
for Metal Plate Connected Wood Truss 
Construction; Commentary and Appendices

U.S. GENERAL SERVICES ADMINISTRATION (GSA)

CID A-A-1923 (Rev A; Notice 2) Shield, Expansion (Lag, 
Machine and Externally Threaded Wedge Bolt 
Anchors)

CID A-A-1924 (Rev A; Notice 2) Shield, Expansion (Self 
Drilling Tubular Expansion Shell Bolt 
Anchors

SECTION 06 10 00  Page 2



Roof System Replacement Building 1171 BLDG1171ROOF

CID A-A-1925 (Rev A; Notice 2) Shield Expansion (Nail 
Anchors)

WEST COAST LUMBER INSPECTION BUREAU (WCLIB)

WCLIB 17 (2004) Standard Grading Rules

WESTERN WOOD PRODUCTS ASSOCIATION (WWPA)

WWPA G-5 (2011) Western Lumber Grading Rules

1.2   SUBMITTALS

Government approval is required for all submittals.  Submit the following 
in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Nailers and Nailing Strips

Drawings of field erection details, including materials and 
methods of fastening nailers in conformance with Factory Mutual 
wind uplift rated systems specified in other Sections of these 
specifications.

1.3   DELIVERY AND STORAGE

Deliver materials to the site in an undamaged condition.  Store, protect, 
handle, and install prefabricated structural elements in accordance with 
manufacturer's instructions and as specified.  Store materials off the 
ground to provide proper ventilation, with drainage to avoid standing 
water, and protection against ground moisture and dampness.  Store 
materials with a moisture barrier at both the ground level and as a cover 
forming a well ventilated enclosure.  Store wood I-beams and glue-laminated 
beams and joists on edge.  Adhere to requirements for stacking, lifting, 
bracing, cutting, notching, and special fastening requirements.  Remove 
defective and damaged materials and provide new materials.  Store separated 
reusable wood waste convenient to cutting station and area of work.

1.4   GRADING AND MARKING

1.4.1   Lumber

Mark each piece of framing and board lumber or each bundle of small pieces 
of lumber with the grade mark of a recognized association or independent 
inspection agency.  Such association or agency shall be certified by the 
Board of Review, American Lumber Standards Committee, to grade the species 
used.  Surfaces that are to be exposed to view shall not bear grademarks, 
stamps, or any type of identifying mark.  Hammer marking will be permitted 
on timbers when all surfaces will be exposed to view.

1.5   MOISTURE CONTENT

Air-dry or kiln-dry lumber.  Kiln-dry treated lumber after treatment. 
Maximum moisture content of wood products shall be as follows at the time 
of delivery to the job site:

a.  Framing lumber and board, 19 percent maximum
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b.  Timbers 5 inches and thicker, 25 percent maximum

c.   Roof planking, 15 percent maximum

d.  Materials other than lumber; moisture content shall be in accordance 
with standard under which the product is produced

1.6   PRESERVATIVE TREATMENT

Treat wood products with waterborne wood preservatives conforming to AWPA P5.  
Pressure treatment of wood products shall conform to the requirements of 
AWPA BOOK Use Category System Standards U1 and T1.  Pressure-treated wood 
products shall not contain arsenic, chromium, or other agents classified as 
carcinogenic, probably carcinogenic, or possibly carcinogenic to humans 
(compounds in Groups 1, 2A, or 2B) by the International Agency for Research 
on Cancer (IARC), Lyon, France.  Pressure-treated wood products shall not 
exceed the limits of the U.S. EPA's Toxic Characteristic Leaching Procedure 
(TCLP), and shall not be classified as hazardous waste.  Submit 
certification from treating plant stating chemicals and process used and 
net amount of preservatives retained are in conformance with specified 
standards.

a.  0.25 pcf intended for above ground use.

b. The following items shall be preservative treated:

5.  Nailers, edge strips, crickets, curbs, and cants for roof decks.

PART 2   PRODUCTS

2.1   MATERIALS

2.1.1   Virgin Lumber

Lumber fabricated from old growth timber is not permitted.  Avoid companies 
who buy, sell, or use old growth timber in their operations, when 
possible.  Lumber shall be FSC-certified.

2.2   LUMBER

2.2.1   Framing Lumber

Framing lumber such as studs, plates, caps, collar beams, cant strips, 
bucks, sleepers, nailing strips, and nailers and board lumber such as 
subflooring and wall and roof sheathing shall be one of the species listed 
in the table below.  Minimum grade of species shall be as listed. 
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Table of Grades for Framing and Board Lumber

Grading Rules Species Framing Board Lumber

WWPA G-5 standard 
grading rules

Aspen, Douglas 
Fir-Larch, 
Douglas Fir 
South, Engelmann 
Spruce-Lodgepole 
Pine, Engelmann 
Spruce, Hem-Fir, 
Idaho White 
Pine, Lodgepole 
Pine, Mountain 
Hemlock, 
Mountain 
Hemlock-Hem-Fir, 
Ponderosa 
Pine-Sugar Pine, 
Ponderosa 
Pine-Lodgepole 
Pine, Subalpine 
Fir, White 
Woods, Western 
Woods, Western 
Cedars, Western 
Hemlock

All Species:  
Standard Light 
Framing or 
No. 3 
Structural 
Light Framing 
(Stud Grade 
for 2x4 
nominal size, 
10 feet and 
shorter)

All Species:  
No. 3 Common

WCLIB 17 standard 
grading rules

Douglas 
Fir-Larch, 
Hem-Fir, 
Mountain 
Hemlock, Sitka 
Spruce, Western 
Cedars, Western 
Hemlock

All Species:  
Standard Light 
Framing or 
No. 3 
Structural 
Light Framing 
(Stud Grade 
for 2x4 
nominal size, 
10 feet and 
shorter)

All Species:  
Standard
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Table of Grades for Framing and Board Lumber

Grading Rules Species Framing Board Lumber

SPIB 1003 standard 
grading rules

Southern Pine All Species:  
Standard Light 
Framing or 
No. 3 
Structural 
Light Framing 
(Stud Grade 
for 2x4 
nominal size, 
10 feet and 
shorter)

No. 2 Boards

SCMA Spec standard 
specifications

Cypress No. 2 Common No. 2 Common

NELMA Grading Rules
 standard grading 
rules

Balsam Fir, 
Eastern 
Hemlock-Tamarack, 
Eastern Spruce, 
Eastern White 
Pine, Northern 
Pine, Northern 
Pine-Cedar

All Species:  
Standard Light 
Framing or 
No. 3 
Structural 
Light Framing 
(Stud Grade 
for 2x4 
nominal size, 
10 feet and 
shorter)

All Species:  
No. 3 Common 
except 
Standard for 
Eastern White 
and Northern 
Pine

RIS Grade Use 
standard 
specifications

Redwood All Species:  
Standard Light 
Framing or 
No. 3 
Structural 
Light Framing 
(Stud Grade 
for 2x4 
nominal size, 
10 feet and 
shorter)

Construction 
Heart
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Table of Grades for Framing and Board Lumber

Grading Rules Species Framing Board Lumber

NHLA Rules rules 
for the 
measurement and 
inspection of 
hardwood and 
cypress lumber

Cypress No. 2 Dimension No. 2 Common

2.3   ROUGH HARDWARE

Unless otherwise indicated or specified, rough hardware shall be of the 
type and size necessary for the project requirements.  Sizes, types, and 
spacing of fastenings of manufactured building materials shall be as 
recommended by the product manufacturer unless otherwise indicated or 
specified.   Rough hardware exposed to the weather or embedded in or in 
contact with preservative treated wood, exterior masonry, or concrete walls 
or slabs shall be hot-dip zinc-coated in accordance with ASTM A153/A153M.  

2.3.1   Bolts, Nuts, Studs, and Rivets

ASME B18.2.1, ASME B18.5.2.1M, ASME B18.5.2.2M and ASME B18.2.2.

2.3.2   Anchor Bolts

ASTM A307, size as indicated, complete with nuts and washers.

2.3.3   Expansion Shields

CID A-A-1923, CID A-A-1924, and CID A-A-1925.  Except as shown otherwise, 
maximum size of devices shall be 3/8 inch.

2.3.4   Lag Screws and Lag Bolts

ASME B18.2.1.

2.3.5   Wood Screws

ASME B18.6.1.

2.3.6   Nails 

ASTM F547, size and type best suited for purpose  For sheathing and 
subflooring, length of nails shall be sufficient to extend 1 inch into 
supports.  In general, 8-penny or larger nails shall be used for nailing 
through 1 inch thick lumber and for toe nailing 2 inch thick lumber; 
16-penny or larger nails shall be used for nailing through 2 inch thick 
lumber.  Nails used with treated lumber and sheathing shall be hot-dipped 
galvanized in accordance with ASTM A153/A153M.  Nailing shall be in 
accordance with the recommended nailing schedule contained in AWC WFCM.  
Where detailed nailing requirements are not specified, nail size and 
spacing shall be sufficient to develop an adequate strength for the 
connection.  The connection's strength shall be verified against the nail 
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capacity tables in AWC NDS.  Reasonable judgment backed by experience shall 
ensure that the designed connection will not cause the wood to split.  If a 
load situation exceeds a reasonable limit for nails, a specialized 
connector shall be used.

2.3.7   Wire Nails

ASTM F1667.

2.3.8   Timber Connectors

Unless otherwise specified, timber connectors shall be in accordance with 
TPI 1, APA EWS T300 or AITC TCM.

PART 3   EXECUTION

3.1   INSTALLATION

Conform to AWC WFCM and install in accordance with the National Association 
of Home Builders (NAHB) Advanced Framing Techniques: Optimum Value 
Engineering, unless otherwise indicated or specified.  Select lumber sizes 
to minimize waste.  Fit framing lumber and other rough carpentry, set 
accurately to the required lines and levels, and secure in place in a rigid 
manner.  Spikes, nails, and bolts shall be drawn up tight.  Timber 
connections and fastenings shall conform to AWC NDS.

3.2   MISCELLANEOUS

3.2.1   Wood Roof Nailers, Edge Strips, Crickets, Curbs, and Cants

Provide sizes and configurations indicated or specified and anchored 
securely to continuous construction.

3.2.1.1   Roof Nailing Strips

Provide roof nailing strips for roof decks as indicated and specified herein.  
Apply nailing strips in straight parallel rows.

a.  Surface-Applied Nailers:  Shall be 3 inches wide and of thickness to 
finish flush with the top of the insulation.   Anchor strips securely 
to the roof deck with powder actuated fastening devices or expansion 
shields and bolts, spaced not more than 24 inches o.c.  

b.  Embedded Nailers:  Shall be nominal 2 by 3 with 2 inch sides beveled.  
Set and anchor nailers to finish flush with the roof deck surface.

3.2.1.2   Roof Edge Strips and Nailers

Provide at perimeter of roof, around openings through roof, and where roofs 
abut walls, curbs, and other vertical surfaces.  Except where indicated 
otherwise, nailers shall be 6 inches wide and the same thickness as the 
insulation.  Anchor nailers securely to underlying construction.  Anchor 
perimeter nailers in accordance with FM 4435.  

3.2.1.3   Crickets, Cants, and Curbs

Provide wood saddles or crickets, cant strips,  and curbs ,as indicated, 
specified, or necessary, in accordance with roofing manufacturers 
specifications.
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3.2.2   Wood Blocking

Provide proper sizes and shapes at proper locations for the installation 
and attachment of wood and other finish materials, fixtures, equipment, and 
items indicated or specified.

3.2.3   Wood Furring

Provide where shown and as necessary for facing materials specified. Except 
as shown otherwise, furring strips shall be nominal one by 3, continuous, 
and spaced 16 inches o.c.  Erect furring vertically or horizontally as 
necessary.  Nail furring strips to masonry.   Do not use wood plugs.  
Provide furring strips around openings, behind bases, and at angles and 
corners.  Furring shall be plumb, rigid, and level and shall be shimmed as 
necessary to provide a true, even plane with surfaces suitable to receive 
the finish required.  

3.2.4   Temporary Closures

Provide with hinged doors and padlocks and install during construction at 
exterior doorways and other ground level openings that are not otherwise 
closed.  Cover windows and other unprotected openings with polyethylene or 
other approved material, stretched on wood frames.  Provide dustproof 
barrier partitions to isolate areas as directed.

3.2.5   Wood Sleepers

Run wood sleepers in lengths as long as practicable and stagger end joints 
in adjacent rows. 

        -- End of Section --
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SECTION 07 22 00

ROOF AND DECK INSULATION
08/11

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM C1289 (2014) Standard Specification for Faced 
Rigid Cellular Polyisocyanurate Thermal 
Insulation Board

ASTM E84 (2014) Standard Test Method for Surface 
Burning Characteristics of Building 
Materials

FM GLOBAL (FM)

FM 4470 (2010) Single-Ply, Polymer-Modified 
Bitumen Sheet, Built-up Roof (BUR), and 
Liquid Applied Roof Assemblies for Use in 
Class 1 and Noncombustible Roof Deck 
Construction

FM APP GUIDE (updated on-line) Approval Guide 
http://www.approvalguide.com/

FM P9513 (2002) Specialist Data Book Set for 
Roofing Contractors; contains 1-22 (2001), 
1-28 (2002), 1-29 (2002), 1-28R/1-29R 
(1998), 1-30 (2000), 1-31 (2000), 1-32 
(2000), 1-33 (2000), 1-34 (2001), 1-49 
(2000), 1-52 (2000), 1-54 (2001)

UNDERWRITERS LABORATORIES (UL)

UL Bld Mat Dir (2012) Building Materials Directory

1.2   SUBMITTALS

Government approval is required for all submittals.  Submit the following 
in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Wood nailers

Tapered roof insulation system

Taper cants and crickets
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 .  Show a complete description of the procedures for the 
installation of each phase of the system indicating the type of 
materials, thicknesses, identity codes, sequence of laying 
insulation, location of ridges and valleys, special methods for 
cutting and fitting of insulation, and special precautions. The 
drawings shall be based on field measurements.

SD-03 Product Data

Fasteners 

Insulation

Certification

Include minimum thickness of insulation for steel and concrete 
decks and fastener pattern for insulation on steel decks.

SD-06 Test Reports

Flame spread and smoke developed ratings

Submit in accordance with ASTM E84.

SD-07 Certificates

Installer qualifications

SD-08 Manufacturer's Instructions

Nails and fasteners

Roof insulation, including field of roof and perimeter attachment 
requirements.

1.3   MANUFACTURER'S CERTIFICATE

Submit certificate from the insulation manufacturer attesting that the 
installer has the proper qualifications for installing tapered roof 
insulation systems.

Certificate attesting that the  polyisocyanurate insulation contains 
recovered material and showing estimated percent of recovered material.  

1.4   QUALITY ASSURANCE

1.4.1   Insulation onSteel Decks

Roof insulation shall have a flame spread rating not greater than 75 and a 
smoke developed rating not greater than 150, exclusive of covering, when 
tested in accordance with ASTM E84.  Insulation bearing the UL label and 
listed in the UL Bld Mat Dir as meeting the flame spread and smoke 
developed ratings will be accepted in lieu of copies of test reports. 
Compliance with flame spread and smoke developed ratings will not be 
required when insulation has been tested as part of a roof construction 
assembly of the type used for this project and the construction is listed 
as fire-classified in the UL Bld Mat Dir or listed as Class I roof deck 
construction in the FM APP GUIDE.  Insulation tested as part of a roof 
construction assembly shall bear UL or FM labels attesting to the ratings 
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specified herein.

1.5   DELIVERY, STORAGE, AND HANDLING

1.5.1   Delivery

Deliver materials to site in manufacturer's unopened and undamaged standard 
commercial containers bearing the following legible information:

a.  Name of manufacturer;

b.  Brand designation;

c.  Specification number, type, and class, as applicable, where materials 
are covered by a referenced specification; and

Deliver materials in sufficient quantity to allow continuity of the work.

1.5.2   Storage and Handling

Store and handle materials in a manner to protect from damage, exposure to 
open flame or other ignition sources, and from wetting, condensation or 
moisture absorption.  Store in an enclosed building or trailer that 
provides a dry, adequately ventilated environment.  Replace damaged 
material with new material.Consult membrane manufacturer for specific 
installation instruction and specifications for good roofing practices. 

Protection board must be kept dry before, during and after application. 
Outside storage storage must be off ground and protected by a breathable 
waterproof covering.  If protection board becomes wet, it must be dried 
before installation.  Protection board must be roofed same day as laid.

Accumulation of water due to leaks or condensation in or on protection 
board must be avoided during construction and after construction.  Avoid 
overuse of non-vented, direct-fired heaters during winter months. Avoid 
application of protection board during rain, heavy fogs and other 
conditions that may deposit moisture on the surface.

Consult menbrane manufacturer for specific installation instructions and 
specifications for good roofing practices. 

1.6   ENVIRONMENTAL CONDITIONS

Do not install roof insulation during inclement weather or when air 
temperature is below 40 degrees F and interior humidity is 45 percent or 
greater, or when there is visible ice, frost, or moisture on the roof deck.

PART 2   PRODUCTS

2.1   INSULATION

2.1.1   Insulation Types

Roof insulation shall be one or an assembly of a maximum of three of the 
following materials and compatible with attachment methods for the specified 
insulation and roof membrane:

b.  Polyisocyanurate Board:  ASTM C1289 Type I -- foil faced both sides or
Type II, fibrous felt or glass mat membrane both sides, except minimum 
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compressive strength shall be 25 pounds per square inch (psi).

2.1.2   Recovered Materials

Provide thermal insulation materials containing recycled materials to the 
extent practical.  The required minimum recycled material content for 
polyisocyanurate is 9 percent recovered material.

2.1.3   Insulation Thickness

2.1.4   Tapered Roof Insulation

One layer of the tapered roof insulation assembly shall be factory tapered 
to a slope of not less than 1/8inch per foot.  Provide starter and filler 
blocks as required to provide the total thickness of insulation necessary 
to meet the specified slope and thermal conductance. Mitered joints shall 
be factory fabricated and shall consist of two diagonally cut boards or one 
board shaped to provide the required slopes. Identify each piece of tapered 
insulation board by color or other identity coding system, allowing the 
identification of different sizes of tapered insulation board required to 
complete the roof insulation system.

2.1.5   Cants and Tapered Edge Strips

Provide preformed cants and tapered edge strips of the same material as the 
roof insulation; or, when roof insulation material is unavailable, provide 
pressure-preservative treated wood, wood fiberboard, or rigid perlite board 
cants and edge strips as recommended by the roofing manufacturer, unless 
otherwise indicated.  Face of cant strips shall have incline of 45 degrees 
and vertical height of 4 inches.  Taper edge strips at a rate of one to 1 
1/2 inch per foot down to approximately 1/8 inch thick.

2.2   PROTECTION BOARD

2.2.1   Fiber Reinforced Gypsum Roof Board

Impact resistant, non-structural fiber renforced, high density gypsum 
panels, ASTM C1278,, 5 Flame Spread and 0 Smoke Developed when tested in 
accordance with ASTM E84, 500 psi, Class A, non-combustible, 5/8 inch thick,
 4 by 4 feet board size. (Securock or approved equal).  Fasten protection 
board panrls with 24 fasteners in field, 32 fasteners at the perimeter and 
36 fasteners in corners for each 4'x8' sheet.

2.3   FASTENERS

Flush-driven through flat round or hexagonal steel or plastic plates. Steel 
plates shall be zinc-coated, flat round not less than 1 3/8 inch diameter 
or hexagonal not less than 28 gage.  Plastic plates shall be high-density, 
molded thermoplastic with smooth top surface, reinforcing ribs and not less 
than 3 inches in diameter.  Fastener head shall recess fully into the 
plastic plate after it is driven.  Plates shall be formed to prevent 
dishing.  Do not use bell-or cup-shaped plates. Fasteners shall conform to 
insulation manufacturer's recommendations except that holding power, when 
driven, shall be not less than  120 pounds each in steel deck.  Fasteners 
for steel or concrete decks shall conform to FM APP GUIDE for Class I roof 
deck construction, and shall be spaced to withstand an uplift pressure of 60
 pounds per square foot. Install additional fasteners along perimeter and 
edge in accordance with the membrane manufacturers requirements and FM 
Global Property Loss Prevention Data Sheet 1-28 and 1-29 to achieve a 120 

SECTION 07 22 00  Page 4



Roof System Replacement Building 1171 BLDG1171ROOF

mph wind warranty.

2.3.1   Fasteners for Steel Decks

Approved hardened penetrating fasteners or screws conforming to FM 4470 and 
listed in FM APP GUIDE for Class I roof deck construction.  Quantity and 
placement to withstand a minimum uplift pressure of 60 conforming to 
FM APP GUIDE for Class I roof deck construction. Quanty and placement to 
withstand an uplift pressure of 60 psf conforming to FM APP GUIDE and to 
achieve a 120 mph wind warranty.

2.4   WOOD NAILERS

Pressure-preservative-treated as specified in Section 06 10 00 ROUGH 
CARPENTRY.

PART 3   EXECUTION

3.1   EXAMINATION AND PREPARATION

3.1.1   Surface Inspection

Surfaces shall be clean, smooth, and dry.    Check roof deck surfaces, 
including surfaces sloped to roof drains and outlets, for defects before 
starting work.  

The Contractor and Contracting Officer will inspect and approve the 
surfaces immediately before starting installation.  Prior to installing 
insulation, perform the following:

b.  Examine steel decks to ensure that panels are properly secured to 
structural members and to each other and that surfaces of top flanges 
are flat or slightly convex.

3.1.2   Surface Preparation

Correct defects and inaccuracies in roof deck surface to eliminate poor 
drainage and hollow or low spots and perform the following:

a.  Install wood nailers the same thickness as insulation at eaves, edges, 
curbs, walls, and roof openings for securing cant strips, gravel stops, 
 and flashing flanges.  

d.  Cover steel decks with a layer of insulation board of sufficient 
thickness to span the width of a deck rib opening, and conforming to 
fire safety requirements.  Secure with piercing or self-drilling, 
self-tapping fasteners of quantity and placement conforming to 
FM APP GUIDE.  Insulation joints parallel to ribs of deck shall occur 
on solid bearing surfaces only, not over open ribs.

3.2   INSULATION INSTALLATION

Apply insulation in two layers with staggered joints when total required 
thickness of insulation exceeds 1/2 inch.  Lay insulation so that 
continuous longitudinal joints are perpendicular to direction of  roofing,  
and end joints of each course are staggered with those of adjoining 
courses.  When using multiple layers of insulation, joints of each 
succeeding layer shall be parallel and offset in both directions with 
respect to layer below.  Keep insulation 1/2 inch clear of vertical 
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surfaces penetrating and projecting from roof surface.

3.2.1   Installation Using Only Mechanical Fasteners

Secure total thickness of insulation with penetrating type fasteners.

3.2.2   Special Precautions for Installation of Foam Insulation

3.2.2.1   Polyisocyanurate Insulation

Where polyisocyanurate foam board insulation is provided, install 5/8 inch 
impact-resistant, non-structural fiber reinforced gypsum roof board, over 
top surface of foam board insulation.  Stagger joints of panels with 
respect to foam board insulation below. Protection board shall be 
compatible with roofing manufacturers membrane and low VOC adhesives. 

3.2.3   Cant Strips

Where indicated, provide cant strips at intersections of roof with walls, 
parapets, and curbs extending above roof.  Wood cant strips shall bear on 
and be anchored to wood blocking.  Fit cant strips flush against vertical 
surfaces.  Where possible, nail cant strips to adjoining surfaces.  Where 
cant strips are installed against non-nailable materials, install with an 
approved adhesive.

3.2.4   Tapered Edge Strips

Where indicated, provide edge strips in the right angle formed by junction 
of roof and wood nailing strips that extend above level of roof.  Install 
edge strips flush against vertical surfaces of wood nailing strips.  Where 
possible, nail edge strips to adjoining surfaces.  Where installed against 
non-nailable materials, install with an approved adhesive.

3.3   PROTECTION

3.3.1   Protection of Applied Insulation

Completely cover each day's installation of insulation with the finished 
roofing specified in 07 53 23 on same day.  Do not permit phased 
construction.    Protect open spaces between insulation and parapets or 
other walls and spaces at curbs, scuttles, and expansion joints, until 
permanent roofing and flashing are applied.  Do not permit storing, 
walking, wheeling, or trucking directly on insulation or on roofed 
surfaces.  Provide smooth, clean board or plank walkways, runways, and 
platforms near supports, as necessary, to distribute weight.  Exposed edges 
of the insulation shall be protected by cutoffs at the end of each work day 
or whenever precipitation is imminent.  Cutoffs shall be 2 layers of 
bituminous-saturated felt set in plastic bituminous cement [or single ply] 
[or EPDM membrane] set in roof cement.  Fill all profile voids in cut-offs 
to prevent entrapping of moisture into the area below the membrane.  
Cutoffs shall be removed when work is resumed.

3.3.2   Damaged Work and Materials

Restore work and materials that become damaged during construction to 
original condition or replace with new materials.

SECTION 07 22 00  Page 6



Roof System Replacement Building 1171 BLDG1171ROOF

3.4   INSPECTION

The Contractor shall establish and maintain an inspection procedure to 
assure compliance of the installed roof insulation with the contract 
requirements.  Any work found not to be in compliance with the contract 
shall be promptly removed and replaced or corrected in an approved manner.  
Quality control shall include, but not be limited to, the following:

a.  Observation of environmental conditions; number and skill level of 
insulation workers; start and end time of work.

b.  Verification of certification, listing or label compliance with FM P9513.

c.  Verification of proper storage and handling of insulation and vapor 
retarder materials before, during, and after installation.

e.   Inspection of mechanical fasteners; type, number, length, and spacing.

f.  Coordination with other materials, cants, sleepers, and nailing strips.

g.  Inspection of insulation joint orientation and laps between layers, 
joint width and bearing of edges of insulation on deck.

h.   Installation of cutoffs and proper joining of work on subsequent days.

i.  Continuation of complete roofing system installation to cover 
insulation installed same day.

        -- End of Section --
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SECTION 07 53 23

ETHYLENE-PROPYLENE-DIENE-MONOMER ROOFING
05/12

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN SOCIETY OF CIVIL ENGINEERS (ASCE)

ASCE 7 (2010; Errata 2011; Supp 1 2013) Minimum 
Design Loads for Buildings and Other 
Structures

ASTM INTERNATIONAL (ASTM)

ASTM D4637/D4637M (2014; E 2014) EPDM Sheet Used in 
Single-Ply Roof Membrane

ASTM D4811/D4811M (2006; E 2013; R 2013) Nonvulcanized 
(Uncured) Rubber Sheet Used as Roof 
Flashing

ASTM D6369 (1999; R 2006) Design of Standard Flashing 
Details for EPDM Roof Membranes

ASTM E108 (2011) Fire Tests of Roof Coverings

FM GLOBAL (FM)

FM 4470 (2010) Single-Ply, Polymer-Modified 
Bitumen Sheet, Built-up Roof (BUR), and 
Liquid Applied Roof Assemblies for Use in 
Class 1 and Noncombustible Roof Deck 
Construction

FM APP GUIDE (updated on-line) Approval Guide 
http://www.approvalguide.com/

NATIONAL ROOFING CONTRACTORS ASSOCIATION (NRCA)

NRCA RoofMan (2011 thru 2014) The NRCA Roofing Manual

SINGLE PLY ROOFING INDUSTRY (SPRI)

ANSI/SPRI RD-1 (2009) Performance Standard for Retrofit 
Drains

UNDERWRITERS LABORATORIES (UL)

UL 790 (2004; Reprint Jul 2014) Standard Test 
Methods for Fire Tests of Roof Coverings
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UL RMSD (2012) Roofing Materials and Systems 
Directory

1.2   DESCRIPTION OF ROOF MEMBRANE SYSTEM[S]

Fully adhered EPDM roof membrane system applied over fiber reinforced 
roofing board and insulation substrate.

1.3   SUBMITTALS

Government approval is required for submittals.  Submit the following in 
accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Roof Plan Drawing

Wind Load Calculations

Boundaries of Enhanced Perimeter

Corner Attachments of Roof System Components

Location of Perimeter Half-Sheets

Spacing of Perimeter, Corner, and Infield Fasteners

Slopes and Drain Locations

SD-03 Product Data

Cement

EPDM Sheet

Seam Tape

Bonding Adhesive

    The solvent used in the instalation of EPDM roofing membrane may 
generate a hazardous waste, which must be handeled, stored, 
transported and disposed of in compliance with the NUWCDIVNPT 
Newport Hazardous Waste Management Plan.

Lap Splice Adhesive

Water Cutoff Mastic/Water Block

Lap Cleaner, Lap Sealant, and Edge Treatment

Flashings

Flashing Accessories

Flashing Tape

Fasteners and Plates

Ballast
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Roof Insulation

Protection Mat

Pre-Manufactured Accessories

Sample warranty certificate

Submit all data required together with requirements of this 
section.  Include a written acceptance by the roof membrane 
manufacturer of the insulation and other products and accessories 
to be provided.  List products in the applicable wind uplift and 
fire rating classification listings, unless approved otherwise by 
the Contracting Officer.

SD-05 Design Data

Wind Uplift Calculations

Engineering calculations validating the wind resistance of roof 
system.

SD-07 Certificates

Qualification of Manufacturer

Certify that the manufacturer of the roof membrane meets 
requirements specified under paragraph entitled "Qualification of 
Manufacturer."

Qualification of Applicator

Certify that the applicator meets requirements specified under 
paragraph entitled "Qualification of Applicator."  

Wind Uplift Resistance classification, as applicable

Fire Resistance classification

Submit the roof system assembly wind uplift and fire rating 
classification listings.

SD-08 Manufacturer's Instructions

Application

Application Method, including pattern and frequency of mechanical 
attachments required in the field of roof, corners, and perimeters 
to provide for the specified wind resistance

Membrane Flashing

Seam Tape

Tape Seams / Lap Splices

Adhesive Seams / Lap Splices
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Perimeter Attachment

Primer

Fasteners

Pavers

Pre-Manufactured Accessories

Cold Weather Installation

Include detailed application instructions and standard 
manufacturer drawings altered as required by these specifications. 
Explicitly identify in writing, differences between manufacturer's 
printed instructions and the specified requirements. See 
specification 01-14-00, para. 1.1 Specical Scheduling 
Requirements, c. for scheduling roofing work between December 1st 
and March 31st.  

SD-11 Closeout Submittals

Warranty

Information Card

Instructions To Government Personnel

Include copies of Material Safety Data Sheets for 
maintenance/repair materials.

1.3.1   Shop Drawings

Roof plan drawing depicting wind load calculations and boundaries of 
enhanced perimeter and corner attachments of roof system components, 
location of perimeter half-sheets, spacing of perimeter, corner, and 
infield fasteners, as applicable.  The drawing must reflect the project 
roof plan of each roof level and conditions indicated.  Provide all slopes 
and drain locations.

1.4   QUALITY ASSURANCE

1.4.1   Qualification of Manufacturer

EPDM sheet roofing membrane manufacturer must have at least 5 years 
experience in manufacturing EPDM roofing products.

1.4.2   Qualification of Applicator

Roofing system applicator must be approved, authorized, or licensed in 
writing by the roof membrane manufacturer and must have a minimum of three
years experience as an approved, authorized, or licensed applicator with 
that manufacturer and be approved at a level capable of providing the 
specified warranty.  The applicator must supply the names, locations and 
client contact information of 5 projects of similar size and scope that the 
applicator has constructed using the manufacturer's roofing products 
submitted for this project within the previous three years.
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1.4.3   Fire Resistance

Complete roof covering assembly must:

a.  Be Class A rated in accordance with ASTM E108, FM 4470, or UL 790; and

b.  Be listed as part of Fire-Classified roof deck construction in the 
UL RMSD or Class I roof deck construction in the FM APP GUIDE.

FM or UL approved components of the roof covering assembly must bear the 
appropriate FM or UL label.

1.4.4   Wind Uplift Resistance

The complete roof system assembly, including insulation, must be rated FM 
Class I-120 in field, FM Class I-195 at perimeters, and prescriptive corner 
enhancements in accordance with FM APP GUIDE, ASCE 7 or manufacturers 120 
mph wind speed warranty requirements, which ever is greater. Roof covering 
assembly shall be capable of withstanding an uplift pressure of 60 psf.  
and validated by uplift resistance testing in accordance with Factory 
Mutual (FM) test procedures.  Do not install non-rated systems except as 
approved by the Contracting Officer.   Submit licensed engineer's wind 
uplift calculations and substantiating data to validate any non-rated roof 
system.  Base wind uplift measurements based on a design wind speed of 120 
mph in accordance with ASCE 7. 

1.4.5   Preroofing Conference

After approval of submittals and before performing roofing [and insulation] 
system installation work, hold a preroofing conference to review the 
following:

a.  Drawings, specifications and submittals related to the roof work;

b.  Roof system components installation;

c.  Procedure for the roof manufacturer's technical representative's onsite 
inspection and acceptance of the roofing substrate, the name of the 
manufacturer's technical representatives, the frequency of the onsite 
visits, distribution of copies of the inspection reports from the 
manufacturer's technical representative;

d.  Contractor's plan for coordination of the work of the various trades 
involved in providing the roofing system and other components secured 
to the roofing; and

e.  Quality control plan for the roof system installation;

f.  Safety requirements.

Coordinate preroofing conference scheduling with the Contracting Officer.  
The conference must be attended by the Contractor, the Contracting 
Officer's designated personnel, personnel directly responsible for the 
installation of roofing and insulation, flashing and sheet metal work,  
other trades interfacing with the roof work, and representative of the 
roofing materials manufacturer.  Before beginning roofing work, provide a 
copy of meeting notes and action items to all attending parties.  Note 
action items requiring resolution prior to start of roof work.
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1.5   DELIVERY, STORAGE, AND HANDLING

1.5.1   Delivery

Deliver materials in their original, unopened containers or wrappings with 
labels intact and legible.  Where materials are covered by a referenced 
specification number, the labels must bear the specification number, type, 
class, and shelf life expiration date where applicable.  Deliver materials 
in sufficient quantity to allow continuity of work.

1.5.2   Storage

Store and protect materials from damage and weather in accordance with 
manufacturer's printed instructions, except as specified otherwise.  Keep 
materials clean and dry.  Store and maintain adhesives, sealants, primers 
and other liquid materials above 60 degrees F.  Insulated hot boxes or 
other enclosed warming devices must be required in cold weather.  Mark and 
remove damaged materials from the site.  Use pallets to support and canvas 
tarpaulins to completely cover material materials stored outdoors.  Do not 
use polyethylene as a covering.  Locate materials temporarily stored on the 
roof in approved areas, and distribute the load to stay within the live 
load limits of the roof construction.  Remove unused materials from the 
roof at the end of each days work.

1.5.3   Handling

Prevent damage to edges and ends of roll materials.  Do not install damaged 
materials in the work.  Select and operate material handling equipment so 
as not to damage materials or applied roofing.  Do not use materials 
contaminated by exposure or moisture.  Remove contaminated materials from 
the site.  When hazardous materials are involved, adhere to the special 
precautions of the manufacturer.  Adhesives may contain petroleum 
distillates and may be extremely flammable; prevent personnel from 
breathing vapors, and do not use near sparks or open flame.

1.6   ENVIRONMENTAL REQUIREMENTS

Do not install EPDM sheet roofing during high winds or inclement weather, 
or when there is ice, frost, moisture, or visible dampness on the substrate 
surface, or when condensation develops on surfaces during application.  
Unless recommended otherwise by the EPDM sheet manufacturer and approved by 
the Contracting Officer, do not install EPDM sheet when air temperature is 
below 40 degrees F or within 5 degrees F of the dewpoint.  Follow 
manufacturer's printed instructions for installation during cold weather 
conditions.

1.7   SEQUENCING

Coordinate the work with other trades to ensure that components which are 
to be secured to or stripped into the roofing system are available and that 
permanent flashing and counterflashing are installed as the work 
progresses.  Ensure temporary protection measures are in place to preclude 
moisture intrusion or damage to installed materials.  Application of 
roofing must immediately follow application of insulation as a continuous 
operation.  Coordinate roofing operations with insulation work so that all 
roof insulation applied each day is covered with roof membrane installation 
the same day.
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1.8   WARRANTY

Provide roof system material and workmanship warranties meeting specified 
requirements.  Provide revision or amendment to standard membrane 
manufacturer warranty as required to comply with the specified 
requirements.  Minimum manufacturer warranty shall have no dollar limit, 
cover full system water-tightness, and shall have a minimum duration of 20 
years. The roofing system shall be warrantied by a single entity, 
including, roof membrane, insulation, flashing, perimeter metal coping and 
accessories.

1.8.1   Roof Membrane Manufacturer Warranty 

Furnish the roof membrane manufacturer's 20 year no dollar limit roof 
system materials and installation workmanship warranty, including flashing, 
insulation, and accessories necessary for a watertight roof system 
construction.  The warranty must run directly to the Government and 
commence at time of Government's acceptance of the roof work.  The warranty 
must state that:

a.  If within the warranty period the roof system, as installed for its 
intended use in the normal climatic and environmental conditions of the 
facility, becomes non-watertight, shows evidence of moisture intrusion 
within the assembly, splits, tears, cracks, delaminates, separates at 
the seams, shrinks to the point of bridging or tenting membrane at 
transitions, or shows evidence of excessive weathering due to defective 
materials or installation workmanship, the repair or replacement of the 
defective and damaged materials of the roof system assembly and 
correction of defective workmanship must be the responsibility of the 
roof membrane manufacturer.  The roof membrane manufacturer is 
responsible for all costs associated with the repair or replacement 
work.

b.  When the manufacturer or his approved applicator fail to perform the 
repairs within 72 hours of notification, emergency temporary repairs 
performed by others does not void the warranty.

c.  Damage to the EPDM roofing system caused by sustained winds having a 
velocity of 120 miles per hour or less is covered by the warranty, 
including those generated during a hurricane.

d. Warranty shall also cover leaks caused by accidental punctures; 32 
man-hours per year for 90-mil membrane.

e. Warranty shall also cover leaks caused by hail:

1. Hail up to 1" or 2" diameter hail when 90-mil menbrane is installed over 
fiber reinforced gypsum roof board (Securock).

1.8.2   Roofing System Installer Warranty 

The roof system installer must warrant for a period of two years that the 
roof system, as installed, is free from defects in installation 
workmanship, to include the roof membrane, flashing, insulation, 
accessories, attachments, and sheet metal installation integral to a 
complete watertight roof system assembly.  Write the  warranty directly to 
the Government.  The roof system installer is responsible for correction of 
defective workmanship and replacement of damaged or affected materials.  
The roof system installer is responsible for all costs associated with the 
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repair or replacement work.

1.8.3   Continuance of Warranty

Approve repair or replacement work that becomes necessary within the 
warranty period and accomplish in a manner so as to restore the integrity 
of the roof system assembly and validity of the roof membrane manufacturer 
warranty for the remainder of the manufacturer warranty period.

 1.9   CONFORMANCE AND COMPATIBILITY

The entire roofing and flashing system must be in accordance with specified 
and indicated requirements, including fire and wind resistance 
requirements.  Work not specifically addressed and any deviation from 
specified requirements must be in general accordance with recommendations 
of the NRCA RoofMan, membrane manufacturer published recommendations and 
details, ASTM D6369, and compatible with surrounding components and 
construction.  Submit any deviation from specified or indicated 
requirements to the Contracting Officer for approval prior to installation.

1.10   ELIMINATION, PREVENTION OF FALL HAZARDS

1.10.1   Fall Protection

The contractor shall submit a letter to the Naval Undersea Warfare center 
Division, newport, Safety & Occupantional, Health Branch, Fall Protection 
Manager, Ms. Camie Grayley, Code 1024, on company letter head. The letter 
shall include the following: 

a. SUBJECT: "Personnel trained in fall protection program for work to be 
conducted at the Naval Undersea Warfare Center Division Newport."

b. Reference:(a) Construction Contract Number.
         (b) USACE EM 385-1-1 Section 21
         (c) 29 CFR 1910, CFR 1926.500, 29 CFR 1917,
             or 29 CFR 1918 (Select Standard that
             Applies)

1. This letter documents the following personnel have been trained in 
accordance with references (____) through (____), for work required a 
site-specific Fall Protection and Protection Plan. (Provide the Name(s) 
of the competent person for Fall Protection, Qualified person for 
Protection and the end user.)

    List-Employee(s) Names-(Desigation of each - end users, Qualified 
person for Fall Protection, competent person for Fall Protection & 
Program Administrators/Managers. 

2. You may contact (____) at (____) if you need any further information or 
have any other concerns.

3. Letter sign by Company Office Manager.

PART 2   PRODUCTS

2.1   MATERIALS

Coordinate with other specification sections related to the roof work.  
Furnish a combination of specified materials that comprise a roof system 
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acceptable to the roof membrane manufacturer and meeting specified 
requirements.  Protect materials provided from defects and make suitable 
for the service and climatic conditions of the installation.

2.1.1   EPDM Sheet

Ethylene Propylene Diene Terpolymer (EPDM), ASTM D4637/D4637M, Type I, 
non-reinforced, 0.090 inch nominal thickness for fully adhered 
application.  The minimum thickness must not be less than minus 10 percent 
of the specified thickness value.  EPDM membrane thickness specified is 
exclusive of backing material on the EPDM membrane.  Principal polymer used 
in manufacture of the membrane sheet must be greater than 95 percent EPDM. 
Width and length of sheet must be maximum width attainable as recommended 
by the manufacturer to minimize field formed seams in the field of the roof.

2.1.2   Seam Tape

Double-sided synthetic rubber tape, minimum 0.03 inch thick, minimum 3 inch 
wide.  The roof membrane manufacturer must supply seam tape recommended by 
the manufacturer's printed data for forming watertight bond of EPDM sheet 
materials to each other for the application specified and conditions 
encountered.   6 inch wide tape is required for seam seals along lines of 
mechanical attachment of membrane.

2.1.3   Lap Splice Adhesive

Low volatile organic compound (VOC) synthetic rubber adhesive as supplied 
by roof membrane manufacturer and recommended by the manufacturer's printed 
data for forming watertight bond of EPDM sheet membrane materials to each 
other. 

2.1.4   Bonding Adhesive

Low volatile organic compound (VOC) adhesive as supplied by roof membrane 
manufacturer and recommended by the manufacturer's printed data for bonding 
EPDM membrane materials to insulation, wood, metal, concrete or other 
substrate materials.  Do not use bonding adhesive to bond membrane 
materials to each other.

2.1.5   Lap Cleaner, Lap Sealant, and Edge Treatment

As supplied by the roof membrane manufacturer and recommended by the 
manufacturer's printed data.

2.1.6   Water Cutoff Mastic/Water Block

As supplied by the roof membrane manufacturer and recommended by the 
manufacturer's printed data.

2.1.7   Membrane Flashings and Flashing Accessories

Membrane flashing, including self-adhering membrane flashing, perimeter 
flashing, flashing around roof penetrations, and prefabricated pipe seals, 
must be minimum 0.060 inch minimum cured non reinforced EPDM, as 
recommended by the roof membrane manufacturer  or in compliance with 
ASTM D4811/D4811M, Type I.  Use cured EPDM membrane to the maximum extent 
recommended by the roof membrane manufacturer.  Limit uncured flashing 
material to reinforcing inside and outside corners and angle changes in 
plane of membrane, and to flash scuppers, pourable sealer pockets, and 
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other formed penetrations or unusually shaped conditions as recommended by 
the roof membrane manufacturer where the use of cured material is 
impractical.

a. Note: 60 mil cured non reinforced membrane may be used as a separate 
wall flashing with projects of warranty 20 years or greater. The 
flashing may also incorporate membrane equal to thickness to that of 
the EPDM membrane at the deck level.

b. For roofing projects specified with warranties 20 years or greater, with 
a .090-mil non-reinforced membrane or wind coverage greater than 72 
mph, may require additional enhancements recommended by the roofing 
manufacturer specifications.

2.1.7.1   Flashing Tape

EPDM-backed synthetic rubber tape, minimum 6 inch wide as supplied by the 
roof membrane manufacturer and recommended by the manufacturer's printed 
data.

2.1.8   Pre-Manufactured Accessories

Pre-manufactured accessories must be manufacturer's standard for intended 
purpose, comply with applicable specification section, compatible with the 
membrane roof system and approved for use by the roof membrane manufacturer.

2.1.8.1   Pre-fabricated Curbs

Provide AZ55 galvalumecurbs with minimum 4 inch flange for attachment to 
roof nailers.  Provide minimum height of 10 inch above the finished roof 
membrane surface.

2.1.9   Rubber Walkboards

2.1.9.1   Rubber Walkboards

Preformed reprocessed rubber, compatible with the EPDM sheet, 1/4 inch 
minimum thickness, and weighing not less than 1-1/2 pounds per square foot.

2.1.10   Roof Insulation Below EPDM Sheet

Insulation system and facer material must be compatible with membrane 
application specified and as approved by the roof membrane manufacturer.

2.1.11   Wood Products

Do not allow fire retardant treated materials be in contact with EPDM 
membrane or EPDM accessory products, unless approved by the membrane 
manufacturer and the Contracting Officer.

PART 3   EXECUTION

3.1   EXAMINATION

Ensure that the following conditions exist prior to application of the 
roofing materials:

a.  Drains,curbs,control joints,expansion joints,perimeter walls,roof 
penetrating components,andequipment supports are in place.
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b.  Surfaces are rigid, clean, dry, smooth, and free from cracks, holes, 
and sharp changes in elevation.

c.  The plane of the substrate does not vary more than 1/4 inch within an 
area 10 by 10 feet when checked with a 10 foot straight edge placed 
anywhere on the substrate.

d.  Substrate is sloped to provide positive drainage.

e.  Walls and vertical surfaces are constructed to receive counterflashing, 
and will permit mechanical fastening of the base flashing materials.

f.   Treated wood nailers are in place on non-nailable surfaces, to permit 
nailing of base flashing at minimum height of 8 inch above finished 
roofing surface.

g.  Pressure-preservative treated wood nailers are fastened in place at 
eaves, gable ends, openings, and intersections with vertical surfaces 
for securing of membrane, edging strips, attachment flanges of sheet 
metal, and roof fixtures.  

h.  Avoid contact of EPDM materials with fire retardant treated wood, 
except as approved by the roof membrane manufacturer and Contracting 
Officer.

i.  Cants are securely fastened in place in the angles formed by walls and 
other vertical surfaces.  The angle of the cant is 45 degrees and the 
height of the vertical leg is not less than 3-1/2 inch.

j.  Exposed nail heads in wood substrates are properly set.  Warped and 
split boards have been replaced.  There are no cracks or end joints 1/4 
inch in width or greater.  

k.  Insulation boards are installed smoothly and evenly, and are not 
broken, cracked, or curled.  There are no gaps in insulation board 
joints exceeding 1/4 inch in width.  Insulation is being roofed over on 
the same day the insulation is installed.

3.2   APPLICATION

Apply entire EPDM sheet utilizing fully adheredapplication method.  Apply 
roofing materials as specified herein unless approved otherwise by the 
Contracting Officer.No roof replacement work shall be preformed during the 
following period: - from November 30th to March 31st. All roof replacement 
projects in progress during the above period shall be postponed until April 
1st. The contractor shall install temporary cutoffd and watertight seals 
around incomplete edges of roofing assembley in accordance with the 
instructions of the roofing membrane manufacturer. Temporary cutoffs shall 
provide protection against moisture infiltration and absorption due 
inclement weather during postponement of work. The contractor shall be 
responsible for all repair cost to be caused by inproperly installed or 
secured temporary cutoffs and watertight seals, found by the Contracting 
Officer. 

3.2.1   Special Precautions

a.  Do not dilute coatings or sealants unless specifically recommended by 
the materials manufacturer's printed application instructions. Do not 
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thin liquid materials with cleaners used for cleaning EPDM sheet.

b.  Keep liquids in airtight containers, and keep containers closed except 
when removing materials.

c.  Use liquid components, including adhesives, within their shelf life 
period.  Store adhesives at 60 to 80 degrees F prior to use.  Avoid 
excessive adhesive application and adhesive spills, as they can be 
destructive to some elastomeric sheets and insulations; follow adhesive 
manufacturer's printed application instructions.  Mix and use liquid 
components in accordance with label directions and manufacturer's 
printed instructions.

d.  Provide clean, dry cloths or pads for applying membrane cleaners and 
cleaning of membrane 

e.  Do not use heat guns or open flame to expedite drying of adhesives or 
primers.

f.  Require workmen and others who walk on the membrane to wear clean, 
soft-soled shoes to avoid damage to roofing materials.

g.  Do not use equipment with sharp edges which could puncture the EPDM 
sheet.

h.  Shut down air intakes and any related mechanical systems and seal open 
vents and air intakes when applying solvent-based materials in the area 
of the opening or intake.  Coordinate shutdowns with the Contracting 
Officer.

3.2.2   EPDM Sheet Roofing

Provide a watertight roof membrane sheet free of contaminants and defects 
that might affect serviceability.  Provide a uniform, straight, and flat 
edge.  Unroll EPDM sheet roofing in position without stretching membrane.  
Inspect for holes.  Remove sections of EPDM sheet roofing that are damaged. 
Allow sheets to relax minimum 30 minutes before seaming.  Lap sheets as 
specified, to shed water, and as recommended by the roof membrane 
manufacturer's published installation instructions for the application 
required but not less than 3 inch in any case.

3.2.3   Application Method

3.2.3.1   Fully Adhered Membrane Application

Layout membrane and side lap adjoining sheets in accordance with membrane 
manufacturer's printed installation instructions.  Allow for sufficient 
membrane to form proper membrane terminations.  Remove dusting agents and 
dirt from membrane and substrate areas where bonding adhesives are to be 
applied.  Apply specified adhesive evenly and continuously to substrate and 
underside of sheets at rates recommended by the roof membrane 
manufacturer's printed application instructions.  When adhesive is spray 
applied, roll with a paint roller to ensure proper contact and coverage.  
Do not apply bonding adhesive to surfaces of membrane in seam or lap areas. 
Allow adhesive to flash off or dry to consistency prescribed by 
manufacturer before adhering sheets to the substrate.  Roll each sheet into 
adhesive slowly and evenly to avoid wrinkles; broom or roll the membrane to 
remove air pockets and fishmouths and to ensure full, continuous bonding of 
sheet to substrate.  Form field lap splices or seams as specified.  Check 
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all seams and ensure full lap seal.  Apply lap sealant to all adhesive 
formed seams and all cut edges of reinforced membrane materials.

3.2.4   Tape Seams / Lap Splices

Field form seams, or lap splices, with seam tape in accordance with 
membrane manufacturer's printed instructions and as specified.  Clean and 
prime mating surfaces in the seam area.  After primer has dried or set in 
accordance with membrane manufacturer's instructions, apply seam tape to 
bottom membrane and roll with a 3 inch to 4 inch wide smooth silicone or 
steel hand roller, or other manufacturer approved rolling device, to ensure 
full contact and adhesion of tape to bottom membrane.  Tape end laps must 
be minimum 1 inch.  Roll top membrane into position to check for proper 
overlap and alignment.  Remove release paper from top of seam tape and form 
seam splice.  Ensure top membrane contact with seam tape as release paper 
is removed.  Roll the closed seam with a smooth silicone or steel hand 
roller, rolling first across the width of the seam then along the entire 
length, being careful not to damage the membrane.  Apply minimum 9 inch 
long strip of membrane-backed flashing tape over T-intersections of roof 
membrane.  Roll tape to ensure full adhesion and seal over T-joint.

3.2.5   Adhesive Seams / Lap Splices

Use only field-applied adhesive formed seams in flashing areas where 
approved by the membrane manufacturer and the Contracting Officer.  Do not 
use adhesive formed seams for field of roof membrane seaming, except as 
approved by the membrane manufacturer and the Contracting Officer.  
Thoroughly and completely clean mating surfaces of materials throughout the 
lap area.  Remove all dirt, dust, and contaminants and allow to dry.

Apply primer as recommended by the membrane manufacturer.  Apply splice 
adhesive with a 3 inch to 4 inch wide, 1/2 inch thick, solvent-resistant 
brush in a smooth, even coat with long brush strokes.  Bleed out brush 
marks.  Do not apply adhesive in a circular motion.  Simultaneously apply 
adhesive to both mating surfaces in an approximate 0.025 to 0.030 inch wet 
film thickness, or other thickness as recommended by the roof membrane 
manufacturer's printed instructions.

Allow the splice adhesive to set-up in accordance with membrane 
manufacturer's printed instructions.  Perform manufacturer recommended 
field check to test for adhesive readiness prior to closing seam.  Apply a 
1/8 inch to 1/4 inch bead of in-seam sealant approximately 1/2 inch from 
the inside edge of the lower membrane sheet prior to closing the seam.  
Ensure the in-seam sealant does not extend onto the splice adhesive.  
Maintain the full adhered seam width required.  Roll the top membrane onto 
the mating surface.  Roll the seam area with a 2 inch to 3 inch wide, 
smooth silicone or steel hand roller.  A minimum of 2 hours after joining 
sheets and when the lap edge is dry, clean the lap edge with membrane 
manufacturer's recommended cleaner and apply a 1/4 inch to 3/8 inch bead of 
lap sealant centered on the seam edge.  With a feathering tool, immediately 
feather the lap sealant to completely cover the splice edge, leaving a 
mound of sealant over the seam edge.  Apply lap sealant to all adhesive 
formed seams.

3.2.6   Perimeter Attachment

Adhesive bond or mechanically secure roof membrane sheet at roof perimeter 
in a manner to comply with wind resistance requirements and in accordance 
with membrane manufacturer's printed application instructions.  When 
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adhesively bonding a mechanically fastened system in perimeter areas, the 
perimeter boundary of the adhesive bond must be the same as the boundary 
required for additional perimeter mechanical fastening to meet wind 
resistance requirements.

3.2.7   Securement at Base Tie-In Conditions

Mechanically fasten the roof membrane at penetrations, at base of curbs and 
walls, and at all locations where the membrane turns and angle greater than 
4 degrees (1:12).  Space fasteners a maximum of 12 inch on center, except 
where more frequent attachment is required to meet specified wind 
resistance or where recommended by the roof membrane manufacturer.  Flash 
over fasteners with a fully adhered layer of material as recommended by the 
roof membrane manufacturer's printed data.

3.3   FLASHINGS

3.3.1   General

Provide flashings in the angles formed at walls and other vertical surfaces 
and where required to make the work watertight, except where metal 
flashings are indicated.

Provide a one-ply flashing membrane, as specified for the system used, and 
install immediately after the roofing membrane is placed and prior to 
finish coating where a finish coating is required.  Flashings must be 
stepped where vertical surfaces abut sloped roof surfaces.  Provide sheet 
metal reglet in which sheet metal cap flashings are installed of not more 
than 16 inch nor less than 8 inch above the roofing surfaces. Exposed 
joints and end laps of flashing membrane must be made and sealed in the 
manner required for roofing membrane.

3.3.2   Membrane Flashing

Install flashing and flashing accessories as the roof membrane is 
installed.  Apply flashing to cleaned surfaces and as recommended by the 
roof membrane manufacturer and as specified.  Utilize cured EPDM membrane 
flashing and prefabricated accessory flashings to the maximum extent 
recommended by the roof membrane manufacturer.  Limit uncured flashing 
material to reinforcing inside and outside corners and angle changes in 
plane of membrane, and to flashing scuppers, pourable sealer pockets, and 
other formed penetrations or unusually shaped conditions as recommended by 
the roof membrane manufacturer where the use of cured material is 
impractical.  Extend base flashing not less than 8 inch above roofing 
surface and as necessary to provide for seaming overlap on roof membrane as 
recommended by the roof membrane manufacturer.

Seal flashing membrane for a minimum of 3 inch on each side of fastening 
device used to anchor roof membrane to nailers.  Completely adhere flashing 
sheets in place.  Seam flashing membrane in the same manner as roof 
membrane, except as otherwise recommended by the membrane manufacturer's 
printed instructions and approved by the Contracting Officer.  Reinforce 
all corners and angle transitions by applying uncured membrane to the area 
in accordance with roof membrane manufacturer recommendations.  
Mechanically fasten top edge of base flashing with manufacturer recommended 
termination bar fastened at maximum 12 inch on center.  Install sheet metal 
flashing over the termination bar in the completed work.  Mechanically 
fasten top edge of base flashing for all other terminations in a manner 
recommended by the roof membrane manufacturer.  Apply membrane liner over 
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top of exposed nailers and blocking and to overlap top edge of base 
flashing installation at curbs, parapet walls, expansion joints and as 
otherwise indicated to serve as waterproof lining under sheet metal 
flashing components.

3.3.3   Flashing at Roof Drain

Provide a tapered insulation sump into the drain bowl area.  Do not exceed 
tapered slope of 18 degrees for unreinforced membrane and 5 degrees for 
reinforced membrane.  Provide tapered insulation with surface suitable for 
adhering membrane in the drain sump area.  Avoid field seams running 
through or within 24 inch of roof drain, or as otherwise recommended by the 
roof membrane manufacturer.  Adhere the membrane to the tapered in the 
drain sump area.  Apply water block mastic and extend membrane sheets over 
edge of drain bowl opening at the roof drain deck flange in accordance with 
membrane manufacturer's printed application instructions.  Insure membrane 
free of wrinkles and folds in the drain area.  Securely clamp membrane in 
the flashing clamping ring.  Ensure membrane is cut to within 3/4 inch of 
inside rim of clamping ring to maintain drainage capacity.  Do not cut back 
to bolt holes.  Retrofit roof drains must conform to ANSI/SPRI RD-1.

3.3.4   PRE-FABRICATED CURBS

Securely anchor prefabricated curbs to nailer or other base substrate and
flashed with EPDM membrane flashing materials.

3.3.5   Set-On Accessories

Where pipe or conduit blocking, supports and similar roof accessories, or 
isolated paver block, are set on the membrane, adhere reinforced membrane 
or walkpad material, as recommended by the roof membrane manufacturer, to 
bottom of accessories prior to setting on roofing membrane. Specific method 
of installing set-on accessories must permit normal movement due to 
expansion, contraction, vibration, and similar occurrences without damaging 
roofing membrane. Do not mechanically secure set-on accessories through 
roofing membrane into roof deck substrate.

3.4   ROOF WALKPADS

Install walkpads at roof access points and where otherwise indicated for 
traffic areas and for access to mechanical equipment, in accordance with 
the roof membrane manufacturer's printed instructions. Provide minimum 6 
inch separation between adjacent walkpads to accommodate drainage.

3.4.1   Elevated Metal Walkways and Platforms

Provide for protection of roof membrane by placing reinforced membrane or 
walkpad material, or other material approved by the Contracting Officer, at 
all surface bearing support locations.

3.5   CORRECTION OF DEFICIENCIES

Where any form of deficiency is found, additional measures must be taken as 
deemed necessary by the Contracting Officer to determine the extent of the 
deficiency and corrective actions must be as directed by the Contracting 
Officer.
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3.6   CLEAN UP

Remove debris, scraps, containers and other rubbish and trash resulting 
from installation of the roofing system from job site each day.

3.7   PROTECTION OF APPLIED ROOFING

At the end of the day's work and when precipitation is imminent, protect 
applied membrane roofing system from water intrusion.

3.7.1   Water Cutoffs

Straighten insulation line using loose-laid cut insulation sheets and seal 
the terminated edge of the roof membrane system in an effective manner.  
[Seal off flutes in metal decking along the cutoff edge.]  Remove the water 
cut-offs to expose the insulation when resuming work, and remove the 
insulation sheets used for fill-in.

3.7.2   Temporary Flashing for Permanent Roofing

Provide temporary flashing at drains, curbs, walls and other penetrations 
and terminations of roofing sheets until permanent flashings can be 
applied.  Remove temporary flashing before applying permanent flashing.

3.7.3   Temporary Walkways, Runways, and Platforms

Do not permit storing, walking, wheeling, and trucking directly on applied 
roofing materials.  Provide temporary walkways, runways, and platforms of 
smooth clean boards, mats or planks as necessary to avoid damage to applied 
roofing materials, and to distribute weight to conform to live load limits 
of roof construction.  Use rubber-tired equipment for roofing work.

3.8   FIELD QUALITY CONTROL

3.8.1   Construction Monitoring

During progress of the roof work, Contractor must make visual inspections 
as necessary to ensure compliance with specified parameters. Additionally, 
verify the following:

a.  Equipment is in working order.  Metering devices are accurate.

b.  Materials are not installed in adverse weather conditions.

c.  Substrates are in acceptable condition, in compliance with 
specification, prior to application of subsequent materials.

Nailers and blocking are provided where and as needed.

Insulation substrate is smooth, properly secured to its substrate, and 
without excessive gaps prior to membrane application.

The proper number, type, and spacing of fasteners are installed.

Materials comply with the specified requirements.

All materials are properly stored, handled and protected from moisture 
or other damages.  Liquid components are properly mixed prior to 
application.
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Membrane is allowed to relax prior to seaming.  Adhesives are applied 
uniformly to both mating surfaces and checked for proper set prior 
to bonding mating materials.  Mechanical attachments are spaced as 
required, including additional fastening of membrane in corner and 
perimeter areas as required.

Membrane is properly overlapped.

Membrane seaming is as specified and seams are hand rolled to ensure 
full adhesion and bond width.  In-seam sealant is applied when 
adhesive seams are used in the field of the roof.  All seams are 
checked at the end of each work day.

Applied membrane is inspected and repaired as necessary prior to 
ballast installation.

Membrane is fully adhered without ridges, wrinkles, kinks, fishmouths.

Installer adheres to specified and detailed application parameters.

Associated flashings and sheet metal are installed in a timely manner 
in accord with the specified requirements.

Ballast is within the specified weight range.

Temporary protection measures are in place at the end of each work 
shift.

3.8.2   Manufacturer's Inspection

Manufacturer's technical representative must visit the site a minimum of 
three (3) times  during the installation for purposes of reviewing 
materials installation practices and adequacy of work in place.  
Inspections must occur during the first 20 squares of membrane 
installation, at mid-point of the installation, and at substantial 
completion, at a minimum.  Do not exceed additional inspections one for 
each 100 squares of total roof area with the exception that follow-up 
inspections of previously noted deficiencies or application errors must be 
performed as requested by the Contracting Officer.  After each inspection,  
submit a report signed by the manufacturer's technical representative to 
the Contracting Officer within 3 working days.  Note overall quality of 
work, deficiencies and any other concerns, and recommended corrective 
action.

3.8.3   Roof Drain Test

After completing roofing but prior to Government acceptance, perform the 
following test for watertightness.  Plug roof drains and fill with water to 
edge of drain sump for 8 hours.  Retrofit roof drains must conform to 
ANSI/SPRI RD-1.  Do not plug secondary overflow drains at the same time as 
adjacent primary drain.  To ensure some drainage from roof, do not test all 
drains at same time.  Measure water at beginning and end of the test 
period.  When precipitation occurs during test period, repeat test.  When 
water level falls, remove water, thoroughly dry, and inspect installation; 
repair or replace roofing at drain to provide for a properly installed 
watertight flashing seal.  Repeat test until there is no water leakage.
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3.9   INSTRUCTIONS TO GOVERNMENT PERSONNEL

Furnish written and verbal instructions on proper maintenance procedures to 
designated Government personnel.  Furnish instructions by a competent 
representative of the roof membrane manufacturer and include a minimum of 4 
hours on maintenance and emergency repair of the membrane.  Include a 
demonstration of membrane repair, and give sources of required special 
tools.  Furnish information on safety requirements during maintenance and 
emergency repair operations.

3.10   INFORMATION CARD

For each roof, furnish a typewritten information card for facility records 
anda photoengraved 0.032 inch thick aluminum card for exterior display.  
Card must be 8-1/2 by 11 inch minimum.  Information card must identify 
facility name and number; location; contract number; approximate roof area; 
detailed roof system description, including deck type, membrane, number of 
plies, method of application, manufacturer, insulation and cover board 
system and thickness; presence of tapered insulation for primary drainage, 
presence of vapor retarder; date of completion; installing contractor 
identification and contact information; membrane manufacturer warranty 
expiration, warranty reference number, and contact information.  Install 
card at roof top or access location as directed by the Contracting Officer 
and provide a paper copy to the Contracting Officer.

        -- End of Section --
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SECTION 07 60 00

FLASHING AND SHEET METAL
08/08

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM B209 (2010) Standard Specification for Aluminum 
and Aluminum-Alloy Sheet and Plate

SHEET METAL AND AIR CONDITIONING CONTRACTORS' NATIONAL ASSOCIATION 
(SMACNA)

SMACNA 1793 (2012) Architectural Sheet Metal Manual, 
7th Edition

1.2   GENERAL REQUIREMENTS

Finished sheet metalwork will form a weathertight construction without 
waves, warps, buckles, fastening stresses or distortion, which allows for 
expansion and contraction.  Sheet metal mechanic is responsible for 
cutting, fitting, drilling, and other operations in connection with sheet 
metal required to accommodate the work of other trades.  Coordinate 
installation of sheet metal items used in conjunction with roofing with 
roofing work to permit continuous roofing operations.

1.3   SUBMITTALS

Government approval is required for all submittals.  Submit the following 
in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings
Gravel stops and fascias

Base flashing

Counterflashing

Flashing at roof penetrations]

Reglets

Copings

Indicate thicknesses, dimensions, fastenings and anchoring 
methods, expansion joints, and other provisions necessary for 
thermal expansion and contraction.  Scaled manufacturer's catalog 
data may be submitted for factory fabricated items.

SD-11 Closeout Submittals
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Quality Control Plan

Submit for sheet metal work in accordance with paragraph entitled 
"Field Quality Control."

1.4   DELIVERY, HANDLING, AND STORAGE

Package and protect materials during shipment.  Uncrate and inspect 
materials for damage, dampness, and wet-storage stains upon delivery to the 
job site.  Remove from the site and replace damaged materials that cannot 
be restored to like-new condition.  Handle sheet metal items to avoid 
damage to surfaces, edges, and ends.  Store materials in dry, 
weather-tight, ventilated areas until immediately before installation.

PART 2   PRODUCTS

2.1   MATERIALS

.  Use any metal listed by SMACNA Arch. Manual for a particular item, 
unless otherwise specified or indicated.  Conform to the requirements 
specified and to the thicknesses and configurations established in SMACNA 
Arch. Manual for the materials.  Different items need not be of the same 
metal, except that if copper is selected for any exposed item, all exposed 
items must be copper.

Furnish sheet metal items in 8 to 10 foot lengths.  Single pieces less than 
8 feet long may be used to connect to factory-fabricated inside and outside 
corners, and at ends of runs.  Factory fabricate corner pieces with minimum 
12 inch legs.  Provide accessories and other items essential to complete 
the sheet metal installation.  Provide accessories made of the same or 
compatible materials as the items to which they are applied. Fabricate 
sheet metal items of the materials specified below and to the gage, 
thickness.  Provide sheet metal items with mill finish unless specified 
otherwise. 

2.1.1   Exposed Sheet Metal Items

Must be of the same material.  Consider the following as exposed sheet 
metal:  gutters, including hangers; downspouts; gravel stops and fascias; 
cap, valley, steeped, base, and eave flashings and related accessories.

2.1.2   Aluminum Alloy Sheet and Plate

 ASTM B209  form alloy, and temper appropriate for use.

2.1.2.1   Alclad

Fabricate the items Alclad 3003, Alclad 3004, Alclad 3005, clad on both 
sides unless otherwise indicated.

b.  Gravel stops and fascias

c.  Flashing

2.1.2.2   Finish

Exposed exterior sheet metal items of aluminum must have a baked-on, 
factory-applied color coating of polyvinylidene fluoride (PVF2) or other 
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equivalent fluorocarbon coating applied after metal substrates have been 
cleaned and pretreated.  Provide finish coating dry-film thickness of 0.8 
to 1.3 mils and color of dark bronze.

2.1.3   Fasteners

Use the same metal or a metal compatible with the item fastened.  Use 
stainless steel fasteners to fasten dissimilar materials.

PART 3   EXECUTION

3.1   INSTALLATION

3.1.1   Workmanship

Make lines and angles sharp and true.  Free exposed surfaces from visible 
wave, warp, buckle, and tool marks.  Fold back exposed edges neatly to form 
a hem on the concealed side.  Make sheet metal exposed to the weather 
watertight with provisions for expansion and contraction.

Make surfaces to receive sheet metal plumb and true, clean, even, smooth, 
dry, and free of defects and projections.  For installation of items not 
shown in detail or not covered by specifications conform to the applicable 
requirements of SMACNA 1793, Architectural Sheet Metal Manual.  Provide 
sheet metal flashing in the angles formed where roof decks abut walls, 
curbs, ventilators, pipes, or other vertical surfaces and wherever 
indicated and necessary to make the work watertight. 

3.1.2   Cleats

Provide continous 24 gage galvanized cleat for metal roof fascia and cap 
flashing. Fasten cleats per manufacturers requirements. 

3.1.3   Protection from Contact with Dissimilar Materials

3.1.3.1   Aluminum

Do not allow aluminum surfaces in direct contact with other metals except 
stainless steel, zinc, or zinc coating.  Where aluminum contacts another 
metal, paint the dissimilar metal with a primer followed by two coats of 
aluminum paint. Where drainage from a dissimilar metal passes over 
aluminum, paint the dissimilar metal with a non-lead pigmented paint.

3.1.3.2   Metal Surfaces

Paint surfaces in contact with mortar, concrete, or other masonry materials 
with alkali-resistant coatings such as heavy-bodied bituminous paint.

3.1.3.3   Wood or Other Absorptive Materials

Paint surfaces that may become repeatedly wet and in contact with metal 
with two coats of aluminum paint or a coat of heavy-bodied bituminous paint.

3.1.4   Expansion and Contraction

Provide expansion and contraction joints at not more than 32 foot intervals 
for aluminum and at not more than 40 foot intervals for other metals.  
Provide an additional joint where the distance between the last expansion 
joint and the end of the continuous run is more than half the required 
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interval.  Space joints evenly.  Join extruded aluminum gravel stops and 
fascias by expansion and contraction joints spaced not more than 12 feet 
apart.

3.1.5   Base Flashing

  Extend up vertical surfaces of the flashing not less than 8 inch and not 
less than 4 inch under the roof covering.  Where finish wall coverings form 
a counterflashing, extend the vertical leg of the flashing up behind the 
applied wall covering not less than 6 inch.  Overlap the flashing strips  
with the previously laid flashing not less than 3 inch.  Fasten the strips  
at their upper edge to the deck.  Horizontal flashing at vertical surfaces 
must extend vertically above the roof surface and fastened at their upper 
edge to the deck a minimum of 6 inch on center withhex headed, galvanized 
shielded screws] a minimum of 2-inch lap of any surface.  Solder end laps 
and provide for expansion and contraction.  Extend the metal flashing over 
crickets at the up-slope side of curbs, and similar vertical surfaces 
extending through sloping roofs, the metal flashings. Extend the metal 
flashings onto the roof covering not less than 4.5 inch at the lower side 
of  vertical surfaces extending through the roof decks.  Install and fit 
the flashings so as to be completely weathertight.  Provide 
factory-fabricated base flashing for interior and exterior corners.

3.1.6   Counterflashing

Except where indicated or specified otherwise, insert counterflashing in 
reglets located from 9 to 10 inch above roof decks, extend down vertical 
surfaces over upturned vertical leg of base flashings not less than 3 inch.  
Fold the exposed edges of counterflashings 1/2 inch.  Where stepped 
counterflashings are required, they may be installed in short lengths a 
minimum 8 inch by 8 inch  or may be of the preformed one-piece type.  
Provide end laps in counterflashings not less than 3 inch and make it 
weathertight with plastic cement.   Do not make lengths of metal 
counterflashings exceed 10 feet.  Form the flashings to the required shapes 
before installation. Factory-form the corners not less than 12 inch from 
the angle.  Secure the flashings in the reglets with lead wedges and space 
not more than 18 inch apart; on  short runs, place wedges closer together.  
Fill caulked-type reglets or raked joints which receive counterflashing 
with caulking compound.  Turn up the concealed edge of counterflashings 
built into masonry or concrete walls not less than 1/4 inch and extend not 
less than 2 inch into the walls.  Install counterflashing to provide a 
spring action against base flashing.  

3.1.7   Metal Reglets

Provide factory fabricated caulked type or friction type reglets with a 
minimum opening of 1/4 inch and a depth of 1 1/4 inch, as approved.

3.1.7.1   Caulked Reglets

Provide with rounded edges and metal strap brackets or other anchors for 
securing to the concrete forms.  Provide reglets with a core to protect 
them from injury during the installation.  Provide built-up mitered corner 
pieces for internal and external angles.  Wedge the flashing in the reglets 
with lead wedges every 18 inch, caulked full and solid with an approved 
compound.
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3.1.8   Gravel Stops and Fascias

Prefabricate a metal fascia system with a 20 gauge steel retainer bar and .050" 
thisk aluminum or 24 gauge galvanized steel fascia. Metal fascia finish 
color shall be dark bronze. ANSI/SPRI ES-1 Certified. Coping FM Approved 
I-465 with .050 aluminum retainer, I-180 with 20 ga. steel retainer. Coping 
FM appeoved I-315. Gravel stops and fascias shall be fabricated and 
installed in accordance with membrane manufacturers requirements for 
projects with 90-mil membranes or warranties grater than 20-years.

3.1.9   Expansion Joints

Provide expansion joints at not more than 32 foot intervals. Provide and 
additional joints where the distance between the last expansion joint and 
the end of the continous run is more than half the required interval. Space 
joints evenly. Join extruded aluminum gravel stops and fascias by expansion 
and contraction joints spaced not more than 12 feet apart.

3.2   CLEANING

Clean exposed sheet metal work at completion of installation.  Remove 
grease and oil films, handling marks, contamination from steel wool, 
fittings and drilling debris, and scrub-clean.  Free the exposed metal 
surfaces of dents, creases, waves, scratch marks, and solder or weld marks.

3.3   REPAIRS TO FINISH

Scratches, abrasions, and minor surface defects of finish may be repaired 
in accordance with the manufacturer's printed instructions and as approved. 
Repair damaged surfaces caused by scratches, blemishes, and variations of 
color and surface texture.  Replace items which cannot be repaired.

3.4   FIELD QUALITY CONTROL

Establish and maintain a Quality Control Plan for sheet metal used in 
conjunction with roofing to assure compliance of the installed sheet 
metalwork with the contract requirements.  Remove work that is not in 
compliance with the contract and replace or correct.  Include quality 
control, but not be limited to, the following:

a.  Observation of environmental conditions; number and skill level of 
sheet metal workers; condition of substrate.

b.  Verification that specified material is provided and installed.

c.  Inspection of sheet metalwork, for proper size(s) and thickness(es), 
fastening and joining, and proper installation.

3.4.1   Procedure

Submit for approval prior to start of roofing work.  Include a checklist of 
points to be observed.  Document the actual quality control observations 
and inspections.  Furnish a copy of the documentation to the Contracting 
Officer at the end of each day.

        -- End of Section --
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SECTION 07 92 00

JOINT SEALANTS
01/07

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM C920 (2014a) Standard Specification for 
Elastomeric Joint Sealants

ASTM D2452 (2003; R 2009) Standard Test Method for 
Extrudability of Oil- and Resin-Base 
Caulking Compounds

ASTM D2453 (2003; R 2009) Standard Test Method for 
Shrinkage and Tenacity of Oil- and 
Resin-Base Caulking Compounds

1.2   SUBMITTALS

Government approval is required for all submittals. .  Submit the following 
in accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-03 Product Data

Sealants

Primers

Bond breakers

Backstops

Manufacturer's descriptive data including storage requirements, 
shelf life, curing time, instructions for mixing and application, 
and primer data (if required).  Provide a copy of the Material 
Safety Data Sheet for each solvent, primer or sealant material.

SD-07 Certificates

Sealant

Certificates of compliance stating that the materials conform to 
the specified requirements.

1.3   ENVIRONMENTAL CONDITIONS

Apply sealant when the ambient temperature is between 40 and 90 degrees F.
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1.4   DELIVERY AND STORAGE

Deliver materials to the job site in unopened manufacturers' external 
shipping containers, with brand names, date of manufacture, [color,] and 
material designation clearly marked thereon.  Label elastomeric sealant 
containers to identify type, class, grade, and use. Carefully handle and 
store materials to prevent inclusion of foreign materials or subjection to 
sustained temperatures exceeding 90 degrees F or less than 0 degrees F.

1.5   QUALITY ASSURANCE

1.5.1   Compatibility with Substrate

Verify that each of the sealants are compatible for use with joint 
substrates.

1.5.2   Joint Tolerance

Provide joint tolerances in accordance with manufacturer's printed 
instructions.

1.6   SPECIAL WARRANTY

Guarantee sealant joint against failure of sealant and against water 
penetration through each sealed joint for five(5) years.

PART 2   PRODUCTS

2.1   SEALANTS

Provide sealant that has been tested and found suitable for the substrates 
to which it will be applied.

2.1.1   Exterior Sealant

For joints in vertical surfaces, provide ASTM C920, Type S or M, Grade NS, 
Class 25, Use NT.  For joints in horizontal surfaces, provide ASTM C920, 
Type S or M, Grade P, Class 25, Use T.  Provide location(s) and color(s) of 
sealant as follows:

LOCATION COLOR

a.  Expansion and control joints. As Selected

b.  Metal reglets, where flashing is 
inserted into masonry joints, and where 
flashing is penetrated by coping dowels.

As Selected

c.  Metal-to-metal joints where sealant 
is indicated or specified.

As Selected

d.  Joints between ends of gravel 
stops, fascias, copings, and adjacent 
walls.

As Selected

2.2   PRIMERS

Provide a nonstaining, quick-drying type and consistency recommended by the 
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sealant manufacturer for the particular application.

2.3   BOND BREAKERS
 
Provide the type and consistency recommended by the sealant manufacturer to 
prevent adhesion of the sealant to backing or to bottom of the joint.

2.4   BACKSTOPS

Provide glass fiber roving or neoprene, butyl, polyurethane, or 
polyethylene foams free from oil or other staining elements as recommended 
by sealant manufacturer.  Provide 25 to 33 percent oversized backing for 
closed cell and 40 to 50 percent oversized backing for open cell material, 
unless otherwise indicated.  Make backstop material compatible with 
sealant.  Do not use oakum   and other types of absorptive materials as 
backstops.

2.5   CAULKING

Conform to ASTM D2452 and ASTM D2453, 

2.6   CLEANING SOLVENTS

Provide type(s) recommended by the sealant manufacturer except for aluminum 
and bronze surfaces that will be in contact with sealant.

PART 3   EXECUTION

3.1   SURFACE PREPARATION

Clean surfaces from dirt frost, moisture, grease, oil, wax, lacquer, paint, 
or other foreign matter that would tend to destroy or impair adhesion.  
Remove oil and grease with solvent.  Surfaces must be wiped dry with clean 
cloths.  When resealing an existing joint, remove existing caulk or sealant 
prior to applying new sealant.  For surface types not listed below, contact 
sealant manufacturer for specific recommendations.

3.1.1   Steel Surfaces

Remove loose mill scale by, scraping and wire brushing.  

3.1.2   Aluminum or Bronze Surfaces

Remove temporary protective coatings from surfaces that will be in contact 
with sealant.  When masking tape is used as a protective coating, remove 
tape and any residual adhesive just prior to sealant application.  For 
removing protective coatings and final cleaning, use nonstaining solvents 
recommended by the manufacturer of the item(s) containing aluminum or 
bronze surfaces.

3.1.3   Concrete and Masonry Surfaces

Where surfaces have been treated with curing compounds, oil, or other such 
materials, remove materials by sandblasting or wire brushing. Remove 
laitance, efflorescence and loose mortar from the joint cavity.

3.1.4   Wood Surfaces

Keep wood surfaces to be in contact with sealants free of splinters and 
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sawdust or other loose particles.

3.2   SEALANT PREPARATION

Do not add liquids, solvents, or powders to the sealant.  Mix 
multicomponent elastomeric sealants in accordance with manufacturer's 
instructions.

3.3   APPLICATION

3.3.1   Joint Width-To-Depth Ratios

a.  Acceptable Ratios:

JOINT WIDTH JOINT DEPTH

Minimum Maximum

For metal, glass, or other nonporous surfaces:

1/4 inch (minimum) 1/4 inch 1/4 inch

over 1/4 inch 1/2 of width Equal to width

For wood, concrete, masonry, stone:

1/4 inch (minimum) 1/4 inch 1/4 inch

over 1/4 inch to 1/2 inch 1/4 inch Equal to width

over 1/2 inch to 2 inch 1/2 inch 5/8 inch

Over 2 inch As recommended by sealant manufacturer

b.  Unacceptable Ratios:  Where joints of acceptable width-to-depth ratios 
have not been provided, clean out joints to acceptable depths and grind 
or cut to acceptable widths without damage to the adjoining work.  
Grinding is not required on metal surfaces.

3.3.2   Masking Tape

Place masking tape on the finish surface on one or both sides of a joint 
cavity to protect adjacent finish surfaces from primer or sealant smears.  
Remove masking tape within 10 minutes after joint has been filled and 
tooled.

3.3.3   Backstops

Install backstops dry and free of tears or holes.  Tightly pack the back or 
bottom of joint cavities with backstop material to provide a joint of the 
depth specified.  Install backstops in the following locations:

a.  Where indicated.

b.  Where backstop is not indicated but joint cavities exceed the 
acceptable maximum depths specified in paragraph entitled, "Joint 
Width-to-Depth Ratios".
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3.3.4   Primer

Immediately prior to application of the sealant, clean out loose particles 
from joints.  Where recommended by sealant manufacturer, apply primer to 
joints in concrete masonry units, wood, and other porous surfaces in 
accordance with sealant manufacturer's instructions.  Do not apply primer 
to exposed finish surfaces.

3.3.5   Bond Breaker

Provide bond breakers to the back or bottom of joint cavities, as 
recommended by the sealant manufacturer for each type of joint and sealant 
used, to prevent sealant from adhering to these surfaces.  Carefully apply 
the bond breaker to avoid contamination of adjoining surfaces or breaking 
bond with surfaces other than those covered by the bond breaker.

3.3.6   Sealants

Provide a sealant compatible with the material(s) to which it is applied. 
Do not use a sealant that has exceeded shelf life or has jelled and can not 
be discharged in a continuous flow from the gun.  Apply the sealant in 
accordance with the manufacturer's printed instructions with a gun having a 
nozzle that fits the joint width.  Force sealant into joints to fill the 
joints solidly without air pockets.  Tool sealant after application to 
ensure adhesion.  Make sealant uniformly smooth and free of wrinkles.  Upon 
completion of sealant application, roughen partially filled or unfilled 
joints, apply sealant, and tool smooth as specified.  Apply sealer over the 
sealant when and as specified by the sealant manufacturer.

3.4   PROTECTION AND CLEANING

3.4.1   Protection

Protect areas adjacent to joints from sealant smears.  Masking tape may be 
used for this purpose if removed 5 to 10 minutes after the joint is filled.

3.4.2   Final Cleaning

Upon completion of sealant application, remove remaining smears and stains 
and leave the work in a clean and neat condition.

a.  Masonry and Other Porous Surfaces:  Immediately scrape off fresh 
sealant that has been smeared on masonry and rub clean with a solvent 
as recommended by the sealant manufacturer.  Allow excess sealant to 
cure for 24 hour then remove by wire brushing or sanding.

b.  Metal and Other Non-Porous Surfaces:  Remove excess sealant with a 
solvent-moistened cloth.

        -- End of Section --
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