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CONTINUITY STRAP DETAIL

COAL TAR EPOXY COATED CONTINUITY STRAP

FILLET WELD BOTH SIDES OF UNION,
TOP AND BOTTOM OF CONTINUITY
STRAP, (TYP.) FULL LENGTH OF STEEL
SHEET PILE BULKHEAD

STEEL SHEET PILE

STRAP MATERIAL: FLAT STEEL BAR DIM:
200" x 1/4°L"

SCALE: NOT TO SCALE

FACE OF KING PILE FLANGE
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ANODE CORE —

ANODE ——

1/2”

SCALE: NOT TO SCALE

1. CONCRETE BULKHEAD NOT SHOWN.
2. WATERSIDE ANODES NOT SHOWN.

5. SEE E-302 FOR REQUIRED NUMBER OF

LANDSIDE ANODES PER KING PILE
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PAL
APPR

7/27/16
DATE

/\ | ADDENDA — REVISED SHEET

SYM DESCRIPTION

—~

"a
C\ |/
— ]
NS~ =R

Cf‘ \nterna&

ﬁéT:EéR‘A LAMB

8 O}/aq 201k
%

Cory 3‘5‘ e
© Protecion .

had
2
&
Q)

MN
FST

A JOINT VENTURE

APPROVED

FOR COMMANDER NAVFAC

ACTIVITY:
PER DOCUMENT FROM PNSY
CODE 980, KITTERY ME

SATISFACTORY TO DATE: 05/09/16

pes MN ‘DRW HBF ‘CHK BDS

L 30 4. TEST STATIONS AND TEST ANODES SHALL ISOLATION BEFORE INSTALLATION. /0N NN LY
' ' BE INSTALLED AT KING PILES NUMBERED: @ KING PILE WITH RUB STRIPS BRANCH MANAGER: NATHAN MAHER
3, 34, 68, 92 FEAD/PM&E: AMIN BAHROUR
S m SCALE: NOT TO SCALE E—501@ TEST ANODE BRACKET (TYP|CA|_) e e 1
~ /8 x 5" COATED BOND STRAP SCALE: NOT TO SCALE —5oT\B2 N
T 4”x4"x60" ANODE, (TYP.) TEST STATION POLYCARBONATE CURB 3 |:§ .
_ WELDED TO BOND STRAP N BOX W/CAP CAP MARKED "CP TEST” B ;%g =
- A=
T O
EL. —9.62 EL. =962 TACK WELD AS SHOWN; NUT, §<9F§ —
AL - ——— Al “— NOTE THAT FLASH TYPE ANODES MAY BE OPEN WASHER AND- CHANNEL Q 22‘3 O
i USED AT LOCATIONS WITH MINIMUM 5 3
Lt L L A36 STEEL CHANNEL a0 ¥ =
N7 - _M y_ 3/8” x 2” N - %&E_AEI;ANCE AT EXISTING MASTER PILE 4”¢ PLASTIC P|PE, 18”L 5.00”W X 9.00”| N 9# \ §<Z( <_l: <C %
=S QO
g%lgo o n A" 60" PVDF INSULATING SHEET S |l @| e
KING PILE —1 L— 4"x4"x60" ANODE, (TYP.) MHW EL. 3.81 500" X 9.00| x 25" o |l — |z
j : 5/8" WELDED TO BOND STRAP — - 001 . o7 — |8
KING PILE o )) m - —— FIBERGLASS A m 8% PVDF INSULATING SLEEVE | g = <l:ﬁ E
il THREADED ROD Ll = N\ & % FOR 3/4” THREADED STEEL Flx=|g
caa e = DA\ ROD il = e
1 |l FIBERGLASS /785 STEEL ANODE MOUNTING PLATE N O] % (:Q S
W —  THREADED NUT OTES. \E-507 : 500" x 9.00" x 1/27 / i o= =
BOND STRAP SECURING DETAIL #6 AWG TYPE HMWPE/PVDF — | : PVDF WASHER L W= O L]
= ~ 1. CONCRETE BULKHEAD NOT SHOWN. MLLW EL. —4.62 CABLE \ 93/4" 1D x 1/4"t s an
< (TYP. 4 PLACES) N NOTES: e TR S .2F _
i h [ 2. WATERSIDE ANODES NOT SHOWN. EXTRA HEAVY STEEL WASHER EE% <
i S THERMITE WELD TEST WIRES TO KING PILE AS NOTED | X 83/4” 1D x 1/47 k| =
3. SEE E-302 FOR REQUIRED NUMBER OF ABOVE. | - E
LANDSIDE ANODES PER KING PILE ) THREADED STEEL ROD o B
IDENTIFY WIRES. 3/4" = 10 UNC ]
[a] ago »n
3. CONNECT WIRES WITH BRASS BOLT AND TERMINAL LUGS. -
4. SEAL CONNECTION WITH ELECTRICAL PUTTY & VINYL ] - TEST ANODE BRACKET ( -YPICAL) DETAIL A5  N400BS-4-C-X0KX
TEST ANODE STANDARD ANODE ELECTRICAL TAPE. SCALE: NOT TO SCALE E-501 NAVFAC DRAWING NO.
SECTION - LANDSIDE ANODES @ KING PILES 7~ FLUSH MOUNT TEST STATION T
SCALE: NOT TO SCALE E-501 SCALE: NOT TO SCALE E—501® E-501 IFP2-16-777
1 | 2 3 | 4 5 |




