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GENERAL DEMOLITION NOTES:

1. PRIOR TO ANY LAND DISTURBING ACTIVITY, SOIL EROSION AND SEDIMENT
CONTROL DEVICES MUST BE INSTALLED IN ACCORDANCE WITH
COMMONWEALTH OF VIRGINIA EROSION AND SEDIMENT CONTROL
REGULATIONS.

2. PROJECT DOES NOT INCLUDE ANY ITEMS TO BE SALVAGED. CONTRACTOR
IS RESPONSIBLE FOR REMOVAL OF ALL DEBRIS FROM SITE.

3. LOCATION OF EXISTING UTILITIES SHOWN ARE APPROXIMATE. CONTRACTOR
SHALL VERIFY EXISTENCE AND LOCATION OF ALL UTILITIES PRIOR TO
THE START OF CONSTRUCTION.

4. CONTRACTOR SHALL PROTECT EXISTING UTILITIES TO REMAIN. ANY
DAMAGE TO EXISTING UTILITIES TO REMAIN SHALL BE IMMEDIATELY
REPAIRED AT CONTRACTOR’S EXPENSE.

5. ALL DEMOLITION, WASTE, DEBRIS, AND UNSATISFACTORY MATERIALS
SHALL BE DISPOSED OF OFF BASE.

6. EXCESS SOIL AND UNSUITABLE EXCAVATION MATERIAL SHALL BE
DISPOSED OF IN ACCORDANCE WITH ALL STATE AND FEDERAL
REGULATIONS.

7. CONTRACTOR SHALL COORDINATE LIMITS OF SAWCUT AND PAVEMENT
REMOVAL WITH PROPOSED PAVEMENT LAYOUT.

8. PAVEMENT DESIGNATED FOR SAWCUT SHALL BE SAWCUT FULL DEPTH.

9. EXISTING PAVEMENT EDGES SHALL BE SAWCUT IN LOCATIONS SHOWN TO
PROVIDE CLEAN EDGE FOR CONSTRUCTION OF PAVEMENT.

10. ANY DAMAGE TO PAVEMENT AREAS DESIGNATED TO REMAIN SHALL BE
REPAIRED OR REMOVED AND REPLACED AT THE CONTRACTOR’S EXPENSE.

11.CONTRACTOR SHALL PRESERVE EXISTING TREES AND VEGETATION
WHENEVER PRACTICABLE. CONTRACTOR SHALL TAKE NECESSARY
PRECAUTIONS TO PROTECT ROOT SYSTEMS OF SHRUBS, PLANTS AND
TREES ALONG THE AREA OF EXCAVATION.

12.EXISTING VEGETATION AND FACILITIES WHICH ARE NOT INDICATED TO BE
REMOVED SHALL BE PROTECTED FROM DEMOLITION OR OTHER
CONSTRUCTION ACTIVITIES.

13.CONTRACTOR SHALL CLEAR TREES NECESSARY TO PROVIDE A MINIMUM
20 FEET OF CLEAR SPACE BETWEEN TREE LINE AND OUTER FENCE LINE
AS_SHOWN _ON SHEET C-201.

14.CONTRACTOR SHALL PERFORM ALL WORK IN ACCORDANCE WITH THE
CONDITIONS OF VIRGINIA DEPARTMENT OF ENVIRONMENTAL QUALITY (DEQ)
GENERAL PERMIT AUTHORIZATION NUMBER WP4-16-0020 (ISSUED
MARCH 22, 2016). CONTRACTOR SHALL PURCHASE COMPENSATORY
WETLAND MITIGATION CREDITS REQUIRED BY THIS PERMIT AND PROVIDE

WRITTEN PROOF OF PURCHASE TO NAVFAC'S CONTRACTING OFFICER AT
LEAST SEVEN (7) WORKING DAYS PRIOR TO THE INITIATION OF
CONSTRUCTION ACTIVITIES. CONTRACTOR SHALL NOT INITIATE WORK AT
THE PERMIT-AUTHORIZED WETLAND IMPACT AREA UNTIL INSTRUCTED TO
DO SO BY NAVFAC'S CONTRACTING OFFICER.”
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