PERFORMANCE WORK STATEMENT
ALTEC DIGGER DERRICK TRUCK MODIFICATION
PUBLIC WORKS DEPT. YORKTOWN, VIRGINIA

Vehicle Modification to add Heavy Duty Winch assembly and Counterweight to Altec High Voltage Digger Derrick Truck N9653543, VIN 1FVDCXDT8GHHD5944.
BACKGROUND: 
Due to the terrain and landscape on the Weapons Station Yorktown the Altec High Voltage Digger Derrick Truck is used to navigate places that require a winch to haul vehicles out of challenging areas, or assist in maneuvering vehicles into difficult areas. The winch is required for moving and pulling the cable used for High voltage repair and installations, and assist with setting power line poles in place. The winch, when used for recovery, makes the current truck self-sustaining 
SCOPE:
The Contractor shall provide all labor, parts and material necessary to modify an Altec High Voltage Digger Derrick Truck (N9653543) by adding a Bumper Winch package and installing additional parts as indicated below.   
· INSTALL ADDITIONAL RELAY FOR CHASSIS OPERATION ON PREWIRE CHASSIS (INSTALL AIR SWITCH FOR NON-PREWIRE MODELS)
· INSTALL FRONT BUMPER WINCH PACKAGE WITH CAPSTAN SHAFT ON CHASSIS
· INSTALL WINCH CONTROL VALVE WITH METERABLE AIR CARTRIDGE AND PLUMB INTO HYDRAULIC SYSTEM
· INSTALL AIR CONTROLLER ON FRONT BUMPER WINCH WITH GUARD
· INSTALL AIR CONTROLLER IN CAB ON BRACKET
· INSTALL E-STOP SWITCH KIT ON BUMPER, WIRE TO CAB WITH INDICATOR LIGHT
· PROGRAM CHASSIS FOR WINCH FUNCTIONS WHILE IN 1ST GEAR AND REVERSE
· INSTALL WINCH CABLE, 5 TON HOOK, AND ALL FINISHING ITEMS ONTO FRONT BUMPER WINCH
· INSTALL FRONT BUMPER BRACKETS FOR WINCH INSTALL
· INSTALL COLLAPSIBLE POWER REEL
· OPERATIONAL TEST FRONT BUMPER ASSEMBLY, SET PRESSURE AND FLOW
· PREP AND PAINT FRONT BUMPER ASSEMBLY
· INSTALL COUNTERWEIGHT TO REAR OF CHASSIS
The color of the installed Winch and attachments shall match the proper color of the Truck.
[bookmark: _GoBack]All repairs will be done at contractor’s facility which shall be within 250 miles of Naval Weapons Station, Yorktown, Virginia.
ALL MODIFICATIONS MUST MEET ALTEC INDUSTRIES INC. SPECIFICATIONS.
  Note: The Contractor shall ensure that the modifications to the truck do not diminish the structural integrity of the truck frame and are within the proper weight hauling capacity of the truck.
    


