

Appendix A
Technical Requirements / Specifications
for P-3 Air Crew Tactical Team Trainer (PACT3) 
Spares Hardware Procurement
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This document establishes the requirements for the equipment for the PACT3 training systems spares that will provide an integrated training capability that supports the P-3 community in Anti-Submarine Warfare (ASW) proficiency.
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The vendor shall provide the following list of equipment:
2U RACKMOUNT ACOUSTIC HARDWARE
.  Unit shall contain the following components:

	- 1ea - SuperMicro Motherboard H8QGi-iF

	- 4ea - AMD G34 6380 16-Cores 2.5 GHz 16MB Cache G34 (64 total cores)

	- 4ea – Quiet 2U AMD Active Fans, CPU Fans

	- 1ea – Onboard Dual GBE LAN, Onboard NIC’s

- 8ea – 8GB DDR3-1600 Unbuffered System Memory, 64GB DDR3-1600 (8x8GB)

	- 1ea – Onboard Video Card

	- 1ea– Samsung 840 Pro MZ-7PD256BW 256GB, System HDD

	- 1ea – Chenbro 2U Rack Mount Chassis

- 1ea – Dual Power Supply 1400W

- 6ea – Quiet Fan Mod Kit – 80MM Non-Hot Swap, *** Fans inside the case need to be <60db total system noise. ***

	- 6ea – 3.5” Hot Swap Bays / 2.5 Swap Bay for SSD, Removable HDD

	- 1ea – DVD-RW
 3U RACKMOUNT WORKSTATION HARDWARE
.  Unit shall contain the following components:

	- 1ea - Intel Core i7-4930K Six-Core, 6-Core 3.4 GHz 12MB Cache LGA 2011 

	- 1ea - Dynatron R17 Quiet CPU Cooler, CPU Fan 

	- 1ea – Supermicro X9SRA Motherboard, System Motherboard 

	- 1ea – Onboard Dual LAN Port, Onboard NIC’s

	- 1ea – Onboard Audio, Onboard Sound Card

	- 4ea – 2GB DDR3-1600, System Memory 8GB DDR3-1600 (4x 2GB)

	- 1ea – 800W 80 Plus Platinum Rated Power Supply, Power Supply

- 6ea – Quiet Fan Mod Kit – 80MM Non-Hot Swap, *** Fans inside the case need to be <60db total system noise. ***

- 1ea – Chenbro RM31408T 3U Rack mount EATX: 1x3.5", 2x5.25", no PS, w/4x80mm and 2 x 80mm: Cooling Chassis Dimension D660mm x W430mm x H132mm Middle Fan Bar, Chassis

- 8ea – 3.5” Hot Swap Bays, Removable HDD

	- 1ea– Samsung 840 Pro MZ-7PD256BW 256GB, System HDD

	- 1ea – DVD-RW

	- 1ea– AMD R9 270X Video Card, Video Card



2.3  3U RACKMOUNT C2P COMPUTERS
 Unit shall contain the following components Or Equal:

	- 2ea - Intel Core Xeon E5-2620V2, 6-Core 2.1 GHz 15MB Cache LGA 2011 

	- 2ea - Quiet Xeon Active Fan, CPU Fans

	- 1ea – Supermicro X9DRI-F Motherboard, System Motherboard

	- 1ea – Onboard Dual GBE LAN, Onboard NIC’s

- 6ea – 8GB DDR3-1600, System Memory 48GB DDR3-1600 (6x 8GB)

	- 1ea – Onboard IPMI

	- 2ea – NVidia FX3800 1GB PCIe Graphic Card, Video Card 

	- 1ea– Samsung 840 Pro MZ-7PD256BW 256GB, System HDD

[bookmark: _GoBack]- 1ea – Seagate Constellation.2 ST91000640NS 1TB 7200 RPM 64MB Cache SATA 6.0Gb/s 2.5" Enterprise-class Internal Hard Drive Bare Drive, EADR HDD

 - 1ea – Chenbro RM31408T 3U Rack mount EATX: 1x3.5", 2x5.25", no PS, w/4x80mm and 2 x 80mm: Cooling Chassis Dimension D660mm x W430mm x H132mm Middle Fan Bar, Chassis

- 1ea – 800W 80 Plus Platinum Rated Power Supply, Power Supply

- 6ea – Quiet Fan Mod Kit – 80MM Non-Hot Swap, *** Fans inside the case need to be <60db total system noise. ***

	- 8ea – 3.5” Hot Swap Bays, Removable HDD

	- 1ea – DVD-RW

	- 1ea – Intel Quad Port GBE NIC Card PCIEx4 - EXPI9404PTL, Add-on NIC 

	- 1ea – Internal SATA to eSATA PCI Bracket, For DASD Update Capability

	- 1ea – Creative X-Fi Xtreme Audio 7.1 (SB0880), Sound Card (SB0880)






0. CAPACITIVE TOUCH SCREEN MONITOR
  Unit shall meet the following minimum requirements:
26 inch Surface Capacitive LCD Touch Screen
1920 x 1080 Resolution
Built in Speakers
Must have at least 1 DVI connection
<30lbs in weight
2.4.6    Have a thickness of no more than 2 7/8 inches
0. The feet should be approximately 1 inch wide and extend 1.5 to 2 inches in front and from back of the monitor. 
24 PORT RACKMOUNT SWITCH
Netgear ProSafe JGS524F 24-Port Gigabit Rackmount Switch with 2 SFP slots 
UNINTERRUPTIBLE POWER SUPPLY
APC BN1250G 1250 VA 740 Watt 10 Outlet Battery Backup with surge protection 
2.7 SPARE HARD DRIVES
Seagate Constellation ES ST1000NM0011 1TB 7200 RPM 64MB Cache SATA 6.0Gb/s 3.5" Enterprise Hard Drive Bare Drive 

2.8  HEADSETS
Telex Air 3500 Aviation Headsets; model 300400-000 
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