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	1503050 - Grounds Maintenance and Landscaping

	Spec Item
	Title
	Description

	1
	General Information
	The Contractor shall provide all labor, management, supervision, tools, materials, and equipment necessary to provide grounds maintenance and landscaping services located at Naval Research Laboratory (NRL), Chesapeake Bay Detachment (CBD), 5813 Bayside Road, Chesapeake Beach, MD 20732-5320, Navy Dock at Fishing Creek, 8037 Bayside Road, Chesapeake Beach, Maryland 20732 and a remote facility at 4940 Black Walnut Point Road, Tilghman Island, Maryland 21671.

	1.1
	Concept of Operations
	The intent of 1503050 Grounds Maintenance and Landscaping is to specify the requirements related to lawn maintenance, vegetation removal, and debris removal within installation grounds parcels designated as improved, semi-improved and unimproved areas.  Services include mowing and trimming, edging. Weed control is limited to application of herbicides. 
The following services are not included in this Template:

· Exterior trash cans and debris removal.



	1503050 - Grounds Maintenance and Landscaping

	Spec Item
	Title
	Description

	2
	Management and Administration
	

	2.1
	Definitions and Acronyms
	Definitions and Acronyms are listed in J-1503050-01.

	2.2
	Personnel
	The Contractor shall provide personnel with the qualifications, technical knowledge, experience and skills required to efficiently provide grounds maintenance and landscaping services.

	2.2.1
	Certification, Training, and Licensing
	Certified arborist shall be used for all tree pruning. 
The Contractor shall submit proof of all certification, training, and licensing requirements per Section F.

	2.3
	Special Requirements
	

	2.3.1
	Vehicles on Sidewalks or Lawns
	Vehicles shall not be permitted on sidewalks or lawns without prior approval from the KO.  The Contractor's request shall include the methods on how he intends to protect the lawns and sidewalks from damage.  Replace or restore all lawns, plants, and property damaged by the Contractor to their original condition or better at no additional cost to the Government.

	2.3.2
	Equipment Restrictions
	Use of powered equipment is prohibited on the earth covered magazines located at bldgs. 324, 325 and 326

	2.3.3
	Safety
	Grounds maintenance and landscaping equipment shall be approved for use around ammunition bunkers.

	2.3.4
	Work Identification
	The Contractor shall identify and recommend IDIQ work as appropriate to the KO.

	2.3.5
	Working Adjacent to Parking Areas
	Work shall be performed with care on grounds adjacent to parking areas so as to prevent damage to parked vehicles.

	2.3.6
	Access Coordination


	The Contractor shall coordinate all access to performance areas such as airfields and firing ranges through the KO.  If required, the Contractor shall be in radio contact with the controlling authority during work performance.

	2.3.7
	Water Management
	The Contractor shall conform to waste and water management measures imposed on the Navy and the Navy-imposed water conservation requirements

	2.4
	References and Technical Documents
	References and Technical Documents are listed in J-1503050-02.


	1503050 - Grounds Maintenance and Landscaping

	Spec Item
	Title
	Performance Objective
	Related Information
	Performance Standard

	3
	Recurring Work
	The Contractor shall maintain improved grounds, semi-improved grounds, and unimproved grounds to ensure a sightly appearance. 


	Work includes routine, seasonal and cyclic services.  
Refer to 1503020, Pest Control, for herbicide restrictions, procedures and reporting requirements.
This specification contains three different areas of grounds maintenance; improved, semi-improved and unimproved as well as maintenance of storm drainage systems and maintenance of cliff lines. 
The Contractor shall recycle all organic debris including grass clippings, brush, tree limbs, hedge clippings, etc.  Organic debris shall be delivered to an approved recycling facility. All weight tickets for recycled debris shall be submitted with the invoice per Section F. Refer to the Recycling Reporting Form provided in J-1503050-03.
The Contractor shall submit MSDS sheets and catalog cut sheets or samples of all proposed fertilizers and mulch per Section F.
Grounds areas to be maintained are identified on the CBD Grounds Map provided in J-1503050-04 and in the Grounds Maintenance Inventory in J-1503050-05.
	Services are performed as specified.

	3.1 
	Improved Grounds
	The Contractor shall maintain improved grounds to ensure a sightly appearance.
	The Contractor shall maintain improved grounds. 

Remove all clippings and trimmings, excluding grass clippings, in a timely manner to promote a neat and healthy appearance. 
Grass clippings not removed shall promote a neat and healthy appearance.
	Improved grounds are uniform in appearance.


	3.1.1
	Lawn Care
	The Contactor shall maintain lawns to ensure a sightly appearance.
	
	Lawns are healthy and present a uniform appearance and a rich natural.

	3.1.1.1
	Mowing and Trimming
	The Contractor shall maintain lawns to ensure a uniform grass height.
	Improved areas will be maintained at the grass heights specified below.  Grass heights are based on the predominant species.

GRASS VARIETY: (Min - Max Growth Height)

Fescue: 4.5" - 6" 4-6 inches
Kentucky Blue Grass: 3.75" - 6"

Grass adjacent to fencing, poles, walls, valves, trees, signs, statues, valve boxes and other similar objects shall be trimmed to match the height and appearance of surrounding grass.

Prior to mowing or trimming, the Contractor shall remove and appropriately dispose of debris that interferes with the mowing or trimming operation.
Informational Note:  Historically the grass cutting season runs from the beginning of April through the end of November.
	Services are performed as specified.

	3.1.1.2
	Edging
	The Contractor shall maintain an edged cut to ensure a neat appearance.
	Edge where grass meets any concrete or asphalt surface, where grass abuts planter beds, or wherever needed to maintain grass delineation.
	Edging is uniform in appearance and vegetation does not encroach on ground structures.
Services are performed as specified.

	3.1.2
	Vegetation Control
	The Contractor shall control undesired vegetation to ensure areas are free of undesired vegetation.
	Remove unwanted vegetation from fence lines, fence fabric, brick walls, sidewalks, curbs, gutters, aggregate areas and paved surfaces including parking lots.
Refer to 1503020, Pest Control, for herbicide restrictions, procedures and reporting requirements.
The Contractor shall develop and submit a schedule for the control of undesired vegetation per Section F.
	Areas are maintained clear of undesired vegetation per the Contractor’s schedule.
Services are performed as specified.

	3.1.3
	Tree Maintenance
	The Contractor shall provide tree maintenance to ensure tree health and to prevent interference with pedestrian and vehicular traffic, and structure encroachment.  
	Tree maintenance includes staking, adjustment of ties and supports, removal of stakes; maintaining watering berms for existing plantings; fertilization; pruning for health and safety, grass clearance, seasonal cleanup; removing dead, damaged or diseased wood, or structurally weak limbs and branches; removing or pruning branches to clear roofs, adjacent structures, low hanging limbs and fronds which encroach onto walks, roadways and parking lots. 

Pruning shall be accomplished by or under guidance of a certified arborist. Climbing devices that may cause damage to trees shall not be used.

Remove and properly dispose of dead, damaged or diseased limbs and branches, and all other cuttings within two working days following operations.
	Trees are healthy.

Trees do not encroach on structures, pedestrian traffic, or vehicular traffic.
All debris is removed and disposed of properly and within the specified time.

	3.2
	Semi-improved Grounds
	The Contractor shall maintain semi-improved grounds to ensure grounds present a sightly appearance and do not interfere with operational requirements.
	Vegetation height in ammunition storage areas must comply with NAVSEA OP 5 requirements. 
Areas governed by specific requirements are identified on the CBD Grounds Maps provided in J-1503050-04 and in the Grounds Maintenance Inventory in J-1503050-05.
	Semi-improved grounds present a sightly appearance and do not interfere with operational requirements.



	3.2.1
	Grounds Care
	The Contractor shall maintain grounds to ensure no interference with operational requirements.

	In areas with mixed species, the accepted height shall be 6 inches. 

Prior to mowing or trimming, the Contractor shall remove and appropriately dispose of debris that interferes with the mowing or trimming operation.
Vegetation adjacent to fencing, poles, walls, valves, valve boxes and other similar objects shall be trimmed to a height not to exceed the height of surrounding vegetation.

Due to weight restrictions or erosion prevention requirements on mounds and magazines these areas shall be cut with string trimmers or approved push type mowers.
The specified turf heights for semi improved grounds areas are identified on the CBD Grounds Maps provided in J-1503050-04 and in the Grounds Maintenance Inventory in J-1503050-05.
	All vegetation is maintained in accordance with operational requirements.


	3.2.2
	Tree Control
	The Contractor shall provide tree control to prevent encroachment on roads, buildings, ammunition storage firebreaks, and structures. 
	Tree control includes maintaining a 50 feet firebreak around ammunition storage areas.

Tree control shall be accomplished by or under guidance of a certified arborist.
Remove and properly dispose of all tree trimmings.  
	Trees do not encroach on roads, buildings, ammunition storage firebreaks, and structures.

	3.2.3
	Vegetation Control
	The Contractor shall control undesired vegetation to ensure areas are free of undesired vegetation.
	Remove unwanted vegetation from fence lines, fence fabric, brick walls, sidewalks, curbs, gutters, aggregate areas and paved surfaces including parking lots.  
Refer to 1503020, Pest Control, for herbicide restrictions, procedures and reporting requirements.

The Contractor shall develop and submit a schedule for the control of undesired vegetation per Section F.
	Areas are maintained clear of undesired vegetation per the Contractor’s schedule.

	3.3
	Unimproved Grounds
	The Contractor shall maintain unimproved grounds to ensure grounds do not interfere with operational requirements.
	Unimproved grounds areas governed by specific requirements are identified on the CBD Grounds Maps provided in J-1503050-04 and in the Grounds Maintenance Inventory in J-1503050-05.
	Unimproved grounds do not interfere with operational requirements.



	3.3.1
	Grounds Care
	The Contractor shall maintain grounds to ensure no interference with operational requirements.


	Vegetation adjacent to fencing, poles, walls, valves, valve boxes and other similar objects shall be maintained.

Refer to 1503020, Pest Control, for herbicide restrictions, procedures and reporting requirements.

The Contractor shall maintain fire lanes to the dimensions defined in the Fire Protection Handbook.

Maintain roadway clearances up to 30 feet of either side of the roadway center.  Maintain fire lanes and roadways free of all debris that interferes with vehicular passage.  Maintain areas adjacent to perimeter fences within 20 feet from either side of the fence or up to the property lines, and vegetation height not to exceed one foot.  Maintain firebreaks clear of vegetation.
The Contractor shall maintain fire lanes and roadways free of all debris that interferes with vehicular passage. 

Prior to mowing or trimming, the Contractor shall remove and appropriately dispose of all debris that interferes with the mowing or trimming operation.   

The Contractor shall develop and submit a schedule for the control of undesired vegetation per Section F.
	Fire lanes, areas adjacent to perimeter fences, and roadway clearances are maintained clear of vegetation as specified.
Fire lanes and roadways are clear of obstructions that interfere with vehicular passage.

Areas are maintained clear of undesired vegetation per the Contractor’s schedule.

	3.3.2
	Tree Control
	The Contractor shall provide tree control to ensure trees do not encroach on roadways, utility lines, and fence lines. 

 
	Maintain a 20 feet clear zone from either side of the fence. 

Maintain roadway clearances up to 30 feet of either side of the roadway center.
Tree control shall be accomplished by or under guidance of a certified arborist. 
The Contractor shall maintain fire lanes to the dimensions defined in the Fire Protection Handbook.
Remove and properly dispose of all tree trimmings.  
	Pruning shall be accomplished by or under guidance of a certified arborist. Climbing devices that may cause damage to trees shall not be used.

Remove and properly dispose of dead, damaged or diseased limbs and branches, and all other cuttings within two working days following operations, firebreaks, roadways, utility lines, and fence lines.

	3.4
	Storm Drainage Systems 
	The Contractor shall remove obstructions and control vegetation in storm drainage systems to ensure unrestricted flow of storm water runoff.
	Drainage systems include curb gutters, curb inlets, brow ditches, drainage channels, swales, catch basins, yard drains, and other devices used to direct the flow of runoff.

The Contractor shall clean and remove debris from drainage systems that would inhibit drainage. 
Aboveground storm drainage systems shall be maintained clear of obstructions, debris, weeds, and anything else which may restrict runoff flow.

Drain covers and grates of underground systems shall be maintained clear of obstructions, however, covers and grates shall not be removed for cleaning drainage systems.  The KO shall be notified within 24 hours, in writing, of obstructions in subsurface drain lines beyond Contractor responsibility.  Missing or damaged yard drain covers and grates shall be reported immediately to the KO.  
Storm drainage systems to be maintained are identified on the Watershed Map provided in J-1503050-06.
	No evidence of obstructions in the visible area of the drainage systems.

	3.5
	Cliff Maintenance
	The Contractor shall remove obstructions and control vegetation along the cliff to ensure unrestricted view of the bay
	Cliff maintenance includes removing or pruning branches to clear the line of sight in the designated areas identified on the CBD Grounds Maps provided in J-1503050-04. 

Remove and properly dispose of dead, damaged or diseased limbs and branches, and all other cuttings within two working days following operations.
	No obstructions of visibility area of the designated areas.

	3.6
	Sediment Pond Maintenance
	The Contractor shall provide sediment pond maintenance to ensure the pond operates as designed.
	The Contractor shall perform sediment pond inspections and maintenance at a minimum of twice a year, with additional inspections following a major storm. 

Sediment pond maintenance services include the removal of trash and debris, structural inspections for damage or material deterioration and repairs as required. 
The sediment ponds are identified on the CBD Grounds Maps provided in J-1503050-04 and in the Watershed Map provided in J-1503050-06.
The Contractor shall remove and appropriately dispose of trash and debris that interferes with the operation of the sediment pond operation.
The Contractor shall ensure that all pipe outlets/inlets, spillway, principle overflow structure and spillway are clear of items that may restrict flows.
The Contractor shall inspect pipe inlets and outlets annually, including anti-vortex devices, trash racks and rodent guards to ensure proper function. 
The Contractor shall inspect embankments for varmint holes and repair as necessary to protect the integrity of the structure.  
The Contractor shall submit inspection reports per Section F.
Informational Note: The Calvert Soil Conservation District may provide technical assistance if requested.
	Debris and trash removed to ensure water is free flowing.
Anti vortex, devices, trash racks and rodent guards function properly.
Embankment varmint holes are repaired.
Inspection reports submitted per Section F.


	1503050 - Grounds Maintenance and Landscaping

	Spec Item
	Title
	Performance Objective
	Related Information
	Performance Standard

	4
	Non-Recurring Work
	Non-Recurring work may be ordered utilizing DoD EMALL in accordance with Section H or on a task order in accordance with the PROCEDURES FOR ISSUING ORDERS clause in Section G.  The order will specify the exact locations and types of work to be accomplished.  The period of performance will be specified in each order.  
	Refer to non-recurring ELINs for task listings, descriptions, and related requirements. All periods of performance are measured from issue date of order to acceptance of the work.  Performance standards for non-recurring work will be the same as those in Spec Item 3 where applicable.
 
	



