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The project locations are rooms 108 (Female Head) and 109 (Male Head) in building number 512 
at the torpedo complex on Ashburne Road at Subase (AKA Main Base) Naval Base Point Loma, 
San Diego, CA. 
 
Project Description: 
 
The goal of this project is to provide the client complete and useable restroom, shower and locker 
room facilities in rooms 108 and 109. 
 
Room 108 (Existing Female Restroom and Shower) 
 
1)   Demolition:  
 
 a)   Remove all plumbing fixtures (toilets, urinal, lavatories, shower head and mixing controls), 
  and toilet accessories (partitions, grab bars, dispensers, etc.).  
 b)   Remove (2) hollow metal doors (entry door and janitor closet door) and all door    
  hardware. Existing door frames to remain. Re-install grounding strap at frame to new entry 
  door. 
 c)   Remove ceiling ventilation grille, exhaust fan and ductwork, sprinkler trim rings 
 d)   Remove wall and ceiling light fixtures and electrical outlets and switches. 
 e)   Remove counter top and storage cabinet 
 f)    Remove existing VCT flooring and rubber base. 
 g) Remove existing wall and floor tile at shower. 
 
2)   New Construction:  
 
 a) Inspect the space to be renovated, verify dimensions, photograph all surfaces and confirm 
  locations of all utilities. 
 b) Design a new ADA compliant Female restroom and shower with one toilet, one lavatory  
  and one shower. Produce plan, section and elevation drawings and propose material and 
  color selections. Submit drawings, product cut sheets and material samples to the TPOC 
  (Technical Point Of Contact) for review and acceptance. See renderings in Part 6 of the  
  SOW for a possible design solution. 
 c)   Install all new plumbing fixtures (one ADA toilet, one ADA lavatory, one ADA shower head 
  with mixing valves), and all standard toilet accessories (partitions, grab bars, dispensers, 
  fold down chair, etc.).  
 d)   Install two new hollow metal doors into the existing frames at the entry door and the janitor 
  closet door and all new door hardware. New door louvers shall be the same size of the  
  existing louvers. Scrape, sand, prime and paint the existing metal door frames. Re-attach 
  the new entry door to the existing door frame grounding strap. 
 e)   Install new ceiling ventilation grille, exhaust fans and ductwork, sprinkler trim rings, etc. 
 f)    Install new LED wall-mounted light fixture above the mirror and ceiling-mounted light   
  fixtures (minimum of two 4’ long surface mounted LED ceiling fixtures with lenses). Install 
  new electrical outlets and switches. All outlets shall be GFCI. 
 g)   Install new solid surface counter top with integral solid surface lavatory bowl. 
 h)   Install new porcelain tile flooring and cove base and minimum 4’ high wainscot at all walls. 
  Install porcelain tile to ceilings at shower enclosures. Grout shall be epoxy grout. Wall tile 
  shall be installed over ½” thick cementitious backerboard over the existing gypsum board 
  at wood framed walls. Wall tile may be installed directly over existing CMU walls. 
 j)    Patch, sand, prime and paint all walls and ceiling with (2) coats of latex enamel paint. 
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 k)   Reconnect all ground straps disturbed or disconnected by construction. Confirm that the  
  grounding systems function properly. 
 m) Install new LED fire exit sign above door inside room. 
 n) Install new ADA Women’s restroom sign on the outside of the entry door. 
 
Room 109 (Existing Male Restroom, Lockers and Showers) 
 
1)   Demolition:  
 
 a)   Remove all plumbing fixtures (toilets, urinal, lavatories, shower head and mixing controls), 
  and toilet accessories (partitions, grab bars, dispensers, etc.).  
 b)   Remove (2) hollow metal doors (entry door and interior door) and all door      
  hardware. Existing door frames to remain. 
 c)   Remove ceiling ventilation grille, exhaust fan and ductwork, sprinkler trim rings 
 d)   Remove wall and ceiling light fixtures and electrical outlets and switches. 
 e)   Remove counter top and storage cabinet 
 f)    Remove existing VCT flooring and rubber base. NOTE: Trace amounts (3%) of non-friable 
  chrysotile asbestos were detected in the existing VCT mastic. See attached asbestos  
  reports for details. KTR shall abate the asbestos per all current regulations and approved 
  techniques. See the Hazardous Materials Requirements section on page 14 for details. 
 g)   (Deleted) 
 h)   Remove existing ceiling-mounted gas heater and all hangers and connections. Cap off  
  the gas line above the ceiling. 
 j)    Remove all unnecessary and non-functioning electrical equipment in the room (switches, 
  speakers, etc.) and cap off any un-used utility lines. 
 k)   Remove existing areas of gypsum board that have been damaged by water leaks. 
 m)  Remove existing fiberglass showers. 
 
2)   New Construction:  
 
 a) Inspect the space to be renovated, verify dimensions, photograph all surfaces and confirm 
  locations of all utilities. 
 b) Design a new Male restroom with two toilets, two urinals, two lavatories and three   
  showers. Produce plan, section and elevation drawings and propose material and color  
  selections. Submit drawings, product cut sheets and material samples to the TPOC   
  (Technical Point Of Contact) for review and acceptance. 
 c)   Install all new plumbing fixtures (toilets, urinal, lavatories, shower head and mixing   
  valves), and toilet accessories (partitions, grab bars, dispensers, etc.). 
 d)   Install two new hollow metal doors into the existing door frames (entry door and interior  
  door) and all new door hardware.  
 e)   Install new ceiling ventilation grille, exhaust fan and ductwork, sprinkler trim rings, etc. 
 f)    Install new wall and ceiling light fixtures and electrical outlets and switches. New lights  
  shall be LED. All outlets shall be GFCI. 
 g)   Install new solid surface counter top with integral solid surface lavatory bowl.  
 h)   Install new porcelain tile flooring and cove base and 4’ high wainscot at all walls. Install  
  porcelain tile to ceilings at shower enclosures. Grout shall be epoxy grout. Wall tile shall be 
  installed over ½” thick cementitious backerboard. 
 j)    NOTE: Lockers are not in this contract (NIC). Existing lockers shall be removed and new 
  lockers installed by others. 
 k)   Patch and install new gypsum board in areas that have been damaged by water leaks. 
 m)  Patch, sand, prime and paint all walls and ceiling with (2) coats of latex enamel paint. 
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 n)   Reconnect all ground straps disturbed or disconnected by construction. Confirm that the  
  grounding systems function properly. 
 o)   Install new tile showers with shower pans. 
 p) Install new LED fire exit sign above exterior door inside room. 
 q) Install new ADA Men’s restroom sign on the outside of the interior door. 
 r) Install two wall mounted 18” x 18” x 5/16” thick cork boards above urinals. 
 
Contract Info: 
 
This is a Design-Build Project. The KTR shall produce design drawings, including floor plans, 
interior elevations and details, as required to document and communicate the design intent. The 
KTR shall submit proposed materials, finishes and colors to the TPOC for review and approval. 
See Part 4 of this Scope Of Work for standard minimum specifications for Navy projects. 
 
Site Investigation: 
 
The KTR shall visit the job site and investigate all spaces indicated by this Scope Of Work. KTR 
shall visually inspect, measure, photograph, and otherwise document all spaces. as required to 
produce a complete set of accurate construction drawings. 
 
Floor Plans, maps and other drawings provided in Part 6 of this SOW are for general information 
and project orientation only and should be field verified before beginning design work. Enclosed 
drawings of existing conditions should be considered to be incomplete and are provided for 
reference purposes only. 
 
Accessibility: 
 
This project shall comply with all provisions of the ADA (Americans with Disabilities / Architectural 
Barriers Act), latest edition. The KTR shall ensure that all doors, hardware, countertops, plumbing 
fixtures, controls, materials, surfaces and other project elements shall meet all current accessibility 
regulations and guidelines.  
 
Division 02: Demolition 
 
02 41    Selective Site Demolition 
 
02 42    Building Deconstruction – Ceilings 
 
02 42    Building Deconstruction – Walls 
 
02 42    Building Deconstruction – Floors 
 
02 82    Asbestos Remediation 
Trace amounts (3%) of non-friable chrysotile asbestos were detected in the existing VCT mastic. 
See attached hazardous materials reports for details. KTR shall abate the asbestos per all current 
regulations and approved techniques. See the Hazardous Materials Requirements section on 
page 14 for details. 
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02 83    Lead Remediation 
Lead-based paint has been detected in the wall paint. See attached hazardous materials reports 
for details. See the Hazardous Materials Requirements section on page 14 for details. 
 
Division 03: Concrete 
 
03 30    Cast-In-Place Concrete 
 
Division 04: Masonry 
 
Division 05: Metals 
 
Division 06: Wood, Plastics & Composites 
 
06 05    Selective Demolition Wood 
 
06 11    Wood Framing 
 
06 22    Millwork 
 
Division 07: Thermal & Moisture Protection 
 
07 42    Polymer-Based Walls Panels 
Panels for toilet and urinal partitions shall be solid phenolic flat panels based on thermosetting 
resins homogenously reinforced with cellulose fibers and manufactured under high pressure and 
temperature. The panels shall have an integrated, decorative surface with pigmented resins. Panel 
thickness shall be 3/8” or ½” thick. Modulus of elasticity shall be 1,200,000 psi, maximum flame 
spread rating shall be 50, maximum smoke development index shall be 300, water absorption 
shall be less than 1.0% and edges and surfaces shall be nonporous. The KTR shall submit 
material samples to the TPOC for selection of color and texture. 
 
Division 08: Openings 
 
08 01    Selective Windows and Doors Demolition 
 
08 12    Standard Hollow Metal Frames 
 
08 13    Standard Hollow Metal Doors 
Interior doors shall be steel doors unless otherwise specified. Steel doors shall comply with (SDI).  
STC rating and IIC rating shall be as specified in IBC. 
 
08 14    Flush Wood Doors 
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08 51    Metal Windows 
 
08 52    Wood Windows 
 
08 71    Door Hardware 
 
Provide all new hardware with satin chrome finish throughout.  Hardware shall be commercial 
grade, suitable for the operational requirements and in compliance with life safety code and 
handicapped accessibility requirements. In general, heavy-duty hardware is required. 
 
Coordination:  Provide a master keying system compatible with the existing base system.  
Coordinate with the local authority and the Contracting Officer to determine the local requirements 
for hardware, keying and master keying. 

 
 08 71 20.30 Door Closers 
 Provide adjustable back-check rack and pinion door closers with hold open arms. 
 
 08 71 20.35 Panic Devices 
 Provide panic devices where required for exiting purposes.  
 
 08 71 20.40 Locksets 
 Provide keyed single cylinder lockset at  exterior door in room 109 and door to Janitor’s closet 
 in room 108. 
 Provide non-keyed passage sets at interior doors that do not require locking.  
 
 08 71 20.50 Door Stops 
 Provide aluminum wall mounted wall bumper type door stops, 4” diameter, with rubber   
 pad. 
 
 08 71 20.55 Push-Pull Plates 
 Provide stainless steel push plates, 0.050” thick, 3” x 12” at interior doors to restrooms. 
 
 08 71 20.65 Thresholds 
 Provide 4” wide x 36” long (confirm with door width) aluminum ABA-compliant     
 thresholds where indicated. 
 
 08 71 20.90 Hinges 
 Provide full mortise hinges, minimum three per door, average frequency, steel base,    
 US 26 D, satin chrome, 4-1/2” x 4-1/2”, unless noted otherwise. 
 
 Provide full mortise hinges, minimum three per door, high frequency, steel base,     
 US 26 D, satin chrome, 4-1/2” x 4-1/2”, unless noted otherwise. 
 
 08 71 20.95 Kick Plates 
 Provide stainless steel, .050” thick, 16 ga., 8” x 34” kick plates where indicated. 
 
 08 71 25.10 Weatherstripping 
    
08 74    Access Control Hardware 
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 08 74 13.60 Entrance Card Systems 
    
 08 74 16.50 Keypad Access 
 
 Provide cipher locksets with keypad where indicated. 
 
 Provide X-09 type combination lock locksets where indicated. 
 
08 81     Glass Glazing 
 
08 83     Mirrors 
Wall mirrors shall be frameless, be made from ¼” plate glass and have polished edges.  
 
08 88 56.10  Laminated Glass (ATFP) 
Exterior window glass required to conform to Navy ATFP (Anti-Terrorism Force Protection) 
provisions shall be laminated, with two layers of 1/8” clear annealed glass bonded to a .030” thick 
PVB (Poly-Vinyl Butyral) interlayer, for a total nominal thickness of ¼”. 
 
08 91 26   Door Louvers 
Door louvers shall be 24” wide by 18” high, fixed blade and made of 18 gauge steel, powder 
coated to match the door color, unless noted otherwise. 
 
Division 09:  Finishes 
 
09 05     Selective Finishes Demolition 
 
09 21 16.33  Partition Walls 
For standard non-load-bearing interior partition walls, install walls with metal studs, 25 gauge, 3-
5/8” wide, with one layer of 5/8” interior gypsum board on each side (use type-X fire rated gypsum 
board where required for rated assemblies), taped, textured, finished and painted with two coats of 
interior latex enamel. 
 
09 28 13.10  Cementitious Backerboard 
Install new ½” thick cementitious backerboard on all wood floors, all walls and all countertops 
where ceramic tile will be installed.  
 
Water resistant “Green Board” gypsum board or any other gypsum products shall not be used in 
place of cementitious backerboard. 
 
09 29 10.30  Gypsum Board 
Gypsum board shall be 5/8” thick, taped and finished to Level 4, with a light orange peel texture. 
See 09 91 23 for Painting. 
 
Use fiber reinforced high abuse gypsum board where indicated in areas subject to rough 
treatment, abuse or vandalism. 
 
09 30 13.10  Ceramic Tile 
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Floor and wainscot wall tile shall be new 12” x 12” commercial grade porcelain tile with matching 
4" high ceramic tile wall flush cove base. Ceramic tile shall have through body color and have a 
minimum wet coefficient of friction (COF) of 0.6. Provide small tiles (2” x2”, 3” x 3” or 4” x 4”) at 
shower floor pans. 
 
Install tile with a TCA-approved thin-set mortar. Mortar shall contain latex additives as required by 
ANSI 118.4 for porcelain tile applications. Install a TCA-approved crack isolation membrane. 
(Inverted sheet vinyl flooring shall not be accepted as a crack isolation membrane.) Install crack 
isolation membranes throughout per ANSI A118.12, for thin-set ceramic tile installations, to isolate 
the tile from in-plane substrate cracking. Install movement joints per “Movement Joint Design 
Essentials, EJ171-07” of the 2007 TCA Handbook for Ceramic Tile Installation, published by the 
Tile Council of North America, Inc. 
 
Grout shall be epoxy type. Grout joints shall be a maximum of 3/16” wide. Submit samples of 
proposed grout color to the TPOC for review. 
 
Wall tile and wainscot tile shall be 12” x 12” ceramic porcelain tile up to an approximate height of 
4’-0” at walls where indicated. Install cementitious backerboards behind all wall areas to receive 
ceramic tile. Ceramic tile shall not be installed over gypsum board products. 
 
09 51 23   Acoustical Tile Ceilings 
New suspended acoustical tile ceilings shall be white 2' x 4' mineral fiber ceiling tiles set into a 
white metal suspension grid. The KTR shall submit proposed colors and styles to the TPOC for 
review. 
 
Primary ceiling finish shall be 24 inch by 24 inch by 5/8 inch minimum thickness (or 24 inch by 48 
inch by 5/8 inch minimum thickness) suspended acoustical panel ceiling system. Exposed 
structural systems shall be painted white. The KTR shall submit proposed colors and styles to the 
TPOC for review. 
 
Provide a painted, suspended gypsum board ceiling in entrance lobby, restrooms and showers.  
New suspended acoustical tile ceilings shall be white 2' x 2' mineral fiber Tegular ceiling tiles set 
into a white metal suspension grid. The KTR shall submit proposed colors and styles to the TPOC 
for review. 
 
09 65 13   Resilient Base 
Provide 1/8” thick x 4” high rubber cove base at all painted walls unless noted otherwise. Base 
shall be Charcoal in color unless noted otherwise. Provide a sealant between floor base and finish 
floor in all wet areas.   
 
09 65 19   Resilient Tile Flooring 
Provide 1/16” thick x 12” x 12” vinyl composition tile (VCT) with marbleized finish where indicated. 
 
09 67 26   Quartz Flooring 
Provide epoxy fluid-applied flooring with broadcast colored quartz chips. 
 
09 68 13   Carpet Tile 
Carpet areas shall be filled with a first quality carpet tile with face material of 100% Type 6 or 6,6 
solution dyed continuous filament nylon, 18” x 18”.  Provide a minimum of 10% total quantity for 
each color and pattern to store within the building for future replacement patching.  Carpet shall be 

8 
 



SUB B512 Renovate Heads  Service Request # 5958843 
 
 
direct glue-down with attached cushion installation with seam preparation and adhesives 
recommended by the carpet manufacturer. 
  
Carpet tile minimum specifications: 
 
Surface Color:   Multi-colored, Patterned 
Surface Texture:  Loop, Cut/Loop, Tip-shear or Textured Loop 
Yarn Weight:   26 oz. Minimum. 
Backing:    Industry Standard with Attached Cushion 
 
09 68 16   Sheet Carpet 
Provide nylon, level loop, 32 ounce sheet carpet where indicated. When laying carpets and 
resilient flooring, use the widest sheet materials available, in no case less than 12 feet wide, 
except for corridor areas, to avoid or minimize the number and extent of seams. When seams are 
required, locate seams at infrequent traffic areas. Contractor is required to submit seam layout to 
Contracting Officer for approval prior to installation. 
 
09 69 13   Access Floors 
Provide a raised computer room access flooring system, complete with high pressure laminate 
(HPL) faced floor panels, pedestals and stringers. 
 
09 81 16   Acoustic Blanket Insulation 
Provide acoustic batt or blanket insulation in walls, floors or ceilings as indicated. 
 
09 91 23   Painting 
Interior painting: When an interior surface requires painting, provide minimum of one prime coat 
and two finish coats. The prime coat shall not be combined with texture or other coatings. Seal and 
prime all surfaces to cover underlying stains or discoloration that may affect finish paint. Finish 
coats shall provide full coverage of undercoats and substrates. All walls and ceiling in wet area 
shall have semi-gloss paint. All wood cased openings, door trims and casings, window trims and 
casing, and other finish trim shall have semi-gloss paint. All interior walls and ceilings shall have 
satin or eggshell finish. 
 
Exterior painting: Preparation of existing surfaces shall be in accordance with the paint 
manufacturer’s recommendations.  All surfaces to be painted shall receive a minimum of one 
prime coat and two finish coats. Finish coats shall provide full coverage of undercoats and 
substrates.  All exposed metal that is not factory finished shall be painted with one prime coat and 
two finish coats. The color of all exposed metal shall match adjacent surfaces. If preservative 
treated wood is used, it shall be compatible with exterior paints and/or stains. 
 
Paint/Color Selection: Paints shall be manufacturer's premium grade quality, readily available for 
purchase in standard colors.  
 
Color shall be white, off-white or shall match the original existing room color. 
 
Division 10: Specialties 
 
10 21     Toilet and Urinal Partitions 
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Provide new overhead braced toilet partitions, including doors, overhead braces, trim plates, 
latches, strike plates, coat hooks and other hardware, etc. Partitions shall be high pressure 
laminate-faced solid phenolic partitions with stainless steel hardware. Doors shall rest slightly ajar 
when in the open and unlocked position. 
 
Provide new urinal partitions between urinals. Partitions shall be high pressure laminate-faced 
solid phenolic partitions with stainless steel hardware. Urinal partition bottom edges shall be 
mounted a maximum of 12” from the floor and the top edges shall be a minimum of 66” from the 
floor. Urinal partitions shall be 24” deep. 
 
All toilet and urinal partitions shall be fastened to the walls with continuous aluminum or stainless 
steel angles which extend from the top of the partition to the bottom of the partition. Individual 
small mounting brackets shall not be permitted. 
 
See Section 07 42 Polymer-Based Walls Panels above for specifications for the high pressure 
laminate-faced solid phenolic partitions. Note that painted steel, laminate-clad particle board, solid 
plastic and stainless steel partitions are not acceptable. 
 
10 28 13   Commercial Toilet Accessories 
Provide all new paper towel dispensers, waste paper receptacles, double-roll toilet paper 
dispensers, sanitary napkin dispensers (in Female Heads), toilet seat cover dispensers in all toilet 
compartments, hand soap dispensers, wall mirrors, air freshener units, ABA grab bars and other 
similar items. Unless noted otherwise, all bathroom accessories shall be commercial grade 
stainless steel and have a polished chrome finish. 
 
Locate paper towel dispensers and waste paper receptacles in close proximity to the lavatories, 
(with dispensers preferably above the countertops), to prevent water drag across the floor and slip-
fall hazards. Do not locate waste paper receptacles on walls opposite the countertop or other 
locations that would produce a water trail across a traffic pattern. 
 
Mirrors shall be a minimum of 24” high and shall span the length of the lavatory countertop. Where 
mirrors are located above individual sinks, individual small mirrors shall be centered over each 
sink, or longer mirrors shall span the distance from outside edge to outside edge of groups of 
sinks. See Section 08 83 Mirrors above for mirror specifications. 
 
Provide one full height ABA-compliant mirror at each bathroom attached to a wall near the 
entrance or near the lavatories. 
 
Verify if the existing sanitation service contractors will provide the paper towel dispensers, hand 
soap dispensers and/or waste paper receptacles. If certain items will be provided by the sanitation 
service contractors then these items are not part of this contract and need not be provided by the 
KTR.  
 
Division 12: Furnishings 
 
12 05    Selective Demolition, Interiors 
 
12 21    Window Blinds 
 

10 
 



SUB B512 Renovate Heads  Service Request # 5958843 
 
 
12 32    Manufactured Wood Casework 
All cabinets, countertops, and casework shall be manufactured and installed in accordance with 
the standards in the latest edition of the “Manual of Millwork of the Woodwork Institute of 
California” (WIC) for Custom Grade for projects in California. For projects at other locations, where 
local jurisdiction has no specific requirements, use the WIC requirements as a guide. 
 
Cabinets shall be WIC Style A (frameless), Type 1 (multiple self-supporting units fastened 
together). Exposed portions shall be high pressure decorative plastic laminate (HPDL) conforming 
to NEMA LD-3 (latest edition). Edge banding for visible edges shall match exposed portions. 
Interior faces of hinged doors shall be compatible in color and pattern to the door fronts. 
 
Cabinet Hardware:  Provide all cabinet hardware as required for a complete installation. Hardware 
shall be metal with US- 26D finish. Hinges shall be concealed, European type conforming to WIC 
Grade 2.  Drawer slides shall provide 75% extension and (75 pound) rated capacity. Center 
mounted glides are not acceptable.  Adjustable shelf clips shall be metal for use with drilled holes. 
Provide rubber or cork bumpers on inside corners of all doors. 
 
Cabinet door and drawer handles shall be stainless steel bar pulls with satin or brushed finish, 
unless otherwise noted. 
 
12 36    Countertops 
Install new counter top, back splash and knee skirt at lavatory counters, as indicated by attached 
drawings. Below counter cabinets with doors and drawers shall not be required. 
 
Install new counter top, back splash and under-countertop cabinetry with operable doors and 
drawers, blank panels in front of hand sink areas, at non-ABA lavatory locations.  
 
Provide countertops with finished ends in all locations and splash returns (side splash) where 
appropriate. Counter tops and backsplashes shall be solid surface with patterned color unless 
noted otherwise. Backsplashes shall be 4” high hard seam attached to the countertop and shall 
match countertop color and pattern. 
 
The government shall have the option to select any color or pattern available in the Manufacturer’s 
standard line. 
 
Sinks in lavatory countertops shall be solid color solid surface and be hard seamed to the bottom 
of the countertop. 
 
Division 21: Fire Suppression 
 
21 13    Wet Pipe Sprinkler Systems 
Replace all sprinkler head trim rings with new rings. Clean sprinkler heads to remove dirt, paint 
and other foreign substances. 
 
Division 22: Plumbing 
 
22 05    Plumbing Demolition 
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Demolish all existing water closets, lavatories, urinals, faucets, drains, exposed p-traps and other 
plumbing hardware. Demolish all below-sink and other shut-off valves, angle stops and isolation 
valves.  
 
22 13 19  Sanitary Drains 
Examine all floor drains and check for proper drainage. Clean out all drains and remove debris and 
other obstructions. Replace damaged or stained existing floor drain covers with new floor drain 
covers of the same size and type.  
 
22 42 13.30 Urinals 
Urinals shall be low-flow (1 pint per flush) type. Urinals shall have manually operated flush valves 
with automatic mechanical shut-off. Waterless urinals with gel-filled cartridges shall not be 
permitted. 
 
22 42 13.40 Water Closets 
 
Water closets shall be in accordance with ANSI A112.19.2, with trim conforming to A112.19.5.  
Water closets shall be low volume and shall be white vitreous china and have an elongated bowl 
with trip lever, unlined tank, close coupled siphon jet, floor outlet with wax gasket, flange and an 
anti-siphon float valve. Provide white closed front seat and cover for residential facilities and open 
front seat cover for non-residential facilities.  Water consumption shall be no greater than 1.6 
gallon maximum per complete flushing cycle. Use water conservation flush valves for non-
residential facilities.  Provide handicap water closet where required. 
 
Water closets shall have manually-operated self-closing flush valves unless otherwise noted. 
 
22 42 16.14 Lavatories 
See Section 12 36 Countertops above for solid surface sinks and lavatories. Lavatories shall have 
Type I pop-up drain. 
 
22 42 16.40 Service Sinks 
 
22 42 39.10 Faucets and Fittings 
Lavatory faucets shall manually-operated self-closing type.  
 
Install all new shut-off valves, angle stops and isolation valves. All new water supply lines to 
faucets and other fixtures shall be braided stainless steel type hoses. 
 
Division 23: HVAC (Heating Ventilating & Air-Conditioning) 
 
23 34 23.10 Exhaust Fans. 
Exhaust fans shall be sized to move the volume of air required to comply with International 
Mechanical Code for the areas requiring exhaust. 
 
Each bathroom or restroom which does not have operable windows and natural ventilation shall 
have a minimum of one exhaust fan. Exhaust fans shall be sized to give not less than 10 air 
changes per hour in the space to be ventilated. Fans shall have a maximum sound level of 3 
sones and be separately switched from light. 
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Replace all existing metal HVAC diffusers and Return Air Grilles with new white units of the same 
size and style. 
Division 26: Electrical 
 
26 01    Electrical General Notes 
 
26 05    Selective Electrical Demolition 
 
26 27 26  Wall Outlets and Switches 
Replace all existing wall power outlet cover plates and light switch cover plates with new units. 
Match existing color unless otherwise noted. 
 
Replace all existing electrical wall duplex outlets and wall mounted light switches, including trim 
and cover plates, with new units. 
 
26 51 13.55 Light Fixtures 
All new light fixtures shall be LED type unless otherwise noted. Surface mounted fixtures at hard-
lid gypsum board ceiling shall be box-type with plastic diffusers. 
 
Provide wall mounted linear LED vanity lights above, or on both sides of, each lavatory mirror in 
Bathrooms. Fixtures shall be a minimum of 18” long. Light fixtures shall illuminate the users’ faces. 
 
26 09 23  Occupancy Sensors 
Install occupancy sensors with passive infrared sensors to shut lights off in rooms when they are 
unoccupied. In bathrooms and/or showers, install sensors in locations that can detect the 
presence of individuals inside toilet stalls and showers. Sensors may be ceiling mounted or wall 
mounted. 
 
Division 28: Electronic Safety & Security 
 
28 16 16  Intrusion Detection 
 
28 31 23  Fire Detection Alarms 
 
28 31 43  Fire Detection Sensors 
 
28 31 46  Smoke Detection Sensors 
Examine existing smoke detectors and test or check for proper functioning. Replace non-functional 
detectors with new units of similar size and quality. Install new smoke detectors per code in newly 
created spaces. 
 
Division 31: Earthwork 
 
Division 32: Exterior Improvements 
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Hazardous Materials Requirements: 

 
Provisions relating to asbestos, lead based paint, and other hazardous materials connected to, 

and hazardous wastes generated in the course of, any renovation and demolition work. 
 

1. General  
a. The Contractor is presumed to know the legal requirements connected to the work 

being undertaken, by itself directly, or indirectly, as through an agent, employee, 
consultant, subcontractor, partner or other indirect means.  The Contractor shall be 
responsible to pay all fines, penalties or other monetary damages that are assessed 
against the Government for acts or omissions of the Contractor, or the Contractor’s 
agent, employee, consultant, subcontractor, partner or other representative or 
instrumentality.  Fines, penalties and other monetary damages include amounts 
agreed to by the Government to settle alleged violations, even where the 
Government admits no violation. Contractor may pay the Government’s settlement 
amount to the settlement authority on behalf of the Government or to the 
Government.  The Government may pursue delinquent amounts through debt 
collection procedures which may involve payment of interest, or through simple 
offset or holdback of moneys due the Contractor under other Contracts. 

b. Compliance with the requirements set out in this subsection is not a guarantee that 
no regulatory enforcement agency will issue notices of violation or take other 
enforcement actions.  The Contractor remains responsible for these types of 
alleged violations and this subsection of the Contract recognizes that reasonable 
settlements with regulatory agencies are often made notwithstanding the possible 
existence of various defenses, simply because of business considerations including 
but not limited to the high cost or uncertainty of litigation. 

c. Nothing in this section precludes the Contractor from employing whatever agent, 
employee, consultant, subcontractor, partner, or other representative or 
instrumentality allowed elsewhere under this Contract to carry out the various duties 
necessary for compliance with this subsection and applicable law.   

d. All lead and asbestos abatement plans shall be reviewed by a representative of the 
Naval Base Point Loma (NBPL) Installation Environmental Department.  Without 
review and approval by the NBPL Environmental Department, the Contractor is 
NOT authorized to conduct abatement. 

e. The prime Contractor shall implement and document the Environmental 
Compliance, Mitigation, & Reporting Measures checklist.  At the time of project 
completion, the prime Contractor shall return the completed Environmental 
Compliance, Mitigation, & Reporting Measures checklist to the NBPL Installation 
Environmental Division with the applicable sections signed.  Any exemption to this 
requirement shall be provided in writing by the NBPL Installation Environmental 
Department. 

f. Prior to facility demolition or renovation (regardless of the age of the 
structure or suspect materials to be disturbed), the Contractor shall conduct 
surveys/sampling to identify, screen and/or test for asbestos containing 
material (ACM), lead-based paint, and other hazardous materials as 
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appropriate.  Any exemption to this requirement shall be provided in writing 
by the NBPL Installation Environmental Program Manager (IEPM). 

g. All work performed by the Contractor shall be in compliance with all applicable laws, 
rules, regulations, and guidance which may include, but are not limited to, the 
following: 

i. Comprehensive Environmental Response Compensation and Liability Act of 
1980 (CERCLA) 

ii. Clean Air Act (CAA) 
iii. Clean Water Act (CWA) 
iv. San Diego Air Pollution Control District (APCD) Rule 361.145 
v. APCD Rule 50 (Visible Emissions) 
vi. Resource Conservation and Recovery Act (RCRA) 
vii. Safe Drinking Water Act (SWDA) 
viii. Toxic Substance Control Act (TSCA) 
ix. OPNAVINST 5090 Series, Environmental and Natural Resources Manual 
x. NAVFACINST 5100.11 Series, Chapter 4 
xi. UFGS 02 57 19.00 20 (Temporary Environmental Controls) 

h. The most recent edition of any applicable law, rule, regulation, or guidance shall be 
in effect. Where conflict among the requirements exists, the most stringent 
requirements shall be in effect. 

2. Asbestos  
a. The Contractor shall not install or use any asbestos containing material (ACM) (i.e., 

any material that contains more than 1% asbestos) nor any asbestos containing 
construction material (ACCM) (i.e., any manufactured construction material that 
contains more than 0.1% asbestos) at any time during this project.  The Certificate 
of ACM/ACCM-Free Construction (which is available through the NBPL Installation 
Asbestos Program Manager [APM]) shall be provided by the Contractor to the 
NBPL APM certifying that all construction materials that were used or installed 
during this project, including those supplied by third parties, are not ACM nor ACCM 
[Federal Acquisition Regulation (FAR) 52.223-3]. 

b. Prior to facility demolition or renovation (per the federal NESHAP, section 61.145), 
it is a requirement to sample/identify all suspect materials to be disturbed for the 
presence of asbestos regardless of the age of the structure or suspect materials.  
Glass, wood, and metal are not considered suspect materials. 

c. All asbestos abatement work performed in California (CA) shall be performed by 
licensed and registered asbestos abatement contractors (i.e., registered by the CA 
Division of Occupational Safety and Health [of the CA Department of Industrial 
Relations], and licensed with the CA Contractors State License Board). 

d. For all asbestos-related demolition or removal, the Contractor shall have a third-
party Industrial Hygienist (IH) (who maintains certification as AHERA Project 
Designer and AHERA Constructor Supervisor), Certified Asbestos Consultant 
(CAC), or Site Safety Technician (SST) (under the direction of a CAC) on-site at all 
times during the abatement project (i.e., during working hours).  The purpose of this 
individual is to act as an independent observer to ensure compliance with the 
approved work plan and all applicable regulatory requirements. 
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e. All asbestos work plans for work performed in California shall be written by a State 
of California Certified Asbestos Consultant (CAC).  This requirement applies 
regardless if the asbestos is friable or non-friable. 

f. The Contractor shall notify the San Diego Air Pollution Control District (APCD) of 
Regulated Asbestos Containing Materials (RACM) removal as required per APCD 
Rule 361.145 at least 10 working days prior to execution of renovation work that 
disturbs/strips/removes: (1) RACM on pipes, (2) RACM on other facility components 
such as flooring, or (3) facility components where the amount of RACM previously 
removed from pipes and other facility components could not be measured before 
stripping.   

g. A notice of intention (NOI) shall be submitted to the APCD for all demolition 
(i.e., wrecking or taking out of any load-supporting structural member of 
facility) regardless of whether asbestos is present or not.  This NOI shall be 
submitted at least 10 working days prior to execution of demolition work. 

h. Per APCD Rule 361.145, the Contractor shall provide the APCD with a new NOI 
whenever there is a change in the starting date for asbestos stripping or removal 
work or whenever the amount of asbestos affected changes by at least 20%. 

i. Per APCD Rule 361.145, if asbestos stripping or removal or demolition will begin 
after the original start date (specified in the original NOI), the Contractor, with 
written consent from the NBPL Installation Environmental Asbestos Program 
Manager (APM) or IEPM, notify the APCD Control Officer of the new start date by 
telephone as soon as possible (ASAP) before the original start date and provide the 
APCD Control Officer with a new NOI (that specifies the new start date) ASAP, but 
no later than the original start date.  If asbestos stripping or removal or demolition 
will begin earlier than the original start date, the Contractor shall, with written 
consent from the NBPL Installation Environmental Asbestos Program Manager 
(APM) or IEPM, provide the APCD Control Officer with an NOI at least 10 working 
days before the asbestos stripping or removal or demolition work begins. 

j. Prior to submittal to the San Diego APCD, all NOIs shall be approved in writing by 
the NBPL IEPM or APM. 

k. The Contractor shall manage (i.e., abate, store, dispose of, and transport) all 
material containing asbestos and Asbestos Containing Material (ACM) in 
accordance with all applicable federal, state, local, and Department of Defense 
(DoD) laws, rules, regulations, and guidance.  For asbestos that is a hazardous 
waste, the Contractor shall adhere to the manifesting procedure(s) specified in the  
Contractor Manifesting Procedure for Hazardous Waste (Shaw-CH), HW-05-006 of 
10 Oct 10.  Applicable laws, rules, regulations, and guidance may include, but are 
not limited to, the following: 

i. 5 CFR 339.205 and 339.301 (Medical Qualification Determination) 
ii. 29 CFR 1910.134 (Respiratory Protection) 
iii. 29 CFR 1910.1001 (OSHA) 
iv. 29 CFR 1926.1101 (OSHA) 
v. 29 CFR 1915.1001 (Asbestos Exposure in all Shipyard Employment Work) 
vi. 40 CFR 61, Subpart M (NESHAP) 
vii. 40 CFR 763, Subpart E 
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viii. APCD Rule 361.145 
ix. APCD Rule 361.150 
x. California Code of Regulations (CCR) Title 8, Section 1529 (Asbestos) 
xi. UFGS 02 82 16.00 20 (Engineering Control of Asbestos Containing 

Materials) 
xii. 42 U.S.C. Section 7401 et seq. of Nov 25 1990 (PL 101-549), Clean Air Act 
xiii. OPNAVIST 5100.23 Series, Navy Safety and Occupational Health Program 

Manual, Chapter 17 
xiv. NAVFACINST 5100.11 Series, NAVFAC Safety and Health Manual 
xv. OICC/ROICC Field Procedure Manual – Managing Asbestos Abatement for 

Demolition Contracts 
xvi. OICC/ROICC Field Procedure Manual – Managing Asbestos Abatement for 

Renovation Contracts 
xvii. Contractor Manifesting Procedure for Hazardous Waste (Shaw-CH), HW-

05-006 of 10 Oct 10 
3. Lead 

a. For all lead-related demolition or removal, the Contractor shall have a third-party 
Industrial Hygienist (IH) on-site at all times during the abatement project (i.e., during 
working hours).  The purpose of this individual is to act as an independent observer 
to ensure compliance with the approved work plan and all applicable regulatory 
requirements. 

b. All lead abatement work plans for work performed in California shall be written by a 
CA Department of Public Health (CDPH) lead certified Project Designer, Project 
Monitor, or Supervisor [Title 17, California Code of Regulations (CCR), Division 1, 
Chapter 8]. 
 

c. The Contractor shall manage (i.e., abate, store, dispose of, and transport) all 
material containing lead and LBP in accordance with all applicable federal, state, 
local, and Department of Defense (DoD) laws, rules, regulations, and guidance.  
These applicable laws, rules, regulations, and guidance may include, but are not 
limited to, the following: 

i. Residential Lead-Based Paint Hazard Reduction Act of 1992 (Title X) 
ii. 29 CFR 1926.62 (OSHA – Lead Exposure in Construction) 
iii. 29 CFR 1910.1025 (OSHA – Lead) 
iv. OPNAVINST 5100.23 Series, Chapter 21 
v. NAVFACINST 5100.11 Series, Chapter 5 
vi. UFGS 02 82 33.13 20 (Removal/Control and Disposal of Paint with Lead) 
vii. UFGS 02 83 13.00 20 (Lead in Construction) 
viii. CCR, Title 17, Division 1, Chapter 8, § 35001 - 36100 Accreditation, 

Certification, and Work Practices for Lead-Based Paint and Lead Hazards 
ix. CCR, Title 8, Section 1532.1 et seq  

4. Hazardous Waste (HW) 
a. In the State of California, the HW regulatory threshold for Asbestos Containing 

Waste is 1% by weight, at which point the waste becomes classified as a California 
non-RCRA HW. 
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b. The Government shall not provide any support, containers, technical assistance, 
equipment, or storage at a Government facility for contractor-generated HW.  All 
Contractors conducting operations or processes at NBPL that produce “contractor-
generated” HW shall label, segregate, accumulate, containerize, dispose of, and 
manage their waste as “the generator of the HW” in accordance with all Federal, 
state, and local environmental laws or regulations including, but not limited to, the 
following: 

i. HW shall be placed into Department of Transportation (DOT) shipping 
containers. 

ii.  All wastes shall be compatible with the containers used to store the waste. 
iii.  Inspect container storage area weekly, checking for open or leaking 

containers, missing labels, and/or deterioration of containers or containment 
system. 

iv.  Ignitable and/or reactive waste shall be stored at least 50 feet from the 
base property line or from the closest inhabitable building. 

v.  All containers shall be kept closed during storage except when adding or 
removing contents. 

vi.  All waste/material shall be compatible if they are mixed or consolidated. 
vii.  All containers shall have a clearly and properly filled out label with the 

accumulation start date. 
viii.  All waste shall be properly disposed of within 90 days of the initial 

accumulation start date. 
ix.  HW/material shall not be placed or disposed of in dumpsters or other solid 

waste (trash) or recycling containers. 
x. All HW/material spills or releases regardless of quantity shall immediately be 

reported to the Federal Fire Department at 9-911.  Cost of the cleanup and 
disposal of the spilled or released material shall be the sole responsibility of 
the Contractor. 

c. Contractor-generated HW shall not use the government EPA identification number 
for purposes of waste disposal, and the Contractor shall apply for a permanent or 
temporary EPA identification number specific to their operations.  Contractors 
working on Naval vessels shall not name the vessel but are directed to provide the 
installation name and pier where the vessel is berthed for purposes of providing the 
generating site information to EPA.  Under no circumstances shall the Contractor, 
applying for an EPA identification number, identify the government as owner of the 
number. 
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