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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  
         
SUMMARY OF CHANGES   
 
 
SECTION  SF 30 - BLOCK 14 CONTINUATION PAGE  
 
 
 
The following have been added by full text:  
        AMENDMENT 0004 
The following sheets have been modified to reflect a revision in the wharf structure and soil stabilization.  

Revised Drawing Sheets: 

Sheet  Narrative of change 

C001  Added Legend, moved Electrical General Notes to 
ES 101 and ES 102, added notes 15 and 16 under 
General Notes, and revised note 3 of Demolition 
Notes to include pipe to be removed. 

C005‐C008  Stormwater lines and corresponding notes 
edited/added; invert elevations provided. 

G003 & C009  Sheet C009 Phasing Plan added.  Sheet G003 
deleted. 

C010  Sheet C010 Site Photographs added. 

C011  Sheet C011 2014 Bathymetric Data (Wharfs Bravo 
– Tango) added. 

C100‐C101  Added Notes 4 and 5 under general Notes.  Edited 
Demolition Notes 6 and 10; added Note 11.  Added 
hatch for removal of certain existing pipes. 

C102‐C103  Added Sheets C102 Demolition Site Plan – South 
and C103 Demolition Site Plan – South. 

C200  Extended overall site plan to show entire wharf; 
changed scale from 1”=20’ to 1”=40’ 

C201‐C202  Added MH station numbers, added fire hydrant 
station number and edited concrete cap to match 
updated structural drawings. 

C203‐C204  Sheets changed to Site Plan – South.  Sheets are 
extension of C201‐C202. 

C205‐C208  Sheets C205‐C206 change to Grading and Drainage 
Plan – North; sheets C207‐C208 change to Grading 
and Drainage Plan – South.  Add reinforced 
concrete pipe (RCP) and Ductile Iron Pipe (DIP) at 
areas where existing piping is to be removed and 
replaced.  Hatched concrete pavement areas.  
Added call‐out to details 1/C502 and 2/C502 for 
connection to existing pipe.  Added Structure 
Table.  Updated pile cap outline to match updated 
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structural drawings. 

C209‐C212  Sheets C209‐C210 change to Sediment Control 
Plan – North; sheets C211‐C212 change to 
Sediment Control Plan – South.  Hatch and notes 
added for concrete pavement.  Elevation contours 
and values added.  New pipes to be replaced 
added to sheets. 

C300  Note 6 added to “Notes.”   Added new storm drain 
pipes to be replaced.  Edited pile cap to reflect 
structural drawings. 

C400‐C401  Added hatch for concrete pavement.  Updated 
concrete pile cap outline to match structural 
drawings.  Added matchlines. 

C402‐C403  Added sheets C402‐C403 Concrete Joint Plan – 
South. 

C501  Added Filter Barrier 

C502  Added details “7 Storm Sewer Type “C” Inlet” and 
“8 Storm Sewer Type “E” Inlet.”  Added extra 
section cut for Pipe Collar Detail. 

S001  Revised Soil Seismic (after soil repairs) from E to D 
in Note 7 of “Design Loads.”  Added clarifier 
“(marine)” to “Concrete” notes; edited Notes 3, 5 
and 6 of “Concrete” notes.  Edited/Added steel 
member ASTM designations under “Steel” notes; 
edited Notes 3 and 5 and added Note 8 to “Steel” 
notes.  Changed “Steel Sheet Pile” to 
“Combination Sheet Pile Wall System” and edited 
notes and requirements.  Edited “Pile Driving” 
notes.  Edited Note 2 and added Note 3 to “Backfill 
Requirements.”  Deleted “Soil Repairs” (moved to 
S003.  Provided data in “1.) Typical P.I. Embed” 
table and edited/added notes. 

S002  Under “Concrete Repairs”: edited Notes 4 and 6 
and Added Notes 7 and 9.  Deleted Note 4 of 
“Cathodic Protection Notes.”  Edited weld note for 
“Section – Anode Attachment.”  Revised “Pressure 
Diagrams.”  Added “Min. Reinf. Bend Dia.”  Re‐
numbered/labeled details.   

S003  Added Sheet S003 “Soil Stabilization Areas.” 

S011  Edited Note 2 of “Inspection Notes.”  Re‐
numbered horizontal distances (e.g. 5+08 became 
5+65). 

S012  Re‐numbered horizontal location numbering. 

SD101  Edited plans.  Edited/added “General Sheet 
Notes.” 

SD102  Edited plans and Details A1 and A2.  Edited/added 
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“General Sheet Notes.” 

S111‐S115  Edited “General Sheet Notes”; removed 
“Component Work Point Locations” tables.  Added 
Phase 1 and Phase 2 “Soil Repairs/Modifications 
Limits” tables; edited extents of soil repairs.  
Edited plans, including tie back locations, deck 
fitting locations, pile cap layout, detail/section 
cuts, station numbering, existing tie rod callouts 
and added/edited notes.  Changed from sheet pile 
to combination sheet pile wall system.  Removed 
pin piles at Phase I.  Added pipe piles at Phase II. 

S201  Deleted S201.  Moved Tie‐in elevations to S502 

S301  Re‐labeled sheet, “Typical Wharf Sections.”  
Changed Details A1 and A3.  A1 is now “Phase 2 – 
Typical Wharf Section.”  A3 is now “Phase 1 – 
Typical Wharf Section.”  Edited limits of deep soil 
repair, edited notes to existing and new work, 
edited new sheet pile system and pile cap, edited 
hatching, and removed flowable fill  at Phase 1 
section. 

S302  Removed Sheet S303 “Typical Wharf Section 2 of 
2.”  Deleted “Section at Pin Pile Elevation” due to 
removal of pin piles from Phase 1.  Moved “Typical 
Wharf Section at Soil Repairs (Phase 2)” to Sheet 
S301 and edited limits of soil repair, notes to 
existing and new elements, vertical location of 
existing anchor, vertical location of existing tip 
depth and hatching.  Added pipe pile requirements 
in Phase 2. 

S401  Changed sheet title to “Enlarged Plans and 
Sections 1 of 2.”  Removed “General Sheet Notes” 
and replaced with “Sheet Notes at bottom of page; 
edited/added notes.  Edited “Corner,” “Typical 
Bulkhead,” “Tie In @ North End” and “Tie In @ 
South End” plans.  Changes include sheet pile 
system, arch fenders, tie rod locations, fittings 
locations, tie in layout and removal of flowable fill 
at south tie in.  Added “Section – Typical 
Bulkhead.”  Re‐numbered/labeled plans. 

S402  Changed sheet title to “Enlarged Plans and 
Sections 2 of 2.”  Edited “Bulkhead @ Low Double 
Bitt” plan including sheet pile system, LDB 
pedestal, notes and dimensions, bullnose, and tie 
rods.  Added “Plan ‐ Phase 2 @ Bulkhead,” 
“Section @ LDB,” “Section @ Cleat,” and “Plan – 
Bulkhead @ Cleat.”  Added “Sheet Notes.” 

S501  Edited “Plan – Typical Bulkhead Reinforcement;” 
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changes include sheet pile system and pile cap 
size/reinforcement.  Moved “Plan – Bulkhead 
Reinforcement @ LDB” and “Plan – Bulkhead 
Reinforcement @ Cleat” to sheet S503.  Added 
“Plan – Pile Cap Reinforcement @ North Tie In,” 
“Plan – Pile Cap Reinforcement @ South Tie In” 
and “Plan – Pile Cap Reinforcement @ Corner.”  

S502  Edited “Typical Cap Reinforcement and Details;” 
changes include sheet pile system, and pile cap 
size and reinforcement.  Moved LDB and Cleat 
reinforcement details to sheet S503.  Added 
reinforcement sections for South and North tie in 
locations. 

S503  Changed sheet title to “Details – Reinforcement at 
Mooring Fittings.”  Removed “General Sheet 
Notes.”  Moved pile cap reinforcement plan for 
north and south tie in to sheet S502.  Moved pile 
cap reinforcement plan for corner to sheet S501.  
Added and edited pile cap reinforcement plans at 
cleats and LDB.  Added and edited reinforcement 
sections at cleats and LDB.  Changes include sheet 
pile system, pile cap size/reinforcement and 
removal of pipe piles under LDBs.  

S504  North and south reinforcement sections moved to 
S502 and edited.  North and South tie in plate 
details moved to S401 and edited.  Sheet S504 is 
now titled Details – Wale, Deadman, Bullnose, Pin 
Pile (previously on S505).  “General Sheet Notes” 
edited.  Typical Deadman Detail @ LDB deleted.  
Wale Splice Detail edited; changes include offset 
back and front splice plate, plate hole diameter 
and addition of HSS 3x3 spacers.  Wale Connection 
Detail edited to include detail for wale connection 
at king piles. LDB details deleted from sheet; piles 
under LDB no longer required.  Bullnose detail 
edited to indicate XS SS Pipe (vs. XS STL Pipe).  Pipe 
pile detail added to sheet for use at Phase II. 

S505  Details previously on S506 moved to S505; sheet 
retitled Details – Fenders and Misc.  Pin Pile detail 
deleted; no longer used at Phase I.  Fender Padeye 
connection to bulkhead added.  Notes and 
dimensions edited on Arch Fender detail.  Notes 
edited/added on Cap Repair detail.  Corner fender 
type and connection edited.  Notes edited/added 
for Bullrail Repair detail.  Pipe Penetration detail 
added. 

ES101‐ES102  Added Electrical General Notes, moved from C001. 
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Specification Revisions: 

Specification Section 01 11 00.00 25, Work Restrictions: 

PAR 1.1.1: Added “soil stabilization” for description of work to be performed.      

Specification Section 00 01 15, List of Drawings: 

Updated drawing titles and NAVFAC DWG numbers 

Added Reference Drawings for reference to Wharf T. 

Specification Section 01 14 00.00 25, Work Restrictions: 

PAR 1.2-a.: Deleted, “which would interfere with normal operations” and added “in order to 
eliminate any possible interference with normal operations.”      

PAR 1.3.1.2: Removed all verbiage in this paragraph as it related to badging through NCACS and 
rapid gate.   

PAR 1.3.2: Reworded paragraph, “For normal working hours, see 00 73 01.00 25 Special 
Conditions for Guantanamo Bay Projects.      

Specification Section 01 32 16.00 25, Small Project Construction Progress Schedules: 

Deleted this spec from the project.      

Specification Section 01 45 00.00 25, Quality Control: 

Removed all references to commissioning.   

PAR 1.5.4: added “a licensed Professional Engineer” to the UWQC diver requirements.  Added, 
“All inspection reports must be signed and sealed by the lead diver/engineer.”   

Specification Section 01 45 35.00 25, Special Inspections: 

PAR 1.3.3: Deleted definition “Perform – Perform these Special Inspection tasks for each welded 
joint or member.”  

Provided “Statement of Special Inspection,” “Schedule of Special Inspections” and “Contractor 
Statement of Responsibility” attachments at end of the spec. 

Specification Section 01 57 19.00 25, Temporary Environmental Controls: 

PAR 1.3: Submittals: Added SD-11 Closeout Submittals: Stormwater Pollution Prevention Plan 
Compliance Notebook; G 

PAR 1.6.1.1 Descriptions: Added, “stormwater pollution prevention plan” to the list. 
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PAR 3.2.1 Construction General Permit: added section including 3.2.1.1 Stormwater Pollution 
Prevention Plan, 3.2.1.2 Stormwater Pollution Prevention Plan Compliance Notebook 
and 3.2.1.3 Stormwater Notice of Termination for Construction Activities. 

Specification Section 02 41 00, Demolition: 

PAR 1.2.2:  Edited the following sentence, “Remove rubbish and debris from the site daily and 
deposit it in locations designated by Contracting Officer.” 

PAR 1.2.2:  Deleted 1.3.2 Weather Protection 

PAR 2.1-a:  Revised the following sentence, “Fill material shall be a coarse aggregate from the 
demolished and recycled concrete paver and portion of the demolished pile cap of the 
existing bulkhead.  Appropriate recycled material shall be utilized until it is fully 
consumed.” 

Par 2.1-b and c.: Deleted subparagraphs “b” and “c.” 

Par 3.1.1-a.: Revised the second sentence, “Structural and non structural elements requiring 
partial demolition include paver, pile cap and bull rail.  Elements requiring removal 
include all extruded rubber fenders, floating fender pad eyes and mooring fittings 
between Sta 0+00 and Sta 5+00.” 

Specification Section 03 01 32, Concrete Rehabilitation for Civil Works: 

Revised references 

PAR 2.1.5: Revised title to “Steel Bars” and revised ASTM requirements, including hot-dipped 
galvanized.      

Specification Section 03 31 29, Marine Concrete: 

Revised/added references 

PAR 1.3: Submittals: added “; G” to Concrete Curing Plan, Concrete Placement and Compaction, 
Materials For Curing Concrete, Non-Shrink Grout, and Reinforcement Supports.  Added 
Pore Blocker; G.  Revised, “Reinforcement and Hot-Dip Galvanizing Coating; G.” 

PAR 1.7.1: Table 1: Revised values in table.   

PAR 1.7.3.1-b.-1) : Added “e. Permeability test conforming to ASTM C1202. 

PAR 1.7.4.2-a.: Revised first sentence to, “Minimum compressive strength results at 28 days shall 
not be less than 5,000 psi.”  

PAR 1.7.4.2-a.: Deleted subparagraph (3) in regards to 20% upper bound on compressive strength 
results.   

PAR 1.7.4.2-3a., 4a., 4b. and 5b.: deleted upper bound on the range for compressive strength.   
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PAR 1.8.2.2: Revised first sentence of third paragraph, “…overlayed by polyethelene, or use wet 
polyethelene-coated burlap, immediately…”  Also revised, “excessively hot 
temperatures” to read, “direct sun exposure.” 

PAR 1.8.4.4: deleted first sentence in regards to as-placed concrete.   

PAR 1.8.5.6: updated the title to read, “Portland Cement, Supplementary Cementitious Materials 
and Pozzolans.” 

PAR 2.1.1: deleted last sentence in regards to maximum water-cement ratio. 

PAR 2.1.5: added sentence, “Concrete mix design should contain between 15 and 25% of Class F 
fly ash or between 30 and 45% of ground granulated blast furnace slab.”  

PAR 2.4.1: Added, “if concrete flowability requires improvement.” to end of sentence. 

PAR 2.5: changed title to, “Non-Shrink, Non-Metallic Grout” and specified minimum f`c. 

PAR 2.7.2: added sentence, “Wires for tying rebar shall be hot-dip galvanized.” 

PAR 3.2: Revised first sentence to, “…foreign substances that can potentially reduce bond 
between concrete and reinforcement.”  Also changed last sentence to, “Repair all visible 
damage per ASTM A780/A780M.” 

PAR 3.2.1: deleted, “and having permeability equal or less than the concrete being placed” from 
the last sentence. 

PAR 3.2.4: Changed first sentence to read, “3” for concrete cover over the steel reinforcement.” 

PAR 3.2.6: first paragraph: added “closure pour/construction” to joints.  second paragraph, 
second sentence: added, “..maximum and shall be coordinated with location of the 
mooring fittings.” 

PAR 3.3: added sentence, “Water-cement ratio shall be kept below 0.39. 

PAR 3.3.2: added, “…or Section 3.3.3 of this Specification, whichever has a more stringent 
requirement.” 

PAR 3.3.3: Added sentence, “Concrete not complying with outlined requirements shall be 
rejected and disposed for future recycling.” 

PAR 3.4: removed, “snow and ice” 

PAR 3.4.1: first paragraph: added, “Concrete mix with anti washout admixture shall be checked 
for segregation resistance in order to determine proper amount of anti washout liquid in 
the mix design that can resist segregation during concrete placement and vibration.”  
Second paragraph: changed to, “For horizontal surface construction use vibrating 
screeds.” 
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PAR 3.4.2: added sentence, “Relative humidity at time of concrete pour and evaporation rate 
should be documented.”  Deleted sentence, “If the evaporation rate…moist curing is 
applied.”  Added sentence, “Concrete should be placed between hours after sunset and 
two hours before sunset.” 

PAR 3.4.3: updated “Figure 2.1.5” to “Figure 4” of ACI 305R.  Changed “agency’s Subject 
Matter Expert” to “designated technical authority.” 

PAR 3.6.1.1 and 3.6.1.2: changed “slabs” to “surfaces.” 

PAR 3.7: Second sentence: deleted, “by misting surface of concrete.”  Fourth sentence: added, 
“…vicinity of the 300 ft of freshly poured curing concrete,…” 

PAR 3.7.1.1: removed “columns, walls and other.”  Deleted “and introduce….completely 
enclosing.”  Added sentence, “Repair torn or damaged sheeting or provide new sheeting.  
Cover or wrap vertical structural elements from the top down with impervious sheeting.” 

PAR 3.8.1: edited the last sentence to, “…permitted provided the maximum allowable water to 
cementitious material ratio is not exceeded.” 

PAR 3.8.1.1: edited second sentence, “..ratio is not exceeded.” 

PAR 3.8.2: deleted 4th and 5th paragraphs as they related to STADIUM requirements. 

PAR 3.8.4.1: deleted upper bound of 1.2 compressive strengths. 

PAR 3.9: changed “Subject Matter Expert in Concrete Materials” to “designated technical 
authority.” 

Specification Section 05 12 00, Structural Steel: 

PAR 1.2: added “Non-Metallic” to “Non-Shrink Grout”  

PAR 2.5: added, “All walers, nuts and mild steel threaded rods embedded into concrete should be 
hot dip galvanized.” 

PAR 2.6.3: changed sentence to, “For information on epoxy coating, refer to Section 09 97 13.26 
Coating of Steel Waterfront Structures.” 

Specification Section 05 50 13, Miscellaneous Metal Fabrications: 

PAR 1.2: added “;G” to Mooring Bollards and Anchor Bolts” deleted “ladders”  

PAR 2.1.7: changed title to “Deck Fittings: Low Double Bitts and Cleats.”  Replaced “grout” 
with “elastomeric material.”  Deleted references to “bollards” and replaced with “double 
bitts.”  Added sentence, “Color shall be white” to last paragraph. 

PAR 2.2.4.1: deleted, “Surfaces that will be exposed…in lieu of being blast cleaned.”  Deleted, 
“which become” from second sentence. 
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PAR 3.7: replaced “non-shrink grout” with “an elastomeric material.”  Added sentence, “Anchor 
threads shall be cut off flush with the surface of the fitting.” 

Specification Section 09 97 13.26, Coating of Steel Waterfront Structures: 

PAR 3.4.1: replaced “Front and back surfaces” with “Waterside surface.” 

Specification Section 31 00 00, Earthwork: 

PAR 2.3: Removed Pipe Casing paragraph. 

PAR 3.8.1: Removed Gas Distribution paragraph. 

Specification Section 31 23 00.00 20, Excavation and Fill: 

PAR 1.2.1: Removed Capillary Water Barrier paragraph. 

PAR 2.2: Removed Porous Fill for Capillary Water Barrier paragraph. 

Updated all references of ASTM D698 to ASTM D1557. 

PAR 3.3.1: Removed Structures with Spread Footings paragraph. 

PAR 3.5: Removed Subgrade Filter Fabric paragraph. 

PAR 3.5.3: Removed Porous Fill Placement paragraph. 

PAR 3.5.4: added sentence, “See Structural Sheet S001 for flowable fill minimum strength 
requirements.” 

Specification Section 31 62 00, Cement Deep Soil Mixing and Low Pressure Cement Grouting: 

Revised Spec Section Title as shown above. 

Revised References 

PAR 1.2.2-d: Removed, “..Government-supplied..” 

PAR 1.2.2-e: Removed, “..state..” 

PAR 1.4: Added paragraph for Soil Stabilization Analysis and Design. 

PAR 1.5: Added sentence, “Contractor shall perform additional borings … efforts required by 
this contract.” 

PAR 1.5-a.3: Added, “..area of the low pressure cement grouting, spacing of the port points,…” 

PAR 1.5-a.5.a:  edited sentence to read, “A detailed description of the daily Quality Control Plan 
confirming design elevations, minimum replacement…” 

PAR 1.5-a.5.b:  edited sentence to read, “Details describing soil-cement…” 
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PAR 1.5.2: edited sentence to read, “…adding columns and/or repair plan of failed sections..” 

PAR 1.5.4: Added sentence, “Final report shall be signed and sealed by a licensed Professional 
Geotechnical Engineer.” 

PAR 1.6: Deleted “civil or”. 

PAR 1.7.2:  replaced “new structures” with “existing structures”. 

PAR 2.1-a.: Deleted, “The cement grout shall not…mixing or be discarded” and replaced with, 
“The grout shall be kept moving in the mixer until grout… Grout that was not used 
within that time shall be discarded.” 

PAR 2.1-b.: Added, “direct sunlight” to second sentence. 

PAR 2.1-c: Added, “potable” 

PAR 2.2-1.: Revised second sentence, “..blending the in situ soils with cement grout.” 

 PAR 3.1: Added to second sentence, “..tie rods, soil anchors and other buried structures.”  
Added, “bulkhead” to existing structure.  Deleted, “See drawings for conceptual 
locations.  Field verify all locations and mark area as to avoid tie-rods” and replaced 
with, “It is Contractor’s responsibility to verify…..no additional cost to the Government.”  

PAR 3.1: Last paragraph: revised sentence to read, “…from the face of the existing bulkhead.” 

PAR 3.1.4-a.: Added sentence, “Remediate the damage caused by runoff of the polluted water.” 

PAR 3.1.4-c.: Added, “or tanks” to first sentence.  Deleted, “Ensure that earth banks..inadvertent 
discharge” and replaced with, “Prevent inadvertent discharge of spoils into 
watercourses.” 

PAR 3.2-c.: Deleted, “14 calendar days.”  Add sentence, “Refer to Specification 01 33 00 
Submittal Procedures.” 

PAR 3.3.2-b.: Deleted, “Dense to very dense gravelly…considered obstruction.” 

PAR 3.4.1: Deleted “licensed Civil” and replaced with “licensed Geotechnical”. 

PAR 3.4.1.1: Last paragraph: added “..onsite laboratory..” 

PAR 3.4.1.2: Last paragraph: added, “…(Rock Quality Designation)…” 

PAR 3.5: deleted Earthwork paragraph. 

Specification Section 32 11 16, Base Course for Rigid Paving: 

PAR 2.1.1.1: Delete “Aggregates shall be within the limits specified as follows.”  Deleted table. 

Specification Section 33 11 00, Water Distribution: 
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PAR 2.1.2.3: Replaced “iron or” and “cast iron or” with “stainless”. 

PAR 2.1.2.7: Deleted Turbine Type Meters paragraph. 

PAR 2.1.2.8: Deleted Meter Vaults paragraph. 

PAR 2.1.2.9: Replaced “ductile iron” and “cast-iron” with “stainless”.  Deleted, “;and the 
follower rings shall be of malleable or ductile iron.  Malleable and ductile iron shall 
conform to ASTM A47 and ASTM A536, respectively.” 

PAR 2.2.1.2: added “Stainless Steel Pipe paragraph. 

Specification Section 33 40 00, Storm Drainage Utilities: 

PAR 2.5: Deleted Erosion Control Riprap paragraph.  

Specification Section 35 59 13.19, Arch-Type Rubber Marine Fenders: 

PAR 1.2: Add “;G” to Fenders, Hardware and Test Reports.  

PAR 1.3:  Added “all fenders shall be “broken” fenders with at least 5 full loading-unloading 
cycles.” 

PAR 2.1:  Added “Face of each fender shall be lined with UHMW-PE panel.” 

PAR 3.1: Added “Anchor bolts connecting rubber fenders shall be installed with a torque 
specified by fender vendor.” 

 

Specification Addition: 

Specification Section 22 05 83.63, Cured-In-Place Pipe (CIPP) Lining, added to project specifications. 

Specification Section 31 32 23, Jet Grouting, added to project specifications. 

Specification Section 31 62 16.16, Steel H-Piles, added to project specifications. 

Specification Section 33 40 00, Storm Drainage Utilities, added to project specifications. 

 

Specification Deletion: 

Specification Section 01 32 16.00 25, Small Project Construction Progress Schedules, deleted from  
project specifications. 
 
The following documents have been added to the RFP (via WinZip file titled “Amendment 0004 revised 
Drawings & Specifications”): 
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1) Wharf Bravo Structural Repairs Existing Record Drawings has been posted to NECO under the 
Additional Documents section. 
 
2) Wharf Bravo Structural Repairs Existing Record Drawings Index has been posted to NECO under the 
Additional Documents section. 
 
3) Wharf Bravo Structural Repairs Final Drawings has been posted to NECO under the Additional 
Documents section. 
 
4) Wharf Bravo Structural Repairs Final Specifications volume 1 has been posted to NECO under the 
Additional Documents section. 
 
5) Wharf Bravo Structural Repairs Final Specifications volume 2 has been posted to NECO under the 
Additional Documents section. 
 
6) Wharf Tango Existing Record Drawings has been posted to NECO under the Additional Documents 
section.  
 
7) Wharf Tango Existing Record Drawings Index has been posted to NECO under the Additional 
Documents section. 
 
All other solicitation terms and conditions remain unchanged. 
  
 
(End of Summary of Changes)  
 


