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GENERAL NOTES:

THIS DRAWING PROVIDES THE NECESSARY INFORMATION TO MANUFACTURE ONE (1) DAMPER WITH A
MOUNTED ACTUATOR. CONTRACT DOCUMENTS WILL SPECIFY QUANITIES AND OF WHAT SIZE(S).

MANUFACTURING REQUIREMENTS:
A. BREAKALL SHARP EDGES TO A 1/32" CHAMFER (MINIMUM).

BRAND NAME OR EQUAL:

A.  THIS DRAWING INCLUDES A BRAND NAME OR EQUAL ITEM FOR THE DAMPER AND THE ACUATOR. THE
SALIENT CHARACTERISTICS ARE DESCRIBED IN SECTION 4 & 5 BELOW. FOR EACH BRAND NAME OR
EQUAL ITEM ARE THE SAME AS THE CHARACTERISTICS DESCRIBED BY THAT ITEM'S CATALOG OR WEB
SITE DESCRIPTION AVAILABLE FROM THE NAMED MANUFACTURER, PRODUCER, OR DISTRIBUTER.
OFFERS OF EQUAL ITEMS, IN ACCORDANCE WITH THE INCLUDED FAR CLAUSE AT 52.211-6, "BRAND
NAME OR EQUAL," SHALL INCLUDE ALL INFORMATION NECESSARY TO DETERMINE "EQUAL"
PRODUCTS MEET THESE SALIENT CHARACTERISTICS

DAMPER SALIENT CHARACTERISTICS:

BRAND NAME OR EQUAL

A.  RECOMMENDED MANUFACTURER: GREENHECK, MODEL#: HCDR-250; P.0. BOX 410, SCHOFIELD, WI.
54476-0410; (715) 359-6171; WWW.GREENHECK.COM.

DAMPER SHALL BE CONSTRUCTED OF STAINLESS STEEL.

DAMPER SHALL HAVE ADEQUENT AXLE SEALS TO PROVIDE LEAK TIGHTNESS, SUCH AS O-RINGS.
FLANGE WIDTH: 1.5 FOR DIAMETERS < 267; 2’ FOR DIAMETERS > 26".

ABLADE SEAL IS NOT REQUIRED. DAMPER WILL NOT BE USED FOR ISOLATION.

BOLT HOLE PATTERN DIMENSIONS SHALL BE MADE TO TABLE 12D.

ACUATOR SALIENT CHARACTERISTICS:

BRAND NAME OR EQUAL

A. RECOMMENDED MANUFACTURER: BELIMO CORPORATION, MODEL#: AMB24-SR-T N4; (800) 543-9038;
WWW.BELIMO-ACUATORS.COM.
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B. THE DAMPER SHOULD ACCOMDATE THE CHOICE OF ACUATOR: AXLE LENGTH TO SUIT AND
MOUNTING METHOD TO SUIT THE ACUATOR BOLT PATTERN.

POWER SUPPLY: 24 VAC + 20% 50/60 Hz, 24 VDC + 10%.

POWER CONSUMPTION: 2.5 W

TRANSFORMER SIZING: 5 VA (CLASS 2 POWER SOURCE).
ELECTRICAL CONNECTION: SCREW TERMINAL (FOR 26 10 14 GA WIRE) %” CONDUIT CONNECTOR.
OVERLOAD PROTECTION: ELECTRONIC THROUT 0° TO 95° ROTATION.
OPERATING RANGE Y: 2 TO 10 VDC, 4 TO 20 mA.

INPUT IMPEDANCE: 100K(2 (0.1 mA), 500Q.

FEEDBACK OUPUT U: 2 10 VDC (MAX 0.5 5>v,.

ANGLE OF ROTATION: MAX 95°.

DIRECTION OF ROTATION: REVERSIBLE

HUMIDITY: 5TO 95% RH NON CONDENSING

AMBIENT TEMPERATURE: -22°F TO 122°F

HOUSING: UL TYPE 4X, NEMA 4X, IP66/67

NOISE LEVEL: <45dB(A)
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ACUATOR MOUNTING PLATE

/A\ ACUATOR

THRU BOTH FLANGES

@12 0.062 @[A[B]

"N" PLCS EQUALLY SPACED
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15 14 13 12 | 11
TABLE 12D
DAMPER CONFIGURATION TABLE
Bolt Number|
Duct Damper| Inner Circle Outer | of Bolt
Diameter Length |Diameter|Diameter|Diameter| Holes
(in) | Damper Serial Number| (in) "ID" "BC" "oD" "N"
8.5 2370-1945-DPR- 8.5 6 8.500 10.250 11.500 16
10 2370-1945-DPR- 10 6 10.000 11.750 13.000 16
11 2370-1945-DPR- 11 6 11.000 12.750 14.000 16
12 2370-1945-DPR- 12 6 12.000 13.750 15.000 16
13 2370-1945-DPR- 13 8 13.000| 14.750 16.000 16
14 2370-1945-DPR- 14 8 14.000 15.750 17.000 16
15 2370-1945-DPR- 15 8 15.000] 16.750 18.000f 24
16 2370-1945-DPR- 16 8 16.000! 17.750 19.000 24
17 2370-1945-DPR- 17 8 17.000 18.750 20.000] 24
18 2370-1945-DPR- 18 8 18.000! 19.750 21.000f 24
19 2370-1945-DPR- 19 8 19.000 20.750 22.000f 24
20 2370-1945-DPR- 20 8 20.000 21.750 23.000 24
21 2370-1945-DPR- 21 8 21.000 22.750 24.000] 32
22 2370-1945-DPR- 22 8 22.000 23.750 25.000] 32
23 2370-1945-DPR- 23 8 23.000 24.750 26.000] 32
24 2370-1945-DPR- 24 8 24.000 25.750 27.000f 32
25 2370-1945-DPR- 25 8 25.000 26.750 28.000f 32
26 2370-1945-DPR- 26 8 26.000 28.250 30.000] 32 E
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